
When selecting a cart provider, choose an industry leader.
For over 40 years, SCHAEFER has provided municipalities,
government agencies, and private haulers with a complete line
of quality products, innovative solutions, and on-time delivery.

schaeferwaste.com

65-GALLON M SERIES 
ROLLOUT CART 



Proud supporters of:

OUTSIDE DIMENSIONS

Order # TOTAL BODY WHEEL LOAD 
QUANTITY

USD 65M 41.5 39.1 10 230 lbs. 84727.5

ANSI Z245.30 and ANSI Z245.60 Approved. ISO 9001 Certified. Truckload quantity based on 53’ trailer. Measurements in inches.
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COLORS, MARKINGS, & OPTIONS
• Available in an array of standard colors. Custom colors available 

upon request with minimum quantities.

• Smooth surface for hot stamping on lid and body

• Customizable in-mold labeling (IML) on lid

BLUE
CL.BLU.1

BROWN
CL.BRN.1

NAVY
CL.NVY.1

GREEN
CL.GRN.1

GRAY
CL.GRY.1

DARK GREEN
CL.DGN.1

DARK BROWN
CL.DBN.1

BLACK
CL.BLK.2

BODY
•

• Smooth surface inside and out for 
easy cleaning

•

•

•

WHEELS & AXLES
• Solid axle of tempered, rolled and Zinc 

Chromate steel 

Durable HDPE wheels for easy rolling motion•

• Lubricated maintenance free bearings

3/4" wheel axle  •

BOTTOM
•

• Dual 3/8“ wear strip for longer life

Angled bottom for easy tilting

Injection molded for maximum strength and 
durability

One-piece high-density polyethylene (HDPE) 
construction

Non-slip, textured finish on corners for 
grabber traction 

Built-in flexibility

•

INJECTION MOLDED MANUFACTURING, 
MANAGED ASSEMBLY & DISTRIBUTION, 
AND COMPREHENSIVE FLEET SERVICES

BODY

LIDS / HANDLES

Overlapping lip for rain protection

• Inside dripping rim to seal in odors

• 270° lid opening

• Ergonomically designed hand grips for easy push 
and pull motion

Smooth surface with no protrusions•

• Solid lid axle with a robust 3-point
attachment

•

• Two ergonomic 2" x 5" lift handles for easy 
opening  

LIDS

BAR / UPPER ATTACHMENT

• Extra wall thickness in bar area for durability

•

•

Externally housed lift bar for leak-proof body 

Integrated, reinforced upper attachment for 
semi-automated lifters

•

• Rotating retention bar for less stress 
on cart body 

• Highly durable, in-molded bar supports

Factory installed

Meets all ANSI standards

BAR

MANUFACTURING LOCATIONS
•

• Lodi, California

Charlotte, North Carolina

www.schaeferwaste.com
Schaefer Systems International, Inc.

10021 Westlake Drive Charlotte, NC 28273

Phone 855-900-CART


