
ELECTRIC ANTI-ICE SYSTEMS

ELECTRIC STANDARD FEATURES
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Electric Operation
Quiet and easy to maintain. Ideal for most off-road applications.

Hitch-Mounted Electric Pump and PVC Spray Bar
Easily remove pump enclosure and spray bar when not in use.

No hitch receiver? No problem. See page 11 for a PVC Spray Bar Auxiliary Mounting Kit.

Clip-On Spray Nozzles with Adjustable Angle
Nozzles adjust to apply proper surface coverage and are removable for easy cleaning and maintenance.

UV Stabilized, High Density Polyethylene Tank
For reliable, corrosion resistant brine storage.

Powered by a 12V, 18 Amp, 6 GPM Electric Pump

6190120 shown above
with optional 3039076 hose reel and spray gun kit



HOSE REEL KITS

3-WAY LOADING VALVE

PVC SPRAY BAR AUXILIARY MOUNTING KIT

• 50 ft hose on spring-loaded, retractable reel
• Includes gun and adjustable nozzle
• Includes hardware needed to plumb to hydraulic and gas systems
• Works with all 1-3 lane stainless steel spray bar systems

• 50 ft hose on spring-loaded, retractable reel
• Includes gun and adjustable nozzle
• For use with 550 gallon gas and all electric pickup systems  

(6191120, 6191121, 6190110, 6190120 6190150, 6190160, 
and 6190170)

3035046

3039076

• Allows the tank to be filled through the bottom output port

• Allows 1 lane PVC spray bar to be mounted on frame 
without using the vehicle receiver tube

• Mounting hardware included
• For use with 6191120, 6191121
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3038494

3038505

PART NO. DESCRIPTION

3038505 PVC Spray Bar Auxiliary Mounting Kit

PART NO. DESCRIPTION

3038494 3-Way Loading Valve

PART NO. DESCRIPTION

3039076 Hose Reel Kit for Smaller Volume Systems

PART NO. DESCRIPTION

3035046 Hose Reel Kit for Larger Volume Systems

For Larger Volume Systems

For Smaller Volume Systems


