
MICRO-TRAK® ROADMASTERTM (Sold Separately)

5-SWITCH PREWIRED PANEL (Sold Separately)

PROPORTIONAL CONTROL VALVE AND ELECTRIC IN-CAB 
CONTROLLER FOR HYDRAULIC SYSTEMS 
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• Set application rate and go! System uses ground speed 
• (based off GPS) to determine appropriate liquid application.
• High contrast Liquid Crystal Display with large  

easy-to-read numbers.
• Heavy-duty rotary switch for quick function selection.
• Includes Garmin® Astro™ 5 GPS Ground Speed Sensor.
• 3 integrated boom section on/off switches.
• Blast button for quick blast of liquid.
• Keylock lockout switch allows supervisor to prevent 

unauthorized changes to calibration settings or data counters.
• Includes all needed mounting hardware.
• VRA/AVL Communications: Variable Rate Application 

capability allows rate control or data logging  
via external device.9021000

• Allows left, center, and right boom sections to be  
controlled independently 

• Includes a master on/off switch and 2 additional  
auxiliary switches

• For use with manual hydraulic and gas systems

3034457

LSV12

WSE1

If the vehicle's current hydraulic system does not have a proportional control valve, Buyers Products offers part number 
LSV12 Proportional Liquid Spray Valve as a retro-fit. Additionally, the Buyers Products part number WSE1 In-Cab Controller is 
recommended to electronically operate the valve from the cab in order complete the system.

OPTIONS

PART NO. DESCRIPTION

9021000 Micro-Trak® RoadmasterTM

PART NO. DESCRIPTION

3034457 5-Switch Prewired Panel

PART NO. DESCRIPTION

WSE1 SaltDogg® Liquid Spray System Controller

PART NO. DESCRIPTION

LSV12 Proportional Liquid Spray Valve



HOSE REEL KITS

3-WAY LOADING VALVE

PVC SPRAY BAR AUXILIARY MOUNTING KIT

• 50 ft hose on spring-loaded, retractable reel
• Includes gun and adjustable nozzle
• Includes hardware needed to plumb to hydraulic and gas systems
• Works with all 1-3 lane stainless steel spray bar systems

• 50 ft hose on spring-loaded, retractable reel
• Includes gun and adjustable nozzle
• For use with 550 gallon gas and all electric pickup systems  

(6191120, 6191121, 6190110, 6190120 6190150, 6190160, 
and 6190170)

3035046

3039076

• Allows the tank to be filled through the bottom output port

• Allows 1 lane PVC spray bar to be mounted on frame 
without using the vehicle receiver tube

• Mounting hardware included
• For use with 6191120, 6191121

             PRODUCTS 11

3038494

3038505

PART NO. DESCRIPTION

3038505 PVC Spray Bar Auxiliary Mounting Kit

PART NO. DESCRIPTION

3038494 3-Way Loading Valve

PART NO. DESCRIPTION

3039076 Hose Reel Kit for Smaller Volume Systems

PART NO. DESCRIPTION

3035046 Hose Reel Kit for Larger Volume Systems

For Larger Volume Systems

For Smaller Volume Systems
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SERVICE PARTS

COMPONENTS
PART NO. DESCRIPTION

WSE133 A – Center Threaded Nozzle
WSE159 B – Quick Connect Nozzle for Left and Right Spray Bars

3046793 C – Quick Connect Spacer Kit for 1" SCH80 
PVC Spray Bars

COMPLETE KIT
PART NO. DESCRIPTION

WSE164
Single Lane PVC Spray Bar System for 6 GPM Electric Pumps
Includes: Spray Bar, Nozzles, Hose Fitting, and 
Quick Connect Spacer Kit

COMPONENTS
PART NO. DESCRIPTION

3038432 A – Center Threaded Nozzle
3038431 B – Quick Connect Nozzle for Left and Right Spray Bars

3046793 C – Quick Connect Spacer Kit for 1" SCH80 
PVC Spray Bars

COMPLETE KIT
PART NO. DESCRIPTION

3038429
Single Lane PVC Spray Bar System for 25 GPM Liquid Pumps
Includes: Spray Bar, Nozzles, Hose Fitting, and 
Quick Connect Spacer Kit

COMPONENTS
PART NO. DESCRIPTION

3039395 A – Quick Connect Spray Nozzle, Straight, Center Lane Bar
3039452 B – Quick Connect Spray Nozzle, 45°, Center Lane Section

3033911 C – Quick Connect Spray Nozzle Straight, Left 
and Right Lane Sections

3039451 D – Quick Connect Spray Nozzle, 45º, Left 
and Right Lane Sections

3033908 E – Check Valve, PVC, 1-1/4" NPT

COMPLETE KIT
PART NO. DESCRIPTION

3028946
3 Lane Stainless Steel Spray Bar System
Includes: Spray Bar, Nozzles, Check Valves, 
Hose Couplers, and Mounting Kit

3 LANE STAINLESS STEEL SPRAY BAR (WORKS WITH ALL 3 LANE SYSTEMS)

1 LANE PVC SPRAY BAR FOR 25 GPM GAS SYSTEMS

1 LANE PVC SPRAY BAR FOR 6 GPM ELECTRIC SYSTEMS

A

A

A

B

B

B

C

C

C

D

E
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PART NO. DESCRIPTION

3038933 0.75" Liquid Flow Meter (Used to Convert 550 Gallon 
Manual Systems to Automatic Systems)

3033934 1.5" Liquid Flow Meter (Used to Convert 1,065+ 
Gallon Manual Systems to Automatic Systems)

30339343038933

PART NO. DESCRIPTION

3034454 3 Section Electric Actuated ON/OFF Boom Shut Off 
Manifold Valve for Individual Lane Control

PART NO. DESCRIPTION

3034444 5.5 HP Honda Gas Engine with 185 GPM Liquid Pump
3038083 2.8 HP Honda Gas Engine with 25 GPM Liquid Pump

3034123 3 Way Control Valve Complete Assembly
(Used on 5.5 HP Honda Gas Engine Pumps)

3038084 3 Way Control Valve Complete Assembly
(Used on 2.8 HP Honda Gas Engine Pumps)

PART NO. DESCRIPTION

3027750 Hydraulic Driven Liquid Pump 

PART NO. DESCRIPTION

01055 Ratchet Straps for 550 Gallon Tanks
5483000 Ratchet Straps for 210 and 325 Gallon Tanks

01055 5483000

3038083 3038084

LIQUID FLOW METERS 
(MANUAL TO AUTOMATIC SYSTEMS)

3 SECTION ON/OFF VALVE

HYDRAULIC DRIVEN LIQUID PUMP

GAS ENGINES AND CONTROL VALVES

RATCHET TIE DOWN STRAP

• Hydraulic driven centrifugal pump
• 11 GPM hydraulic motor
• Maximum Flow: 240 GPM - Maximum Pressure: 120 PSI
• Severe duty silicon carbide seal
• Stainless steel shaft and wear ring
• Chemical resistant impeller with stainless steel insert
• 300 flange (suction) x 220 flange (discharge)


