
Offeror Name:

CODE or PART NO. Option Description  LIST PRICE 

4GSTAPIKT4T1SG OPTIONAL - 4GST SOUNDGUARD ( SOUND ATTENUATED ) FOR "TRAILER" UNIT ONLY  $                  11,485.00 

6GSTAPIKT4T1SG OPTIONAL - 6GST SOUNDGUARD ( SOUND ATTENUATED ) FOR "TRAILER" UNIT ONLY  $                  16,305.00 

8GSTAPIKT4T1SG OPTIONAL - 8GST SOUNDGUARD ( SOUND ATTENUATED ) FOR "TRAILER" UNIT ONLY  $                  15,846.00 

12GSTAPIKT4T1SG OPTIONAL- 12GST SOUNDGUARD ( SOUND ATTENUATED ) FOR "TRAILER" UNIT ONLY  $                  19,295.00 

4GHTAPICT4T1SG OPTIONAL - 4GHT SOUNDGUARD ( SOUND ATTENUATED ) FOR "TRAILER" UNIT ONLY  $                  11,493.00 

6GHTAPIKT4T1SG OPTIONAL - 6GHT SOUNDGUARD ( SOUND ATTENUATED ) FOR "TRAILER" UNIT ONLY  $                  15,845.00 

8GHTAPIKT4T1SG OPTIONAL - 8GHT SOUNDGUARD ( SOUND ATTENUATED ) FOR "TRAILER" UNIT ONLY  $                  14,089.00 

12GHTAPIKT4T1SG OPTIONAL - 12GHT SOUNDGUARD ( SOUND ATTENUATED ) FOR "TRAILER" UNIT ONLY  $                  25,542.00 

4GSTAPIKT4S1OP OPTIONAL - REMOVE TRAILER FOR OPEN SKID 4GST  - DEDUCT FROM BASE PRICE  $                  (3,780.14)

6GSTAPIKT4S1OP OPTIONAL - REMOVE TRAILER FOR OPEN SKID 6GST  - DEDUCT FROM BASE PRICE  $                  (4,231.00)

8GSTAPIKT4S1OP OPTIONAL - REMOVE TRAILER FOR OPEN SKID 8GST  - DEDUCT FROM BASE PRICE  $                  (4,691.00)

12GSTAPIKT4S1OP OPTIONAL - REMOVE TRAILER FOR OPEN SKID 12GST  - DEDUCT FROM BASE PRICE  $                (10,309.00)

4GHTAPICT4S1OP OPTIONAL - REMOVE TRAILER FOR OPEN SKID 4GHT  - DEDUCT FROM BASE PRICE  $                  (3,772.00)

6GHTAPIKT4S1OP OPTIONAL - REMOVE TRAILER FOR OPEN SKID 6GHT  - DEDUCT FROM BASE PRICE  $                  (4,691.00)

8GHTAPIKT4S1OP OPTIONAL - REMOVE TRAILER FOR OPEN SKID 8GHT  - DEDUCT FROM BASE PRICE  $                  (6,448.00)

12GHTAPIKT4S1OP OPTIONAL - REMOVE TRAILER FOR OPEN SKID 12GHT  - DEDUCT FROM BASE PRICE  $                (12,566.00)

4GSTAPIKT4S1SG OPTIONAL - 4GST SOUNDGUARD ( SOUND ATTENUATED ) FOR "SKID" UNIT ONLY  $                  10,994.00 

6GSTAPIKT4S1SG OPTIONAL - 6GST SOUNDGUARD ( SOUND ATTENUATED ) FOR "SKID" UNIT ONLY  $                  14,040.00 

8GSTAPIKT4S1SG OPTIONAL - 8GST SOUNDGUARD ( SOUND ATTENUATED ) FOR "SKID" UNIT ONLY  $                  14,040.00 

12GSTAPIKT4S1SG OPTIONAL - 12GST SOUNDGUARD ( SOUND ATTENUATED ) FOR "SKID" UNIT ONLY  $                  17,724.00 

4GHTAPICT4S1SG OPTIONAL - 4GHT SOUNDGUARD ( SOUND ATTENUATED ) FOR "SKID" UNIT ONLY  $                  10,994.00 

6GHTAPIKT4S1SG OPTIONAL - 6GHT SOUNDGUARD ( SOUND ATTENUATED ) FOR "SKID" UNIT ONLY  $                  14,040.00 

8GHTAPIKT4S1SG OPTIONAL - 8GHT SOUNDGUARD ( SOUND ATTENUATED ) FOR "SKID" UNIT ONLY  $                  14,032.00 

12GHTAPIKT4S1SG OPTIONAL - 12GHT SOUNDGUARD ( SOUND ATTENUATED ) FOR "SKID" UNIT ONLY  $                  22,624.00 

506450000000 OPTIONAL - ENGINE POWER DISCONNECT 425.00$ 

506451000000 OPTIONAL - GROUNDING REEL 553.00$ 

506452000000 OPTIONAL - FIRE EXTINGUISHER 5# WITH MOUNTING BRACKET 430.00$ 

506453000000 OPTIONAL - DOCUMENT BOX ASSEMBLY 220.00$ 

506454000000 OPTIONAL - FUEL DISTRIBUTION 3-WAY VALVE 455.00$ 

506455000000 OPTIONAL - FLOOD LIGHT MAGNETIC MOUNT ASSEMBLY 310.00$ 

506456000000 OPTIONAL - ELECTRIC FUEL GAUGE ASSEMBLY 315.00$ 

506457000000 OPTIONAL - TOOL BOX ASSEMBLY 650.00$ 

506458000000 OPTIONAL - WHEEL CHOCK WITH MOUNTING BRACKET 650.00$ 

345888000000 OPTIONAL - MESSENGER CONTROL BOX PACKAGE - ELECTRIC ENGINE 5,800.00$ 

345889000000 OPTIONAL - MESSENGER CONTROL BOX PACKAGE - MECHANICAL ENGINE 5,800.00$ 

BCIT01 OPTIONAL - MONTHLY MESSENGER WEBSITE SUBSCRIPTION FEE CONSULT FACTORY

506459000000 OPTIONAL - PUMP PRESSURE TRANSDUCER 478.48$ 

506460000000 OPTIONAL - PUMP VACUUM TRANSDUCER 478.48$ 

506005000005 OPTIONAL - 0-5PSI SUBMERSIBLE TRANSDUCER, 50' CORD 2,033.00$ 

506005000015 OPTIONAL - 0-15PSI SUBMERSIBLE TRANSDUCER, 50' CORD 2,033.00$ 

601397000050 OPTIONAL - FLOAT ASSY - START/STOP - TWO 50' FLOATS 400.00$ 

602500000000 OPTIONAL - VACUUM TEST PAD FOR 4" - 8" PUMPS 520.00$ 

602501000000 OPTIONAL - VACUUM TEST PAD FOR 12" - 14" PUMPS 770.00$ 

602502000000 OPTIONAL - VACUUM TEST PAD FOR 18" - 24" PUMPS 1,230.00$ 

601327000000 OPTIONAL - 4" X 10' QD BLACK HD SUCTION HOSE 325.00$ 

601329000000 OPTIONAL - 4" X 20' QD BLACK HD SUCTION HOSE 480.00$ 

601341000000 OPTIONAL - 6" X 10' QD BLACK HD SUCTION HOSE 725.00$ 

601343000000 OPTIONAL - 6" X 20' QD BLACK HD SUCTION HOSE 995.00$ 

601355000000 OPTIONAL - 8" X 10' QD BLACK HD SUCTION HOSE 1,410.00$ 

601357000000 OPTIONAL - 8" X 20' QD BLACK HD SUCTION HOSE 1,830.00$ 

601375000000 OPTIONAL - 12" X 10' QD BLACK HD SUCTION HOSE 2,970.00$ 

601377000000 OPTIONAL - 12" X 20' QD BLACK HD SUCTION HOSE 4,045.00$ 

601498000000 OPTIONAL - 4" X 10' CAMLOCK BLACK HD SUCTION HOSE 270.00$ 

601500000000 OPTIONAL - 4" X 20' CAMLOCK BLACK HD SUCTION HOSE 470.00$ 

601502000000 OPTIONAL - 6" X 10' CAMLOCK BLACK HD SUCTION HOSE 580.00$ 

601504000000 OPTIONAL - 6" X 20' CAMLOCK BLACK HD SUCTION HOSE 935.00$ 

601506000000 OPTIONAL - 8" X 10' CAMLOCK BLACK HD SUCTION HOSE 1,420.00$ 

601508000000 OPTIONAL - 8" X 20' CAMLOCK BLACK HD SUCTION HOSE 1,875.00$ 
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601638000000 OPTIONAL - 3" X 50' QD RED MD 2 PLY LAYFLAT HOSE 245.00$ 

601669000000 OPTIONAL - 4" X 50' QD RED MD 2 PLY LAYFLAT HOSE 455.00$ 

601700000000 OPTIONAL - 6" X 50' QD RED MD 2 PLY LAYFLAT HOSE 725.00$ 

601731000000 OPTIONAL - 8" X 50' QD RED MD 2 PLY LAYFLAT HOSE 1,020.00$ 

600974000000 OPTIONAL - 3" X 50' QD BLACK HD 4 PLY LAYFLAT HOSE 480.00$ 

601074000000 OPTIONAL - 4" X 50' QD BLACK HD 4 PLY LAYFLAT HOSE 725.00$ 

601172000000 OPTIONAL - 6" X 50' QD BLACK HD 4 PLY LAYFLAT HOSE 1,045.00$ 

601272000000 OPTIONAL - 8" X 50' QD BLACK HD 4 PLY LAYFLAT HOSE 1,695.00$ 

601449000000 OPTIONAL - 12" X 50' QD BLACK HD 4 PLY LAYFLAT HOSE 3,840.00$ 

601669000000 OPTIONAL - 4" X 50' CAMLOCK RED MD 2 PLY LAYFLAT HOSE 395.00$ 

601700000000 OPTIONAL - 6" X 50' CAMLOCK RED MD 2 PLY LAYFLAT HOSE 675.00$ 

601731000000 OPTIONAL - 8" X 50' CAMLOCK RED MD 2 PLY LAYFLAT HOSE 1,070.00$ 

601793000000 OPTIONAL - 4" X 50' CAMLOCK BLACK HD 4 PLY LAYFLAT HOSE 605.00$ 

601824000000 OPTIONAL - 6" X 50' CAMLOCK BLACK HD 4 PLY LAYFLAT HOSE 945.00$ 

601855000000 OPTIONAL - 8" X 50' CAMLOCK BLACK HD 4 PLY LAYFLAT HOSE 1,815.00$ 

325909000000 OPTIONAL - 4" MQD STRAINER BASKET 146.00$ 

325910000000 OPTIONAL - 6" MQD STRAINER BASKET 234.00$ 

325911000000 OPTIONAL - 8" MQD STRAINER BASKET 382.00$ 

325917000000 OPTIONAL - 12" MQD STRAINER BASKET 696.00$ 

325198000000 OPTIONAL -4" QD 90 DEG ELBOW 120.00$                        

325200000000 OPTIONAL -6" QD 90 DEG ELBOW 160.00$                        

325201000000 OPTIONAL -8" QD 90 DEG ELBOW 304.00$                        

325203000000 OPTIONAL -12" QD 90 DEG ELBOW 816.00$                        

325220000000 OPTIONAL -4" QD 45 DEG ELBOW 134.00$                        

325222000000 OPTIONAL -6" QD 45 DEG ELBOW 208.00$                        

325223000000 OPTIONAL -8" QD 45 DEG ELBOW 284.00$                        

325225000000 OPTIONAL -12" QD 45 DEG ELBOW 816.00$                        

325244000000 OPTIONAL -6" MQD X 4" FQD REDUCER 110.00$                        

325246000000 OPTIONAL -8" MQD X 6" FQD REDUCER 408.00$                        

325248000000 OPTIONAL -12" MQD X 8" FQD REDUCER 574.00$                        

325258000000 OPTIONAL -6" FQD X 4" MQD REDUCER 88.00$                          

325262000000 OPTIONAL -8" FQD X 6" MQD REDUCER 174.00$                        

325264000000 OPTIONAL -12" FQD X 8" MQD REDUCER 592.00$                        

325154000000 OPTIONAL -4" MQD X FLANGE 130.00$                        

325156000000 OPTIONAL -6" MQD X FLANGE 200.00$                        

325157000000 OPTIONAL -8" MQD X FLANGE 330.00$                        

325158000000 OPTIONAL -10" MQD X FLANGE 402.00$                        

325159000000 OPTIONAL -12" MQD X FLANGE 578.00$                        

325166000000 OPTIONAL -4" FQD X FLANGE 92.00$                          

325168000000 OPTIONAL -6” FQD X FLANGE 128.00$                        

325169000000 OPTIONAL -8" FQD X FLANGE 214.00$                        

325170000000 OPTIONAL -10” FQD X FLANGE 406.00$                        

325171000000 OPTIONAL -12" FQD X FLANGE 648.00$                        
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GLOBAL  
SOUNDGUARD

Global Pump SoundGuard™ enclosures are ideally suited for 
operations in residential and other areas where noise 
reduction is an important consideration.  

Made of 12-gauge galvannealed-steel (or optional stainless 
steel), double-sided galvanized sheet panels are insulated 
with a 1.00" thick acoustical foam barrier fire retardant 
composite to reduce noise level to no more than 68 dBa at 
30' (9 m). Custom dBa levels are available to meet design 
requirements.

Designed for upward exhaust of combustion gases and 
cooling air. Panels are removable for maintenance and repair. 
Panel doors, with locks, provide easy access to the pump, 
engine, priming system and controls for routine servicing, 
lubrication and fueling.

10162 East Coldwater Road, Davison, MI 48423
Tel:  810.653.4828  Fax:  810.658.0632
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FEATURES OPTIONS
Global Pump’s SoundGuard pumps provide an economic, 
mechanically accessible, and dependable quiet pumping solution. 
Available in all model offerings.  

DOT approved highway trailer with front and rear jacks, fenders 
and lights is an available option

Standard units reduce noise emissions to no more than 68 
dBa at 30' (9 m)

Hose racks, accessory containers and other custom features are 
available options

Large, lockable doors provide easy access to the interior for 
operational controls, routine service and fueling

Global Pump’s innovative environmental box captures 
venturi blow by, separates and silences the air exhaust and 
returns liquid to the pump suction

The entire enclosure, its individual panels and all doors are 
removable to allow complete access during maintenance or 
major overhauls

DIMENSIONS

4GST / 4GHT (SAE Mount)

4GST / 4GHT 44" X 110" 
6GST / 6GHT / 8GST (SAE Mount) 56" X 112.50"  

44" X 124.50" 
8GST / 8GHT 60" X 140.50" 

6GST 

44" X 84.50"  

12GST 60" X 161.50"  



GLOBAL  
MESSENGER

The Global Messenger is an integrated remote telemetry 
hardware device that allows customers to collect and track 
mul�ple types of informa�on about their Global Pump, 
including machine loca�on, service usage hours and health 
and produc�vity informa�on.

it wirelessly to the network opera�ons center, providing you 

diagnos�c messages are generated from the pump unit, the 
Global Messenger is capable of no�fying these occurrences, 
right when they happen, with loca�on, date and �me.

opera�ng costs and a be�er return on investment.

GLOBAL PUMP
10162 East Coldwater Road, Davison, MI 48423

Tel:  810.653.4828  Fax:  810.658.0632
1.866.360.PUMP          www.globalpump.com

FEATURES
Display J1939 fault codes/PGNs in plain text
Diagnose/troubleshoot engine or equipment problems
Compact, rugged, weatherproof design

Works with any brand diesel engine
Customizable

tracking service

•Start, stop, & variable speed control with acknowledgment
of the commands.

•Read and transmit customer flow meters, auxiliary fuel tank
levels, pit levels, suc�on & discharge gauge reading, and
engine func�ons.

•Customizable alarms to cell phone via text, e-mail, or phone
call.

•Monitor auto opera�ons of the machines.

•Generate reports on a scheduled basis.

•Track the equipment loca�on and usage.

•Programmable auto-exercise of engine.

KEY HIGHLIGHTS

© 2020 Global Pump

Specifications reflect model pictured, and are subject to revision without notice. Global Pump is not liable for any consequential, incidental or indirect damages relating to these specifications.



MESSENGER BOARD SPECIFICATIONS

3.25” x 3.95” • GSM/GPS board piggy-backs on top of Global
Messenger board

• 4 mounting holes

CAN controller • Supports protocol version 2.0 part A and B  Active
• Bit rates up to 1.25M bit/second
• 32 independent PGN message objects

Port 1 – RS232 or RS485 – Modbus RTU Slave

Port 2 – RS232 or RS485 – Modbus RTU Master or Special

Battery Backed up Real-Time Clock, event log, data log, and more – 10 
year life

SM-GPRS with SIM card holder embedded on Global Messenger

Certified with FCC, PTCRB and ATT for GSM/GPRS end-user applications

Extreme low power mode when engine is not running or other user-
specified mechanism
32-bit processor

TYPICAL CONDITIONS MONITORED
GPS Coordinates (location)

1 – General purpose on/off input

1 – Analog input

Standard values read via 
CANbus

Engine hours, RPM, Battery Voltage, 
Oil Pressure, Fuel Level, Oil Level, Oil 
Temperature, Coolant Level and Coolant 
Temperature
• All fault conditions reported by PGN 65226

(DM1 - Diagnostic Message)
• All fault conditions reported by PGN 60416
(TPCM used to report multiple diagnostic
messages in a single CAN message )

Optional values read via 
CANbus

• Up to 8 User-specified PGN/FMI analog
values

• Up to 32 User-specified PGN/FMI  on/off
values

FLASH memory for application – downloadable via serial port or via GSM 
connection – 512K

Low-low power SRAM – 512K – battery backed up

DIP switches to select • Serial port function w Modbus  Slave, Debug,
None

• Serial port interface w RS232 or RS485 per
port

• Modbus Slave ID w 126-133
• Port 2 baud rate w 4800-38400

Event logger accessible via serial port or via GSM connection

8 LEDs on-board indicate • GSM status
• GPS status
• CAN status
• Serial port status
• Power
• 2 available for user-specified conditions

General purpose inputs • 1 digital/1analog on 12-pin Deutsch
connector

• 3 digital/1analog on 16-pin pluggable
connector

• Digital inputs are contact closures to ground
• Analog input is 10-bit, 0-3VDC or 0-20ma or

resistive input for fuel sender

Receive SMS messages for reconfiguration or on-demand reporting

10162 East Coldwater Road, Davison, MI 48423
Tel:  810.653.4828  Fax:  810.658.0632

1.866.360.PUMP          www.globalpump.com
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PHYSICAL CHARACTERISTICS
Sleep Mode 12VDC @ 20mA

Monitoring Mode 12VDC @ 120mA

GPRS Transmit Mode 12VDC @ 800ma peak Temp.

Industrial Temp. Range -40 to +70C

NEMA 4X Enclosure 5.5”H x 5”W x 1.3”D, with 
mounting holes

OEM CAPABILITIES
Virtual real-time transfer of monitored conditions

Local computations from monitored conditions

User-specified PGNs to be monitored

Event and data logging

Exception reporting to Internet-based applications

Tunneling into the Global Messenger or equipment attached to the 
Global Messenger via a wireless connection

SMS messaging sent on monitored conditions

Parameter setting via SMS messaging

GLOBAL  
MESSENGER



GLOBAL  
BLACK HD SUCTION HOSE

Application: Water suction and discharge in industrial and  
in industrial and construction services.

Tube: Natural and synthetic rubber
Reinforcement: High tensile synthetic textile and steel helix 

wire
Cover:    Abrasion and weather resistant synthetic 

rubber.
Temperature: -22°F to 185°F
Branding: Hd 150 PSI MAX

ID OD WP BURST BEND 
RADIUS WEIGHT

IN IN PSI PSI IN LBS/FT

1.5 1.89 150 450 5 0.73

2 2.44 150 450 7 1.2

3 3.50 150 450 12 1.9

4 4.53 150 450 17 2.6

6 6.61 150 450 27 4.9

8 8.86 150 450 43 7.2

10 10.98 150 450 59 12.2

12 12.95 150 450 75 13.79

10162 East Coldwater Road, Davison, MI 48423
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GLOBAL  
HD 4-PLY  
DISCHARGE HOSE

Application:  Heavy Duty use in irrigation, agriculture,  
         general watering, dewatering, drainage,  
          pump discharge, floatation booms, cable 
          covering, industrial wash down and  
           general discharge applications.
Tube:           Black Nitrile Rubber, PVC Blend, oil resistant 
  tube
Reinforcement:  Polyester
Cover:    Black Ribbed Nitrile rubber cover
Temperature: -20°F to 176°F
Fittings:   Global QD, Camlock, NPT

PART NUMBER DESCRIPTION PSI RATING

602008000000 3” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

602039000000 4” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

602070000000 6” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

602101000000 8” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

602133000000 12” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

601762000000 3” X 50’ CAM LOCK BLACK HD 4 PLY DISCHARGE HOSE 150

601793000000 4” X 50’ CAM LOCK BLACK HD 4 PLY DISCHARGE HOSE 150

601824000000 6” X 50’ CAM LOCK BLACK HD 4 PLY DISCHARGE HOSE 150

601855000000 8” X 50’ CAM LOCK BLACK HD 4 PLY DISCHARGE HOSE 150

10162 East Coldwater Road, Davison, MI 48423
Tel:  810.653.4828  Fax:  810.658.0632
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GLOBAL  
RED MD 2-PLY 
DISCHARGE HOSE

Application:  Use for medium duty agricultural,              
	 	 quarry,	irrigation,	mining,	construction	 
	 											 and	industrial	applications.
Tube:    Red PVC
Reinforcement: 		 Two	spiral	plies	and	longitudinal		 	 															
	 	 synthetic	cords
Cover:    Red	PVC.
Temperature:   -+5°F to +170°F
Fittings:   Global QD, Camlock, NPT

PART NUMBER DESCRIPTION PSI RATING

600939000000 3” X 50’ GLOBAL RED MD 2 PLY DISCHARGE HOSE 150

601039000000 4” X 50’ GLOBAL RED MD 2 PLY DISCHARGE HOSE 125

601139000000 6” X 50’ GLOBAL RED MD 2 PLY DISCHARGE HOSE 115

601238000000 8” X 50’ GLOBAL RED MD 2 PLY DISCHARGE HOSE 75

601638000000 3” X 50’ CAM LOCK RED MD 2 PLY DISCHARGE HOSE 150

601669000000 4” X 50’ CAM LOCK RED MD 2 PLY DISCHARGE HOSE 125

601700000000 6” X 50’ CAM LOCK RED MD 2 PLY DISCHARGE HOSE 115

601731000000 8” X 50’ CAM LOCK RED MD 2 PLY DISCHARGE HOSE 70

10162 East Coldwater Road, Davison, MI 48423
Tel:  810.653.4828  Fax:  810.658.0632
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GLOBAL  
QD FITTINGS

ITEM CODE DESCRIPTION

325021000000 4" MQD X HOSE SHANK

325022000000 6" MQD X HOSE SHANK

325023000000 8" MQD X HOSE SHANK

325018000000 10" MQD X HOSE SHANK

325019000000 12" MQD X HOSE SHANK

325026000000 4" FQD X HOSE SHANK

325028000000 6" FQD X HOSE SHANK

325029000000 8" FQD X HOSE SHANK

325030000000 10" FQD X HOSE SHANK

325031000000 12" FQD X HOSE SHANK

325038000000 4" QD LOCKING RING

325040000000 6" QD LOCKING RING

325041000000 8" QD LOCKING RING

HOSE SHANK FITTINGS

FITTING ACCESSORIES

THREADED FITTINGS

325054000000 4" STANDARD RUBBER O-RING

325056000000 6" STANDARD RUBBER O-RING

325057000000 8" STANDARD RUBBER O-RING

325059000000 12" STANDARD RUBBER O-RING

325096000000 4" MQD X MNPT

325101000000 6" MQD X MNPT

325102000000 8" MQD X MNPT

325105000000 12" MQD X MNPT

325122000000 4" MQD X FNPT

325124000000 6" MQD X FNPT

325125000000 8" MQD X FNPT

ITEM CODE DESCRIPTION

325132000000 4" FQD X MNPT

325134000000 6" FQD X MNPT

325135000000 8" FQD X MNPT

THREADED FITTINGS (CONT.)

ELBOWS

REDUCERS

TEES

325144000000 4" FQD X FNPT

325146000000 6" FQD X FNPT

325147000000 8" FQD X FNPT

325154000000 4" MQD X FLANGE

325156000000 6" MQD X FLANGE

325157000000 8" MQD X FLANGE

325158000000 10" MQD X FLANGE

325159000000 12" MQD X FLANGE

325198000000 4" QD 90 DEG ELBOW

325200000000 6" QD 90 DEG ELBOW

325201000000 8" QD 90 DEG ELBOW

325203000000 12" QD 90 DEG ELBOW

325220000000 4" QD 45 DEG ELBOW

325222000000 6" QD 45 DEG ELBOW

325223000000 8" QD 45 DEG ELBOW

325225000000 12" QD 45 DEG ELBOW

325244000000 6" MQD X 4" FQD REDUCER

325246000000 8" MQD X 6" FQD REDUCER

325248000000 12" MQD X 8" FQD REDUCER

325279000000 4" MQD TEE - MQD X MQD X FQD

325280000000 6" MQD TEE - MQD X MQD X FQD

325281000000 8" MQD TEE - MQD X MQD X FQD

325283000000 12" MQD TEE - MQD X MQD X FQD

325258000000 6" FQD X 4" MQD REDUCER

325262000000 8" FQD X 6" MQD REDUCER

325264000000 12" FQD X 8" MQD REDUCER

325166000000 4" FQD X FLANGE

325168000000 6” FQD X FLANGE

325169000000 8" FQD X FLANGE

325170000000 10" FQD X FLANGE

FLANGED FITTINGS

325171000000 12" FQD X FLANGE



TEES (CONT.)

WYES

HDPE FITTINGS

END PLUGS

END CAPS

QD PIPE

ITEM CODE DESCRIPTION

325290000000 4" FQD TEE - FQD X FQD X MQD

325291000000 6" FQD TEE - FQD X FQD X MQD

325292000000 8" FQD TEE - FQD X FQD X MQD

325294000000 12" FQD TEE - FQD X FQD X MQD

325319000000 4" FQD WYE

325311000000 6" FQD WYE

325312000000 8" FQD WYE

325314000000 12" FQD WYE

326050000000 4" MQD X HDPE BARB

326051000000 6" MQD X HDPE BARB

326052000000 8" MQD X HDPE BARB

326053000000 12" MQD X HDPE BARB

326054000000 4" FQD X HDPE BARB

326055000000 6" FQD X HDPE BARB

326056000000 8" FQD X HDPE BARB

326057000000 12" FQD X HDPE BARB

325330000000 4" MQD PLUG

325332000000 6" MQD PLUG

325333000000 8" MQD PLUG

325335000000 12" MQD PLUG

325342000000 4" FQD END CAP

325344000000 6" FQD END CAP

325345000000 8" FQD END CAP

325347000000 12" FQD END CAP

325843000000 4" X 6' QD STEEL PIPE

325844000000 4" X 10' QD STEEL PIPE

325845000000 4" X 20' QD STEEL PIPE

325317000000 8" MQD WYE - MQD X MQD X FQD

326010000000 8" FQD X 3" MNPT X 8" MQD TEE

326012000000 12" FQD X 4" MNPT X 12" MQD TEE

QD PIPE (CONT.)

STRAINER BASKETS

ITEM CODE DESCRIPTION

325851000000 6" X 6' QD STEEL PIPE

325852000000 6" X 10' QD STEEL PIPE

325853000000 6" X 20' QD STEEL PIPE

325909000000 4" MQD STRAINER BASKET

325910000000 6" MQD STRAINER BASKET

325911000000 8" MQD STRAINER BASKET

325917000000 12" MQD STRAINER BASKET

325859000000 8" X 6' QD STEEL PIPE

325860000000 8" X 10' QD STEEL PIPE

325861000000 8" X 20' QD STEEL PIPE

325873000000 12" X 10' QD STEEL PIPE
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