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12-24
VOLTS

Square Lens

12-24
VOLTS

6.3" 3.8"

5"

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492194 6.3" 36 4.9 7920 Clear 10mm stud SST 11" Blunt Cut 1.88 562 (N)

Ultra Bright 6.5" LED Flood Light

N
EW

Ultra Bright 8" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492195* 8" 20 5.7 9100 Clear SST Bracket 20" Blunt Cut 4.0 562 (N)NE
W

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492290 4.8" x 5.9" 15 1.96 4050 Clear 10mm stud SST 18" Blunt Cut 1.6 562 (N)

Ultra Bright 6" LED Spot Light

12-24
VOLTS 4.

8”

1.45”5.9”

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492190 4.8" x 5.9" 15 1.96 4050 Clear 10mm stud SST 18" Blunt Cut 1.6 562 (N)

Ultra Bright 6" LED Flood Light

12-24
VOLTS 4.

8”

1.45”5.9”

*Available June 2019
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12-24
VOLTS

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492134 3.95" 9 1.25 2430 Clear SST 18" Blunt Cut 1.12 562 (N)

4" LED Spot Light
3.95” 1.575”

5.
08

”

95lx

97m 195m

Beam Pattern

Square Lens

2.5" LED Flood Light

2.6"

2.
6"

2.6"

3.
67

"

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492129 2.6" 4 1.0 780 Clear SST 36" Blunt Cut 1.0 562 (N)

12-24
VOLTS

3" LED Spot Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492237 3.23" 6 1.5 1380 Clear SST 36" Blunt Cut 1.5 562 (N)

2.95”

2.
95

”

3.23”

2.
95

”
3.

54
”

12-24
VOLTS

12-24
VOLTS

3" LED Flood Light

2.95”

2.
95

”

3.23”

2.
95

”
3.

54
”

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492137 3.23" 6 1.5 1620 Clear SST 18" Blunt Cut 1.5 562 (N)
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Square Lens

5" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492199* 5" 9 0.75 725 Clear Black Aluminum 15" Blunt Cut 0.79 562 (N)NE
W

4" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492220* 4.35" 10 1 1800 Clear 10mm stud SST 14" Blunt Cut 0.90 562 (N)NE
W

12-24
VOLTS

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492193 5.3" 9 2.25 1710 Clear SST 36" Blunt Cut 1.76 562 (N)

5" LED Switch and Handle Flood Light

40lx

63m 126m

Flood Beam

12-24
VOLTS

12-24
VOLTS

12-24
VOLTS

4.3”

5.
35

”

1.6”

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492117 4.3" 5 1.2 1050 Clear SST 36" Blunt Cut 1.20 562 (N)

4" LED Flood Light

2.68"

2.0"

40°5.0"
3.3"

2.6"

*Available June 2019

*Available June 2019
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Square Lens

Stainless Steel Mounts

Part No. Description Wt. (lbs.) Cat.

1492106 Stainless Steel Bracket 0.47 562 (N)
1492107 Stainless Steel Bracket 0.90 562 (N)

2"

3.
5"

3.38"
4.5"

4.5"

7.73"

1492106 1492107

5.5" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492135 5.7" 6 1.5 1620 Clear SST 18" Blunt Cut 1.6 562 (N)

5.7” 3”

1.
8” 2.1”

12-24
VOLTS

6" LED Flood Light

4.
9”

 

2.35” 6.0”

4.
0”
 

12-24
VOLTS

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492118 4" x 6" 6 1.5 1350 Clear 10mm stud SST 36" Blunt Cut 1.75 562 (N)

12-24
VOLTS

1.77”

6.
7”

5.3”

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492119 5.3" 9 2.25 1500 Clear 8mm stud SST 36" Blunt Cut 1.76 562 (N)

5" LED Flood Light

•   Produces 1100 lumens of light
•   Durable camera features a 976 

(H) x 592 (V) pixel resolution
•   Night vision capabilities and a 

wide 140° viewing angle to help 
capture everything going on even 
in low visibility situations

Part No. Description Cat.

8883111 Square Work Lamp Camera 888 (N)

Work Light with Built-In Backup Camera

N
EW
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Recessed 6.5" LED Flood Light

Angle Mounted 3" LED Flood Light

Recessed 3" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492191 6.25"L x 1.37"W x 3.42"T 6 0.75 1140 Clear Recessed, Diecast 18" Blunt Cut 1.2 562 (N)

12-24
VOLTS

6.25” 1.38”
0.19”

2.
44

”

5.45”

3.
4”

1.
5”

• Includes 30° rubber offset mount

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492138 2.875" 6 1.38 1620 Clear 12 mm stud 18" Blunt Cut 1.37 562 (N)

• Recessed Mount

12-24
VOLTS

12-24
VOLTS

Part No. Size LED's Amps Lumens Color Housing Lead Length Connection Wt. (lbs.) Cat.

1492139 3" x 1-1/2" 3 0.34 1260 Clear Black Aluminum 18" Blunt Cut 0.32 562 (N)

• Mounting options included: flat, tubular and angle

12-24
VOLTS

4.76" 3.1"
4"

3.
6"

1.
23

"

3"

.43" .43"

1.5"
1.

7"

2.15"

Specialty Mount Lights

Side view of Rubber Mount

4" LED Fog Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492221 4" 1 0.71 483 Clear SST 18" Blunt Cut 1.47 562 (N)NE
W

Ø 3.94"

2.36"

4.41"

4.11"

3.17"

1.65"
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Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492182 20.63" 15 2.80 4050 Clear Aluminum 30.5" Blunt Cut 3.7 562 (N)
1492183 31.97" 24 4.55 6480 Clear Aluminum 30.5" Blunt Cut 5.45 562 (N)
1492184 39.53" 30 5.78 8100 Clear Aluminum 30.5" Blunt Cut 6.62 562 (N)
1492185 50.87" 39 7.60 10530 Clear Aluminum 30.5" Blunt Cut 8.8 562 (N)

12-24
VOLTS

Straight Single Row LED Combination Spot - Flood Light Bar

20.5"

32"

39.5"

51"

LED Spot-Flood Light Bars

• Adjustable width mounts

1492182

1492183

1492184

1492185
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LED Spot-Flood Light Bars

32"

50"

Ultra Bright Dual Row LED Combination Spot - Flood Light Bar

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492160 8.11" 12 2 3240 Clear Aluminum 33.5" Blunt Cut 3.34 562 (N)
1492161 14.09" 24 4.20 6480 Clear Aluminum 33.5" Blunt Cut 4.98 562 (N)
1492162 22.17" 40 8.20 10800 Clear Aluminum 52.5" Blunt Cut 7.34 562 (N)
1492163 32.20" 60 12.00 16200 Clear Aluminum 52.5" Blunt Cut 10.15 562 (N)
1492165 50.12" 96 16.60 25920 Clear Aluminum 52.5" Blunt Cut 15.42 562 (N)

22"

12-24
VOLTS

8"

14"

1492160

1492161

1492162

1492163

1492165
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LED Spot-Flood Light Bars and Accessories

Ultra Bright Dual Row LED Curved Combination Spot - Flood Light Bar

14"

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492171 14.09" 24 4.20 6480 Clear Aluminum 33.5" Blunt Cut 4.93 562 (N)
1492172 22.32" 40 8.20 10800 Clear Aluminum 52.5" Blunt Cut 7.29 562 (N)

12-24
VOLTS

22"

• For 1492160 & 1492170 series

• For 1492160, 1492170, 1492180 series work lights

Part No. Description Wt. (lbs.) Cat.

3034110 Rear Mount Mounting Legs, Pair 0.66 562 (N)

Part No. Description Wt. (lbs.) Cat.

3035783 Tube X Mount, Pair 1.76 562 (N)

Part No. Description Wt. (lbs.) Cat.

3035781 Tube Mount, Pair 1.44 562 (N)

Part No. Description Wt. (lbs.) Cat.

3035768 Harness with Single Switch, DT Connection 0.93 562 (N)
3035770 Harness with Single Switch, ATP Connection 1.04 562 (N)

NE
W

NE
W

NE
W

NE
W

Rear Mount Mounting Legs, Pair Tube Mount, Pair

Tube X Mount, Pair Harness with Single Switch

3035768 3035770

1492171

1492172



BuyersProducts.com | phone: 440.974.8888 | fax: 800.841.8003 | email: orders@buyersproducts.com

LI
G

H
T

S
 -

 W
O

R
K

16

LED Strip and Tube Lights

LED Strip Lights With 3M™ Adhesive Back

Part No. Size LED's Amps Lumens Color Connection Std. Qty. Wt. (lbs.) Cat.

5621827 18" 27 0.41 360 Clear, Warm Blunt Cut, Both Ends 1 0.31 562 (N)
5621928 18" 27 0.41 360 Clear, Cool Blunt Cut, Both Ends 1 0.31 562 (N)
5622436 24" 36 0.54 470 Clear, Warm Blunt Cut, Both Ends 1 0.35 562 (N)
5622537 24" 36 0.54 470 Clear, Cool Blunt Cut, Both Ends 1 0.35 562 (N)
5622638 24" 36 0.54 470 Red Blunt Cut, Both Ends 1 0.35 562 (N)
5622739 24" 36 0.54 470 Blue Blunt Cut, Both Ends 1 0.35 562 (N)
5623654 36" 54 0.81 710 Clear, Warm Blunt Cut, Both Ends 1 0.40 562 (N)
5623755 36" 54 0.81 710 Clear, Cool Blunt Cut, Both Ends 1 0.40 562 (N)
5624872 48" 72 1.12 940 Clear, Warm Blunt Cut, Both Ends 1 0.44 562 (N)
5624973 48" 72 1.12 940 Clear, Cool Blunt Cut, Both Ends 1 0.44 562 (N)
5625074 48" 72 1.12 940 Red Blunt Cut, Both Ends 1 0.44 562 (N)
5625175 48" 72 1.12 940 Blue Blunt Cut, Both Ends 1 0.44 562 (N)
5626090 60" 90 1.30 1180 Clear, Warm Blunt Cut, Both Ends 1 0.55 562 (N)
5626191 60" 90 1.30 1175 Clear, Cool Blunt Cut, Both Ends 1 0.55 562 (N)
5626292 60" 90 1.30 1175 Amber Blunt Cut, Both Ends 1 0.55 562 (N)
56296144 96" 144 2.00 2160 Clear, Warm Blunt Cut, Both Ends 1 0.88 562 (N)
56297145 96" 144 2.00 2160 Clear, Cool Blunt Cut, Both Ends 1 0.88 562 (N)
56298146 96" 144 2.00 1880 Amber Blunt Cut, Both Ends 1 0.88 562 (N)
562109166 108" 165 3.00 2400 Clear, Cool Blunt Cut, Both Ends 1 1.12 562 (N)
562133202 132" 201 4.00 3000 Clear, Cool Blunt Cut, Both Ends 1 1.37 562 (N)
3035896 LED Strip Light Mounting Channel, 17-1/2" Long, Black, Mounting 3M® Tape 562 (N)

Part No. Size Amps Operating Temp Connection Std. Qty. Wt. (lbs.) Cat.

5621002 1" x 1-1/2" 6.0 -22 to 176 6" Lead 1 0.07 562 (N)

Cut line shown

.5"

Strobe Controller

LED Tubes Light

12
VOLTS

• 15 Watts MAX (6A@12V)
• Triple flash burst
• Mounts with included 3M adhesive foam tape
• Make connections quick with included quick splice connectors
• Works with steady burning 12VDC light(s) up to 6A

• Commercial grade housing
• Wired at both ends
• End caps and mounting clips included
• Can be cut every 3 LEDs
• Custom lengths and connectors available upon request

Part No. Size LED's Amps Lens Color Connection Lumens Mounting Std. Qty. Wt. (lbs.) Cat.

5621812 18" 12 .21 Clear 8" Blunt Cut 144  Surface 1 .23 562 (N)
5622416 24" 16 .29 Clear 8" Blunt Cut 192  Surface 1 .28 562 (N)
5623624 36" 24 .34 Clear 8" Blunt Cut 288  Surface 1 .38 562 (N)
5624832 48" 32 .45 Clear 8" Blunt Cut 384  Surface 1 .48 562 (N)

N
EW

N
EW

N
EW

12-24
VOLTS

5624832
48"

On-Off Switch
Clips Include 3M® 
Tape and Screws5623624

36"

5622416
24"

5621812
18"

• Clear, warm has 3000K color temperature
• Clear, cool has 9000K color temperature

• Tubes rotate to aim lights
• Color temperature 5500K

3035896 shown with cool 
temperature strip
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Interior Lights

5" Round Incandescent Interior Dome Light

Part No. Size Amps Color Bulb On-Off Switch Std. Qty. Wt. (lbs.) Cat.

5625030 4.6" 2.2 Clear 1156 Yes 1 0.5 562 (N)

Oval LED Interior Dome Lights

Part No. Size LED's Lens Color Connection Lumens Mounting Amp Std. Qty. Wt. (lbs.) Cat.

5626352 6" 10 Clear PL-3 Connection 80  Grommet .221 10 0.37 562 (N)
5624352 4" 10 Clear PL-3 Connection 80  Grommet .221 10 0.34 562 (N)
See mounting grommets on page C11

5" Round LED Interior Dome Lights

• 12-24 VDC
• 1.5A

12
VOLTS

12
VOLTS

12
VOLTS

Part No. Size LED's Lens Color ON/OFF Function Connection Lumens Mounting Std. Qty. Wt. (lbs.) Cat.

5625336 5.1" 36 Clear Remote Switch 8" Blunt Cut 2200  Surface 1 0.39 562 (N)
5625337 5.1" 36 Clear Built-In Switch 8" Blunt Cut 2200  Surface 1 0.39 562 (N)
5625338 5.1" 36 Clear Motion Sensor 8" Blunt Cut 2200  Surface 1 0.39 562 (N)
5627036 7" 36 Clear Built-In Switch 8" Blunt Cut 2200  Surface 1 0.39 562 (N)
5627038 7" 36 Clear Motion Sensor 8" Blunt Cut 2200  Surface 1 0.39 562 (N)N

EW

.67"

5.12"

7.87"

5625336 5625337

5627036

5625338

5627038

• for remote switch • with built-in switch

• with built-in switch

• with motion sensor

• with motion sensor

5626352 5624352

0.79"7.09"ø
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LED Strip, Projector and Rope Lights

4.4" LED Projector Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Std. Qty. Wt. (lbs.) Cat.

5624433 4.4" 3 .30 120 Clear Aluminum/SS Bracket 36" Blunt Cut 1 0.37 562 (N)

4.33” 1.378”

1.
25

”

1.
61

”

LED Rope Light with Connections and Mounts

Part No. Size LED's Amps Lumens Color Base / Mount Connection Std. Qty. Wt. (lbs.) Cat.

5625576 52.5' 576 3.8 48-60/ft. Clear Clips Plug 1 6 562 (N)

• Mounting hardware and connections included
• Can be cut every 3 LEDs

Power CableClipEnd Cap

12
VOLTS

12
VOLTS

•  Ideal for cab steps and perimeter ground lighting

Part No. Description Cat.

1311100 Universal Light Kit 889 (N)
1311110 Headlight Adapter for International® Trucks 889 (N)
3014194 Low Beam Replacement Bulb 889 (N)
3014193 Hi Beam Replacement Bulb 889 (N)
1311103 Park/Turn, Amber, Replacement Bulb 889 (N)

Universal Snowplow Light Kit
12

VOLTS

Part No. Description Cat.

PLB11SS Unwelded Bracket, Stainless Steel with 
Hardware 889 (N)

PLB12SS Unwelded Bracket, Extended, Stainless Steel 
with Hardware 889 (N)

Stainless Steel Truck Hood Light Brackets

• Dual beam halogen headlamps with turn signal/parking light 
• High-impact polycarbonate case 
• Double-post mounts
• Includes universal wiring harness

• Kit Includes driver & passenger side bracket, gaskets & fasteners
• Stainless steel
• Universal fit for med./hvy. class truck hoods: 

Ford, Freightliner, GMC, International, Mack, Peterbilt, Sterling, Volvo

PLB12SS for use with 1311100 dual stud plow lights

PLB11SS for use with 
single stud plow lights
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Round Lens

Ultra Bright 5" LED Articulating Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492145 5" 18 3 4500 Clear 8mm stud SST 36" Blunt Cut 1.63 562 (N)

12-24
VOLTS

125.42

91.5166.86
ø125.5

21
7

15
4.

26 Ø38

38
º

42º

156 lx

10m

10m

10m

20m

20m

30m

30m

0m

10m

10m

20m

20m

30m

30m

0m

124m 250m 400m0m

10m 166m 330m 400m0m

1 lx 0.5 lx

277 lx 1 lx 0.5 lx

1492125

1492126

5" LED Articulating Spot Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492126 5" 6 1.5 1350 Clear 8mm stud SST 36" Blunt Cut 562 (N)

12-24
VOLTS

125.42

91.5166.86
ø125.5

21
7

15
4.

26 Ø38

38
º

42º

5" LED Articulating Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492125 5" 6 1.5 1350 Clear 8mm stud SST 36" Blunt Cut 562 (N)

12-24
VOLTS

125.42

91.5166.86
ø125.5

21
7

15
4.

26 Ø38

38
º

42º

Ultra Bright 5" LED Articulating Spot Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492146 5" 18 3 4500 Clear 8mm stud SST 36" Blunt Cut 1.63 562 (N)

12-24
VOLTS

125.42

91.5166.86
ø125.5

21
7

15
4.

26 Ø38

38
º

42º
156 lx

10m

10m

10m

20m

20m

30m

30m

0m

10m

10m

20m

20m

30m

30m

0m

124m 250m 400m0m

10m 166m 330m 400m0m

1 lx 0.5 lx

277 lx 1 lx 0.5 lx

1492125

1492126

N
EW

N
EW
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Round Lens

Ultra Bright 5" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492127 5" 14 1.83 3780 Clear 10mm stud SST 18" Blunt Cut 1.49 562 (N)

12-24
VOLTS

4.21"

5.24"

1.63"

4" LEDFlood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492114 4.21" 9 1.25 1710 Clear 8mm stud SST 18" Blunt Cut 1.58 562 (N)

40lx

63m 126m

12-24
VOLTS

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492130 4.6" 6 1.5 1140 Clear Magnetic 30' 12V DC Adapter 2.53 562 (N)

4" LED Magnetic Base Flood Light

12-24
VOLTS

10lx

32m 63m

1lx 0.25lx

10m

4.21" 1.63"

5.24"
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Round Lens

4.5" LED Flood Light

4.6”

5.35”

1.69”

.3125”

Part No. Size LED's Amps Lumens
Housing

Color
Lens
Color

Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492115 4.6" 6 1.5 1350 Black Clear 8mm stud SST 36" Blunt Cut 1.20 562 (N)
1492116 4.6" 6 1.5 1350 Black Amber 8mm stud SST 36" Blunt Cut 1.20 562 (N)
1493215 4.6" 6 1.5 1350 White Clear 8mm stud SST 36" Blunt Cut 1.20 562 (N)

12-24
VOLTS

1492115

1492116

1493215

4.5" LED Spot Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492215 4.6" 6 1.5 1350 Clear 8mm stud SST 36" Blunt Cut 1.20 562 (N)

4.6”

5.35”

1.69”

.3125”

12-24
VOLTS

5” 2.75”

6.
5”

5" LED Sealed Rubber Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492112 5" 6 1.5 1350 Clear 8mm stud SST 36" Blunt Cut 1.80 562 (N)

12-24
VOLTS
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Round Lens

Stainless Steel Mounts

Part No. Description Wt. (lbs.) Cat.

1492106 Stainless Steel Bracket 0.47 562 (N)
1492107 Stainless Steel Bracket 0.90 562 (N)

2"

3.5"

3.38"
4.5" 4.5"

7.73"

1492106 1492107

5”

2”

3.5”

5.7”

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492113 5.70" 6 1.5 1350 Clear 8mm stud SST 36" Blunt Cut 1.20 562 (N)

5.5" LED Spot - Flood Light

12-24
VOLTS

• Hybrid Beam Patterns: Spot Light for Distance and Flood Light For Close Up

5" Incandescent Sealed RubberFlood Light

Part No. Size Amps Watts Color Base / Mount Lead Length Connection Std. Qty. Wt. (lbs.) Cat.

1492100 5" 2.92 35 Clear Zinc 10" Blunt Cut 1 2.64 562 (N)

3.0”

5.22”

10.”
12

VOLTS

5" LED Sealed Rubber Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492110 5" 54 3 375 Clear 8mm stud SST 36" Blunt Cut 1.63 562 (N)
1492111 5" 54 3 375 Amber 8mm stud SST 36" Blunt Cut 1.63 562 (N)

5” 3.15”

6.5”
12-24
VOLTS

1492110 1492111

•   Produces 1100 lumens of light
•   Durable camera features a 976 

(H) x 592 (V) pixel resolution
•   Night vision capabilities and a 

wide 140° viewing angle to help 
capture everything going on even 
in low visibility situations

N
EW

Part No. Description Cat.

8883110 Round Work Lamp Camera 888 (N)

Work Light with Built-In Backup Camera
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Square Lens

Ultra Bright Wide Angle 4" LED Spot - Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492197 3.8" 10 2.18 3,540 Clear SST 18" Blunt Cut 1.73 562 (N)

M10

3.81in.
2.87in.

3.
07

in
.

3.
5i

n.

490lx

221m 443m

12-24
VOLTS

NE
W

12-24
VOLTS

Ultra Bright 4" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492223* 3.75" 21 7.75 2105-7017 Clear 10mm stud SST 28" Deutsch 2.34 562 (N)NE
W

• Features TCS (temperature control system), automatically adjusts light for maximum power depending on temperature

• Features TCS (temperature control system), automatically adjusts light for maximum power depending on temperature

12-24
VOLTS

Ultra Bright 4.5" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492224* 4.375" 16 6.92 1938-6459 Clear 10mm stud SST 28" Deutsch 3.0 562 (N)NE
W

• Features TCS (temperature control system), automatically adjusts light for maximum power depending on temperature

12-24
VOLTS

Ultra Bright 4.5" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492225* 4.375" 36 10 2943-9831 Clear 10mm stud SST 28" Deutsch 2.9 562 (N)NE
W

3.94"

3.94"

5.39"

3.03"

5.17"

5.50"

4.64"

4.07"

4.29" 2.91"

5.50"

5.17"

4.64"

4.07"

4.29" 2.91

*Available June 2019

*Available June 2019

*Available June 2019
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Square Lens

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492196 4.8" x 5.9" 15 6.8 9000 Clear 10mm stud SST 18" Blunt Cut 1.6 562 (N)

Ultra Bright 6" LED Flood Light

12-24
VOLTS

4.
8”

1.45”5.9”

430lx

207m 415m

NE
W

• Features TCS (temperature control system), automatically adjusts light for maximum power depending on temperature

12-24
VOLTS

Ultra Bright 4.5" LED Flood Light
4.6"

4.
6"

6.
0"

3.0"

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492128 4.6" 16 2.08 4320 Clear SST 18" Blunt Cut 1.66 562 (N)

• Features TCS (temperature control system), automatically adjusts light for maximum power depending on temperature

• Features TCS (temperature control system), automatically adjusts light for maximum power depending on temperature

12-24
VOLTS

Ultra Bright 5" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492226* 5.375" 36 12.42 3600-12000 Clear 10mm stud SST 28" Deutsch 4.6 562 (N)NE
W

12-24
VOLTS

Ultra Bright 5" LED Flood Light

Part No. Size LED's Amps Lumens Color Base / Mount Lead Length Connection Wt. (lbs.) Cat.

1492222* 5" 17 4.17 3600-4500 Clear 10mm stud SST 28" Blunt Cut 3.24 562 (N)NE
W

5.35"

4.29"

3.52"

4.02

5.31" 3.56"

6.89"

*Available June 2019

*Available June 2019


