
Federal Signal

Part Number ITEMDESC MSRP Discount NCSA Pricing EFFDATE UPC
AD26-Z INTERCOM,12/24VDC,BASIC $1,147.00 15.00% $974.95 3/1/2022 604586768004
200NS-TALL BRANCH GUARD, NIGHTSPIRE $70.00 15.00% $59.50 3/1/2022 604586831715
210238-S-MP6 MASTERPACK, 6PC, 210238-S $250.00 15.00% $212.50 3/1/2022 604586785636
210238-S-MP8 MASTERPACK, 8PC, 210238-S $333.00 15.00% $283.05 3/1/2022 604586785643
210239-S-MP12 MASTERPACK, 12PC, 210239-S $459.00 15.00% $390.15 3/1/2022 604586785759
210240-W-MP12 MASTERPACK, 12PC, 210240-W $459.00 15.00% $390.15 3/1/2022 604586785667
210240-W-MP8 MASTERPACK, 8PC, 210240-W $333.00 15.00% $283.05 3/1/2022 604586785674
210330SSG EVAC+,ALARM,87DB,12-48V $140.00 15.00% $119.00 3/1/2022 604586701100
210330SSG-MP8 MASTERPACK, 8PC, 210330SSG $1,064.00 15.00% $904.40 3/1/2022 604586785681
210331SSG EVAC+,ALARM,97DB,12-48V $140.00 15.00% $119.00 3/1/2022 604586701117
210331SSG-NB EVAC+,ALARM,97DB,12-48V, $140.00 15.00% $119.00 3/1/2022 604586792078
210333SSG EVAC+,ALARM,107DB,12-48V $140.00 15.00% $119.00 3/1/2022 604586701131
210335SSG EVAC+,ALARM,112DB,12-48V $140.00 15.00% $119.00 3/1/2022 604586701155
210343SSG EVAC W/GROMMET,107DB, $134.00 15.00% $113.90 3/1/2022 604586751990
210781SSG DOME GUARD,M651,M901, $35.00 15.00% $29.75 3/1/2022 604586701926
210883SSG SELF-LEVELING BRACKET $185.00 15.00% $157.25 3/1/2022 604586751921
210960-54 KIT,MOUNTING BAR,54" $182.00 15.00% $154.70 3/1/2022 604586720804
210961SSG KIT,MOUNTING PLATE,BEACON $69.00 15.00% $58.65 3/1/2022 604586703531
211300-95-MP4 MASTERPACK, 4PC, 211300-95 $119.00 15.00% $101.15 3/1/2022 604586785711



211676 GUARD ASSY,CHROME,FIREBLT $34.00 15.00% $28.90 3/1/2022 604586713165
212650-02SB-MP12 MASTERPACK, 12PC, 212650-02SB $0.00 15.00% $0.00 3/1/2022 604586785728
220250-02 FIREBOLT LED, PERM./PIPE MNT. $112.00 15.00% $95.20 3/1/2022 604586778386
220250-02-MP6 MASTERPACK, 6PC, 220250-02 $665.00 15.00% $565.25 3/1/2022 604586785742
220250-03 FIREBOLT LED, PERM./PIPE MNT. $112.00 15.00% $95.20 3/1/2022 604586778393
220250-04 FIREBOLT LED, PERM./PIPE MNT. $112.00 15.00% $95.20 3/1/2022 604586778409
220250-05 FIREBOLT LED, PERM./PIPE MNT. $112.00 15.00% $95.20 3/1/2022 604586778416
220250-06 FIREBOLT LED, PERM./PIPE MNT. $112.00 15.00% $95.20 3/1/2022 604586778423
220260-02 FIREBOLT LED, MAG. MNT. $149.00 15.00% $126.65 3/1/2022 604586778430
220260-03 FIREBOLT LED, MAG. MNT. $149.00 15.00% $126.65 3/1/2022 604586778447
220260-04 FIREBOLT LED, MAG. MNT. $149.00 15.00% $126.65 3/1/2022 604586778454
220260-05 FIREBOLT LED, MAG. MNT. $149.00 15.00% $126.65 3/1/2022 604586778478
220260-06 FIREBOLT LED, MAG. MNT. $149.00 15.00% $126.65 3/1/2022 604586778485
220300-02 MODEL 401,12-48V,2F,-A $215.00 15.00% $182.75 3/1/2022 604586706907
220300-03 MODEL 401,12-48V,2F,-B $215.00 15.00% $182.75 3/1/2022 604586706914
220301-02 MODEL 401,12-24V,1F,-A $215.00 15.00% $182.75 3/1/2022 604586762637
220308-02 MODEL 401,12-48V,MG,-A $254.00 15.00% $215.90 3/1/2022 604586706952
220309-02 MODEL 401,12-24V,1F,MG,-A $254.00 15.00% $215.90 3/1/2022 604586762682
220309-03 MODEL 401,12-24V,1F,MG,-B $254.00 15.00% $215.90 3/1/2022 604586762699
252650-02SC ULTRASTAR LED, PERM./PIPE MNT $315.00 15.00% $267.75 3/1/2022 604586775989
252650-02SC-WP ULTRASTAR LED, PERM./PIPE MNT $322.00 15.00% $273.70 3/1/2022 604586781355
252651-02SC ULTRASTAR LED, MAG. MNT $352.00 15.00% $299.20 3/1/2022 604586776269
252657-02SC ULTRASTAR LED, PERM./PIPE MNT $334.00 15.00% $283.90 3/1/2022 604586776337
262650-02 LED SOLARIS ROT. BEACON, $599.00 15.00% $509.15 3/1/2022 604586780877
262650-04 LED SOLARIS ROT. BEACON, $599.00 15.00% $509.15 3/1/2022 604586808229
262650-05 LED SOLARIS ROT. BEACON, $599.00 15.00% $509.15 3/1/2022 604586808236
262650-25 LED SOLARIS ROT. BEACON, $599.00 15.00% $509.15 3/1/2022 604586808243
272650-02 LED SOLARIS ROT. BEACON, $599.00 15.00% $509.15 3/1/2022 604586776290
272650-25 LED SOLARIS ROT. BEACON, $599.00 15.00% $509.15 3/1/2022 604586808250
300B-SHORT BRANCH GUARD, SHORT $88.00 15.00% $74.80 3/1/2022 604586803484
300B-TALL BRANCH GUARD, TALL $94.00 15.00% $79.90 3/1/2022 604586803477
300SMP-A BEACON, LED, SHORT, AMBER $339.00 15.00% $288.15 3/1/2022 604586794102
300SMP-B BEACON, LED, SHORT, BLUE $339.00 15.00% $288.15 3/1/2022 604586794119
300SMP-G BEACON, LED, SHORT, GREEN $339.00 15.00% $288.15 3/1/2022 604586794126



300SMP-R BEACON, LED, SHORT, RED $339.00 15.00% $288.15 3/1/2022 604586794133
300SMPC-A BEACON, LED, SHORT, AMBER $339.00 15.00% $288.15 3/1/2022 604586801343
300SMPC-B BEACON, LED, SHORT, BLUE $339.00 15.00% $288.15 3/1/2022 604586801350
300SMPC-G BEACON, LED, SHORT, GREEN $339.00 15.00% $288.15 3/1/2022 604586801367
300SMPC-R BEACON, LED, SHORT, RED $339.00 15.00% $288.15 3/1/2022 604586801374
300TMP-A BEACON, LED, TALL, AMBER LED, $355.00 15.00% $301.75 3/1/2022 604586794010
300TMP-AD-A BEACON,LED,TALL,AMBER, $374.00 15.00% $317.90 3/1/2022 604586794232
300TMP-AD-B BEACON,LED,TALL,BLUE, $374.00 15.00% $317.90 3/1/2022 604586794249
300TMP-AD-G BEACON,LED,TALL,GREEN, $374.00 15.00% $317.90 3/1/2022 604586794256
300TMP-AD-R BEACON,LED,TALL,RED, $374.00 15.00% $317.90 3/1/2022 604586794263
300TMP-AD-W BEACON,LED,TALL,WHITE, $374.00 15.00% $317.90 3/1/2022 604586794270
300TMP-B BEACON, LED, TALL, BLUE LED, $355.00 15.00% $301.75 3/1/2022 604586794027
300TMP-G BEACON, LED, TALL, GREEN LED, $355.00 15.00% $301.75 3/1/2022 604586794034
300TMP-R BEACON, LED, TALL, RED LED, $355.00 15.00% $301.75 3/1/2022 604586794041
300TMP-W BEACON, LED, TALL, WHITE LED, $355.00 15.00% $301.75 3/1/2022 604586794058
300TMPC-A BEACON, LED, TALL, AMBER LED, $355.00 15.00% $301.75 3/1/2022 604586801305
300TMPC-AD-A BEACON,LED,TALL,AMBER, $374.00 15.00% $317.90 3/1/2022 604586802746
300TMPC-AD-B BEACON,LED,TALL,BLUE, $374.00 15.00% $317.90 3/1/2022 604586802753
300TMPC-AD-G BEACON,LED,TALL,GREEN, $374.00 15.00% $317.90 3/1/2022 604586802760
300TMPC-AD-R BEACON,LED,TALL,RED, $374.00 15.00% $317.90 3/1/2022 604586802777
300TMPC-B BEACON, LED, TALL, BLUE LED, $355.00 15.00% $301.75 3/1/2022 604586801312
300TMPC-G BEACON, LED, TALL, GREEN LED, $355.00 15.00% $301.75 3/1/2022 604586801329
300TMPC-R BEACON, LED, TALL, RED LED, $355.00 15.00% $301.75 3/1/2022 604586801336
304301SB KIT,4X3,STAINLESS HSG,1UP PAIR $779.00 15.00% $662.15 3/1/2022 604586832019
304302SB KIT,4X3,STAINLESS HSG,2UP PAIR $905.00 15.00% $769.25 3/1/2022 604586832026
304303SB KIT,4X3,STAINLESS HSG,3UP PAIR $1,029.00 15.00% $874.65 3/1/2022 604586832033
305104SSG 1UP,POLY MNTG BOX,OVAL $106.00 15.00% $90.10 3/1/2022 604586749218
307301SB MOUNTING BOX, SS, QL73, 1 UP, $842.00 15.00% $715.70 3/1/2022 604586832040
307302SB MOUNTING BOX, SS, QL73, 2 UP, $1,029.00 15.00% $874.65 3/1/2022 604586832057
307303SB MOUNTING BOX, SS, QL73, 3 UP, $1,122.00 15.00% $953.70 3/1/2022 604586832064
320310 FLUSH MNT BRKT,DIR LT $46.00 15.00% $39.10 3/1/2022 604586718528
320320 L MNT BRKT,DIR LT $70.00 15.00% $59.50 3/1/2022 604586718641
320330 SYSTEM MNT BRKT,DIR LT $65.00 15.00% $55.25 3/1/2022 604586718658
320340 UNIVERSAL MOUNT,DIR LT $140.00 15.00% $119.00 3/1/2022 604586718665



320350 FOOT ADAPTOR BRKT,DIR LT $40.00 15.00% $34.00 3/1/2022 604586727414
320409 KIT,RETROFIT,ECON SGNLMST $130.00 15.00% $110.50 3/1/2022 604586752447
320762 SIGNALMASTER,LED,6LAMP,30 $948.00 15.00% $805.80 3/1/2022 604586731589
320772 SIGNALMASTR,LED,8LAMP,14' $992.00 15.00% $843.20 3/1/2022 604586732234
320782 SIGNALMASTER,LED,8LAMP,30 $1,040.00 15.00% $884.00 3/1/2022 604586731596
320786 SIGNALMSTR,LED,8LP,60'CAB $1,075.00 15.00% $913.75 3/1/2022 604586742103
320792 51",SMLED,8LAMP,30FT CBL $1,098.00 15.00% $933.30 3/1/2022 604586732364
320810-RAR 42" VIPER SIGNALMASTER $2,190.00 15.00% $1,861.50 3/1/2022 604586771738
320842 VIPER SIGNALMSTER 4 HEAD $1,247.00 15.00% $1,059.95 3/1/2022 604586755639
320852 VIPER SIGNALMASTER, 31" $1,752.00 15.00% $1,489.20 3/1/2022 604586770038
320862 VIPER SIGNALMASTER, 31" $1,788.00 15.00% $1,519.80 3/1/2022 604586770045
320862-04 VPX SIGM,6HD,31",30'CABLE $1,781.00 15.00% $1,513.85 3/1/2022 604586772094
320866 VIPER SIGNALMASTER, 31" $1,856.00 15.00% $1,577.60 3/1/2022 604586770052
320872 VIPER SIGNALMASTER 42" $2,312.00 15.00% $1,965.20 3/1/2022 604586770069
320882 VIPER SIGNALMASTER 42" $2,348.00 15.00% $1,995.80 3/1/2022 604586770076
320886 VIPER SIGNALMASTER 42" $2,417.00 15.00% $2,054.45 3/1/2022 604586770083
320892 VIPER SIGNALMASTER, 51" $2,358.00 15.00% $2,004.30 3/1/2022 604586770090
320893 VIPER SIGNALMASTER, 51 $2,404.00 15.00% $2,043.40 3/1/2022 604586770106
320900 VIPER 4HD SM,20",T13, 30' $1,245.00 15.00% $1,058.25 3/1/2022 604586771967
320910 VIPER 6HD SM,31",T13,30' $1,803.00 15.00% $1,532.55 3/1/2022 604586771981
320SMP-AB BEACON, LED, SHORT, AMB/BLU $410.00 15.00% $348.50 3/1/2022 604586794164
320SMP-AG BEACON, LED, SHORT, AMB/GRN $410.00 15.00% $348.50 3/1/2022 604586794188
320SMP-AR BEACON, LED, SHORT, AMB/RED $410.00 15.00% $348.50 3/1/2022 604586794171
320SMP-AW BEACON, LED, SHORT, AMB/WHT $410.00 15.00% $348.50 3/1/2022 604586794157
320TMP-AB BEACON, LED, TALL, AMBER/BLUE $449.00 15.00% $381.65 3/1/2022 604586794072
320TMP-AD-AB BEACON, LED, TALL, AMBER/BLUE $468.00 15.00% $397.80 3/1/2022 604586794294
320TMP-AD-AG BEACON, LED, TALL, AMBER/GREEN $468.00 15.00% $397.80 3/1/2022 604586794317
320TMP-AD-AR BEACON, LED, TALL, AMBER/RED $468.00 15.00% $397.80 3/1/2022 604586794300
320TMP-AD-AW BEACON, LED, TALL, AMBER/WHITE $468.00 15.00% $397.80 3/1/2022 604586794287
320TMP-AG BEACON, LED, TALL, AMBER/GREEN $449.00 15.00% $381.65 3/1/2022 604586794096
320TMP-AR BEACON, LED, TALL, AMBER/RED $449.00 15.00% $381.65 3/1/2022 604586794089
320TMP-AW BEACON, LED, TALL, AMBER/WHITE $449.00 15.00% $381.65 3/1/2022 604586794065
321712 LED ECONOMY DIR LT SYS,51 $1,131.00 15.00% $961.35 3/1/2022 604586735549
330104-SB SMC1,CONTROL,SIGNALMASTER $349.00 15.00% $296.65 3/1/2022 604586773992



330312 SMLED SYS,320782/331105 $1,458.00 15.00% $1,239.30 3/1/2022 604586731879
330507 KIT,GROMMET,3000 SER/6" $63.00 15.00% $53.55 3/1/2022 604586764938
330508 KIT, 6"OVAL MNT FOR MPS LIGHTS $36.00 15.00% $30.60 3/1/2022 604586786572
331105-SB SMC5,CONTROL,SIGNALMASTER $405.00 15.00% $344.25 3/1/2022 604586774005
416302 KIT,2021 TAHOE,GROMMETS,416300 $20.00 15.00% $17.00 3/1/2022 604586832477
447303 BRANCH GUARD $60.00 15.00% $51.00 3/1/2022 604586725960
448320 GUARD PIPE ADAPT,SY/US $50.00 15.00% $42.50 3/1/2022 604586717767
448330 BRANCH GUARD,SY/US $59.00 15.00% $50.15 3/1/2022 604586717774
452340 MAG MOUNT KIT,HLC SERIES $69.00 15.00% $58.65 3/1/2022 604586719211
452341 SUCTION CUP MAG MOUNT KIT $123.00 15.00% $104.55 3/1/2022 604586743575
454100HL-02 HIGHLIGHTER LED, SUCT.MNT $436.00 15.00% $370.60 3/1/2022 604586779956
454100HL-25 HIGHLIGHTER LED, SUCT.MNT $436.00 15.00% $370.60 3/1/2022 604586779963
454100HL-AWA HIGHLIGHTER LED, SUCT.MNT $436.00 15.00% $370.60 3/1/2022 604586783212
454101HL-02 HIGHLIGHTER LED, PERM.MNT $385.00 15.00% $327.25 3/1/2022 604586779970
454101HL-03 HIGHLIGHTER LED, PERM.MNT $385.00 15.00% $327.25 3/1/2022 604586793181
454101HL-04 HIGHLIGHTER LED, PERM.MNT $385.00 15.00% $327.25 3/1/2022 604586781652
454101HL-25 HIGHLIGHTER LED, PERM.MNT $385.00 15.00% $327.25 3/1/2022 604586779987
454101HL-AGA HIGHLIGHTER LED, PERM.MNT $385.00 15.00% $327.25 3/1/2022 604586780884
454101HL-AWA HIGHLIGHTER LED, PERM.MNT $385.00 15.00% $327.25 3/1/2022 604586780891
454102HL-02 HIGHLIGHTER LED, MAG.MNT $411.00 15.00% $349.35 3/1/2022 604586779994
454102HL-25 HIGHLIGHTER LED, MAG.MNT $411.00 15.00% $349.35 3/1/2022 604586780006
454200-24-02SC 24V LED HL,SUCTN MNT-A/A $794.00 15.00% $674.90 3/1/2022 604586773572
454200-24-25SC 24V LED HL,SUCTN MNT-A/C $794.00 15.00% $674.90 3/1/2022 604586773602
454200HL-02 HIGHLIGHTER LED PLUS, SUCT.MNT $644.00 15.00% $547.40 3/1/2022 604586780013
454200HL-03 HIGHLIGHTER LED PLUS, SUCT.MNT $644.00 15.00% $547.40 3/1/2022 604586780037
454200HL-04 HIGHLIGHTER LED PLUS, SUCT.MNT $644.00 15.00% $547.40 3/1/2022 604586780051
454200HL-05 HIGHLIGHTER LED PLUS, SUCT.MNT $644.00 15.00% $547.40 3/1/2022 604586780075
454200HL-25 HIGHLIGHTER LED PLUS, SUCT.MNT $644.00 15.00% $547.40 3/1/2022 604586780020
454200HL-35 HIGHLIGHTER LED PLUS, SUCT.MNT $644.00 15.00% $547.40 3/1/2022 604586780044
454200HL-45 HIGHLIGHTER LED PLUS, SUCT.MNT $644.00 15.00% $547.40 3/1/2022 604586780068
454201-24-02SC 24V LED HL,PERM MNT-A/A $742.00 15.00% $630.70 3/1/2022 604586773633
454201HL-02 HIGHLIGHTER LED PLUS, PERM.MNT $593.00 15.00% $504.05 3/1/2022 604586780099
454201HL-03 HIGHLIGHTER LED PLUS, PERM.MNT $593.00 15.00% $504.05 3/1/2022 604586780112
454201HL-04 HIGHLIGHTER LED PLUS, PERM.MNT $593.00 15.00% $504.05 3/1/2022 604586780136



454201HL-05 HIGHLIGHTER LED PLUS, PERM.MNT $593.00 15.00% $504.05 3/1/2022 604586780150
454201HL-25 HIGHLIGHTER LED PLUS, PERM.MNT $593.00 15.00% $504.05 3/1/2022 604586780105
454201HL-35 HIGHLIGHTER LED PLUS, PERM.MNT $593.00 15.00% $504.05 3/1/2022 604586780129
454201HL-45 HIGHLIGHTER LED PLUS, PERM.MNT $593.00 15.00% $504.05 3/1/2022 604586780143
454202-24-02SC 24V LED HL,MAG MNT-A/A $769.00 15.00% $653.65 3/1/2022 604586773718
454202-24-25SC 24V LED HL,MAG MNT-A/C $769.00 15.00% $653.65 3/1/2022 604586773749
454202HL-02 HIGHLIGHTER LED PLUS, MAG.MNT $619.00 15.00% $526.15 3/1/2022 604586780174
454202HL-03 HIGHLIGHTER LED PLUS, MAG.MNT $619.00 15.00% $526.15 3/1/2022 604586780198
454202HL-04 HIGHLIGHTER LED PLUS, MAG.MNT $619.00 15.00% $526.15 3/1/2022 604586780211
454202HL-05 HIGHLIGHTER LED PLUS, MAG.MNT $619.00 15.00% $526.15 3/1/2022 604586780235
454202HL-25 HIGHLIGHTER LED PLUS, MAG.MNT $619.00 15.00% $526.15 3/1/2022 604586780181
454202HL-35 HIGHLIGHTER LED PLUS, MAG.MNT $619.00 15.00% $526.15 3/1/2022 604586780204
454202HL-45 HIGHLIGHTER LED PLUS, MAG.MNT $619.00 15.00% $526.15 3/1/2022 604586780228
454217 MOUNT,RISER,LED HILIGHTER $79.00 15.00% $67.15 3/1/2022 604586760367
454218 MOUNT,FLAT,LED HILIGHTER $48.00 15.00% $40.80 3/1/2022 604586760374
454219 ADAPTER,ROOF MOUNT BAR $50.00 15.00% $42.50 3/1/2022 604586760381
454220 KIT,PATTERN SELECT,LED HL $67.00 15.00% $56.95 3/1/2022 604586765058
454301HL-ABS HIGHLIGTHER PRO,STOCKED $719.00 15.00% $611.15 3/1/2022 604586805259
454302HL-ABS HIGHLIGTHER PRO,STOCKED $744.00 15.00% $632.40 3/1/2022 604586805266
454400HL-AB LED HIGHLIGHTER DUAL COLOR A/B $714.00 15.00% $606.90 3/1/2022 604586829064
454400HL-AG LED HIGHLIGHTER DUAL COLOR A/G $714.00 15.00% $606.90 3/1/2022 604586829071
454400HL-AR LED HIGHLIGHTER DUAL COLOR A/R $714.00 15.00% $606.90 3/1/2022 604586829088
454400HL-AW LED HIGHLIGHTER DUAL COLOR A/W $714.00 15.00% $606.90 3/1/2022 604586829095
454401HL-AB LED HIGHLIGHTER DUAL COLOR A/B $657.00 15.00% $558.45 3/1/2022 604586829101
454401HL-AG LED HIGHLIGHTER DUAL COLOR A/G $657.00 15.00% $558.45 3/1/2022 604586829118
454401HL-AR LED HIGHLIGHTER DUAL COLOR A/R $657.00 15.00% $558.45 3/1/2022 604586829125
454401HL-AW LED HIGHLIGHTER DUAL COLOR A/W $657.00 15.00% $558.45 3/1/2022 604586829132
454402HL-AB LED HIGHLIGHTER DUAL COLOR A/B $691.00 15.00% $587.35 3/1/2022 604586829149
454402HL-AG LED HIGHLIGHTER DUAL COLOR A/G $691.00 15.00% $587.35 3/1/2022 604586829156
454402HL-AR LED HIGHLIGHTER DUAL COLOR A/R $691.00 15.00% $587.35 3/1/2022 604586829163
454402HL-AW LED HIGHLIGHTER DUAL COLOR A/W $691.00 15.00% $587.35 3/1/2022 604586829170
462121-02 RENEGADE,12-48V,PM/PIPE-A $173.00 15.00% $147.05 3/1/2022 604586728800
462121-03 RENEGADE,12-48V,PM/PIPE-B $173.00 15.00% $147.05 3/1/2022 604586729654
462121-04 RENEGADE,12-48V,PM/PIPE-R $173.00 15.00% $147.05 3/1/2022 604586729661



462121-05 RENEGADE,12-48V,PM/PIPE-C $173.00 15.00% $147.05 3/1/2022 604586729685
462121-06 RENEGADE,12-48V,PM/PIPE-G $173.00 15.00% $147.05 3/1/2022 604586729692
462141-02 RENEGADE,12-48V,MAG-A $204.00 15.00% $173.40 3/1/2022 604586728817
462141-03 RENEGADE,12-48V,MAG-B $204.00 15.00% $173.40 3/1/2022 604586729616
462141-04 RENEGADE,12-48V,MAG-R $204.00 15.00% $173.40 3/1/2022 604586729623
462500-02 REPL DOME,RENEGADE-A $26.00 15.00% $22.10 3/1/2022 604586728879
462500-03 REPL DOME,RENEGADE-B $26.00 15.00% $22.10 3/1/2022 604586728886
462500-04 REPL DOME,RENEGADE-R $26.00 15.00% $22.10 3/1/2022 604586728893
462500-05 REPL DOME,RENEGADE-C $26.00 15.00% $22.10 3/1/2022 604586728909
462500-06 REPL DOME,RENEGADE-G $26.00 15.00% $22.10 3/1/2022 604586728916
462510 STROBE TUBE ASSY,RENEGADE $37.00 15.00% $31.45 3/1/2022 604586728930
500435SSG 4"RISER MOUNT KIT,LEGEND $136.00 15.00% $115.60 3/1/2022 604586772414
601330SSG HEAVY METAL MOUNT,601101 $210.00 15.00% $178.50 3/1/2022 604586716524
605509SSG MOUNTING GROMMET,EVAC $14.00 15.00% $11.90 3/1/2022 604586751952
607112-02 4"ROUND FLSHNG,TRACTOR-A $0.00 15.00% $0.00 3/1/2022 604586741298
607112-03 4"ROUND FLASHING TRACT-BL $0.00 15.00% $0.00 3/1/2022 604586756018
607112-04 4"ROUND FLSHNG,TRACTOR-R $0.00 15.00% $0.00 3/1/2022 604586755585
64MC TRIM RING FOR 64LEDSCENE $29.00 15.00% $24.65 3/1/2022 604586775750
650302 INTELLI-FLASH, AF16 $741.00 15.00% $629.85 3/1/2022 604586755097
660100SSG RS485 RELAY MODULE $310.00 15.00% $263.50 3/1/2022 604586785810
670132 THREE ROCKER SWITCH $65.00 15.00% $55.25 3/1/2022 604586720248
795H-EXTB-D EXT. OPTICOM ASSY,DS $2,355.00 15.00% $2,001.75 3/1/2022 604586826339
795H-EXTB-P EXT. OPTICOM ASSY,PS $2,355.00 15.00% $2,001.75 3/1/2022 604586826346
8542D032A-SPEC DOME $411.00 15.00% $349.35 3/1/2022
AD26-8-M44-Z INTERCOM,12/24VDC,REMOTE $1,393.00 15.00% $1,184.05 3/1/2022 604586768028
AD26C-1-Z INTERCOM,12/24VDC,MSTR, $1,411.00 15.00% $1,199.35 3/1/2022 604586768059
AD26C-7-Z INTERCOM,12/24DC,MASTER $1,504.00 15.00% $1,278.40 3/1/2022 604586767977
AD26C-Z INTERCOM,12/24VDC,MASTER $1,313.00 15.00% $1,116.05 3/1/2022 604586768042
AD26D-1-ALT1 INTERCOM,12/24VDC,SLAVE,R $1,366.00 15.00% $1,161.10 3/1/2022 604586748860
AD26D-1-Z INTERCOM,12/24VDC,SLAVE, $1,503.00 15.00% $1,277.55 3/1/2022 604586768080
AD26D-Z INTERCOM,12/24VDC,SLAVE $1,310.00 15.00% $1,113.50 3/1/2022 604586768073
ADSF-25-Z SPEAKER,25 WATT,FLUSH MNT $582.00 15.00% $494.70 3/1/2022 604586767939
ADSS-25-Z SPEAKER,25WATT,SWIVEL MNT $582.00 15.00% $494.70 3/1/2022 604586767946
ADSV-25-Z SPEAKER,25 WATT,W/VOLUME $582.00 15.00% $494.70 3/1/2022 604586767953



AHRK KIT,(1)95FPM ROT. FOR 25R $176.00 15.00% $149.60 3/1/2022 604586737741
AHRK-F KIT,(1)175FPM ROT. FOR 25 $176.00 15.00% $149.60 3/1/2022 604586737758
ALGT21D-AMBR3BF ALGT21, STOCKED BAR $950.00 15.00% $807.50 3/1/2022 604586822904
ALGT21D-AMBRF ALGT21, STOCKED BAR $830.00 15.00% $705.50 3/1/2022 604586826131
ALGT21D-AMBRP ALGT21, STOCKED BAR $830.00 15.00% $705.50 3/1/2022 604586826124
ALGT21S-AB 21IN ALGT, AMB/BLU $830.00 15.00% $705.50 3/1/2022 604586827329
ALGT21Z-AMBR3BP4 ALGT21, STOCKED BAR $1,150.00 15.00% $977.50 3/1/2022 604586829460
ALGT45D-AMBR1HC ALGT45,STOCKED BAR $2,690.00 15.00% $2,286.50 3/1/2022 604586803279
ALGT45J-P1LC ALGT45J,STOCKED $2,790.00 15.00% $2,371.50 3/1/2022 604586829385
ALGT45J-P1LRB ALGT45J,STOCKED $2,790.00 15.00% $2,371.50 3/1/2022 604586829392
ALGT45J-P2LB ALGT45J,STOCKED $2,790.00 15.00% $2,371.50 3/1/2022 604586829408
ALGT45J-P2LC ALGT45J,STOCKED $2,790.00 15.00% $2,371.50 3/1/2022 604586829415
ALGT45JZ-AMBR3H6C ALGT45J,STOCKED $3,068.00 15.00% $2,607.80 3/1/2022 604586829422
ALGT45Z-AMBR3H6C ALGT45,STOCKED BAR $3,068.00 15.00% $2,607.80 3/1/2022 604586803286
ALGT53D-AMBR1FC ALGT53,STOCKED BAR $2,905.00 15.00% $2,469.25 3/1/2022 604586803293
ALGT53D-AMBR1HC ALGT53,STOCKED BAR $2,905.00 15.00% $2,469.25 3/1/2022 604586803309
ALGT53J-P1LC ALGT53J,STOCKED $3,061.00 15.00% $2,601.85 3/1/2022 604586829484
ALGT53J-P2LC ALGT53J,STOCKED $3,061.00 15.00% $2,601.85 3/1/2022 604586829507
ALGT53JZ-AMBR3F6C ALGT53J,STOCKED $3,323.00 15.00% $2,824.55 3/1/2022 604586829538
ALGT53JZ-AMBR3H6C ALGT53J,STOCKED $3,323.00 15.00% $2,824.55 3/1/2022 604586829545
ALGT53Z-AMBR3F6C ALGT53,STOCKED BAR $3,323.00 15.00% $2,824.55 3/1/2022 604586803316
ALGT53Z-AMBR3H6C ALGT53,STOCKED BAR $3,323.00 15.00% $2,824.55 3/1/2022 604586803323
ALGT53ZS-AMBR3H6C-F ALGT53S,SPCL,STOCKED BAR $3,323.00 15.00% $2,824.55 3/1/2022 604586804801
ALGT61D-TOW2FC ALGT61,STOCKED BAR $3,060.00 15.00% $2,601.00 3/1/2022 604586803330
ALGT61D-TOW5FC ALGT61,STOCKED BAR $3,180.00 15.00% $2,703.00 3/1/2022 604586803958
ALGT61D-TOWDP ALGT61,STOCKED BAR $2,660.00 15.00% $2,261.00 3/1/2022 604586832002
ALGT61DS-TOW2FCW ALGT61S,SPCL,STOCKED BAR $3,060.00 15.00% $2,601.00 3/1/2022 604586803903
ALGT61JZ-TOW2F6C ALGT61JZ,STOCKED BAR $3,358.00 15.00% $2,854.30 3/1/2022 604586833030
ALGT80D-AMBRFC ALGT80DS, STOCKED BAR $3,500.00 15.00% $2,975.00 3/1/2022 604586828548
ALGT80D-TOWFC ALGT80D, STOCKED BAR $3,460.00 15.00% $2,941.00 3/1/2022 604586830060
ALGT80DS-NRC ALGT80DS, STOCKED BAR $3,500.00 15.00% $2,975.00 3/1/2022 604586826056
CNSM-TAH21 BRKT KIT,CNSM,4-HEAD,GRILLE $62.00 15.00% $52.70 3/1/2022 604586830473
CNSM-UM KIT,UNIV MNT,CN SML $62.00 15.00% $52.70 3/1/2022 604586775262
CNSMJ2X4R-P3C CNSMJ2X4,STOCKED $1,579.00 15.00% $1,342.15 3/1/2022 604586832798



CNSMJ8R-P1C CNSMJ8R,STOCKED $1,379.00 15.00% $1,172.15 3/1/2022 604586829927
CNSMJ8R-P2C CNSMJ8R,STOCKED $1,379.00 15.00% $1,172.15 3/1/2022 604586829934
CNTRLR-4B CNTRLR,CONV,LBAR,4BTN $220.00 15.00% $187.00 3/1/2022 604586823659
CNTRLR-6B CNTRLR,CONV,LBAR,6BTN $298.00 15.00% $253.30 3/1/2022 604586823666
CNTRLR-9B CNTRLR,CONV,LBAR,9BTN $298.00 15.00% $253.30 3/1/2022 604586823673
COMINT5-W DOME LIGHT, 5" RECTANGLE, WHIT $35.00 15.00% $29.75 3/1/2022 604586792115
COMSTL-BKT COMSTL-BKT, COMSTL SERIES, $39.00 15.00% $33.15 3/1/2022 604586793693
COMSTL-BKT45 COMSTL-BKT45, COMSTL SERIES, $44.00 15.00% $37.40 3/1/2022 604586793709
COMSTL-BTT COMSTL-BTT, COMSTL SERIES, $145.00 15.00% $123.25 3/1/2022 604586793594
COMSTL-DUALBKT45 COMSTL DUAL BRACKET,45 DEG, $57.00 15.00% $48.45 3/1/2022 604586803989
COMSTL-TANK COMSTL-TANK, COMSTL SERIES, $228.00 15.00% $193.80 3/1/2022 604586793624
COMSTLF-A COMSTLF-A, COMSTL SERIES, $145.00 15.00% $123.25 3/1/2022 604586793631
COMSTLF-B COMSTLF-B, COMSTL SERIES, $145.00 15.00% $123.25 3/1/2022 604586793655
COMSTLF-R COMSTLF-R, COMSTL SERIES, $145.00 15.00% $123.25 3/1/2022 604586793679
COMSTLFC-A COMSTLFC-A, COMSTL SERIES, $145.00 15.00% $123.25 3/1/2022 604586793648
COMSTLFC-B COMSTLFC-B, COMSTL SERIES, $145.00 15.00% $123.25 3/1/2022 604586793662
COMSTLFC-R COMSTLFC-R, COMSTL SERIES, $145.00 15.00% $123.25 3/1/2022 604586793686
COMSTLS18C-W COMSTLS18C-W, COMSTL SERIES, $145.00 15.00% $123.25 3/1/2022 604586793617
COMSTLS6C-W COMSTLS6C-W, COMSTL SERIES, $98.00 15.00% $83.30 3/1/2022 604586793600
ESB-SILHD20ND BRKT KIT,SINGLE ES100C,20SILV $46.00 15.00% $39.10 3/1/2022 604586827244
ESB2-FRD15ND BRKT KIT,DUAL ES100,15F-150 $87.00 15.00% $73.95 3/1/2022 604586807192
ESB2-SILHD20ND BRKT KIT,DUAL ES100C,20SILV HD $87.00 15.00% $73.95 3/1/2022 604586827251
FA3-SC FLASHER,ALTERNATE,(2)10A, $99.00 15.00% $84.15 3/1/2022 604586737826
FHL2-SC FLASHER,HEADLIGHT,(2)10A, $111.00 15.00% $94.35 3/1/2022 604586738083
FM-PMCITY KIT, MOUNTING FOOT,PROMASTER $197.00 15.00% $167.45 3/1/2022 604586784943
HKB-COL15 KIT,HOOK,15-16 CHEVY COLORADO $91.00 15.00% $77.35 3/1/2022 604586783823
HKB-DKTA KIT HOOK,98 DAKOTA $91.00 15.00% $77.35 3/1/2022 604586808519
HKB-DUR11 KIT,HOOK,2019 DODGE DURANGO, $91.00 15.00% $77.35 3/1/2022 604586824991
HKB-ESC13 KIT,HOOK,ESCAPE,2013 FORD $91.00 15.00% $77.35 3/1/2022 604586775897
HKB-ESC20 KIT,HOOK,FORD ESCAPE,2020 $91.00 15.00% $77.35 3/1/2022 604586825738
HKB-FHD7 KIT HOOK,07 FORD HVY DTY $91.00 15.00% $77.35 3/1/2022 604586786527
HKB-FPIU20 KIT,HOOK,FPIU20 $91.00 15.00% $77.35 3/1/2022 604586822386
HKB-FPIU20-LONG KIT,HOOK,FPIU20,LONG $91.00 15.00% $77.35 3/1/2022 604586829897
HKB-FRD15 KIT,HOOK,15 F150,51" BARS $91.00 15.00% $77.35 3/1/2022 604586781706



HKB-FRD15-44 KIT,HOOK,15 F150,44" BARS $91.00 15.00% $77.35 3/1/2022 604586781713
HKB-FRD9 HOOK KIT,FORD F150,2009 $91.00 15.00% $77.35 3/1/2022 604586786664
HKB-FTEX KIT HOOK,02 F150/250,03 $91.00 15.00% $77.35 3/1/2022 604586808533
HKB-GUTR KIT,HOOK,JET & VISION,GUT $91.00 15.00% $77.35 3/1/2022 604586786534
HKB-LPCHGR11 KIT, LOW-PRO, 11 CHRGR, HOOK $91.00 15.00% $77.35 3/1/2022 604586778157
HKB-MAG7 KIT HOOK,2007 MAGNUM $91.00 15.00% $77.35 3/1/2022 604586808540
HKB-MAL7 HOOK KIT,'07 MALIBU $91.00 15.00% $77.35 3/1/2022 604586786671
HKB-RAM19 KIT,HOOK,19RAM 1500,GEN 5 $91.00 15.00% $77.35 3/1/2022 604586823093
HKB-RNG19 KIT,HOOK,FORD RANGER,2019 $91.00 15.00% $77.35 3/1/2022 604586825004
HKB-SAV KIT HOOK,2000 GM SAVANNA $91.00 15.00% $77.35 3/1/2022 604586808557
HKB-SIL17 HOOK KIT,17 CHEVY SILVERADO $91.00 15.00% $77.35 3/1/2022 604586792047
HKB-SIL17-44 HOOK KIT,LONG,17 CHEVY SILVER $91.00 15.00% $77.35 3/1/2022 604586792054
HKB-TAH15-44 KIT,15 TAHOE,44" BAR,HOOK $91.00 15.00% $77.35 3/1/2022 604586779468
HKB-TAH21 KIT,HOOK,CHEVY TAHOE,2021 $91.00 15.00% $77.35 3/1/2022 604586830350
HKB-TAH21-44 KIT,HOOK,CHEVY TAHOE,2021,44" $91.00 15.00% $77.35 3/1/2022 604586830367
HKB-TCON KIT,HOOK, 2015 TRANSIT CONNECT $91.00 15.00% $77.35 3/1/2022 604586781379
HL10-BKT BRACKET KIT FOR HL10 $21.00 15.00% $17.85 3/1/2022 604586832910
HL10M-A HL MICRO,A,MAG MNT,AMB DOME $255.00 15.00% $216.75 3/1/2022 604586828241
HL10MC-A HL MICRO,AMB,MAG MNT,CLR DOME $255.00 15.00% $216.75 3/1/2022 604586828258
HL10MC-AB HL MICRO,A/B,MAG MNT,CLR DOME $255.00 15.00% $216.75 3/1/2022 604586828401
HL10MC-AG HL MICRO,A/G,MAG MNT,CLR DOME $255.00 15.00% $216.75 3/1/2022 604586828418
HL10MC-AR HL MICRO,A/R,MAG MNT,CLR DOME $255.00 15.00% $216.75 3/1/2022 604586828425
HL10MC-AW HL MICRO,A/W,MAG MNT,CLR DOME $255.00 15.00% $216.75 3/1/2022 604586828432
HL10MC-B HL MICRO,BLU,MAG MNT,CLR DOME $255.00 15.00% $216.75 3/1/2022 604586828265
HL10MC-G HL MICRO,GRN,MAG MNT,CLR DOME $255.00 15.00% $216.75 3/1/2022 604586828272
HL10MC-R HL MICRO,RED,MAG MNT,CLR DOME $255.00 15.00% $216.75 3/1/2022 604586828289
HL10MC-W HL MICRO,WHT,MAG MNT,CLR DOME $255.00 15.00% $216.75 3/1/2022 604586828296
HL10P-A HL MICRO, A, PERM MNT,AMB DOME $243.00 15.00% $206.55 3/1/2022 604586828180
HL10PC-A HL MICRO,AMB,PERM MNT,CLR DOME $243.00 15.00% $206.55 3/1/2022 604586828197
HL10PC-AB HL MICRO, A/B, PERM MNT $243.00 15.00% $206.55 3/1/2022 604586828364
HL10PC-AG HL MICRO, A/G, PERM MNT $243.00 15.00% $206.55 3/1/2022 604586828371
HL10PC-AR HL MICRO,A/R,PERM MNT,CLR DOME $243.00 15.00% $206.55 3/1/2022 604586828388
HL10PC-AW HL MICRO, A/W, PERM MNT $243.00 15.00% $206.55 3/1/2022 604586828395
HL10PC-B HL MICRO,BLU,PERM MNT,CLR DOME $243.00 15.00% $206.55 3/1/2022 604586828203



HL10PC-G HL MICRO,GRN,PERM MNT,CLR DOME $243.00 15.00% $206.55 3/1/2022 604586828210
HL10PC-R HL MICRO,RED,PERM MNT,CLR DOME $243.00 15.00% $206.55 3/1/2022 604586828227
HL10PC-RB HL MICRO,R/BR,PERM MNT,CLR DOM $243.00 15.00% $206.55 3/1/2022 604586831739
HL10PC-W HL MICRO,WHT,PERM MNT,CLR DOME $243.00 15.00% $206.55 3/1/2022 604586828234
HL10S-A HL MICRO,A,SUC. CUP,AMB DOME $266.00 15.00% $226.10 3/1/2022 604586828302
HL10SC-A HL MICRO,AMB,SUC. CUP,CLR DOME $266.00 15.00% $226.10 3/1/2022 604586828319
HL10SC-AB HL MICRO,A/B,SUC. CUP,CLR DOME $266.00 15.00% $226.10 3/1/2022 604586828449
HL10SC-AG HL MICRO,A/G,SUC. CUP,CLR DOME $266.00 15.00% $226.10 3/1/2022 604586828456
HL10SC-AR HL MICRO,A/R,SUC. CUP,CLR DOME $266.00 15.00% $226.10 3/1/2022 604586828463
HL10SC-AW HL MICRO,A/W,SUC. CUP,CLR DOME $266.00 15.00% $226.10 3/1/2022 604586828470
HL10SC-B HL MICRO,BLU, SUC. CUP,CLR DOM $266.00 15.00% $226.10 3/1/2022 604586828326
HL10SC-G HL MICRO,GRN,SUC. CUP,CLR DOME $266.00 15.00% $226.10 3/1/2022 604586828333
HL10SC-R HL MICRO,RED,SUC. CUP,CLR DOME $266.00 15.00% $226.10 3/1/2022 604586828340
HL10SC-W HL MICRO,WHT,SUC. CUP,CLR DOME $266.00 15.00% $226.10 3/1/2022 604586828357
HL10U-A HL MICRO,MAGNET/BRACKET MNT, A $265.00 15.00% $225.25 3/1/2022 604586833290
HL10UC-A HL MICRO, MAGNET/BRACKET MNT, $265.00 15.00% $225.25 3/1/2022 604586833306
HL10UC-AG HL MICRO, MAGNET/BRACKET MNT, $265.00 15.00% $225.25 3/1/2022 604586833313
HL10UC-AW HL MICRO, MAGNET/BRACKET MNT, $265.00 15.00% $225.25 3/1/2022 604586833320
INTG44J-P1L INTG44J,STOCKED $4,090.00 15.00% $3,476.50 3/1/2022 604586829552
INTG44J-P2L INTG44J,STOCKED $4,090.00 15.00% $3,476.50 3/1/2022 604586829569
INTG51J-AMBR2 INTG51J,STOCKED $4,547.00 15.00% $3,864.95 3/1/2022 604586829576
INTG51J-AMBR3 INTG51J,STOCKED $4,747.00 15.00% $4,034.95 3/1/2022 604586829583
INTG51J-P1L INTG51J,STOCKED $4,449.00 15.00% $3,781.65 3/1/2022 604586829606
INTG51J-P2L INTG51J,STOCKED $4,449.00 15.00% $3,781.65 3/1/2022 604586829613
INTG51S-AMBR52 INTG51S,SPCL,STOCKED BAR $4,747.00 15.00% $4,034.95 3/1/2022 604586804795
IPX-GRL1 IPX/VX GRILLE MNT,CV $38.00 15.00% $32.30 3/1/2022 604586765034
IPX-GRL14 BRKT KIT,GRILL,18F-150 PPV,ND $58.00 15.00% $49.30 3/1/2022 604586807130
IPX-GRL16 BRKT KIT,GRILLE,MPS,20FPIU,ND $46.00 15.00% $39.10 3/1/2022 604586822768
IPX-GRL17 BRKT KIT,GRILLE,4 MPS,20FPIU, $92.00 15.00% $78.20 3/1/2022 604586825240
IPX-GRL8 BRKT KIT,IPX-MPS,GRILLE,CHGR15 $59.00 15.00% $50.15 3/1/2022 604586781782
IPX-LPH1 KIT,MNT,LP HORZ,IPX/VEX $45.00 15.00% $38.25 3/1/2022 604586765263
IPX-LPV1 KIT,MNT,LP VERT,IPX/VEX $45.00 15.00% $38.25 3/1/2022 604586765232
IPX-LPV2 KIT,MNT,LP VERT,ADJ,IPX/MPS $85.00 15.00% $72.25 3/1/2022 604586787470
IPX-LPVX1 KIT,MNT,LP VERT EXT,IPX/V $48.00 15.00% $40.80 3/1/2022 604586765249



IPX-PB45H KIT,BRKT,PUSH BUMP,45 $45.00 15.00% $38.25 3/1/2022 604586765348
IPX-PB45V KIT,BRKT,PUSH BUMP,45 $45.00 15.00% $38.25 3/1/2022 604586765355
IPX-PBL1 KIT,2 BRKTS,PUSH BUMP,L, $38.00 15.00% $32.30 3/1/2022 604586768226
IPX300-2 IMPAXX,AOA,AMB $172.00 15.00% $146.20 3/1/2022 604586763788
IPX302-2 IMPAXX,AOA,AMBER,COL LENS $180.00 15.00% $153.00 3/1/2022 604586763832
IPX600B-A IMPAXX600B,AMB,HOR,CLR $235.00 15.00% $199.75 3/1/2022 604586778591
IPX6M-1 KIT,CHROME BEZEL,IPX600 $30.00 15.00% $25.50 3/1/2022 604586773077
IPXM-1 KIT,CHROME BEZEL $22.00 15.00% $18.70 3/1/2022 604586764310
JMPK KIT,PERMANENT MOUNTIN $109.00 15.00% $92.65 3/1/2022 604586738533
LEDTCL64A-A LED TCL, AMBER, AMBER, 6X4 $647.00 15.00% $549.95 3/1/2022 604586819621
LEDTCL64C-A LED TCL, AMBER, 6X4 $647.00 15.00% $549.95 3/1/2022 604586819638
LEDTCL64C-B LED TCL, BLUE, 6X4 $647.00 15.00% $549.95 3/1/2022 604586820399
LEDTCL64C-G LED TCL, GREEN, 6X4 $647.00 15.00% $549.95 3/1/2022 604586820405
LEDTCL64C-R LED TCL, RED, 6X4 $647.00 15.00% $549.95 3/1/2022 604586819591
LEDTCL64C-W LED TCL, WHITE, 6X4 $647.00 15.00% $549.95 3/1/2022 604586804825
LEDTCL64R-R LED TCL, RED, RED,6X4 $647.00 15.00% $549.95 3/1/2022 604586819584
LEDTCL97A-A 9X7 QUAD.,LED TCL,AMB,AMB LENS $508.00 15.00% $431.80 3/1/2022 604586805105
LEDTCL97C-A 9X7 QUAD, LED TCL, AMBER LEDS $508.00 15.00% $431.80 3/1/2022 604586819645
LEDTCL97C-B 9X7 QUAD.,LED TCL,BLU,CLR LENS $508.00 15.00% $431.80 3/1/2022 604586820412
LEDTCL97C-G 9X7 QUAD.,LED TCL,GRN,CLR LENS $508.00 15.00% $431.80 3/1/2022 604586820429
LEDTCL97C-R 9X7 QUAD, LED TCL, RED LEDS $508.00 15.00% $431.80 3/1/2022 604586819614
LEDTCL97C-W 9X7 QUAD.,LED TCL,WHT,CLR LENS $508.00 15.00% $431.80 3/1/2022 604586804566
LEDTCL97R-R 9X7 QUAD,LED TCL,RED,RED LENS $508.00 15.00% $431.80 3/1/2022 604586819607
LGD45Z-AMBR2H6 LGD,45",SERIAL,STOCKED $2,738.00 15.00% $2,327.30 3/1/2022 604586794218
LGD53Z-AMBR2H6 LGD,53",SERIAL,STOCKED $2,933.00 15.00% $2,493.05 3/1/2022 604586794225
LGDUPK-A-001 ORDER W/ (2) LG5443-AAAA $0.00 15.00% $0.00 3/1/2022 604586765577
LGDUPK-A-002 KIT,LGD,CNTR UPGRD,NOFL-A $0.00 15.00% $0.00 3/1/2022 604586764624
LPX24D-00003S LPX,24",DISCRETE,STOCKED $1,047.00 15.00% $889.95 3/1/2022 604586793372
LPX24D-AMBR1P LPX,24",DISCRETE,STOCKED $1,047.00 15.00% $889.95 3/1/2022 604586793389
LPX45D-AMBR1H LPX,45",DISCRETE,STOCKED $2,470.00 15.00% $2,099.50 3/1/2022 604586793396
LPX53D-AMBR2H LPX,53",DISCRETE,STOCKED $2,530.00 15.00% $2,150.50 3/1/2022 604586793402
LPX53H 53" LPXH LIGHTBAR $1,952.00 15.00% $1,659.20 3/1/2022 604586781942
LPX61D-00017S LPX,61",DISCRETE,STOCKED $2,561.00 15.00% $2,176.85 3/1/2022 604586787487
LPX61DS-00005S LPX,61",DISCRETE,SPECIAL $2,561.00 15.00% $2,176.85 3/1/2022 604586787494



LPX61H 61" LPXH LIGHTBAR $2,012.00 15.00% $1,710.20 3/1/2022 604586781959
LPX61H-C 61" LPXH LIGHTBAR, CLEAR DOMES $2,012.00 15.00% $1,710.20 3/1/2022 604586791750
LPXUPK-A-001 ORDER W/ (2) LP5732-AAAA $0.00 15.00% $0.00 3/1/2022 604586774951
LPXUPK-A-002 KIT,LGD,CNTR UPGRD,NOFL-A $0.00 15.00% $0.00 3/1/2022 604586774968
LPXUPK-R-001 ORDER W/ (2) LP5732-RRRR $0.00 15.00% $0.00 3/1/2022 604586774975
MB1-A FINAL ASSY,MSG BRD, AMBER $3,460.00 15.00% $2,941.00 3/1/2022 604586781690
MB1-G MESSAGE BOARD, GREEN $3,460.00 15.00% $2,941.00 3/1/2022 604586787432
MBK01 BRKT KIT,MB1-FPIU,MBK01 $12.00 15.00% $10.20 3/1/2022 604586781454
MBK02 BRKT KIT,MB1-TAH15 $12.00 15.00% $10.20 3/1/2022 604586782000
MBK03H BRKT KIT,MB1-VALR, HOOK $12.00 15.00% $10.20 3/1/2022 604586781188
MBK04 BRKT KIT,MB1-INTG/LGD/LPX/NVG $12.00 15.00% $10.20 3/1/2022 604586781195
MBK05 BRKT KIT,MB1-VSLR,MBK05 $12.00 15.00% $10.20 3/1/2022 604586781546
MBK06 BRKT KIT,MB1-DUR,MBK06 $12.00 15.00% $10.20 3/1/2022 604586807871
MPS121U-A SNGL COLOR,12-LED,AMBER $195.00 15.00% $165.75 3/1/2022 604586826612
MPS121U-R SNGL COLOR,12-LED,RED $195.00 15.00% $165.75 3/1/2022 604586826629
MPS122U-AW DUAL COLOR,24-LED,AMBER/WHITE $230.00 15.00% $195.50 3/1/2022 604586826643
MPS122U-BA DUAL COLOR,24-LED,BLUE/AMBER $230.00 15.00% $195.50 3/1/2022 604586831807
MPS122U-BW DUAL COLOR,24-LED,BLUE/WHITE $230.00 15.00% $195.50 3/1/2022 604586826636
MPS122U-RB DUAL COLOR,24-LED,RED/BLUE $230.00 15.00% $195.50 3/1/2022 604586826667
MPS122U-RW DUAL COLOR,24-LED,RED/WHITE $230.00 15.00% $195.50 3/1/2022 604586826650
MPS123U-AGW TRI COLOR,36-LED,AMBER/GREEN/W $265.00 15.00% $225.25 3/1/2022 604586826704
MPS123U-BAW TRI COLOR,36-LED,BLUE/AMBER/WH $265.00 15.00% $225.25 3/1/2022 604586826681
MPS123U-RAW TRI COLOR,36-LED,RED/AMBER/WHI $265.00 15.00% $225.25 3/1/2022 604586826698
MPS123U-RBW TRI COLOR,36-LED,RED/BLUE/WHIT $265.00 15.00% $225.25 3/1/2022 604586826674
MPS31U-A SNGL COLOR,3-LED,AMBER $119.00 15.00% $101.15 3/1/2022 604586826377
MPS31U-B SNGL COLOR,3-LED,BLUE $119.00 15.00% $101.15 3/1/2022 604586826384
MPS31U-R SNGL COLOR,3-LED,RED $119.00 15.00% $101.15 3/1/2022 604586826391
MPS31U-W SNGL COLOR,3-LED,WHITE $119.00 15.00% $101.15 3/1/2022 604586826407
MPS32U-AG DUAL COLOR,6-LED,AMBER/GREEN $145.00 15.00% $123.25 3/1/2022 604586826476
MPS32U-AW DUAL COLOR,6-LED,AMBER/WHITE $145.00 15.00% $123.25 3/1/2022 604586826445
MPS32U-BA DUAL COLOR,6-LED,BLUE/AMBER $145.00 15.00% $123.25 3/1/2022 604586826452
MPS32U-BW DUAL COLOR,6-LED,BLUE/WHITE $145.00 15.00% $123.25 3/1/2022 604586826438
MPS32U-RA DUAL COLOR,6-LED,RED/AMBER $145.00 15.00% $123.25 3/1/2022 604586826469
MPS32U-RB DUAL COLOR,6-LED,RED/BLUE $145.00 15.00% $123.25 3/1/2022 604586826414



MPS32U-RW DUAL COLOR,6-LED,RED/WHITE $145.00 15.00% $123.25 3/1/2022 604586826421
MPS61U-A SNGL COLOR,6-LED,AMBER $172.00 15.00% $146.20 3/1/2022 604586826483
MPS61U-B SNGL COLOR,6-LED,BLUE $172.00 15.00% $146.20 3/1/2022 604586826490
MPS61U-R SNGL COLOR,6-LED,RED $172.00 15.00% $146.20 3/1/2022 604586826506
MPS61U-W SNGL COLOR,6-LED,WHITE $172.00 15.00% $146.20 3/1/2022 604586826513
MPS62U-AW DUAL COLOR,12-LED,AMBER/WHITE $195.00 15.00% $165.75 3/1/2022 604586826520
MPS62U-BA DUAL COLOR,12-LED,BLUE/AMBER $195.00 15.00% $165.75 3/1/2022 604586826544
MPS62U-BW DUAL COLOR,12-LED,BLUE/WHITE $195.00 15.00% $165.75 3/1/2022 604586826551
MPS62U-RB DUAL COLOR,12-LED,RED/BLUE $195.00 15.00% $165.75 3/1/2022 604586826537
MPS62U-RW DUAL COLOR,12-LED,RED/WHITE $195.00 15.00% $165.75 3/1/2022 604586826568
MPS63U-8FT-RBW TRI COLOR,18-LED,RED/BLU/WHT, $239.00 15.00% $203.15 3/1/2022 604586831791
MPS63U-AGW TRI COLOR,18-LED,AMBER/GREEN/W $218.00 15.00% $185.30 3/1/2022 604586826605
MPS63U-BAW TRI COLOR,18-LED,BLUE/AMBER/WH $218.00 15.00% $185.30 3/1/2022 604586826582
MPS63U-BWG TRI COLOR,18-LED,BLUE/WHT/GRN $218.00 15.00% $185.30 3/1/2022 604586833559
MPS63U-RAW TRI COLOR,18-LED,RED/AMBER/WHI $218.00 15.00% $185.30 3/1/2022 604586826599
MPS63U-RBA TRI COLOR,18-LED,RED/BLUE/AMB $218.00 15.00% $185.30 3/1/2022 604586828883
MPS63U-RBW TRI COLOR,18-LED,RED/BLUE/WHIT $218.00 15.00% $185.30 3/1/2022 604586826575
MPS6U-FPIU20FOG BRKT KIT,20FPIU,MPS,FOG LIGHT $92.00 15.00% $78.20 3/1/2022 604586825509
MPSM-LPH1 KIT, LIC PLT, MPS6U, MPS3U, $45.00 15.00% $38.25 3/1/2022 604586831982
MPSM12-DL KIT,L-BRKT,DUAL HD,LEFT/ $23.00 15.00% $19.55 3/1/2022 604586776931
MPSM12-DS KIT,L-BRKT,SUAL HD TOP/BO $23.00 15.00% $19.55 3/1/2022 604586776924
MPSM12-LB KIT,L-BRACKET,SINGLE HD $19.00 15.00% $16.15 3/1/2022 604586776917
MPSM12-POL1 KIT,FOG LGHT BRKTS,POLARIS,MPS $71.00 15.00% $60.35 3/1/2022 604586793433
MPSM12-SB KIT,BRKT,SWIVEL MNT, MS12 $32.00 15.00% $27.20 3/1/2022 604586776948
MPSM12U-SPACRKT KIT, WEDGE, MPSM12U $35.00 15.00% $29.75 3/1/2022 604586781294
MPSM3-DL KIT,L-BRKT,DUAL HD,LEFT/ $23.00 15.00% $19.55 3/1/2022 604586774807
MPSM3-DS KIT,L-BRKT,DUAL HD,TOP/ $23.00 15.00% $19.55 3/1/2022 604586774791
MPSM3-LB KIT,L-BRKT SINGLE HD,MS3 $19.00 15.00% $16.15 3/1/2022 604586774784
MPSM3-SB KIT,BRKT SWIVEL MNT,MS3 $32.00 15.00% $27.20 3/1/2022 604586774814
MPSM3U-SPACRKT KIT, WEDGE, MPS3U $29.00 15.00% $24.65 3/1/2022 604586781300
MPSM6-DL KIT,L-BRKT,DUAL HD,LEFT/ $23.00 15.00% $19.55 3/1/2022 604586774760
MPSM6-DS KIT,L-BRKT,DUAL HD,TOP/ $23.00 15.00% $19.55 3/1/2022 604586774753
MPSM6-DU15RS KIT, BRKT,MPSM6-DU15RS,6HD SPO $114.00 15.00% $96.90 3/1/2022 604586786206
MPSM6-FPIU20RS1 KIT, BRKT,2HD SPOILER,FPIU20 $196.00 15.00% $166.60 3/1/2022 604586822867



MPSM6-FPIU20RS2 KIT,BRKT,6HD SPOILER,FPIU20 $196.00 15.00% $166.60 3/1/2022 604586822850
MPSM6-FPIU20RS3 KIT,BRKT,4HD SPOILER,FPIU20 $196.00 15.00% $166.60 3/1/2022 604586824762
MPSM6-FRD15RB BRKT KIT,MPS,RUNNING BOARDS $110.00 15.00% $93.50 3/1/2022 604586807444
MPSM6-GRL1 KIT,BRKT,MPS,GRILLE $38.00 15.00% $32.30 3/1/2022 604586820344
MPSM6-GRL2 BRKT KIT,21TAH,INT. GRILLE, $53.00 15.00% $45.05 3/1/2022 604586831449
MPSM6-GRL3 BRKT KIT,MPS6,GRILLE,21TAH, $116.00 15.00% $98.60 3/1/2022 604586831456
MPSM6-LB KIT,L-BRKT,SINGLE HD,MS6 $19.00 15.00% $16.15 3/1/2022 604586774746
MPSM6-LPH1 BRKT KIT,MPS MNT,LIC PLATE, $111.00 15.00% $94.35 3/1/2022 604586826070
MPSM6-LPV1 KIT,DUAL MNT,LP VERT,ADJ,MPS $111.00 15.00% $94.35 3/1/2022 604586805044
MPSM6-LPV2 KIT,DUAL MNT,LP VERT,LOW,ADJ $111.00 15.00% $94.35 3/1/2022 604586823055
MPSM6-SB KIT,BRKT SWIVEL MNT,MS6 $32.00 15.00% $27.20 3/1/2022 604586774777
MPSM6-SPACRKT KIT,WEDGE,MPS6 $29.00 15.00% $24.65 3/1/2022 604586775712
MPSM6-TA21RS KIT,BRKT,MPSM6-TA21RS,6 HEAD $230.00 15.00% $195.50 3/1/2022 604586828685
MPSM6-TA21RS1 KIT,BRKT,MPSM6-TA21RS,2 HEAD $87.00 15.00% $73.95 3/1/2022 604586830480
MPSM650-SPACRKT WEDGE KIT,MPS650 SERIES $33.00 15.00% $28.05 3/1/2022 604586787005
MPSM6U-BP1 BRKT KIT,MPS600U,CHGR,B-PILLAR $60.00 15.00% $51.00 3/1/2022 604586829958
MPSM6U-BP2 BRKT KIT,MPS600U,TAH,B-PILLA $60.00 15.00% $51.00 3/1/2022 604586829965
MPSM6U-FPIU20GCO BRKT KIT, MPSM6U, FPIU 2020, $25.00 15.00% $21.25 3/1/2022 604586830527
MPSM6U-FPIU20SMW KIT,WEDGE,MPS6U,20FPIU $18.00 15.00% $15.30 3/1/2022 604586825332
MPSM6U-FPIU20WW WEDGE KIT,WHEEL WELL,20FPIU,4 $35.00 15.00% $29.75 3/1/2022 604586825721
MPSM6U-SPACRKT WEDGE KIT, MPS600U ULTRA $29.00 15.00% $24.65 3/1/2022 604586780259
MPSMC-LBWN BRKT KIT, MPSC, L $37.00 15.00% $31.45 3/1/2022 604586829026
MPSMC-SBWN BRKT KIT, MPSC, SWIVEL $47.00 15.00% $39.95 3/1/2022 604586829033
MPSMW9-CHGR11MIR KIT,BRKT,MIRROR,11+ CHGR $64.00 15.00% $54.40 3/1/2022 604586820665
MPSMW9-DUR15MIR KIT,BRKT,MIRROR,15 DURANGO $41.00 15.00% $34.85 3/1/2022 604586781980
MPSMW9-FPIU13MIR KIT, BRKT,MPSW9 MIRROR,13FPIU $41.00 15.00% $34.85 3/1/2022 604586782550
MPSMW9-FPIU20MIR KIT,BRKT,MPSW9,MIRROR,20FPIU $41.00 15.00% $34.85 3/1/2022 604586822706
MPSMW9-FRD15MIR BRKT KIT,SIDE MIRRORS,MPSW9 $36.00 15.00% $30.60 3/1/2022 604586807178
MPSMW9-FRD21MIR KIT,BRKT,MPSW9,MIRROR,21F150 $56.00 15.00% $47.60 3/1/2022 604586832682
MPSMW9-POL1 KIT,TAILGATE BRKTS,POLARIS,MPS $71.00 15.00% $60.35 3/1/2022 604586792856
MPSMW9-RAM19MIR KIT,BRKT,MPSW9,MIRROR,19RAM $41.00 15.00% $34.85 3/1/2022 604586826117
MPSMW9-SHD SHROUD BRKT KIT,MPS WIDE ANG.9 $45.00 15.00% $38.25 3/1/2022 604586827602
MPSMW9-SIL19MIR KIT,BRKT,MPSW9,MIRROR,19SIL $41.00 15.00% $34.85 3/1/2022 604586826162
MPSMW9-SPACRKT WEDGE KIT, MPSW9 WIDE ANGLE $33.00 15.00% $28.05 3/1/2022 604586780266



MPSMW9-TAH15MIR KIT, BRKT,MIRROR,15TAHOE $41.00 15.00% $34.85 3/1/2022 604586781317
MPSMW9-TAH21MIR KIT,BRKT,MPSW9,MIRROR,21TAH $77.00 15.00% $65.45 3/1/2022 604586828715
MPSSM30-BRK-50 30" 4HD W/BRAKE MPS SGNLMSTR, $1,386.00 15.00% $1,178.10 3/1/2022 604586830381
MPSU-PB45H KIT,BRKT,PUSH BUMP,45 HORZ,MPS $45.00 15.00% $38.25 3/1/2022 604586820320
MPSU-PB45V KIT,BRKT,PUSH BUMP,45 VERT,MPS $45.00 15.00% $38.25 3/1/2022 604586820337
MPSUMA12-1 KIT,ANGLED BEZEL,MPS12U,CHROME $58.00 15.00% $49.30 3/1/2022 604586824403
MPSUMA12-3 KIT,ANGLED BEZEL,MPS12U,BLACK $58.00 15.00% $49.30 3/1/2022 604586824410
MPSUMB12-1 BEZEL KIT,CHROME,MPS12xU $18.00 15.00% $15.30 3/1/2022 604586828647
MPSUMB12-2 BEZEL KIT,WHITE,MPS12xU $18.00 15.00% $15.30 3/1/2022 604586828654
MPSUMB12-3 BEZEL KIT,BLACK,MPS12xU $18.00 15.00% $15.30 3/1/2022 604586828661
MPSUMB3-1 BEZEL KIT,CHROME,MPS3xU $18.00 15.00% $15.30 3/1/2022 604586828586
MPSUMB3-2 BEZEL KIT,WHITE,MPS3xU $18.00 15.00% $15.30 3/1/2022 604586828593
MPSUMB3-3 BEZEL KIT,BLACK,MPS3xU $18.00 15.00% $15.30 3/1/2022 604586828609
MPSUMB6-1 BEZEL KIT,CHROME,MPS6xU $18.00 15.00% $15.30 3/1/2022 604586828616
MPSUMB6-2 BEZEL KIT,WHITE,MPS6xU $18.00 15.00% $15.30 3/1/2022 604586828623
MPSUMB6-3 BEZEL KIT,BLACK,MPS6xU $18.00 15.00% $15.30 3/1/2022 604586828630
MPSUSM23-A-30 23" SGLMSR,(4)AMB HDS,30' CBL $866.00 15.00% $736.10 3/1/2022 604586832521
MPSUSM30-BRK-50 30" SGLMSR,(4)AMB HDS,(1) RED $1,386.00 15.00% $1,178.10 3/1/2022 604586833115
MPSUSM36-BRK-50 36" SGLMSR,(6)AMB HDS,(1)RED $1,617.00 15.00% $1,374.45 3/1/2022 604586832538
MPSUSM42-A-30 42" SGLMSR,(6)AMB HDS,30' CBL $1,617.00 15.00% $1,374.45 3/1/2022 604586832545
MPSUSM42-A-60 42" SGLMSR,(6)AMB HDS,60' CBL $1,649.00 15.00% $1,401.65 3/1/2022 604586832552
MPSUSM42-BRK-30 42" SGLMSR,(6)AMB HDS,(1)RED $1,790.00 15.00% $1,521.50 3/1/2022 604586832569
MPSUSM51-A-30 51" SGLMSR,(8)AMB HDS,30' CBL $1,733.00 15.00% $1,473.05 3/1/2022 604586832576
MPSUSM51-A-60 51" SGLMSR,(8)AMB HDS,60' CBL $1,764.00 15.00% $1,499.40 3/1/2022 604586832583
MPSUSM51-BRK-30 51" SGLMSR,(8)AMB HDS,(1)RED $1,906.00 15.00% $1,620.10 3/1/2022 604586832590
NSCTRL-1 NIGHTSPIRE REMOTE, WIRELESS $138.00 15.00% $117.30 3/1/2022 604586832385
NVG73D-TOW5FC 73IN TOW5 NVG,FLT MNT,CLEAR $5,306.00 15.00% $4,510.10 3/1/2022 604586829255
QL43-AA FLASHING AMB, AMB LENS, $227.00 15.00% $192.95 3/1/2022 604586785162
QL43-BACKUP BACKUP LIGHT, QL43 $203.00 15.00% $172.55 3/1/2022 604586785339
QL43-BB FLASHING BLUE, BLUE LENS, $227.00 15.00% $192.95 3/1/2022 604586785179
QL43-BTT BRAKE, TURN, TAIL, QL43 $203.00 15.00% $172.55 3/1/2022 604586785322
QL43-GG FLASHING GREEN, GREEN LENS, $227.00 15.00% $192.95 3/1/2022 604586785186
QL43-RR FLASHING RED, RED LENS, $227.00 15.00% $192.95 3/1/2022 604586785193
QL43-TURN TURN LIGHT, QL43 $203.00 15.00% $172.55 3/1/2022 604586785315



QL43C-AA FLASHING AMBER, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586785209
QL43C-AW FLASHING AMB&WHT, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586785247
QL43C-BA FLASHING BLU & AMB,SPLIT COLOR $227.00 15.00% $192.95 3/1/2022 604586785254
QL43C-BB FLASHING BLUE, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586785216
QL43C-BW FLASHING BLU & WHT,SPLIT COLOR $227.00 15.00% $192.95 3/1/2022 604586785261
QL43C-GG FLASHING GREEN, CLR LENS $227.00 15.00% $192.95 3/1/2022 604586785223
QL43C-RA FLASHING RED & AMB,SPLIT COLOR $227.00 15.00% $192.95 3/1/2022 604586785278
QL43C-RB FLASHING RED & BLU,SPLIT COLOR $227.00 15.00% $192.95 3/1/2022 604586785285
QL43C-RG FLASHING RED & GRN,SPLIT COLOR $227.00 15.00% $192.95 3/1/2022 604586804757
QL43C-RR FLASHING RED, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586785230
QL43C-RW FLASHING RED & WHT,SPLIT COLOR $227.00 15.00% $192.95 3/1/2022 604586785292
QL43C-WW FLASHING WHITE, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586785308
QL43D-A QL43 DOT, AMBER $203.00 15.00% $172.55 3/1/2022 604586785346
QL43D-B QL43 DOT, BLUE $203.00 15.00% $172.55 3/1/2022 604586785353
QL43D-BACKUP QL43 DOT, BACKUP LIGHT $203.00 15.00% $172.55 3/1/2022 604586785407
QL43D-BTT QL43 DOT, BRAKE/TAIL/TURN $203.00 15.00% $172.55 3/1/2022 604586785391
QL43D-G QL43 DOT, GREEN $203.00 15.00% $172.55 3/1/2022 604586785360
QL43D-R QL43 DOT, RED $203.00 15.00% $172.55 3/1/2022 604586785377
QL43D-W QL43 DOT, WHITE $203.00 15.00% $172.55 3/1/2022 604586785384
QL43DD-AB QL43 DOT, DUAL COLOR $227.00 15.00% $192.95 3/1/2022 604586790487
QL43DD-AG QL43 DOT, DUAL COLOR $227.00 15.00% $192.95 3/1/2022 604586790500
QL43DD-AW QL43 DOT, DUAL COLOR $227.00 15.00% $192.95 3/1/2022 604586790470
QL43DD-RA QL43 DOT, DUAL COLOR $227.00 15.00% $192.95 3/1/2022 604586790494
QL43MC TRIM RING W/GASKET,4X3,LT $26.00 15.00% $22.10 3/1/2022 604586785063
QL43Z-AA QL43, DUMB $203.00 15.00% $172.55 3/1/2022 604586790746
QL43Z-BB QL43, DUMB $203.00 15.00% $172.55 3/1/2022 604586790760
QL43Z-GG QL43, DUMB $203.00 15.00% $172.55 3/1/2022 604586790777
QL43Z-RR QL43, DUMB $203.00 15.00% $172.55 3/1/2022 604586790753
QL43Z-WW QL43, DUMB $203.00 15.00% $172.55 3/1/2022 604586790784
QL43ZD-AB QL43, DUAL COLOR, DUMB $227.00 15.00% $192.95 3/1/2022 604586790715
QL43ZD-AG QL43, DUAL COLOR, DUMB $227.00 15.00% $192.95 3/1/2022 604586790739
QL43ZD-AW QL43, DUAL COLOR, DUMB $227.00 15.00% $192.95 3/1/2022 604586790708
QL43ZD-RA QL43, DUAL COLOR, DUMB $227.00 15.00% $192.95 3/1/2022 604586790722
QL64-24-AA QUADRAFLARE,LED-24V,AMBER, $240.00 15.00% $204.00 3/1/2022 604586787913



QL64-24-BB QUADRAFLARE,LED-24V,BLUE, $240.00 15.00% $204.00 3/1/2022 604586787920
QL64-24-GG QUADRAFLARE,LED-24V,GREEN, $240.00 15.00% $204.00 3/1/2022 604586787937
QL64-24-RR QUADRAFLARE,LED-24V,RED, $240.00 15.00% $204.00 3/1/2022 604586787944
QL64-24-WW QUADRAFLARE,LED-24V,WHITE, $240.00 15.00% $204.00 3/1/2022 604586787951
QL64-AA FLASHING AMB, AMB LENS, $227.00 15.00% $192.95 3/1/2022 604586782154
QL64-ARROW TURN ARROW, 6X4, AMBER, $214.00 15.00% $181.90 3/1/2022 604586784264
QL64-BACKUP BACK-UP LT, 6X4, WHITE, $257.00 15.00% $218.45 3/1/2022 604586784295
QL64-BB FLASHING BLUE, BLUE LENS, $227.00 15.00% $192.95 3/1/2022 604586782161
QL64-BTT BRAKE/TAIL/TURN, 6X4, RED, $219.00 15.00% $186.15 3/1/2022 604586784301
QL64-GG FLASHING GRN, GRN LENS, $230.00 15.00% $195.50 3/1/2022 604586782178
QL64-RR FLASHING RED, RED LENS, $227.00 15.00% $192.95 3/1/2022 604586782185
QL64-RRDEU QL64,RED W/DEUTSCH CONN., $227.00 15.00% $192.95 3/1/2022 604586784332
QL64-TURN TURN LT, 6X4, AMBER, $219.00 15.00% $186.15 3/1/2022 604586784349
QL643H CASTING ASSEMBLY, 3HORIZ. $240.00 15.00% $204.00 3/1/2022 604586793457
QL643H-LEDLEFT BTT,3H CASTING,LF TURN $935.00 15.00% $794.75 3/1/2022 604586785940
QL643H-LEDRGHT BTT,3H CASTING,RIGHT TURN $935.00 15.00% $794.75 3/1/2022 604586785957
QL643H-LEFT BTT,3H CASTING,LF ARROW $850.00 15.00% $722.50 3/1/2022 604586785964
QL643H-RIGHT BTT,3H CASTING,RT ARROW $850.00 15.00% $722.50 3/1/2022 604586785971
QL643V CASTING ASSEMBLY 3UP, VERT. $240.00 15.00% $204.00 3/1/2022 604586793464
QL643V-LED BTT,3V CASTING,TURN $935.00 15.00% $794.75 3/1/2022 604586785988
QL643V-LEFT BTT,3V CASTING,LFT ARROW $849.00 15.00% $721.65 3/1/2022 604586785995
QL643V-RIGHT BTT,3UP CASTING,RIGHT ARROW $849.00 15.00% $721.65 3/1/2022 604586786008
QL643V-RS912 3-UP VERT, B/R/G, HALLIBURT $1,099.00 15.00% $934.15 3/1/2022 604586786015
QL644V CASTING ASSEMBLY, 4UP,VERT. $314.00 15.00% $266.90 3/1/2022 604586793471
QL644V-LED BTT,4-UP CASTING,TURN $1,244.00 15.00% $1,057.40 3/1/2022 604586786022
QL644V-LEFT BTT,4-UP CASTING,LF ARROW $1,150.00 15.00% $977.50 3/1/2022 604586786039
QL644V-RIGHT BTT,4-UP CASTING,RT ARROW $1,150.00 15.00% $977.50 3/1/2022 604586786046
QL64C-AA FLASHING AMB, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586782192
QL64C-AG FLASHING AMB & GRN,SPLIT COLOR $230.00 15.00% $195.50 3/1/2022 604586787456
QL64C-AW FLASHING AMB & WHT,SPLIT COLOR $230.00 15.00% $195.50 3/1/2022 604586782239
QL64C-BA FLASHING BLU & AMB,SPLIT COLOR $230.00 15.00% $195.50 3/1/2022 604586782246
QL64C-BB FLASHING BLUE, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586782208
QL64C-BW FLASHING BLU & WHT,SPLIT COLOR $230.00 15.00% $195.50 3/1/2022 604586782253
QL64C-GG FLASHING GRN, CLR LENS, $230.00 15.00% $195.50 3/1/2022 604586782215



QL64C-RA FLASHING RED & AMB,SPLIT COLOR $230.00 15.00% $195.50 3/1/2022 604586782260
QL64C-RB FLASHING RED & BLU,SPLIT COLOR $230.00 15.00% $195.50 3/1/2022 604586782277
QL64C-RG FLASHING RED & GRN,SPLIT COLOR $253.00 15.00% $215.05 3/1/2022 604586785056
QL64C-RR FLASHING RED, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586782222
QL64C-RW FLASHING RED & WHT,SPLIT COLOR $230.00 15.00% $195.50 3/1/2022 604586782284
QL64C-WW FLASHING WHT &WHT; CLR LENS $227.00 15.00% $192.95 3/1/2022 604586782291
QL64LEDSCENE-SB 6X4 LED SCENE LIGHT,SB $289.00 15.00% $245.65 3/1/2022 604586825615
QL64MC TRIM RING W/GASKET,6X4,LT $23.00 15.00% $19.55 3/1/2022 604586755844
QL64MHL HEADLIGHT MOUNT KIT $60.00 15.00% $51.00 3/1/2022 604586760404
QL73-A-DEU FLASHING AMB, AMB LENS, $238.00 15.00% $202.30 3/1/2022 604586790159
QL73-AA FLASHING AMB, AMB LENS, $227.00 15.00% $192.95 3/1/2022 604586789993
QL73-ARROW ARROW, AMBER $214.00 15.00% $181.90 3/1/2022 604586790180
QL73-BACKUP BACKUP LIGHT, QL73 $257.00 15.00% $218.45 3/1/2022 604586790197
QL73-BB FLASHING BLUE, BLUE LENS, $227.00 15.00% $192.95 3/1/2022 604586790005
QL73-BTT BRAKE, TURN, TAIL, QL73 $219.00 15.00% $186.15 3/1/2022 604586790173
QL73-GG FLASHING GREEN, GREEN LENS, $230.00 15.00% $195.50 3/1/2022 604586790012
QL73-LB BRACKET KIT, QL73-LB $227.00 15.00% $192.95 3/1/2022 604586781324
QL73-RR FLASHING RED, RED LENS, $227.00 15.00% $192.95 3/1/2022 604586789986
QL73C-AA FLASHING AMBER, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586790036
QL73C-AW FLASHING AMB&WHT, CLR LENS, $316.00 15.00% $268.60 3/1/2022 604586790111
QL73C-BA FLASHING BLU & AMB,SPLIT COLOR $279.00 15.00% $237.15 3/1/2022 604586790104
QL73C-BB FLASHING BLUE, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586790043
QL73C-BTT BRAKE, TURN, TAIL, QL73 $219.00 15.00% $186.15 3/1/2022 604586790166
QL73C-BW FLASHING BLU & WHT,SPLIT COLOR $316.00 15.00% $268.60 3/1/2022 604586790128
QL73C-GG FLASHING GREEN, CLR LENS $230.00 15.00% $195.50 3/1/2022 604586790067
QL73C-RA FLASHING RED & AMB,SPLIT COLOR $279.00 15.00% $237.15 3/1/2022 604586790081
QL73C-RB FLASHING RED & BLU,SPLIT COLOR $279.00 15.00% $237.15 3/1/2022 604586790074
QL73C-RG FLASHING RED & GRN,SPLIT COLOR $316.00 15.00% $268.60 3/1/2022 604586790142
QL73C-RR FLASHING RED, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586790029
QL73C-RW FLASHING RED & WHT,SPLIT COLOR $316.00 15.00% $268.60 3/1/2022 604586790098
QL73C-WW FLASHING WHT, CLR LENS, $227.00 15.00% $192.95 3/1/2022 604586790050
QL73D-A QL73 DOT, AMBER $203.00 15.00% $172.55 3/1/2022 604586790203
QL73D-B QL73 DOT, BLUE $203.00 15.00% $172.55 3/1/2022 604586790210
QL73D-BACKUP QL73 DOT, BACKUP LIGHT $203.00 15.00% $172.55 3/1/2022 604586790227



QL73D-BTT QL73 DOT, BRAKE/TAIL/TURN $203.00 15.00% $172.55 3/1/2022 604586790234
QL73D-G QL73 DOT, GREEN $203.00 15.00% $172.55 3/1/2022 604586790241
QL73D-R QL73 DOT, RED $203.00 15.00% $172.55 3/1/2022 604586790258
QL73D-W QL73 DOT, WHITE $203.00 15.00% $172.55 3/1/2022 604586790265
QL73DD-AB QL73, AMBER/BLUE $227.00 15.00% $192.95 3/1/2022 604586790371
QL73DD-AG QL73, AMBER/GREEN $227.00 15.00% $192.95 3/1/2022 604586790395
QL73DD-AW QL73, AMBER/WHITE $227.00 15.00% $192.95 3/1/2022 604586790364
QL73DD-RA QL73, RED/AMBER $227.00 15.00% $192.95 3/1/2022 604586790388
QL73LEDSCENE 7X3 LED SCENE LIGHT $246.00 15.00% $209.10 3/1/2022 604586781683
QL73MC KIT,TRIM RING W/GASKET, $20.00 15.00% $17.00 3/1/2022 604586768431
QL97-AA QUADRAFLARE,WARN,AMB FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788743
QL97-ARROW QUADRAFLARE,ARROW,SMOOTH $389.00 15.00% $330.65 3/1/2022 604586788903
QL97-BACKUP QUADRAFLARE,BACKUP, CLR FLTD $389.00 15.00% $330.65 3/1/2022 604586788910
QL97-BB QUADRAFLARE,WARN,BLU FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788750
QL97-BTT QUADRAFLARE,BTT,RED FLTD LENS $389.00 15.00% $330.65 3/1/2022 604586788927
QL97-GG QUADRAFLARE,WARN,GRN FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788767
QL97-RR QUADRAFLARE,WARN,RED FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788774
QL97-TURN QUADRAFLARE,TURN,AMB FLTD LENS $389.00 15.00% $330.65 3/1/2022 604586791019
QL97C-AA QUADRAFLARE,WARN,CLR FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788781
QL97C-ARROW QUADRAFLARE,ARROW,SMOOTH $389.00 15.00% $330.65 3/1/2022 604586789061
QL97C-AW QUADRAFLARE,WARN,CLR FLTD LENS $432.00 15.00% $367.20 3/1/2022 604586788835
QL97C-BA QUADRAFLARE,WARN,CLR FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788842
QL97C-BB QUADRAFLARE,WARN,CLR FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788798
QL97C-BTT QUADRAFLARE,BTT,CLR FLTD LENS, $389.00 15.00% $330.65 3/1/2022 604586789078
QL97C-BW QUADRAFLARE,WARN,CLR FLTD LENS $423.00 15.00% $359.55 3/1/2022 604586788859
QL97C-GG QUADRAFLARE,WARN,CLR FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788804
QL97C-RA QUADRAFLARE,WARN,CLR FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788866
QL97C-RB QUADRAFLARE,WARN,CLR FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788873
QL97C-RG QUADRAFLARE,WARN,CLR FLTD LENS $432.00 15.00% $367.20 3/1/2022 604586788880
QL97C-RR QUADRAFLARE,WARN,CLR FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788811
QL97C-RW QUADRAFLARE,WARN,CLR FLTD LENS $432.00 15.00% $367.20 3/1/2022 604586788897
QL97C-WW QUADRAFLARE,WARN,CLR FLTD LENS $376.00 15.00% $319.60 3/1/2022 604586788828
QL97LEDSCENE LED SCENE,9X7,QUADRAFLARE $519.00 15.00% $441.15 3/1/2022 604586769308
QL97LEDSCENE-D LED SCENE,9X7,QUAD,W/DEU $530.00 15.00% $450.50 3/1/2022 604586775088



QL97MC KIT,TRIM RING W/GASKET, $33.00 15.00% $28.05 3/1/2022 604586763047
RB-SILHD20 BRKT KIT,RUMBLER,20SILV HD, $69.00 15.00% $58.65 3/1/2022 604586827282
RLNT48-F2LR RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586830015
RLNT48-F3LR RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586830022
RLNT48-P1LC RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586830428
RLNT48-P1LRB RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586829972
RLNT48-P2LB RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586829996
RLNT48-P2LC RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586830442
RLNT48-P3LC RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586830435
RLNT48-P3LRB RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586829989
RLNT48-P4LB RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586830008
RLNT48-P4LC RLNT48,STOCKED $2,099.00 15.00% $1,784.15 3/1/2022 604586830459
RLNT48Z-AMBR1F4 RLNT48,STOCKED $2,078.00 15.00% $1,766.30 3/1/2022 604586832330
RLNT48Z-AMBR1H4 RLNT48,STOCKED $2,078.00 15.00% $1,766.30 3/1/2022 604586830039
RLNT48Z-AMBR2F4 RLNT48,STOCKED $2,130.00 15.00% $1,810.50 3/1/2022 604586832347
RLNT48Z-AMBR2H4 RLNT48,STOCKED $2,130.00 15.00% $1,810.50 3/1/2022 604586830053
SIFMJH-DUR18-P3 SIFMJH,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829620
SIFMJH-DUR18-PF1 SIFMJH,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829637
SIFMJH-DUR18-PF2 SIFMJH,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829644
SIFMJH-FPIU20-P3 SIFMJH,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829651
SIFMJH-FPIU20-PF1 SIFMJH,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829668
SIFMJH-FPIU20-PF2 SIFMJH,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829682
SIFMJH-TAH21-P3 SIFMJH,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586831258
SIFMJH-TAH21-PF1 SIFMJH,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586831272
SIFMJH-TAH21-PF2 SIFMJH,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586831265
SIFMJR-CHGR17-P3 SIFMJR,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829699
SIFMJR-CHGR17-PF1 SIFMJR,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829705
SIFMJR-CHGR17-PF2 SIFMJR,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829712
SIFMJR-FD15-P3 SIFMJR,STOCKED, $1,875.00 15.00% $1,593.75 3/1/2022 604586832712
SIFMJR-FD15-PF1 SIFMJR,STOCKED, $1,875.00 15.00% $1,593.75 3/1/2022 604586832699
SIFMJR-FD15-PF2 SIFMJR,STOCKED, $1,875.00 15.00% $1,593.75 3/1/2022 604586832705
SIFMJS-CHGR16-P3 SIFMJS,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829729
SIFMJS-DUR16-P3 SIFMJS,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829736
SIFMJS-FD15-P3 SIFMJS,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829743



SIFMJS-FPIU20-P3 SIFMJS,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829750
SIFMJS-TAH21-P3 SIFMJS,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586831081
SIFZJS-CHGR16-P3 SIFZJS,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829767
SIFZJS-FD15-P3 SIFZJS,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829774
SIFZJS-FPIU20-P3 SIFZJS,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586829781
SIFZJS-TAH21-P3 SIFZJS,STOCKED $1,875.00 15.00% $1,593.75 3/1/2022 604586832606
SL4F-2B2W 4HD FLASHNG SIGNALMASTER,-BWBW $404.00 15.00% $343.40 3/1/2022 604586777136
SL4F-2R2B 4HD FLASHNG SIGNALMASTER, $404.00 15.00% $343.40 3/1/2022 604586776368
SL4F-2R2W 4HD FLASHNG SIGNALMASTER,-RWRW $404.00 15.00% $343.40 3/1/2022 604586777143
SL4F-A 4HD FLASHNG SIGNALMASTER, $404.00 15.00% $343.40 3/1/2022 604586776405
SL4F-AAWW 4 HEAD LATITUDE, AMBER WHITE $404.00 15.00% $343.40 3/1/2022 604586777372
SL4F-B 4HD FLASHNG SIGNALMASTER, $404.00 15.00% $343.40 3/1/2022 604586776399
SL4F-R 4HD FLASHNG SIGNALMASTER, $404.00 15.00% $343.40 3/1/2022 604586776382
SL4F-RB 4HD FLASHNG SIGNALMASTER, $404.00 15.00% $343.40 3/1/2022 604586776375
SL4F-WWAA 4 HEAD LATITUDE, WHITE AMBER $404.00 15.00% $343.40 3/1/2022 604586777389
SL6F-A 6HD FLASHNG SIGNALMASTER, $581.00 15.00% $493.85 3/1/2022 604586776443
SL6F-AW 6HD LATITUDE,FLASHING,AMB/WHT $581.00 15.00% $493.85 3/1/2022 604586778492
SL6F-B 6HD FLASHNG SIGNALMASTER, $581.00 15.00% $493.85 3/1/2022 604586776436
SL6F-BR 6HD FLASHING STCK LGHT $581.00 15.00% $493.85 3/1/2022 604586779291
SL6F-R 6HD FLASHNG SIGNALMASTER, $581.00 15.00% $493.85 3/1/2022 604586776429
SL6F-RB 6HD FLASHNG SIGNALMASTER, $581.00 15.00% $493.85 3/1/2022 604586776412
SL6FF-RW 6HD FLASHING STCK LGHT WLC, $581.00 15.00% $493.85 3/1/2022 604586779321
SL6S-A SIGNALMASTER,SOLARIS,6HD $630.00 15.00% $535.50 3/1/2022 604586777150
SL8C-BAB 8HD LATITUDE,SML,FLASHING ENDS $656.00 15.00% $557.60 3/1/2022 604586783724
SL8C-BBB 8HD LATITUDE,SML,FLASHING ENDS $656.00 15.00% $557.60 3/1/2022 604586783731
SL8C-RAB 8HD LATITUDE,SML,FLASHING ENDS $656.00 15.00% $557.60 3/1/2022 604586783700
SL8C-RAR 8HD LATITUDE,SML,FLASHING ENDS $656.00 15.00% $557.60 3/1/2022 604586783717
SL8F-4R4B 8HD LATITUDE,FLASHING,RBRBRBRB $656.00 15.00% $557.60 3/1/2022 604586779000
SL8F-A 8HD FLASHNG SIGNALMASTER, $656.00 15.00% $557.60 3/1/2022 604586776481
SL8F-AW 8HD LATITUDE,FLASHING,AMB/WHT $656.00 15.00% $557.60 3/1/2022 604586778508
SL8F-B 8HD FLASHNG SIGNALMASTER, $656.00 15.00% $557.60 3/1/2022 604586776474
SL8F-BA 8HD FLSHNG SGNALMSTR,-BBABBABB $656.00 15.00% $557.60 3/1/2022 604586777174
SL8F-BR 8HD FLASHING STCK LGHT $656.00 15.00% $557.60 3/1/2022 604586779307
SL8F-R 8HD FLASHNG SIGNALMASTER, $656.00 15.00% $557.60 3/1/2022 604586776467



SL8F-RB 8HD FLASHNG SIGNALMASTER, $656.00 15.00% $557.60 3/1/2022 604586776450
SL8FF-RW 8HD FLASHING STCK LGHT WLC, $656.00 15.00% $557.60 3/1/2022 604586778140
SL8S-A SIGNALMASTER,SOLARIS,8HD $706.00 15.00% $600.10 3/1/2022 604586777167
SL8S-A-50 8HD SIGNALMASTER,SOLARIS, $786.00 15.00% $668.10 3/1/2022 604586778515
SL8S-A48 48" LATITUDE SIGNALMASTER $800.00 15.00% $680.00 3/1/2022 604586781201
SL8S-A48-1DEU 48"LATITUDE SIGNALMASTER, $785.00 15.00% $667.25 3/1/2022 604586791934
SL8S-A48-50 48"LATITUDE SIGNALMASTER,50' $852.00 15.00% $724.20 3/1/2022 604586788002
SL8S-RB SIGNALMASTER,SOLARIS,8HD $691.00 15.00% $587.35 3/1/2022 604586781386
SLB-001 KIT,BRKT,LONG,CNSM/LAT $42.00 15.00% $35.70 3/1/2022 604586777808
SLB-002 KIT,BRKT,SHORT,CNSM/LAT $40.00 15.00% $34.00 3/1/2022 604586777815
SLB-FRD15ND BRKT KIT,CNSM/LAT,15F-150 $59.00 15.00% $50.15 3/1/2022 604586807352
SLB-SIL19ND BRKT KIT,CNSM/LAT,19SILV $62.00 15.00% $52.70 3/1/2022 604586828173
SW-BK TRUNION MOUNT,SW300-012 $18.00 15.00% $15.30 3/1/2022 604586739189
SW1 ONE ROCKER SWITCH KIT $28.00 15.00% $23.80 3/1/2022 604586756247
SW2 TWO ROCKER SWITCH $54.00 15.00% $45.90 3/1/2022 604586743261
SW30 SWITCH,3-CONTROL $54.00 15.00% $45.90 3/1/2022 604586739158
UNHK UNIVERSAL HOOK MNTG. KIT $91.00 15.00% $77.35 3/1/2022 604586739288
UNPK UNIVERSAL PERM. MNTG. KIT $91.00 15.00% $77.35 3/1/2022 604586739295
V-FASTK KIT,VECTOR,FAST ROT. $185.00 15.00% $157.25 3/1/2022 604586739325
V-MEDK KIT,MED.VECTOR,ROTATOR $185.00 15.00% $157.25 3/1/2022 604586739370
V-OSCK KIT,VECTOR,FRNT OSC. LIGH $185.00 15.00% $157.25 3/1/2022 604586808908
V-ROTK KIT,VECTOR,ROTATOR $185.00 15.00% $157.25 3/1/2022 604586739493
VALR44J-P1C VALR44J,STOCKED $4,815.00 15.00% $4,092.75 3/1/2022 604586829798
VALR44J-P1H VALR44J,STOCKED $4,595.00 15.00% $3,905.75 3/1/2022 604586829804
VALR44J-P1L VALR44J,STOCKED $4,595.00 15.00% $3,905.75 3/1/2022 604586829811
VALR44J-P2L VALR44J,STOCKED $4,595.00 15.00% $3,905.75 3/1/2022 604586829828
VALR51J-P1H VALR51J,STOCKED $5,191.00 15.00% $4,412.35 3/1/2022 604586829835
VALR51J-P1L VALR51J,STOCKED $5,191.00 15.00% $4,412.35 3/1/2022 604586829873
VALR51J-P2L VALR51J,STOCKED $5,191.00 15.00% $4,412.35 3/1/2022 604586829842
VALR51J-PF3L VALR51J,STOCKED $6,071.00 15.00% $5,160.35 3/1/2022 604586831029
VSLR6DS-INT001 VISION 6 POD SPLIT RWRRWR $4,222.00 15.00% $3,588.70 3/1/2022 604586801183
VSLR6DS-INT002 VISION 6 POD SPLIT RWRBWB $3,984.00 15.00% $3,386.40 3/1/2022 604586801190
XSM1-BRA-US XSTREAM,SNGL,SYNC,BRA,US $254.00 15.00% $215.90 3/1/2022 604586827046
XSM1-BRW-US XSTREAM,SNGL,SYNC,BRW,US $254.00 15.00% $215.90 3/1/2022 604586803750



XSM1-BWA-US XSTREAM,SNGL,SYNC,BWA,US $254.00 15.00% $215.90 3/1/2022 604586827053
XSM1-RWA-US XSTREAM,SNGL,SYNC,RWA $254.00 15.00% $215.90 3/1/2022 604586830176
XSM1-WAG-US XSTREAM,SNGL,SYNC,WAG,US $254.00 15.00% $215.90 3/1/2022 604586827060
XSM1C-BRW-US XSTREAM,SNGL,CIG,BRW,US $254.00 15.00% $215.90 3/1/2022 604586803767
XSM1C-BWA-US XSTREAM,SNGL,CIG,BWA,US $254.00 15.00% $215.90 3/1/2022 604586827077
XSM1C-RWA-US XSTREAM,SNGL,CIG,RWA,US $254.00 15.00% $215.90 3/1/2022 604586827084
XSM1C-WAG-US XSTREAM,SNGL,CIG,WAG,US $254.00 15.00% $215.90 3/1/2022 604586827091
XSM2-BRA-US XSTREAM,DUAL,SYNC,BRA,US $507.00 15.00% $430.95 3/1/2022 604586827114
XSM2-BRW-US XSTREAM,DUAL,SYNC,BRW,US $507.00 15.00% $430.95 3/1/2022 604586803774
XSM2-BWA-US XSTREAM,DUAL,SYNC,BWA,US $507.00 15.00% $430.95 3/1/2022 604586827121
XSM2-RWA-US XSTREAM,DUAL,SYNC,RWA $507.00 15.00% $430.95 3/1/2022 604586830183
XSM2-WAG-US XSTREAM,DUAL,SYNC,WAG,US $507.00 15.00% $430.95 3/1/2022 604586827152
XSM2C-BRW-US XSTREAM,DUAL,CIG,BRW,US $507.00 15.00% $430.95 3/1/2022 604586803781
XSM2C-BWA-US XSTREAM,DUAL,CIG,BWA,US $507.00 15.00% $430.95 3/1/2022 604586827176
XSM2C-RWA-US XSTREAM,DUAL,CIG,RWA,US $507.00 15.00% $430.95 3/1/2022 604586827183
XSM2C-WAG-US XSTREAM,DUAL,CIG,WAG,US $507.00 15.00% $430.95 3/1/2022 604586827190
XSMBKT01 KIT,VISOR MNT,XSTREAM $34.00 15.00% $28.90 3/1/2022 604586788989
XSMBKT02 KIT,ADJ SWVL MNT,XSTREAM $53.00 15.00% $45.05 3/1/2022 604586788996
XSMBKT03 KIT,UNIV HDLNR MNT,XSTREAM $24.00 15.00% $20.40 3/1/2022 604586789009
XSMBKT09 BRKT KIT,TAH,XSTREAM, $99.00 15.00% $84.15 3/1/2022 604586807116
XSMBKT10 BRKT KIT,F-150,XSTREAM,DUAL $99.00 15.00% $84.15 3/1/2022 604586819669
XSMBKT11 BRKT KIT,20FPIU,XSTREAM,DUAL $99.00 15.00% $84.15 3/1/2022 604586823079
XSMBKT12 BRKT KIT,11DUR,XSTREAM, $99.00 15.00% $84.15 3/1/2022 604586825516
XSMBKT13 BRKT KIT, FRD RNGR, DUAL, REAR $99.00 15.00% $84.15 3/1/2022 604586825578
XSMBKT14 BRKT KIT,21TAH,XSTREAM,VISOR, $99.00 15.00% $84.15 3/1/2022 604586832804
Z11300062A FERRITE,CLAMP ON,TYPE 31, $76.00 15.00% $64.60 3/1/2022 604586783922
Z20000241-BAAA PCBA,LATITUDE SL8C,PS,BAAA $141.00 15.00% $119.85 3/1/2022 604586783984
Z20000241-BBBB PCBA,LATITUDE SL8C,PS,BBBB $141.00 15.00% $119.85 3/1/2022 604586783991
Z20000241-RAAA PCBA,LATITUDE SL8C,PS,RAAA $142.00 15.00% $120.70 3/1/2022 604586784004
Z205003 EXTRUSION RUBBER 27.25 IN $12.00 15.00% $10.20 3/1/2022 604586807703
Z801200950 LENS,FLUTED,DUAL FASTENER,RED $20.00 15.00% $17.00 3/1/2022 604586784394
Z801200950-01 LENS,FLUTED,DUAL FASTENER,AMB $20.00 15.00% $17.00 3/1/2022 604586784400
Z801200950-02 LENS,FLUTED,DUAL FASTENER,CLR $20.00 15.00% $17.00 3/1/2022 604586784417
Z801200950-03 LENS,FLUTED,DUAL FASTENER,BLUE $20.00 15.00% $17.00 3/1/2022 604586784424



Z861302679B BRKT,CHGR,MPS620U,PIT BUMPER $58.00 15.00% $49.30 3/1/2022 604586828678
Z861303089A BRKT KIT,MPS650,CHALLENGER, $50.00 15.00% $42.50 3/1/2022 604586822669
Z862401207 BRKT,SLOT,UNIV,SIFZ ILS $89.00 15.00% $75.65 3/1/2022 604586784134
Z862401208 BRKT,CTR,DS,UNIV,SIFZ ILS $111.00 15.00% $94.35 3/1/2022 604586784141
Z862401209 BRKT,CTR,PS,UNIV,SIFZ ILS $111.00 15.00% $94.35 3/1/2022 604586784158
Z862401210 BRKT,OUT,DS,UNIV,SIFZ ILS $110.00 15.00% $93.50 3/1/2022 604586784165
Z862401211 BRKT,OUT,PS,UNIV,SIFZ ILS $110.00 15.00% $93.50 3/1/2022 604586784172
Z865201542 KIT,MSG BRD,NYRZ SERV,LESS $2,549.00 15.00% $2,166.65 3/1/2022 604586784097
Z8652133B LENS,SML $91.00 15.00% $77.35 3/1/2022 604586784011
210238-S TRITON BACKUP ALARM,87DB $42.00 15.00% $35.70 3/1/2022 604586774258
210238-W TRITON BACKUP ALARM,87DB $42.00 15.00% $35.70 3/1/2022 604586774289
210239-S TRITON BACKUP ALARM,97D $42.00 15.00% $35.70 3/1/2022 604586774265
210239-W TRITON BACKUP ALARM,97DB $42.00 15.00% $35.70 3/1/2022 604586774296
210240-S TRITON BACKUP ALARM,102DB $42.00 15.00% $35.70 3/1/2022 604586774272
210240-W TRITON BACKUP ALARM,102DB $42.00 15.00% $35.70 3/1/2022 604586774302
210242-SB REACTOR,ALARM,107-112DB $139.00 15.00% $118.15 3/1/2022 604586831616
210298-SB SWITCH,MULTI DIRECTIONAL $76.00 15.00% $64.60 3/1/2022 604586831579
210350-SB REACTOR,ALARM,77-102DB $88.00 15.00% $74.80 3/1/2022 604586831609
210504-SB REACTOR,ALARM,87-112DB $139.00 15.00% $118.15 3/1/2022 604586831586
210505-SB REACTOR,ALARM,82-107DB $139.00 15.00% $118.15 3/1/2022 604586831593
210985 AT-FORD-F $555.00 15.00% $471.75 3/1/2022 604586828524
210995 AT-GM-SPL $555.00 15.00% $471.75 3/1/2022 604586828531
220350-02 FIREBOLT LED, PERM./PIPE MNT. $95.00 15.00% $80.75 3/1/2022 604586780587
220360-02 FIREBOLT LED, MAG. MNT. $111.00 15.00% $94.35 3/1/2022 604586780594
416300-A FLUSH MOUNT LIGHTHEAD, AMBER $114.00 15.00% $96.90 3/1/2022 604586790654
416300-AW FLSH MNT LIGHT HEAD, AMB/WHT $126.00 15.00% $107.10 3/1/2022 604586828760
416300-B FLUSH MOUNT LIGHTHEAD, BLUE $114.00 15.00% $96.90 3/1/2022 604586790661
416300-BA FLSH MNT LIGHT HEAD, BLU/AMB $126.00 15.00% $107.10 3/1/2022 604586828777
416300-BW FLSH MNT LIGHT HEAD, BLU/WHT $126.00 15.00% $107.10 3/1/2022 604586828784
416300-R FLUSH MOUNT LIGHTHEAD, RED $114.00 15.00% $96.90 3/1/2022 604586790678
416300-RA FLSH MNT LIGHT HEAD, RED/AMB $126.00 15.00% $107.10 3/1/2022 604586828791
416300-RB FLSH MNT LIGHT HEAD, RED/BLU $126.00 15.00% $107.10 3/1/2022 604586828807
416300-RW FLSH MNT LIGHT HEAD, RED/WHT $126.00 15.00% $107.10 3/1/2022 604586828814
416300-W FLUSH MOUNT LIGHTHEAD, WHITE $114.00 15.00% $96.90 3/1/2022 604586790685



416300X-B FLUSH MOUNT LIGHTHEAD, X, BLUE $114.00 15.00% $96.90 3/1/2022 604586819485
416300X-BW FLSH MNT LIGHT HEAD,X,BLU/WHT $126.00 15.00% $107.10 3/1/2022 604586828821
416300X-R FLUSH MOUNT LIGHTHEAD, X, RED $114.00 15.00% $96.90 3/1/2022 604586819492
416300X-RB FLSH MNT LIGHT HEAD,X,RED/BLU $126.00 15.00% $107.10 3/1/2022 604586828838
416300X-RW FLSH MNT LIGHT HEAD,X,RED/WHT $126.00 15.00% $107.10 3/1/2022 604586828845
416301 BRACKET KIT,416300 SERIES $12.00 15.00% $10.20 3/1/2022 604586790692
416900-BZB KIT, BLACK BEZEL $12.00 15.00% $10.20 3/1/2022 604586786824
416900-BZC KIT,CHROME BEZEL $12.00 15.00% $10.20 3/1/2022 604586786800
416900-BZW KIT, WHITE BEZEL $12.00 15.00% $10.20 3/1/2022 604586786817
416900-VHB 3M VHB MOUNT,4 PACK $18.00 15.00% $15.30 3/1/2022 604586825097
416900XZ-BW CORNER LED,DUAL,INLINE FLASHER $126.00 15.00% $107.10 3/1/2022 604586827732
416900XZ-RW CORNER LED,DUAL,INLINE FLASHER $126.00 15.00% $107.10 3/1/2022 604586827749
416900Z-AW CORNER LED,DUAL,INLINE FLASHER $126.00 15.00% $107.10 3/1/2022 604586827725
416900Z-BA CORNER LED,DUAL,INLINE FLASHER $126.00 15.00% $107.10 3/1/2022 604586827671
416900Z-BW CORNER LED,DUAL,INLINE FLASHER $126.00 15.00% $107.10 3/1/2022 604586827688
416900Z-RA CORNER LED,DUAL,INLINE FLASHER $126.00 15.00% $107.10 3/1/2022 604586827695
416900Z-RB CORNER LED,DUAL,INLINE FLASHER $126.00 15.00% $107.10 3/1/2022 604586827701
416900Z-RW CORNER LED,DUAL,INLINE FLASHER $126.00 15.00% $107.10 3/1/2022 604586827718
416910Z-A CORNER LED,SINGLE,INLINE FLASH $126.00 15.00% $107.10 3/1/2022 604586827633
416910Z-B CORNER LED,SINGLE,INLINE FLASH $126.00 15.00% $107.10 3/1/2022 604586827640
416910Z-R CORNER LED,SINGLE,INLINE FLASH $126.00 15.00% $107.10 3/1/2022 604586827657
416910Z-W CORNER LED,SINGLE,INLINE FLASH $126.00 15.00% $107.10 3/1/2022 604586827664
4200S-A LIGHT, PERIMETER, 4200S, AMBER $63.00 15.00% $53.55 3/1/2022 604586786909
4200S-W LIGHT, PERIMETER, 4200S, WHITE $63.00 15.00% $53.55 3/1/2022 604586786916
605500SB WIRE HARNESS, FLASHING LED, $13.00 15.00% $11.05 3/1/2022 604586779932
605500SB-DEU WIRE HARNESS, ADAPTER AMP TO $17.00 15.00% $14.45 3/1/2022 604586804535
605501-02SB 6" OVAL FLASHING LED, AMBER $49.00 15.00% $41.65 3/1/2022 604586779086
605501-03SB 6" OVAL FLASHING LED, BLUE $49.00 15.00% $41.65 3/1/2022 604586779093
605501-04SB 6" OVAL FLASHING LED, RED $49.00 15.00% $41.65 3/1/2022 604586779109
605501-05SB 6" OVAL FLASHING LED, WHITE $49.00 15.00% $41.65 3/1/2022 604586779482
605510SB 6" OVAL RUBBER GROMMET $6.00 15.00% $5.10 3/1/2022 604586779499
605520SB 4" ROUND RUBBER GROMMET $6.00 15.00% $5.10 3/1/2022 604586779505
605523-02SB 4" ROUND FLASHING LED, AMBER $46.00 15.00% $39.10 3/1/2022 604586779208
605523-03SB 4" ROUND FLASHING LED, BLUE $46.00 15.00% $39.10 3/1/2022 604586779215



605523-04SB 4" ROUND FLASHING LED, RED $46.00 15.00% $39.10 3/1/2022 604586779222
605530SB 2.5" ROUND RUBBER GROMMET $6.00 15.00% $5.10 3/1/2022 604586779529
607100-04SB 4" ROUND STT LED KIT, RED, $75.00 15.00% $63.75 3/1/2022 604586779239
607100-04SB-DEU 4" ROUND STT LED KIT, RED, $90.00 15.00% $76.50 3/1/2022 604586779536
607101-02SB 6" OVAL FLASHING LED KIT, $62.00 15.00% $52.70 3/1/2022 604586779055
607101-03SB 6" OVAL FLASHING LED KIT, $67.00 15.00% $56.95 3/1/2022 604586779062
607101-04SB 6" OVAL FLASHING LED KIT, $67.00 15.00% $56.95 3/1/2022 604586779079
607101-05SB 6" OVAL FLASHING LED KIT, $67.00 15.00% $56.95 3/1/2022 604586779543
607102-02SB 4" ROUND TURN LED KIT, AMBER, $79.00 15.00% $67.15 3/1/2022 604586779246
607105-04SB 6" OVAL STT LED KIT, RED, $79.00 15.00% $67.15 3/1/2022 604586779116
607106-02SB 6" OVAL TURN LED KIT, AMBER, $79.00 15.00% $67.15 3/1/2022 604586779123
607109SB WIRE HARNESS, LED STT/TURN, $19.00 15.00% $16.15 3/1/2022 604586779550
607110 4" ROUND FLANGE KIT $7.00 15.00% $5.95 3/1/2022 604586740574
607119-02SB 2" ROUND MARKER LIGHT KIT, $22.00 15.00% $18.70 3/1/2022 604586806164
607119-04SB 2" ROUND MARKER LIGHT KIT, $22.00 15.00% $18.70 3/1/2022 604586806171
607120-02SB 2.5" ROUND MARKER LIGHT KIT, $26.00 15.00% $22.10 3/1/2022 604586779567
607120-04SB 2.5" ROUND MARKER LIGHT KIT, $24.00 15.00% $20.40 3/1/2022 604586779574
607123-02SB 4" ROUND FLASHING LED KIT, $62.00 15.00% $52.70 3/1/2022 604586779161
607123-03SB 4" ROUND FLASHING LED KIT, $64.00 15.00% $54.40 3/1/2022 604586779178
607123-04SB 4" ROUND FLASHING LED KIT, $64.00 15.00% $54.40 3/1/2022 604586779185
607123-05SB 4" ROUND FLASHING LED KIT, $64.00 15.00% $54.40 3/1/2022 604586779604
607124-05SB 4" ROUND BACKUP LED KIT,WHITE, $80.00 15.00% $68.00 3/1/2022 604586779253
607124-05SB-DEU 4" ROUND BACKUP LED KIT,WHITE, $91.00 15.00% $77.35 3/1/2022 604586779611
607125-05SB 6" OVAL BACKUP LED KIT, WHITE, $85.00 15.00% $72.25 3/1/2022 604586779130
607126-02 5"ROUND FLASHING LED KIT $100.00 15.00% $85.00 3/1/2022 604586749386
607127-02 5"RND LED TRACTR LAMP KIT $129.00 15.00% $109.65 3/1/2022 604586749409
607130-45SB 6" OVAL,STT & BU LIGHT KIT $70.00 15.00% $59.50 3/1/2022 604586804450
607134-02 OVAL LED/GRMT,4X W/SYNC'D $86.00 15.00% $73.10 3/1/2022 604586754717
607137 REPL GROMMET,5" ROUND $4.00 15.00% $3.40 3/1/2022 604586754618
607139-02 OVAL LED/GRMT,4X W/ALTERN $86.00 15.00% $73.10 3/1/2022 604586755233
607140-02 PAR46,5" RND LED/GRMT,4X $94.00 15.00% $79.90 3/1/2022 604586755240
8200S-1 BEZEL, 8200S, CHROME $12.00 15.00% $10.20 3/1/2022 604586825349
8200S-2 BEZEL, 8200S, WHITE $12.00 15.00% $10.20 3/1/2022 604586825356
8200S-A LIGHT, 8200S, AMBER $105.00 15.00% $89.25 3/1/2022 604586825219



8200S-AW LIGHT, 8200S, AMBER/WHITE $105.00 15.00% $89.25 3/1/2022 604586825233
8200S-W LIGHT, 8200S, WHITE $105.00 15.00% $89.25 3/1/2022 604586825226
8200SM6-A 8200 SIGNALMASTER, 6HD, AMBER, $835.00 15.00% $709.75 3/1/2022 604586826872
8200SM8-A-42 8200 SIGNALMASTER, 8HD, AMBER, $1,017.00 15.00% $864.45 3/1/2022 604586826865
8200SM8-A-51 8200 SIGNALMASTER, 8HD, AMBER, $1,053.00 15.00% $895.05 3/1/2022 604586826858
8200SMA10-A 8200 ARROW, 10HD, AMBER $1,455.00 15.00% $1,236.75 3/1/2022 604586826834
8200SMA10-A-2 8200 ARROW, SPLIT, AMBER $1,664.00 15.00% $1,414.40 3/1/2022 604586826841
8200SMA16-A 8200 ARROW, 16HD, AMBER $2,000.00 15.00% $1,700.00 3/1/2022 604586826827
8200SMZ-A AMBER SML SERVICE HEAD, 8200SM $93.00 15.00% $79.05 3/1/2022 604586830695
A12SA VOICE GUN,RED $807.00 15.00% $685.95 3/1/2022 604586737727
CAMADP-DWL MODULE, WIRELESS LINK $670.00 15.00% $569.50 3/1/2022 604586780921
COM1FC-A COM1 SER. LED LIGHT,SGL FLSH, $32.00 15.00% $27.20 3/1/2022 604586792672
COM1FC-R COM1 SER. LED LIGHT,SGL FLSH, $32.00 15.00% $27.20 3/1/2022 604586792696
COM1MC-A COM1 SER LED LIGHT,STDY/MRKR, $32.00 15.00% $27.20 3/1/2022 604586792627
COM1MC-R COM1 SER LED LIGHT,STDY/MRKR, $32.00 15.00% $27.20 3/1/2022 604586792641
COM3FAA 3" RND. SURF.MNT.LIGHT, $81.00 15.00% $68.85 3/1/2022 604586792542
COM3FAC 3" RND. SURF.MNT.LIGHT, $81.00 15.00% $68.85 3/1/2022 604586792580
COM3FBB 3" RND. SURF.MNT.LIGHT, $81.00 15.00% $68.85 3/1/2022 604586792566
COM3FBC 3" RND. SURF.MNT.LIGHT, $81.00 15.00% $68.85 3/1/2022 604586792573
COM3FLANGEC CHROME FLANGE,3" RND.SURF.MNT, $15.00 15.00% $12.75 3/1/2022 604586792597
COM3FRC 3" RND. SURF.MNT.LIGHT, $81.00 15.00% $68.85 3/1/2022 604586792504
COM3FRR 3" RND. SURF.MNT.LIGHT, $81.00 15.00% $68.85 3/1/2022 604586792535
COM3GROMMET 3" RND. SURF.MNT.LIGHT $12.00 15.00% $10.20 3/1/2022 604586792603
COM3SBWC 3" RND. SURF.MNT.LIGHT,BLU/WHT $90.00 15.00% $76.50 3/1/2022 604586792559
COM3SRR 3" RND. SURF.MNT.LIGHT, RED $81.00 15.00% $68.85 3/1/2022 604586793068
COM3SRWC 3" RND. SURF.MNT.LIGHT,RED/WHT $90.00 15.00% $76.50 3/1/2022 604586792511
COM3SWC 3" RND. SURF.MNT.LIGHT, $81.00 15.00% $68.85 3/1/2022 604586792498
COM550-RND WORKLIGHT, 550 LM, ROUND $69.00 15.00% $58.65 3/1/2022 604586793198
COM550-SQ WORKLIGHT, 550 LM, SQUARE $69.00 15.00% $58.65 3/1/2022 604586793204
COM6BZL-3 BEZEL,BLACK, 6-IN DOMELIGHT $12.00 15.00% $10.20 3/1/2022 604586801138
COM6RW 6-IN DOMELIGHT,RED/WHT $114.00 15.00% $96.90 3/1/2022 604586801114
COM7-B COM7 SCENE LIGHT, BLACK $114.00 15.00% $96.90 3/1/2022 604586832279
COM7-C COM7 SCENE LIGHT, CHROME $114.00 15.00% $96.90 3/1/2022 604586832286
COM7-W COM7 SCENE LIGHT, WHITE $114.00 15.00% $96.90 3/1/2022 604586832293



COM8PTC 8IN PATIENT LIGHT, CHROME $114.00 15.00% $96.90 3/1/2022 604586785124
COM9-B COM9 SCENE LIGHT, BLACK $146.00 15.00% $124.10 3/1/2022 604586832309
COM9-W COM9 SCENE LIGHT, WHITE $146.00 15.00% $124.10 3/1/2022 604586832316
COMFLEX-18 FLEXIBLE LIGHT STRIP 18" $39.00 15.00% $33.15 3/1/2022 604586793228
COMFLEX-27 FLEXIBLE LIGHT STRIP 27" $53.00 15.00% $45.05 3/1/2022 604586793235
COMFLEX-36 FLEXIBLE LIGHT STRIP 36" $70.00 15.00% $59.50 3/1/2022 604586793242
COMFLEX-45 FLEXIBLE LIGHT STRIP 45" $88.00 15.00% $74.80 3/1/2022 604586793259
COMFLEX-54 FLEXIBLE LIGHT STRIP 54" $104.00 15.00% $88.40 3/1/2022 604586793266
COMFLEX-63 FLEXIBLE LIGHT STRIP 63" $137.00 15.00% $116.45 3/1/2022 604586793273
COMFLEX-9 FLEXIBLE LIGHT STRIP 9" $27.00 15.00% $22.95 3/1/2022 604586793211
FHL-CHG HEADLIGHT FLASH SELECT-A- $117.00 15.00% $99.45 3/1/2022 604586771707
FHL-HL HEADLIGHT FLASH W/SELECT- $103.00 15.00% $87.55 3/1/2022 604586771660
FHL-TAIL FLASHER,REAR,ALTERNATING $111.00 15.00% $94.35 3/1/2022 604586771684
FR4-A FIRERAY 400 SERIES, AMB LED, $208.00 15.00% $176.80 3/1/2022 604586788019
FR4-A4HMC ADAPTER, 4 HOLE MNT, FR4 $35.00 15.00% $29.75 3/1/2022 604586791835
FR4-B FIRERAY 400 SERIES, BLU LED, $208.00 15.00% $176.80 3/1/2022 604586788026
FR4-R FIRERAY 400 SERIES, RED LED, $208.00 15.00% $176.80 3/1/2022 604586788040
FR4C-A FIRERAY 400 SERIES, AMB LED, $208.00 15.00% $176.80 3/1/2022 604586788057
FR4C-AW FIRERAY 400 SERIES, SPLIT, $208.00 15.00% $176.80 3/1/2022 604586788606
FR4C-B FIRERAY 400 SERIES, BLU LED, $208.00 15.00% $176.80 3/1/2022 604586788064
FR4C-R FIRERAY 400 SERIES, RED LED, $208.00 15.00% $176.80 3/1/2022 604586788071
FR4C-RW FIRERAY 400 SERIES, SPLIT, $208.00 15.00% $176.80 3/1/2022 604586788651
FR4MB FIRERAY FR4 SER. BLK TRIM RING $18.00 15.00% $15.30 3/1/2022 604586790555
FR4MC FR4 SERIES CHROME FLANGE $19.00 15.00% $16.15 3/1/2022 604586790593
FR6-A FIRERAY 600 SERIES, AMB LED, $251.00 15.00% $213.35 3/1/2022 604586788095
FR6-A4HMC ADAPTER, 4 HOLE MNT, FR6 $41.00 15.00% $34.85 3/1/2022 604586791842
FR6-ARROW FIRERAY 600 SERIES, ARROW, $168.00 15.00% $142.80 3/1/2022 604586788408
FR6-B FIRERAY 600 SERIES, BLU LED, $251.00 15.00% $213.35 3/1/2022 604586788101
FR6-BACKUP FIRERAY 600 SERIES, BACKUP, $244.00 15.00% $207.40 3/1/2022 604586788668
FR6-BTT FIRERAY 600 SERIES, BTT, $183.00 15.00% $155.55 3/1/2022 604586788392
FR6-R FIRERAY 600 SERIES, RED LED, $251.00 15.00% $213.35 3/1/2022 604586788125
FR6C-A FIRERAY 600 SERIES, AMB LED, $251.00 15.00% $213.35 3/1/2022 604586788132
FR6C-AW FIRERAY 600 SERIES, SPLIT, $251.00 15.00% $213.35 3/1/2022 604586788545
FR6C-B FIRERAY 600 SERIES, BLU LED, $251.00 15.00% $213.35 3/1/2022 604586788149



FR6C-R FIRERAY 600 SERIES, RED LED, $251.00 15.00% $213.35 3/1/2022 604586788163
FR6C-RB FIRERAY 600 SERIES, SPLIT, $251.00 15.00% $213.35 3/1/2022 604586788583
FR6C-RW FIRERAY 600 SERIES, SPLIT, $251.00 15.00% $213.35 3/1/2022 604586788590
FR6C-W FIRERAY 600 SERIES, WHT LED, $251.00 15.00% $213.35 3/1/2022 604586788156
FR6LEDSCENE FIRERAY 600 SERIES, SCENE, $427.00 15.00% $362.95 3/1/2022 604586788385
FR6MB FIRERAY FR6 SER. BLK TRIM RING $18.00 15.00% $15.30 3/1/2022 604586790562
FR6MB4V FIRERAY FR6-FLANGE,BLACK,4-UP $219.00 15.00% $186.15 3/1/2022 604586791774
FR6MC FR6 SERIES CHROME FLANGE $19.00 15.00% $16.15 3/1/2022 604586790609
FR6MC3V FIRERAY FR6-FLANGE,CHROME,3-UP $219.00 15.00% $186.15 3/1/2022 604586791798
FR6MC4V FIRERAY FR6-FLANGE,CHROME,4-UP $237.00 15.00% $201.45 3/1/2022 604586791767
FR6MHL FR6 HEADLIGHT MNT. KIT $56.00 15.00% $47.60 3/1/2022 604586791781
FR7-A FIRERAY 700 SERIES, AMB LED, $249.00 15.00% $211.65 3/1/2022 604586788170
FR7-A4HMC ADAPTER, 4 HOLE MNT, FR7 $53.00 15.00% $45.05 3/1/2022 604586791859
FR7-B FIRERAY 700 SERIES, BLU LED, $249.00 15.00% $211.65 3/1/2022 604586788187
FR7-R FIRERAY 700 SERIES, RED LED, $249.00 15.00% $211.65 3/1/2022 604586788200
FR7C-A FIRERAY 700 SERIES, AMB LED, $249.00 15.00% $211.65 3/1/2022 604586788217
FR7C-AW FIRERAY 700 SERIES, SPLIT, $248.00 15.00% $210.80 3/1/2022 604586788484
FR7C-B FIRERAY 700 SERIES, BLU LED, $249.00 15.00% $211.65 3/1/2022 604586788224
FR7C-R FIRERAY 700 SERIES, RED LED, $249.00 15.00% $211.65 3/1/2022 604586788231
FR7C-RW FIRERAY 700 SERIES, SPLIT, $248.00 15.00% $210.80 3/1/2022 604586788538
FR7C-W FIRERAY 700 SERIES, WHT LED, $249.00 15.00% $211.65 3/1/2022 604586788248
FR7LEDSCENE FIRERAY 700 SERIES, SCENE, $427.00 15.00% $362.95 3/1/2022 604586788378
FR7MB FIRERAY FR7 SER. BLK TRIM RING $23.00 15.00% $19.55 3/1/2022 604586790579
FR7MC FR7 SERIES CHROME FLANGE & $23.00 15.00% $19.55 3/1/2022 604586790616
FR9-A FIRERAY 900 SERIES, AMB LED, $376.00 15.00% $319.60 3/1/2022 604586788255
FR9-A4HMC ADAPTER, 4 HOLE MNT, FR9 $64.00 15.00% $54.40 3/1/2022 604586791866
FR9-B FIRERAY 900 SERIES, BLU LED, $376.00 15.00% $319.60 3/1/2022 604586788262
FR9-R FIRERAY 900 SERIES, RED LED, $376.00 15.00% $319.60 3/1/2022 604586788286
FR9C-A FIRERAY 900 SERIES, AMB LED, $376.00 15.00% $319.60 3/1/2022 604586788293
FR9C-B FIRERAY 900 SERIES, BLU LED, $376.00 15.00% $319.60 3/1/2022 604586788309
FR9C-R FIRERAY 900 SERIES, RED LED, $376.00 15.00% $319.60 3/1/2022 604586788323
FR9C-W FIRERAY 900 SERIES, WHT LED, $376.00 15.00% $319.60 3/1/2022 604586788330
FR9LEDSCENE FIRERAY 900 SERIES, SCENE, $607.00 15.00% $515.95 3/1/2022 604586788347
FR9MB FIRERAY FR9 SER. BLK TRIM RING $23.00 15.00% $19.55 3/1/2022 604586790586



FR9MBSCENE FIRERAY, FR9 SCENE,BLACK TRIM $23.00 15.00% $19.55 3/1/2022 604586791828
FR9MC FR9 SERIES CHROME FLANGE & $29.00 15.00% $24.65 3/1/2022 604586790623
FR9MCSCENE FIRERAY, FR9 SCENE,CHROME TRIM $29.00 15.00% $24.65 3/1/2022 604586791811
LF12ERB LITTLITE,HAL,12" END NECK,RHEO $103.00 15.00% $87.55 3/1/2022 604586742868
LF12ES-LED LITTLITE,LED,12"ENDNECK,ON/OFF $150.00 15.00% $127.50 3/1/2022 604586765317
LF12ESB LITTLITE,HAL,12"ENDNECK,ON/OFF $103.00 15.00% $87.55 3/1/2022 604586820610
LF12ESB-LED LITTLITE,LED,12"ENDNECK,ON/OFF $150.00 15.00% $127.50 3/1/2022 604586785827
LF12TRB LITTLITE,HAL,12" TOP NECK,RHEO $103.00 15.00% $87.55 3/1/2022 604586808595
LF12TS-LED LITTLITE,LED,12"TOPNECK,ON/OFF $150.00 15.00% $127.50 3/1/2022 604586819249
LF12TSB-LED LITTLITE,LED,12"TOPNECK,ON/OFF $150.00 15.00% $127.50 3/1/2022 604586808601
LF18ER-LED-LAPD LITTLITE,LED,18" END NECK,RHEO $239.00 15.00% $203.15 3/1/2022
LF18ER-LED-UV LITTLITE,LED,18" END NECK,RHEO $180.00 15.00% $153.00 3/1/2022 604586804740
LF18ERB LITTLITE,HAL,18" END NECK,RHEO $103.00 15.00% $87.55 3/1/2022 604586808618
LF18ES-LED LITTLITE,LED,18"ENDNECK,ON/OFF $150.00 15.00% $127.50 3/1/2022 604586765324
LF18TS-LED LITTLITE,LED,18"TOPNECK,ON/OFF $150.00 15.00% $127.50 3/1/2022 604586808663
LF18TSB-LED LITTLITE,LED,18"TOPNECK,ON/OFF $150.00 15.00% $127.50 3/1/2022 604586808656
LF18TSB-LED-BLUE LITTLITE,LED,18"TOPNECK,ON/OFF $150.00 15.00% $127.50 3/1/2022 604586820641
LP800-A AMBER LP800 BEACON $546.00 15.00% $464.10 3/1/2022 604586783076
LP800-B BLU/BLU LP800 BEACON $546.00 15.00% $464.10 3/1/2022 604586783748
LP800-R RED LP800 BEACON $546.00 15.00% $464.10 3/1/2022 604586783083
LP800C-A AMB/CLR LP800 BEACON $546.00 15.00% $464.10 3/1/2022 604586783755
LP800C-B BLU/CLR LP800 BEACON $546.00 15.00% $464.10 3/1/2022 604586783779
LP800C-R RED/CLR LP800 BEACON $546.00 15.00% $464.10 3/1/2022 604586783762
MPS600-AA MICROPULSE SURFACE MOUNT $182.00 15.00% $154.70 3/1/2022 604586772742
MPS650-AA MICROPULSE HOOD MOUNT $177.00 15.00% $150.45 3/1/2022 604586772803
MPS650-BB MICROPULSE HOOD MOUNT, $177.00 15.00% $150.45 3/1/2022 604586772773
MPS650-RR MICROPULSE HOOD MOUNT, $177.00 15.00% $150.45 3/1/2022 604586772759
MPS650-WW MICROPULSE HOOD MOUNT, $177.00 15.00% $150.45 3/1/2022 604586772797
MPS652-BR MICROPULSE HOOD MNT DUAL $203.00 15.00% $172.55 3/1/2022 604586786060
MPS652-BW MICROPULSE HOOD MNT DUAL $203.00 15.00% $172.55 3/1/2022 604586786077
MPS652-RW MICROPULSE HOOD MNT DUAL $203.00 15.00% $172.55 3/1/2022 604586786091
MPS652-WA MICROPULSE HOOD MNT DUAL $203.00 15.00% $172.55 3/1/2022 604586786107
MPSC-A MPS C SERIES,AMB $175.00 15.00% $148.75 3/1/2022 604586787760
MPSC-B MPS C SERIES,BLU $175.00 15.00% $148.75 3/1/2022 604586787777



MPSC-R MPS C SERIES,RED $175.00 15.00% $148.75 3/1/2022 604586787784
MPSC-W MPS C SERIES,WHT $175.00 15.00% $148.75 3/1/2022 604586787791
MPSC2-AW MPS C SERIES, DUAL, AMB/WHT $184.00 15.00% $156.40 3/1/2022 604586828043
MPSC2-BW MPS C SERIES, DUAL, BLU/WHT $184.00 15.00% $156.40 3/1/2022 604586828029
MPSC2-RB MPS C SERIES, DUAL, RED/BLU $184.00 15.00% $156.40 3/1/2022 604586828012
MPSC2-RW MPS C SERIES, DUAL, RED/WHT $184.00 15.00% $156.40 3/1/2022 604586828036
MPSC2X-BW MPS C SERIES, X, DUAL, BLU/WHT $184.00 15.00% $156.40 3/1/2022 604586828067
MPSC2X-RB MPS C SERIES, X, DUAL, RED/BLU $184.00 15.00% $156.40 3/1/2022 604586828050
MPSC2X-RW MPS C SERIES, X, DUAL, RED/WHT $184.00 15.00% $156.40 3/1/2022 604586828074
MPSMC-1 BEZEL,CHROME,KIT,C-SERIES $18.00 15.00% $15.30 3/1/2022 604586790944
MPSMC-2 BEZEL,WHITE,KIT,C-SERIES $18.00 15.00% $15.30 3/1/2022 604586790951
MPSMC-3 BEZEL,BLACK,KIT,C-SERIES $18.00 15.00% $15.30 3/1/2022 604586790968
MPSMW6-1 BEZEL,CHROME,KIT,MPSW6 $19.00 15.00% $16.15 3/1/2022 604586790975
MPSMW6-2 BEZEL,WHITE,KIT,MPSW6 $19.00 15.00% $16.15 3/1/2022 604586790982
MPSMW6-3 BEZEL,BLACK,KIT,MPSW6 $19.00 15.00% $16.15 3/1/2022 604586790999
MPSMW9-1 CHROME BEZEL, MPSW9 $19.00 15.00% $16.15 3/1/2022 604586779628
MPSMW9-2 BEZEL KIT, WHITE MICROPULSE $19.00 15.00% $16.15 3/1/2022 604586781553
MPSMW9-3 BEZEL KIT, BLACK MICROPULSE $19.00 15.00% $16.15 3/1/2022 604586781560
MPSMW9-LB BRACKET KIT,MPSW9 WIDE ANGLE $19.00 15.00% $16.15 3/1/2022 604586779635
MPSW6-A MPS WIDE ANG 6,SPLT,AMB/AMB $221.00 15.00% $187.85 3/1/2022 604586787685
MPSW6-AW MPS WIDE ANG 6,SPLT,AMB/WHT $221.00 15.00% $187.85 3/1/2022 604586787753
MPSW6-B MPS WIDE ANG 6,SPLT,BLU/BLU $221.00 15.00% $187.85 3/1/2022 604586787692
MPSW6-BW MPS WIDE ANG 6,SPLT,BLU/WHT $221.00 15.00% $187.85 3/1/2022 604586787746
MPSW6-R MPS WIDE ANG 6,SPLT,RED/RED $221.00 15.00% $187.85 3/1/2022 604586787708
MPSW6-RB MPS WIDE ANG 6,SPLT,RED/BLU $221.00 15.00% $187.85 3/1/2022 604586787722
MPSW6-RW MPS WIDE ANG 6,SPLT,RED/WHT $221.00 15.00% $187.85 3/1/2022 604586787739
MPSW6-W MPS WIDE ANG 6,SPLT,WHT/WHT $221.00 15.00% $187.85 3/1/2022 604586787715
MPSW9-A MICROPULSE 9,WIDE ANGLE,AMBER $255.00 15.00% $216.75 3/1/2022 604586781010
MPSW9-AG MPS WIDE ANG,AMB/GRN $267.00 15.00% $226.95 3/1/2022 604586801732
MPSW9-AW MPS WIDE ANG,AMB/WHT $267.00 15.00% $226.95 3/1/2022 604586787630
MPSW9-B MICROPULSE 9,WIDE ANGLE,BLUE $255.00 15.00% $216.75 3/1/2022 604586781003
MPSW9-BA MPS WIDE ANG,BLU/AMB $267.00 15.00% $226.95 3/1/2022 604586787616
MPSW9-BW MPS WIDE ANG,BLU/WHT $267.00 15.00% $226.95 3/1/2022 604586787654
MPSW9-R MICROPULSE 9,WIDE ANGLE,RED $255.00 15.00% $216.75 3/1/2022 604586780990



MPSW9-RA MPS WIDE ANG,RED/AMB $267.00 15.00% $226.95 3/1/2022 604586787623
MPSW9-RB MPS WIDE ANG,RED/BLU $267.00 15.00% $226.95 3/1/2022 604586787647
MPSW9-RW MPS WIDE ANG,RED/WHT $267.00 15.00% $226.95 3/1/2022 604586787661
MPSW9-W MICROPULSE 9,WIDE ANGLE,WHITE $255.00 15.00% $216.75 3/1/2022 604586781027
MPSW9X-BW MPS WIDE ANG X,BLU/WHT $267.00 15.00% $226.95 3/1/2022 604586807000
MPSW9X-RW MPS WIDE ANG X,RED/WHT $267.00 15.00% $226.95 3/1/2022 604586807017
PLPR1 PERIMETER LIGHT PROGRAMMER $91.00 15.00% $77.35 3/1/2022 604586794881
SMCABLE-15 15-FT SM CABLE $198.00 15.00% $168.30 3/1/2022 604586826889
SMCABLE-30 30-FT SM CABLE $265.00 15.00% $225.25 3/1/2022 604586826896
SMCONTROL SIGNALMASTER CONTROLLER $413.00 15.00% $351.05 3/1/2022 604586826902
SMEXTENSION-15 15-FT EXTENSION CABLE 8200SM $198.00 15.00% $168.30 3/1/2022 604586830978
SMEXTENSION-30 30-FT EXTENSION CABLE $265.00 15.00% $225.25 3/1/2022 604586830466
SW200-B 4-SWITCH CONTROL W/ BRKT $171.00 15.00% $145.35 3/1/2022 604586791033
SW300-B 6-SWITCH CONTROL W/ BRKT $193.00 15.00% $164.05 3/1/2022 604586791040
SW400SS-B SWITCH,7-CONTROL W/SLIDE & $216.00 15.00% $183.60 3/1/2022 604586791057
2030022FS (12) BLUE LEDS,FIRE SIGN, $230.00 15.00% $195.50 3/1/2022 604586802142
2030023FS (12) RED LEDS,FIRE SIGN, $230.00 15.00% $195.50 3/1/2022 604586802159
210338SSG EVAC,87DB,SINGLE FUNCTION $78.00 15.00% $66.30 3/1/2022 604586747849
211300-95 REPL FLASH TUBE,FIREBOLT+ $0.00 15.00% $0.00 3/1/2022 604586704156
211400-95 REPL FLASH TUBE,851/951 $69.00 15.00% $58.65 3/1/2022 604586704187
212650-02SB PULSATOR LED, PERM./PIPE MNT $166.00 15.00% $141.10 3/1/2022 604586775620
252SSG BACK-UP ALARM,97DB,12-48V $82.00 15.00% $69.70 3/1/2022 604586737673
258SSG BACK-UP ALARM 107DB,6-36V $181.00 15.00% $153.85 3/1/2022 604586737703
320612 6 LAMP DIRECTIONAL LT,30' $427.00 15.00% $362.95 3/1/2022 604586728787
380400-W LED SPOT LIGHT $323.00 15.00% $274.55 3/1/2022 604586776160
411169 RIGHT END DOME,TURBO-R $55.00 15.00% $46.75 3/1/2022 604586707553
413216 STROBE CABLE KIT,16FT $76.00 15.00% $64.60 3/1/2022 604586739837
413230 STROBE CABLE KIT,30FT $93.00 15.00% $79.05 3/1/2022 604586739851
413316 16FT WTHRPCK STRB CBL KIT $88.00 15.00% $74.80 3/1/2022 604586746750
413330 30FT WTHRPCK STRB CBL KIT $116.00 15.00% $98.60 3/1/2022 60458674677
416-BZ100-BLK KIT,BEZEL,BLK,416 CRNR LED $607.00 15.00% $515.95 3/1/2022 604586787562
416-BZ100-CHROME KIT,BEZEL,CHROME,416 CRNR LED $896.00 15.00% $761.60 3/1/2022 604586787586
416-BZ100-WHT KIT,BEZEL,WHT,416 CRNR LED $693.00 15.00% $589.05 3/1/2022 604586787579
416201-05 CORNER EMITTER,LED CLEAR $114.00 15.00% $96.90 3/1/2022 604586770861



416400-RW CORNER LED, RED/WHITE $177.00 15.00% $150.45 3/1/2022 604586776863
416900-BA DUAL CORNER LEDs INLINE FLASH $126.00 15.00% $107.10 3/1/2022 604586786718
416900-RA DUAL CORNER LEDs INLINE FLASHE $126.00 15.00% $107.10 3/1/2022 604586786732
416900-RB DUAL CORNER LEDs INLINE FLASHE $126.00 15.00% $107.10 3/1/2022 604586786749
416900-RW DUAL CORNER LEDs INLINE FLASHE $126.00 15.00% $107.10 3/1/2022 604586786756
416900X-BW DUAL CORNER LEDs, X, INLINE $126.00 15.00% $107.10 3/1/2022 604586819454
416900X-RW DUAL CORNER LEDs, X, INLINE $126.00 15.00% $107.10 3/1/2022 604586819478
416910-A SINGLE CORNER LEDs INLINE FLAS $126.00 15.00% $107.10 3/1/2022 604586786763
416910-B SINGLE CORNER LEDs INLINE FLAS $126.00 15.00% $107.10 3/1/2022 604586786770
416910-R SINGLE CORNER LEDs INLINE FLAS $126.00 15.00% $107.10 3/1/2022 604586786787
416910-W SINGLE CORNER LEDs INLINE FLAS $126.00 15.00% $107.10 3/1/2022 604586786794
451412-02 MDLHLMFAST,12V,2FROT,MG-A $376.00 15.00% $319.60 3/1/2022 604586720415
501430 FLAT MOUNT KIT FMK-A $54.00 15.00% $45.90 3/1/2022 604586717033
605500SSG WIRE HARNESS,FLASHING LED $10.00 15.00% $8.50 3/1/2022 604586735761
605510SSG REPL 6" OVAL GROMMET $10.00 15.00% $8.50 3/1/2022 604586735754
605520 REPL 4" ROUND GROMMET $10.00 15.00% $8.50 3/1/2022 604586735747
607100-04DEU LED BRAKE-TURN -TAL $73.00 15.00% $62.05 3/1/2022 604586770267
607101-03 OVAL FLASHING LED KIT $103.00 15.00% $87.55 3/1/2022 604586740550
607102-02 4" RND LED TURN LIGHT KIT $59.00 15.00% $50.15 3/1/2022 604586736041
607109 WIRE HARNESS,LED STT/TURN $10.00 15.00% $8.50 3/1/2022 604586736102
607111 6" OVAL FLANGE KIT $10.00 15.00% $8.50 3/1/2022 604586740581
607123-03 4"ROUND FLASHING LED KIT $99.00 15.00% $84.15 3/1/2022 604586735655
607123-04 4"ROUND FLASHING LED KIT $60.00 15.00% $51.00 3/1/2022 604586735662
607124-05DEU LED BACKUP LIGHT KIT $154.00 15.00% $130.90 3/1/2022 604586770236
607125-05 OVAL LED WHITE BACK-UP $162.00 15.00% $137.70 3/1/2022 604586748334
607128-02 4"ROUND FLASHING LED KIT $77.00 15.00% $65.45 3/1/2022 604586749485
607129-02 OVAL FLASHING LED KIT $76.00 15.00% $64.60 3/1/2022 604586749492
607133-02 PAR36,4" RND LED/GRMT,4X $87.00 15.00% $73.95 3/1/2022 604586754700
607133-25 PAR36,4" RND LED/GRMT,4X $88.00 15.00% $74.80 3/1/2022 604586754731
607134-25 OVAL LED/GRMT,4X W/SYNC'D $78.00 15.00% $66.30 3/1/2022 604586754748
607141-04 4"ROUND BTT KIT,12V-R $42.00 15.00% $35.70 3/1/2022 604586757183
607141-05GRAY 4"ROUND LED KIT,COMPART- $152.00 15.00% $129.20 3/1/2022 604586763962
607142-04 6"OVAL BTT KIT,12V-R $40.00 15.00% $34.00 3/1/2022 604586757206
607145 HARNESS W/LOAD RES $11.00 15.00% $9.35 3/1/2022 604586757244



650202 INTELLI-FLASH,4HD,8-PROG $180.00 15.00% $153.00 3/1/2022 604586745265
660000 6-BUTTON,LBAR CNTLR, $0.00 15.00% $0.00 3/1/2022 604586764280
660300SSG 3-BUTTON,LBAR CNTLR $0.00 15.00% $0.00 3/1/2022 604586769322
750501-11 KIT, BRKT,AS124-ES100C,TAH15 $58.00 15.00% $49.30 3/1/2022 604586781997
CNSM-FRD18ND BRKT KIT,CNSM,GRILLE,18F-150, $62.00 15.00% $52.70 3/1/2022 604586807758
COM145LC-W COM1 SER. LED LIGHT,45 DEG.MNT $48.00 15.00% $40.80 3/1/2022 604586792665
COM1FC-B COM1 SER. LED LIGHT,SGL FLSH, $39.00 15.00% $33.15 3/1/2022 604586792689
COM1FC-W COM1 SER. LED LIGHT,SGL FLSH, $39.00 15.00% $33.15 3/1/2022 604586792702
COM1LC-W COM1 SERIES,LED ILLUMINATION, $44.00 15.00% $37.40 3/1/2022 604586793358
COM1MC-G COM1 SER LED LIGHT,STDY/MRKR, $39.00 15.00% $33.15 3/1/2022 604586792634
COM1SC-A COM1 SER. LED LIGHT,EXT. FLSH $32.00 15.00% $27.20 3/1/2022 604586792719
COM1SC-B COM1 SER. LED LIGHT,EXT. FLSH $39.00 15.00% $33.15 3/1/2022 604586792726
COM1SC-R COM1 SER. LED LIGHT,EXT. FLSH $32.00 15.00% $27.20 3/1/2022 604586792733
COM618W 6-IN DOMELIGHT,WHT PLUS $110.00 15.00% $93.50 3/1/2022 604586801107
COM6BW 6-IN DOMELIGHT,BLU/WHT $114.00 15.00% $96.90 3/1/2022 604586801121
COM6BZL-2 BEZEL,WHITE, 6-IN DOMELIGHT $12.00 15.00% $10.20 3/1/2022 604586806423
COM6BZL-4 BEZEL,GRAY, 6-IN DOMELIGHT $12.00 15.00% $10.20 3/1/2022 604586801145
COM6W 6-IN DOMELIGHT, WHT $110.00 15.00% $93.50 3/1/2022 604586801091
COM8PT3R6WW 8" RND.PATIENT LIGHT,9 LEDS, $133.00 15.00% $113.05 3/1/2022 604586792917
FHLP-IMP HEADLIGHT FLASHER,PLUG IN $230.00 15.00% $195.50 3/1/2022 604586771677
FHLP-TAH HEADLIGHT FLASHER,PLUG IN $156.00 15.00% $132.60 3/1/2022 604586771691
FR-F150FOG FR-F150FOG,FOGLIGHT BRKT. KIT, $41.00 15.00% $34.85 3/1/2022 604586807093
FR4C-BA FIRERAY 400 SERIES, SPLIT, $208.00 15.00% $176.80 3/1/2022 604586788613
FR4C-BW FIRERAY 400 SERIES, SPLIT, $208.00 15.00% $176.80 3/1/2022 604586788620
FR4C-RA FIRERAY 400 SERIES, SPLIT, $208.00 15.00% $176.80 3/1/2022 604586788637
FR4C-RB FIRERAY 400 SERIES, SPLIT, $208.00 15.00% $176.80 3/1/2022 604586788644
FR4C-W FIRERAY 400 SERIES, WHT LED, $208.00 15.00% $176.80 3/1/2022 604586788088
FR6-G FIRERAY 600 SERIES, GRN LED, $274.00 15.00% $232.90 3/1/2022 604586788118
FR6C-BA FIRERAY 600 SERIES, SPLIT, $251.00 15.00% $213.35 3/1/2022 604586788552
FR6C-BW FIRERAY 600 SERIES, SPLIT, $251.00 15.00% $213.35 3/1/2022 604586788569
FR6C-G FIRERAY 600 SERIES, GRN LED, $251.00 15.00% $213.35 3/1/2022 604586804665
FR6C-RA FIRERAY 600 SERIES, SPLIT, $251.00 15.00% $213.35 3/1/2022 604586788576
FR6MB3V FIRERAY FR6-FLANGE,BLACK,3-UP $219.00 15.00% $186.15 3/1/2022 604586791804
FR7-G FIRERAY 700 SERIES, GRN LED, $272.00 15.00% $231.20 3/1/2022 604586788194



FR7C-BA FIRERAY 700 SERIES, SPLIT, $248.00 15.00% $210.80 3/1/2022 604586788491
FR7C-BW FIRERAY 700 SERIES, SPLIT, $248.00 15.00% $210.80 3/1/2022 604586788507
FR7C-RA FIRERAY 700 SERIES, SPLIT, $248.00 15.00% $210.80 3/1/2022 604586788514
FR7C-RB FIRERAY 700 SERIES, SPLIT, $248.00 15.00% $210.80 3/1/2022 604586788521
FR9-ARROW FIRERAY 900 SERIES, ARROW, $450.00 15.00% $382.50 3/1/2022 604586788361
FR9-G FIRERAY 900 SERIES, GRN LED, $399.00 15.00% $339.15 3/1/2022 604586788279
FR9C-AW FIRERAY 900 SERIES, SPLIT, $376.00 15.00% $319.60 3/1/2022 604586788422
FR9C-BA FIRERAY 900 SERIES, SPLIT, $376.00 15.00% $319.60 3/1/2022 604586788439
FR9C-G FIRERAY 900 SERIES, GRN LED, $399.00 15.00% $339.15 3/1/2022 604586788316
FR9C-RA FIRERAY 900 SERIES, SPLIT, $376.00 15.00% $319.60 3/1/2022 604586788453
FR9C-RW FIRERAY 900 SERIES, SPLIT, $376.00 15.00% $319.60 3/1/2022 604586788477
GHFLANGE ACCY KIT, GHSCENE TRIM $64.00 15.00% $54.40 3/1/2022 604586761333
GHSCENE FLUSH MNT-SCENE LIGHT,CLR $207.00 15.00% $175.95 3/1/2022 604586738151
HKB-CHGR HOOK KIT B,06 CHARGER $91.00 15.00% $77.35 3/1/2022
HKB-CK2 KIT HOOK,99 CHEVY C/K SE $91.00 15.00% $77.35 3/1/2022 604586808489
HKB-COL7 KIT HOOK,07 COLORADO $91.00 15.00% $77.35 3/1/2022 604586808496
HKB-CV92 OBS / USE UP $91.00 15.00% $77.35 3/1/2022 604586808502
HKB-DURR KIT HOOK,05DURANGO W/ROOF $91.00 15.00% $77.35 3/1/2022
HKB-FPIU13-44 KIT,HOOK,13 FPIU,44" BARS $91.00 15.00% $77.35 3/1/2022 604586780907
HKB-FPIU13B KIT, HOOK, 2013 UTILITY, B $91.00 15.00% $77.35 3/1/2022 604586778041
HKB-FPIU18 KIT,HOOK,18FPIU,RDM $91.00 15.00% $77.35 3/1/2022 604586805068
HKB-FRD7 HOOK KIT,FORD 150,2007 $91.00 15.00% $77.35 3/1/2022 604586808526
HKB-S10 HOOK,S10 CHEVY $91.00 15.00% $77.35 3/1/2022
HKB-XPL8 KIT HOOK,08 FORD EXPLR $91.00 15.00% $77.35 3/1/2022
IPX-GRL11 BRKT KIT,IPX-MPS,GRILLE,15F150 $85.00 15.00% $72.25 3/1/2022 604586781881
IPX-GRL12 BRKT KIT,IPX-MPS,GRL,SIL15-16+ $46.00 15.00% $39.10 3/1/2022 604586785414
IPX-GRL6 KIT,GRILLE MNT,UTILITY $49.00 15.00% $41.65 3/1/2022 604586774869
IPX-GRL7 KIT,GRILL MNT,TAH15,IPX3,IPX6, $53.00 15.00% $45.05 3/1/2022 604586779444
IPX-GRL9 BRKT KIT,IPX-MPS,GRILLE,W/RUMB $38.00 15.00% $32.30 3/1/2022 604586781799
LF12ER LITTLITE,HAL,12" END NECK,RHEO $103.00 15.00% $87.55 3/1/2022 604586808588
LF12TR LITTLITE,HAL,12" TOP NECK,RHEO $103.00 15.00% $87.55 3/1/2022 604586738915
LF18TR LITTLITE,HAL,18" TOP NECK,RHEO $103.00 15.00% $87.55 3/1/2022 604586738922
LF18TRB LITTLITE,HAL,18" TOP NECK,RHEO $103.00 15.00% $87.55 3/1/2022 604586808632
MPS1200U-BB MICROPULSE ULTRA,1200 BLU/BLU $195.00 15.00% $165.75 3/1/2022 604586781089



MPS1200U-BW MICROPULSE ULTRA,1200 BLU/WHT $195.00 15.00% $165.75 3/1/2022 604586781102
MPS1200U-RR MICROPULSE ULTRA,1200 RED/RED $195.00 15.00% $165.75 3/1/2022 604586781126
MPS1200U-WW MICRPULSE ULTRA,1200,WHT/WHT $195.00 15.00% $165.75 3/1/2022 604586783298
MPS1202U-AA MICROPULSE 1202 ULTRA SERIES, $207.00 15.00% $175.95 3/1/2022 604586792320
MPS1202U-BB MICROPULSE 1202 ULTRA SERIES, $207.00 15.00% $175.95 3/1/2022 604586792337
MPS1202U-RR MICROPULSE 1202 ULTRA SERIES, $207.00 15.00% $175.95 3/1/2022 604586792351
MPS1220U-AW MICROPULSE,ULTRA,DUAL,AMB/WHT $230.00 15.00% $195.50 3/1/2022 604586783144
MPS1220U-BA MICROPULSE,ULTRA,DUAL,BLU/AMB $230.00 15.00% $195.50 3/1/2022 604586783151
MPS1220U-RA MICROPULSE,ULTRA,DUAL,RED/AMB $230.00 15.00% $195.50 3/1/2022 604586783182
MPS1220U-RW MICROPULSE,ULTRA,DUAL,RED/WHT $230.00 15.00% $195.50 3/1/2022 604586783199
MPS1220UX-BW MICROPULSE,ULTRA,X,DUAL $230.00 15.00% $195.50 3/1/2022 604586807024
MPS1220UX-RB MICROPULSE,ULTRA,X,DUAL $230.00 15.00% $195.50 3/1/2022 604586819508
MPS1220UX-RW MICROPULSE,ULTRA,X,DUAL $230.00 15.00% $195.50 3/1/2022 604586807031
MPS300U-B MICROPULSE ULTRA,300,BLUE $119.00 15.00% $101.15 3/1/2022 604586781232
MPS302U-B MICROPULSE 302 ULTRA SERIES, $130.00 15.00% $110.50 3/1/2022 604586792276
MPS600U-BA MICROPULSE ULTRA, $172.00 15.00% $146.20 3/1/2022 604586779710
MPS600U-BB MICROPULSE ULTRA, $172.00 15.00% $146.20 3/1/2022 604586779727
MPS600U-BW MICROPULSE ULTRA, $172.00 15.00% $146.20 3/1/2022 604586779734
MPS600U-GG MICROPULSE ULTRA, GRN/GRN $174.00 15.00% $147.90 3/1/2022 604586802067
MPS600U-WW MICROPULSE ULTRA, $172.00 15.00% $146.20 3/1/2022 604586779789
MPS620U-8FT-RW MICROPULSE ULTRA,DUAL,8 FT $218.00 15.00% $185.30 3/1/2022 604586824502
MPS620U-RW MICROPULSE ULTRA, DUAL COLOR $195.00 15.00% $165.75 3/1/2022 604586780327
MPS620UX-8FT-BR MICROPULSE ULTRA X,DUAL,,8 FT $218.00 15.00% $185.30 3/1/2022 604586824557
MPS620UX-8FT-BW MICROPULSE ULTRA X,DUAL,,8 FT $218.00 15.00% $185.30 3/1/2022 604586824540
MPS620UX-8FT-RW MICROPULSE ULTRA X,DUAL,,8 FT $218.00 15.00% $185.30 3/1/2022 604586824533
MPS620UX-BW MICROPULSE ULTRA X,DUAL COLOR $195.00 15.00% $165.75 3/1/2022 604586806966
MPS620UX-RW MICROPULSE ULTRA X,DUAL COLOR $195.00 15.00% $165.75 3/1/2022 604586806973
MPS650-BA MICRO PULSE,HOOD MOUNT $177.00 15.00% $150.45 3/1/2022 604586774104
MPS652-RA MICROPULSE HOOD MNT DUAL $203.00 15.00% $172.55 3/1/2022 604586786084
MPSM12-BOOT BOOT, MS1200 SERIES $30.00 15.00% $25.50 3/1/2022 604586776955
MPSM3-BOOT BOOT,MPS300 SERIES $24.00 15.00% $20.40 3/1/2022 604586774715
MPSM3-BOOTKIT KIT,2RUB BOOT,2MTG PLATES $60.00 15.00% $51.00 3/1/2022 604586786558
MPSM3-SPACRKT KIT,WEDGE,MPS3 $23.00 15.00% $19.55 3/1/2022 604586775729
MPSM6-FPIURS BRACKET KIT,FORD UTILITY $128.00 15.00% $108.80 3/1/2022 604586776894



MPSM6-FPIURS2 KIT, BRKT,MPS6/MPS6U,6HD SPOIL $187.00 15.00% $158.95 3/1/2022 604586779925
MPSSM23-A-30 23" MPS SGNLMSTR, 4 AMB. HDS. $866.00 15.00% $736.10 3/1/2022 604586822928
MPSSM42-A-30 42" MPS SGNLMSTR, 6 AMB. HDS. $1,617.00 15.00% $1,374.45 3/1/2022 604586822935
MPSSM51-A-30 51" MPS SGNLMSTR, 8 AMB. HDS. $1,733.00 15.00% $1,473.05 3/1/2022 604586822966
MPSUM12-1 MICROPULSE ULTRA,1200,CHROME $18.00 15.00% $15.30 3/1/2022 604586781157
MPSUM12-2 MICROPULSE ULTRA,1200,WHITE $18.00 15.00% $15.30 3/1/2022 604586781164
MPSUM12-3 MICROPULSE ULTRA,1200,BLACK $18.00 15.00% $15.30 3/1/2022 604586781171
MPSUM3-2 BEZEL KIT,WHITE,MICROPULSE $18.00 15.00% $15.30 3/1/2022 604586781270
MPSUM3-3 BEZEL KIT,BLACK,MICROPULSE $18.00 15.00% $15.30 3/1/2022 604586781287
MPSUM6-1 MICROPULSE ULTRA,CHROME BEZEL $18.00 15.00% $15.30 3/1/2022 604586779802
MPSUM6-2 MICROPULSE ULTRA,WHITE BEZEL K $18.00 15.00% $15.30 3/1/2022 604586780341
MPSUM6-3 MICROPULSE ULTRA,BLACK BEZEL K $18.00 15.00% $15.30 3/1/2022 604586780358
MPSUMO12-3 MPS ULTRA,1200 SERIES,BLACK, $23.00 15.00% $19.55 3/1/2022 604586792375
SLB-4SHRD KIT,4HD SHROUD,CNSM/LAT $39.00 15.00% $33.15 3/1/2022 604586777822
SLB-6SHRD KIT,6HD SHROUD,LAT $42.00 15.00% $35.70 3/1/2022 604586777839
SLB-8SHRD KIT,8HD SHROUD,CNSM/LAT $45.00 15.00% $38.25 3/1/2022 604586777846
SPL2-A ROT.LT.LENS KIT,AMB $33.00 15.00% $28.05 3/1/2022 604586739042
SPL2-R ROT.LT.LENS KIT,RED $33.00 15.00% $28.05 3/1/2022 604586739073
SSL-A KIT-LENS,SECONDARY,AMBER $22.00 15.00% $18.70 3/1/2022 604586739080
SSL-R KIT-LENS,SECONDARY,RED $22.00 15.00% $18.70 3/1/2022 604586739134
VRI-A KIT,REAR INSERT,VISION,AM $24.00 15.00% $20.40 3/1/2022 604586739455
VRI-R KIT6,REAR INSERT,VISION,R $24.00 15.00% $20.40 3/1/2022 604586739486
XSM1C-BWA XSTREAM,SNGL,CIG,BWA $254.00 15.00% $215.90 3/1/2022 604586790852
320810-42 VIPER SIGNALMASTER,42" $2,105.00 15.00% $1,789.25 3/1/2022
4200S-1 BEZEL, 4200S, CHROME $12.00 15.00% $10.20 3/1/2022 604586786923
4200S-2 BEZEL, 4200S, WHITE $12.00 15.00% $10.20 3/1/2022 604586789054
690000 PA300,100W,12V $599.00 15.00% $509.15 3/1/2022 604586741809
690001 PA300,100W,12V,LESS MIC $599.00 15.00% $509.15 3/1/2022 604586741816
690002 PA300,100W,12V,PRIORITY $599.00 15.00% $509.15 3/1/2022 604586741823
690004 PA300,100W,12V,PRIORITY, $599.00 15.00% $509.15 3/1/2022 604586741830
690009 PA300,200W,24V $623.00 15.00% $529.55 3/1/2022 604586741878
690010 PA300,100/200 WATT 12 VDC $605.00 15.00% $514.25 3/1/2022 604586741885
690100 PA300,AS124,15'SPKR WIRE $866.00 15.00% $736.10 3/1/2022 604586755967
750501 AS124 SPEAKER $265.00 15.00% $225.25 3/1/2022 604586741939



750501-07 KIT, BRKT, VERT MNT,  AS124 $56.00 15.00% $47.60 3/1/2022 604586779819
750501-08 BRKT KIT,AS124-ES100C,DUR15, $56.00 15.00% $47.60 3/1/2022 604586781591
750501-09 BRKT KIT,AS124, CHGR15 $56.00 15.00% $47.60 3/1/2022 604586781775
750501V AS124 SPKR, VERT MOUNT $265.00 15.00% $225.25 3/1/2022 604586780846
761300 KIT,HARNESS ADAPTER,PA300 $30.00 15.00% $25.50 3/1/2022 604586742035
BP200-EF 200W SPEAKER W/EF GRILL $877.00 15.00% $745.45 3/1/2022 604586793570
BP200-LL 200W SPEAKER W/EF-LL GRILLE $877.00 15.00% $745.45 3/1/2022 604586802111
BP200-Q 200W SPEAKER W/Q-SIREN $1,196.00 15.00% $1,016.60 3/1/2022 604586793587
BPFMT-EF SPKR BRKT-GRILLE ASSY.,BP100 $90.00 15.00% $76.50 3/1/2022 604586802357
BPMT KIT,MOUNTING, BUMPER $79.00 15.00% $67.15 3/1/2022 604586808090
CB1 KIT,50 AMP CIRCUIT BREAKE $35.00 15.00% $29.75 3/1/2022 604586743230
CNSM-RBK1 KIT,REAR MNT,13 INT UTE, $62.00 15.00% $52.70 3/1/2022 604586774739
DSM BEZEL,DASH,SIREN MTG,PA30 $65.00 15.00% $55.25 3/1/2022 604586808113
ES100-12FEVN KIT (2) ES100C& (2) ESB-12FEVN $795.00 15.00% $675.75 3/1/2022 604586778010
ES100-ESFMT-EF KIT (2) ES100C & (2) ESFMT-EF $795.00 15.00% $675.75 3/1/2022 604586785834
ES100-ESFMT-EFB KIT (2) ES100C & (2) ESFMT-EFB $876.00 15.00% $744.60 3/1/2022 604586787883
ES100-ESFMT-LL KIT (2) ES100C & (2) ESFMT-LL $795.00 15.00% $675.75 3/1/2022 604586802128
ES100-FTH KIT (2)ES100C & (1)ESB-FTH-D & $1,026.00 15.00% $872.10 3/1/2022 604586808328
ES100-FTRANS FORD TRANSIT HSNG,'15-'18,(2) $1,026.00 15.00% $872.10 3/1/2022 604586806232
ES100-SPRNTR19 ES100 BRKT. ASSY. KIT, DS & PS $818.00 15.00% $695.30 3/1/2022 604586823000
ES100-TERRA KIT (2) ES100C AND (2) ESB-TER $795.00 15.00% $675.75 3/1/2022 604586787531
ES100C SPKR,EMERG, 100W,PLASTIC, $372.00 15.00% $316.20 3/1/2022 604586778522
ES100C-CHP SPKR,EMERG, 100W,CHP $465.00 15.00% $395.25 3/1/2022 604586790647
ES100C-DEU SPKR, EMERG,100W,w/DEUTSCH $390.00 15.00% $331.50 3/1/2022 604586779260
ESB-CHGR15 BRKT KIT,ES100C,GRILLE,CHGR15 $46.00 15.00% $39.10 3/1/2022 604586781768
ESB-CHGR15ND KIT,SPKR,ES100C,CHGR,ND $46.00 15.00% $39.10 3/1/2022 604586832323
ESB-DUR15 BRKT KIT,AS124-ES100C,DUR15, $46.00 15.00% $39.10 3/1/2022 604586781584
ESB-EXP07 KIT,SPKR,MTG,07-08 EXPED, $58.00 15.00% $49.30 3/1/2022 604586768943
ESB-FPIU20ND ES100-AS124 SPKR BRKT KIT, $46.00 15.00% $39.10 3/1/2022 604586823031
ESB-FPIU20NDB ES100-AS124 SNGL.SPKR BRKT $69.00 15.00% $58.65 3/1/2022 604586826179
ESB-FRD15 BRKT KIT,ES100C,FRD15,F150 $58.00 15.00% $49.30 3/1/2022 604586781867
ESB-FTH-D 15 FORD TRANSIT,DRVR SIDE $161.00 15.00% $136.85 3/1/2022 604586781911
ESB-FTH-P 15 FORD TRANSIT,PASS. SIDE $161.00 15.00% $136.85 3/1/2022 604586781928
ESB-FTRANS-D FORD TRANSIT HSNG, '15-'18, $161.00 15.00% $136.85 3/1/2022 604586806218



ESB-FTRANS-P FORD TRANSIT HSNG, '15-'18, $161.00 15.00% $136.85 3/1/2022 604586806225
ESB-L BRKT KIT, ES100C, L $46.00 15.00% $39.10 3/1/2022 604586831357
ESB-MUST19 ES100 DUAL SPKR BRKT, 2019 $87.00 15.00% $73.95 3/1/2022 604586822713
ESB-SPRNTR19-D ES100 BRKT. ASSY, DRVR. SIDE, $203.00 15.00% $172.55 3/1/2022 604586823017
ESB-SPRNTR19-P ES100 BRKT. ASSY, PASS. SIDE, $203.00 15.00% $172.55 3/1/2022 604586823024
ESB-U KIT,ES100 UNIVERSAL BAIL $46.00 15.00% $39.10 3/1/2022 604586769186
ESB2-CHGR15 BRKT KIT,DUAL ES100,CHGR,NO $87.00 15.00% $73.95 3/1/2022 604586807901
ESB2-FPIU20ND ES100-AS124 SPKR (2)BRKT KIT, $92.00 15.00% $78.20 3/1/2022 604586823116
ESB2-FPIU20NDB ES100-AS124 TWO SPKR BRKT $110.00 15.00% $93.50 3/1/2022 604586826186
ESB2-TAH21ND BRKT KIT,DUAL,ES100C,21TAH,ND $99.00 15.00% $84.15 3/1/2022 604586830404
ESBL-FPIU20 BRKT KIT,ES100,MPS,20FPIU $46.00 15.00% $39.10 3/1/2022 604586822652
ESBL-FUSN16ND BRKT KIT,ES-LTS,16FUSN,NO DRIL $87.00 15.00% $73.95 3/1/2022 604586791965
ESBL-RAM16 BRKT KIT,ES-LTS,GRILLE,16RAM $46.00 15.00% $39.10 3/1/2022 604586786589
ESBL-SIL17ND BRKT KIT,ES-LTS,17SIL,NO DRILL $70.00 15.00% $59.50 3/1/2022 604586792023
ESBL-TAH17ND BRKT KIT,ES-LTS,17TAH,NO DRILL $58.00 15.00% $49.30 3/1/2022 604586787449
ESBL2-DUR19ND KIT,BRKT,DUAL ES100C,2019 DUR, $87.00 15.00% $73.95 3/1/2022 604586820559
ESBL2-TAH18ND BRKT KIT,DUAL,ES100C W LTS,TAH $87.00 15.00% $73.95 3/1/2022 604586806126
ESBL2-TAH21ND BRKT KIT,DUAL,ES100C W LTS $145.00 15.00% $123.25 3/1/2022 604586830398
ESBMT-SB BUMPER MOUNT KIT,ES100 $65.00 15.00% $55.25 3/1/2022 604586769414
ESBR2-EXP18 BRKT KIT,18EXPD,DUAL RUMBLER $145.00 15.00% $123.25 3/1/2022 604586831197
ESFMT FLUSH MOUNTING KIT,ES100 $97.00 15.00% $82.45 3/1/2022 604586808403
ESFMT-EF FLUSH MOUNTING KIT,ES100 $85.00 15.00% $72.25 3/1/2022 604586808427
ESFMT-EFB FLUSH MNT,BLK GRILLE $87.00 15.00% $73.95 3/1/2022 604586776252
ESFMT-LL FLUSH MOUNTING KIT,ES100, $85.00 15.00% $72.25 3/1/2022 604586802135
EXPMOD-2 EXPANSION MODULE 2 $693.00 15.00% $589.05 3/1/2022 604586822843
EXPMOD24 PATHFINDER 24-CHANNEL EXPANSIO $375.00 15.00% $318.75 3/1/2022 604586825547
LMS500F-RLY RELAY,PCBA,LMS500F $1,731.00 15.00% $1,471.35 3/1/2022 604586808687
MB1 MB1,MSG BRD,STD,STNDLN $3,460.00 15.00% $2,941.00 3/1/2022 604586778560
MB1-BNRW MB1,MSG BRD,STD,STNDLN,NARROW $3,460.00 15.00% $2,941.00 3/1/2022 604586807895
MPSM6-TA15RS KIT, BRKT,MPSM6-TA15RS,6 HEAD $120.00 15.00% $102.00 3/1/2022 604586780792
MS4000 SIREN,COMPACT,ELECTRONIC $481.00 15.00% $408.85 3/1/2022 604586776900
MS4000U MS4000 UNDERCOVER SIREN $481.00 15.00% $408.85 3/1/2022 604586782536
NEO6 NS100W,100W DRIVER 6 PACK $1,500.00 15.00% $1,275.00 3/1/2022 604586808694
OBDCABLE20-GMCAN KIT,OBD INTERFACE MODULE,2021 $230.00 15.00% $195.50 3/1/2022 604586832095



OBDCABLE8-GMCAN KIT,OBD INTERFACE MODULE,2021 $230.00 15.00% $195.50 3/1/2022 604586832088
PA4000 SIREN,12 VOLT $815.00 15.00% $692.75 3/1/2022 604586808717
PF100 PATHFINDER,100W,SELF-CONT $1,269.00 15.00% $1,078.65 3/1/2022 604586824700
PF100AMP PATHFINDER,100W,AMP ONLY $1,269.00 15.00% $1,078.65 3/1/2022 604586826155
PF100H PATHFINDER,100W,HANDHELD $1,500.00 15.00% $1,275.00 3/1/2022 604586824717
PF100R PATHFINDER,100W,REMOTE $1,500.00 15.00% $1,275.00 3/1/2022 604586824724
PF100S17B PATHFINDER,100W,17BTN $2,045.00 15.00% $1,738.25 3/1/2022 604586827763
PF100S4 PATHFINDER,100W,4 BTN $1,356.00 15.00% $1,152.60 3/1/2022 604586824731
PF100S6 PATHFINDER,100W,6 BTN $1,413.00 15.00% $1,201.05 3/1/2022 604586824748
PF200 PATHFINDER,100/200W,SELF-CONT $1,328.00 15.00% $1,128.80 3/1/2022 604586803200
PF200-RM PATHFINDER,REMOVABLE MIC $1,328.00 15.00% $1,128.80 3/1/2022 604586807420
PF200AMP PATHFINDER,100/200W,AMP ONLY $1,328.00 15.00% $1,128.80 3/1/2022 604586806607
PF200H PATHFINDER,100/200W,HANDHELD $1,559.00 15.00% $1,325.15 3/1/2022 604586806683
PF200R PATHFINDER,100/200W,REMOTE $1,559.00 15.00% $1,325.15 3/1/2022 604586803682
PF200S17B PATHFINDER,100/200W,17BTN $2,099.00 15.00% $1,784.15 3/1/2022 604586827770
PF200S4 PATHFINDER,100/200W,4 BTN $1,415.00 15.00% $1,202.75 3/1/2022 604586823529
PF200S6 PATHFINDER,100/200W,6 BTN $1,473.00 15.00% $1,252.05 3/1/2022 604586823536
PFPDM-1 PATHFINDER PWR. DISTR. MODULE $649.00 15.00% $551.65 3/1/2022 604586825424
PFSYNC-1 ON-SCENE SYNC,GPS/AMBIENT $345.00 15.00% $293.25 3/1/2022 604586831487
Q-MT KIT,BUMPER MOUNT,Q-MT $227.00 15.00% $192.95 3/1/2022 604586808809
Q2FSK KIT,Q2B FOOT SWITCH $60.00 15.00% $51.00 3/1/2022 604586808793
R1 RELAY KIT,12VDC,80 AMP $115.00 15.00% $97.75 3/1/2022 604586743308
RB-CHGR15 BRKT KIT RUMBLER CHGR15 $72.00 15.00% $61.20 3/1/2022 604586781805
RB-DUR15 BRKT KIT, RUMBLER, DUR15-18 $81.00 15.00% $68.85 3/1/2022 604586781812
RB-DUR19 BRKT KIT, RUMBLER, DUR19 $69.00 15.00% $58.65 3/1/2022 604586807062
RB-ES08 KIT,MNTG,RUMBLER,'08 $85.00 15.00% $72.25 3/1/2022 604586768301
RB-ESC20 BRKT KIT,FORD ESCAPE,2020,4TH $69.00 15.00% $58.65 3/1/2022 604586828166
RB-EXPD08 KIT,MNTG,08 EXPEDITION,RU $85.00 15.00% $72.25 3/1/2022 604586771936
RB-FHD08 KIT,MNTG,08 F-SUPERDUTY,R $85.00 15.00% $72.25 3/1/2022 604586771912
RB-FHD17 KIT,RMBLR, FORD HEAVY 2017 $81.00 15.00% $68.85 3/1/2022 604586794195
RB-FPIU20 RUMB. BRKT.KIT,FPIU20,NO-DRILL $69.00 15.00% $58.65 3/1/2022 604586823048
RB-FRD15 BRKT KIT,2015 F150,RUMBLER $69.00 15.00% $58.65 3/1/2022 604586781874
RB-FRD15E BRKT KIT,RUMBLER,15F-150,ECO $69.00 15.00% $58.65 3/1/2022 604586807185
RB-GVAN11 KIT,MTG,RMBLR,GVAN,11 $85.00 15.00% $72.25 3/1/2022 604586774333



RB-RAM16 BRKT KIT, RUMBLER,16RAM $69.00 15.00% $58.65 3/1/2022 604586786596
RB-SW RUMBLER ACTUATION SWITCH KIT $64.00 15.00% $54.40 3/1/2022 604586822379
RB-TAH15 BRKT KIT, RUMBLER, TAH15 $69.00 15.00% $58.65 3/1/2022 604586781973
RB-TAH21 BRKT KIT,RUMBLER,TAH21 $69.00 15.00% $58.65 3/1/2022 604586831975
RB-U KIT,MNTG,UNIV,RUMBLER $69.00 15.00% $58.65 3/1/2022 604586808007
RBKIT1 KIT,SINGLE RUMBLER SPKR $345.00 15.00% $293.25 3/1/2022 604586803514
RBKIT2 KIT,DUAL RUMBLER SPKR $576.00 15.00% $489.60 3/1/2022 604586803521
RBS-FPIU20 BRKT KIT,RUMBLER SOLO,20FPIU $145.00 15.00% $123.25 3/1/2022 604586831203
RMK MIC EXTEN. KIT SS2000 $133.00 15.00% $113.05 3/1/2022 604586743223
ROCPR2 KIT,INTERFACE CLONING $330.00 15.00% $280.50 3/1/2022 604586774654
RUMBLER-3 AMP/TIMER & 2 SPEAKERS $959.00 15.00% $815.15 3/1/2022 604586771776
TS100-N SPEAKER,100W,NEO MAGNET, $307.00 15.00% $260.95 3/1/2022 604586820177
UCARK K ,REMOTE MIC JACK CABLE $114.00 15.00% $96.90 3/1/2022 604586802340
ULM60-PF MIC ADAPTER,ULM60,PATHFINDER $798.00 15.00% $678.30 3/1/2022 604586826100
ULM60-SSP MIC ADAPTER,ULM60-SSP $694.00 15.00% $589.90 3/1/2022 604586825479
UPKM-3 PARK SIREN DEACTIVATOR $79.00 15.00% $67.15 3/1/2022 604586762828
VSLR1-A1 VISION SLR,AMBER/AMBER $838.00 15.00% $712.30 3/1/2022 604586775156
VSLR1-A1A02 VISION SLR,AMB/AMB.W/AMB IPX $1,069.00 15.00% $908.65 3/1/2022 604586777235
VSLR1-A2 VISION SLR,AMBER/CLEAR $838.00 15.00% $712.30 3/1/2022 604586775163
VSLR1-B1 VISION SLR,BLUE/BLUE SNGL $838.00 15.00% $712.30 3/1/2022 604586775132
VSLR1-B1A02 VIS SLR,BLU/BLU SNGL POD $1,069.00 15.00% $908.65 3/1/2022 604586780822
VSLR1-B2 VISION SLR,BLUE/CLEAR $838.00 15.00% $712.30 3/1/2022 604586775149
VSLR1-G1 VISION SLR,GRN/GRN SNGL $838.00 15.00% $712.30 3/1/2022 604586775170
VSLR1-G2 VISION SLR,GRN/CLR SNGL $838.00 15.00% $712.30 3/1/2022 604586775187
VSLR1-R1 VISION SLR,RED/RED $839.00 15.00% $713.15 3/1/2022 604586775279
VSLR1-R1A02 VISION SLR,RED/RED.W/AMB $1,069.00 15.00% $908.65 3/1/2022 604586775286
VSLR1-R1B12 VIS SLR,RED/RED SNGL POD $1,069.00 15.00% $908.65 3/1/2022 604586780747
VSLR1-R1R02 RED/RED POD, RED/PLAIN CLR IPX $1,069.00 15.00% $908.65 3/1/2022 604586785803
VSLR1-R2 VISION SLR,RED/CLR,SNGL $838.00 15.00% $712.30 3/1/2022 604586774685
VSLR1-R2A02 VISION SLR,RED/CLR,W/AMB $1,069.00 15.00% $908.65 3/1/2022 604586775293
XSMBKT07 BRKT KIT,CHGR,XSTREAM,DUAL $99.00 15.00% $84.15 3/1/2022 604586806522
Z13901850A COUPLER,RJ45 8X8K,STRAIGHT,BLK $48.00 15.00% $40.80 3/1/2022 604586822188
Z17501849A WIRE ASSY,COIL CORD,RJ45-RJ45 $48.00 15.00% $40.80 3/1/2022 604586822195
Z77700992A KIT,HDW,CTRL HD,PATHFINDER $21.00 15.00% $17.85 3/1/2022 604586822218



Z77701058A KIT,HDW,HANDHELD,PF200H $21.00 15.00% $17.85 3/1/2022 604586822225
Z853600955 SSP3-CTRL HD KIT $984.00 15.00% $836.40 3/1/2022 604586798483
Z853600956 SSP3-AMP KIT $1,882.00 15.00% $1,599.70 3/1/2022 604586803897
Z853600958 SSP2-CTRL HD KIT $984.00 15.00% $836.40 3/1/2022 604586814398
Z862302144A MECH ASSY,PF200,PATHFINDER $1,655.00 15.00% $1,406.75 3/1/2022 604586822256
Z862302144A-RM MECH. ASSY,PF200-RM,PATHFINDER $1,619.00 15.00% $1,376.15 3/1/2022 604586822263
Z862302662A MECH ASSY,AMP,PF200R,PATHFIND $1,323.00 15.00% $1,124.55 3/1/2022 604586822270
Z862302763A BRKT,MTG,HANDHELD,CONV $36.00 15.00% $30.60 3/1/2022 604586822287
Z862302765A F/A,HANDHELD,CONVERGENCE $803.00 15.00% $682.55 3/1/2022 604586822294
Z8651135A MNT ASSY,DS DUAL OPTI/ALP $461.00 15.00% $391.85 3/1/2022 604586800384
Z8651137A MNT ASSY,PS DUAL OPTI/ALP $461.00 15.00% $391.85 3/1/2022 604586800391
Z865300399A REFURBISH KIT FOR LEGENDS $403.00 15.00% $342.55 3/1/2022 604586800742
2020277 SIREN,SCS1000-D,30W,6 OHM $289.00 15.00% $245.65 3/1/2022 604586822324
2030012FS FSX VISOR LIGHT,BLU/RED,POLICE $230.00 15.00% $195.50 3/1/2022 604586792740
2030029FS FSX VISOR LIGHT,BLU/RED,FBI $230.00 15.00% $195.50 3/1/2022 604586802296
3M792H OPTICOM,BLACK,MODEL M792H $2,533.00 15.00% $2,153.05 3/1/2022
650001 SIREN,AS-422/6S,100W,12V $667.00 15.00% $566.95 3/1/2022 604586746170
650002 SIREN,NY,AS-422/6S,100W, $666.00 15.00% $566.10 3/1/2022 604586754847
650003 SIREN,AS-422/6S,100W12VDC $678.00 15.00% $576.30 3/1/2022 604586756261
650007 SIREN,AS-422/6S,100W,12VDC $667.00 15.00% $566.95 3/1/2022 604586781744
794-AH OPTICOM, LED, MODEL 794AH $2,483.00 15.00% $2,110.55 3/1/2022
EXPHARN01 HARNESS,EXPANSION MODULE,DODGE $173.00 15.00% $147.05 3/1/2022 604586822874
EXPHARN03 WIRE ASSY,EXP. MODULE,FPIU $173.00 15.00% $147.05 3/1/2022 604586823512
EXPHARN04 WIRE ASSY, EXP. MODULE, $385.00 15.00% $327.25 3/1/2022 604586826254
EXPHARN05 WIRE ASSY, EXP. MODULE, $236.00 15.00% $200.60 3/1/2022 604586832675
MNCT-SD MICROPHONE,MNCT,SERIES D $70.00 15.00% $59.50 3/1/2022 604586791002
OBDCABLE25-1 WIRE ASSY,VARIOUS,INTF,25 FT $230.00 15.00% $195.50 3/1/2022 604586804849
OBDCABLE25-2 OBDCABLE,FORD-PF INTERFACE,25F $230.00 15.00% $195.50 3/1/2022 604586823246
OBDCABLE25-3 OBDCABLE,FORD GATEWAY-PF INTF, $461.00 15.00% $391.85 3/1/2022 604586828708
OBDCABLE25-DGCAN CABLE,OBD,DODGE CAN-C,25FT $230.00 15.00% $195.50 3/1/2022 604586804788
OBDCABLE6-1 WIRE ASSY,VARIOUS,INTF,6 FT $230.00 15.00% $195.50 3/1/2022 604586804832
OBDCABLE6-2 OBDCABLE,FORD-PF INTERFACE,6FT $230.00 15.00% $195.50 3/1/2022 604586823239
OBDCABLE6-3 OBDCABLE,FORD GATEWAY-PF INTF, $230.00 15.00% $195.50 3/1/2022 604586828692
OBDCABLE6-DGCAN CABLE,OBD,DODGE CAN-C,6FT $230.00 15.00% $195.50 3/1/2022 604586804771



UM3500K K/UNDERCOVER ROTARY SWTCH $419.00 15.00% $356.15 3/1/2022 604586792146
USGT GUN LOCK TIMER $82.00 15.00% $69.70 3/1/2022 604586794447
2030001FS FSX VISOR LIGHT,BLU,POLICIA $230.00 15.00% $195.50 3/1/2022 604586790326
2030011FS FSX VISOR LIGHT,BLU,POLICE $230.00 15.00% $195.50 3/1/2022 604586790302
260 BACK-UP ALARM 87-112DB, $150.00 15.00% $127.50 3/1/2022 604586742530
750501-04 KIT,BRKT AS124 $58.00 15.00% $49.30 3/1/2022 604586772339
ESB-12FHDC MNT,ES100,12 FORD HD CNTR $69.00 15.00% $58.65 3/1/2022 604586776276
ESB-12RAMHD MNT,ES100,12 RAM HD $58.00 15.00% $49.30 3/1/2022 604586776283
ESB-14SPRNTR-D ES100 BRKT. ASSY, DRVR. SIDE, $203.00 15.00% $172.55 3/1/2022 604586779352
ESB-14SPRNTR-P ES100 BRKT. ASSY, PASS. SIDE, $203.00 15.00% $172.55 3/1/2022 604586779369
ESB-FPIU16 BRKT KIT,ES100C,GRILLE,FPIU16 $58.00 15.00% $49.30 3/1/2022 604586781829
ESB-FPIUND BRKT KIT,ES100C,FPIU NO DRILL $58.00 15.00% $49.30 3/1/2022 604586786992
ESB-IMP08R KIT,SPKR,MTG,IMPALA,ES100 $58.00 15.00% $49.30 3/1/2022 604586771899
ESB-SPRNTR-D KIT,ES100 MNT,SPRINTER, $168.00 15.00% $142.80 3/1/2022 604586775026
ESB-SPRNTR-P KIT,ES100 MNT,SPRINTER, $168.00 15.00% $142.80 3/1/2022 604586808342
ESB-TAH15 KIT,SPKR,MTG,TAHOE 15,ES100C/E $46.00 15.00% $39.10 3/1/2022 604586779451
ESB-TRAV16ND BRKT KIT,ES100C,16TRAV,NO DRIL $58.00 15.00% $49.30 3/1/2022 604586787111
ESB2-FPIUND DUAL BRKT KIT,ES100C,FPIU NO $87.00 15.00% $73.95 3/1/2022 604586804818
EXPHARN02 WIRE ASSY,EXP. MODULE, $173.00 15.00% $147.05 3/1/2022 604586823505
IPX-LPF1 KIT,MNT,LP FRAME,IPX/VEX $45.00 15.00% $38.25 3/1/2022 604586765270
IPX-SW1 KIT,MNT,CV SIDE WIN,IPX/V $52.00 15.00% $44.20 3/1/2022 604586765225
LF18TS LITTLITE,HAL,18"TOPNECK,ON/OFF $103.00 15.00% $87.55 3/1/2022 604586808649
LF6MOTO LITTLITE,HAL,6"TOP NECK,ON/OFF $103.00 15.00% $87.55 3/1/2022 604586808670
PF200S17 PATHFINDER,100/200W,17 BTN $2,099.00 15.00% $1,784.15 3/1/2022 604586807994
RB-CRG11 KIT,2011-14 CHARGER,RUMBLER $81.00 15.00% $68.85 3/1/2022 604586772346
RB-DG4500HD KIT,MTG,RMBLR,RAM HD,2010-2012 $85.00 15.00% $72.25 3/1/2022 604586774210
RB-FHD11 KIT,MNTG,11F-SUPERDUTY,RUMBLER $91.00 15.00% $77.35 3/1/2022 604586781423
RB-FPIS13 KIT,2013 FORD POLICE SEDA $81.00 15.00% $68.85 3/1/2022 604586775019
RB-FPIU13 KIT,2013 POLICE UTILITY, $81.00 15.00% $68.85 3/1/2022
RB-FPIU16 BRKT KIT,RUMBLER,FPIU16 $81.00 15.00% $68.85 3/1/2022 604586781836
RB-IMP08 KIT,RMBLR,MTG,IMPALA $81.00 15.00% $68.85 3/1/2022 604586771905
RB-SIL17 BRKT KIT, RUMBLER,17SIL $69.00 15.00% $58.65 3/1/2022 604586792030
RB-TAHO08 KIT,MNTG,08-15 TAHOE,RUMBLER $81.00 15.00% $68.85 3/1/2022 604586771929
UC300 CNTRL UNIT,LD300/CO301 $312.00 15.00% $265.20 3/1/2022 604586754823



VRI-BLK KIT,REAR,VISION,BLACK $24.00 15.00% $20.40 3/1/2022 604586739479
VSLR1P-R2 VISION SLR,RED/CLR SNGL $838.00 15.00% $712.30 3/1/2022 604586775217
Z258B577C-02 OBS when stock on hand is zero $138.00 15.00% $117.30 3/1/2022 604586796557
Z8615011A-02 AMP.650002,100W $928.00 15.00% $788.80 3/1/2022
VSLR1-A1R02 VSLR1 AMB/AMB, RED/CLR $1,104.00 15.00% $938.40 3/1/2022 604586776856



Part Number ITEMDESC MSRP Discount NCSA Price EFFDATE UPC
CAMADP-EXT CAMERA CABLE,EXTENSION $15.00 15.00% $12.75 3/1/2022 604586769339
CAMADP-INT-2 CAMLCD-INT-56/70 HARNESS $31.00 15.00% $26.35 3/1/2022 604586769384
CAMADP-INT-4 CAMLCD-INT-70-B HARNE $34.00 15.00% $28.90 3/1/2022 604586769391
CAMADP-RCA-IN CAMERA ADAPTER,VIDEO/AUDI $24.00 15.00% $20.40 3/1/2022 604586769353
CAMADP-RCA-OUT CAMERA ADAPTER,VIDEO/AUDI $24.00 15.00% $20.40 3/1/2022 604586769360
CAMADP-Y2 CAMERA CABLE, Y ADAPTER $14.00 15.00% $11.90 3/1/2022 604586777334
CAMBRK-HD HEAVY-DUTY MONITOR MOUNT $53.00 15.00% $45.05 3/1/2022 604586769377
CAMCABLE-10 10M CAMERA CABLE,33FT $46.00 15.00% $39.10 3/1/2022 604586764242
CAMCABLE-15 15M CAMERA CABLE,49FT $53.00 15.00% $45.05 3/1/2022 604586764235
CAMCABLE-20 20M CAMERA CABLE,65.5FT $68.00 15.00% $57.80 3/1/2022 604586764228
CAMCABLE-40 40M CAMERA CABLE,131FT $188.00 15.00% $159.80 3/1/2022 604586769568
CAMCABLE-5 5M CAMERA CABLE,16.5FT $37.00 15.00% $31.45 3/1/2022 604586764259
CAMCABLE-SHORT CAMERA CABLE SHORT $24.00 15.00% $20.40 3/1/2022 604586769346
CAMCCD-BALLNTSC BALLCAM,AUDIO NIGHTVISION $327.00 15.00% $277.95 3/1/2022 604586764068
CAMCCD-COMREAR CAMCCD-COMREAR,COMPACT $327.00 15.00% $277.95 3/1/2022 604586782475
CAMCCD-DOMENTSC DOME CAM,AUDIO NIGHT VSN $327.00 15.00% $277.95 3/1/2022 604586764105
CAMCCD-FLS2NTSC FLUSH MNT CAM NIGHTVISION $327.00 15.00% $277.95 3/1/2022 604586774616
CAMCCD-FLSHNTSC FLUSH MNT CAM NO AUDIO $327.00 15.00% $277.95 3/1/2022 604586764075
CAMCCD-REARMIR CAMCCD-REARMIR,REAR CAM, $327.00 15.00% $277.95 3/1/2022 604586782468
CAMCCD-REARMIR-NIR CAMCCD-REARMIR-NIR,REAR CAM, $327.00 15.00% $277.95 3/1/2022 604586782482
CAMCCD-REARNTSC RR VIEW CAM-AUDIONITEVISN $327.00 15.00% $277.95 3/1/2022 604586764082
CAMCCD-RWNTSC CAM,REAR-VIEW,WHITE,NTSC $263.00 15.00% $223.55 3/1/2022 604586775439
CAMCCD-SIDENTSC SIDEVIEWCAM,AUDIO NIGHT $327.00 15.00% $277.95 3/1/2022 604586764099
CAMLCD-BRACKET MOUNTING BKT, MNTR $36.00 15.00% $30.60 3/1/2022 604586764273
CAMLCD-INT-56 5.6"LCD MONITOR,W/2CAMERA $691.00 15.00% $587.35 3/1/2022 604586764174
CAMLCD-INT-70-B MONITOR,7"LCD,AE-TM70Y-FS $827.00 15.00% $702.95 3/1/2022 604586769469
CAMLCD-MIR 4.3"RVMIRROR MONT.2-CAM $513.00 15.00% $436.05 3/1/2022 604586774630
CAMSET56-NTSC-2 5.6"MONITR,REARCAM SYSTEM $1,019.00 15.00% $866.15 3/1/2022 604586763986
CAMSET70-NTSC4B CAM. SYSTEM,REARCAM/7-IN $1,213.00 15.00% $1,031.05 3/1/2022 604586769476
CAMSETMIR-4RW CAM SYSTEM,REAR-VIEW, $804.00 15.00% $683.40 3/1/2022 604586775446
CAMVIS-56 SUN SHIELD, 5.6" MONITOR $12.00 15.00% $10.20 3/1/2022 604586780723
CAMVIS-70 SUN SHIELD, 7.0" MONITOR $12.00 15.00% $10.20 3/1/2022 604586780730



Part Number ITEMDESC MSRP Discount NCSA Price EFFDATE UPC
PBX-SRVKIT1 KIT,RUBBER MOLDING SERV $148.00 15.00% $125.80 3/1/2022 604586783908
PBX-PIT03 PIT BAR, CHARGER PURSUIT $980.00 15.00% $833.00 3/1/2022 604586782420
PBX-PIT04 PIT BAR, TAHOE 2015 $980.00 15.00% $833.00 3/1/2022 604586782437
PBX-PIT05 PIT BAR, FORD UTILITY 2016 $980.00 15.00% $833.00 3/1/2022 604586782444
PBX-PIT07 PIT BAR, PBX-PIT07 $980.00 15.00% $833.00 3/1/2022 604586826735
PBX-PIT08 PITBAR, 2021 CHEVY TAHOE $980.00 15.00% $833.00 3/1/2022 604586831364
PBX-TC2L-3 2 LIGHT TOP CHANNEL,MPS,NARROW $54.00 15.00% $45.90 3/1/2022 604586784813
PBX-TC2L-4 2 LIGHT TOP CHANNEL,MPS,WIDE $54.00 15.00% $45.90 3/1/2022 604586784820
PBX-TC4L-3 4 LIGHT TOP CHANNEL,MPS,NARROW $54.00 15.00% $45.90 3/1/2022 604586784837
PBX-TC4L-4 4 LIGHT TOP CHANNEL,MPS,WIDE $54.00 15.00% $45.90 3/1/2022 604586784844
PBX-TCP-1 PLAIN TOP-CHANNEL,NARROW $54.00 15.00% $45.90 3/1/2022 604586782055
PBX-TCP-2 PLAIN TOP-CHANNEL,WIDE $54.00 15.00% $45.90 3/1/2022 604586782062
PBX-WC03 WIRE COVERS, PBX-WC03 $64.00 15.00% $54.40 3/1/2022 604586824175
PBX-WC07 WIRE COVERS, PBX-WC07 $64.00 15.00% $54.40 3/1/2022 604586826810
PBX-WC08 WIRE COVER,CHEV. TAHOE,'21 $64.00 15.00% $54.40 3/1/2022 604586831388
PBX03 PUSHBUMPER, CHARGER $831.00 15.00% $706.35 3/1/2022 604586782031
PBX04 PUSHBUMPER, TAHOE 2015 $1,052.00 15.00% $894.20 3/1/2022 604586782048
PBX05 PUSHBUMPER, FORD UTILITY 2016 $866.00 15.00% $736.10 3/1/2022 604586782307
PBX06 PUSHBUMPER,F150 2015 $1,052.00 15.00% $894.20 3/1/2022 604586784028
PBX07 PUSH BUMPER ELITE, FORD $866.00 15.00% $736.10 3/1/2022 604586826728
PBX08 PUSHBUMPER,2021 CHEVY TAHOE $1,052.00 15.00% $894.20 3/1/2022 604586831340
PBXW-CHGR15 WING WRAP,CHARGER 2011+ $658.00 15.00% $559.30 3/1/2022 604586784073
PBXW-FPIU16 WING WRAP,FORD UTILITY 2016+ $658.00 15.00% $559.30 3/1/2022 604586784059
PBXW-FPIU20 WING WRAP, PBXW-FPIU20 $658.00 15.00% $559.30 3/1/2022 604586826742
PBXW-FRD15 WING WRAP,F150 2015+ $658.00 15.00% $559.30 3/1/2022 604586784080
PBXW-TAH15 WING WRAP,TAHOE 2015+ $658.00 15.00% $559.30 3/1/2022 604586784066
PBXW-TAH21 WING WRAPS. 2021 CHEVY TAHOE $658.00 15.00% $559.30 3/1/2022 604586831371
PBX-PIT01 PIT BAR,FORD UTILITY 2012-2015 $980.00 15.00% $833.00 3/1/2022 604586782406
PBX-PIT02 PIT BAR, INTERCEPTOR $980.00 15.00% $833.00 3/1/2022 604586782413
PBX-TC2L-1 TWO-LIGHT TOP-CHANNEL NARROW $54.00 15.00% $45.90 3/1/2022 604586782079
PBX-TC2L-2 TWO-LIGHT  TOP-CHANNEL WIDE $54.00 15.00% $45.90 3/1/2022 604586782086
PBX-TC4L-1 FOUR-LIGHT  TOP-CHANNEL NARROW $54.00 15.00% $45.90 3/1/2022 604586782093
PBX-TC4L-2 FOUR-LIGHT TOP-CHANNEL WIDE $54.00 15.00% $45.90 3/1/2022 604586782109
PBX-WC1 WIRE COVER,FPIU $64.00 15.00% $54.40 3/1/2022 604586786299



PBXW-FPIS13 WING WRAP,FORD SEDAN 2013+ $658.00 15.00% $559.30 3/1/2022 604586784042



Part Number ITEMDESC MSRP Discount NCSA Price EFFDATE UPC
EQ2B-100 ELECTRONIC Q-SIREN, 100W $2,101.00 15.00% $1,785.85 3/1/2022 604586772179
EQ2B-200 ELECTRONIC Q-SIREN, 200W $2,101.00 15.00% $1,785.85 3/1/2022 604586772162
EQ2B-200FM EQ2B SIREN,200W,FLUSH MNT $2,101.00 15.00% $1,785.85 3/1/2022 604586775699
EQ2B-CAL-F ELECTRONIC Q-SIREN, 200W $2,101.00 15.00% $1,785.85 3/1/2022 604586774074
Q2B-012NNSD SIREN,12V,NO BASE $2,712.00 15.00% $2,305.20 3/1/2022 604586808762
Q2B-012PSD SIREN,12V,PEDESTAL MNT. $3,022.00 15.00% $2,568.70 3/1/2022 604586808779
Q2B-NN-BLK BLK CHRM,RECESS MNT,MECH,Q2B $3,109.00 15.00% $2,642.65 3/1/2022 604586832354
Q2B-P-BLK BLK CHRM,PEDSTL. MNT,MECH,Q2B $3,738.00 15.00% $3,177.30 3/1/2022 604586832361
Q2B-SWKIT SOLENOID AND FOOT SWITCH KIT, $519.00 15.00% $441.15 3/1/2022 604586831142



Part Number ITEMDESC MSRP Discount NCSA Price EFFDATE
COM120 20K LUMEN, 120 VAC, $2,937.00 15.00% $2,496.45 3/1/2022
COM120-260 COMANDER, 15K LUMENS,120VAC, $2,937.00 15.00% $2,496.45 3/1/2022
COM120-510 COMMANDER,120VAC,510 MOUNT $3,317.00 15.00% $2,819.45 3/1/2022
COM120-530-NH COMMANDER, 20K LUMENS,120VAC, $3,286.00 15.00% $2,793.10 3/1/2022
COM120-570 COMMANDER, 20K LUMENS,120V, $3,390.00 15.00% $2,881.50 3/1/2022
COM120-800-08 COMMANDER, 20K LUMENS, 120VAC, $3,254.00 15.00% $2,765.90 3/1/2022
COM120-850 COMMANDER, 20K LUMENS, 120VAC, $2,833.00 15.00% $2,408.05 3/1/2022
COM120-ON 20K LUMEN, 120 VAC, ON/OFF $2,869.00 15.00% $2,438.65 3/1/2022
COM120-ON-530 20K LUMEN, ON/OFF SWITCH, $3,729.00 15.00% $3,169.65 3/1/2022
COM120-ON-530SW 20K LUM,120 VAC,ON/OFFSIDE MNT $3,880.00 15.00% $3,298.00 3/1/2022
COM120-ON-540SW 20K LUMENS, 120 VAC,ON/OFFSIDE $3,823.00 15.00% $3,249.55 3/1/2022
COM120-ON-600-603 20K LUMENS, 120 VAC, ON/OFF SW $4,354.00 15.00% $3,700.90 3/1/2022
COM120-ON-700-P1 COMMANDER, 20K LUMENS, 120V, $3,546.00 15.00% $3,014.10 3/1/2022
COM15K 15K LUMEN, 12/24 VDC, LED $2,615.00 15.00% $2,222.75 3/1/2022
COM15K-260 15K LUMENS, LOW PROFILE SURFAC $2,355.00 15.00% $2,001.75 3/1/2022
COM15K-530 15K LUMEN, 12/24V, $3,153.00 15.00% $2,680.05 3/1/2022
COM15K-530SW COMMANDER,15K LUM,BOTTM RAISE $3,302.00 15.00% $2,806.70 3/1/2022
COM15K-530SW-B COMMANDER,15K LUM,BOTTM RAISE $3,429.00 15.00% $2,914.65 3/1/2022
COM15K-540 COMMANDER,15K LUM,12/24V,SIDE $3,153.00 15.00% $2,680.05 3/1/2022
COM15K-540SW COMMANDER,15K LUM,12/24V,SIDE $3,246.00 15.00% $2,759.10 3/1/2022
COM15K-570 COMMANDER, 15K LUMEN,12/24VDC, $2,899.00 15.00% $2,464.15 3/1/2022
COM15K-800-03 COMMANDER, DC 15K LUM,SPARTAN $2,791.00 15.00% $2,372.35 3/1/2022
COM15K-800-05 COMMANDER, 15K LUMENS, 12/24, $2,791.00 15.00% $2,372.35 3/1/2022
COM15K-800-07 COMMANDER, 15K LUM, 12/24VDC, $2,558.00 15.00% $2,174.30 3/1/2022
COM15K-800-08 15K LUMENS,CONTOUR BROW MOUNT $2,791.00 15.00% $2,372.35 3/1/2022
COM15K-800-10 COMMANDER,15K LUM,12/24VDC $2,791.00 15.00% $2,372.35 3/1/2022
COM15K-830 COMMANDER, 15K LUMENS, 12V, $2,720.00 15.00% $2,312.00 3/1/2022
COM15K-850 COMMANDER,15K LUMENS,12/24DC $2,632.00 15.00% $2,237.20 3/1/2022
COM20K 20K LUMEN, 12/24 VDC, LED $2,937.00 15.00% $2,496.45 3/1/2022
COM20K-510 20K LUMENS,12/24VDC,510 POLE $4,123.00 15.00% $3,504.55 3/1/2022
COM20K-530SW 20K LUMEN, 12/24V, SDEMNT BTTM $3,764.00 15.00% $3,199.40 3/1/2022
COM20K-530SW-BOB COMMANDER, 20K LUMENS, 12V, $4,318.00 15.00% $3,670.30 3/1/2022
COM20K-570 COMMANDER, 20K LUMENS, 12/24V, $4,092.00 15.00% $3,478.20 3/1/2022
COM20K-570-BOB-ON COMMANDER, 20K LUMEN, 12/24VDC $3,760.00 15.00% $3,196.00 3/1/2022



COM20K-800-10 20K LUMENS, 12/24 VDC, CONTOUR $2,987.00 15.00% $2,538.95 3/1/2022
COM20K-800-11-BOB COMMANDER 20K, 12/24V LED $3,372.00 15.00% $2,866.20 3/1/2022
COM20K-830 20K LUMENS, 12/24 VDC, $3,181.00 15.00% $2,703.85 3/1/2022
COM20K-850 COMMANDER, 20K LUMEN, $2,833.00 15.00% $2,408.05 3/1/2022
COM20K-ON 20K LUMEN,12/24 VDC,ON/OFF SWT $3,050.00 15.00% $2,592.50 3/1/2022
COM20K-ON-530SW 20K LUMEN, 12/24V, ON/OFF SWTH $3,880.00 15.00% $3,298.00 3/1/2022
COM20K-ON-530SW-BOB COMMANDER, 20K LUM, 12/24VDC, $3,609.00 15.00% $3,067.65 3/1/2022
COM240 COMMANDER, 20K LUMENS, 240 VAC $2,690.00 15.00% $2,286.50 3/1/2022
COM240-510-CL-ON COMMANDER,20K,240VAC,TWSTLK TM $4,187.00 15.00% $3,558.95 3/1/2022
COM240-540-CL-ON-A COM,20K,240VAC,TWSTLK SM,O/S B $4,187.00 15.00% $3,558.95 3/1/2022
COM240-570 COMMANDER, 20K, 240VAC, $3,108.00 15.00% $2,641.80 3/1/2022
COM240-570-ON COMMANDER,20K,240VAC,FIXED TM $3,543.00 15.00% $3,011.55 3/1/2022
COM240-ON-510-TW-CL-BOB COMMANDER,20K,240VAC,ON/OFF, $4,385.00 15.00% $3,727.25 3/1/2022
COM7K-900 COMMANDER,7K LUM,12-24VDC,SURF $890.00 15.00% $756.50 3/1/2022
COMFF100 FIREFLY LED,FOCUSED LENS,DC $250.00 15.00% $212.50 3/1/2022
COMFF110 FIREFLY LED,FLOOD LENS, DC $250.00 15.00% $212.50 3/1/2022
COMLC11K COM LC,11K LUMEN,12/24V, $1,899.00 15.00% $1,614.15 3/1/2022
COMLC11K-530-H COM LC,11K LUMEN,12/24V,SPT/FL $2,659.00 15.00% $2,260.15 3/1/2022
COMLC11K-540-H COM LC,11K LUMENS,12/24VDC, $2,642.00 15.00% $2,245.70 3/1/2022
COMLC11K-540TWSW COM LC,11K LUM,12/24V,SIDE MNT $2,489.00 15.00% $2,115.65 3/1/2022
COMLC11K-570 COM LC,11K LUMEN,12/24V,SPT/FL $2,397.00 15.00% $2,037.45 3/1/2022
COMLC11K-570-ON COM LC,11K LUMENS,12/24 VDC, $2,511.00 15.00% $2,134.35 3/1/2022
COMLC11K-850 COM LC,11K LUMEN,12/24V,SPT/FL $2,068.00 15.00% $1,757.80 3/1/2022
COMLC15K-210 COM LC,15K LUMEN,12/24VDC $2,278.00 15.00% $1,936.30 3/1/2022
COMLC15K-530-ST-TW-A-PORT COM LC,BTM RAISE POLE W/10" OT $2,611.00 15.00% $2,219.35 3/1/2022
COMLC15K-576-PORT COM LC,15K LUMEN,12/24V, PUSH $2,382.00 15.00% $2,024.70 3/1/2022
COMLC20K COM LC,20K LUMEN,12/24VDC LED $2,309.00 15.00% $1,962.65 3/1/2022
COMLC20K-510-BLA LC, 20K LUM, 12/24V, TOP MOUNT $2,925.00 15.00% $2,486.25 3/1/2022
COMLC20K-510E-SW-TW COM LC,20K LUM,12/24V,TOP MNT $3,109.00 15.00% $2,642.65 3/1/2022
COMLC20K-530-ST-TW COM LC,20K LUM,12/24V,BTM RSE $2,765.00 15.00% $2,350.25 3/1/2022
COMLC20K-530SW-H COM LC,20K LUM,12/24V,SIDE MNT $3,192.00 15.00% $2,713.20 3/1/2022
COMLC20K-570 COM LC,20K LUMEN,12/24VDC,LED $2,796.00 15.00% $2,376.60 3/1/2022
COMLC20K-800-08 COM LC,20K LUM,12/24V,CONTOUR $2,646.00 15.00% $2,249.10 3/1/2022
COMLC20K-800-09 COM LC,20K LUM,12/24V,BROW $2,421.00 15.00% $2,057.85 3/1/2022
COMLC8K-576-PORT COM LC,8K LUMEN,12/24V,PUSH $2,041.00 15.00% $1,734.85 3/1/2022



COMLS15K-530SW-NH COMMANDER LS,15K,12VDC,PUSHUP $2,925.00 15.00% $2,486.25 3/1/2022
COMLS15K-800-03-09-SP COMMANDER LS, 15K, 12VDC, $2,423.00 15.00% $2,059.55 3/1/2022
COMLS15K-800-03-11 COMMANDER LS, 15K, 12/24VDC, $2,485.00 15.00% $2,112.25 3/1/2022
COMLS15K-830 COMMANDER LS, 15K, 12/24VDC, $2,333.00 15.00% $1,983.05 3/1/2022
COMLS15K-NH COMMANDER LS, 15K, 12/24VDC, $2,089.00 15.00% $1,775.65 3/1/2022
COMMS-120 COM M,14K LUM,120VAC FLOOD LED $2,272.00 15.00% $1,931.20 3/1/2022
COMMS-120-570 COM M,14K LUM,120VAC FLOOD LED $2,726.00 15.00% $2,317.10 3/1/2022
COMMS-120-ON-530 COM M,14K LUM,120VAC,SIDE MNT $3,062.00 15.00% $2,602.70 3/1/2022
COMMS-120-ON-530-TW-F COMM,SPECTRA MS,14K,120VAC, $3,474.00 15.00% $2,952.90 3/1/2022
COMMS-120-ON-540-H COM M,14K LUM,120VAC,SIDE MNT $3,027.00 15.00% $2,572.95 3/1/2022
COMMS-120-ON-540-H-CL35 COMM,14K LUM,120V,SIDE MNT, $3,678.00 15.00% $3,126.30 3/1/2022
COMMS-120-ON-700 COM M, 14K LUM, 120VAC ON/OFF, $2,492.00 15.00% $2,118.20 3/1/2022
COMMS-240 COM M,14K LUM,240VAC FLOOD LED $2,065.00 15.00% $1,755.25 3/1/2022
COMMS-240-570 COM M,14K LUM,240VAC FLOOD LED $2,479.00 15.00% $2,107.15 3/1/2022
COMMS-240-ON-530 COM M,14K LUM,240VAC,SIDE MNT $2,784.00 15.00% $2,366.40 3/1/2022
COMMS-DC COM M,14K LUM,12/24VDC FLOOD L $2,080.00 15.00% $1,768.00 3/1/2022
COMMS-DC-570 COM M,14K LUM,12/24VDC,FLOOD $2,514.00 15.00% $2,136.90 3/1/2022
COMMS-DC-850-BOB COMM, 14K LUM, 12/24VDC, FLAT $2,047.00 15.00% $1,739.95 3/1/2022
COMMS-DC-ON-530 COM M,14K LUM,12/24VDC,SIDE MT $2,799.00 15.00% $2,379.15 3/1/2022
COMMS-DC-ON-540-H-CL35 COMM,4K LUM,24VDC ONLY,SIDEMNT $3,678.00 15.00% $3,126.30 3/1/2022
COMMS-DC-SB500 COM M,14K LUM,12/24VDC, $2,643.00 15.00% $2,246.55 3/1/2022
COMSB-FLD-CD LED SCN,FLOOD,DC,7LUM,CD BASE $1,024.00 15.00% $870.40 3/1/2022
COMSB-FLD-CD-BLA LED SCN,FLOOD,DC,7LUM,CD BASE $941.00 15.00% $799.85 3/1/2022
COMSB-FLD-NM LED SCN,FLOOD,DC,7LUM,NO MNT, $855.00 15.00% $726.75 3/1/2022
COMSB-FLD-YM LED SCN,FLOOD,DC,7LUM,YOKE MNT $890.00 15.00% $756.50 3/1/2022
COMSB-FLD-YM-BLA LED SCN,FLOOD,DC,7LUM,YOKE MNT $820.00 15.00% $697.00 3/1/2022
COMSB-SPT-CD LED SCN,SPOT,DC,7LUM,CD BASE $1,024.00 15.00% $870.40 3/1/2022
COMSB-SPT-NM LED SCN,SPOT,DC,7LUM,NO MNT, $855.00 15.00% $726.75 3/1/2022
COMSB-SPT-YM LED SCN,SPOT,DC,7LUM,YOKE $890.00 15.00% $756.50 3/1/2022
COMSB-TRP-CD LED SCN,TRAPZ,DC,7LUM,CD BASE $1,025.00 15.00% $871.25 3/1/2022
COMSB-TRP-CD-BLA LED SCN,TRAPZ,DC,7LUM,CD BASE $941.00 15.00% $799.85 3/1/2022
COMSB-TRP-CD-BLA-ON LED SCN,TRAPZ,DC,7LUM,CD BASE $1,231.00 15.00% $1,046.35 3/1/2022
COMSB-TRP-CD-ON LED SCN,TRAPZ,DC,7LUM,CD BASE $1,231.00 15.00% $1,046.35 3/1/2022
COMSB-TRP-NM LED SCN,TRAPZ,DC,7LUM,NO MNT, $855.00 15.00% $726.75 3/1/2022
COMSB-TRP-YM LED SCN,TRAPZ,DC,7LUM,YOKE MNT $890.00 15.00% $756.50 3/1/2022



COMSB-TRP-YM-BLA LED SCN,TRAPZ,DC,7LUM,YOKE MNT $845.00 15.00% $718.25 3/1/2022
COMSTR-18 COMPARTMENT LIGHT STRIP LED 18 $193.00 15.00% $164.05 3/1/2022
COMSTR-27 COMPARTMENT LIGHT STRIP LED 27 $213.00 15.00% $181.05 3/1/2022
COMSTR-36 COMPARTMENT LIGHT STRIP LED 36 $246.00 15.00% $209.10 3/1/2022
COMSTR-45 COMPARTMENT LIGHT STRIP LED 45 $309.00 15.00% $262.65 3/1/2022
COMSTR-54 COMPARTMENT LIGHT STRIP LED 54 $359.00 15.00% $305.15 3/1/2022
COMSTR-63 COMPARTMENT LIGHT STRIP LED 63 $418.00 15.00% $355.30 3/1/2022
COMSTR-9 COMPARTMENT LIGHT STRIP LED 9 $111.00 15.00% $94.35 3/1/2022
COMX-120 COM PLUS,28K LUM,120VAC $3,233.00 15.00% $2,748.05 3/1/2022
COMX-120-260 COMMANDER PLUS, 20K LUMEN, $2,943.00 15.00% $2,501.55 3/1/2022
COMX-120-570 COM PLUS,28K LUM,120VAC FLOOD $3,688.00 15.00% $3,134.80 3/1/2022
COMX-120-ON-530 COM PLUS,28K LUM ,120VAC,SIDE $4,033.00 15.00% $3,428.05 3/1/2022
COMX-120-ON-600-603-P3 COM PLUS,28K LUM,120VAC, $4,653.00 15.00% $3,955.05 3/1/2022
COMX-120-ON-642-603 COM PLUS,28K LUM,120VAC,SMALL $4,653.00 15.00% $3,955.05 3/1/2022
COMX-240 COM PLUS,28K LUM,240VAC FLOOD $2,965.00 15.00% $2,520.25 3/1/2022
COMX-240-570 COM PLUS,28K LUM,240VAC FLOOD $3,378.00 15.00% $2,871.30 3/1/2022
COMX-240-ON-530 COM PLUS,28K LUM,240VAC,SIDE $3,659.00 15.00% $3,110.15 3/1/2022
COMX-DC COM PLUS,28K LUM,12/24VDC $3,750.00 15.00% $3,187.50 3/1/2022
COMX-DC-260 COMMANDER PLUS,20K LUMEN,12/24 $2,657.00 15.00% $2,258.45 3/1/2022
COMX-DC-530 COM PLUS,28K LUM,12/24VDC,SIDE $3,912.00 15.00% $3,325.20 3/1/2022
COMX-DC-530SW COM PLUS,28K LUM,12/24VDC,SIDE $4,067.00 15.00% $3,456.95 3/1/2022
COMX-DC-570 COM PLUS,28K LUM,12/24VDC FLO $4,025.00 15.00% $3,421.25 3/1/2022
COMX-DC-ON-530 COM PLUS,28K LUM,12/24VDC,SIDE $4,025.00 15.00% $3,421.25 3/1/2022
COMX-S-120 COM PLUS-S,28K LUM,120VAC SPOT $3,956.00 15.00% $3,362.60 3/1/2022
COMX-S-120-570 COM PLUS-S,28K LUM,120VAC SPOT $4,354.00 15.00% $3,700.90 3/1/2022
COMX-S-120-ON-530 COM PLUS-S,28K LUM,120VAC,SIDE $4,274.00 15.00% $3,632.90 3/1/2022
COMX-S-120-ON-656 COM PLUS-S,28K LUM,120V,ON/OFF $4,417.00 15.00% $3,754.45 3/1/2022
COMX-S-240 COM PLUS-S,28K LUM,240VAC SPOT $3,988.00 15.00% $3,389.80 3/1/2022
COMX-S-240-ON-530 COM PLUS-S,28K LUM,240VAC,SIDE $3,988.00 15.00% $3,389.80 3/1/2022
COMX-S-DC-570 COM PLUS-S,28K LUM,12/24VDC $3,705.00 15.00% $3,149.25 3/1/2022
COMX-S-DC-ON-530 COM PLUS-S,28K LUM,12/24DC,SID $4,087.00 15.00% $3,473.95 3/1/2022
FC504K KIT, SWIVEL W/TEETH $161.00 15.00% $136.85 3/1/2022
KR-4-SB-R 4 IN RECEIVER $139.00 15.00% $118.15 3/1/2022
KR-SB-TM-UP ASSM 800 TRUCK MNT UPPER PART $241.00 15.00% $204.85 3/1/2022
LT-S102-A RAISED POLE INDICATOR SWITCH $253.00 15.00% $215.05 3/1/2022



LT-S318C REPL. MAGNET W/PVC & RELIEF $57.00 15.00% $48.45 3/1/2022
LT100 ADAPTER FIXED MOUNTS $73.00 15.00% $62.05 3/1/2022
LT101 KIT FIXED MOUNT 3/4"" NPT W/ S $121.00 15.00% $102.85 3/1/2022
LT305 BRACKET, POLE, 5” OFFSET $101.00 15.00% $85.85 3/1/2022
LT530-OC-10 OUTER POLE 10IN, TWIST LOCK, N $443.00 15.00% $376.55 3/1/2022
LTP570-NW0 FIXED TOP MOUNT, NO WIRE $585.00 15.00% $497.25 3/1/2022



Part Number ITEMDESC MSRP Discount NCSA Prcie EFFDATE UPC
NS200-M SEARCHLIGHT, NIGHTSPIRE $975.00 15.00% $828.75 3/1/2022 604586831296
NS200-P SEARCHLIGHT, NIGHTSPIRE $910.00 15.00% $773.50 3/1/2022 604586831289
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Our products have been designed to meet or exceed the uncompromising standards of UL, CSA, 
CSFM, IECEx, and other global certifications. And with our ISO 9001 Certification, Federal Signal 
demonstrates its on-going commitment to quality.  Achieving certification is just the beginning.  
Federal Signal hazardous location products routinely prove themselves, performing reliably in  
even the toughest operating environments.

CERTIFICATIONS

100+ YEARS
Federal Signal is recognized as one of the industry’s leading suppliers of safety and security  
products since 1901. Today, our team remains committed to the demand for value-added  
products, incorporating innovative engineering with the intent to offer our customers  
cost-effective product solutions.

Federal Signal products come with our commitment to exceptional customer service and  
technical support. Working closely together with customers globally, our customer support  
team, engineers and technicians provide full range of products to assist with any application.

CSFM
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Fire Signaling Approval Types 
UL Listed Visual Signal Appliances
Federal Signal products that are UL Listed Visual Signal Appliances have been investigated for fire alarm signaling 
services to alert hearing-impaired persons. These UL Listed products are intended to be used in the “Public Operating 
Mode” and can be installed in accordance with NFPA 72 — National Fire Alarm Code.

UL Listed Audible Signaling Appliances
Federal Signal products that are UL Listed Audible Signaling Appliances have been investigated for fire alarm  
signaling services. These UL Listed products are intended to be used in the “Public Operating Mode” and can be 
installed with accordance with NFPA 72 — National Fire Alarm Code. 

UL Listed Speakers
Federal Signal products that are UL Listed Speakers have been investigated for fire alarm signaling services. These  
UL Listed products are intended to provide emergency voice/alarm occupant notification in accordance with NFPA 72 
— National Fire Alarm Code. 

ULC Listed Visual Signal Appliances
Federal Signal products that are ULC Listed Visual Signal Appliances have been investigated for fire alarm signaling. 
These ULC Listed products are intended to be used in Fire Alarm Systems and can be installed in accordance with 
CAN/ULC S524 — Standard for Installation of Fire Alarm Systems.

ULC Listed Audible Signaling Appliances
Federal Signal products that are ULC Listed Audible Signaling Appliances have been investigated for fire alarm  
signaling. These ULC Listed products are intended to be used in Fire Alarm Systems and can be installed in  
accordance with CAN/ULC S524 — Standard for Installation of Fire Alarm Systems.

NEMA Ratings
National Electrical Manufacturers Association
 
Type Indicates

1  General Purpose, Indoor — To prevent accidental contact of
 personnel with the enclosed equipment in areas where unusual
 service conditions do not exist. Provides protection against
 falling dirt.

2  Drip-Proof, Indoor — Similar to Type 1, but also protects against
 falling non-corrosive liquids and falling dirt. Drainage provisions
 provided.

3  Dust-Tight, Rain-Tight, Sleet-Resistant, Outdoor — Protected against
 windblown dust and water.

3R  Rainproof, Sleet-Resistant, Outdoor — Protected against rain.

3S  Dust-Tight, Rain-Tight and Sleet-Proof, Outdoor — Protected
 against wind blown dust and water, remains operable when 
 covered by external ice or sleet. (Not protected against internal icing.)

4  Water-Tight and Dust-Tight, Indoor and Outdoor — Protected 
 against wind-blown dust and rain, splashing water, seepage
 water, falling or hose-directed water, and severe external
 condensation. Mountings are external to cavity.

4X  Water-Tight, Dust-Tight, Indoor and Outdoor — Same as Type 4
 but also corrosion-resistant. Passes 200-hr. salt spray (fog) test.

IP Ratings
Ingress Protection

Prefix  First  #   —  Solids
IP     0 —  No Protection
IP     1  —  Over 50mm
IP     2  —  Over 12mm
IP     3  —  Over 2.5mm
IP     4  —  Over 1.0mm
IP     5  —  Dust, limited ingress from all directions
IP     6  —  Total protection against dust

Prefix  Second # —  Water
IP     0 —  No Protection
IP     1 —  Dripping
IP     2 —  Dripping when tilted up to 15°
IP     3  —  Spraying when tilted up to 60°
IP     4  —  Splashing
IP    5  —  Low pressure jets
IP     6  —  Strong jets
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FSEX 4X 66 2,000,000 850CID1STROBE

FB24STHI

224XSTHI

24XSTHI

154XSTHI

CSFM
UL FIRE  
LISTED

STROBE 4X 66 1,000,000 300

4X 66 580,000 240

4X 66 2,000,000 150

4X 66 *

*

170

CID2

CID1

CID2

CID2

STROBE

STROBE

154XST 4X 66 165520,000CID2STROBE

STROBE

224XST 4X 66 580,000 240 CID2STROBE

ULC FIRE  
LISTED

CSFM 
LISTED

NEC 
LISTING

NEMA 
RATING

IP  
RATING

PEAK 
CANDELA

EFFECTIVE 
CANDELA

FB24ST 4X 66 1,000,000 300STROBE

TYPEMODEL CERTIFICATIONS SPECIFICATIONS

*Currently in testing. Information to be released when available.

FSEX-HI

G-STR

4X 66

66

2,000,000 150

500

CID1STROBE

STROBE

27XST 4X 66 2,000,000 850CID1STROBE

24XST 4X 66 * 280CID1STROBE

RANGE CERTIFICATIONS
Visual Signal



5

304GCX/ 
314GCX

4XCID2 95/100
AMPLIFIED 
SPEAKER

AM300GCX/
AM302GCX 4XCID2 110/114SPEAKER

304GC/ 
314GC

3R 95/100
AMPLIFIED 
SPEAKER

AM50 3R* 87SPEAKER

ASHP/ 
ASUP

3R 95/100AMPLIFIED 
SPEAKER

ASHH/ 
ASUH

4XCID2 95/100
AMPLIFIED
SPEAKER

AM300/ 
AM302

3R 110/114SPEAKER

450EWBX 4XCID2 90HORN

G-SND CID2 98SOUNDER

304X/
314X

ASHX/ 
ASUX

AM300X/
AM302X

CSFM

AMPLIFIED 
SPEAKER 4X

4X

4X

CID1

CID1

CID1

65

65

65

66

91/97

91/97

99/103

AMPLIFIED 
SPEAKER

SPEAKER

ULC FIRE  
LISTED

UL FIRE  
LISTED

CSFM 
LISTED

NEC 
LISTING

NEMA 
RATING

IP  
RATING dBa @ 10' TONE

TYPEMODEL CERTIFICATIONS SPECIFICATIONS

*Must use with optional accessory to achieve NEMA rating.

FHEX 4XCID1 66 99HORN

450E 4X 90HORN

RANGE CERTIFICATIONS
Audible Signal

VOICE
PUBLIC 

ADDRESS
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Typical Application Configurations for Fire Alarm Product

SSM
Synchronous

Strobe Module

FB24STHI FSEX-HI

FACP1

or
Power
Booster

EOL5

EOL5

EOL5

24VDC

24VDC

224XSTHI

SAFE AREA
HAZARDOUS
LOCATIONS

EXPLOSION-PROOF
LOCATIONS

AUDIO

+-

+-

+ - + - + - + - + - + -+ -

+ - + - + - + - + -+ - POWER4POWER4POWER4POWER4

POWER4

POWER4

+ -+- + -+ -

+

-

Control 
Panel or
Power
Supply

Mass 
Notification
Panel

50GC
with UTM2

ASHP
with UTM2

ASUH
with UTM2

ASUP
with UTM2

ASHH
with UTM2

ASUX
with UTM2

ASHX
with UTM2

50GC
with CK3

ASUH
with CK3

ASUP
with CK3

ASHH
with CK3

ASUX
with CK3

ASHX
with CK3

1 FACP – Fire Alarm Control Panel
2 UTM – Federal Signal “Universal Tone Module” utilized for on-board tones
3 CK – Federal Signal “Connector Kit” utilized for centralized distributed audio
4 Power – Each device requires discrete 24VDC power from either the FACP or a centralized uninterrupted power supply that is in compliance with NFPA72
5 EOL – End Of Line resistor

+ - POWER4

ASHP
with CK3

All Federal Signal fire alarm devices contain either 4-lead wire or 4-wiring terminals to facilitate loop in/loop out wiring and internal 
blocking diodes, or capacitors required for proper FACP supervision.

The FACP or Power Booster configuration utilizes tones onboard the signaling device and distributed power.  The devices 
are wired in a standard loop in/loop out wiring arrangement connecting each device in parallel.  These self amplified speakers 
utilize an onboard UTM (Universal Tone Module) to generate a preselected tone when power is applied from the FACP (Fire Alarm 
Control Panel) or Power Booster.  An EOL (End of Line Resistor) completes the circuit and allows the FACP to supervise the power 
line and monitor for breaks in the line.  If the circuit is broken the FACP will indicate a break, devices downstream of the break will 
be rendered inactive.

The Mass Notification Panel configuration utilizes centralized distributed audio for tone and voice messaging.  The audio signal 
is wired using a standard loop in/loops out arrangement connecting each device in parallel.  Discrete power is required for each 
device from the FACP or a compliant NFPA72 UPS.  An EOL (End of Line Resistor) completes the circuit and allows the FACP to 
supervise the audio line and monitor for breaks.  If the circuit is broken, the FACP will indicate a break and devices downstream  
of the break will be rendered inactive.

The Control Panel or Power Supply configuration utilizes a standard parallel wiring arrangement for visual signaling devices.  
If the visual signals are within line of sight of each other, a SSM (Strobe Sync Module) is necessary to synchronize the lights in 
compliance with NFPA72 regulations (consult NFPA regulations for additional details).  An EOL (End of Line Resistor) completes the 
circuit, allowing the FACP to supervise the main power line and monitor for breaks in the line.  If the main power circuit is broken, 
the FACP will indicate a break, devices downstream of the break will be rendered inactive.
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Model G-STR
HAZARDOUS LOCATION STROBE
• Clear Fresnel lens

• Supervisory diode and four wire terminal block

• Non-metallic corrosion-resistant design

• 60 flashes per minute

• 500 Effective Candela

• Dome guard included

• Surface or adjustable U-Bracket mount

• IP66 enclosure

• UL Listed for Class I, Division 2, Groups A, B, C and D; Class II,  
Division 2, Groups F and G; and Class III

Model 224XSTHI 
HAZARDOUS LOCATION HEARING IMPAIRED STROBE LIGHT
• Clear inner lens with Clear polycarbonate outer dome

• UL 1971 Listed for hearing impaired applications

• Contains a supervisory diode and 4-wire leads

• In-rush limiting PCB design provides greater compatibility 
with control systems and less electrical interference

• 80 flashes per minute

• 580,000 Peak & 240 Effective Candela

• 1/2-inch NPT pipe mount

• Type 4X, IP66 enclosure

• UL Listed for Class I, Division 2, Groups A, B, C & D; Class II, Division 2, 
Groups F & G; Class III

CSFM

FIRE CERTIFIED MODELS

Model FB24STHI
HEARING IMPAIRED SUPERVISED STROBE LIGHT
• Clear dome

• UL 1971 Listed for hearing impaired applications

• Contains a supervisory diode and 4-wire leads

• In-rush limiting PCB design provides greater compatibility with control 
systems and less electrical interference

• 80 flashes per minute

• 1,000,000 Peak & 300 Effective Candela

• Integrated 1/2-inch NPT pipe mount and surface mount

• ULC Canadian Fire listed models available (-CN models)

• Type 4X, IP66 enclosure

CSFM
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Shown with optional pendant mount. 
Ceiling and wall mount options available. 

FIRE CERTIFIED MODELS

Shown with optional pendant mount. 
Ceiling and wall mount options available. 

Model 154XSTHI
HAZARDOUS LOCATION SUPERVISED STROBE LIGHT
• Contains a supervisory diode and 4-wire leads
• 60 flashes per minute
• 25 Effective Candela without dome guard  

(17 Effective Candela with dome guard)
• 3/4" NPT pipe mount
• Type 4X, IP66
• Marine rated
• UL Listed for Class I, Division 2, Groups A, B, C & D;  

Class II, Division 1, Groups E, F & G; Class III
• ULC Canadian Fire Listed models available (-CN models)

Model FSEX-HI
EXPLOSION-PROOF HEARING IMPAIRED STROBE LIGHT
• Clear glass outer dome with Clear inner lens
• UL 1971 Listed for hearing impaired applications
• Compatible with fire alarm and suppression supervised 

control panels and power boosters
• In-rush limiting PCB design provides greater compatibility with control 

systems and less electrical interference
• 80 flashes per minute
• 2,000,000 Peak Candela & 150 Candela per UL1971
• Pendant (PMXC-R-SB), ceiling (CMXC-R-SB) and wall mount 

(WMXC-R-SB) options (sold separately)
• Dome guard (DGXC-SB) and Strobe Synchronization Module (SSM) 

accessories available
• Type 4X, IP66 enclosure
• Marine Rated
• UL Listed for Class I, Division 1, Groups C & D; Class II, Division 2, 

Groups A & B; Class II, Division 1, Groups E, F & G; Class III

CSFM

Model 24XSTHI
EXPLOSION-PROOF HEARING IMPAIRED STROBE LIGHT
• Clear glass dome
• UL 1971 Listed for hearing impaired applications
• In-rush limiting PCB design that provides greater compatibility  
 with control systems and less electrical interference
• 80 flashes per minute
• 150 Effective Candela & 30 Candela per UL1971
• Pendant (PMXC-R-SB), ceiling (CMXC-R-SB) and wall mount  

(WMXC-R-SB) options (sold separately)
• Dome guard (DGXC-SB) and Strobe Synchronization Module (SSM)  

accessories available
• Type 4X, IP66 enclosure
• Suitable for NFPA 72 Public Mode Fire Alarm applications
• Marine Rated
• UL Listed for Class I, Division 1 & 2, Groups C & D; Class I, Division 2, Groups A, B; 

Class II, Division 1, Groups E, F & G; and Class III
• ULC Canadian Fire Listed models available (-CN models)
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FIRE CERTIFIED MODELS

450EWBX

HAZARDOUS LOCATION ELECTRONIC HORN
• Produces coded or sustained tones

• Produces 90 dBa @ 10' (100 dBa @ 1m) per UL 464

• Four wire terminal block and supervisory diode

• No duty cycle or interval limitations

• Marine Rated

• Type 4X enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C & D; 
Class II, Division 2, Groups F & G; Class III

• 450E Horn is UL & ULC Listed for Fire Alarm Use

Model MPEX
EXPLOSION-PROOF FIRE ALARM PULL STATION
• Unique swing-up front cover exposes a pull-down ring which activates alarm

• Two-step operation prevents accidental activation

• Clearly marked operating instructions on the face of the plate

• Copper-free cast aluminum alloy highly visible red enclosure

• Rated NEMA Type 7 for Groups C & D and NEMA 9 for Groups E, F & G

• UL Listed for Class I, Division 1, Groups C & D; Class II, Division 1,  
 Groups E, F & G; Class III

CSFM

Model 450E

ELECTRONIC HORN
• Produces coded or sustained tones

• Produces 90 dBa @ 10' (100 dBa @ 1m) per UL 464

• Four wire terminal block and supervisory diode

• No duty cycle or interval limitations

• Marine Rated

• Type 4X when installed with the Panel Mount Gasket (included) 
or optional non-metallic Weatherproof Backbox (Model WB-NM)

CSFM

Model AM50 

PUBLIC ADDRESS SPEAKER
• 2 Watt

• Re-entrant horn design

• Produces 87 dBa @ 10' (97 dBa @ 1m)

• Supplied with wiring terminals and strain relief for 
inbound and outbound speaker wiring

• Wall mount includes a trim ring for adapting to any 
standard 4-inch square or weatherproof back box

• Type 3R with WB weatherproof back box

CSFM
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FIRE CERTIFIED MODELS

Model 304GC/314GC

AMPLIFIED SPEAKER
• Broadcasts tones generated by a Tone Card installed into the speaker (the plug-in 32-tone 

UTM) or by a central tone source in a voice evacuation or paging system
• Plug-in Connector Cards (AM25CK or AM70CK) interface with the audio output of the 

EVAC panel for live public address or voice messages
• Model 304GC: Produces 95 dBa @ 10' (105 dBa @ 1m)  

with internal gain control for sound level adjustment
• Model 314GC: Produces 100 dBa @ 10' (110 dBa @ 1m) with 

internal gain control for sound level adjustment
• 4-wire supervisable power circuit
• Compatible with fire alarm, voice evacuation, supervised 

control panels and power boosters
• Fused input and output
• Indoor/outdoor use 
• Type 3R enclosure
• ULC Canadian Fire Listed model available (-CN models)

CSFM

Model ASHP/ASUP

AMPLIFIED SPEAKER
• Broadcasts tones generated by a Tone Card installed into the 

speaker (the plug-in 32-tone UTM) or by a central tone source 
in a voice evacuation or paging system

• Plug-in Connector Cards (AM25CK or AM70CK) interface with 
the audio output of the EVAC panel for live public address or 
voice messages

• Model ASHP: Produces 95 dBa @ 10' (105 dBa @ 1m)
 with internal gain control for sound level adjustment
• Model ASUP: Produces 100 dBa @ 10' (110 dBa @ 1m) 

with internal gain control for sound level adjustment
• Digital signal amplification
• 4-wire supervisable power circuit
• Compatible with fire alarm and suppression 

supervised control panels and power boosters
• Fused input and output
• Indoor/outdoor use
• Type 3R enclosure

CSFM

Model G-SND

HAZARDOUS LOCATION SOUNDER
• Non-metallic corrosion-resistant design
• Produces 98 dBa @ 10' (108 dBa @ 1m)
• 15 selectable tones
• Gain control
• 15 Watt design
• IP66 enclosure
• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D; 

Class II, Division 2, Groups F and G; and Class III
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Model 304GCX/314GCX

HAZARDOUS LOCATION AMPLIFIED SPEAKER
• Broadcasts tones generated by a Tone Card installed into the speaker (the plug-in 32-tone UTM) 

or by a central tone source in a voice evacuation or paging system

• Plug-in Connector Cards (AM25CK or AM70CK) interface with the audio output of the EVAC 
panel for live public address or voice messages

• Model 304GCX: Produces  95 dBa @ 10' (105 dBa @ 1m) 
with internal gain control for sound level adjustment

• Model 314GCX: Produces 100 dBa @ 10' (110 dBa @ 1m) 
with internal gain control for sound level adjustment

• 4-wire supervisable power circuit

• Compatible with fire alarm, voice evacuation, suppressed supervision 
control panels & power boosters

• Fused input and output

• Easily installed with external mounting tabs

• Type 4X enclosure

• ULC Canadian Fire Listed Models available (-CN models)

• UL Listed for Class I, Division 2, Groups A, B, C & D; 
Class II, Division 2, Groups F & G; Class III

FIRE CERTIFIED MODELS

Model ASHH/ASUH

HAZARDOUS LOCATION AMPLIFIED SPEAKER
• Broadcasts tones generated by a Tone Card installed into the speaker (the plug-in 

32-tone UTM) or by a central tone source in a voice evacuation or paging system

• Plug-in Connector Cards (AM25CK or AM70CK) interface with the audio output 
of the EVAC panel for live public address or voice messages

• Model ASHH: Produces 95 dBa @ 10' (105 dBa @ 1m)  
with internal gain control for sound level adjustment

• Model ASUH: Produces 100 dBa @ 10' (110 dBa @ 1m)  
with internal gain control for sound level adjustment

• Digital signal amplification

• Fused input and output

• 4-wire supervisable power circuit

• Compatible with fire alarm, voice evacuation, suppressed  
supervision control panels & power boosters

• Easily installed with external mounting tabs

• Type 4X enclosure

• UL Listed for Class I, Division 2, Groups A, B, C & D; 
Class II, Division 2, Groups F & G; Class III

CSFM

CSFM
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Model AM300GCX/AM302GCX

HAZARDOUS LOCATION PUBLIC ADDRESS SPEAKER
• Re-entrant horn design

• Designed for use in a 25 and 70 Vrms distributed system

• Model AM300GCX:15 watt, Produces 110 dBa @ 10' (120 dBa @ 1m)

• Model AM302GCX: 30 watt, Produces 114 dBa @ 10' (124 dBa @ 1m)

• 60º sound dispersion pattern

• Can be rotated 180º in order to obtain the desired  
sound distribution

• Wall mount

• Type 4X enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C & D; 
Class II, Division 2, Groups F & G; Class III

Model AM300/AM302

PUBLIC ADDRESS SPEAKER
• Re-entrant horn design

• Designed for use in a 25 and 70 Vrms distributed system

• Model AM300: 15 watt, Produces 110 dBa  @  10' (120 dBa @ 1m)

• Model AM302: 30 watt, Produces 114 dBa  @  10' (124 dBa @ 1m)

• 60º sound dispersion pattern

• Projector can be rotated 180º in order to obtain the desired sound 
distribution

• In-line capacitor (included) provides the isolation necessary for use in 
supervised systems

• Wall mount

• Type 3R enclosure

FIRE CERTIFIED MODELS

CSFM

CSFM
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FIRE CERTIFIED MODELS

Model 304X/314X

EXPLOSION-PROOF SELECTONE AMPLIFIED SPEAKER
• Broadcasts tones generated by a Tone Card installed into the speaker (the plug-in 

32-tone UTM) or by a central tone source in a voice evacuation or paging system
• Plug-in Connector Cards (AM25CK or AM70CK) interface with the audio 

output of the EVAC panel for live public address or voice messages
• Model 304X: Produces 91 dBa @ 10' (101 dBa @ 1m) 

with internal gain control for sound level adjustment
• Model 314X: Produces 97 dBa @ 10' (107 dBa @ 1m) 

with internal gain control for sound level adjustment
• Digital signal amplification
• 4-wire supervisable power circuit
• Compatible with fire alarm, voice evacuation, suppressed  

supervision control panels & power boosters
• Fused input and output
• Adjustable mounting bracket
• Type 4X, IP65 enclosure
• ULC Canadian Fire Listed Models available (-CN models)
• UL Listed for Class I, Division 1, Groups B, C & D

CSFM

Model ASHX/ASUX

EXPLOSION-PROOF AMPLIFIED SPEAKER
• Broadcasts tones generated by a Tone Card installed into the 

speaker (the plug-in 32-tone UTM) or by a central tone source  
in a voice evacuation or paging system

• Plug-in Connector Cards (AM25CK or AM70CK) interface 
with the audio output of the EVAC panel for live public  
address or voice messages

• Model ASHX: Produces 91 dBa @ 10' (101 dBa @ 1m) 
with internal gain control for sound level adjustment

• Model ASUX: Produces 97 dBa @ 10' (107 dBa @ 1m) 
with internal gain control for sound level adjustment

• 4-wire supervisable power circuit
• Compatible with fire alarm, voice evacuation, suppressed supervision control panels & power boosters
• Heavy-duty swivel U-bracket swivel mount
• Type 4X, IP65 enclosure
• UL Listed for Class I, Division 1, Groups B, C & D; Class I, Division 2, Group A; Class II, Division 2, Groups F & G; Class III

CSFM

Model AM300X/AM302X

EXPLOSION-PROOF PUBLIC ADDRESS SPEAKER
• Re-entrant horn design
• Designed for use in a 25 and 70 Vrms distributed system
• Model AM300X: 15 watt, Produces 99 dBa @ 10' (109 dBa @ 1m)
• Model AM302X: 30 watt, Produces 103 dBa @ 10' (114 dBa @ 1m)
• 60 degree sound dispersion pattern
• Projector can be rotated 180 degrees in order to obtain the 

desired sound distribution
• Heavy-duty U-bracket swivel mount
• Type 4X, IPX65 enclosure
• UL and cUL Listed for Class I, Division 1, Groups B, C & D; Class I, 

Division 2, Group A; Class II, Division 2, Groups F & G; Class III

CSFM
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FIRE SYSTEM COMPATIBLE

Model 224XST 
HAZARDOUS LOCATION SUPERVISED STROBE LIGHT
• Clear polycarbonate outer dome

• Contains a supervisory diode and 4-wire leads

• In-rush limiting PCB design that provides greater compatibility  
with control systems and less electrical interference

• 80 flashes per minute

• 580,000 Peak & 240 Effective Candela

• 1/2" NPT pipe mount

• Type 4X, IP66 enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C & D; 
Class II, Division 2, Groups F & G; Class III

CSFM

Shown as a surface mount; also available as pipe mount

Model 154XST

HAZARDOUS LOCATION SUPERVISED STROBE LIGHT
• Contains a supervisory diode and 4-wire leads

• 80 flashes per minute

• 520,000 Peak Candela

• Dome guard included

• 3/4" NPT pipe mount or surface mount available

• Type 4X, IP66 enclosure

• Marine Rated

• UL and cUL Listed for Class I, Division 2, Groups 
A, B, C & D; Class II, Division 2, Groups E, F & G; Class III

CSFM

Model FB24ST

SUPERVISED STROBE LIGHT
• Contains a supervisory diode and 4-wire leads

• In-rush limiting PCB design provides greater compatibility with control 
systems and less electrical interference

• 80 flashes per minute

• 1,000,000 Peak & 300 Effective Candela

• Integrated 1/2" NPT pipe/surface mount

• Type 4X, IP66 enclosure

CSFM



15

FIRE SYSTEM COMPATIBLE

Shown with optional pendant mount.  
Ceiling and wall mount options available. 

Model 27XST-024*-4-MOD

EXPLOSION-PROOF SUPERVISED STROBE LIGHT
• In-rush limiting PCB design that provides greater compatibility  with 

control systems and less electrical interference
• 80 flashes per minute
• 2,000,000 Peak & 850 Effective Candela
• Pendant (PMXC-SB), ceiling (CMXC-SB) and 

wall mount (WMXC-SB) options (sold separately)
• Dome guard (DGXC-SB) and Strobe Synchronization Module (SSM) 

accessories available
• Type 4X, IP66 enclosure
• Marine Rated
• UL and cUL Listed for Class I, Division 1, Groups C & D; Class II, Division 

2, Groups A & B; Class II, Division 1, Groups E, F & G; Class III

CSFM

Model FSEX

EXPLOSION-PROOF STROBE LIGHT
• In-rush limiting PCB design provides greater compatibility 

with control systems and less electrical interference
• Compatible with fire alarm and suppression supervised 

control panels and power boosters
• 80 flashes per minute
• 2,000,000 Peak & 850 Effective Candela
• Pendant (PMXC-R-SB), ceiling (CMXC-R-SB) and 

wall mount (WMXC-R-SB) options (sold separately)
• Dome guard (DGXC-SB) and Strobe SynchronizationModule (SSM) 

accessories available
• Type 4X, IP66 enclosure
• Marine Rated
• UL and CUL Listed for Class I, Division 1, Groups C & D;  Class II, 

Division 2, Groups A & B; Class II, Division 1, Groups E, F & G; Class III

Shown with optional pendant mount.  
Ceiling and wall mount options available. 

CSFM

Model 24XST

EXPLOSION-PROOF SUPERVISED STROBE LIGHT
• In-rush limiting PCB design provides greater compatibility with control 

systems and less electrical interference
• 60 flashes per minute
• 280 Effective Candela
• Pendant (PMCX-SB), ceiling (CMXC-R-SB) and wall mount (WMXC-SB) 

options (sold separately)
• Dome guard (DGXC-SB) and Strobe Synchronization Module (SSM) 

accessories available
• Type 4X, IP66 enclosure
• Marine Rated
• UL and cUL Listed for Class I, Division 1 & 2, Groups C & D; Class I, 

Division 2, groups A & B; Class II, Division 1, Groups E, F & G; and Class III

Shown with optional pendant mount.  
Ceiling and wall mount options available. 

CSFM
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FIRE SYSTEM COMPATIBLE

Model FHEX

EXPLOSION-PROOF VIBRATING HORN
• Produces a loud and distinctive tone by the electromechanical 

vibration of a diaphragm

• Supervisory diode and four wires

• Designed for use in alarm notification systems and is 
compatible with fire alarm and suppression supervised 
control panels and power boosters

• Produces 99 dBa @ 10' (109 dBa @ 1m) with internal 
gain control for sound level adjustment

• Tapped for 3/4" conduit

• Type 4X, IP66 enclosure

• UL and cUL Listed for Class I, Division 1, Groups C & D; 
Class II, Division 1, Groups E, F & G; Class III

CSFM
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Safety and Security Systems 

M O D U L A R  S E R I E S

One concept. Endless solutions.

A New and Unique Modular 
Concept in Signaling Devices



Safety and Security Systems 



StreamLine M O D U L A R  S E R I E S

Signals

Bases

Signals & Bases

A range of multifunctional signals based on an 
innovative multiple input technology allowing 
each function of the device to be controlled via 
independent electrical contacts, creating different 
levels of alarm with one single device.

Seven different base shapes in voltages 24VAC/DC, 
12-24VAC/DC, and 120-240VAC; a perfect fit for 
any application.

Signals and bases can be matched together with a 
simple snap-on technology allowing an easy and 
safe installation procedure, even in the most 
challenging environments.

When you have a range of products that can be mixed 

and matched with each other offering a multitude of 

solutions. . . When you have a range of devices that 

can perform multiple functions. . . When you have 

devices that allow you to control more than one 

channel independently. . . When you have a range of 

bases that allow you to mount your devices in various 

manners. . . When you have all this, you have Federal 

Signal's new line of StreamLine® Modular products. . . 

The first range of devices engineered to be Modular, 

Multifunctional, Multiple Input and Multivoltage. At 

Federal Signal we do not take challenges that are easily 

solvable. . . we do not take the ordinary for granted. . . 

and we make sure our daily mission is to deliver the 

best possible Total Solution to our customers. Welcome 

to a new opportunity of signaling options. 



High Output 
Electronic Sounder

Model SLM800HIgh Output 
LED Combination 
Audible/Visual Signal

Model SLM600
BA RGC

Bases

Twin
12-24 VAC/DC
120-240 VAC

LED Combination 
Audible/Visual Signal

Model SLM500

BA RGC

LED Beacon with 
Steady/Flashing/Rotating 
Options

Model SLM100 Deep
12-24 VAC/DC

120-240 VAC

 
Electronic Sounder

Model SLM700

Wall
12-24 VAC/DC
120-240 VAC

Shallow
12-24 VAC/DC

2-stack
Dock Base*
24 VAC/DC 
120-240 VAC

3-stack
Dock Base*
24 VAC/DC 
120-240 VAC

Pipe
12-24 VAC/DC
120-240 VAC

Low Profile LED Beacon 
with Steady/Flashing/Simulated
Strobe Options

Model SLM300/SLM350

BA RGC

LED Beacon with 
Flashing/Simulated
Strobe/Random  
Options

Model SLM200

StreamLine M O D U L A R  S E R I E S

BA RGC
Model SLM1400/SLM1450

Low Profile
Multicolor/Multipattern
LED Beacon

The Federal Signal 

StreamLine®  Modular 

Series is a new and unique 

concept developed to 

deliver a customized 

product tailored to each 

specific application.
BA RGC

* Not compatible with models SLM600 and SLM800
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* Not compatible with models SLM600 and SLM800



Signals
S T R E A M L I N E ® M O D U L A R

LED Beacon with Steady/Flash-
ing/Rotating Options SLM100
Multifunctional LED beacon with high 
optical performance. SLM100 allows 
three separate light effects (steady, 
flashing or rotating) controllable via 
independentelectric contacts.

Low Profile LED Beacon with Steady/Flashing/Strobe 
Options SLM300 and SLM350 

Multifunctional LED beacon engineered to satisfy the most 
demanding applications. SLM300/SLM350 allows three 
different light effects (steady, flashing, strobe) controllable via 
independent electric contacts making this device the perfect 
choice for most applications. Available with Proximity and 
Directional lenses, SLM300/SLM350 is ideal where gaining 
attention is a must.

LED Beacon with Flashing/
Simulated Strobe/Random 
Options SLM200
Multifunctional LED beacon with high 
optical performance. SLM200 allows 
three separate light effects (flashing, 
simulated strobe or random) 
controllable via independent electric 
contacts.

LED Combination Audible/Visual 
Signal SLM500 

Multifunctional LED beacon and sounder 
allows three separate levels of alarm 

(alert, pre-alarm, alarm) controllable via independent electric 
contacts. SLM500 offers two light effects (steady or flashing) 
and 64 different tones (selectable via dip-switch) through two 
inputs, adjustable between 65 dB(A) and 105 dB(A).

High Output LED Combination
Audible/Visual Signal SLM600 

Multifunctional LED beacon and 
sounder allows three separate levels of 
alarm controllable via independent 

electric contacts. SLM600 offers two light effects (steady or 
flashing) and 64 different tones (selectable via dip switch) 
through two inputs, adjustable between 65 dB(A) and 
115dB(A).

Low Profile Multicolor/Multipattern LED Beacon 
SLM1400 and SLM1450
Multicolor, multipattern LED beacon allows for three levels of alarm. For 
each channel, eight different colors (amber, blue, clear, cyan, green, 
magenta, red and yellow) and five light effects (steady, 1x flash, 2x flash, 
4x flash and random) can be selected. Offered in two lens types.



Signals
S T R E A M L I N E ® M O D U L A R

Bases
S T R E A M L I N E ® M O D U L A R

SHALLOW  Base designed for 
flat surface mounting where 
cabling occurs from the bottom 
of the device and where a 
compact designed is required.

DEEP  Base designed for flat 
surface mounting. This base 
includes two M20 cord grips 
making this solution ideal for 
mounting these units in a series.

WALL  Base designed for 
lateral/wall mounting. This 
unit includes two M20 cord 
grips making this product 
suitable also when it’s not 
possible to wire the base of 
the signaling device.

TWIN  Base is 
designed for 
lateral/wall 
mounting. This 
multifunctional 
mount accommo-
dates two Stream-
Line® modules 
creating unique 
combinations 
between visual and 
acoustic devices.

PIPE  Base designed for pipe 
mounting installations. This 
base allows for any Stream-
Line® unit to be installed on a 
1-1/2" NPT threaded pole. 
Every pipe mount unit also 
comes standard with a 1/2" 
NPT adapter.

High Output Electronic 
Sounder SLM800
Multifunctional electronic sounder 
allows two separate levels of alarm 
controllable via independent electric 
contacts. SLM800 offers 64 different 
tones through two separate inputs, 

adjustable between 65dB(A) and 115dB(A).

Electronic Sounder SLM700 

Multifunctional electronic sounder 
allows two separate levels of alarm 
(pre-alarm, alarm) controllable via 
independent electric contacts. SLM700 
offers 64 different tones through two 

separate inputs, adjustable between 65 dB(A) and 105 dB(A).

* Not compatible with models SLM600 and SLM800

2-STACK DOCK* Base 
is designed for lateral or 
wall mounting, and 
accommodates two 
StreamLine® audible or 
visual top modules. Dock 
base comes standard with 
a visor. If additional side 
visibility is required, the 
visor can be interchanged 
with SLM-RR retaining 
ring (sold separately). 

3-STACK DOCK* Base is 
designed for lateral or wall 
mounting, and can accommodate 
three StreamLine® audible or 
visual top modules. Dock base 
comes standard with a visor. If 
additional side visibility is 
required, the visor can be 
interchanged with SLM-RR 
retaining ring (sold separately). 



S T R E A M L I N E ® M O D U L A R

Stainless Steel 
Protection Grids
Available in 5 sizes 
as an optional 
accessory. 

2645 Federal Signal Drive, University Park, IL 60484  

Phone: 708.534.4756   Fax: 708.534.4852

www.fedsig.com
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WE PROTECT THE MOST HAZARDOUS ENVIRONMENTS

EXPLOSION-PROOF AND HAZARDOUS
VISUAL & AUDIBLE SIGNALING



Our products have been designed to meet or exceed the uncompromising standards of UL, CSA, 
ATEX, IECEx and other global certifications. And with our ISO 9001 Certification, Federal Signal 
demonstrates its on-going commitment to quality.  Achieving certification is just the beginning.  
Federal Signal hazardous location products routinely prove themselves, performing reliably in  
even the toughest operating environments.

CERTIFICATIONS

100+ YEARS
Federal Signal is recognized as one of the industry’s leading suppliers of safety and security  
products since 1901. Today, our team remains committed to the demand for value-added  
products, incorporating innovative engineering with the intent to offer our customers  
cost-effective product solutions.

Federal Signal products come with our commitment to exceptional customer service and  
technical support. Working closely together with customers globally, our customer support  
team, engineers and technicians provide a full range of products to assist with any application.

®



GLOBAL SERIES®
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GLOBAL SERIES® NON-METALLIC DESIGN WAS DEVELOPED
FOR LOW MAINTENANCE AND CORROSION RESISTANCE.

Meeting stringent certifications, Global Series® is an innovative next generation 
product line of Glass Reinforced Polyester (GRP) signals that is modular, aesthetically 
appealing and light weight in design.

The patented modular housing design allows individual signals to be combined into 
multi-signal fixtures, which reduces the customer’s installation and wiring burden. 
Coupling kits allow installers in the field to create multi-unit configurations. Multi-
signal fixtures with 2-6 signals can be combined into multiple configurations.

TOTAL COST OF OWNERSHIP

ASSEMBLY LABOR

INSTALLATION HARDWARE

INSTALL LABOR

SIGNAL DEVICES

Global Series
Platform

3.2%
2.4%

Traditional
Signaling Devices

45%

16%

22%

17%

Fixture comparison
consists of 3 visual devices

and one audible.

GLOBAL SERIES® MODULAR DESIGN PROVIDES

FLEXIBILITY COST-SAVINGS EASY INSTALLATION

In comparison with traditional products,  

Global Series is less expensive in terms 

of product cost, installation, labor and 

assembly.

50.4%
LOWER COST

36%

8%



GLOBAL SERIES®
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MODEL G-LED

FLAMEPROOF & HAZARDOUS  
LOCATION LED BEACON

• Available in 24VDC and 120-240VAC 50/60Hz

• 50,000 hour LED array

• Corrosion resistant GRP design

• Operating Temperature Range:  
-67°F to 158°F; -55°C to 70°C

• Stainless steel dome guard included

• Two M20 entries standard on Ex d models; 
Three M20 entries standard on Ex de models

• Standard M20 cable entries; 1/2" NPT and 3/4" NPT adapters 
available; M25 cable entry option

• Type 4X, IP66, IP69K enclosure

• 8 field selectable flash patterns including 60, 75 and 90 FPM

• Auto-sync available for AC flashing pattern products

• Zone 1, 21 Rated, IECEx, ATEX, Ex d IIC, Ex de IIC and Ex tb IIIC

• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Gruops F and G; Class III

• UL and cUL Listed for Class I, Zone 1 AEx db IIC and Zone 21, AEx op is tb IIC T200°C (excludes 'Ex de' increased 
safety versions)

MODEL G-STR
FLAMEPROOF & HAZARDOUS  
LOCATION STROBE BEACON
• 15-Joule and 21-Joule models

• Available in 24VDC, 120VAC and 220-240VAC 50/60Hz

• 10,000 hour strobe tube

• Corrosion resistant GRP design

• Operating Temperature Range:   
-67°F to 158°F; -55°C to 70°C

• Stainless steel dome guard included

• Two M20 entries standard on Ex d models; 
Three M20 entries standard on Ex de models

• Standard M20 cable entries; 1/2" NPT and 3/4" NPT adapters 
available; M25 cable entry option

• Type 4X, IP66, IP69K enclosure

• Zone 1, 21 Rated, IECEx, ATEX, Ex d IIC, Ex de IIC and Ex tb IIIC

• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G; Class III

• UL and cUL Listed for Class I, Zone 1 AEx db IIC T3: Zone 21, AEx tb IIC T200°C (excludes 'Ex de' increased safety versions)

• UL Fire Listed (24VDC, Clear model only)



GLOBAL SERIES®
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MODEL G-SPK

FLAMEPROOF & HAZARDOUS LOCATION LOUDSPEAKER

• Loudspeaker available in 70 Vrms or 100 Vrms

• Corrosion resistant GRP design

• Operating Temperature Range:  -67°F to 158°F; -55°C to 70°C

• 15 watt design produces 96dBa @ 10' (106dBa @ 1M)

• Two M20 entries standard on Ex d models; 
Three M20 entries standard on Ex de models

• Standard M20 cable entries; 1/2" NPT and 3/4" NPT adapters  
available; M25 cable entry option

• IP66 enclosure

• Zone 1, 21 Rated, IECEx, ATEX, Ex d IIC, Ex de IIC and Ex tb IIIC

• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D;  
Class II, Division 2, Groups F and G; Class III

• UL and cUL Listed for Class 1, Zone 1 AEx db IIC T4: Zone 21,  
AEx tb IIC T4/135°C (excludes Ex de increased safety versions)

Shown with stainless steel
mounting U-bracket (optional)

MODEL G-SND

FLAMEPROOF & HAZARDOUS LOCATION SOUNDER

• Available in 3 operational voltages: 24VDC,120VAC 50/60 Hz, and 230VAC 50/60 Hz

• 15 watt design with internal gain control

• 15 on-board tones produce 98dBa @ 10' (108dBa @ 1M)

• Corrosion resistant GRP design

• Operating Temperature Range: -67°F to 158°F; -55°C to 70°C

• Two M20 entries standard on Ex d models; 
Three M20 entries standard on Ex de models

• Standard M20 cable entries; 1/2" NPT and 3/4" NPT adapters  
available; M25 cable entry option

• IP66 enclosure

• Zone 1, 21 Rated, IECEx, ATEX, Ex d IIC, Ex de IIC and Ex tb IIIC

• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D;  
Class II, Division 2, Groups F and G; Class III

• UL and cUL Listed for Class 1, Zone 1 AEx db IIC T4: Zone 21,  
AEx tb IIIC T4/135°C (excluding 'Ex de' increased safety versions) 

• UL Fire Listed (24VDC operating voltage only)

Ex d Surface Mount shown



VISUAL  SIGNALING
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VISUAL  SIGNALING

MODELS WV450XD / WV450XE
FLAMEPROOF STROBE MODEL 
• Available in 10, 15 and 21 Joule Units

• 10,000 Hour Strobe Tube

• Available voltages (±15%): 24-48VDC – 15J units, 
110VAC – 10J/21J units, 220VAC – 10J/21J units

• Optional Ex de junction box

• Corrosion resistant GRP (Glass Reinforced Polyester)

• Operating Temperatures:

 WV450XD “d” version without terminal chamber 
-55°C to 55ºC (-67°F to 131°F)

 WV450XE “de” version with terminal chamber 
-20°C to 55ºC (-4°F to 131°F)

• 316 stainless steel dome guard and mounting  
bracket included

• M20 cable entries 
Ex d: 2 entries M20 x 1.5 
Ex de: 3 entries M20 x 1.5

• IP66 enclosure

• Zone rated, IECEx, ATEX, Ex d IIB +H2 T3-T4, Ex de IIB +H2 T3-T4

Shown with optional  
Ex de junction box

MODEL G-SPA

FLAMEPROOF & HAZARDOUS LOCATION AMPLIFIED SPEAKER
•  Corrosion resistant GRP design

• 96dBa @ 10' (106dBa @ 1M) with internal gain control

•  Supports 3 operational voltages: 24VDC, 
120VAC 50/60 Hz, and 230VAC 50/60 Hz

• Operating Temperature Range: -67°F to 158°F; -55°C to 70°C

• Two M20 entries standard on Ex d models; 
Three M20 entries standard on Ex de models

• Standard M20 cable entries; 1/2" NPT and 3/4"  
NPT adapters available; M25 cable entry option

• IP66 enclosure

• Zone 1, 21 Rated, IECEx, ATEX, Ex d IIC, Ex de IIC and Ex tb IIIC

• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D; 
Class II, Division 2, Groups F and G; Class III

• UL and cUL Listed for Class 1, Zone 1 AEx db IIC T4: Zone 21,  
AEx tb IIC T4/135°C (excludes Ex de increased safety versions)

Ex de Surface Mount shown

Guard

4.47"/
113.3mm

11.16"/
289.7mm

1.63"/
41.3mm

3.82"/
97.1mm

2.25"/
57.2mm

2.26"/
57.4mm

11.41"/
 289.7 mm

WV450XD

WV450XE



VISUAL SIGNALING

7

MODELS 2000 SERIES XEN1 & XEN4
FLAMEPROOF STROBE  
WARNING LIGHTS 

• Single and four strobe tube models

• Internal Fresnel lens

• 5,000 hour lamp life

• Operating Temperature: 
-40°F to 158°F; -40°C to 70°C

• Ex de terminal chamber available

• Available in 5 operating voltages: 24VDC, 48VDC, 
110VDC, 110VAC and 240VAC

• IP66 enclosure

• Zone 1, 2, 21, 22 Ex d IIB T4 Gb, Ex tb IIIB Db; Ex de IIB 
T4 Gb, Ex tb IIIB Db

11.3 "/287 mm
8.23 "/209 mm

8.86 "/ 
225 mm

9.84 "/ 
250 mm

0.51 "/ 
13 mm

10.04 "/ 
255 mm

MODEL 2000 SERIES
FLAMEPROOF LED  
WARNING LIGHT

• Three remotely selectable flash patterns  
including steady, 60FPM and 80FPM

• 50,000 hour lamp life

• Operating Temperature:   
-40°F to 131°F; -40°C to 55°C

• Ex de terminal chamber available

• AC and DC voltage ranges

• Approved for use in Zone 1, 2, 21, 22 atmospheres

• IP66 enclosure

• Zone 1, 2, 21, 22 Ex d IIB T4 Ex tD A21; Ex de IIB T4 Ex tD A21

11.3 "/287 mm
8.23 "/209 mm

8.86 "/ 
225 mm

9.84 "/ 
250 mm

0.51 "/ 
13 mm

10.04 "/ 
255 mm
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®

MODEL 151XST
HAZARDOUS LOCATION WARNING LIGHT

• Available in 12-24VDC, 120VAC and 240VAC

• 10,000 hour, high-intensity strobe produces 80FPM

• Operating Temperature: -67°F to 150°F; -55°C to 66°C

• Available in 3/4-inch NPT pipe mount or surface mount

• Dome guard included

• Indoor/outdoor use

• Type 4X, IP66, IP69K enclosure

• Marine Rated

• UL and cUL Listed for Class I, Division 2, Groups A, B, C 
 and D; Class II, Division 1, Groups E, F and G; and Class III

Glass Dome

Aluminum Base

Notification Circuit
Connection

Strobe Tube

Gasket

3/4" Pipe Mount

5.5"/139.7mm

9.25"/
235 mm

Dome Guard
(Included)

MODEL 154XST
HAZARDOUS LOCATION STROBE WARNING LIGHT

• Available in 24VDC

• 10,000 hour, high-intensity strobe tube produces 80FPM

• Operating Temperature: -67°F to 150°F; -55°C to 66°C

• Indoor/outdoor use

• Available in 3/4-inch NPT pipe mount or surface mount

• Type 4X, IP66, IP69K enclosure

• 4-wired supervised power circuit

• UL and cUL Listed for Class I, Division 2, Groups A, B, C  
 and D; Class II, Division 1, Groups E, F and G; and Class III

CSFM

Surface Mount Pipe Mount

2x 3/4" 
NPT 

Entry

8.18"/ 
207.8 mm

6.52" / 165.6 mm

Glass Dome

Aluminum Base

Aluminum
Base

Notification 
Circuit 
Connection

Strobe Tube

Gasket

3/4" Pipe Mount

5.5"/ 139.7 mm

9.25"/ 
235 mm

Glass Dome

Strobe Tube

Gasket

Power 
Wires

Dome Guard
(Included)

Dome 
Guard
(Included)

MODELS 154XSTHI & 154XSTHI-CN
HAZARDOUS LOCATION SUPERVISED STROBE WARNING LIGHT

• Available in 24VDC

• 10,000 hour, high-intensity strobe tube produces 60FPM

• Operating Temperature: -67F to 150F; -55C to 66C

• 4-wired supervised power circuit

• Indoor/outdoor use

• Available in 3/4-inch NPT pipe mount or surface mount

• Type 4X, IP66, IP69K enclosure

• Marine Rated

• UL and cUL Listed for Class I, Division 2, Groups A, B, C 
 and D; Class II, Division 1, Groups E, F and G; and Class III

Glass Dome

Aluminum Base

Notification Circuit
Connection

Strobe Tube

Gasket

3/4" Pipe Mount

5.5"/139.7mm

9.25"/
235 mm

Dome Guard
(Included)

Pipe mount shown. Also 
available in surface mount.

Pipe mount shown. Also 
available in surface mount.

Surface mount shown. Also 
available in Pipe mount.
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MODELS 191XL & 191XL-CN
HAZARDOUS LOCATION LED WARNING LIGHT 

• Flashing mode standard, configurable to steady-burn

• Available in 24VAC/DC, 120-240VAC and 277VAC

• 50,000 hour, vibration resistant LED lamp

• Operating Temperature: -58°F to 150°F; -50°C to 66°C

• Available in 3/4-inch NPT pipe mount or surface mount

• Dome guard included

• Type 4X, IP66, IP69K enclosure

• Marine Rated

• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D;  
Class II, Division 1, Groups E, F and G; and Class III

• 191XL-CN units are UL and cUL Listed for Class I, Zone 2, AEx nA IIC Gc; Zone 22 AEx tc IIIC Dc

MODELS 224XST
HAZARDOUS LOCATION SUPERVISED STROBE WARNING LIGHT

• Available in 24VDC

• 10,000 hour, high-intensity strobe tube produces 80FPM

• Operating Temperature: -40°F to 104°F; -40°C to 40°C

• Indoor/outdoor use

• 4-wired supervised power circuit

• Type 4X, IP66, IP69K enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D;  
Class II, Division 2, Groups F and G; and Class III

 3/4" NPT
Pipe  Mount

Aluminum  Base

Gasket

Glass  Dome

LED  Array

5.5"/140 mm

9.25" / 
235 mm

5.5"/ 139.7 mm

Outer Dome

Inner 
Fresnel Lens

Retaining 
Screw

Strobe
Tube

 NPT Pipe Mount 1/2"

7.5"/ 
190.5mm

CSFM

Pipe mount shown. Also 
available in surface mount.

®

MODEL 224XSTHI
HAZARDOUS LOCATION HEARING IMPAIRED STROBE WARNING LIGHT

•  Available in 24VDC

•  10,000 hour, high-intensity strobe tube produces 80FPM

• Operating Temperature: -40°F to 104°F; -40°C to 40°C

•  Indoor/outdoor use

•  4-wired supervised power circuit

• Type 4X, IP66, IP69K enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C 
and D; Class II, Division 2, Groups F and G; and Class III

5.5"/ 139.7 mm

Outer Dome

Inner 
Fresnel Lens

Retaining 
Screw

Strobe
Tube

 NPT Pipe Mount 1/2"

7.5"/ 
190.5mm

CSFM
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MODEL 225X
HAZARDOUS LOCATION ROTATING WARNING LIGHT

• Available in 120VAC

• 25 watt incandescent lamp

• Operating Temperature: -40°F to 104°F; -40°C to 40°C

• 1/2-inch pipe mount

•  Indoor/outdoor use

• Type 4X, IP66, IP69K enclosure

• UL and cUL Listed for Class I, Division 2,  
Groups A, B, C and D; Class II, Division 2,  
Groups F and G; and Class III

®

5.5 "/139.7 mm

Outer Dome

7.5 "/190.5 mm
Inner  

Fresnel Lens

Retaining 
Screw

Strobe Tube

1/2 " NPT Pipe Mount

MODELS 225XST / 225XST-I
HAZARDOUS LOCATION STROBE WARNING LIGHT 

• Available in 12-24VDC, 24VDC, 120VAC and 240VAC

• 10,000 hour, high-intensity strobe tube produces 80FPM

• Operating Temperature: -40°F to 104°F; -40°C to 40°C

• Model 225XST-I features a voltage in-rush limiting  
PCB design

• Type 4X, IP66, IP69K enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C 
and D; Class II, Division 2, Groups F and G; and Class III

MODEL 225XL
HAZARDOUS LOCATION LED WARNING LIGHT

• Flashing mode standard, field configurable to steady-burn

• Available in 24VAC/DC and 120-240VAC

• 50,000 hour, vibration-resistant LED lamp

• Operating Temperature: -58ºF to 150ºF; -50ºC to 66ºC

• Type 4X, IP66, IP69K enclosure

• Marine Rated

• UL and cUL Listed for Class I, Division 2, Groups A, B, C  
and D; Class II, Division Groups F and G; and Class I

1/2 " Pipe 
Mount

5.5 "/139.7 mm

7.5 "/190.5 mm

Outer Dome

Inner 
Fresnel Lens

LED Array
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MODEL 371LEDX
HAZARDOUS LOCATION ROTATING LED WARNING LIGHT 

• Available in 120VAC

• 50,000 hour LED

• Operating Temperature:  -31°F to 104°F; -35°C to 40°C

• Surface mount and integrated 1" NPT pipe mount

• Type 4X, IP66, IP69K enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C 
and D; Class II, Division 2, Groups F and G; and Class III

MODEL USIX
HAZARDOUS LOCATION  
UNISTAT™ STATUS INDICATOR 

• Available in 24VDC and 120VAC

• Tri or quad-color models

• 50,000 hour LED

• Operating Temperature: -40°F to 150°F; -40°C to 66°C

• Type 4X, IP66, IP69K enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C, D;  
Class II, Division 2, Groups F and G; and Class III

MODEL 371DST
HAZARDOUS LOCATION DOUBLE STROBE WARNING LIGHT 

• Available in 12-24VDC, 120VAC and 240VAC

• 10,000 hour strobe tube

• Operating Temperature: -31°F to 104°F; -35°C to 40°C

• Surface mount and integrated 1" NPT pipe mount

• Type 4X, IP66, IP69K enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C, D;  
Class II, Division 2, Groups F, G and Class III

9.25" /235 mm

3x  .281"
7 mm

30°

 6.25" /
158.7 mm

11.38" /
289 mm

1" NPT Pipe Mount

9.25" /235.0 mm

1" NPT 
Pipe Mount

3x .281"
7.1 mm

30°

6.25" /
158.8 mm

11.38" /
289.1 mm

Ceiling  Box

Gasket

Base

Guard

Clear  Glass
Dome

2.13"/
54.1  mm 1.15"/

29.2  mm

11.07"/
281.2  mm

4.54"/
115.3 mm

4.75"/
120.7 mm

4x  3/4" NPT 
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MODEL 27XL
EXPLOSION-PROOF LED WARNING LIGHT

• Available in 24VAC/DC and 120-240VAC

• Flashing or steady-burn mode

• 50,000 hour LED

• Operating Temperature Range: -67ºF to 150ºF; -55°C to 65°C

• 3/4" NPT pendant, ceiling and wall mount options available

• Dome guard optional

• Type 4X, IP66, IP69K enclosure

• Marine Rated

• UL and cUL Listed for Class I, Division 1 Groups C and D; Class I,  
Division 2, Groups A and B; Class II Division 1, Groups E, F and G; and Class III

MODEL 27XST
EXPLOSION-PROOF STROBE LIGHT

• Available in 24VDC, 120VAC and 240VAC

• 10,000 hour strobe tube produces 80FPM

• Operating Temperature Range:  -67ºF to 150ºF; -55°C to 65°C

• 3/4" NPT pendant, ceiling and wall mount options available

• Dome guard optional

• Type 4X, IP66, IP69K enclosure

• Marine Rated

• UL and cUL Listed for Class I, Division 1 and 2, Groups C and D; Class I,  
Division 2, Groups A and B; Class II Division 1, Groups E, F and G; and Class III

5.25 "/133 mm

2X
ø0.27
[ø7]

View A-A
4.63 "/
117 mm
Min. bolt
 circle

Wall 
Mount
Bracket

14.81 "/ 376 mm

15
.4

8
"/ 

39
3 

m
m

10.41 "/ 264 mm
0.38 "/10 mm

4X 3/4 " NPT

1-1/4 " NPT A

A

Fresnel Lens

Glass Dome

 1
1.

37
"/ 

28
9 

m
m

ø8.82 "/ 224 mm

High Intensity
LED Array

Cast Aluminum
Corrosion-Resistant

Explosion-Proof
Housing

Standard
LED
Model

3/4 "
NPT

ø8.80"/ 224 mm

 1
4.

5
4"

/ 3
69

 m
m

Pendant
Mount

Ceiling
Mount

 1
4.

26
"/ 

36
2 

m
m

0.30 "/8 mm
4X
3/4 " 
NPT

6.92 "/176 mm

4X
0.31 "
8mm

View A-A

6.03 "/
ø153mm
Min. bolt
 circle

AA

3/4 "
NPT

ø8.80"/ 224 mm

 1
4.

54
"/ 

36
9 

m
m

MODEL 27XST-024*-4-MOD
EXPLOSION-PROOF STROBE WARNING LIGHT

• Available in 24VDC

• 10,000 hour, high-intensity strobe tube produces 80FPM

• Operating Temperature Range: -67ºF to 150ºF; -55°C to 65°C

• Indoor/outdoor use

• Type 4X, IP66, IP69K enclosure

• 3/4" NPT pendant, ceiling and wall mount options available

• 4-wired supervised power circuit

• UL and cUL Listed for Class I, Division 1 and 2, Groups C and D; Class I,  
Division 2, Groups A and B; Class II, Division 1, Groups E, F and G; and Class III

CSFM

CSFM

Shown with pendant mount

Shown with pendant mount

Shown with ceiling mount

 1
4.

26
"/

 3
62

 m
m

0.30"/ 7.6 mm
4X

3/4" 
NPT
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MODEL 121X 
EXPLOSION-PROOF INCANDESCENT ROTATING LIGHT

• Available in 24VDC

• 800 hour incandescent light produces 90 rotations per minute

• Operating Temperature Range: -67Fº to 150Fº; -55ºC to 65ºC

• Indoor/outdoor use

• Type 4X, IP66, IP69K enclosure

• 3/4" NPT pendant, ceiling and wall mount options available

• Marine Rated

• UL and cUL Listed for Class I, Division 1 and 2, Groups C and D; 
Class II, Division 1, Groups E, F and G; and Class III

MODEL 24XST
EXPLOSION-PROOF SUPERVISED STROBE LIGHT

• Available in 24VDC

• 10,000 hour, high-intensity strobe tube produces 60FPM

• Operating Temperature Range:  -67ºF to 150ºF; -55°C to 65°C

• Indoor/outdoor use

• Type 4X, IP66, IP69K enclosure

• 4-wired supervised power circuit

• 3/4" NPT pendant, ceiling and wall mount options available

• Marine Rated

•  UL and cUL Listed for Class I, Division 1 and 2, Groups C and D; Class I,  
Division 2, Groups A and B; Class II, Division 1, Groups E, F and G; and  
Class III

Shown with ceiling mount

 1
4.

26
"/

 3
62

 m
m

0.30"/ 7.6 mm
4X

3/4" 
NPT

CSFM

3/4 "
NPT

ø8.80"/ 224 mm

 1
4.

54
"/ 

36
9 

m
m

Shown with pendant mount

MODELS 24XSTHI & 24XSTHI-CN
EXPLOSION-PROOF HEARING IMPAIRED SUPERVISED STROBE LIGHT

• Available in 24VDC

• 10,000 hour strobe tube produces 80FPM

• Operating Temperature Range: -67ºF to 150ºF; -55ºC to 66ºC

• Indoor/outdoor use

• Type 4X, IP66, IP69K enclosure

• 3/4" NPT pendant, ceiling and wall mount options available

• Marine Rated

• UL and cUL Listed for Class I, Division 1 and 2, Groups C and D;  
Class II, Division 1, Groups E, F and G; and Class III

Shown with pendant mount

3/4"
NPT

ø8.80"/ 224 mm

 1
4.

54
"/ 

36
9 

m
m
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MODELS FSEX & FSEXHI
EXPLOSION-PROOF STROBE LIGHT
• Available in 24VDC

• 10,000 hour strobe tube

• Operating Temperature: -67°F to 50ºF; -55°C to 65°C

• 3/4" NPT pendant, ceiling and wall mount options

• FSEX-HI is rated for UL 1971 (hearing-impaired)

• UL and cUL for Class I, Division 1, Groups C and D;  
Class II, Division 1, Groups E, F and G; Class I, Division 2,  
Groups A, B; and Class III

Shown with pendant mount

3/4"
NPT

ø8.80"/ 224 mm

 1
4.

54
"/ 

36
9 

m
m

CSFM

IP
RATING

66

66

66/69K

66/69K

66/69K

CERTIFICATIONS  
PRODUCTS 

G-LED

G-STR

WV450XD & 
WV450XE

2000 - LEDD,
XEN1 & XEN4

151XST

154XST

154XSTHI & 
154XSTHI-CN

ABS CSFM

66/69K

66/69K

RANGE CERTIFICATIONS
BEACONS, LIGHTS, and STROBES
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RANGE CERTIFICATIONS
BEACONS, LIGHTS, and STROBES

IP
RATING

66/69K

66/69K

66/69K

66/69K

66/69K

66/69K

CERTIFICATIONS  
PRODUCTS 

191XL & 191XL-CN

224XST

224XSTHI

225X

225XL

225XST & 
225XST-I

ABS CSFM

66/69K

66/69K

66/69K

371DST

USIX 

371LEDX

66/69K

66/69K

66/69K

66/69K

66/69K

66/69K

27XL

121X

27XST & 
27XST-024*-4-MOD

24XST

24XSTHI &  
24XSTHI-CN

FSEX & FSEX-HI 
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MODELS 31X / 41X
EXPLOSION-PROOF VIBRATING HORN

•  31X is available in 120VAC and 240VAC; 41X is available in 24VDC

•  Operating Temperature: -31°F to 150°F; -35°C to 66°C

•  Corrosion resistant cast aluminum housings

•  3/4-inch pipe or surface mount

•  Produces 100 dBa @ 10' (110 dBa @ 1m)

•  UL and cUL Listed for Class I, Division 1, Groups C and D; Class II,  
Division 1, Groups E, F and G; and Class III

6.5"/
 

165.1 mm

7.625"  
193.68 mm

6.5" 165.1mm

Die Cast 
Zinc Grille

Cast Aluminum 
Corrosion- Resistant 
Housing

3/4 " / 19 mm  
NPT 

3/4" / 19 mm  NPT 

6.5" 165.1mm

6.5"/
 

165.1 mm

7.625"  
193.68 mm

6.5" 165.1mm

Die Cast 
Zinc Grille

Cast Aluminum 
Corrosion- Resistant 
Housing

3/4 " / 19 mm  
NPT 

3/4" / 19 mm  NPT 

6.5" 165.1mm

MODEL 350WBX
HAZARDOUS LOCATION ELETRO-MECHANICAL HORN
• Available in 120VAC and 240VAC  

• Operating Temperature: -65°F to 104°F; -54°C to 40°C

• Produces 100 dBa @ 10' (110 dBa @ 1m)

• Surface, flush or semi-flush mounting

• Type 4X, IP66, IP69K enclosure

• UL and cUL Listed for Class I, Division 2;  
Class II, Division 2; Class III

MODEL 450EWBX
HAZARDOUS LOCATION ELECTRONIC HORN

•  Corrosion resistant non-metallic housing

•  Available in 12-24VDC

•  Operating Temperature: -65°F to 150°F; -54°C to 66°C

•  94-99 dBa @ 10' (104-109 dBa @ 1m)  
depending on operating voltage, no duty cycle

•  Four wire terminal block and supervisory diode

•  Type 4X, IP66, IP69K enclosure

• Marine Rated

•  UL and cUL Listed for Class I, Division 2, Groups A, B, C, and D; 
Class II, Division 2, Groups F and G; Class III

•  450E horn is UL and ULC Canadian Listed for Fire Alarm use

3X 1/2" NPT entry

1.88 "/ 
47.6 mm

2X .32 "/ 
8.2 mm

5.00"/ 127.0 mm

5.69"/ 1 44.5 mm

3.88 "/ 
98.6 mm

.19"/ 4.8 mm

1.06 "/ 
27.0 mm

4.39 "/ 
111.5 mm

®

®

6.02" / 152.9 mm

4.53" / 115.1 mm

4.53" / 
115.1 mm
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MODEL FHEX
EXPLOSION-PROOF  
VIBRATING HORN
• Available in 24VDC

• Produces 99 dBa @ 10' (109 dBa @ 1m)

• Operating Temperature: -31°F to 150°F; -35°C to 66°C

• UL and cUL Listed for Class I, Division 1, Groups C & D; 
Class II, Division 1, Groups E, F, and G; and Class III

6.5"/
 

165.1 mm

7.625"  
193.68 mm

6.5" 165.1mm

Die Cast 
Zinc Grille

Cast Aluminum 
Corrosion- Resistant 
Housing

3/4 " / 19 mm  
NPT 

3/4" / 19 mm  NPT 

6.5" 165.1mm

6.5"/
 

165.1 mm

7.625"  
193.68 mm

6.5" 165.1mm

Die Cast 
Zinc Grille

Cast Aluminum 
Corrosion- Resistant 
Housing

3/4 " / 19 mm  
NPT 

3/4" / 19 mm  NPT 

6.5" 165.1mm

CSFM

MODEL SSTX3-MV
EXPLOSION-PROOF ELECTRONIC SIREN

•  Multi-voltage design accepts 24VDC, 120VAC or 240VAC

•  Operating Temperature: -67°F to 151°F; -55°C to 66°C

•  Produces three remotely selectable tones: Wail, Yelp and Horn

•  101-108 dBa @ 10' (111-118 dBa @ 1m) depending on tone

•  Type 4X, IP66 enclosure

•  UL and cUL Listed for Class I, Division 1, Groups B, C and D; Class I, 
Division 2, Group A; Class II, Division 2, Groups F and G; and Class III

Spun 
Aluminum 
Projector

Adjustable 
Mounting 
Bracket

Cast Aluminum 
Explosion Proof 
Housing

16.3 "/414 mm

13.1 "/
332 mm

17 "/
431 mm

5.53 "/
140 mm

2.47 "/
63 mm

0.53 "/
13 mm

1.5 "/
38 mm

Mounting 
Bracket Detail

Spun 
Aluminum 
Projector

Adjustable 
Mounting 
Bracket

Cast Aluminum 
Explosion Proof 
Housing

16.3 "/414 mm

13.1 "/
332 mm

17 "/
431 mm

5.53 "/
140 mm

2.47 "/
63 mm

0.53 "/
13 mm

1.5 "/
38 mm

Mounting 
Bracket Detail

MODEL SST3GCX-MV
HAZARDOUS LOCATION ELECTRONIC SIREN

• Multi-voltage design accepts 24VDC or 120/240VAC

• Operating Temperature:-67°F to 150°F; -55°C to 66°C

• Produces up to 110.5 dBa at 10'  
(120 dBa at 1M)

• Produces three tones: Wail, Yelp, and Horn

• Type 4X , IP66, IP69K enclosure

• UL and cUL Listed for Class I, Division 2, 

Groups A, B, C and D; Class II, Division 2, 

Groups F & G; Class III

10.0"/ 254.0 mm

 

3.38" 
85.9 mm

4.9 "/ 124.5 mm

5.5"/ 139.7 mm 

6.0"/ 152.4 mm

Spun 

Conduit 
Entrance

Full Horn
Rotation

Aluminum 
Projector

4X Ø 0.20"/ 
5.1 mm

10.2 "/ 259.1 mm 

5.63"/
143.0 mm

13.9"/ 
353.1 mm
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MODELS 110-120 / ES SERIES
HAZARDOUS AREA  
MARINE AND INDUSTRIAL 
LOUDSPEAKERS

• 8 watt versions produce 100-114dBa @ 1m  
(model dependent)

• 15 watt versions produce 103-118dBa @ 1m  
(model dependent)

• 25 watt versions produce 116-125dBa @ 1m  
(model dependent)

• Integrated Speaker Monitoring and 
remote Tapping (I.S.M.T.)

• IP66 enclosure

• 120 and ES4, ES5 are IECEx, INMETRO 
and EAC only

• Zone 1 IIB and IIC approved

MODELS P-LS2B / P-LS2C
FLAMEPROOF CORROSION RESISTANT ZONE 1 LOUDSPEAKER

•  Corrosion resistant anti-static GRP (Glass-Reinforced Polyester) design

•  Stainless steel universal mounting bracket and hardware

•  10 preset power taps from 25 to 0.2 watts

•  Two M20 x 1.5mm threaded conduit entries

•  IP66 enclosure

•  (P-LS2B) ATEX Zone 1 Rated Gas Group IIB

•  (P-LS2C) ATEX Zone 1 Rated Gas Group IIC

• 8 Ohms models P-LS2B-8 and P-LS2C-8

12.55” / 318.8 mm 

1.18” / 30 mm 

.59” / 15 mm 

.71” /
18 mm 

Gland
 Entry
2X M20

9.15” / 232.4 mm

1.18” / 
30 mm

1.18” / 
30 mm

Center Hole
.51” / 13 mm

Mounting Hole
 2X .28” / 7 mm

Standard 
mounting 

plate  
included

12.55” / 318.8 mm 

1.18” / 30 mm 

.59” / 15 mm 

.71” /
18 mm 

Gland
 Entry
2X M20

9.15” / 232.4 mm

1.18” / 
30 mm

1.18” / 
30 mm

Center Hole
.51” / 13 mm

Mounting Hole
 2X .28” / 7 mm

Standard 
mounting 

plate  
included

2 M20  
Gland Entries

2 Mounting Holes    
0.28" / 7.11 mm

9.02"  / 229.10 mm
12.4" / 315 mm

6.14" / 156 mm

2 Mounting Holes  
0.28”/ 7 mm

9.45" / 240.02 mm

2 M20  
Gland Entries

7.32" / 186 mm

2 M20  
Gland Entries

2 Mounting Holes  
0.28"  / 7.11 mm

5.16"/ 
131 mm

5.55” / 141 mm

25W

15W

8W
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MODELS 300GCX / 302GCX
HAZARDOUS LOCATION SPEAKER AMPLIFIER

• Available in 24VAC/DC, 120VAC and 240VAC

• Operating Temperature:  -67°F to 150°F; -55°C to 66°C

• Built-in gain control (volume)

• 300GCX produces 0-110 dBa @ 10 feet (0-120 dBa @ 1m)

• 302GCX produces 0-114 dBa @ 10 feet (0-124 dBa @ 1m)

• Type 4X, IP69K enclosure

• UL Fire Listed

• UL and cUL Listed for Class I, Division 2, Groups A, B, C  
and D; Class II, Division 2, Groups F and G ; and Class III

• CN models are UL and cUL Listed for Class I, Zone 2,  
AEx nA IIC Gc; Class II, Zone 22 AEx tc IIIC Dc

MODEL 310X-MV
HAZARDOUS LOCATION 
TWO-WAY INTERCOM

• Multi-voltage design accepts 24VDC, 120VAC 
and 240VAC

• Heavy-duty industrial intercom for indoor or 
outdoor applications

• Type 4X, IP65 enclosure

• UL and cUL Listed for Class I, Division 2, Group 
A, B, C and D; Class II, Division 2, Groups F and 
G. Class III

12.25" /
311.2  mm

8.25" /209.6 mm

 

6" /152.4 mm

Full 
Speaker 
Rotation

5.63" /
143  mm

7.94" /201.7 mm

Spun 
Aluminum 
Projector

Re-entrant
Trumpet
Horn-Type 
Loudspeaker

MODEL SHOWN 300GCX,
304GCX AND AM300GCX

CSFM

®

6.5"/ 1
65.1 mm5"/ 127 mm

Call Button

Volume 
Control

Speaker/
Microphone

Listen/Talk
Switch

9.88"/ 
251 mm
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MODELS 304GCX / 314GCX
PUBLIC ADDRESS HAZARDOUS  
LOCATION AMPLIFIED SPEAKER

• Available in 24VDC

• Operating Temperature:  -40°F to 150°F; -40°C to 66°C

• Built-in gain control (volume)

• 304GCX produces 0-108 dBa @ 10' (0-118 dBa @ 1m) on axis  
314GCX produces 0-112 dBa @ 10' (0-122 dBa @ 1m) on axis

• Type 4X, IP69K enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D; Class II, 
Division 2, Groups F and G; and Class III

• ULC Canadian Fire Listed models available (-CN) 

10.5" /266.7  mm

6" /152.4  mm

5.63" /
143 mm

11" /279.4  mm

 

Full 
Speaker 
Rotation

14" /
355.6  mmSpun 

Aluminum 
Projector

Re-entrant
Trumpet
Horn-Type 
Loudspeaker

MODELS AM300GCX / AM302GCX
PUBLIC ADDRESS HAZARDOUS LOCATION SPEAKER

• Transformer coupled 

• 25 or 70 Vrms 

• Operating Temperature: -40°F to 150°F; -40°C to 66°C

• Re-entrant horn design 

• Type 4X, IP69K enclosure 

• UL Fire Listed

• UL and cUL Listed for Class I, Division 2,  
Groups A, B, C and D; Class II, Division 2, Groups F and G ; and Class III

CSFM

MODEL SHOWN 302GCX, 
314GCX AND AM302GCX

12.25" /
311.2  mm

8.25" /209.6 mm

 

6" /152.4 mm

Full 
Speaker 
Rotation

5.63" /
143  mm

7.94" /201.7 mm

Spun 
Aluminum 
Projector

Re-entrant
Trumpet
Horn-Type 
Loudspeaker

MODEL SHOWN 300GCX,
304GCX AND AM300GCX

CSFM



AUDIBLE SIGNALING

21

MODEL AM15XD2
HAZARDOUS LOCATION  
PUBLIC ADDRESS SPEAKER
• 8 Ohm, 15 watt

• 1/2" conduit openings

• Type 4X, IP66, IP69K enclosure 

• UL and cUL Listed for Class 1, Division 2, Groups A,B,C, 
and D; Class II, Division 2, Groups F & G; and Class III

MODELS 300X / 302X
EXPLOSION-PROOF AMPLIFIED SPEAKER

• Available in 24VAC/DC and 120/240VAC

• Operating Temperature: -67°F to 151°F; -55°C to 66°C

• Digital Signal Amplification

• Fused input and output

• Built-in gain control

• 300X produces 0-110 dBa @ 10' (0-120 dBa @ 1m)

• 302X produces 0-114 dBa @ 10' (0-124 dBa @ 1m)

• Type 4X, IP66 enclosure

• UL Fire Listed

•  UL and cUL Listed for Class I, Division 1, Groups B, C, and D; Class I, Division 2,  
Groups A, B, C, and D; Class II, Division 2, Groups F and G; and Class III 

Spun 
Aluminum 
Projector

Adjustable 
Mounting 
Bracket

Cast Aluminum 
Explosion Proof 
Housing

16.3"/414 mm

13.1"/
332 mm

17"/
431 mm

5.53 "/
140 mm

2.47 "/
63 mm

0.53 "/
13 mm

1-1/2 "/
38 mm

Mounting 
Bracket Detail

MODEL SHOWN  
AM15XD2

MODEL SHOWN  
300X, 304X AND  
AM300X

CSFM

5.63"/
143 mm

8.25"/209.6 mm

 

6.0"/ 152.4 mm

Plug-In Tone 
Module
(purchased 
separately)

Reentrant 
Trumpet-Type 
Loudspeaker

Spun 
Aluminum 
Projector

7.94"/201.7 mm

Full
Speaker
Rotation

12
.2

5”
/ 3

11
.2

 m
m

MODELS 304X / 314X 
EXPLOSION-PROOF AMPLIFIED SPEAKER

• Available in 24VDC 

• Operating Temperature: -40°F to 150°F; -40°C to 66°C

• Digital signal amplification

• Fused input and output

• 304X produces 0-108 dBa @ 10' (0-118 dBa @ 1m) on axis

• 314X produces 0-112 dBa @ 10' (0-122 dBa @ 1m) on axis

• 4-wire supervised power circuit

• Type 4X, IP66 enclosure

• UL and cUL Listed for Class I, Division 1, Groups B, C and D; Class I, Division 2, 
Groups A, B, C and D; Class II, Division 2, Groups F and G; and Class III

• UL Fire Listed and ULC Canadian Fire Listed models

Spun 
Aluminum 
Projector

Adjustable 
Mounting 

Bracket

Cast Aluminum 
Explosion Proof 
Housing

19.5 "/495 mm

16.7 "/
424 mm

18.8 "/
477 mm

5.53 "/
140 mm

2.47 "/
63 mm

0.53 "/
13 mm

1.5 "/
38 mm

Mounting 
Bracket Detail

MODEL SHOWN  
302X, 314X AND 
AM302X

MODELS 304X / 314X 
AND AM300X/AM302X

CSFM
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MODEL SHOWN  
302X, 314X AND 
AM302X

MODEL SHOWN  
ASHX AND ASUX

MODEL SHOWN  
ASHH AND ASUH

CSFM

MODELS AM300X / AM302X 
EXPLOSION-PROOF PUBLIC ADDRESS SPEAKER

• 25 or 70 Vrms

• Transformer coupled

• Re-entrant horn design

• AM300X produces 106dBa @ 10' (116dBa @ 1m) on axis

• AM302X produces 112dBa @ 10' (122dBa @ 1m) on axis

• Type 4X, IP65 enclosure

• UL and cUL Listed for Class I, Division 1, Groups B, C and D; Class 1,  
Division 2 Groups A, B, C and D; Class II, Division 2, Groups F and G; and Class III

• UL Fire Listed

MODELS ASHX AND ASUX 
EXPLOSION-PROOF AMPLIFIED SPEAKERS

• 24VDC

• Built-in gain control

• Four wire supervisable power circuit

• Swivel mount bracket

• NEMA 4X, IP65 enclosure

• UL Listed for Class I, Division 1,  
Groups B, C & D; Class I, Division 2, 
Group A; Class II, Division 2, Groups  
F & G; Class III

MODELS ASHH AND ASUH 
HAZARDOUS LOCATION AMPLIFIED SPEAKERS

• 24VDC

• Four wire supervisable power circuit

• Reliable, solid-state circuitry

• Digital signal amplification

• Fused input and output

• Built-in gain control

• External mounting tabs

• Type 4X enclosure

• UL Listed for Class I, Division 2, 
Groups A, B, C and D; Class II,  
Division 2, Groups F & G; and Class III

CSFM

CSFM

ASHX

ASUX

Cast 
Aluminum 
Explosion 

Proof 
Housing

Adjustable 
Mounting 
Bracket

16.3"/414 mm

13.1"/
332 mm

17"/
431 mm

19.5"/496 mm

16.7"/
425 mm

18.8"/
478 mm

0.53"/
13 mm

1.5"/
38 mm

5.53"/
140 mm

2.47"/
63 mm

Mounting Bracket Detail

Cast 
Aluminum 
Explosion 

Proof 
Housing

Adjustable 
Mounting 
Bracket

Spun 
Aluminum 
Projector

Spun 
Aluminum 
Projector

8.5"/216 mm

7.9" / 200 mm

9.9"/252 mm

 

4.9" / 125 mm

10.2"/258 mm

6.0" /152 mm

ASHH ASUH

Plug-in Tone 
Module    

(purchased 
separately)

Reentrant 
Trumpet-Type 
Loudspeaker

Spun 
Aluminum 
Projector

12
.4

"/
31

4 
m

m

Full 
Speaker 
Rotation

13
.9

"/
35

3 
m

m

Full 
Speaker 
Rotation
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HAZARDOUS LOCATION SIGNALING

MODEL MPEX
EXPLOSION-PROOF  
FIRE ALARM PULL STATION

• Available in 120VAC

• Highly visible red enclosure

• Two step process: Lift cover and pull down ring to activate

• 2 – 3/4" NPT conduit entries

• Type 7 for Groups C and D; Type 9 for Groups E, F and G

• UL Listed for Class I, Division 1, Groups C & D; Class II, Division 1, Groups E, F and G; and Class III

CSFM

MODEL LHWB
HAZARDOUS LOCATION LIGHT MOUNTING KIT

IDEAL FOR USE WITH MODELS 151XST, 154XST, 191XL, 224XST,  
224XST-HI, 225X, 225XL, 225XST, 225XST-I, 371LEDX
• Easy installation

• For wall mount applications

• Replaces unsightly and hazardous makeshift supports

• Provides 3/4" NPT standard pipe mount 

• Adapter bushings available 3/4"- 1/2" and 3/4"- 1"

• Type 4X, IP66 enclosure

• UL and cUL Listed for Class I, Division 2, Groups A, B, C and D; Class II, Groups E, F and G; and Class III

MODEL SSM
SYNCHRONOUS STROBE MODULE

IDEAL FOR USE WITH MODELS 151XST, 154XST, 224XST,  
224XST-HI, 225XST, 225XST-I, 27XST, 24XST

•  Synchronizes strobe lights to 72 flashes per minute

• 24VDC operating voltage

• Safe area installation only, but compatible with all hazardous  
 and explosion proof strobe signals

• Mounts on double-gang electrical box

• UL1971 Approved for hearing impaired applications

• Polarized design allows for remote supervision

• Compatible with select Federal Signal strobe lights
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450EWBX

G-SPA

G-SPK

G-SND

31X / 41X

SSTX3-MV

SST3GCX-MV

P-LS2B /  
P-LS2C

110 / ES1 -  
8W & 15W

120 / ES4 /  
ES5 - 25W

RANGE CERTIFICATIONS
AUDIBLE SIGNALS

66/69K

66/69K

66/69K

IP
RATINGABSCERTIFICATIONS 

PRODUCTS CSFM

FHEX

310X-MV

66

66

66

66

65

350WBX
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RANGE CERTIFICATIONS
AUDIBLE SIGNALS

IP
RATINGABSCERTIFICATIONS 

PRODUCTS CSFM

300GCX / 300GCX-CN / 
302GCX / 302GCX-CN

304GCX / 304GCX-CN / 
314GCX / 314GCX-CN

AM300GCX / 
AM302GCX

300X / 302X

AM300X / AM302X

304X / 304X-CN / 
314X / 314X-CN

66

66/69K

66/69K

66/69K

66

66

66

66ASHX  / ASUX 

ASHH / ASUH 

MPEX

AM15XD2 66/69K
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NEC Ratings For Federal Signal Products  –  National Electrical Code

Type Indicates

1 General Purpose, Indoor — To prevent accidental contact of personnel with the enclosed equipment 
in areas where unusual service conditions do not exist. Provides protection against falling dirt.

2 Drip-Proof, Indoor — Similar to Type 1, but also protects against falling non-corrosive liquids and 
falling dirt. Drainage provisions provided.

3 Dust-Tight, Rain-Tight, Sleet-Resistant, Outdoor — Protected against windblown dust and water. 

3R Rainproof, Sleet-Resistant, Outdoor — Protected against rain. 

3S Dust-Tight, Rain-Tight and Sleet-Proof, Outdoor — Protected against windblown dust and water, 
remains operable when covered by external ice or sleet. (Not protected against internal icing.)

4 Water-Tight and Dust-Tight, Indoor and Outdoor — Protected against wind-blown dust and rain, 
splashing water, seepage water, falling or hose-directed water, and severe external condensation. 
Mountings are external to cavity.

4X Water-Tight, Dust-Tight, Indoor and Outdoor — Same as Type 4 but also corrosion-resistant. 
Passes 200 hour salt spray (fog) test.

NEMA Ratings  –  National Electrical Manufacturers Association

 Prefix First #  Solids
 IP 0  No Protection
 IP 1  Over 50mm
 IP 2  Over 12mm
 IP 3  Over 2.5mm
 IP 4  Over 1.0mm
 IP 5  Dust, limited ingress from all directions
 IP 6  Total protection against dust
 Prefix Second #  Water
 IP 0  No Protection
 IP 1  Dripping
 IP 2  Dripping when tilted up to 15°
 IP 3  Spraying when tilted up to 60°
 IP 4  Splashing
 IP 5  Low pressure jets
 IP 6  Strong jets
 IP 7  Temporary immersion
 IP 8  Prolonged immersion
 IP 9K Close range high-pressure and temperature
   spray-down

IP Ratings  –  Ingress Protection

CLASS GROUP ATMOSPHERES CONTAINING: DIVISION 1 DIVISION 2

I A Acetylene 121X, 24XST, 24XSTHI, 27XST, 27XL, FSEX, FSEX-HI, 151XST, 154XST, 
154XSTHI, 191XL, 224XST, 224XST-HI, 225X, 225XL, 225XST, 
225XST-I, USIX, 371DST, 371LEDX, 300X, 302X, AM300X, AM302X, 
304X, 314X, 31X, 41X, FHEX, SSTX3-MV, ASHX, ASUX, 300GCX, 
302GCX, 304GCX, 314GCX, AM15XD2, AM300GCX, AM302GCX, 
SST3GCX-MV, ASHH, ASUH, 350WBX, 450EWBX, E1, E2, 310X-MV, 
G-LED, G-STR, G-SND, G-SPK, G-SPA

I B Butadiene, Ethylene Oxides, Hydrogen, 
manufactured gases containing more than 30% 
Hydrogen (by volume), or Propylene Oxide.

300X, 302X, 304X, 314X, 
AM300X, AM302X, 
SSTX3-MV, ASHX, ASUX

121X, 24XST, 24XSTHI, 27XST, 27XL, FSEX, FSEX-HI, 151XST, 154XST, 
154XSTHI, 191XL, 224XST, 224XST-HI, 225X, 225XL, 225XST, 
225XST-I, USIX, 371DST, 371LEDX, 300X, 302X, AM300X, AM302X, 
304X, 314X, 31X, 41X, FHEX, SSTX3-MV, ASHX, ASUX, 300GCX, 
302GCX, 304GCX, 314GCX, AM15XD2, AM300GCX, AM302GCX, 
SST3GCX-MV, ASHH, ASUH, 350WBX, 450EWBX, E1, E2, 310X-MV, 
G-LED, G-STR, G-SND, G-SPK, G-SPA

I C Acetaldehyde, Cyclopropane, Diethyl Ether, 
Ethylene or Unsymmetrical Dimethyl Hydrazine 
(UDMH)

121X, 24XST, 24XSTHI, 
27XST, 27XL, 300X, 
302X, 304X, 31X, 314X, 
41X, AM300X, ASHX, 
ASUX, AM302X, FSEX, 
FSEX-HI, MPEX, E1, 
SSTX3-MV

121X, 24XST, 24XSTHI, 27XST, 27XL, FSEX, FSEX-HI, 151XST, 154XST, 
154XSTHI, 191XL, 224XST, 224XST-HI, 225X, 225XL, 225XST, 
225XST-I, USIX, 371DST, 371LEDX, 300X, 302X, AM300X, AM302X, 
304X, 314X, 31X, 41X, FHEX, SSTX3-MV, ASHX, ASUX, 300GCX, 
302GCX, 304GCX, 314GCX, AM15XD2, AM300GCX, AM302GCX, 
SST3GCX-MV, ASHH, ASUH, 350WBX, 450EWBX, E1, E2, 310X-MV, 
G-LED, G-STR, G-SND, G-SPK, G-SPA

I D Acetone, Acrylonitrile, Ammonia, Benzene, Butane 
Butanol (Butyl Alcohol), Butanol (Secondary 
Butyl Alcohol), N-Butyl Acetate, Isobutyl Acetate, 
Ethane, Ethanol (Ethyl Alcohol), E Ethylene 
Dichloride, Gasoline, Heptanes, Hexanes, Isoprene 
Methane (Natural Gas), Methanol Ethyl Ketone, 
Methyl Isobutyl Ketone, Methyl Propanol (Isobutyl 
Alcohol), Methyl Propanol (Certiary Butyl Alcohol), 
Petroleum Naphtha, Octanes, Pentanes, Pentanol 
(Amyl Alcohol), Propane, Propanol (Propyl Alcohol), 
Propanol (Isopropyl Alcohol), Propylene, Styrene, 
Toluene, Vinyl Acetate, Vinyl Chloride or Xylenes.

121X, 24XST, 24XSTHI, 
27XST, 27XL, 300X, 
302X, 304X, 31X, 314X, 
41X, AM300X, ASHX, 
ASUX, AM302X, FSEX, 
FSEX-HI, MPEX, E1, 
SSTX3-MV

121X, 24XST, 24XSTHI, 27XST, 27XL, FSEX, FSEX-HI, 151XST, 154XST, 
154XSTHI, 191XL, 224XST, 224XST-HI, 225X, 225XL, 225XST, 
225XST-I, USIX, 371DST, 371LEDX, 300X, 302X, AM300X, AM302X, 
304X, 314X, 31X, 41X, FHEX, SSTX3-MV, ASHX, ASUX, 300GCX, 
302GCX, 304GCX, 314GCX, AM15XD2, AM300GCX, AM302GCX, 
SST3GCX-MV, ASHH, ASUH, 350WBX, 450EWBX, E1, E2, 310X-MV, 
G-LED, G-STR, G-SND, G-SPK, G-SPA

II E Metal Dust including Aluminum, Magnesium and 
their commercial alloys, and other metals of similar 
hazardous characteristics

24XST, 24XSTHI, 121X, 
151XST, 154XSTHI, 
191XL, 27XST, 27XL, 31X, 
41X, MPEX, E1, 154XST, 
FSEX, FSEX-HI, FHEX

II F Carbon Black, Charcoal, Coal or Coke Dust 24XST, 24XSTHI, 121X, 
151XST, 154XSTHI, 
191XL, 27XST, 27XL, 31X, 
41X, MPEX, E1, 154XST, 
FSEX, FSEX-HI, FHEX

121X, 24XST, 24XSTHI, 27XST, 27XL, FSEX, FSEX-HI, 151XST, 154XST, 
154XSTHI, 191XL, 224XST, 224XST-HI, 225X, 225XL, 225XST, 
225XST-I, USIX, 371DST, 371LEDX, 300X, 302X, AM300X, AM302X, 
304X, 314X, 31X, 41X, FHEX, SSTX3-MV, ASHX, ASUX, 300GCX, 
302GCX, 304GCX, 314GCX, AM15XD2, AM300GCX, AM302GCX, 
SST3GCX-MV, ASHH, ASUH, 350WBX, 450EWBX, E1, E2, 310X-MV, 
G-LED, G-STR, G-SND, G-SPK, G-SPA

II G Flour, Starch, Wood or Grain Dust 24XST, 24XSTHI, 121X, 
151XST, 154XSTHI, 
191XL, 27XST, 27XL, 31X, 
41X, MPEX, E1, 154XST, 
FSEX, FSEX-HI, FHEX

121X, 24XST, 24XSTHI, 27XST, 27XL, FSEX, FSEX-HI, 151XST, 154XST, 
154XSTHI, 191XL, 224XST, 224XST-HI, 225X, 225XL, 225XST, 
225XST-I, USIX, 371DST, 371LEDX, 300X, 302X, AM300X, AM302X, 
304X, 314X, 31X, 41X, FHEX, SSTX3-MV, ASHX, ASUX, 300GCX, 
302GCX, 304GCX, 314GCX, AM15XD2, AM300GCX, AM302GCX, 
SST3GCX-MV, ASHH, ASUH, 350WBX, 450EWBX, E1, E2, 310X-MV, 
G-LED, G-STR, G-SND, G-SPK, G-SPA

III All models approved for Class I and II are also 
approved for use in Class III
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ATEX / IECEx Ratings for Federal Signal Products

MODEL
ZONE 1  
GAS GROUP

ZONE 21 
DUST GROUP

ATEX IECEX

G-STR IIC IIIC X X

G-LED IIC IIIC X X

G-SPK, G-SPA, G-SND IIC IIIC X X

120, ES4, ES5 IIB X X

110, ES1 IIB or IIC X

P-LS2B IIB+H2 IIIC X X

P-LS2C IIC IIIC X X

WV450X, WV450XL IIB+H2 X X

2000 Series IIB IIIB X X

NEC Zone Ratings for Federal Signal Products  –  National Electrical Code

MODEL
ZONE 1  
GAS GROUP

ZONE 21  
DUST GROUP

ZONE 2  
GAS GROUP

ZONE 22  
DUST GROUP

G-STR* IIC IIIC

G-LED* IIC IIIC

G-SPK*, G-SPA*, G-SND* IIC IIIC

300GCX-CN IIC IIIC

302GCX-CN IIC IIIC

191XL-CN IIC IIIC

*Excludes Ex de configurations
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F E A T U R E S

Federal Signal’s multi-purpose Break Glass Call Points are compatible with a wide range of flameproof and hazardous 
location applications.  These models feature a UV stable, heat, impact and corrosion resistant, anti-static GRP (Glass 
Reinforced Polyester) housing. Call Points are ideal for both onshore and offshore applications for activating emergency 
equipment, audible and visual signals or control panel notification or Fire Alarm activation.

Our Call Point models offer an optional dual color unique LED indicator. The dual color LED indicator displays Green when 
the unit is in "Normal" or standby mode, and changes to Red when the unit is in "Alarm" mode. 

An optional clear polycarbonate lift flap converts any single step device into a two-step device to prevent accidental 
activation. Lift flaps are also available with four label options with instructions on how to activate the device. Additionally, 
the integrated tool reset key can be removed to provide a secure tamper resistant option.  A variety of modular end of 
line resistors, series resistors and supervisory diodes are available for up to two modules per model.  Modules are easily 
replaceable and are field installed.

Each Call Point unit comes standard with eight field-installable faceplate labels: FIRE, EVAC, BIOHAZARD, GAS, 
EMERGENCY, SHUTDOWN, LOCKDOWN, and evacuation logo. For harsher environments, four optional stainless steel 
faceplate labels are also available: FIRE, EVAC, BIOHAZARD and GAS ALARM. If the application requires a custom 
faceplate label, the faceplate's labeling surface will accept end-user supplied U-Line #S-19297 weather-resistant labels for 
laser printers.

• High visibility, anti-static GRP enclosure faceplate 
available in Red, Yellow, Blue, Green and Black

• Optional lift flap for two-step operation to prevent 
accidental activation

• 3 x M20 or 1/2" NPT entries: 2 top and 1 side entry with 
180 degrees rotatable mounting orientation 

• Integrated tool reset with removable key for tamper 
resistant reset1

• Assembled with external 316 stainless steel hardware

• Single and dual switch activation available

• Press down cage clamp or screw down terminal block 
options

Model CP-BG

Flameproof & Hazardous Location 
Break Glass Call Point

• Optional side mounted break glass hammer2

• Optional dual color indicator LED

• Optional field installed stainless steel faceplate 
labels and duty labels2

• Optional modular EOL resistors, series resistors and 
supervisory diode

• EN54-11 models available

• IP66 enclosure

• IP69K Compliant

• CE compliant

• IECEx/ATEX rated, Zone 1, 21, Gas Group IIC

1 EN54-11 models cannot have the reset keyway installed during operation
2 Units can include either a stainless steel duty label or a break glass hammer
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Flameproof & Hazardous Location Break Glass Call Point (CP-BG)

S P E C I F I C A T I O N S

ATEX/IECEx Certification Marking: 
 II 2 G Ex db eb mb IIC T4 Gb 
 Tamb = -40°C to +70°C 
 II 2 D Ex tb IIIC T100°C Db IP66

Ex Standards certified to: 
 60079-0, 60079-1, 60079-7,60079-18, and 60079-31 

Ambient operating:   -40°C to 70°C -40°F to 158°F

Ingress protection:    IP66

Housing materials:   GRP, Glass Reinforced Polyester

EN54-11 color requirement:  
 Faceplate RAL3000 red, housing black

H O W  T O  O R D E R

1 Not available on EN54-11 Certified models
2 TO ACTIVATE BREAK GLASS lift flap instruction label
3 IN CASE OF FIRE BREAK GLASS lift flap instruction label

Cable Entries: 2 x M20 or 1/2" NPT top or bottom  
 reversible; 1 x M20 or 1/2" NPT side

End of the line resistor values: 1k  – 47k

Electrical rating: 48V max.

Series resistor values: 1k  – 47k

Diode module value: 1N5406

Net Weight: 3.03 lbs 1.4 kg 
Shipping Weight: 3.83 lbs 1.7 kg

CP-BG 
with  
Lift Flap

CP-BG 
without  
Lift Flap

4.83"/ 122.78 mm

2.
83

"/
 7

1.
98

 m
m

 

.98"/ 
24.94 mm

M20 x 1.50

3.81"/ 96.65 mm 

4.
91

"/
 1

24
.8

4 
m

m

3.58"/ 90.98 mm 

1.42"/ 36.02 mm

5.
22

"/
 1

32
.4

8 
m

m

2.
83

"/
 7

1.
98

 m
m

 

4.37"/ 110.91 mm 

4.83"/ 122.78 mm

3.58"/ 90.98 mm 

M20 x 1.50

1.42"/ 36.02 mm

.98"/ 
24.94 mm

CP

MODEL

CP

BG

ACTIVATION

BG Break 
Glass

M

ENTRIES

M M20

N 1/2" 
NPT

R

COLOR

R Red

Y Yellow

K Black

B Blue

G Green

L

SWITCH

S Single, Clamp 
Terminal

D Dual, Clamp 
Terminal

L LED, Clamp 
Terminal

1 Single, Screw 
Terminal

2 Dual, Screw 
Terminal

3 LED, Screw 
Terminal

FAH

LIFT FLAP/BG HAMMER

NNN No lift flap, no 
label, no hammer

NNH No lift flap, no 
label, hammer

FNN Lift flap, no label, 
no hammer

FAN Lift flap, activate 
label2, no hammer1

FFN Lift flap, fire label3, 
no hammer

FNH Lift flap, no label,
hammer

FAH Lift flap, activate 
label2, hammer1

FFH Lift flap, fire label3, 
hammer

24

INDICATOR 
LED

00 None

06 6V

12 12V

24 24V

48 48V

1

CERTIFICATION

1 ATEX/
IECEx

2 EN54-11

Patent No. 10,410,510 B2

#850000794 Rev. A0

-- - - - - - -
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F E A T U R E S

Federal Signal’s multi-purpose Push Button Call Points are compatible with a wide range of flameproof and hazardous 
location applications.  These models feature a UV stable, heat, impact and corrosion resistant, anti-static GRP (Glass 
Reinforced Polyester) housing. Call Points are ideal for both onshore and offshore applications for activating emergency 
equipment, audible and visual signals, or control panel notification.  

Our Call Point models offer an optional dual color unique LED indicator. The dual color LED indicator displays Green when 
the unit is in "Normal" or standby mode, and changes to Red when the unit is in "Alarm" mode. 

An optional clear polycarbonate lift flap converts any single step device into a two-step device to prevent accidental 
activation.  Lift flaps are also available with four label options with instructions on how to activate the device. Additionally, 
the integrated tool reset key can be removed to provide a secure tamper resistant option.  A variety of modular end of 
line resistors, series resistors and supervisory diodes are available for up to two modules per model.  Modules are easily 
replaceable and are field installed.

Each Call Point unit comes standard with eight field-installable faceplate labels: FIRE, EVAC, BIOHAZARD, GAS, 
EMERGENCY, SHUTDOWN, LOCKDOWN, and evacuation logo. For harsher environments, four optional stainless steel 
faceplate labels are also available: FIRE, EVAC, BIOHAZARD and GAS ALARM. If the application requires a custom 
faceplate label, the faceplate's labelling surface will accept end-user supplied U-Line #S-19297 weather-resistant labels for 
laser printers.

• High visibility, anti-static GRP enclosure faceplate 
available in Red, Yellow, Blue, Green and Black

• Optional lift flap for two-step operation to prevent 
accidental activation

• 3 x M20 or 1/2" NPT entries: 2 top and 1 side 
entry with 180 degrees rotatable mounting 
orientation 

• Integrated tool reset with removable key for 
tamper resistant reset

• Assembled with external 316 stainless steel 
hardware

• Single and dual switch activation available

Model CP-PB

Flameproof &  
Hazardous Location Push Button Call Point

• Press down cage clamp or screw down terminal block 
options

• Optional dual color indicator LED

• Optional field installed stainless steel faceplate labels and 
duty labels

• Optional modular EOL resistors, series resistors and 
supervisory diode 

• IP66 enclosure

• IP69K Compliant

• CE compliant

• IECEx/ATEX rated, Zone 1, 21, Gas Group IIC
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Flameproof & Hazardous Location Push Button Call Point (CP-PB)

S P E C I F I C A T I O N S

ATEX/IECEx Certification Marking: II 2 G Ex db eb mb IIC T4 Gb 
 Tamb = -40C° to +70°C 
 II 2 D Ex tb IIIC T100°C Db IP65 

Ex Standards certified to: 
 60079-0, 60079-1, 60079-7, 60079-18, and 60079-31 

Ambient operating:   -40°C to 70°C -40°F to 158°F

Ingress protection:   IP66

Housing materials:   GRP, Glass Reinforced Polyester

Color:  Face plate RAL3000 red, housing black

Cable Entries: 2 x M20 or 1/2" NPT top or bottom  
 reversible; 1 x M20 or 1/2" NPT side

End of the line resistor values: 1k  – 47k

Electrical rating: 48V max.

Series resistor values: 1k  – 47k

Diode module value: 1N5406

Net Weight: 2.08 lbs 0.9 kg 
Shipping Weight: 2.88 lbs 1.3 kg

H O W  T O  O R D E R

CP-PB 
with  
Lift Flap

CP-PB 
without  
Lift Flap

3.54"/ 90 mm
4.37"/ 110.9 mm

4.099"/ 104.1 mm

1.42"/ 36 mm

1.42"/ 36 mm

3.62"/ 92 mm
4.80"/ 122 mm

3.54"/ 90 mm
3.62"/ 92 mm
4.80"/ 122 mm

5.
21

"/
 1

32
.4

 m
m

 
4.

92
"/

 1
24

.8
 m

m
 

2.
83

"/
 1

72
 m

m
 

2.
83

"/
 1

72
 m

m
 

M20 x 1.5 or
1/2" NPT

M20 x 1.5 or
1/2" NPT

.98"/ 
24.94 mm

.98"/ 
24.94 mm

1 TO ACTIVATE PUSH BUTTON lift flap instruction label
2 IN CASE OF FIRE PUSH BUTTON lift flap instruction label 

CP

MODEL

CP

PB

ACTIVATION

PB Push 
Button

M

ENTRIES

M M20

N 1/2" 
NPT

R

COLOR

R Red

Y Yellow

K Black

B Blue

G Green

L

SWITCH

S Single, Clamp 
Terminal

D Dual, Clamp 
Terminal

L LED, Clamp 
Terminal

1 Single, Screw 
Terminal

2 Dual, Screw 
Terminal

3 LED, Screw 
Terminal

24

INDICATOR 
LED

00 None

06 6V

12 12V

24 24V

48 48V

1

CERTIFICATION

1 ATEX/
IECEx

FAN

LIFT FLAP

NNN No lift flap, no label

FNN Lift flap, no label

FAN Lift flap activate label1

FFN Lift flap, fire label2

Patent No. 10,410,510 B2

#850000977 Rev. A0

- - - - - - -
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Models CP-PB and CP-BG

Replacement Parts and Optional Accessories

Break Glass Call Points Replacement Parts

K859902275A Break Glass Panel, 5-Pack
K859902546A Break Glass Hammer with Chain
K859902471A-BGRD Break Glass Faceplate, Red
K859902471A-BGYL Break Glass Faceplate, Yellow
K859902471A-BGBL Break Glass Faceplate, Blue
K859902471A-BGBK Break Glass Faceplate, Black
K859902471A-BGGR Break Glass Faceplate, Green
K71400935A-01 Faceplate Labels, White Text (Red, Blue, Green and Black Units)
K71400935A-02 Faceplate Labels, Black Text (Yellow Units)
K71400701A Faceplate Label, EN54-11 Model
K859901982A Lift Flap, No Label
K859901982A-01 Lift Flap with Label, IN CASE OF FIRE BREAK GLASS
K859901982A-02 Lift Flap with Label, TO ACTIVATE BREAK GLASS
K859902467A Reset Keyway, 5-Pack
K71400699A-01 Bottom Actuation Label, White (Red, Blue, Green and Black Units)
K71400699A-02 Bottom Actuation Label, Black (Yellow Units)
K859902472A-06 LED Replacement Module Kit (LED & Series Resistor), 6VDC
K859902472A-12 LED Replacement Module Kit (LED & Series Resistor), 12VDC
K859902472A-24 LED Replacement Module Kit (LED & Series Resistor), 24VDC
K859902472A-48 LED Replacement Module Kit (LED & Series Resistor), 48VDC

Push Button Call Points Replacement Parts

K859902471A-PBRD Push Button Faceplate, Red
K859902471A-PBYL Push Button Faceplate, Yellow
K859902471A-PBBL Push Button Faceplate, Blue
K859902471A-PBBK Push Button Faceplate, Black
K859902471A-PBGR Push Button Faceplate, Green
K71400935A-01 Faceplate Labels, White Text (Red, Blue, Green and Black Units)
K71400935A-02 Faceplate Labels, Black Text (Yellow Units)
K859901982A Lift Flap, No Label
K859901982A-03 Lift Flap with Label, IN CASE OF FIRE PUSH BUTTON
K859901982A-04 Lift Flap with Label, TO ACTIVATE PUSH BUTTON
K859902467A Reset Keyway, 5-Pack
K71400699A-01 Bottom Actuation Label, White (Red, Blue, Green and Black Units)
K71400699A-02 Bottom Actuation Label, Black (Yellow Units)
K859902472A-06 LED Replacement Module Kit (LED & Series Resistor), 6VDC
K859902472A-12 LED Replacement Module Kit (LED & Series Resistor), 12VDC
K859902472A-24 LED Replacement Module Kit (LED & Series Resistor), 24VDC
K859902472A-48 LED Replacement Module Kit (LED & Series Resistor), 48VDC

R E P L A C E M E N T  P A R T S
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Break Glass Call Points Optional Accessories

K859901989A-0470 EOL/Series Resistor Module, 470Ω (also for use with 6V LED)
K859901989A-1000 EOL/Series Resistor Module, 1KΩ (also for use with 12V LED)
K859901989A-1800 EOL/Series Resistor Module, 1.8KΩ (also for use with 24V LED)
K859901989A-2200 EOL/Series Resistor Module, 2.2KΩ
K859901989A-2400 EOL/Series Resistor Module, 2.4KΩ
K859901989A-3300 EOL/Series Resistor Module, 3.3KΩ (also for use with 48V LED)
K859901989A-3600 EOL/Series Resistor Module, 3.6KΩ
K859901989A-4700 EOL/Series Resistor Module, 4.7KΩ
K859901989A-5600 EOL/Series Resistor Module, 5.6KΩ
K859901989A-10000 EOL/Series Resistor Module, 10KΩ
K859901989A-12000 EOL/Series Resistor Module, 12KΩ
K859901989A-15000 EOL/Series Resistor Module, 15KΩ
K859901989A-22000 EOL/Series Resistor Module, 22KΩ
K859901989A-33000 EOL/Series Resistor Module, 33KΩ
K859901989A-47000 EOL/Series Resistor Module, 47KΩ
K859901990A Supervisory Diode Module
K859901982A Lift Flap, No Label
K859901982A-01 Lift Flap with Label, IN CASE OF FIRE BREAK GLASS
K859901982A-02 Lift Flap with Label, TO ACTIVATE BREAK GLASS
K71400976A-01 Stainless Steel Faceplate Label, FIRE
K71400976A-02 Stainless Steel Faceplate Label, EVAC
K71400976A-03 Stainless Steel Faceplate Label, BIOHAZARD ALARM
K71400976A-04 Stainless Steel Faceplate Label, GAS ALARM
K859902480A Stainless Steel Duty Label (Customer Provided Artwork and Text)

Push Button Call Points Optional Accessories

K859901989A-0470 EOL/Series Resistor Module, 470Ω (also for use with 6V LED)
K859901989A-1000 EOL/Series Resistor Module, 1KΩ (also for use with 12V LED)
K859901989A-1800 EOL/Series Resistor Module, 1.8KΩ (also for use with 24V LED)
K859901989A-2200 EOL/Series Resistor Module, 2.2KΩ
K859901989A-2400 EOL/Series Resistor Module, 2.4KΩ
K859901989A-3300 EOL/Series Resistor Module, 3.3KΩ (also for use with 48V LED)
K859901989A-3600 EOL/Series Resistor Module, 3.6KΩ
K859901989A-4700 EOL/Series Resistor Module, 4.7KΩ
K859901989A-5600 EOL/Series Resistor Module, 5.6KΩ
K859901989A-10000 EOL/Series Resistor Module, 10KΩ
K859901989A-12000 EOL/Series Resistor Module, 12KΩ
K859901989A-15000 EOL/Series Resistor Module, 15KΩ
K859901989A-22000 EOL/Series Resistor Module, 22KΩ
K859901989A-33000 EOL/Series Resistor Module, 33KΩ
K859901989A-47000 EOL/Series Resistor Module, 47KΩ
K859901990A Supervisory Diode Module
K859901982A Lift Flap, No Label
K859901982A-03 Lift Flap with Label, IN CASE OF FIRE PUSH BUTTON
K859901982A-04 Lift Flap with Label, TO ACTIVATE PUSH BUTTON
K71400976A-01 Stainless Steel Faceplate Label, FIRE
K71400976A-02 Stainless Steel Faceplate Label, EVAC
K71400976A-03 Stainless Steel Faceplate Label, BIOHAZARD ALARM
K71400976A-04 Stainless Steel Faceplate Label, GAS ALARM
K859902480A Stainless Steel Duty Label (Customer Provided Artwork and Text)

O P T I O N A L  A C C E S S O R I E S



Technical Support and Service
For additional information regarding the Federal Signal line of Manual Call Points Stations, refer to the station’s 
Installation & Maintenance Instructions manual #25500424A.
The Federal Signal factory provides technical assistance with any problems that cannot be handled locally. Any 
units returned to Federal Signal for service, inspection, or repair must be accompanied by a Return Material 
Authorization (RMA). Obtain a RMA from a local Distributor or Manufacturer’s Representative. Please provide a 
brief explanation of the service requested, or the nature of the malfunction.
Technical Support Tel: 1-800-755-7621   |   +1 708-587-3587
To order additional parts, contact Customer Support: +1 708-534-4756
Email: signalsupport@fedsig.com

Limited Warranty
This product is subject to and covered by a limited warranty, a copy of which can be found at www.fedsig.com/SSG-
Warranty. A copy of this limited warranty can also be obtained by written request to Federal Signal Corporation, 
2645 Federal Signal Drive, University Park, IL 60484, email to signalsupport@fedsig.com or call +1 708-534-4756.
This limited warranty is in lieu of all other warranties, express or implied, contractual or statutory, including, but 
not limited to the warranty of merchantability, warranty of fi tness for a particular purpose and any warranty against 
failure of its essential purpose.

Signaling Devices
2645 Federal Signal Drive
University Park, IL 60484-3167
Tel: 708-534-4756
Tech Support Tel: 708-587-3587
Email: signalsupport@fedsig.com
www.fedsig.com

© 2020 Federal Signal Corporation.  256/0220



From Federal Signal

BROADEST LINE COMPLIANT PRODUCTS 
IN THE INDUSTRY

THE OF

Products for dust-tight environments, that withstand 

high-pressure and high-temperature washdowns. 



The IP rating system is defined in 
international standard IEC 60529. 
IP ratings are used to classify and define 
levels of ingress protection on electrical 
devices against solids and water. By 
defining a rating, the IP system ensures 
specific levels of coverage when products 
are faced with varying elements.

Both standards require the product 
to withstand water but at different 
levels. The IP69K rating is important 
when products are being sprayed 
down at closer distances.

IP69K is the highest standard on the Ingress Protection (IP) rating scale. This rating was designed 
for applications in which products are regularly exposed to high-pressure and high-temperature 
washdowns. IP69K ensures the highest confidence in harsh environments where sanitation and 
cleanliness are required. 

IP69K products are ideal for applications in:

• Food and Beverage 

• Wastewater 

• Pharmaceutical

• Marine

• Medical Facilities

• Medical Equipment Manufacturing

IP69K products help reduce product failures due to water/dust ingress, increasing productivity 
and decreasing production downtime.

IP rating system 

NEMA TYPE 4 IP69KHOW IS IP69K 
DIFFERENT FROM 
NEMA TYPE 4? 

High volume 
65 gallons/minute

Low volume/ 
High temperature

Long distance 
10–12ft

Dust-tight

Low pressureHigh pressure

Protection from close-range, 
powerful, high-temperature 
water jets.

No ingress of 
dust permitted.

INGRESS 
PROTECTION MARKING

SOLID PROTECTION WATER PROTECTION

Short distance 
6" max 



90°

4”−6” from device

60°

30°

0°

Our products endured the following testing: 

Dust-tight tested in an Arizona A2 

Dust 2kg/m³ chamber for 6 seconds 

at a time, every 15 minutes for five 

hours. 

Testing which included high-pressure 

steam jet cleaning, water sprays of 

1160–1450 psi every 30 seconds. 

The water is sprayed from 4 different 

angles, at a distance of 4–6 inches, 

and temperatures of 176°F (80°C).

IP6K

IP9K

Federal Signal has the 

BROADEST SELECTION 
OF IP69K PRODUCTS!

WE OFFER OVER 700 MODELS 
for safe area, hazardous and explosion proof 
applications that meet all environmental ratings. 

In addition to IP69K, our products have been designed to meet or 

exceed the uncompromising standards of UL, CSA, CSFM, IECEx, 

and other global certifications.* And with our ISO 9001 Certification, 

we want you to know that we are committed to quality.

CERTIFICATIONSYOUR SAFETY
AND SECURITY 
IS OUR PRIORITY!



Models 121S  
and 121A

Vitalite® Rotating Lights

Model 225 Electraray® Rotating Light

Model 350WB Weatherproof Vibratone® Horn with Back Box

Model 371LED Commander® LED Rotating Beacon

Model FB2LED Fireball® LED Light

Models FB2PST  
and FB2PST-I

Fireball® Strobe Lights

Model FB24ST Fireball® Supervised Strobe Light

Models FB24STHI and  
FB24STHI-024C-CN

Fireball® Supervised Hearing Impaired 
Strobe Lights

Models LP3M, LP3P
and LP3S

StreamLine® Low Profile Strobe Lights

Models LP3SL,  
LP3PL and LP3ML

StreamLine® Low Profile Steady Burning  
LED Lights

Models PMA  
and PMAMT

Panel Mount Electronic Sounders

  SAFE AREA



Model PMC
Panel Mount Multifunctional LED Combination 
Audible/Visual Signal

Models PMLMP  
and PMLST

Panel Mount Multifunctional LED Beacons

Models PMMFL  
and PMMST

Panel Mount Multicolor LED Beacons

Model RSL
Radiant Configurable Stack Light with up to  
7 Modules and 5 Mounting Options

Models SLM100, 
SLM200, SLM300/350, 
SLM1400/1450  
and SLMBS, SLMBD  
and SLMBP

StreamLine® Modular Multifunctional LED 
Beacons and Mounting Options

  SAFE AREA

  HAZARDOUS LOCATION

Model USIX Hazardous Location UniStat™ LED Status Indicator



Model 151XST Hazardous Location Strobe Light

Model 154XST Hazardous Location Supervised Strobe Light

Models 191XL and  
191XL-CN

Hazardous Location LED Lights

Models 154XSTHI and  
154XST-CN

Hazardous Location Supervised Fire Listed  
Strobe Lights

Model 224XST
Electraray® Supervised Hazardous Location  
Strobe Light

Model 224XSTHI
Electraray® Supervised Hearing Impaired 
Hazardous Location Strobe Light

Model 225X
Electraray® Hazardous Location Rotating 
Incandescent Light

Model 225XL Electraray® Hazardous Location LED Flashing Light

Models 225XST  
and 225XST-I

Electraray® Hazardous Location Strobe Lights

Model 371DST
Commander® Double Strobe Hazardous  
Location Light

Model 371LEDX
Hazardous Location Commander® LED  
Rotating Light

Model G-LED Global Series® LED Beacon

  HAZARDOUS LOCATION



  HAZARDOUS LOCATION

Model G-STR Global Series® 15J and 21J Strobe

Model 350WBX
Vibratone® Hazardous Location  
Horn with Back Box

Model 450EWBX
Vibratone® Hazardous Location  
Electronic Horn

Models 300GCX and 
300GCX-CN (15W), 
302GCX and 302GCX-CN 
(30W)

SelecTone® Hazardous Location  
Amplified Speakers

Models 304GCX and 
304GCX-CN (15W), 
314GCX and 314GCX-CN 
(15W)

SelecTone® Hazardous Location Supervised 
Amplified Speakers

Models  
AM300GCX (15W) and 
AM302GCX (30W)

AudioMaster® Public Address Hazardous  
Location Speakers

Model AM15XD2 Public Address Hazardous Location Speaker

Model  
SST3GCX-MV

Hazardous Location Remotely Selectable  
Electronic Siren

Models  
ASHH (15W) and  
ASUH (30W)

Hazardous Location Amplified Speakers 



#254  l  092619

  EXPLOSION-PROOF

Model 24XST Explosion-Proof Supervised Strobe Light

Model 27XST Explosion-Proof Strobe Light

Model 27XL Explosion-Proof LED Light

Model FSEX Explosion-Proof Strobe Light

Models 24XSTHI-MOD 
and 24XSTHI-CN

Explosion-Proof Hearing Impaired Strobe Light

Model FSEX-HI Hearing Impaired Explosion-Proof Strobe Light

Model 121X Explosion-Proof Rotating Light

2645 Federal Signal Drive
University Park, IL 60484
Tel: +1 708.534.4756
www.fedsig.com

Copyright © 2019. All right reserved 



PBX PUSH BUMPER SERIES



2015-2021 Dodge Charger 2015-2020 Chevrolet Tahoe 2015-2020 Ford F-150

The PBX Push Bumper Series is designed with maximum safety 
in mind, and it offers customization for your specific needs while 
providing the best strength, durability, and protection.  All components 
of the push bumper series are manufactured with heavy duty HRPO 
steel and engineered to absorb impact and reduce damage to the 
police car all with officer safety in mind.

2021 Chevrolet Tahoe 



Lower Tube for Extra Protection and 
Strength

PUSH BUMPER
Ford Interceptor Utility, Dodge Charger Pursuit and 2021 Chevrolet Tahoe

SPECIFICATIONS:
Finish: E-coated / Black Powder Coat
Top Channel: Sold Separately
Material: HRPO Steel
Visible Hardware: Black Plated Stainless Steel
Warranty: 3 Years

Wide 2-3/4" Rubber Strips

Interchangeable Top Channel (Sold Separately)

Replaceable Rubber Strip  
(Part No. PBX-SRVKIT1)

Pre-Drilled for 
Side-Mounting LED 

Lights

Pre-Drilled for Adding Wing Wraps 
 (Sold Separately)

Heavy Duty 4 Gauge Steel 
Uprights

Pre-Drilled for Adding PIT 
Bars (Sold Separately)

Pre-Drilled Center Cross  
Plate for Mounting Extra  

Lights or Speakers

MODEL YEARS

START END MAKE MODEL PUSH BUMPER* WIRE COVERS

2020 2022 Ford Interceptor Utility PBX07 PBX-WC07   

2016 2019 Ford Interceptor Utility PBX05 N/A

2015 2021 Dodge Charger Pursuit PBX03 PBX-WC03

2021 2021 Chevrolet Tahoe PBX08 PBX-WC08 

*Top Channel required. Sold Separately.

Federal Signal     |     www.fedsig.com       1

Wire covers available for 2021 
Chevrolet Tahoe, 2015-2021 Dodge 
Charger and 2020-2022 Ford Police 

Interceptor Utility Push Bumpers



Pre-Drilled to Add  
PIT Bars  

(Sold Separately)

PUSH BUMPER
2015-2020 Ford F-150 and 2015-2020 Chevrolet Tahoe

MODEL YEARS

START END MAKE MODEL PUSH BUMPER*

2015 2020 Ford F-150 PBX06

2015 2020 Chevrolet Tahoe/Suburban PBX04

* Top Channel Required. Sold Separately.

SPECIFICATIONS:
Finish: E-coated / Black Powder Coat
Top Channel: Sold Separately
Material: HRPO Steel
Visible Hardware: Black Plated Stainless Steel
Warranty: 3 Years

2015-2020 Ford F-150 2015-2020 Chevrolet Tahoe 

Interchangeable Light Channel 
(Sold Separately) Removable Full Punch Plate Grille

Wide 2-3/4" 
Rubber Strips

Replaceable Rubber Strip 
(Part No. PBX-SRVKIT1)

Pre-Drilled for Side-Mounting  
LED Lights

Pre-Drilled to Add Wing Wraps 
(Sold Separately)

Heavy Duty 4 Gauge Steel Uprights

Pre-Drilled for Heavy Duty Frame Brackets

Lower Tube for Extra Protection and Strength

Extra Wide 4-5/8" Center  
Cross-plate is Pre-Drilled for 

Lights, Sirens or Speakers

Punch Plate Grille 
Specifically Designed to 
Mount Auxiliary Lights

2



TOP CHANNEL
Solid, 2, or 4 Light Options – Lights Sold Separately

MODEL YEARS

START  END MAKE MODEL PUSH 
BUMPER SOLID

MICROPULSE®  
ULTRA 6  
2 LIGHTS

MICROPULSE®  
ULTRA 6  
4 LIGHTS

2015 2021 Dodge Charger PBX03

PBX-TCP-1 PBX-TC2L-3 PBX-TC4L-32020 2022 Ford Utility PBX07

2016 2019 Ford Utility PBX05

2015 2020 Ford F-150 PBX06

PBX-TCP-2 PBX-TC2L-4 PBX-TC4L-42015 2020 Chevrolet Tahoe PBX04

2021 2021 Chevrolet Tahoe PBX08

Note: Lights sold separately. MicroPulse Top Channels fit MPS6U models.

SPECIFICATIONS:
Finish: E-coated / Black Powder Coat
Light Channel: Solid, 2 or 4 (Sold Separately)
Material: 14 Gauge HRPO Steel
Visible Hardware: Custom Light Mount Brackets
Warranty: 3 Years

SOLID
No Light Openings

2 LIGHT
Channel Option

4 LIGHT 
Channel Option

Federal Signal     |     www.fedsig.com       3



Bolts Directly to Push Bumper

Bolts Directly on to  
Push Bumper

Curved Design Heavy Duty Brackets

PIT BAR

SPECIFICATIONS:
Finish: E-coated / Black Powder Coat
Material: 7 Gauge HRPO Steel
Visible Hardware: Black Plated Stainless Steel
Warranty: 3 Years

MODEL YEARS

START END MAKE MODEL PUSH BUMPER PIT BAR*

2016 2019 Ford Interceptor Utility PBX05 PBX-PIT05

2020 2022 Ford Interceptor Utility PBX07 PBX-PIT07

2015 2021 Dodge Charger Pursuit PBX03 PBX-PIT03

2015 2020 Chevrolet Tahoe/Suburban PBX04 PBX-PIT04

2021 2021 Chevrolet Tahoe PBX08 PBX-PIT08

*Push Bumper required. Sold separately.
Note: Optional PIT Bar PBX-PIT05, for the 2016-2019 Ford Police Interceptor Utility, will not work if equipped with the Ford Package 21L 
(Front Auxiliary Warning Lamp).     

Push Bumper Required (Sold Separately)

Fully Welded  
Mounting Brackets for  

Maximum Strength

Dual 2-3/4" Wide Rubber Strips 
Match the Push Bumper and 
Provide Vehicle Protection

4

 Plastic End Caps for a 
Finished Look



WING WRAPS

SPECIFICATIONS:
Finish: E-coated / Black Powder Coat
Material: 7 Gauge HRPO Steel
Visible Hardware: Black Plated Stainless Steel
Warranty: 3 Years

MODEL YEARS

START END MAKE MODEL PUSH 
BUMPER PIT BAR WING WRAPS

2016 2019 Ford Interceptor Utility PBX05 PBX-PIT05 PBXW-FPIU16*

2020 2022 Ford Interceptor Utility PBX07 PBX-PIT07 PBXW-FPIU20*

2015 2021 Dodge Charger Pursuit PBX03 PBX-PIT03 PBXW-CHGR15*

2015 2020 Ford F-150 PBX06  N/A PBXW-FRD15

2015 2020 Chevrolet Tahoe/Suburban PBX04 PBX-PIT04 PBXW-TAH15

2021 2021 Chevrolet Tahoe PBX08 PBX-PIT08 PBXW-TAH21

*PIT Bar required. Sold separately.

Vehicle Specific Contour Design  
Provides the Best Overall Look and Fit

Push Bumper Required 
(Sold Separately)

1-1/2" Diameter Steel Tube

Bolts Directly to Push Bumper 
with 7 Gauge Attachment Plate

Bolts Directly to PIT Bar  
(on most Applications)

PIT Bar (Sold Separately)

Vehicle 1-1/2" Diameter  
Support Bar Absorbs the Impact  

in the Event of a Collision

Federal Signal     |     www.fedsig.com       5



2645 Federal Signal Drive, University Park, Illinois 60484
800-264-3578  |  708-534-3400

Policefireorders@fedsig.com

www.fedsig.com
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Reduce Steps and Maximize Safety

PATHFINDER®

 

SIMPLY FOCUSED



When your officers are in pursuit, every second counts. 
There’s no time for distraction. By reducing the steps in lights 
and siren activation, the Pathfinder® vehicle response system 
frees officers to fully focus on the task at hand.

Keep safety at the forefront with the only fully automated 
system combining lights, siren and Rumbler® control.

PATHFINDER® 

SIMPLIFYING 
LIGHTS AND SIREN 
ACTIVATION
SO SAFETY IS 
ALWAYS THE FOCUS.



Integrated  
Rumbler® capability. 

Get attention and clear 
traffic more effectively 

than a standard siren tone.

A high-level of
customizable 

control capability.

Easily customize  
to your unique  

fleet requirements.

Integrated  
Dual-Tone capability.

Provides a 50% increase in 
audible warning distance vs. 
single tone siren systems.

Easy to install.  
Fully compatible with your 

vehicle’s OBD system.

Save time and expense  
with seamless  

vehicle integration. 

A WORLD OF CONTROL AT YOUR FINGERTIPS.



HIGH BEAMS:  ACTIVATION
Changing warning lights to flood lights is as easy as activating 
the vehicle’s high beams —keeping officer’s eyes on the scene.

REDUCE TACTICAL 
STEPS AND IMPROVE 
OFFICER SAFETY
SEAMLESS OBD INTEGRATION TO KEEP  
THE FOCUS ON EMERGENCY RESPONSE

Pathfinder® custom programs lights and sirens, giving  
officers complete control in emergency situations.

BRAKE ACTIVATION
Officer applies the brake to activate additional brake light  
modules, while maintaining warning light flash patterns.

HORN ACTIVATION
Demand attention through traffic—simply tap the horn to  
increase speed of light flash patterns and change siren tones.

ILLUMINATION
Flood lights quickly illuminate the emergency scene  
for officer safety.



Voice Message

Select from standard  
pre-recorded messages or 

optional custom voice  
messages to broadcast alerts.

Custom voice messages 
available for an additional fee.

FS Convergence 
Network Technology

Plug-and-play installation: 
2 serial ports for FS 

Convergence Network 
products. 

Programmable 
Timer Feature

Senses ignition status  
and battery voltage to  

automatically deactivate 
lighting and other 

devices—reducing vehicle 
battery drain.

A Library of 
Siren Tones

Variety of attention-getting 
SmartSiren®, Unitrol®, 
PA300 and Powercall  

siren tones 

Additional siren tones 
available. 

PATHFINDER® 
SOFTWARE
CUSTOMIZE YOUR LIGHT 
AND SIREN CONTROLS

Federal Signal’s Convergence Network Configuration Software makes it easy  
to customize Pathfinder to the specific needs of your fleet—and access the  
controller’s many custom features and benefits. Simply connect a USB to a  
computer and download the functions of the programmed software to the siren.

Programs can be extracted, modified and stored for ease of service and 
re-use—giving users the ability to clone an entire fleet.

CLOSED DOOR: FULL WARNING
When officer is in the vehicle with the doors  
closed, the warning lights are fully activated.

OPEN DOOR: END CAP SHUTOFF
When officer opens the vehicle’s driver or passenger  
door, Pathfinder® automatically deactivates alley lights  
for an unobstructed view and activates running board  
lights to illuminate officer’s path.



RUMBLER®
 

2X LOUDER WHERE IT MATTERS
Rumbler® low frequencies deliver up to 10dB 
more sound pressure inside civilian vehicles 
near your emergency vehicle—getting  
attention and clearing traffic more effectively 
than a standard siren tone.
Sound pressure varies based on vehicle type and distance.

RUMBLER® OR DUAL-TONE CAPABILITY 
FOR MAXIMUM RESPONSE WHERE IT’S 
NEEDED MOST

When responding to a call, safety is the number one priority. 
Pathfinder® comes through with built-in Rumbler® traffic 
clearing capability or Dual-Tone integration to clear traffic 
where you need it most.

CLEARING THE PATH

DUAL-TONE
Provides a 50% increase in audible warning distance vs. a single-speaker/
single-tone system. Dual-Tone creates the perception of a multi-vehicle, 
emergency response ideal for highway patrol.

Low frequency tones work simultaneously  
with primary siren—penetrating nearby
vehicles.

Particularly effective for Police and  
Fire/EMS applications in dense urban 
environments with heavy vehicle traffic.

PATHFINDER® 

SIMPLIFYING 
LIGHT AND SIREN 
ACTIVATION.
SO SAFETY IS 
ALWAYS THE FOCUS.



      

REAR EXPANSION MODULE 

BUILT-IN FEATURES THAT WORK  
WITH YOUR VEHICLES OBD SYSTEM

Integration: A simple plug-in connection. Using a dedicated vehicle cable, Pathfinder® 
works with the existing vehicle CAN bus system to seamlessly integrate with the  
vehicle allowing light and siren control with vehicle events. Using the FS vehicle  
integration also eliminates the need to separately wire features such as horn ring 
transfer or ignition, significantly reducing installation time and cost.

EASY TO INSTALL

•  Provides the ability to flash and blackout   
 OEM brake, tail, turn, and reverse lighting   
 and blackout third brake light
•  Eliminates the need for a taillight flasher
•  (18) Solid state fully programmable relay   
 outputs, (16 7.5 Amp High 2 20 Amp High)
•  (9) blackout relays
•  Up to two Expansion Modules can be used   
 with a Pathfinder siren
•  Vehicle-specific rear taillight connection   
 wire harnesses available

24-CHANNEL EXPANSION MODULE

ON SCENE SYNC MODULE

•  24-Channel solid-state relay outputs, 2.5 A Max   
 (active high), 30 A Maximum total
•  Potted to help protect from unfavorable weather  
 making it ideal for under the hood mounting
•   All weather-proof connections
•  Up to four 24-Channel Expansion Modules can   
 be used with a Pathfinder siren
•  Outputs can be dimmed and set as flashing or   
 steady

•  Synchronize warning lights and voice messages  
 between multiple “like programmed” vehicles

•  Utilizes GPS signal to maintain timing

POWER DISTRIBUTION MODULE
•  Eliminates the need for externally mounted fuse  
 holders
•  100 Amp Max load 
•  (8) Red LED indicator lights to the left of each  
 fuse holder will illuminate if a fuse is blown and  
 it has a load
•  (4) Green LED indicator lights above the (4)  
 programmable outputs will illuminate when  
 output is active

•  Sync unlimited number of vehicles within  
 any distance

•  Includes an ambient light sensor to auto  
 adjust warning lights 



Warning: Sirens and Speakers may produce LOUD sounds necessary to request the right-of-way. Sirens and Speakers may cause hearing damage. Wear hearing protection.
Pathfinder and Rumbler, are trademarks of Federal Signal Corporation. Dodge is a trademark of its respective owners.

2645 Federal Signal Drive, University Park, IL 60484
800.264.3578   policefireorders@fedsig.com

To learn more, visit fedsig.com/pathfinder-siren-light-controller

CONTROLLER OPTIONS 

PF200  
Self-Contained Controls  with 
Rotary Knob and Slide Switch

PF200H   
Handheld Controller / Microphone 
 with 14 Push-buttons

PF2004S  
Remote Surface-mount Controller 
with 4 Push-buttons

PF200R  
Remote Surface-mount Controller 
 with Rotary Knob and Slide Switch

PF200S17B  
Remote Surface-mount Controller 
  with 17 Push-buttons and Slide Switch 

PF200S6 
Remote Surface-mount Controller  
with 6- Push-buttons and Slide Switch

Pathfinder is a registered trademark of Federal Signal Corporation.  
Ford, Dodge and Chevrolet are trademarks of their respective owners. 
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SPIRE®
WORK ZONE DEFENSE

Municipal / Construction / Utility



RELIABLE. 
DURABLE.
AFFORDABLE.

SPIRE®

Safety is the number one priority for truck operators in 
work zones—demand a beacon solution that’s powerful, 
innovative and reliable.

High-performing SPIRE® 100 and SPIRE® 200 models 
deliver maximum light output to keep workers safe —while 
their affordable pricing makes them the easy choice for 
outfitting your entire fleet.

Continuous illumination. 
No dark spots.

Unique and patented dome 
optics allow for continuous 

360-degrees of illumination.

OF LIGHT
 360°

For maximum warning 
intensity in work zones

 CLASS 1
SAE

2
3

1



DOME COLOR & STYLE OPTIONS

PLUS, A VARIETY OF BASE OPTIONS

Amber

Polycarbonate 
Permanent 
1-inch pipe 

mount

Die-cast 
Permanent 
1-inch pipe 

mount

Magnetic Mount  
w/Cigarette plug

Suction-cup  
Magnetic Mount 
w/Cigarette plug

1-inch 
Pipe Mount

IP69K
MAXIMUM 

PROTECTION FROM 
DUST & WATER 

Pressure wash and  
dust resistant

SPIRE® 100
•   Single color, tall and short LED beacons 

•   (25) selectable flash patterns
•   PowerSelect feature to change flash patterns
•   All models have an integrated industry standard water-tight 
 Deutsch cable connection into the light

•   Multi-voltage 12/24 VDC

•   Mounting options: 1-inch pipe mount, permanent polycarbonate,
 permanent die-cast, magnet, suction-cup magnet

•   Five-year LED warranty

SPIRE® 200
•   Single and dual color, tall and short LED beacons
•   (25) selectable flash patterns
•   Low power mode
•   Multi-voltage 12/24 VDC
•   Mounting options: 1-inch pipe mount, permanent 
 polycarbonate, permanent die-cast, magnet, 
 suction-cup magnet
•   FSLink® syncing technology
•   Five-year LED warranty

All dome colors are available in short and tall dome styles

Blue Clear Green Red

Optional
Branch Guard

LED
BENEFITS

TWO OPTIONS 
BUILT FOR PERFORMANCE 

Optional
Dust Cover

EASY LIGHT HEAD 
REPLACEMENT! 
No need to remove base

No bulbs or 
tubes to replace

LED warranty

Low cost of
ownership



Spire is a trademark of Federal Signal Corporation.  
© 2020 Federal Signal Corporation.  M165 | 82020

2645 Federal Signal Drive, University Park, IL 60484
T 800.264.3578   F 800.682.8022

To learn more, visit fedsig.com

SPIRE® 100 SPECIFICATIONS 

Voltage 12/24 VDC

Current Draw 1.8 Amps

Tall Height 7.1 in (18 cm) with base
6.2 in (15.7 cm) without base

Short Height 5.6 in (14.2 cm) with base
4.7 in (11.9cm) without base

Diameter 6.5 in (16.6 cm) with base
5.2 in (13.2 cm) without base

Tall Weight 2.8 lbs (1.3 kg)

Short Weight 2.3 lbs (1.0 kg)

LED Colors Amber, Blue, Green, Red, White

Dome Colors Amber, Blue, Clear, Green, Red

Flash Patterns 25

Approvals Amber, Red, Blue, White: SAE J845 Class 1 
Green: SAE J845 Class 3

SPIRE® 200 SPECIFICATIONS  
Voltage 12/24 VDC

Current Draw 2 Amps

Tall Height 7.1 in (18 cm) with base
6.2 in (15.7 cm) without base

Short Height 5.6 in (14.2 cm) with base
4.7 in (11.9 cm) without base

Diameter 6.5 in (16.6 cm) with base
5.2 in (13.2 cm) without base

Tall Weight 2.8 lbs (1.3 kg)

Short Weight 2.3 lbs (1.0 kg)

LED Colors Amber, Blue, Green, Red, White

Dome Colors Amber, Blue, Clear, Green, Red

Flash Patterns 25

Approvals Amber, Red, Blue, White: SAE J845 Class 1 
Green: SAE J845 Class 3

SPIRE®

MAXIMIZE SAFETY WITH  
A LEADER IN BEACON 
WARNING LIGHTS
Municipal / Construction / Utility
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Stinger
According to U.S. Department of Justice statistics, a 

majority of the largest police and sheriff departments 

are enacting restrictive pursuit driving policies in order 

to reduce the injuries and property damage associated 

with high-speed chases.  The Stinger Spike System® allows 

law enforcement officers to control those situations by 

stopping fleeing vehicles effectively, reliably, and safely.

The Stinger system employs high strength, hollow steel 

spikes that penetrate all types of tires – including  

self-sealing and run-flats – and deflate them in a regulated 

manner.  This prevents blowouts, slows the perpetrator’s 

vehicle to a safer rate of speed, and allows him to make 

a controlled stop.  And Stinger spikes are effective on all 

types of vehicles, including cars, trucks, and buses.

Safe and Easy to Use
The Stinger device is designed for quick, reliable operation.  

A simple pull on the handle or a toss is all it takes to 

position the spikes.  The single, accordion-action element 

deploys almost instantly, giving officers time to take cover.  

Extra-width road coverage and low visibility minimize 

avoidance by fleeing suspects.  And, after spiking, a simple 

yank on the handle quickly retracts the unit, clearing the 

road for pursuit vehicles and other traffic..

Rock and Tilt Mechanism
The Stinger Spike System uses patented technology to ensure 

effective tire penetration.  A typical chase intervention 

flattens one to four tires, safely slowing and stopping the 

vehicle in just minutes.

At the initial contact, the assembly 

automatically rocks toward the tire, pointing 

the spikes directly at the tread, allowing 

the full length of the spike to be used for 

penetration.  And as the spikes pivot into the 

tire, the safety tip guards are pushed down. 

The assembly continues to rotate with the 

motion of the vehicle, driving the spikes 

deeply into the tire.  The hollow spikes 

control the tire deflation rate, preventing  

a blowout and sudden loss of control. 

The rolling tire then tilts the spike system in  

the opposite direction, allowing the spikes to  

pull completely out of the assembly.  With 

the next rotation they are pushed fully into 

the tire – leaving no debris on the roadway.  

A tire typically picks up 4-6 spikes and 

deflates in 12-20 seconds.



Stinger Models
All Stinger models incorporate a reusable modular base, 

with molded sections built of high-strength, resilient 

synthetic polymer, which stands up to hard use under 

the harshest conditions.  The base is designed to endure 

numerous pursuits and has withstood impacts in excess 

of 130mph.  If, however, a unit is damaged, the individual 

sections are easily replaceable.  And the connecting 

hardware is stainless steel for long life.  The individual 

spikes are made of 304-T7 stainless steel for superior 

strength and effective tire penetration.  All Stinger Spike 

Systems are supplied with replacement spikes, spike safety 

guards, a spike replacement tool, and a quick-deployment 

carrying case.

Standard Stinger Spike Systems are available in three 

different lengths to handle a variety of situations. The  

10-foot Metro model is perfect for narrower urban streets

and small country roads.  The 15.5-foot Trooper model

is wide enough for multi-lane roads.  And the 25-foot 

Defender model covers 

applications such as interstate 

highways, airport entry gates, 

military compounds, and 

security checkpoints.

The Stinger XL models employ 

a longer spike length designed 

for penetrating thicker tires, to 

safely and quickly end pursuits 

involving large trucks, farm 

equipment, and military-type 

vehicles.  The Stinger 

XL systems are available in all 

three lengths. 

Reusable to Control Cost
Stinger Spike Systems can be quickly readied for  

re-use by simply replacing the pulled spikes.  Each 

unit is supplied with replacement spikes, safety 

guards, and an insertion tool.  And when  

Stinger systems are deployed in the line of duty,  

Federal Signal provides replacement spikes at 

no charge (United States and Canada only) – 

just by calling 1-800-STINGER for a free spike 

replacement certificate. 



2645 Federal Signal Drive
University Park, IL 60484
Tel.: (800) 784-6437 • Fax: (800) 682-8022
www.stinger-spikes.com

Rat-trap II 
Reduce your liability by preventing pursuits 

before they happen.  The pocket-sized  

Rat-Trap®  II tire deflator is perfect for 

neutralizing a vehicle from being used to 

flee authorities.  Simply open the device and 

place it under the tire of an unoccupied, 

stationary vehicle.  Any attempt to drive 

the vehicle will immediately deflate the tire, 

eliminating the possibility of a high-speed 

getaway attempt.  Rat-Trap tire deflators 

are constructed of a high-strength polymer, 

and the stainless steel spikes can be 

replaced after the unit is used.

Training Support
The latest pursuit policies being enacted by law 

enforcement agencies call for practical, hands-on 

training in the use of any tire deflation device.  

Federal Signal has led the industry in  

providing such comprehensive training with its 

Stinger Spike Systems.  In addition to its North 

American network of certified dealer/instructors, 

the company supplies classroom materials, 

training videos, and un-spiked models for training 

and practice in the proper deployment and 

retraction of the system.  And the reusability of 

the spiked system helps to control training costs.

Federal Signal 
Federal Signal Corporation (NYSE: FSS), founded in 

1901, is a manufacturer and worldwide supplier of safety, 

signaling and communications equipment, fire rescue 

products, street sweeping and vacuum loader vehicles, 

refuse truck bodies, high-performance water blasting 

equipment, parking control equipment, carbide and  

super-hard tipped cutting tools, precision metal stamping 

punches, and components for plastic injection molds.

The Emergency Products Division is the leading supplier 

of audible and visual warning devices for vehicles.   

It serves the police, fire, ambulance, tow and work 

vehicle markets with strobe, halogen, and LED lightbars, 

flashers, switch controls, and high visibility beacons, as 

well as audible warning devices such as sirens, speakers, 

and back-up alarms.  Check out all of the police market 

products at www.fedsig.com/police.

Stinger Spike SyStemS and Rat-Trap II are  
trademarks of Federal Signal Corporation.

M203 Printed 102020
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1   SpectraLux® ILS Low-Profile 

The slim-line, multicolor interior l ighting system blends  

into the headliner of the vehicle making it ideal for  

undercover applications.

3   MicroPulse® C Series

Low-profile, slim-line design is available in single and  

dual color models  

2   4   5   6   MicroPulse® Ultra

Ultra low-profile design offers a range of mounting options  

to fit various applications and is available in single and dual 

color models.

F R O N T

SpectraLux® ILS Low-Profile provides a tight fit to the front headliner of the vehicle and offers the same advanced warning, 

takedown, and flood lighting capabilities as a full-size light bar.

MicroPulse® C Series l ights come with an optional stud mount 

that provides easy installation in the pre-drilled grille of the Ford 

Police Interceptor Utility.

MicroPulse® Ultra light heads can be programmed to operate 

as a single unit or in synchronization with multiple MicroPulse 

light heads.
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S I D E
1   2   4   7   8   MicroPulse® Ultra

Ultra low-profile design offers a range of mounting  

options to fit various applications and is available in 

single and dual color models.

3   XStream®

Single or dual-head, triple color interior  

l ight with cigarette plug or wire leads.

5   MicroPulse® Wide Angle 

Curved design offers 180° light spread.

6   416900Z/416910Z Corner LED  

Single-head in-line Corner LED available in  

single and dual color models.

4

6
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MicroPulse® Wide Angle (shown in blue) utilizes (6), (9), or 

(12) LEDs and is ideal for mounting on push bumpers,  

rub rails, side mirrors and spoilers. 

XStream® models include a light head, suction cups, mounting 

brackets, and three different length snap-on flash guards, 

making installation quick and versatile.

MicroPulse® Ultra’s lens is made of UV resistant polycarbonate to protect against harsh conditions. Models include a fully encapsulated 

water-proof housing, which provides a barrier against moisture and condensation.
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1   3   MicroPulse® Ultra

Ultra low-profile design offers a range of mounting  

options to fit various applications and is available in  

single and dual color models.

2   SpectraLux® ILS Low-Profile Rear Hatch

The slim-line, multicolor interior l ighting system blends  

into the headliner of the vehicle making it ideal for  

undercover applications.

4   416900Z/416910Z Corner LED  

Single-head in-line Corner LED available in  

single and dual color models.

5   MicroPulse® Wide Angle 

Curved design offers 180° light spread.

6   416300 Series

Single color and Dual color, flush mount light head.

R E A R
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SpectraLux® ILS Low-Profile models feature SpectraLux® technology, which allows a single LED light source to change color while in 

operation. Front models feature White LEDs that can act as an impressive flood light, and rear models feature Amber LEDs that can be 

used as an “Amber-override” for directional lighting.

416900Z/416910Z Corner LEDs can 

be synchronized to flash simultaneously 

or alternatively and are suitable for 

external and internal use.

416300 Series is ideal for mounting in a variety of applications such as tailgates, 

bumpers, running boards, push bumpers, grille, side mirrors and inside of trunk lids  

and door panels.
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Top Channels are available in solid, two-light, and four-light options.

PUSH BUMPER

PBX07 Push bumper

TOP CHANNEL (MUST ORDER 1 WITH EACH PUSH BUMPER)

PBX-TCP-1 Solid top channel

PBX-TC2L-3 Two-Light top-channel for use with MPS6U lights

PBX-TC4L-3 Four-Light top-channel for use with MPS6U lights

OPTIONAL PIT BARS (ORDER 1 WITH EACH PUSH BUMPER IF DESIRED)

PBX-PIT07 PIT Bar for use with PBX07

OPTIONAL WING WRAP (ORDER 1 WITH EACH PUSH BUMPER IF DESIRED)

PBXW-FPIU20 Optional wing wrap (order 1 with each push bumper if desired, pit bar required)  

OPTIONAL WIRE COVERS

PBX-WC07 Wire covers for use with PBX07

ACCESSORY

PBX-SRVKIT1 Rubber molding kit

MPSU-PB45H Pair of 45-degree slanted push bumper mounts, horizontal l ight orientation, each bracket holds  

(1) MPS3U/MPS6U/MPS12U light

MPSU-PB45V Pair of 45-degree slanted push bumper mounts, vertical l ight orientation, each bracket holds  

(1) MPS3U/MPS6U/MPS12U light

1   Push Bumper

Designed with maximum safety in mind, and it offers 

customization for your specific needs while providing  

the best strength, durability, and protection.

2   Top Channel

Allows for customizations and provides extra lighting  

to the front of the vehicle.

3   PIT Bar 

Two wide rubber strips match the push bumper and provide 

vehicle protection.

4   Wing Wrap

Vehicle specific contour design provides the best overall look 

and fit while offering additional protection to the front end  

and headlight.

P BX  SER IES

No drilling is required, making installation quick and easy.  

The push bumper features pre-drilled holes to bolt optional 

PIT Bar and Wing Wrap.



9 FORD POLICE INTERCEPTOR UTILITY Lights and Accessories Guide

Pathfinder® Siren and Light Controller is packed with  

features that puts you in control of your vehicle:

• 100/200 W siren/light controller

• Dual tone capability when used with two speakers 

• Integrated Rumbler® traffic clearing capability

• On-Board Diagnostics (OBD) integration

• Programmable timer feature

• Library of selectable siren tones

• Voice Message Capability

• (7) Programmable inputs and (12) programmable  

solid-state outputs

• (2) Convergence Network ports

• Convergence Network Configuration software  

allows for easy customization 

• Meets or exceeds SAE, CCR Title 13,  

and NFPA requirements

PF200 Siren/Light Controller with Self-contained 

controls and microphone 

PF200R Siren/Light Controller with Remote surface 

mount controller and microphone

PF200H Siren/Light controller with Handheld  

controller and microphone 

PF200S17B Siren/Light Controller with 17 button  

surface mount controller and microphone

PF200S6 Siren/Light Controller with 6 button surface 

mount controller and microphone

PF200S4 Siren/Light Controller with 4 button surface 

mount controller and microphone

PATHFINDER,
RUMBLER  
& SPEAKERS

PF200S17B

PF200S4

PF200H

PF200R

PF200

PF200S6
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Rumbler®

Rumbler traffic clearing system provides  

low-frequency warning that penetrates 

solid materials allowing vehicle 

operators and nearby pedestrians to 

FEEL the sound waves.

DynaMax®/ES100C Speaker

• Slim and lightweight, compact 100 W speaker

• Neodymium driver increases performance and reliability

• High-strength composite housing is chemical resistant 

and maintains rigidity at high temperatures

Rear Expansion Module

• Provides the ability to flash and blackout OEM brake, 

tail, turn, and reverse lighting and blackout third  

brake light

• (18) Solid state fully programmable relay outputs,  

((16) 7.5 Amp High and (2) 20 Amp High)

• Vehicle-specific rear tail l ight connection wire harnesses 

sold separately

24-Channel Expansion Module

• 24-Channel solid-state relay outputs, 2.5 A Max  

(active high), 30 A Maximum total

• Potted to help protect from unfavorable weather making 

it ideal for under the hood mounting

• All weather-proof connections

On Scene Sync Module

• Synchronize warning lights and voice messages between 

multiple “like programmed” vehicles

• Util izes GPS signal to maintain timing

• Sync unlimited number of vehicles within any distance

• Includes an ambient light sensor to auto adjust warning lights
ES100C Speaker, 100 W, high-output, Class A

EXPMOD-2 

Rear expansion module, (18) solid-state 

programmable relay inputs, (16) 7.5 A flashing 

outputs and (2) 20 A control outputs

EXPMOD24 24-channel expansion module

PFSYNC1 On Scene Sync, GPS/Ambient

ES100C

EXPMOD-2 EXPMOD24

PFSYNC1

RBKIT2 Pair of Rumbler woofer for use with  

Pathfinder siren

RBKIT2
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SOLARIS® LED reflector technology is engineered  

to increase off-axis warning and maximize the LED 

light source

 

SLR (SOLARIS® LED ROTATOR) rotators provide 

rotating, oscil lating, flashing and flood light 

functionality 

SPECTRALUX® multicolor LED technology provides  

the ability for a LED light head to change color  

while in operation

 

FS CONVERGENCE NETWORK product util ize a 

serial communication cable to provide “plug-n-play” 

installation of Federal Signal’s l ight bars and other 

warning devices to Federal Signal’s compatible siren 

amplifiers and controllers, such as our Pathfinder® 

product family.

 

ROC (RELIABLE ONBOARD CIRCUITRY) technology 

eliminates approximately 85% of the connection 

failure points found in a typical l ight bar

HOTFOOT® l ighted mounting feet provide additional 

l ight through powerful Solaris reflectors that are built 

into the mounting system of the light bar 

FSLINK® is a built-in software technology that allows 

our products to synchronize their flash patterns for a 

unified vehicle warning solution

 FSJOIN™ is a programming compatibil ity feature  

 of Federal Signal’s l ight bars and exterior/  

 interior warning lights that works in conjunction  

 with Pathfinder light/siren controllers. This feature  

 enables the synchronization of functions, operation,  

 and flash patterns of individual l ight heads from  

 multiple warning devices in order to create a  

 unified vehicle solution. FSJoin further provides  

 the capability to synchronize warning lights on  

 multiple “like-programmed” vehicles in order to  

 unify the optical warning of a multi-vehicle  

 response. 

 

 V-SHAPE LIGHT BAR is mechanically designed  

 to have a non-linear shape, V-Shape, providing  

 an advantage in terms of off-axis performance  

 compared to light bars with a traditional l inear  

 shape. All other variables being equal, the physical  

 V-Shape enables the light bar to deliver more optical  

 warning to critical 45- and 90-degree intersection  

 angles than a linear light bar. 

 

 RUMBLER® is a low frequency siren that works  

 simultaneously with primary siren tone that  

 penetrates solid materials allowing vehicle operators  

 and nearby pedestrians to feel the sound waves.  

 The Rumbler is particularly effective for Police and  

 Fire/EMS applications when used in dense urban  

 environments with heavy vehicle and pedestrian  

 traffic.

 

 Q SOUND  is a registered trademark of Federal  

 Signal Corporation, and it provides a distinctive,  

 recognizable long-distance warning tone.  

EXCLUSIVE TECHNOLOGIES 

SpectraLux®

ROC

HotFoot®

Rumbler®

SLR 

Solaris®

V-Shape
Lightbar® 

Q Sound 
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LIGHT BARS

51-inch Valor® with low-profile hook mount

51-inch Integrity® with low-profile hook mount

53-inch Allegiant® with low-profile hook mount

Valor Integrity Allegiant

Recommended lengths for Ford 

Police Interceptor Utility (inches)

44, 51 44, 51 45, 53

Hook Mounting Options Standard and Low Profile Standard and Low Profile Standard and Low Profile

Non-linear / V-Shape •

Low-profile • • •

Dome colors Clear Clear Amber, Black, Blue, Clear, Gray, & Red

LED colors Amber, Blue, Green, Red, & White Amber, Blue, Green, Red, & White Amber, Blue, Green, Red, & White

Solaris® LED Reflectors • • •

ROC (Reliable Onboard Circuitry™) • • •

FS Convergence Network • • •

SpectraLux® Multicolor LED • • •

Two color capability • • •

Three color capability • •

EXCLUSIVE TECHNOLOGIES 
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LIGHT BAR MOUNT

HKB-FPIU20 Hook kit, use with 44-, 45-, 46-, 51-, and 53-inch light bars

Z865300717 Spacer kit for use when mounting external Opticom on Legend, Allegiant, or Integrity light bars

HKB-FPIU20-LONG Hook required with hook-on mount, 44-, and 46-, 48-inch Valor and VSLR light bars using standard foot

AUDIBLE WARNING BRACKETS

ESBL-FPIU20 Kit, combination bracket for mounting (1) ES100C and (2) MPSU lights behind the grille

ESB-FPIU20NDB No drill bracket for mounting (1) ES100C or (1) AS124 speaker behind the grille utilizing pre-drilled holes,  
for use with push bumpers

ESB2-FPIU20NDB No drill bracket for mounting (2) ES100C or (2) AS124 speaker behind the grille utilizing pre-drilled holes,  
for use with push bumpers

ESB-U Multi-Vehicle bail bracket, ES100C

RB-FPIU20 Kit, pair of Rumbler mount brackets with hardware

GRILLE LIGHT BRACKETS

IPX-GRL16 Single, no drill, grille bracket with hardware, horizontal mount orientation, each bracket holds  
(2) MPSU lights

IPX-GRL17 Pair of lower grille brackets with hardware, horizontal mount orientation, each bracket holds  
(2) MPS3U/MPS6U lights

SLB-001 Long L-bracket, CN SignalMaster in lower portion of grille

MPSM6U-FPIU20GCO Kit of two grill cut-out brackets, adapts (2) MPS6U lights to OEM grill cut-outs

MPSC-(color)/ 
MPSC2-(color)

MicroPulse C Series lights will mount into the recessed area of the grille that Ford provides to accommodate 
grille lights

ESBL-FPIU20 Kit, combination bracket for mounting (1) ES100C and (2) MPSU lights behind the grille

FOG LIGHT AREA

MPS6U-FPIU20FOG Pair of fog light brackets, each bracket holds (1) MPS3U/MPS6U light

MicroPulse Ultra MPS3U, MPS6U, and MPS12U lights will fit surface mounted to plastic filler, non-fog light equipped models

HOOD MOUNT 

MPS650/MPS652 MicroPulse 6, Hood/Grille mount, 6-LED light head, Single or Dual Color

LICENSE PLATE BRACKETS

IPX-LPH1 Generic high-side license plate holder with horizontal mount tab on each side, bracket holds (2) MPS3U lights

IPX-LPV1 Flat surface license plate mount, various vehicles without recessed plate mounting locations, bracket holds  
(2) MPS3U lights

IPX-LPV2 Adjustable license plate mounting kit to mount light heads to the license plate of popular vehicles, bracket 
holds (2) MPS3U/MPS6U/MPS12U lights

MPSM-LPH1 Horizontal l icense plate bracket, mounts (2) MPS3U/MPS6U/MPSC lights, fits most vehicles

MPSM6-LPH1 Horizontal license plate mount, (2) MPS6U, MPS12U, MPSW9 lights

MPSM6-LPV1 Vertical mount license plate brackets, each bracket holds (2) MPS6U lights on each side

INTERIOR FRONT HEADLINER

SIFMJS SpectraLux ILS Low-Profile, 8-head Front Split, Center-focused style

SIFZJS SpectraLux ILS Low-Profile, 8-head Front Split, Off-Axis style

XSMBKT01 Visor mount kit for use with XSM1/XSM2 lights

XSMBKT03 Headliner mount bracket for use with XSM1/XSM2 lights

XSMBKT11 Visor mount kit for use with (1) XSM1/XSM2 and (2) cameras (forward and rear facing)

BRACKETS



www.fedsig.com

REAR SIDE WINDOW

XStream XSM1/XSM2 models will fit in this location with included mounting brackets

INTERIOR REAR HATCH

CNSM-RBK1 Mount kit for installing 8-head CN SignalMaster

SLB-002 Short L-bracket, CN SignalMaster or Latitude

MBK01 Bracket for mounting message board in rear headliner

SIFMH SpectraLux ILS Low-Profile, 8-head Rear Hatch, Center-focused style

XSMBKT03 Headliner mount bracket for use with XSM1/XSM2 lights

BOTTOM OF REAR HATCH

MicroPulse Ultra MPS3U and MPS6U lights will fit in this location

416300 Series 416300 light will fit in this location

SPOILER BRACKET

MPSM6-FPIU20RS1 Pair of spoiler brackets, each bracket holds (1) MPS6U light

MPSM6-FPIU20RS2 Pair of spoiler brackets, each bracket holds (3) MPS6U lights

MPSM6-FPIU20RS3 Pair of spoiler brackets, each bracket holds (2) MPS6U lights

SIDE MIRROR BRACKET

MPSMW9-FPIU20MIR Pair of side mirror brackets, each bracket holds (1) MPSW9 light

MPSW6 MicroPulse Wide Angle, 6-LED light head, available in single or split color, includes surface mount and side 
mirror mount

MPSM6U-FPIU20SMW Kit of (2) 20-degree rubber mounting wedges, each wedge mounts (1) MPS6U light to the side mirror

WHEEL ARCH WEDGES

MPSM6U-FPIU20WW Kit of (4) rubber mounting wedges, each wedge mounts (1) MPS6U light over the wheel arch

SIDE WINDOWS

MicroPulse Ultra MPS3U, MPS6U, and MPS12U lights will fit in this location using MPSM3-, MPSM6-, or MPSM12- “LB” or “DL” bracket

XStream XSM1/XSM2 models will fit with included mounting brackets

RUNNING BOARD

MPSM3U-SPACRKT Kit of four 5-degree mounting wedges, 1-2 wedges needed to mount MPS3U lights on lower side door

MPSM6U-SPACRKT Kit of four 5-degree mounting wedges, 1-2 wedges needed to mount MPS6U lights on lower side door

MPSM3-LB Generic L-bracket to mount (1) MPSU light to the rocker trim

MPSM6-LB Generic L-bracket to mount (1) MPS6U light to the rocker trim

HEADLIGHT/TAILLIGHT OPTIONS

416900Z/416910Z 416900Z/416910Z corner LED can be mounted in the standard headlight assembly. (It is not compatible with 
66A or 67H packages) and can be mounted in the taillight when Ford option 86T is ordered.

416900-VHB 3M™ VHB™ no-drill mount with standard headlight assembly or taillight when Ford option 86T is ordered, 4-pack

FHL-TAIL Flasher, taillight, universal applications, 18-inch wire leads

EXPHARN03 Rear taillight connection wire harness for use with rear expansion module

PATHFINDER OBDII INTEGRATION

OBDCABLE6-2 6-ft OBD Cable

OBDCABLE25-2 25-ft OBD Cable



800-264-3578 | www.fedsig.com

Ford Police Interceptor is a trademark of Ford Motor Company.

3M and VHB is a Trademark of the 3M Company.  

All others indicated are trademarks of Federal Signal Corporation. 

© 2020-2022 Federal Signal Corporation. All rights reserved worldwide.  M403 | 022022
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360˚
360-DEGREES DIFFERENT THAN OTHER LIGHTBARS

Introducing the Vision SLR platform from Federal Signal – 
the safer and smarter lightbar, engineered to dramatically 
increase visibility, optimize performance, and reduce risk.

Model Height x Length x Depth Ship Weight

VSLR46* 5.8 in x 45.4 in x 27.9 in (115.3 cm x 14.7 cm x 70.9 cm) 59.3 lbs (26.9 kg)

VSLR53* 5.8 in x 52.3 in x 30.2 in (132.8 cm x 14.7 cm x 76.7 cm) 64.4 lbs (29.2 kg)

VSLR60* 5.8 in x 59.3 in x 33.2 in (150.6 cm x 14.7 cm x 84.3 cm) 67.5 lbs (30.6 kg)

VSLR8 4.6 in x 26.8 in x 26.5 in (per half, less mount) 50.0 lbs (22.68 kg)

VSLR6 4.6 in x 21.1 in x 21.7 in (per half, less mount) 40.0 lbs (18.14 kg)

VSLR3 4.6 in x 22.4 in x 17.8 in (less mount) 25.0 lbs (11.34 kg)

* Alley Caps add 1.0 in (2.5 cm) to Length

Current Draw (with SignalMaster and standard mounting feet)

2.5 Amps per Pod
1 Amp per SignalMaster Light Head

Warranty

5-Year warranty on LED components Model Variations

VISION SLR PLATFORM
A Whole New Vision For Improved Safety and Effectiveness.

Join Us:
FederalSignalFR

Vision, SpectraLux, Solaris, HotFoot and SignalMaster are 
trademarks  of Federal Signal Corporation. 

©2017 Federal Signal Corporation



SpectraLux™ Multicolor LED Technology

OFF-AXIS WARNING
The Vision SLR illuminates a broader 
area specifically at the 45-degree and 
90-degree intersection warning angles.   
This area is critical for on-coming traffic 
by allowing for earlier detection, quicker 
recognition and faster response time.  
The result is increased safety of both 
emergency personnel and civilians.

Vision SLR 
• NFPA compliant models available
• SpectraLux changes LED color keeping NFPA compliance with no dead spots  
• FS Convergence Network for plug-and-play installation
• Optional LED HotFoot® mounting for LED takedowns or Opticom®

• Optional 8-head SignalMaster™

• Optional LED Alley light
• Individual Pod replacement for easy service
• Five-year warranty for LED Rotators
• Available in 46", 53" and 60" lengths
• Ideal for command vehicles, ambulances, pumpers and engines

IMPROVED SAFETY FROM EVERY ANGLE
In combination with its unique shape, Vision SLR’s “Smart Pod” delivers up to 8 times more light output than a 
typical linear lightbar.

VISION® SLR

EXCLUSIVE TO FEDERAL SIGNAL, VISION SLR 
SPECTRALUX MULTICOLOR LED TECHNOLOGY
• Allows a single light source to change color while in motion
• Complies with NFPA compliance without turning off light heads

SOLARIS® LED ROTATORS
• Aids in aerial location by constantly 

propelling rotating light upward

• Large sweeps of light allow on-coming 
traffic to easily locate vehicle position

SMART PODS JUST GOT SMARTER
• Variety of patterns available 

• Various rotation speeds, oscillations and 
flash rates available

• Switch to flood mode at any time to 
illuminate an emergency scene with  
Federal Signal's SpectraLux technology

Service

Split Vision SLR
• NFPA compliant models available
• SpectraLux changes LED color keeping NFPA compliance with no dead spots 
• Individual Pod replacement for easy service
• Five-year warranty for LED Rotators
• Available in 6-Pod and 8-Pod models
• Ideal for aerial trucks

3-Pod Vision SLR
• NFPA compliant models available
• SpectraLux changes LED color keeping NFPA 

compliance with no dead spots
• Individual Pod replacement for easy service
• Five-year warranty for LED Rotators
• Ideal for smaller vehicles or as part of the Split 

Vision SLR package

VSLR Beacon
• NFPA compliant models available
• Complements Vision SLR lightbar
• Available in Clear or Red domes
• Ideal for rear apparatus warning

AS EASY AS ONE-TWO-THREE

1 Remove a screw

2 Twist the Pod to remove from base

3 Unplug connection from lightbar

180° Rear

90° 

0° Front

45° 

135° 225° 

270° 

315° 

Vision SLR 

Typical linear 
lightbar



360-DEGREES DIFFERENT THAN ANY OTHER LIGHTBAR.

Introducing                             from Federal Signal — the 

safer and smarter lightbar, engineered to dramatically 

increase visibility, optimize performance, and reduce risk.

Working in concert with its unique V-shaped design, 

Vision SLR’s microprocessor LED “Smart Pods” create 

superior off-axis warning, providing critical 360-degree 

coverage, intersection clearing and other high-risk 

endeavors. The full 360-degree coverage you’ll get 

from Vision SLR is proven safer and more effective.

Vision SLR

ADDITIONAL SYSTEM COMPONENTS

MODEL VARIATIONS
Seven-pod sizes offered in 46-inch, 53-inch and 60-inch

NUMBER OF LEDS
• 12 LEDs per color, per pod
• 48 Amber LEDs for rear SignalMaster (8 heads with 6 LEDs each)
• 6 White LEDs in each HotFoot Take Down Light
• 6 White LEDs in Alley cap

WARRANTY
5-year warranty on LED components

DIMMING OPTION
When activated, the dimming feature signifi cantly reduces 
the light output intensity. 

SIGNALMASTER™ OPTION
The Vision SLR also has an optional 8-head 
LED SignalMaster for directional warning.

2645 Federal Signal Drive, University Park, IL  60484

Tel.: (800) 264-3578 • www.fedsig.com

#M1028
Vision, SpectraLux, Solaris, HotFoot, SmartSiren 

and SignalMaster are trademarks 
of Federal Signal Corporation. 

©2015 Federal Signal Corporation        615

VISION® SLR

F O R  I M P R O V E D  S A F E T Y  A N D  E F F E C T I V E N E S S .

A  W H O L E  N E W

Dimensions (H x L x D):  Model Height Length Depth

 VSLR46 5.8 in (14.7 cm)  45.4 in (115.3 cm) 27.9 in (70.9 cm)

 VSLR53 5.8 in (14.7 cm) 52.3 in (132.8 cm) 30.2 in (76.7 cm)

 VSLR60 5.8 in (14.7 cm)  59.3 in (150.6 cm) 33.2 in (84.3 cm)

 Alley Caps add 1” (2.5 cm) to length  

Ship Weight:  Model Weight* 

 VSLR46 59.3 lbs (26.9 kg)

 VSLR53 64.4 lbs (29.2 kg)

 VSLR60 67.5 lbs (30.6 kg)

 *With SignalMaster and standard mounting feet

360O



180° Rear

90° 
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45° 
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315° 

Vision SLR 

Typical linear 
lightbar

HOTFOOT™ FLEXIBILITY

For further customization of your vehicle, mounting brackets 

accommodate optional patented HotFoot™ LED take down lights.

OFF-AXIS WARNING 
FOR INTERSECTION CLEARING

In a moving situation as the emergency 

vehicle approaches an intersection, its lights 

and audible devices notify on-coming vehicles 

through three stages:  detection, recognition 

and response. 

As illustrated above, the Vision SLR 

illuminates a broader area specifi cally at 

the 45-degree and 90-degree intersection 

points. This area is critical for early detection 

to on-coming traffi c allowing for quicker 

recognition and response time. 

“Over the past decade, numerous law 

enforcement offi cers, fi refi ghters, and 

emergency medical services (EMS) workers 

are injured or killed along roadways 

throughout the United States.” 

Emergency Vehicle Visibility and 
Conspicuity Study, USFA/FEMA, August 2009

VISION® SLR

SMART PODS JUST GOT SMARTER

At a steady position, in all white mode, 

SpectraLux provides an impressive 

fl ood light to quickly illuminate an 

emergency scene.

SPECTRALUX™ MULTICOLOR LED TECHNOLOGY

Exclusive to Federal Signal, SpectraLux™ multicolor LED 

technology provides the ability for a single light source to 

change color while in motion. Individual Smart Pods can be 

programmed to fl ash between red, blue, amber or white.

SPECTRALUX MULTICOLOR LED TECHNOLOGYSERVICE AS EASY AS ONE-TWO-THREE

Remove a screw, twist the pod to remove from base 
and unplug the connection from the lightbar.

To learn more about the Vision SLR lightbar, visit fedsig.com

SIMPLE INSTALLATION AND PROGRAMMING

For maximum performance,  Federal Signal Convergence Network provides 

literal ‘plug-n-play’ installation. Utilizing standard RJ45 connections, the 

Vision SLR can be easily programmed using either a SmartSiren® Platinum 

system or Vision control head and a standard laptop. With control head 

programmability, the user can customize the keypad to meet their needs. 

A serial interface module with your existing light controller can also be 

used to program and operate the features and functions of the Vision SLR.   

SOLARIS® LED REFLECTOR AIDS AS AERIAL LOCATOR

Vision SLR’s, patent-pending, Smart Pods are equipped with 

Federal Signal’s Solaris® SLR (Solaris LED Rotating Refl ector) 

design to signifi cantly maximize the LED light source for full 

light coverage. What’s more impressive, each refl ector features 

two LEDs that project light upward for easy aerial location of 

law enforcement vehicles.

Solaris LED Refl ector is designed to 
project light for aerial detection. >

IMPROVED SAFETY FROM EVERY ANGLE

The Vision® SLR was designed specifi cally for departments 

concerned with offi cer’s safety through intersections. 

Although linear lightbars can provide 360-degrees of light 

output, none compare to the performance of the non-linear 

shape of the Vision SLR. 

In combination with its unique shape, 

Vision SLR’s “Smart Pods” deliver up to 

8 times more light output than a typical 

linear LED lightbar.

EXCLUSIVE TO FEDERAL SIGNAL’S VISION SLR...

Detection
Recognition

Response



360-DEGREES DIFFERENT THAN ANY OTHER LIGHTBAR.

Introducing                             from Federal Signal — the 

safer and smarter lightbar, engineered to dramatically 

increase visibility, optimize performance, and reduce risk.

Working in concert with its unique V-shaped design, 

Vision SLR’s microprocessor LED “Smart Pods” create 

superior off-axis warning, providing critical 360-degree 

coverage, intersection clearing and other high-risk 

endeavors. The full 360-degree coverage you’ll get 

from Vision SLR is proven safer and more effective.

Vision SLR

ADDITIONAL SYSTEM COMPONENTS

MODEL VARIATIONS
Seven-pod sizes offered in 46-inch, 53-inch and 60-inch

NUMBER OF LEDS
• 12 LEDs per color, per pod
• 48 Amber LEDs for rear SignalMaster (8 heads with 6 LEDs each)
• 6 White LEDs in each HotFoot Take Down Light
• 6 White LEDs in Alley cap

WARRANTY
5-year warranty on LED components

DIMMING OPTION
When activated, the dimming feature signifi cantly reduces 
the light output intensity. 

SIGNALMASTER™ OPTION
The Vision SLR also has an optional 8-head 
LED SignalMaster for directional warning.

2645 Federal Signal Drive, University Park, IL  60484

Tel.: (800) 264-3578 • www.fedsig.com

#M1028
Vision, SpectraLux, Solaris, HotFoot, SmartSiren 

and SignalMaster are trademarks 
of Federal Signal Corporation. 

©2015 Federal Signal Corporation        615

VISION® SLR

F O R  I M P R O V E D  S A F E T Y  A N D  E F F E C T I V E N E S S .

A  W H O L E  N E W

Dimensions (H x L x D):  Model Height Length Depth

 VSLR46 5.8 in (14.7 cm)  45.4 in (115.3 cm) 27.9 in (70.9 cm)

 VSLR53 5.8 in (14.7 cm) 52.3 in (132.8 cm) 30.2 in (76.7 cm)

 VSLR60 5.8 in (14.7 cm)  59.3 in (150.6 cm) 33.2 in (84.3 cm)

 Alley Caps add 1” (2.5 cm) to length  

Ship Weight:  Model Weight* 

 VSLR46 59.3 lbs (26.9 kg)

 VSLR53 64.4 lbs (29.2 kg)

 VSLR60 67.5 lbs (30.6 kg)

 *With SignalMaster and standard mounting feet

360O
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HOTFOOT™ FLEXIBILITY

For further customization of your vehicle, mounting brackets 

accommodate optional patented HotFoot™ LED take down lights.

OFF-AXIS WARNING 
FOR INTERSECTION CLEARING

In a moving situation as the emergency 

vehicle approaches an intersection, its lights 

and audible devices notify on-coming vehicles 

through three stages:  detection, recognition 

and response. 

As illustrated above, the Vision SLR 

illuminates a broader area specifi cally at 

the 45-degree and 90-degree intersection 

points. This area is critical for early detection 

to on-coming traffi c allowing for quicker 

recognition and response time. 

“Over the past decade, numerous law 

enforcement offi cers, fi refi ghters, and 

emergency medical services (EMS) workers 

are injured or killed along roadways 

throughout the United States.” 

Emergency Vehicle Visibility and 
Conspicuity Study, USFA/FEMA, August 2009

VISION® SLR

SMART PODS JUST GOT SMARTER

At a steady position, in all white mode, 

SpectraLux provides an impressive 

fl ood light to quickly illuminate an 

emergency scene.

SPECTRALUX™ MULTICOLOR LED TECHNOLOGY

Exclusive to Federal Signal, SpectraLux™ multicolor LED 

technology provides the ability for a single light source to 

change color while in motion. Individual Smart Pods can be 

programmed to fl ash between red, blue, amber or white.

SPECTRALUX MULTICOLOR LED TECHNOLOGYSERVICE AS EASY AS ONE-TWO-THREE

Remove a screw, twist the pod to remove from base 
and unplug the connection from the lightbar.

To learn more about the Vision SLR lightbar, visit fedsig.com

SIMPLE INSTALLATION AND PROGRAMMING

For maximum performance,  Federal Signal Convergence Network provides 

literal ‘plug-n-play’ installation. Utilizing standard RJ45 connections, the 

Vision SLR can be easily programmed using either a SmartSiren® Platinum 

system or Vision control head and a standard laptop. With control head 

programmability, the user can customize the keypad to meet their needs. 

A serial interface module with your existing light controller can also be 

used to program and operate the features and functions of the Vision SLR.   

SOLARIS® LED REFLECTOR AIDS AS AERIAL LOCATOR

Vision SLR’s, patent-pending, Smart Pods are equipped with 

Federal Signal’s Solaris® SLR (Solaris LED Rotating Refl ector) 

design to signifi cantly maximize the LED light source for full 

light coverage. What’s more impressive, each refl ector features 

two LEDs that project light upward for easy aerial location of 

law enforcement vehicles.

Solaris LED Refl ector is designed to 
project light for aerial detection. >

IMPROVED SAFETY FROM EVERY ANGLE

The Vision® SLR was designed specifi cally for departments 

concerned with offi cer’s safety through intersections. 

Although linear lightbars can provide 360-degrees of light 

output, none compare to the performance of the non-linear 

shape of the Vision SLR. 

In combination with its unique shape, 

Vision SLR’s “Smart Pods” deliver up to 

8 times more light output than a typical 

linear LED lightbar.

EXCLUSIVE TO FEDERAL SIGNAL’S VISION SLR...

Detection
Recognition

Response
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HOTFOOT™ FLEXIBILITY

For further customization of your vehicle, mounting brackets 

accommodate optional patented HotFoot™ LED take down lights.

OFF-AXIS WARNING 
FOR INTERSECTION CLEARING

In a moving situation as the emergency 

vehicle approaches an intersection, its lights 

and audible devices notify on-coming vehicles 

through three stages:  detection, recognition 

and response. 

As illustrated above, the Vision SLR 

illuminates a broader area specifi cally at 

the 45-degree and 90-degree intersection 

points. This area is critical for early detection 

to on-coming traffi c allowing for quicker 

recognition and response time. 

“Over the past decade, numerous law 

enforcement offi cers, fi refi ghters, and 

emergency medical services (EMS) workers 

are injured or killed along roadways 

throughout the United States.” 

Emergency Vehicle Visibility and 
Conspicuity Study, USFA/FEMA, August 2009

VISION® SLR

SMART PODS JUST GOT SMARTER

At a steady position, in all white mode, 

SpectraLux provides an impressive 

fl ood light to quickly illuminate an 

emergency scene.

SPECTRALUX™ MULTICOLOR LED TECHNOLOGY

Exclusive to Federal Signal, SpectraLux™ multicolor LED 

technology provides the ability for a single light source to 

change color while in motion. Individual Smart Pods can be 

programmed to fl ash between red, blue, amber or white.

SPECTRALUX MULTICOLOR LED TECHNOLOGYSERVICE AS EASY AS ONE-TWO-THREE

Remove a screw, twist the pod to remove from base 
and unplug the connection from the lightbar.

To learn more about the Vision SLR lightbar, visit fedsig.com

SIMPLE INSTALLATION AND PROGRAMMING

For maximum performance,  Federal Signal Convergence Network provides 

literal ‘plug-n-play’ installation. Utilizing standard RJ45 connections, the 

Vision SLR can be easily programmed using either a SmartSiren® Platinum 

system or Vision control head and a standard laptop. With control head 

programmability, the user can customize the keypad to meet their needs. 

A serial interface module with your existing light controller can also be 

used to program and operate the features and functions of the Vision SLR.   

SOLARIS® LED REFLECTOR AIDS AS AERIAL LOCATOR

Vision SLR’s, patent-pending, Smart Pods are equipped with 

Federal Signal’s Solaris® SLR (Solaris LED Rotating Refl ector) 

design to signifi cantly maximize the LED light source for full 

light coverage. What’s more impressive, each refl ector features 

two LEDs that project light upward for easy aerial location of 

law enforcement vehicles.

Solaris LED Refl ector is designed to 
project light for aerial detection. >

IMPROVED SAFETY FROM EVERY ANGLE

The Vision® SLR was designed specifi cally for departments 

concerned with offi cer’s safety through intersections. 

Although linear lightbars can provide 360-degrees of light 

output, none compare to the performance of the non-linear 

shape of the Vision SLR. 

In combination with its unique shape, 

Vision SLR’s “Smart Pods” deliver up to 

8 times more light output than a typical 

linear LED lightbar.

EXCLUSIVE TO FEDERAL SIGNAL’S VISION SLR...

Detection
Recognition

Response



360-DEGREES DIFFERENT THAN ANY OTHER LIGHTBAR.

Introducing                             from Federal Signal — the 

safer and smarter lightbar, engineered to dramatically 

increase visibility, optimize performance, and reduce risk.

Working in concert with its unique V-shaped design, 

Vision SLR’s microprocessor LED “Smart Pods” create 

superior off-axis warning, providing critical 360-degree 

coverage, intersection clearing and other high-risk 

endeavors. The full 360-degree coverage you’ll get 

from Vision SLR is proven safer and more effective.

Vision SLR

ADDITIONAL SYSTEM COMPONENTS

MODEL VARIATIONS
Seven-pod sizes offered in 46-inch, 53-inch and 60-inch

NUMBER OF LEDS
• 12 LEDs per color, per pod
• 48 Amber LEDs for rear SignalMaster (8 heads with 6 LEDs each)
• 6 White LEDs in each HotFoot Take Down Light
• 6 White LEDs in Alley cap

WARRANTY
5-year warranty on LED components

DIMMING OPTION
When activated, the dimming feature signifi cantly reduces 
the light output intensity. 

SIGNALMASTER™ OPTION
The Vision SLR also has an optional 8-head 
LED SignalMaster for directional warning.

2645 Federal Signal Drive, University Park, IL  60484

Tel.: (800) 264-3578 • www.fedsig.com

#M1028
Vision, SpectraLux, Solaris, HotFoot, SmartSiren 

and SignalMaster are trademarks 
of Federal Signal Corporation. 

©2015 Federal Signal Corporation        615

VISION® SLR

F O R  I M P R O V E D  S A F E T Y  A N D  E F F E C T I V E N E S S .

A  W H O L E  N E W

Dimensions (H x L x D):  Model Height Length Depth

 VSLR46 5.8 in (14.7 cm)  45.4 in (115.3 cm) 27.9 in (70.9 cm)

 VSLR53 5.8 in (14.7 cm) 52.3 in (132.8 cm) 30.2 in (76.7 cm)

 VSLR60 5.8 in (14.7 cm)  59.3 in (150.6 cm) 33.2 in (84.3 cm)

 Alley Caps add 1” (2.5 cm) to length  

Ship Weight:  Model Weight* 

 VSLR46 59.3 lbs (26.9 kg)

 VSLR53 64.4 lbs (29.2 kg)

 VSLR60 67.5 lbs (30.6 kg)

 *With SignalMaster and standard mounting feet

360O



ANGLEA  W H O L E  N E W  A N G L E  I N  S A F E T Y  A N D  S E C U R I T Y Valor®



Introducing                   from Federal Signal, the first and only non-linear,  

low profile LED light bar. A safer and smarter choice, Valor dramatically  

increases visibility, optimizes performance, and reduces risk. 

With its unique V-shaped design combined with Federal Signal’s Solaris LED  

reflectors, Valor delivers light at critical 45-degrees and 95-degrees off-axis 

for intersection clearing. What’s also impressive is its flexibility.  SpectraLux®  

provides a fully programmable range of color combinations for optimum  

warning capability to flood light performance. 

And because it’s from Federal Signal, you know it’s not only built for simple  

set-up and customization… it’s also built to last. 

Valor®

/90º45º
 IT’S AN ENTIRELY DIFFERENT POINT OF VIEW.

The Valor light bar stands only two inches tall, but is unmatched in  

light performance compared to other low-profile linear light bars.  



OFF-AXIS WARNING  
FOR INTERSECTION CLEARING
In a moving situation as the emergency  

vehicle approaches an intersection, its  

lights and audible devices notify on-coming 

vehicles through three stages:  detection, 

recognition and response.  

As illustrated, the Valor illuminates a 

broader area specifically at the 45-degree 

and 90-degree intersection points. This area 

is critical for early detection to on-coming 

traffic allowing for quicker recognition and 

response time. 

VALor®
SAFETY AT THE CRITICAL ANGLES
For officers that rank safety as a top priority and desire  

a low profile appearance, the Valor® is the obvious  

choice. Valor’s distinct non-linear shape and  

Solaris® LED reflector design provide 360-degrees  

of light output and impressive off-axis lighting. 

In comparison to linear light bars, Valor’s shape was  

engineered to outperform at 45-degree and 90-degree  

angles, critical for intersection clearing. 

Detection
Recognition

Response



SPECTRALUX® MULTICOLOR LED TECHNOLOGY 

Exclusive to Federal Signal, SpectraLux® multicolor LED technology provides the ability for a LED  

light head to change color. LEDs can change between red, blue, amber or white through user selected 

flash patterns.

SOLARIS® LED REFLECTOR
Federal Signal’s Solaris® LED reflector technology  

is engineered to significantly increase off-axis  

warning and maximize the LED light source to  

eliminate critical dark spots and distribute true 

360-degrees of light coverage.

EXCLUSIVE TO FEDERAL SIGNAL’S VALOR...

ROC (RELIABLE ONBOARD CIRCUITRY™)
Federal Signal’s patented ROC technology is built 

to eliminate approximately 85% of the connection 

failure points found in a typical light bar. Wires, 

connections, and assemblies have been replaced by 

PCB assemblies — reducing labor repair time and 

increasing the road time for emergency vehicles. 

SPECTRALUX LIGHTS THE WAY 
At a steady position, in all white  

mode, SpectraLux provides an  

impressive flood light to quickly  

illuminate an emergency scene.

SpectraLux®Solaris® ROC Convergence
Network

HotFoot® SpectraLux®Solaris® ROC Convergence
Network

HotFoot®

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®



Learn more about the Valor light bar, see it in action  
or view flash patterns at fedsig.com

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®

Vortex Generators
Vortex Generators are located at the base of the 

Valor light bar. Vortex Generators are designed to 

improve the aerodynamic surface and efficiently 

direct passing air to reduce subsequent drag on 

the rear of the vehicle. The result is better fuel 

efficiency and a reduction in wind noise.

Low-Profile Hook Mounts
The low hook mount option allows the body 
of the light bar to be approximately 7/8 of an 
inch lower than the standard hook mount, 
depending on the specific vehicle make and 
model.

SIMPLE INSTALLATION AND PROGRAMMING
For maximum performance, the FS Convergence Network  

provides ‘plug-n-play’ installation. Utilizing standard RJ45  

connections, the Valor can be easily programmed using a  

Pathfinder® light and siren controller. With control head  

programmability, the user can customize the keypad to meet their needs. 
 

A serial interface module with your existing light controller can also be used  

to program and operate the features and functions of the Valor.   

FSJOIN™

Programming is made easy with FSJoin in conjunction with Pathfinder® light/siren controller. 

Through the Convergence Network software, multiple warning devices can be programmed to  

synchronize in order to create a unified vehicle solution.

SPECTRALUX MULTICOLOR LED TECHNOLOGYSERVICE IS A SNAP WITH THE VALOR

VALOR can be serviced while on the roof top.  
Remove the single dome and easily disconnect the ROC board.



ADDITIONAL SYSTEM COMPONENTS

MODEL VARIATIONS
Offered in 44-inch and 51-inch lengths

NUMBER OF LEDS
In the 44-inch light bar, in all single color: 

1. Main bar: 24 heads x 6 LEDs each = 144 LEDS 

2. HotFoot: 6, 12 or 18 LEDs per foot 

3. Alley HotFoot: 6 LEDs  

In the 51-inch light bar, in all single color:
1. Main bar: 28 heads x 6 LEDs each = 168 LEDS
2. HotFoot: 6, 12 or 18 LEDs per foot
3. Alley HotFoot: 6 LEDs 

CURRENT DRAW
Without HotFoot lights  - 24 AMP (Steady)
With HotFoot lights - 29 AMP (Steady)

WARRANTY
5-year warranty on LED components

DIMMING OPTION
When activated, the dimming feature significantly 
reduces the light output intensity. 

SIGNALMASTER™ OPTION 
The VALOR is built with an 8-head LED SignalMaster 
capability for directional warning.
 
HOTFOOT™ FLEXIBILITY
For further customization  
of your vehicle, mounting  
brackets accommodate  
optional HotFoot™ LED take 
down, alley, and warning lights as well as Opticom™ 
pre-emption emitters. Only available with standard 
hook mount.

2645 Federal Signal Drive, University Park, IL  60484-3167

Tel.: (800) 264-3578 • Fax: (800) 682-8022 

www.fedsig.com

M1029  I  122020
Valor, SpectraLux, Solaris, Reliable Onboard  

Circuitry, FSJoin, HotFoot, Pathfinder and SignalMaster  
are trademarks of Federal Signal Corporation.  

Opticom is a trademark of Global Traffic Technologies. 

©2018-2021 Federal Signal Corporation

Dimensions (H x L x D):  Model Height Length Depth 

 VALR44J 1.96 in (5.0 cm) 43.7 in (111.0 cm)  19.8 in (50.4 cm)

 VALR51J 1.96 in (5.0 cm)  51.3 in (130.3 cm) 19.8 in (50.4 cm) 

  

Ship Weight:  Model Weight* Approvals 

 VALR44J 39.3 lbs (17.8 kg)        SAE J845, Class 1

 VALR51J 43.2 lbs (19.6 kg)        SAE J595, Class 1 

 *With standard mounting feet         CCR T13, Class B
   IP65

VALR44J-P1L 

VALR51J-P1L

VALR44J-P2L

VALR51J-P2L 

Stock Models

The Valor stock models below are FS Convergence Network compatible and include a low hook mount.



IntegrIty®

A  L I G H T B A R  T H AT ’ S 

             E A R N E D  I T S  N A M E .



Introducing                        from Federal Signal, a distinct modern shaped,  

linear lightbar with multi-color LED technology.  SpectraLux® multi-color LED 

technology provides a fully programmable range of color combinations for  

optimum warning capability and an impressive flood light feature —  

putting you in control.  

With Solaris® LED reflector technology, Integrity has continuous off-axis 

warning.  Solaris maximizes the LED light source to eliminate critical dark 

spots and distribute true 360-degrees of light coverage.

And because Integrity is built from Federal Signal, you know it’s not only  

built for simple set-up and customization… it’s also built to last. 

 THE INTEGRITY LIGHTBAR PUTS YOU IN CONTROL.

 Integrity®



v

SPECTRALUX® MULTICOLOR LED TECHNOLOGY 

Exclusive to Federal Signal, SpectraLux™ multicolor LED technology provides the ability  

for a LED light source to change color. LEDs can change between Red, Blue, Amber or White 

through user selected flash patterns.

EXCLUSIVE TO FEDERAL SIGNAL’S INTEGRITY...

FSJOIN™

Programming is made easy with FSJoin in conjunction with Pathfinder® light/siren  

controller. Through the Convergence Network software, multiple warning devices  

can be programmed to synchronize in order to create a unified vehicle solution.

SPECTRALUX LIGHTS THE WAY 
At a steady position, in all white  

mode, SpectraLux provides an  

impressive flood light to quickly  

illuminate an emergency scene.

THE INTEGRITY® LIGHTBAR

PUTTING YOU IN CONTROL. The Integrity lightbar from Federal Signal features a distinct, low-profile shape, that maximizes optical performance and reliability through leading-edge innovations.  
Integrity puts you in control with SpectraLux multicolor LED technology to optimize warning performance and provide an impressive flood feature. 

From the leader in emergency warning technology.

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®



ROC (RELIABLE ONBOARD CIRCUITRY™)
Federal Signal’s patented ROC technology is built to eliminate potential failure points 

found in a typical lightbar. Wires, connections, and assemblies have been replaced by 

PCB assemblies — reducing labor repair time and increasing the road time for emergency 

vehicles. 

HOTFOOT® FLEXIBILITY 
For further customization of your vehicle,  

mounting brackets accommodate optional  

HotFoot LED takedown, alley and warning lights. 

Only available with standard hook mount. 

The Integrity lightbar from Federal Signal features a distinct, low-profile shape, that maximizes optical performance and reliability through leading-edge innovations.  
Integrity puts you in control with SpectraLux multicolor LED technology to optimize warning performance and provide an impressive flood feature. 

SOLARIS® LED REFLECTOR
Federal Signal’s Solaris® LED reflector technology 

is engineered to significantly increase off-axis 

warning and maximize the LED light source to 

eliminate critical dark spots and distribute true 

360-degrees of light coverage.

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®



SPECTRALUX MULTICOLOR LED TECHNOLOGYSERVICE IS A SNAP WITH THE INTEGRITY

Integrity can be serviced while on the roof top.  
Remove the single dome and easily disconnect the ROC board.

SIMPLE INSTALLATION AND PROGRAMMING
For maximum performance, the FS Convergence Network provides  

‘plug-n-play’ installation. Utilizing standard RJ45 connections, the  

Integrity can be easily programmed using a Pathfinder® light and siren 

controller. With control head programmability, the user can customize  

the keypad to meet their needs. 
 

A serial interface module with your existing light controller can also be used  

to program and operate the features and functions of the Integrity.   

Low Profile hook mountStandard hook mount

The Integrity lightbar from Federal Signal features a distinct, low-profile shape, that maximizes optical performance and reliability through leading-edge innovations.  
Integrity puts you in control with SpectraLux multicolor LED technology to optimize warning performance and provide an impressive flood feature. 

HOOK MOUNT OPTIONS
The low hook mount option allows the body of the lightbar to be approximately 5/8 of an inch 

lower than the standard hook mount, depending on the specific vehicle make and model

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®



ADDITIONAL SYSTEM COMPONENTS

MODEL VARIATIONS
Offered in 44-inch and 51-inch lengths

NUMBER OF LEDS
All positions except Alley positions L and L1: 
6-LEDs for single-color, 12 LEDs for two-color, 
18-LEDs for three-color
 
Alley positions L and L1: 
9-LEDs for single-color; 18-Leds for two-color

HotFoot positions: 
6-LEDs for single-color; 12-LEDs for two-color 

CURRENT DRAW
44-inch
Without HotFoot® lights  — 24 AMP (Steady)
With HotFoot lights — 26 AMP (Steady)

51-inch
Without HotFoot® lights  — 26 AMP (Steady)
With HotFoot lights — 30 AMP (Steady)

WARRANTY
5-year warranty on LED components

DIMMING OPTION
When activated, the dimming feature significantly 
reduces the light output intensity. An optional  
auto-dimming sensor is available in the Integrity. 

SIGNALMASTER™ OPTION 
The Integrity is built with an 8-head LED 
SignalMaster capability for directional warning.
 
HOTFOOT® FLEXIBILITY
For further customization of your vehicle, mounting 
brackets accommodate optional HotFoot® LED  
takedown, alley and warning lights. Only available 
with standard hook mount.  

2645 Federal Signal Drive, University Park, IL  60484-3167

Tel.: (800) 264-3578 • Fax: (800) 682-8022 

www.fedsig.com

M1053 I 122020
Integrity, Pathfinder, Solaris, Reliable Onboard Circuitry,  

HotFoot, SmartSiren, FS Join, and SignalMaster  
are trademarks of Federal Signal Corporation. 
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Dimensions (H x L x D):  Model Height Length Depth 

 INTG44J 1.96 in (5.0 cm) 43.7 in (111.0 cm)  9.7 in (24.6 cm)

 INTG51J 1.96 in (5.0 cm)  51.3 in (130.3 cm) 9.7 in (24.6 cm) 

  

Ship Weight:  Model Weight* Approvals 

 INTG44J 34.7 lbs (15.7 kg) SAE J845, Class 1

 INTG51J 40.1 lbs (18.2 kg) SAE J595, Class 1 

 *With standard mounting feet CCR T13, Class B
   IP65

INTG51-2635098 (without interface module, hook mount)
INTG51-2662788 (with interface module, hook mount)

Stock Models

The Integrity stock models below are FS Convergence Network Compatible and include a low hook mount. 

INTG44J-P1L

INTG51J-P1L

INTG44J-P2L

INTG51J-P2L



• Aerospace

• Automotive

• Chemical

• Consumer Products

• Food and Beverage

• Medical Devices

• Medical Facilities

• Nutritional Products

• Pharma and Biotech

• Plastics

• Water Treatment 
   and Wastewater

Acetic Acid Benzonitrile Fluosilicic Acid Lithium Chloride Ozone Sodium Benzoate

Acetic Acid 20% Butanol (Butyl Alcohol) Formaldehyde 100% Lubricants Paraffin Sodium 
Bicarbonate

Acetic Acid 80% Buttermilk Formaldehyde 40% Magnesium Bisulfate Pentane Sodium Bisulfate

Acetic Acid, Glacial Calcium Nitrate Formic Acid Magnesium Carbonate Phenol (10%) Sodium Bisulfite

Alcohols: Amyl Calcium Sulfate Freon 113 Magnesium Chloride Phosphoric Acid (>40%) Sodium Borate 
(Borax)

Alcohols: Butyl Carbonic Acid Fuel Oils Magnesium Hydroxide Phosphoric Acid (crude) Sodium 
Carbonate

Alcohols: Ethyl Chocolate Syrup Gasoline 
(high aromatic) Magnesium Nitrate Phosphoric Acid (S40%) Sodium Chlorate

Alcohols: Isopropyl Chromic Acid 10% Gasoline, leaded, ref. Magnesium Sulfate 
(Epsom Salts) Photographic Developer Sodium Chloride

Alcohols: Methyl Chromic Acid 5% Gasoline, unleaded Manganese Sulfate Photographic Solutions Sodium Chromate

Aluminum Chloride Cider Glucose Mercuric Chloride 
(dilute) Phthalic Anhydride Sodium Hydroxide 

(20%)
Aluminum Chloride 
20% Citric Acid Glycerin Mercurous Nitrate Potassium Bromide Sodium Peroxide

Aluminum Hydroxide Copper Sulfate>5% Heptane Methanol (Methyl 
Alcohol) Potassium Chlorate Sodium Sulfate

Aluminum Nitrate Copper Sulfate 5% Honey Methyl Alcohol 10% Potassium Chloride Stannic Chloride

Aluminum Potassium 
Sulfate 10% Cupric Acid Hydrochloric Acid 20% Milk Potassium Dichromate Stearic Acid

Aluminum Potassium 
Sulfate 100% Cyclohexane Hydrocyanic Acid 

(Gas 10%) Motor oil Potassium Nitrate Stoddard Solvent

Aluminum Sulfate Detergents Hydrogen Gas Mustard Potassium Permanganate Sulfur Dioxide 
(dry)

Ammonium Chloride Diesel Fuel Hydrogen Peroxide 
10% Naphtha Potassium Sulfate Sulfuric Acid 

(<10%)

Ammonium Oxalate Diethylene Glycol Hydrogen Peroxide 
100% Nickel Chloride Propylene Glycol Sulfuric Acid 

(10-75%)
Ammonium 
Phosphate, Dibasic

Epsom Salts 
(Magnesium Sulfate)

Hydrogen Peroxide 
30% Nickel Sulfate Resorcinol Tomato Juice

Ammonium Sulfate Ethanol Hydrogen Peroxide 
50% Nitric Acid (20%) Salicylic Acid Vinegar

Amyl Alcohol Ethylene Diamine Hydrogen Sulfide 
(aqua) Nitric Acid (50%) Salt Brine (NaCl saturated) Water, Acid, Mine

Antimony Trichloride Ethylene Glycol Isooctane Nitric Acid (5-10%) Sea Water Water, Distilled

Arsenic Acid Fatty Acids Jet Fuel (JP3, JP4, JP5) Oils: Citric Silicone Water, Fresh

Barium Carbonate Ferric Chloride Lacquer Thinners Oils: Fuel Oil (1, 2, 3, 5A, 
5B, 6) Silver Nitrate Water, Salt

Barium Chloride Ferric Nitrate Lactic Acid Oils: Mineral Soap Solutions Whiskey & Wines

Beer Ferric Sulfate Lard Oils: Olive Soda Ash (see Sodium 
Carbonate) Zinc Chloride

Benzoic Acid Ferrous Sulfate Lead Sulfamate Oils: Pine Sodium Acetate Zinc Sulfate

From Federal Signal
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Hazardous Location LED and Strobe
Warning Lights

Models 225XL-N and 225XST-N

Product Features and Certifications

Model Type Voltage Operating 
Current

Operating  
Temperature

Flash 
Pattern

Light 
Output

Lamp 
Hours Mount Rated Certified

121SLED-N
LED 120VAC 0.075 A -40°F to 150°F 

(-40°C to 66°C) 60 R/Min. 1655 cd 25k ½” NPT, 
Surface

4X, IP66, 
IP69K

UL/cUL, 
NSF

225XL-N
LED

24VAC/DC 0.38 A -58°F to 150°F
(-50°C to 66°C)

60 FPM, 
steady 238 cd 50k ½” NPT 4X, IP66, 

IP69K
UL/cUL CID2, 

Marine, 
NSF120-240VAC 0.21-0.13 A

225XST-N
Strobe

12-24VDC 1.70-0.70 A
-40°F to 104°F 
(-40°C to 40°C) 80 FPM 240 cd 10k ½” NPT 4X, IP66, 

IP69K
UL/cUL CID2, 

CSA,  
NSF

120VAC 0.25 A
240VAC 0.20 A

Safe Area LED Warning Light
Models 121SLED-N 

and 121ALED-N

121ALED-N LED 24VDC ½” NPT, 
Surface

4X, IP66, 
IP69K

UL/cUL, 
NSFComing Soon

4”−6” 
from device

90°

0°

30°

60°

Choosing an NSF Certified product provides confidence the warning light will optimally perform 
in your environment, even after exposure to rigorous sanitation processes. 

NSF Certification is an ANSI-accredited product certification that adheres to more than 75 acceptable sanitation 
requirements and protocols for equipment and materials intended for use in commercial food service. 

Federal Signal warning lights are NSF Certified for Splash and Non-Food Zones to Standard NSF/ANSI 2: 
Food Equipment.  Products that meet requirements in this standard are intended to protect against contamination 

and ensure materials can resist wear and effects from food, heat, cleaning compounds and sanitizers.

The NSF Certification began as a food and beverage industry standard and overtime was 
adopted by additional industries that also prioritize cleanliness and sanitation. 

Withstands high 
pressure and 

temperature washdowns

Resists water
and dust/debris 

ingress

Resists water
and dust/debris 
accumulation

Сurvature of the 
dome resists water 

and dust/debris 
accumulation

Withstands
cleaning/sanitation 

compounds

Meets NSF material 
standards for Splash 
and Non-Food Zones

Areas that are not exposed to food or splashes 
but may be subject to minor dirt or debris

Kitchens, food storage, dry process areas, 
damp process areas where there is no

 drip possibility

NON-FOOD ZONES
Areas that are exposed to routine soiling from 

splashes and spills but are not surfaces intended 
for contact with consumable food

Wet or damp process areas, high pressure 
purging and/or decontaminations

and washdown areas

SPLASH ZONES
NSF PRODUCTS FEATURE

HOW IS NSF DIFFERENT FROM IP69K?

IP69K

PRODUCT 
FEATURE

NSF

Choosing an NSF Certified product provides confidence the warning light will optimally perform, even after exposure to rigorous sanitation processes.

CERTIFIED?WHAT IS CERTIFIED

COMPLIANT

• Easily cleanable
• Smooth body and elliptical lens
• No horizontal flat surfaces
• No small areas or crevices

• No exposed fasteners or threads
• Fully gasketed and sealed
• Resists water and dust accumulation

Not only are these products NSF Certified, they are also IP69K Compliant, making them the ultimate warning
device to optimally perform in harsh environments where sanitation is required. 



Hazardous Location LED and Strobe
Warning Lights

Models 225XL-N and 225XST-N

Product Features and Certifications

Model Type Voltage Operating 
Current

Operating  
Temperature

Flash 
Pattern

Light 
Output

Lamp 
Hours Mount Rated Certified

121SLED-N
LED 120VAC 0.075 A -40°F to 150°F 

(-40°C to 66°C)

-40°F to 150°F
(-40°C to 66°C)

60 R/Min.

60 R/Min.

1655 cd 25k

765 cd 25k

½" NPT, 
Surface

4X, IP66, 
IP69K

UL/cUL, 
NSF

225XL-N
LED

24VAC/DC 0.38 A

0.3 A

-58°F to 150°F
(-50°C to 66°C)

60 FPM, 
steady 238 cd 50k ½" NPT 4X, IP66, 

IP69K
UL/cUL CID2, 

Marine, 
NSF120-240VAC 0.21-0.13 A

225XST-N
Strobe

12-24VDC 1.70-0.70 A
-40°F to 104°F 
(-40°C to 40°C) 80 FPM 240 cd 10k ½" NPT 4X, IP66, 

IP69K
UL/cUL CID2, 

CSA,  
NSF

120VAC 0.25 A
240VAC 0.20 A

Safe Area LED 
Warning Lights

Models 121SLED-N and 121ALED-N

121ALED-N LED 24VDC ½" NPT, 
Surface

4X, IP66, 
IP69K

UL/cUL, 
NSF

4”−6” 
from device

90°

0°

30°

60°

Choosing an NSF Certified product provides confidence the warning light will optimally perform 
in your environment, even after exposure to rigorous sanitation processes. 

NSF Certification is an ANSI-accredited product certification that adheres to more than 75 acceptable sanitation 
requirements and protocols for equipment and materials intended for use in commercial food service. 

Federal Signal warning lights are NSF Certified for Splash and Non-Food Zones to Standard NSF/ANSI 2: 
Food Equipment.  Products that meet requirements in this standard are intended to protect against contamination 

and ensure materials can resist wear and effects from food, heat, cleaning compounds and sanitizers.

The NSF Certification began as a food and beverage industry standard and overtime was 
adopted by additional industries that also prioritize cleanliness and sanitation. 

Withstands high 
pressure and 

temperature washdowns

Resists water
and dust/debris 

ingress

Resists water
and dust/debris 
accumulation

Сurvature of the 
dome resists water 

and dust/debris 
accumulation

Withstands
cleaning/sanitation 

compounds

Meets NSF material 
standards for Splash 
and Non-Food Zones

Areas that are not exposed to food or splashes 
but may be subject to minor dirt or debris

Kitchens, food storage, dry process areas, 
damp process areas where there is no

 drip possibility

NON-FOOD ZONES
Areas that are exposed to routine soiling from 

splashes and spills but are not surfaces intended 
for contact with consumable food

Wet or damp process areas, high pressure 
purging and/or decontaminations

and washdown areas

SPLASH ZONES
NSF PRODUCTS FEATURE

HOW IS NSF DIFFERENT FROM IP69K?

IP69K

PRODUCT 
FEATURE

NSF

Choosing an NSF Certified product provides confidence the warning light will optimally perform, even after exposure to rigorous sanitation processes.

CERTIFIED?WHAT IS CERTIFIED

COMPLIANT

• Easily cleanable
• Smooth body and elliptical lens
• No horizontal flat surfaces
• No small areas or crevices

• No exposed fasteners or threads
• Fully gasketed and sealed
• Resists water and dust accumulation

Not only are these products NSF Certified, they are also IP69K Compliant, making them the ultimate warning
device to optimally perform in harsh environments where sanitation is required. 



• Aerospace

• Automotive

• Chemical

• Consumer Products

• Food and Beverage

• Medical Devices

• Medical Facilities

• Nutritional Products

• Pharma and Biotech

• Plastics

• Water Treatment 
   and Wastewater

Acetic Acid Benzonitrile Fluosilicic Acid Lithium Chloride Ozone Sodium Benzoate

Acetic Acid 20% Butanol (Butyl Alcohol) Formaldehyde 100% Lubricants Paraffin Sodium 
Bicarbonate

Acetic Acid 80% Buttermilk Formaldehyde 40% Magnesium Bisulfate Pentane Sodium Bisulfate

Acetic Acid, Glacial Calcium Nitrate Formic Acid Magnesium Carbonate Phenol (10%) Sodium Bisulfite

Alcohols: Amyl Calcium Sulfate Freon 113 Magnesium Chloride Phosphoric Acid (>40%) Sodium Borate 
(Borax)

Alcohols: Butyl Carbonic Acid Fuel Oils Magnesium Hydroxide Phosphoric Acid (crude) Sodium 
Carbonate

Alcohols: Ethyl Chocolate Syrup Gasoline 
(high aromatic) Magnesium Nitrate Phosphoric Acid (S40%) Sodium Chlorate

Alcohols: Isopropyl Chromic Acid 10% Gasoline, leaded, ref. Magnesium Sulfate 
(Epsom Salts) Photographic Developer Sodium Chloride

Alcohols: Methyl Chromic Acid 5% Gasoline, unleaded Manganese Sulfate Photographic Solutions Sodium Chromate

Aluminum Chloride Cider Glucose Mercuric Chloride 
(dilute) Phthalic Anhydride Sodium Hydroxide 

(20%)
Aluminum Chloride 
20% Citric Acid Glycerin Mercurous Nitrate Potassium Bromide Sodium Peroxide

Aluminum Hydroxide Copper Sulfate>5% Heptane Methanol (Methyl 
Alcohol) Potassium Chlorate Sodium Sulfate

Aluminum Nitrate Copper Sulfate 5% Honey Methyl Alcohol 10% Potassium Chloride Stannic Chloride

Aluminum Potassium 
Sulfate 10% Cupric Acid Hydrochloric Acid 20% Milk Potassium Dichromate Stearic Acid

Aluminum Potassium 
Sulfate 100% Cyclohexane Hydrocyanic Acid 

(Gas 10%) Motor oil Potassium Nitrate Stoddard Solvent

Aluminum Sulfate Detergents Hydrogen Gas Mustard Potassium Permanganate Sulfur Dioxide 
(dry)

Ammonium Chloride Diesel Fuel Hydrogen Peroxide 
10% Naphtha Potassium Sulfate Sulfuric Acid 

(<10%)

Ammonium Oxalate Diethylene Glycol Hydrogen Peroxide 
100% Nickel Chloride Propylene Glycol Sulfuric Acid 

(10-75%)
Ammonium 
Phosphate, Dibasic

Epsom Salts 
(Magnesium Sulfate)

Hydrogen Peroxide 
30% Nickel Sulfate Resorcinol Tomato Juice

Ammonium Sulfate Ethanol Hydrogen Peroxide 
50% Nitric Acid (20%) Salicylic Acid Vinegar

Amyl Alcohol Ethylene Diamine Hydrogen Sulfide 
(aqua) Nitric Acid (50%) Salt Brine (NaCl saturated) Water, Acid, Mine

Antimony Trichloride Ethylene Glycol Isooctane Nitric Acid (5-10%) Sea Water Water, Distilled

Arsenic Acid Fatty Acids Jet Fuel (JP3, JP4, JP5) Oils: Citric Silicone Water, Fresh

Barium Carbonate Ferric Chloride Lacquer Thinners Oils: Fuel Oil (1, 2, 3, 5A, 
5B, 6) Silver Nitrate Water, Salt

Barium Chloride Ferric Nitrate Lactic Acid Oils: Mineral Soap Solutions Whiskey & Wines

Beer Ferric Sulfate Lard Oils: Olive Soda Ash (see Sodium 
Carbonate) Zinc Chloride

Benzoic Acid Ferrous Sulfate Lead Sulfamate Oils: Pine Sodium Acetate Zinc Sulfate
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FEDERAL SIGNAL IS DRIVING TECHNOLOGY

Federal Signal’s exclusive technologies are designed to provide safe and reliable emergency warning for 
municipal, utility, tow and recovery, and DOT vehicles. It is our commitment to engineer the most reliable  
and high-performing products for your work trucks.

Exclusive to Federal Signal, these technologies are identified on the following product pages.  
Ask your local FS Representative how you can experience the latest in Federal Signal products.

SPECTRALUX® multicolor LED technology provides the ability  
for a LED light head to change color while in operation. LEDs  
can change between Red, Blue, Amber or White through  
user-selected flash patterns.

SLR (SOLARIS® LED ROTATOR) design maximizes the LED light 
source for full light coverage. The SLR rotates the Solaris LED 
reflector providing superior LED warning light output.

SOLARIS® LED reflector technology is engineered to increase  
off-axis warning and maximize the LED light source to eliminate 
dark spots and distribute 360-degree of light coverage. 

FS CONVERGENCE NETWORK provides “plug-n-play” 
installation from Federal Signal’s SmartSiren® Platinum, amplifier 
and controller, to our family of serial communication light bars 
and SpectraLux ILS Interior Lighting System. 

ROC (RELIABLE ONBOARD CIRCUITRY™) technology eliminates 
approximately 85% of the connection failure points found in a 
typical light bar. Wires, connections and assemblies are replaced  
by PCB assemblies — reducing labor repair time and increasing  
the road time for emergency vehicles. 

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®

SpectraLux®Solaris® ROC Convergence
Network

HotFoot®

Federal Signal Exclusive Technologies

SLR

FSLink™ is a built-in software technology that allows LED perimeter 
lights, interior lights and beacons to synchronize their flash patterns 
for a unified vehicle warning solution. 

FSLink®

General Price Book Notes
1. All voltage is 12 V (V denotes volts) unless marked otherwise. Contact the factory for pricing and availability of 24 V models.

2. Standard rotators: 95 FPM. Medium rotators: 120 FPM. Fast rotators: 175 FPM (halogen models).

3. Prices for light bars do not include controls (purchase separately) unless otherwise noted.

4. Product code: -95 and Z=Service Replacement Parts.

5. For detailed information on how to order, consult the product bulletins or contact the factory at 800-824-0254.
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Legend® LPXH  
Tow Discrete

Legend® LPX  
Discrete

Allegiant™

Discrete
Navigator™

Discrete

Technology

SpectraLux® Multicolor LED

Solaris®

SLR (Solaris®  LED Rotator)

ROC (Reliable Onboard Circuitry™)

Traditional Cable

Features

SignalMaster™ Capability   *

Low Power/Dimming

Front/Rear Control

Online Configurator

Length — Wing Lights / Mini-Light Bars

10 in

18 in

21 in

24 in

25 in

Length — Full size

45 in

53 in

60 in

61 in

70 in

73 in

87 in

Approvals

SAE Class 1

CAC Title 13 

Options

LED Takedowns

LED Alley Lights

LED Work Lights

LED S/T/T     **

LED Bed Light     **

Flood Lighting

* 45 inch, 53 inch, 60 inch lengths only

** 53 inch, 61 inch, 70 inch lengths only
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Serial Light Bar Specifications

Legend®

Allegiant™

Serial
Navigator™

Serial Integrity™ Valor®

Technology

SpectraLux® Multicolor LED

Solaris®

SLR (Solaris®  LED Rotator)

ROC (Reliable Onboard Circuitry™)

Convergence Network   *

Features

SignalMaster™ Capability

Low Power/Dimming

Front/Rear Control

Online Configurator

Length — Wing Lights / Mini-Light Bars

12 in

21 in

24 in

Length — Full size

44 in

45 in

51 in

53 in

60 in

61 in

70 in

Approvals

SAE Class 1

CAC Title 13 

Options

LED Takedowns

LED Alley Lights

LED Work Lights

LED S/T/T     **

LED Bed Light     **

Flood Lighting

6-button Controller

*12-inch Legend sets are traditional cable

** 53-inch, 61-inch, 70-inch lengths only

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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RELIABLE ONBOARD CIRCUITRY
ROC

TM

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CLASS 1 CLASS 2 CLASS 3 TITLE XIIICLASS 1 CLASS 2 CLASS 3 TITLE XIII

Light Bar

Features

• Low-profile, linear LED light bar

• Traditional nine-conductor cable

• Available in 45-inch, 53-inch,  
61-inch, and 70-inch lengths

• Two-color capability with LED colors 
in Amber, Blue, Green, Red and 
White

• Top domes offered in Amber, Black, 
Blue, Clear, Gray and Red

• Bed light, floodlight, and work light 
available

• Independently controlled front and 
rear flash patterns

• Low power mode

• SpectraLux® multicolor LED 
technology

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approvals

• SAE J845, Class 1

• CAC Title 13

How to Order

Build a light bar part number below by selecting, length, 
configuration, mount and dome color.

For more options or to build a custom light bar, visit our online light bar configurator or contact your 
local Federal Signal representative or distributor.

NOTES
• See page 8 for Allegiant Discrete Ordering Guide
• See page 33 for Hook Mount Guide
• See page 187 for Common Replacement Parts
• See page 6 for Allegiant light bar specifications
• Visit www.fedsig.com to view Allegiant flash patterns

ALGT45D

LENGTH

45 
53

AMBR1 H

CONFIGURATION MOUNT
H Hook 
F Flat 
P Permanent

AMBR1  
AMBR2
AMBR2S
AMBR3
AMBR3B
AMBR3S

ALGT61D-TOW2FC

Allegiant ™ Discrete

C

DOME COLOR
A Amber 
C Clear 
G Gray
K Black

Allegiant 53 inch shown on HRX-01, work and bed lights activated.

http://config.fedsig.com/lightbar/discrete_lpx/
http://www.fedsig.com
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Light BarAllegiant ™ Discrete

ALGT45D-AMBR1HC*
45-inch, Amber, takedowns, alley lights, work lights, hook mount, Clear domes

ALGT70D-AMBRSFC
70-inch, Amber, S/T/T lights, flat mount, Clear domes

     45" Model 

     53" Models 

     61" Models 

    70" Model 

Popular Models

A
A

A AW A

A-WL A A A-WL A
A

A
L

A

A

A
L

A A
A

AW

CLEAR DOMECLEAR DOME

A
STT

A A A

A A A A STT
A

A

A

A

A

A A
A

A

A

A

A

A

A

A

A

A

A

A

A

A

CLEAR DOMECLEAR DOME CLEAR CLEAR CLEAR

ALGT53D-AMBR1FC*
53-inch, Amber, takedowns, alley lights,  

work lights, flat mount, Clear domes

ALGT53D-AMBR1HC*
With hook mount

ALGT61D-TOW2FC*
61-inch, Amber, S/T/T lights, work lights,  

bed lights, flat mount, Clear domes

ALGT61DS-TOW2FCW*
With weather tight connector

ALGT53D-TOW1FC
53-inch, Amber, S/T/T lights, work lights,  

bed lights, flat mount, Clear domes

ALGT61D-TOW5FC*
61-inch, Amber, S/T/T lights, work lights, bed lights,  

front and rear flood, flat mount, Clear domes

A
A

A AW A

A-WL A A A-WL A
A

A
L

A

A

A
L

A A
A

AW

A

A

A

A

CLEAR DOMECLEAR DOME CLEAR

A
STT

A A A

A-WL A A A-WL STT
A

A

A

A

A

A A
A

A

A

A

A-BL

A

A-BL

A

A

A

CLEAR DOMECLEAR DOME CLEAR CLEAR

A
STT

A A A

A-WL A A A-WL STT
A

A

A

A

A

A A
A

A

A-BL

A

A-BL

A

CLEAR DOMECLEAR DOME CLEAR

A
STT

AW AW AW

A A-WL A-WL A STT
A

A

A

A

A

AW AW
A

AW

A-WL

AW

A-BL

AW

A-BL

AW

A-WL

AW

CLEAR DOMECLEAR DOME CLEAR CLEAR

*Stock model

Domes available in:
LEDs available in:

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog


F e d e r a l  S i g n a l

6

RELIABLE ONBOARD CIRCUITRY
ROC

TM

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Light BarAllegiant ™ Serial

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Features

• Low-profile, linear LED light bar

• FS Convergence Network, serial light 
bar

• Available in 45-inch, 53-inch,  
61-inch, and 70-inch lengths

• Two-color capability with LED colors 
in Amber, Blue, Green, Red and 
White

• Top domes offered in Amber, Black, 
Blue, Clear, Gray and Red

• Built-in SignalMaster™ directional 
warning

• Bed light, flood light, and work light 
available

• Low power mode

• 6-button serial controller available

• SpectraLux® multicolor LED 
technology

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approvals

• SAE J845, Class 1

• CAC Title 13

How to Order

Build a light bar part number below by selecting length, configuration, mount, 
controller and dome color.

For more options or to build a custom light bar, visit our online light bar configurator or contact your 
local Federal Signal representative or distributor.

NOTES
• See page 8 for Allegiant Serial Ordering Guide
• See page 33 for Hook Mount Guide
• See page 187 for Common Replacement Parts
• Visit www.fedsig.com to view Allegiant flash patterns

ALGT45Z

LENGTH

45 
53

AMBR1 H

CONFIG. MOUNT
H Hook 
F Flat 
P Permanent

AMBR1  
AMBR2
AMBR2S
AMBR3
AMBR3B
AMBR3S

C

DOME  
COLOR
A Amber 
C Clear 
G Gray
K Black

6

CONTROLLER 
6 6-button 
N None

ALGT45 ALGT53 ALGT61 ALGT70

Specifications

Operating Voltage 12 VDC

Operating Temp -30˚ C to 80˚ C

Amp Draw 9 A 11 A 13 A 15 A

Physical Specifications

Length 44.5 in (113.0 cm) 53.7 in (133.9 cm) 60.9 in (154.7 cm) 69.1 in (175.5 cm)

Height 11.2 in (28.4 cm) 11.2 in (28.4 cm) 11.2 in (28.4 cm) 11.2 in (28.4 cm)

Width 2.0 in (5.1 cm) 2.0 in (5.1 cm) 2.0 in (5.1 cm) 2.0 in (5.1 cm)

Shipping Weight*

With Standard Mounting 23.0 lb (10.4 kg) 26.6 lb (12.1 kg) 30.2 lb (13.7 kg) 33.8 lb (15.3 kg)

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

http://config.fedsig.com/lightbar/discrete_lpx/
http://www.fedsig.com
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Light BarAllegiant ™ Serial

ALGT45Z-AMBR3H6C*
45-inch, Amber, takedowns, alley lights, front and rear flood, SignalMaster, hook mount, 6-button controller, Clear domes

ALGT70Z-AMBRSF6C
70-inch, Amber, S/T/T lights, SignalMaster, flat mount, 6-button controller, Clear domes

     45" Model

     53" Models

     61" Model

    70" Model

Popular Models

A
A

AW AT AW

A-WL A-WL A-WL A-WL A
A

A
L

A

AW

A
L

AW AW
AW

AT

CLEAR DOMECLEAR DOME

ALGT53Z-AMBR3F6C*
53-inch, Amber, takedowns, alley lights, front and rear flood,  
SignalMaster, flat mount, 6-button controller, Clear domes

ALGT53Z-AMBR3H6C*
With hook mount

ALGT53ZS-AMBR3H6C-F*†
With optional front and rear flashing Amber/White mode

ALGT61Z-TOW2F6C
61-inch, Amber, S/T/T lights, work lights, bed lights, SignalMaster, flat mount, 6-button controller, Clear domes

ALGT53Z-AMBR3BF6C
53-inch, Amber, takedowns, alley lights, bed lights,  

front and rear flood, SignalMaster, flat mount,  
6-button controller, Clear domes

A
A

AW AT AW

A-WL A-WL A-WL A-WL A
A

A
L

A

AW

A
L

AW AW
AW

AT

A-WL

AW

A-WL

AW

CLEAR DOMECLEAR DOME CLEAR

A
STT

A A A

A-WL A A A-WL STT
A

A

A

A

A

A A
A

A

A

A

A-BL

A

A-BL

A

A

A

CLEAR DOMECLEAR DOME CLEAR CLEAR

A
A

AW AT AW

A-WL A-WL A-WL A-WL A
A

A
L

A

AW

A
L

AW AW
AW

AT

A-BL

AW

A-BL

AW

CLEAR DOMECLEAR DOME CLEAR

*Stock model
†With optional front flashing Amber/White mode

A

ALGT70-TOW1

STT

A A A

A A A A STT
A

A

A

A

A

A A
A

A

A

A

A

A

A

A

A

A

A

A

A

A

CLEAR DOMECLEAR DOME CLEAR CLEAR CLEAR

Domes available in:
LEDs available in:

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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Light Bar Ordering Guide

ALGT45D AMBR1 H C

LENGTH 

 

CONFIGURATION MOUNT
H Hook 
F Flat 
P Permanent

DOME COLOR
A Amber 
C Clear 
G Gray
K Black

AMBR1  
AMBR2
AMBR2S
AMBR3
AMBR3B
AMBR3S

45 
53

AMBR1 Amber, takedowns, alley lights, work lights

AMBR2 Amber, alley lights, front flood

AMBR2S Amber, alley lights, front flood, S/T/T lights

A
A

A AW A

A-WL A A A-WL A
A

A
L

A

A
A

L
A A

A
AW

A
A

AW AW AW

A A A A A
A

A
L

A

AW

A
L

AW AW
AW

AW

A
A

A AW A

A-WL A A A-WL A
A

A
L

A

A

A
L

A A
A

AW

A

A

A

A

A
A

AW AW AW

A A A A A
A

A
L

A

AW

A
L

AW AW
AW

AW

A

AW

A

AW

A
STT

AW AW AW

A A A A STT
A

A
L

A

AW

A
L

AW AW
AW

AW

A

AW

A

AW

45-inch

45-inch

53-inch

53-inch

53-inch

Allegiant ™ Series

      Allegiant Discrete

Build a light bar part number below by selecting length, configuration, mount, and dome color.
For popular models, refer to light bar product pages (see notes below).
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Light Bar Ordering Guide Allegiant ™ Series

      Allegiant Discrete — Continued

A Amber 
A-BL Amber/Bed Light 
AL Amber/Alley  
AW Amber/White 
A-WL Amber/Work Light 
STT Stop/Turn/Tail

LIGHT BAR ABBREVIATIONS

AMBR3 Amber, alley lights, front and rear flood

AMBR3B Amber, alley lights, front and rear flood, bed lights

AMBR3S Amber, alley lights, front and rear flood, S/T/T lights

NOTE
• See page 5 for Allegiant Discrete popular models

A
A

AW AW AW

A-WL A-WL A-WL A-WL A
A

A
L

A

AW

A
L

AW AW
AW

AW

A
A

AW AW AW

A-WL A-WL A-WL A-WL A
A

A
L

A

AW

A
L

AW AW
AW

AW

A-WL

AW

A-WL

AW

A
A

AW AW AW

A-WL A-WL A-WL A-WL A
A

A
L

A

AW

A
L

AW AW
AW

AW

A-BL

AW

A-BL

AW

A
STT

AW AW AW

A-WL A-WL A-WL A-WL STT
A

A
L

A

AW

A
L

AW AW
AW

AW

A-WL

AW

A-WL

AW

45-inch 53-inch

53-inch

53-inch

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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Light Bar Ordering Guide

ALGT45Z AMBR1 H C

LENGTH 

 

CONFIGURATION MOUNT
H Hook 
F Flat 
P Permanent

DOME COLOR
A Amber 
C Clear 
G Gray
K Black

AMBR1  
AMBR2
AMBR2S
AMBR3
AMBR3B
AMBR3S

45 
53

A
A

A AT A

A-WL A A A-WL A
A

A
L

A

A
A

L
A A

A
AT

A
A

AW AT AW

A A A A A
A

A
L

A

AW

A
L

AW AW
AW

AT

A
A

A AT A

A-WL A A A-WL A
A

A
L

A

A

A
L

A A
A

AT

A

A

A

A

A
A

AW AT AW

A A A A A
A

A
L

A

AW

A
L

AW AW
AW

AT

A

AW

A

AW

A
STT

AW AT AW

A A A A STT
A

A
L

A

AW

A
L

AW AW
AW

AT

A

AW

A

AW

45-inch

45-inch

53-inch

53-inch

53-inch

Allegiant ™ Series

      Allegiant Serial

Build a light bar part number below by selecting length, configuration, mount, controller and dome color.
For popular models, refer to light bar product pages (see notes below).

6

CONTROLLER 
6 6-button 
N None

AMBR1 Amber, takedowns, alley lights, work lights, SignalMaster

AMBR2 Amber, takedowns, alley lights, front flood, SignalMaster

AMBR2S Amber, takedowns, alley lights, front flood, S/T/T lights, SignalMaster
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Light Bar Ordering Guide Allegiant ™ Series

      Allegiant Serial — Continued

A Amber
A-BL Amber/Bed Light 
AL Amber/Alley  
AT Amber/Takedown 
AW Amber/White 
A-WL Amber/Work Light 
STT Stop/Turn/Tail

LIGHT BAR ABBREVIATIONS

NOTES
• See page 7 for Allegiant Serial popular models
• Catalog configurations with 6-button controller will be ignition powered. 

Network powered controllers must be specified.
• Optional front or front/rear Amber/White flashing modes require special 

programming—must be specified.

A
A

AW AT AW

A-WL A-WL A-WL A-WL A
A

A
L

A

AW

A
L

AW AW
AW

AT

A
A

AW AT AW

A-WL A-WL A-WL A-WL A
A

A
L

A

AW

A
L

AW AW
AW

AT

A-WL

AW

A-WL

AW

A
A

AW AT AW

A-WL A-WL A-WL A-WL A
A

A
L

A

AW

A
L

AW AW
AW

AT

A-BL

AW

A-BL

AW

A
STT

AW AT AW

A-WL A-WL A-WL A-WL STT
A

A
L

A

AW

A
L

AW AW
AW

AT

A-WL

AW

A-WL

AW

45-inch 53-inch

53-inch

53-inch

AMBR3 Amber, takedowns, alley lights, front and rear flood, SignalMaster

AMBR3B Amber, takedowns, alley lights, front and rear flood, bed lights, SignalMaster

AMBR3S Amber, takedowns, alley lights, front and rear flood, S/T/T lights, SignalMaster

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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RELIABLE ONBOARD CIRCUITRY
ROC

TMCLASS 1 CLASS 2 CLASS 3 TITLE XIII

Light BarLegend® LPXH Tow Discrete

Features

• Low-profile, linear LED light bar

• Traditional nine-conductor cable

• Available in 53 inch and 61 inch 
lengths

• (14) selectable flash patterns; (2) 
flashing modes

• Independently controlled front and 
rear flash patterns

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approval

• SAE J845, Class 1

Model Description

53" Model — Traditional cable, flat mount

LPX53H* (10/12) Amber heads, (2) S/T/T lights, (2) work lights, Gray domes 

61" Model — Traditional cable, flat mount

LPX61H* (10/12) Amber heads, (2) S/T/T lights, (2) work lights, Gray domes

Model LPX61H Legend LPXH Tow Discrete

LPX61H

NOTES
• *Stock model
• See page 187 for Common Replacement Parts
• Visit www.fedsig.com to view Legend LPXH Tow Discrete flash patterns

https://www.fedsig.com/product/legend-lpxh-tow-discrete-lightbar
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LPX53H LPX61H

Specifications

Operating Voltage 12 VDC

Operating Temp -40o C to +80o C

Current Draw Estimated at max 11 A, 6 A Average

Physical Specifications

Length 52.7 in (133.9 cm) 60.9 in (154.7 cm)

Width 11.2 in (28.4 cm) 11.2 in (28.4 cm)

Height 2.5 in (6.4 cm) 2.5 in (6.4 cm)

Shipping Weight

24.2 lb (10.9 kg) 28.0 lb (12.7 kg)

Light BarLegend® LPXH Tow Discrete

A

STT
AA

A

STT AA

AA

W
L/
A

W
L/
A

AA

LPX61H*

STT STT
A A

A� A

A

A

A

A W
L/
A

W
L/
A

A A

LPX53H*

      53" Legend LPXH Tow Discrete

      61" Legend LPXH Tow Discrete

*Stock model

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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14 AMBR1
AMBR2  
AMBR3

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

RELIABLE ONBOARD CIRCUITRY
ROC

TMCLASS 1 CLASS 2 CLASS 3 TITLE XIII

Light BarLegend® LPX Discrete

Features

• Low-profile, linear LED light bar

• Traditional nine-conductor cable

• Available in 24-inch, 45-inch, 
53-inch, 61-inch and 70-inch lengths

• LEDs offered in Amber, Blue, Green, 
Red, and White

• Top domes offered in Amber, Black, 
Blue, Clear, and Red

• Independently controlled front and 
rear flash patterns

• (8) selectable flash patterns; (2) 
flashing modes

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approvals

• SAE J845, Class 1

How to Order

LPX45D LPX53D LPX61D LPX70D

Specifications

Operating Voltage 12 VDC

Operating Temp -40˚ C to +80˚ C

Current Draw 1 A per head, 0.5 A per alley light

Physical Specifications

Length 44.5 in (113.0 cm) 52.7 in (133.9 cm) 60.9 in (154.7 cm) 69.1 in (175.5 cm)

Width 11.2 in (28.4 cm) 11.2 in (28.4 cm) 11.2 in (28.4 cm) 11.2 in (28.4 cm)

Height 2.5 in (6.4 cm) 2.5 in (6.4 cm) 2.5 in (6.4 cm) 2.5 in (6.4 cm)

Shipping Weight

With Standard Mounting 20.4 lb (9.3 kg) 24.2 lb (11.0 kg) 28.0 lb (12.7 kg) 31.8 lb (14.4 kg)

Build a light bar part number below by selecting length, configuration, and mount.

For more options or to build a custom light bar, visit our online light bar configurator or contact your 
local Federal Signal representative or distributor.

NOTES
• See page 18 for Legend LPX Discrete Ordering Guide
• See page 33 for Hook Mount Guide
• See page 187 for Common Replacement Parts
• Catalog configuration models have Clear domes
• Visit www.fedsig.com to view Legend LPX Discrete flash patterns

LPX45D AMBR1 H

LENGTH
45 
53

CONFIGURATION MOUNT
H Hook 
F Flat 
P Permanent 

LPX61D-00017S

http://config.fedsig.com/lightbar/discrete_lpx/
https://www.fedsig.com/product/work-truck-legend-lpx-discrete
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Light BarLegend® LPX Discrete

A TD AA A A TD A

A A A A
AL AL

A A A A

A

A

A

A

A A A A A A

STT WL WL STT
A A

A A A A

A A
A

A

A

A

A A A A A AA A

A AAA A A A STTSTT WLWL

A AA

A

A A

A

A

LPX70D-00003
Flat mount

LPX61D-00017S*
LPX61DS-00005S* (Weatherpack connector)

Flat mount

LPX53D-AMBR2H*
Hook mount

LPX53D-00021
Flat mount

A
A A

A

WL STT

AAAAAAA A

STT WL AA A AAA

A

A

A

A

LEDs available in:
Domes available in:

A

A A
A

A

AAAAA

AAAAA A

A

A

LPX45D-AMBR1H*
Hook mount

     45" Legend LPXD

     53" Legend LPXD

     61" Legend LPXD 

    70" Legend LPXD 

     53" Legend LPXD

*Stock model

Popular Models

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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LGD24Z LGD45Z LGD53Z LGD61Z LGD70Z

Specifications

Operating Voltage 12 VDC

Operating Temp -40o C to +80o C

Current Draw 1 A per head, 0.5 A per alley light

Physical Specifications

Length 24.2 in (61.6 cm) 44.5 in (113.0 cm) 52.7 in (133.9 cm) 60.9 in (154.7 cm) 69.1 in (175.5 cm)

Width 11.2 in (28.4 cm) 11.2 in (28.4 cm) 11.2 in (28.4 cm) 11.2 in (28.4 cm) 11.2 in (28.4 cm)

Height 2.5 in (6.4 cm) 2.5 in (6.4 cm) 2.5 in (6.4 cm) 2.5 in (6.4 cm) 2.5 in (6.4 cm)

Shipping Weight

With Standard Mounting 16.6 lb. (7.5 kg) 20.4 lb (9.3 kg) 24.2 lb (11.0 kg) 28.0 lb (12.7 kg) 31.8 lb (14.4 kg)

RELIABLE ONBOARD CIRCUITRY
ROC

TM

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Light BarLegend®

Features

• Low-profile, linear LED light bar

• FS Convergence Network, serial 
light bar

• Available in 24-inch, 45-inch,  
53-inch, 61-inch and 70-inch 
lengths

• LEDs offered in Amber, Blue, Green, 
Red, and White

• Top domes offered in Amber, Black, 
Blue, Clear, and Red

• Built-in SignalMaster™ directional 
warning

• Low power mode

• 3-button or 6-button serial 
controller available

• Six-button wireless controller option 
available 

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approvals

• SAE J845, Class 1

• CAC Title 13

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

How to Order

NOTES
• See page 19 for Legend Ordering Guide
• See page 33 for Hook Mount Guide
• See page 187 for Common Replacement Parts
• Catalog configuration models have Clear domes 
• Visit www.fedsig.com to view Legend flash patterns

H 6

MOUNT
H Hook 
F Flat 
P Permanent 

CONTROLLER 
M Serial interface 
6 6-button  
3 3-button 
N None 

Build a light bar part number below by selecting length, style, configuration, 
mount, and controller.

For more options or to build a custom light bar, visit our online light bar configurator  
or contact your local Federal Signal representative or distributor.

LGD53Z-AMBR2H6

AMBR1
AMBR2  
AMBR3

LGD45Z AMBR1

LENGTH
45 
53

CONFIGURATION

http://config.fedsig.com/lightbar/index.php?fuseaction=frames.legend
https://www.fedsig.com/product/work-truck-legend
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Light BarLegend®
LEDs available in:

Domes available in:

A A A A A A

A A A A
A A

A A A A

A A
A

A

A

A

A TD AA A A TD A

A A A A
AL AL

A A A A

A

A

A

A

A A A A A AA A A

A A

A

A AAA A A A STTSTT WLWL

A AA

A

A A

A

A

LGD70Z-00004 — Flat mount, 6-button controller

LGD61Z-00004 — Flat mount, 6-button controller

LGD53Z-AMBR1H6
Hook mount, 6-button controller

LGD53Z-AMBR2H6*
Hook mount, 6-button controller

A
A A

A

WL STT

AAAAAAA A

STT WL AA A AAA

A
A
A

A

A

A A
A

A

AAAAA

AAAAA A

A

A

A

AL AL
A

A

ATDAATD

AAAAA A

A

A

LGD45Z-AMBR1H6

Hook mount, 6-button controller

LGD45Z-AMBR2H6*
Hook mount, 6-button controller

     45" Legend 

     61" Legend 

     70" Legend 

     53" Legend 

Popular Models

• Customize complete warning  
packages with any serial  
communication light bar  
platform and a variety of light heads 

• Built-in 2-channel flasher with alternating  
flash patterns 

• Model 660100SSG — (4) relay outputs —  
(2) 10 A and (2) 15 A (not to exceed 40 A)

• Model 605012 — (2) relay outputs, (2) 7.5 A

Relay Module
• Model 660300 features (3) illuminated  

push-button switches with (9) pre-programmed  
keypad configurations

• Model 660000 features (6) illuminated push-button 
switches and a (4) position slide switch with (18)  
pre-programmed keypad configurations 

• Quick and easy install with FS Convergence Network 
which provides “plug-n-play” installation and 
programming

Six and Three 
Button Controller

660100SSG RS485 relay module

605012 Relay module

660000 6-button programmable controller

660300SSG 3-button programmable controller

*Stock model

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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Light Bar Ordering Guide

      Legend LPX Discrete

LPX45D AMBR1 H

LENGTH 

 

CONFIGURATION MOUNT
H Hook 
F Flat 
P Permanent

A   Amber  
AL Alley Light 

TD  Takedown  
WL   Work Light 

AMBR1  
AMBR2
AMBR3

A

A A
A

A

AAAAA

AAAAA A

A

A
A

AL AL
A

A

ATDAATD

AAAAA A

A

A

A

A A
A

A

AAAAA

WLWL AAA A

A

A

AMBR1 All Amber

AMBR2 Amber, takedowns, alley lights

AMBR3 Amber, work lights

A A A A A A

A A A A
A A

A A A A

A A
A

A

A

A

A TD AA A A TD A

A A A A
AL AL

A A A A

A

A

A

A

A A A A A A

A WL WL A
A A

A A A A

A A
A

A

A

A

LIGHT BAR ABBREVIATIONS

45-inch 53-inch

45-inch 53-inch

45-inch 53-inch

45 
53

NOTES
• See page 14 for Legend LPX Discrete product overview
• Catalog configuration models have Clear domes

Build a light bar part number below by selecting length, style, configuration, mount, and controller.
For popular models, refer to light bar product pages (see notes below).

Legend® Series
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Light Bar Ordering Guide

       Legend

LGD45Z AMBR1 H 6

CONFIGURATION MOUNT
H Hook 
F Flat 
P Permanent

A   Amber  
AL Alley Light 

TD  Takedown  
WL   Work Light 

AMBR1  
AMBR2
AMBR3

CONTROLLER
M Serial interface 
6 6-button  
3 3-button 
N None

A

A A
A

A

AAAAA

AAAAA A

A

A
A

AL AL
A

A

ATDAATD

AAAAA A

A

A

A

A A
A

A

AAAAA

WLWL AAA A

A

A

AMBR1 All Amber

AMBR2 Amber, takedowns, alley lights

AMBR3 Amber, work lights

A A A A A A

A A A A
A A

A A A A

A A
A

A

A

A

A TD AA A A TD A

A A A A
AL AL

A A A A

A

A

A

A

A A A A A A

A WL WL A
A A

A A A A

A A
A

A

A

A

LIGHT BAR ABBREVIATIONS

45 inch 53 inch

45 inch 53 inch

45 inch 53 inch

NOTES
• See page 16 for Legend product overview
• Catalog configuration models have Clear domes

LENGTH 

 45 
53

Legend® Series

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CLASS 1 CLASS 2 CLASS 3 TITLE XIIICLASS 1 CLASS 2 CLASS 3 TITLE XIII
SLR

Light BarNavigator®  Discrete

Features

• High-profile, linear LED light bar

• Traditional cable LED light bar

• Available in 10-inch, 18-inch,  
25-inch, 45-inch, 53-inch, 60-inch, 
73-inch and 87-inch lengths

• Two-color capability with LED colors 
in Amber, Blue, Green, Red and 
White

• Domes offered in Amber, Blue, 
Clear and Red

• Clear or Black bulkheads

• Optional SignalMaster™ directional 
warning (45-inch, 53-inch, and  
60- inch)

• Front flood capability

• SpectraLux® multicolor LED 
technology

• SLR rotator optimizes LEDs for a 
true 360-degree of light output

• Solaris® LED reflector technology

• Five-year warranty

Approvals

• SAE Class 1

• CAC Title 13

How to Order

NOTES
• See page 24 for Navigator Ordering Guide
• See page 33 for Hook Mount Guide
• See page 188 for Common Replacement Parts
• Catalog configuration models have Clear domes and Clear bulkheads

NVG45D AMBR1 H C

LENGTH CONFIGURATION MOUNT 
H Hook 
F Flat 
P Permanent

BULKHEADS
C Clear  
B Black 

AMBR1  
AMBR1R  
MUNI1
MUNI1R
MUNI2
MUNI2R 

45 
53 

Build a light bar part number below by selecting length, configuration, mount and 
bulkheads.

For more options or to build a custom light bar, visit our online light bar configurator or contact your 
local Federal Signal representative or distributor.

SLR

NVG530-MUNI1RHC

http://config.fedsig.com/lightbar/navigator-discrete/web/
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NVG45 NVG53 NVG60 NVG73 NVG87

Specifications

Operating Voltage 12 VDC

Operating Temp -40˚ C to +80˚ C

Current Draw 1.5 A per QuadraFlare head; 2.5 A per SLR rotator

Physical Specifications

Length 45.3 in (115.06 cm) 52.5 in (133.35 cm) 59.15 in (151.24 cm) 73.0 in (185.42 cm) 86.85 in (220.60 cm)

Width 12.5 in (31.8 cm)

Height 4.5 in (11.43 cm)

Shipping Weight

With Standard Mounting 40 lb (18.1 kg) 43 lb (19.5 kg) 45 lb (20.4 kg) * *

Light BarNavigator®  Discrete

AWAW

A AAA A

DR
IV

ER

PASSENGER

AWAW AW

AW AW

A

A

ASTTSTT WL WLA A

A A A AA A

A

A

A

A

A

A

A

A

A

A

A

A

A

A

A

A

A

A A

A A

A

A

A A A A A A A A

A A A A A A A A

A AA

AW

AW

AW

AW A

A

A

A AAAA A

AWAW AW

STTSTT WL WLA A

A A A AA A

A A

NVG53D-MUNI1RHC
Front flood, alley lights, SignalMaster, hook mount

NVG60D-TOW1FC
Flat mount

NVG73D-AMBR1FC
Flat mount

NVG87D-AMBR3RFC
Flat mount

NVG53D-MUNI1HC
Front flood, alley lights, SignalMaster, hook mount

NVG60D-TOW2FC
Flat mount

NVG73D-TOW5FC
Flat mount

     53" Navigator Discrete 

     60" Navigator Discrete 

     73" Navigator Discrete 

     87" Navigator Discrete 

Popular Models

LEDs available in:
Domes available in:

Bulkheads available in:

*Navigator light bars 73" and longer ship on skids, actual ship weights vary. 

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CLASS 1 CLASS 2 CLASS 3 TITLE XIIICLASS 1 CLASS 2 CLASS 3 TITLE XIII

Light BarNavigator®  Serial

Features

• High-profile, linear LED light bar

• FS Convergence Network, serial  
light bar

• Available in 45 inch, 53 inch and  
60 inch lengths

• Two-color capability with LED colors 
in Amber, Blue, Green, Red and 
White

• Domes offered in Amber, Blue, Clear 
and Red

• Clear or Black bulkheads

• Optional SignalMaster™ directional 
warning (45 inch, 53 inch, and  
60 inch)

• Front flood capability

• 6-button serial controller available

• SpectraLux® multicolor LED 
technology

• SLR rotator optimizes LEDs for a true 
360-degree of light output

• Solaris® LED reflector technology

• Five-year warranty

Approvals

• SAE Class 1

• CAC Title 13

How to Order

NOTES
• See page 24 for Navigator Serial Ordering Guide
• See page 33 for Hook Mount Guide
• See page 188 for Common Replacement Parts
• Catalog configuration models have Clear domes and Clear bulkheads

NVG45Z AMBR1 H C 6

LENGTH 
 

CONFIG. MOUNT
H Hook 
F Flat 
P Permanent

BULKHEADS
C Clear  
B Black 

AMBR1  
AMBR1R  
MUNI1
MUNI1R
MUNI2
MUNI2R

Stop/Tail/Turn and Work Light 
features available

QuadraFlare alley light

CONTROLLER
6 6-button  
N None 

45 
53

Build a light bar part number below by selecting length, configuration, mount  
and bulkheads.

For more options or to build a custom light bar, visit our online light bar configurator or contact your 
local Federal Signal representative or distributor.

SLR

SLR

NVG53-AMBR1HC6

http://config.fedsig.com/lightbar/navigator-serial/web/
https://www.fedsig.com/product/work-truck-navigator
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Light BarNavigator®  Serial 

STTSTT WL WLA A

A A A AA A

A A

NVG45Z-MUNI1HC6
Front flood, alley light, SignalMaster,  

hook mount, 6-button controller

NVG53Z-MUNI1RHC6
Front flood, alley light, SignalMaster,  

hook mount, 6-button controller

NVG60Z-TOW2FC6
Flat mount, 6-button controller

     45" Navigator Serial

     53" Navigator Serial

    60" Navigator Serial

LEDs available in:
Domes available in:

Bulkheads available in:

DR
IV

ER
PASSENGER

A

AAAAA

A

AW
AW

A

AWAW AW AW

AWAW

A AAA A

DR
IV

ER
PASSENGER

AWAW AW

AW AW

Popular Models

NVG45 NVG53 NVG60

Specifications

Operating Voltage 12 VDC

Operating Temp -40˚ C to +80˚ C

Current Draw 1.5 A per QuadraFlare head; 2.5 A per SLR rotator

Physical Specifications

Length 45.3 in (115.06 cm) 52.5 in (133.35 cm) 59.2 in (150.2 cm)

Width 12.5 in (31.8 cm)

Height 4.5 in (11.43 cm)

Shipping Weight

With Standard Mounting 40 lb (18.1 kg) 43 lb (19.5 kg) 45 lb (20.4 kg)

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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Light Bar Ordering Guide

      Navigator Discrete and Navigator Serial

NVG45Z AMBR1 H C

 STYLE CONFIGURATION MOUNT 
H Hook 
F Flat 
P  Permanent 

BULKHEADS
C Clear  
B Black  

AMBR1  
AMBR1R
MUNI1
MUNI1R
MUNI2
MUNI2R

AMBR1 All Amber, SignalMaster

AMBR1R  SignalMaster, SLR rotators

MUNI1  SignalMaster, front flood, alley light

DR
IV

ER

PASSENGERAAAA

AAAA

AA AA

A A A A A

A A A A A

DR
IV

ER

PASSENGER
DR

IV
ER

PASSENGER

A

AAAAA

A

AW

AW

A

AWAW AW AW AWAW A

A

A

A AAAA A

DR
IV

ER

PASSENGER

AWAW AW

AW

AW

  D Discrete 
  Z  Serial

AAAAA

AAAAA

A

A

AA

DR
IV

ER

PASSENGER
AA A A A A A

A

A A

A A A A AA

DR
IV

ER

PASSENGER

45 inch

45 inch

45 inch

53 inch

53 inch

53 inch

Navigator® Series

Build a light bar part number below by selecting length, style, configuration, mount, and controller.
For popular models, refer to light bar product pages (see notes below).

6

CONTROLLER
6 6-button  
N None 

LENGTH 
 45 

53
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Light Bar Ordering Guide

A   Amber  
AL Alley Light 

TD  Takedown  
WL   Work Light

MUNI1R  SignalMaster, SLR rotators, front flood, alley light

MUNI2  front flood, alley light, work lights

MUNI2R  SLR rotators, front flood, alley light, work lights

LIGHT BAR ABBREVIATIONSNOTES
• See page 20 for Navigator Discrete product overview
• See page 22 for Navigator Serial product overview
• Catalog configuration models have Clear domes

Navigator® Series

45 inch

45 inch

45 inch

53 inch

53 inch

53 inch

AWAW AW AW

DR
IV

ER

PASSENGERAAAA

AW AW

DR
IV

ER

PASSENGER
A

AWLWLAA

A

AW

AW

A

AWAW AW AW

AWAW AW AW

DR
IV

ER

PASSENGERAWLWLA

AWAW

AWAW

A AAA A

DR
IV

ER

PASSENGER

AWAW AW

AW AW

DR
IV

ER

PASSENGER

AW AW AW AW AW

AW

AW

A

A A A

A

WL A WL A

AWAW

A AA WLWL

DR
IV

ER

PASSENGER

AWAW AW

AW AW

http://www.fedsig.com
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INTG44S-AMBR2
SignalMaster, front flood, hook mount, 6-button controller

INTG44S-AMBR3
SignalMaster, front and rear flood, hook mount, 6-button controller

RELIABLE ONBOARD CIRCUITRY
ROC

TM

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Light BarIntegrity™

Features

• Low-profile, linear LED light bar 

• FS Convergence Network, serial  
light bar

• Available in 44-inch and 51-inch 
lengths

• Three-color capability with LED 
colors in Amber, Blue, Green, Red 
and White

• Built-in SignalMaster™ directional 
warning

• Front and rear flood feature

• 6-button controller available 

• SpectraLux® multicolor LED 
technology

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approvals

• SAE, Class 1

• CAC Title 13

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Choose one of the popular models, customize your own light bar with our online 
configurator or contact a local Federal Signal representative or distributor.

NOTES
• See page 31 for Integrity stock light bars
• See page 33  for Hook Mount Guide
• See page 189 for Common Replacement Parts

How to Order

    44" Integrity

Popular Models

http://config.fedsig.com/lightbar/integrity/
https://www.fedsig.com/product/work-truck-integrity
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INTG44 INTG51

Specifications

Operating Voltage 12 VDC

Operating Temp -40˚ C to +80˚ C

Current Draw 24 A (Steady) 26 A (Steady)

Physical Specifications

Length 43.7 in (111.0 cm) 51.3 in (130.3 cm)

Depth 1.96 in (5.0 cm) 1.96 in (5.0 cm)

Height 1.96 in (5.0 cm) 1.96 in (5.0 cm)

Shipping Weight

With Standard Mounting 21.5 lb (9.8 kg) 24.5 lb (11.1 kg)
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INTG51S-AMBR2* 
SignalMaster, front flood, hook mount, 6-button controller

INTG51S-AMBR3S*
SignalMaster, front and rear flood, hook mount, 6-button controller

INTG51S-AMBR2*
With rear flashing Amber/White

INTG51S-AMBR30 
SignalMaster, front flood, S/T/T lights, flat mount, 6-button controller

INTG51S-AMBR31
SignalMaster, front and rear flood, S/T/T lights, flat mount, 6-button controller

Light BarIntegrity™

    51" Integrity

*Stock model

LEDs available in:
Domes available in:

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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Light BarValor®

Features

• Low-profile, non-linear V-shaped 
light bar

• FS Convergence Network, serial 
light bar 

• Available in 44-inch and 51-inch 
lengths

• Three-color capability with LED 
colors in Amber, Blue, Green, Red 
and White

• Built-in SignalMaster™ directional 
warning

• Front and rear flood feature

• 6-button controller available 

• Optional quick disconnect for easy 
service removal from vehicle

• Integrated Vortex® generators 
for increased fuel efficiency and 
reduced wind noise

• SpectraLux® multicolor LED 
technology

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approvals

• SAE, Class 1

• CAC Title 13
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VALR44S-AMBR2
SignalMaster, front flood, hook mount, 6-button controller

VALR44S-AMBR3
SignalMaster, front and rear flood, hook mount, 6-button controller

NOTES
• See page 33 for Hook Mount Guide
• See page 189 for Common Replacement Parts

Choose one of the popular models, customize your own light bar with our online 
configurator or contact a local Federal Signal representative or distributor.

    44" Valor

Popular Models

CLASS 1 CLASS 2 CLASS 3 TITLE XIIICLASS 1 CLASS 2 CLASS 3 TITLE XIII

How to Order

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

RELIABLE ONBOARD CIRCUITRY
ROC

TM

https://www.fedsig.com/product/work-truck-valor
http://config.fedsig.com/lightbar/valor/
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LEDs available in:

VALR44 VALR51

Specifications

Operating Voltage 12 VDC

Operating Temp -40˚ C to +80˚ C

Current Draw 24 A (Steady)

Physical Specifications

Length 43.7 in (111.0 cm) 51.3 in (130.3 cm)

Depth 1.98 in (5.0 cm) 1.98 in (5.0 cm)

Height 1.96 in (5.0 cm) 1.96 in (5.0 cm)

Weight*

With Standard Mounting 39.3 lb (17.8 kg) 43.2 lb (19.6 kg)

VALR51S-AMBR2
SignalMaster, front flood, hook mount, 6-button controller

VALR51S-AMBR3
SignalMaster, front and rear flood, hook mount, 6-button controller

VALR51S-AMBR23
SignalMaster, front flood, S/T/T lights, hook mount, 6-button controller
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Light BarValor® Domes available in:

    51" Valor

*Valor light bars ship on skids, actual ship weights vary. 

http://www.fedsig.com
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Stock Light Bar Program Legend® Series

      Legend LPXH Tow Discrete Stock Models

    Program Details

      Legend LPX Discrete Stock Models

A
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A

A

AAAAA

AAAAA A

A
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A
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A
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AA
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A

STT
AA

A

STT AA
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W
L/
A

W
L/
A
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LPX53H
53-inch, Amber, S/T/T lights, work lights, Gray domes, flat mount

LPX24D-00003S
24-inch, Amber, flat mount, Clear domes

LPX24D-AMBR1P
24-inch, Amber, permanent mount, Clear domes

LPX53D-AMBR2H
 53-inch, Amber, takedowns, alley lights, hook mount, Clear domes

LPX61H
61-inch, Amber, S/T/T lights, work lights, Gray domes, flat mount

LPX45D-AMBR1H 
45-inch, Amber, hook mount, Clear domes

A TD AA A A TD A

A A A A
AL AL

A A A A

A

A

A

A

• Orders of (5) or more may be split or dated out depending on stock at the time of order

• Shipping lead times may vary on orders marked “shipped complete”

• Modifications cannot be made to stock light bars including but not limited to: mount, controller, length and dome colors

• Standard terms and conditions apply

LPX61D-00017S 
 61-inch, Amber, S/T/T lights, work lights, flat mount, Clear domes

LPX61DS-00005S 
with weather tight connector

A
A A

A

WL STT

AAAAAAA A

STT WL AA A AAA

A
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A

A
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Stock Light Bar Program Legend® and Integrity™ Series

A TD AA A A TD A

A A A A
AL AL

A A A A

A

A

A

A

      Legend Stock Models

      Integrity Stock Models

LGD45Z-AMBR2H6
 45 inch, Amber, takedowns, alley lights, hook mount,  

Clear domes, 6-button controller

LGD53Z-AMBR2H6
53-inch, Amber, takedowns, alley lights, hook mount,  

Clear domes, 6-button controller

A

AL AL
A

A

ATDAATD

AAAAA A

A

A

INTG51S-AMBR2
51-inch, Amber, SignalMaster, front flood, hook mount,  

6-button controller, Clear dome
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INTG51S -AMBR3S
51-inch, Amber, SignalMaster, front and rear flood,  

hook mount, 6-button controller, Clear dome

INTG51S-AMBR52
With rear flashing Amber/White
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Stock Light Bar Program Allegiant™ Series

      Allegiant Discrete Stock Models

      Allegiant Serial Stock Models

ALGT45D-AMBR1HC 
45-inch, Amber, takedowns, alley lights,  
work lights, hook mount, Clear domes

ALGT21D-AMBRP
21-inch, Amber, permanent mount, Clear domes 

ALGT21D-AMBRF
21-inch, Amber, flat mount, Clear domes

ALGT21D-AMBR3BF 
21-inch, Amber/White, work lights,  
bed lights, flat mount, Clear domes

ALGT21Z-AMBR3BP6
21-inch, Amber/White, work lights, bed lights,  

permanent mount, 6-button controller, Clear domes

ALGT45Z-AMBR3H6C* 
45-inch, Amber, takedowns, alley lights, front and rear flood,  
SignalMaster, hook mount, 6-button controller, Clear domes

ALGT45Z-AMBR3H6C* 
45-inch, Amber, takedowns, alley lights, front and rear flood,  
SignalMaster, hook mount, 6-button controller, Clear domes

ALGT53D-AMBR1FC 
 53-inch, Amber, takedowns, alley lights,  

work lights, flat mount, Clear domes

ALGT53D-AMBR1HC 
With hook mount

ALGT53Z-AMBR3F6C* 
 53-inch, Amber, takedowns, alley lights, front and rear flood, 

SignalMaster, flat mount, 6-button controller, Clear domes

ALGT53Z-AMBR3H6C*
With hook mount

ALGT53ZS-AMBR3H6C-F
With front and rear flashing Amber/White

ALGT61D-TOW2FC 
 61-inch, Amber, S/T/T lights, work lights,  

bed lights, flat mount, Clear domes

ALGT61DS-TOW2FCW 
With weather tight connector

ALGT61D-TOW5FC 
 61-inch, Amber, S/T/T lights, work lights,  

bed lights, flat mount, Clear domes
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* With optional front flashing Amber/White mode
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Hook Kit Reference Guide
For the most up-to-date hook mount information, contact Customer Support at 800-824-0254.

Make/Model Year
Hook Kit 
Model #

Roof 
Width

Cab 
Style

Ford
C-MAX 2015-2017 HKB-LPCHGR11 47.5"

Edge 2013-2014 HKB-CAR8 51.5"

2012 HKB-FRD7 52.0"

Escape (With Roof Rails) 2013-19 Permanent Mount 52.5"

Escape (No Roof Rails) 2013-19 HKB-ESC13 52.5"

Expedition (No Roof Rails) 
Lightbar lengths 44, 45, 46-in

2018-19 HKB-FRD15-44 N/A

2003-17 HKB-FTEX 52.0"

Expedition (No Roof Rack) 
Lightbar lengths 51, 53-in

2018-19 HKB-FRD15 N/A

2003-17 HKB-FTEX 52.0"

Expedition (With Roof Rack) 2018-2019 HKB-FRD15-44 N/A

Explorer 2011-18 Permanent Mount 55.0"

2008-10 HKB-XPL8 51.0"

F-150 light bar lengths  
44", 45", 46"

2015-2019 HKB-FRD15-44 55.5"
All

2009-2014 HKB-FRD9 57.0"

F-150 light bar lengths  
51", 53"

2015-2019 HKB-FRD15 55.5"
All

2009-2014 HKB-FRD9 57.0"

F-250/350/450 light bar lengths 
44", 45", 46"

2017-2019 HKB-FRD15-44 55.5"
All

2007-2016 HKB-FHD7 58.5"

F-250/350/450 light bar lengths 
51", 53"

2017-2019 HKB-FRD15 55.5"
All

2007-2016 HKB-FHD7 58.5"

F-550 light bar lengths 44", 
45", 46"

2017-2019 HKB-FRD15-44 55.5"
All

2015-2016 HKB-FHD7 55.5"

F-550 light bar lengths 51", 53" 2017-2019 HKB-FRD15 55.5"
All

2015-2016 HKB-FHD7 55.5"

Fiesta SE 2013-2016 HKB-LPCHGR11 45.0"

Flex 2012 HKB-LPCHGR11 57.0"

Focus 2013-2018 HKB-LPCHGR11 48.5"

2011-2012 HKB-CHGR 48.0"

Fusion 2013-2019 HKB-LPCHGR11 46.5"

2011-2012 HKB-CHGR 48.5"

Mustang 2012-2014 Permanent Mount 46.0"

Police Interceptor Sedan 2013-2019 HKB-TAR11 52.5"

Police Interceptor Utility — 
light bar lengths 44", 45", 46" 
(No Rack)

2020 HKB-FPIU20 52.75”

Late 2018-
2019

HKB-FPIU18
N/A

2013-Early 
2018

HKB-FPIU13-44
55.5”

Police Interceptor Utility — 
light bar lengths 51" (No Rack)

2013-2018 HKB-FPIU13B
55.5"

Ranger 2019 HKB-RNGR N/A Super

Taurus 2011-2019 HKB-TAR11 52.5"

Transit (Low Roof) 2015-2019 HKB-LPCHGR11 54.0"

Transit (Raised Roof) 2015-2019 Permanent Mount N/A

Transit Connect (Low Roof) 2013-2019 HKB-TCON 54.0"

Van 1987-2017 HKB-SAV 65.0"

Chevrolet/GM
Avalanche (w/o roof rack only) 2002-2013 HKB-CK2 55.0" Crew

Camaro 2011-2014 Permanent Mount 50.0"

Caprice 2011-2017 HKB-COL15 49.25”

Colorado/Canyon 2015-2019 HKB-COL15 47.25"
All

2007-2012 HKB-COL7 45.5"

Express Van 2013-2019 HKB-SAV 61.0"

Make/Model Year
Hook Kit 
Model #

Roof 
Width

Cab 
Style

Impala (Civilian) 2014-2019 HKB-LPCHGR11 49.5"

2006-2013 HKB-IMP7 46.5"

Malibu 2012-2019 HKB-CHGR11 48.0"

Silverado/Sierra (1500) light bar 
lengths 44", 45", 46"

2014-2018 HKB-TAH15-44 55.75"
All

2007-2013 HKB-TA10 55.0"

Silverado/Sierra (1500) light bar 
lengths 51", 53"

2014-2018 HKB-LPCHGR11 55.75"
All

2007-2013 HKB-TA10 55.0"

Silverado/Sierra (2500, 3500) 
light bar lengths 44", 45", 46"

2015-2019 HKB-TAH15-44 55.0"
All

2007-2014 HKB-TA10 55.0"

Silverado/Sierra (2500, 3500) 
light bar lengths 51", 53"

2015-2019 HKB-LPHCHGR11 55.0"
All

2007-2015 HKB-TA10 55.0"

Sonic (Sedan or Hatchback) 2012-2015 Permanent Mount 43.0"

Suburban (No Roof Rails) — light 
bar lengths 44", 45", and 46"

2015-2019 HKB-TAH15-44 55.0"

2007-2014 HKB-TA10 55.0"

Suburban (No Roof Rails) —  
light bar lengths 51", 53"

2015-2019 HKB-LPCHGR11 55.0"

2007-2014 HKB-TA10 55.0"

Tahoe — light bar lengths  
44", 45", and 46"

2015-2019 HKB-TAH15-44 55.0"

2007-2014 HKB-TA10 55.0"

Tahoe — light bar lengths  
51", 53"

2015-2019 HKB-LPCHGR11 55.0"

2007-2014 HKB-TA10 55.0"

Traverse (No Roof Rails) 2017 HKB-IMP7 53.0"

Traverse (Roof Rails Interfere) 2012-2016 Permanent Mount 53.0"

Volt 2012-2015 HKB-LPCHGR11 47.0"

Chrysler/Dodge/Jeep
200 2012-2014 HKB-FRD4 50.0"

Challenger 2012-2015 Permanent Mount 54.5"

Charger 2011-2019 HKB-LPCHGR11 50.25"

2006-2010 HKB-CHGR 47.0"

Durango (No Roof Rack) 2011-2019 HKB-MAL7 54.0"

Grand Caravan/Town & Country 2008-2019 HKB-CAR8 60.0"

Grand Cherokee (No Roof Rack) 2011-2019 HKB-MAL7 54.0"

Liberty 2012 HKB-CAR8 55.0"

Patriot (No Roof Rails) 2015-2017 HKB-FPIU13B 49.0"

Ram (1500, 2500, 3500) 2019 (5th 
Gen)

HKB-RAM19
N/A

All2019 (5th 
Gen)

HKB-FRD9
57.5”

2010-2018 HKB-FRD9 57.5"

Wrangler 2012-2013 Permanent Mount N/A

Toyota
RAV4 2018-2019 HKB-LPCHGR11 N/A

Tacoma 2016-2019 HKB-LPCHGR11 N/A

Nissan
Leaf 2015-2017 HKB-LPCHGR11 N/A

Frontier 2013-2019 HKB-LPCHGR11 N/A

Subaru
WRX 2012 HKB-LPCHGR11 47.0"

International
Durastar/4300 cab 2002-2016 HKB-FHD7 65.75"

Measurement of vehicles with wrap-around doors

Measurement of vehicles with standard roof

All Federal Signal light bars use a permanent or hook-on mount. When using a hook-
on mount, a separate hook kit is required for the make, model and year of your vehicle. 
Measurements for the roof width are determined by the style of the vehicle. This reference 
guide will help you in choosing the light bar length best suited for your vehicle.

Transfer of light bars from one vehicle to another
Mounting foot designs continuously improve over time, and it is recommended that you 
utilize the most current mount foot design when re-installing an older light bar on a newer 
vehicle. 

Contact our Service Department to ensure that you have the proper hook kit and light bar 
mount foot.  For the most up-to-date vehicle and hook kit listings go to www.fedsig.com.

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog


F e d e r a l  S i g n a l

34

CLASS 1 CLASS 2 CLASS 3 TITLE XIIICLASS 1 CLASS 2 CLASS 3 TITLE XIII
SLR

Mini-Light Bar10" Navigator®

Features

• High-profile, traditional cable LED 
mini-light bar

• 4-wire rugged high temperature and 
weather resistant TPR cable

• Two-color capability with LED colors 
in Amber, Blue, Green, Red and 
White

• Domes offered in Amber, Blue, Clear 
and Red

• Flat, permanent and 4 inch riser 
mounting options available

• Federal Signal patented SLR rotator 
optimizes LEDs for true 360-degree 
light output

• SpectraLux® multicolor LED 
technology 

• Solaris® LED reflector technology

• Five-year warranty

Approvals

• SAE J845, Class 1

• CAC Title 13

How to Order

Choose one of the popular models, customize your own light bar with our online 
configurator or contact a local Federal Signal representative or distributor.

Specifications

Operating Voltage 12.8 VDC

Current Draw 1.5 A per QuadraFlare head/2.5 A per SLR rotator

Physical Specifications

Length 10.0 in (25.4 cm)

Width 12.5 in (31.8 cm)

Height 4.5 in (11.43 cm)

Shipping Weight

10 lb (4.5 kg)

Additional Color Options

NVG10-4AF NVG10-AAFSiren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

SLR

NOTE
• See page 188 for common replacement parts

http://config.fedsig.com/lightbar/navigator-discrete/web/
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Mini-Light Bar10" Navigator®
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NVG10-4AF
Flat mount, Clear dome

NVG10-4AF-DOT
Flat mount, Clear dome

* Must be used with DOT System flasher (605010), no internal flasher

NVG10-4AWF
Flat mount, Clear dome
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NVG10-AAF
Flat mount, Clear dome

NVG10-AWF
Flat mount, Clear dome

NVG10-ABF
Flat mount, Clear dome
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A
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NVG10-3AF
Flat mount, Clear dome

NVG10-3AF-DOT
Flat mount, Clear dome

NVG10-4AGF
Flat mount, Clear dome

NVG10-4ABF
Flat mount, Clear dome

NVG10-AGF
Flat mount, Clear dome

Rotating Models

Stationary Models

DOT System Models*

LEDs available in:
Domes available in:
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Mini-Light Bar18" and 25" Navigator®

Features

• High-profile, traditional cable LED 
light bar

• Two-color capability with LED  
colors in Amber, Blue, Green,  
Red and White

• Domes offered in Amber, Blue, 
Clear and Red

• Clear or Black bulkheads

• Flat, permanent, and 4 inch riser 
mounting options available

• Federal Signal patented SLR 
rotator optimizes LEDS for a true 
360-degree of light output

• SpectraLux® multicolor LED 
technology 

• Solaris® LED reflector technology

• Five-year warranty

Approvals

• SAE J845, Class 1

• CAC Title 13

CLASS 1 CLASS 2 CLASS 3 TITLE XIII
SLR

SLR

How to Order

Choose one of the popular models, customize your own light bar with our online 
configurator or contact a local Federal Signal representative or distributor.

NVD18 NVG25

Specifications

Operating Voltage 12.8 VDC

Current Draw 1.5 A per QuadraFlare head/2.5 A per SLR rotator

Physical Specifications

Length 17.6 in (44.7 cm) 24.8 in (62.9 cm)

Width 12.5 in (31.8 cm)

Height 4.5 in (11.43 cm)

Shipping Weight

12 lb (5.4 kg) 15 lb (6.8 kg)

Clear bulkhead

NVG25D-AMBR1RFB

Black bulkhead

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

NOTE
• See page 188 for common replacement parts

http://config.fedsig.com/lightbar/navigator-discrete/web/
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Mini-Light Bar18" and 25" Navigator®
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PASSENGER

AW AW
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ER

PASSENGER
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A

A A

NVG18D-AMBR1FC
Flat mount, Clear domes, 

Clear bulkhead

NVG25D-AMBR1FC
Flat mount, Clear domes, Clear bulkheads

NVG18D-AMBR1RFC
Flat mount, Clear domes,  

Clear bulkhead

NVG25D-AMBR1RFC
Flat mount, Clear domes, Clear bulkheads

NVG25D-AMBR1RFB
Flat mount, Amber domes, Black bulkheads

NVG18D-MUNI1RFC
Flat mount, Clear domes,  

Clear bulkhead, White to front, 
Amber to rear (rotators not synced)

NVG25D-MUNI2RFC
Flat mount, Clear domes, Clear bulkheads

    18" Navigator

    25" Navigator

Popular Models

LEDs available in:
Domes available in:

Bulkheads available in:

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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RELIABLE ONBOARD CIRCUITRY
ROC

TM

Mini-Light Bar21" Allegiant®

Features

• Low-profile, linear light bar

• Traditional and serial versions 
available

• Two-color capability with LED colors 
in Amber, Blue, Green, Red and 
White

• Domes offered in Amber, Clear, and 
Gray

• Flat mount, low-profile permanent, 
and 4 inch riser mounting options 
available

• ROC (Reliable Onboard Circuitry™) 
technology

• SpectraLux® multicolor LED 
technology 

• Solaris® LED reflector technology

• Five-year warranty

Approvals

• SAE J845, Class 1

• CAC Title 13

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Specifications

Operating Voltage 12.8 VDC

Current Draw 6 A (50% Flash Rate)

Flash patterns 25

LED Color Options Amber, Blue, Green, Red, White

Dome Color Options Clear, Amber, Gray

Physical Specifications

Length 20.7 in (52.6 cm)

Width 11.2 in (28.5 cm)

Height 1.8 in (4.6 cm)

Shipping Weight

16 lb (7.2 kg)

ALGT21D-AMBRP

Domes offered in Amber, Clear and Gray

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Model Description

Discrete Models

ALGT21D-AMBRP* 21-inch, Amber, low-profile permanent mount, Clear domes

ALGT21D-AMBRF* 21-inch, Amber, flat mount, Clear domes

ALGT21D-AMBR3BF 21-inch, Amber/White, work lights, bed lights, flat mount, Clear domes

Serial Models

ALGT21Z-AMBR3BP6*
21-inch, Amber/White, work lights, bed lights, low-profile permanent 
mount, Clear domes, 6-button controller

NOTES
• *Stock model light bar
•   See page 187 for common replacement parts

HOW TO ORDER
Choose one of the popular models above, customize your own light bar with our online configurator 
or contact a local Federal Signal representative or distributor.

http://config.fedsig.com/lightbar/navigator-discrete/web/
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Mini-Light Bar21" Allegiant®

     Allegiant Discrete

     Allegiant Serial

LEDs available in:
Domes available in:

11.2" 
(28.5 cm)

1.8" 
(4.6 cm)

21.0" 
(53.4 cm)

ALGT21D-AMBRP
21-inch, Amber, low-profile permanent mount, Clear domes 

ALGT21D-AMBRF
21-inch, Amber, flat mount, Clear domes

ALGT21D-AMBR3BF 
21-inch, Amber/White, work lights,  
bed lights, flat mount, Clear domes

ALGT21Z-AMBR3BP6
21-inch, Amber/White, work lights, bed lights,  

low-profile, permanent mount, 6-button controller, Clear domes

ALGT21D-AMBR

A

A

A

A

AA A

A A

A CLEAR DOME

ALGT21D-AMBR3BF

AW

AWBL

A
W

AWBL

AWAW AW

AW AW

A
W CLEAR DOME

ALGT21Z-AMBR3BP6

AW

AWBL

A
W

AWBL

AWAW AW

AW AW

A
W CLEAR DOME

http://www.fedsig.com
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RELIABLE ONBOARD CIRCUITRY
ROC

TM

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Mini-Light Bar12" Legend® Sets

Features

• Low-profile, traditional cable LED 
light bars

• Built-in flasher models include  
(8) selectable flash patterns

• 20-ft traditional cable

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuity™) 
technology

• Five-year warranty

Approvals

• SAE J845, Class 1

A

A
A

A

A
A

A

A

A

A

CLEAR DOME CLEAR DOME

LGD12Z-00001

LGD12Z-00002

Model Description

Flat Mount

LGD12Z-00001 (10) Amber LED heads, Clear domes, built-in flasher, set

LGD12Z-00002 (10) Amber LED heads, Clear domes, set

Accessories

660100SSG
Relay module, for use with 3- or 6-button controller, (4) outputs for additional 
warning lights

650205 Flasher, (2) 10 A loads, (10) flash patterns, high-side switching

605012 Two-channel relay module, (2) 7.5 A outputs

NOTE
• See page 187 for common replacement parts

HOW TO ORDER
Choose one of the popular models above, customize your own light bar with our online configurator 
or contact a local Federal Signal representative or distributor.

LGD12Z-00001

http://config.fedsig.com/lightbar/navigator-discrete/web/
https://www.fedsig.com/product/12-inch-legend-sets
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Mini-Light Bar12" Legend® Sets

Specifications

Amp Draw 2.5 A @ 12.8 VDC

Flash Patterns 8

LED Color Options Amber, Blue, Green, Red and White

Dome Color Options Amber and Clear

Physical Specifications

Length 12.0 in (30.5 cm)

Width 11.2 in (28.5 cm)

Height 2.5 in (64.0 cm)

Ship Weight

With Flat Mount 16.6 lb (7.5 kg)

LEDs available in:
Domes available in:

11.2"
(28.5 cm)

2.5" 
(64.0 cm)

12.0" 
(30.5 cm)

12.0" 
(30.5 cm)

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Mini-Light Bar24" Legend® LPX Discrete

Features

• Low-profile, traditional cable LED 
mini-light bar

• LEDs offered in Amber, Blue, Green 
Red and White

• Top dome colors are offered in 
Amber and Clear

• (8) selectable flash patterns;  
(2) flashing modes

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approval

• SAE J845, Class 1

Model Description

Flat mount

LPX24D-00003S* (10) Amber LED heads, Clear domes

LPX24D-AMBR1F-A (10) Amber LED heads, Amber domes

Permanent mount

LPX24D-AMBR1P* (10) Amber LED heads, Clear domes

Magnet mount, cigarette plug, on/off switch

LPX24DS-00002 (10) Amber LED heads, Clear domes

Accessories

660100SSG
Relay module, for use with 3- or 6-button controller, (4) outputs for additional 
warning lights

605012 Two-channel relay module, (2) 7.5 A outputs

Common Replacement Parts

Z8653175A Base, end, Clear, 12" and 24" light bar length

Z8653176A-02 Dome, end, Amber, 12" and 24" light bar length

Z8653176C Dome, end, Clear, 12" and 24" light bar length

Z8653178-2 Flat mount kit, 24" – 61" light bar length

HOW TO ORDER
Choose one of the popular models above, customize your own light bar with our online configurator 
or contact a local Federal Signal representative or distributor.

* Stock model light bar

RELIABLE ONBOARD CIRCUITRY
ROC

TM

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

http://config.fedsig.com/lightbar/lpx/
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Mini-Light Bar24" Legend® LPX Discrete

A A

A
AA

AA

AA A

AMBER DOME

A A

A
AA

AA

AA A

CLEAR DOME

LPX24D-AMBR1F-ALPX24D-00003S*

LPX24D-AMBR1P*

LPX24DS-00002

LEDs available in:
Domes available in:

11.2" 
(28.5 cm)

2.5" 
(6.4 cm)

24.3" 
(61.6 cm)

LPX24D

Specifications

Operating Voltage 12 VDC

Current Draw 1 A per head, 0.5 A per alley light

Physical Specifications

Length 24.3 in (61.6 cm)

Width 11.2 in (28.5 cm)

Height 2.5 in (6.4 cm)

Shipping Weight

With Flat Mount 16.6 lb (7.5 kg)

*Stock model

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Mini-Light BarHighLighter™ LED

Features

• Low-profile, LED mini-light bar

• Uniform 360-degree light 
distribution; no dark spots  
or shadows

• Pattern selection using 
MagnetSelect™, key chain  
not included

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approval

• SAE J845, Class 1

Model Description

Suction-cup magnet mount, cigarette plug, on/off switch

454100HL-02 Amber dome, Amber LEDs

454100HL-25 Clear dome, Amber LEDs 

454100HL-AWA Clear dome, Amber/White/Amber LEDs

Permanent mount

454101HL-02 Amber dome, Amber LEDs

454101HL-03 Blue dome, Blue LEDs

454101HL-04 Red dome, Red LEDs

454101HL-25 Clear dome, Amber LEDs 

454101HL-AWA Clear dome, Amber/White/Amber LEDs

454101HL-AGA Clear dome, Amber/Green/Amber LEDs

Magnet mount, cigarette plug, on/off switch

454102HL-02 Amber dome, Amber LEDs

454102HL-25 Clear dome, Amber LEDs 

Accessories

SW2 Switch control

Z8560109A MagnetSelect™ key chain

Common Replacement Parts

Z8560095B-02 Dome, HighLighter LED, Amber

Z8560095B-03 Dome, HighLighter LED, Blue

Z8560095B-04 Dome, HighLighter LED, Red

Z8560095B-05 Dome, HighLighter LED, Clear

Z124161A Kit, base, HighLighter LED

NOTES
• See page 50 for mounting kits 
• Visit www.fedsig.com to view HighLighter LED flash patterns

454101HL-02

RELIABLE ONBOARD CIRCUITRY
ROC

TM

https://www.fedsig.com/product/highlighter-led
https://www.youtube.com/watch?list=PLD7AC0ED6C94F197A&v=MzkpfDZZr1s
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Shatterproof dome and base with wiper 

blade gasket protects against moisture 

On/off control switch on cigarette plug 

magnet mount models

Mini-Light BarHighLighter™ LED

Permanent mount Magnet mount Suction-cup mount

Specifications

Amp Draw Max 4 A; Total A draw depends on flash pattern used

Flash Rate Various

Flash Patterns 23

LED Count 26 

LED Color Options Amber, Green, Red and White

Dome Color Options Amber, Red, and Clear

Physical Specifications

Length 15.3 in. (38.8 cm)

Width 8.4 in (21.3 cm)

Height 2.7 in (6.6 cm) 3.0 in (7.6 cm) 3.0 in (7.6 cm)

Ship Weight

3.4 lb (1.5 kg) 4.5 lb (2.0 kg) 6.0 lb (2.7 kg)

8.4" 
(21.37 cm) 2.66" 

(67.67 cm)

15.31" 
(38.89 cm)

12.75" 
(32.38 cm)

12.05" 
(30.6 cm)

1.63" 
(41.29 cm)

1.6" (4.05 cm)

5.21" 
(12.23 cm)

1.28" 
(3.24 cm)

2.2" (5.59 cm)

4.0" 
(10.16 cm)

Mounting Hole 
Pattern #1

Mounting Hole 
Pattern #2

0.25" (0.6 cm)
4 Mounting Holes

0.25" (0.6 cm)
4 Mounting Holes

Domes available in:
LEDs available in:

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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CAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIIIRELIABLE ONBOARD CIRCUITRY
ROC

TM

Mini-Light BarHighLighter™ LED Plus

Features

• Low-profile, LED mini-light bar

• Uniform 360-degree light 
distribution; no dark spots  
or shadows

• Pattern selection using 
MagnetSelect™, key chain included 

• Low power, dim option

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approvals

• SAE J845, Class 1

• CAC Title 13 

454201HL-02

Model Description

Suction-cup magnet mount, cigarette plug, on/off switch

454200HL-02 Amber dome, Amber LEDs

454200HL-03 Blue dome, Blue LEDs

454200HL-04 Red dome, Red LEDs

454200HL-05 Clear dome, White LEDs

454200HL-06 Green dome, Green LEDS

454200HL-25 Clear dome, Amber LEDs

454200HL-35 Clear dome, Blue LEDs

454200HL-45 Clear dome, Red LEDs

Permanent mount 

454201HL-02 Amber dome, Amber LEDs

454201HL-03 Blue dome, Blue LEDs

454201HL-04 Red dome, Red LEDs

454201HL-05 Clear dome, White LEDs

454201HL-06 Green dome, Green LEDS

454201HL-25 Clear dome, Amber LEDs

454201HL-35 Clear dome, Blue LEDs

454201HL-45 Clear dome, Red LEDs

Magnet mount, cigarette plug, on/off switch

454202HL-02 Amber dome, Amber LEDs

454202HL-03 Blue dome, Blue LEDs

454202HL-04 Red dome, Red LEDs

454202HL-05 Clear dome, White LEDs

454202HL-06 Green dome, Green LEDS

454202HL-25 Clear dome, Amber LEDs

454202HL-35 Clear dome, Blue LEDs

454202HL-45 Clear dome, Red LEDs

NOTES
• See page 50 for mounting kits
• Visit www.fedsig.com to view HighLighter LED Plus flash patterns

https://www.fedsig.com/product/highlighter-led-plus
https://www.youtube.com/watch?v=kL8GSnRdUVI&%3Blist=PLD7AC0ED6C94F197A&%3Bindex=35
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Mini-Light BarHighLighter™ LED Plus LEDs available in:
Domes available in:

8.4" 
(21.37 cm) 2.66" 

(67.67 cm)

15.31" 
(38.89 cm)

12.75" 
(32.38 cm)

12.05" 
(30.6 cm)

1.63" 
(41.29 cm)

1.6" (4.05 cm)

5.21" 
(12.23 cm)

1.28" 
(3.24 cm)

2.2" (5.59 cm)

4.0" 
(10.16 cm)

Mounting Hole 
Pattern #1

Mounting Hole 
Pattern #2

0.25" (0.6 cm)
4 Mounting Holes

0.25" (0.6 cm)
4 Mounting Holes

Model Description

Accessories

SW2 Switch control

Z8560109A MagnetSelect™ key chain

Common Replacement Parts

Z124161A Kit, base, HighLighter LED

Z8560095B-02 Dome, HighLighter LED, Amber

Z8560095B-03 Dome, HighLighter LED, Blue

Z8560095B-04 Dome, HighLighter LED, Red

Z8560095B-05 Dome, HighLighter LED, Clear

Z8560095B-06 Dome, HighLighter LED, Green

Permanent mount Magnet mount Suction-cup mount

Specifications

Amp Draw Max 4.8 A; Total A draw depends on flash pattern used

Flash Rate Various

Flash Patterns 23

LED Count 36

LED Colors Options Amber, Blue, Green, Red and White

Dome Color Options Amber, Blue, Clear, Green and Red

Physical Specifications

Length 15.3 in (38.8 cm)

Width 8.4 in (21.3 cm)

Height 2.7 in (6.6 cm) 3.0 in (7.6 cm) 3.0 in (7.6 cm)

Ship Weight

3.4 lb (1.5 kg) 4.5 lb (2.0 kg) 6.0 lb (2.7 kg)

A wiper gasket blade improves 

the seal of the dome

On the bottom of the base, 

there are two knock-outs with 

a strain-relief for power and 

ground or for additional wiring

MagnetSelect™ enables  

selection from 23 flash patterns 

using a simple magnet

Highly-effective 360-degree  

of light output

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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CAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIII
RELIABLE ONBOARD CIRCUITRY
ROC

TM

Mini-Light BarHighLighter™ LED Pro

Features

• Low-profile, LED mini-light bar

• Uniform 360-degree light 
distribution; no dark spots  
or shadows

• Pattern selection using 
MagnetSelect™, key chain included

• Low power feature

• Sync capability, configured option

• Two channel high-side flasher 
synchronizes other light heads  
(up to 4 Amp per channel), 
configured option

• Models can be configured with 
Amber, Blue, Green, Red or  
White LEDs

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approvals

• SAE Class 1

• CAC Title 13 

Model Description

Suction-cup magnet mount, cigarette plug, on/off switch

454300HL-AAA Clear dome, Amber LEDs

454300HL-AGA Clear dome, Amber/Green/Amber LEDs

454300HL-AWA Clear dome, Amber/White/Amber LEDs

Permanent mount 

454301HL-AAA Clear dome, Amber LEDs

454301HL-AAA-SYNC Clear dome, Amber LEDs, “sync out” option

454301HL-ABS Clear dome, Amber/Blue LEDs

454301HL-AGA Clear dome, Amber/Green/Amber LEDs

454301HL-AWA Clear dome, Amber/White/Amber LEDs

454301HLS-AWA-SYNC Clear dome, Amber/White/Amber LEDs, “sync out” option

Magnet mount, cigarette plug, on/off switch

454302HL-AAA Clear dome, Amber LEDs

454302HL-ABS Clear dome, Amber/Blue LEDs

454302HL-AGA Clear dome, Amber/Green/Amber LEDs

454302HL-AWA Clear dome, Amber/White/Amber LEDs

NOTES
• See page 50 for mounting kits
• Visit www.fedsig.com to view HighLighter LED Pro flash patterns
• HighLighter LED Pro models are configured and built to order

454301HL-AWA

A

A
A A

AW

W A

CLEAR DOME

A

A
A B

BX

X B

CLEAR DOME

A

A
A A

AG

G A

CLEAR DOME

454300HL-AWA 
454301HL-AWA 
454302HL-AWA

454301HL-ABS 
454302HL-ABS

454300HL-AGA 
454301HL-AGA 
454302HL-AGA

Continued on next page

https://www.fedsig.com/product/highlighter-led-pro
https://www.youtube.com/watch?v=sjePxHyQdO4&%3Blist=PLD7AC0ED6C94F197A&%3Bindex=36
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Permanent mount Magnet mount Suction-cup mount

Specifications

Amp Draw Max 5.7 A; Total A draw depends on flash pattern used

Flash Rate Various

Flash Patterns 23

LED Count 42

LED Colors Options Amber, Blue, Green, Red and White

Dome Color Options Clear

Physical Specifications

Length 15.3 in (38.8 cm)

Width 8.4 in (21.3 cm)

Height 2.7 in (6.6 cm) 3.0 in (7.6 cm) 3.0 in (7.6 cm)

Ship Weight

3.4 lb (1.5 kg) 4.5 lb (2.0 kg) 6.0 lb (2.7 kg)

Mini-Light BarHighLighter™ LED Pro LEDs available in:
Domes available in:

A wiper gasket blade improves 

the seal of the dome

On the bottom of the base, 

there are two knock-outs with 

a strain-relief for power and 

ground or for additional wiring

MagnetSelect™ enables  

selection from 23 flash patterns 

using a simple magnet

Highly-effective 360-degree  

of light output

8.4" 
(21.37 cm) 2.66" 

(67.67 cm)

15.31" 
(38.89 cm)

12.75" 
(32.38 cm)

12.05" 
(30.6 cm)

1.63" 
(41.29 cm)

1.6" (4.05 cm)

5.21" 
(12.23 cm)

1.28" 
(3.24 cm)

2.2" (5.59 cm)

4.0" 
(10.16 cm)

Mounting Hole 
Pattern #1

Mounting Hole 
Pattern #2

0.25" (0.6 cm)
4 Mounting Holes

0.25" (0.6 cm)
4 Mounting Holes

Model Description

Accessories 

SW2 Switch control

Z8560109A MagnetSelect™ key chain

Common Replacement Parts

Z124161A Kit, base, LED HighLighter

Z8560095B-02 Dome, LED HighLighter, Amber

Z8560095B-03 Dome, LED HighLighter, Blue

Z8560095B-04 Dome, LED HighLighter, Red

Z8560095B-05 Dome, LED HighLighter, Clear

Z8560095B-06 Dome, LED HighLighter, Green

http://www.fedsig.com
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HighLighter LED Mounting Kits

452340 452341

454218 210883SSG

452342 454217

Mini-Light Bar Specifications / 
HighLighter Mounting Kits

*Permanent mount models

F e d e r a l  S i g n a l

LED Mini-Light Bars

Model
Operating 
Voltage Amp Draw

RPM
(SLR)

Flash 
Patterns Approvals

Base  
Material LED Colors

Dome 
Colors

Dimensions 
(L x W x H)

Ship Weight 
(lbs)

Warranty 
(years)

10", 18", 25" 
Navigator®

12

1.5 A per 
QuadraFlare 

head/2.5 A per 
SLR Rotator

90/120 Various
Class 1,   
Title 13

Aluminum
Amber, Blue, 
Green, Red, 
and White

Amber, 
Blue, Clear, 

and Red

10" x 12.5" x 4.5" 10*

517.6" x 12.5"  x 4.5" 12*

24.8" x 12.5"  x 4.5" 15*

21" Allegiant® 12
6.0 A (50% 
Flash Rate)

N/A 25
Class 1,  
Title 13

Aluminum
Amber, Blue, 
Green, Red, 
and White

Amber, 
Clear, Gray

20.7" x 11.2" x 1.8" 16 5

24" Legend® 
LPX Discrete

12 4.0 A @ 12.8 V     N/A Various Class 1 Aluminum
Amber, Blue, 
Green, Red, 
and White

Amber and 
Clear

24.3" x 11.2" x 2.5" 16.6* 5

12" Legend®

Sets
12 2.5 A @ 12.8 V    N/A 8 Class 1 Aluminum

Amber, Blue, 
Green, Red, 
and White

Amber and 
Clear 

12.0" x 11.2" x 2.5" 16.6* 5

HighLighter™ 
LED 

12

Total Amp draw 
depends on 
flash pattern 

used

N/A 23 Class 1 Polycarbonate
Amber, Blue, 
Green, Red, 
and White

Amber, 
Blue, Clear, 

and Red
15.3" x 8.4" x 3.0" 6.0* 5

HighLighter™ 
LED Plus

12

Total Amp draw 
depends on 
flash pattern 

used

N/A 23
Class 1,   
Title 13

Polycarbonate
Amber, Blue, 
Green, Red, 
and White

Amber, 
Blue, Clear, 

Green,  
and Red

15.3" x 8.4" x 3.0" 6.0* 5

HighLighter™ 
LED Pro

12

Total Amp draw 
depends on 
flash pattern 

used

N/A 23
Class 1,   
Title 13

Polycarbonate
Amber, Blue, 
Green, Red, 
and White

Amber, 
Blue, Clear, 

Green,  
and Red

15.3" x 8.4" x 3.0" 6.0* 5

Model Description

452340 Kit, magnet mount, cigarette plug 

452341 Kit, suction-cup magnet mount, cigarette plug 

452342 Kit, magnet mount

454217 Kit, riser mount

Model Description

454218 Kit, flat mount

210883SSG Self-leveling bracket
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Beacon Specifications
F e d e r a l  S i g n a l

Strobe Beacons

Model
Operating 
Voltage Amp Draw Joules Watts FPM Approvals

Base 
Material

Dimensions               
(D x H)

Ship Weight  
(lbs)

Warranty 
(years)

Model 401 12/48
0.65A @ 12V to 

0.17A @ 48V
5 5.4 65 Class 2 Rubber 5.7" x 5.0"

1.3                                  
1.9 (Heavy Duty)

3

Firebolt® Plus 12/72 @ 2J
0.24A @ 12V to 

0.04A @24V
2 16 60/65 Class 3 Polycarbonate 5.1" x 3.6" 0.7 3

LED Beacons

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC) RPM

Flash 
Patterns Approvals Base Material

Dimensions                
(D x H)

Ship Weight 
(lbs)

Warranty 
(years)

Pro LED Beacon 12/24
2 A (avg) / 
4 A (max)

— 25
Class 1,  
 Title 13

Aluminum
7.25" x 5.25" (tall) 
7.25" x 3.5" (short)

3.25 (tall)           
3.0 (short)

5

SLR Beacon 12/24 1.8 A 75/90/120 —
Class 1 & 2,  

Title 13
Aluminum/  

Polycarbonate
7.1" x 5.8" 2.75 5

Spire® 100 12/24 1.8 A — 25 Class 1 Polycarbonate

Pipe mount
5.2" x 6.2" (tall)

5.2" x 4.7" (short)
Polycarbonate or  

die-cast optional base: 
6.5" x 7.1" (tall)  

6.5" x 5.6" (short)

2.8 (tall)
2.3 (short)

5

Spire® 200 12/24 1.8 A — 25 Class 1 Polycarbonate

Pipe mount
5.2" x 6.2" (tall)

5.2" x 4.7" (short)
Polycarbonate or  

die-cast optional base: 
6.5" x 7.1" (tall)  

6.5" x 5.6" (short)

2.8 (tall)
2.3 (short)

5

UltraStar® LED 12/24 1.2 A — 14 Class 1 Aluminum 6.5" x 5.3"
2.75 (perm.)            
3.5 (mag.)

5

Pulsator® LED 
(Class 1)

12/24
0.325 A (avg) / 
0.75 A (max)

— 14 Class 1 Polycarbonate 6.5" x 6.2" 1.9 5

Pulsator® LED 
(Class 2)

12/24
0.28 A (avg) / 
0.65 A (max)

— 14 Class 2 Polycarbonate 6.5" x 6.2" 1.9 5

Pulsator® 451 LED 12/24
0.28 A (avg) /  
0.65 A (max)

— 14 Class 2 Polycarbonate 6.5" x 4.2" 1.3 5

651 LED 12/24 1 A — 1 Class 2 Aluminum
6.5" x 5.4"  
6.5" x 6.1"  

(Wire Branch Guard)
2 5

851 LED 12/24 1 A — 1 Class 2 Aluminum 6.6" x 7.4" 2.5 5

AL2 12/24 1 A — 1 Class 3 Aluminum 8.3" x 8.7" 3.8 5

LP800 12/24
2.7 A (Red),  

3.5 A (Amber, Blue)
— 14

Class 1,  
 Title 13

Reinforced Nylon 5.5" x 4.7" 1.5 5

Firebolt® LED  
(Class 2)

12/24 1 A — 14 Class 2 Polycarbonate 5.1" x 3.6" 1.3 5

Firebolt® LED  
(Class 3)

12/24 1 A — 1 Class 3 Polycarbonate 5.1" x 3.8" 1.2 3
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CAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconPro LED Beacon

Features

• High- and low-profile LED beacon

• Single and dual color versions 
available

• (25) selectable flash patterns

• Low power mode

• Multi-voltage, 12/24 VDC

• Built-in permanent/1 inch pipe 
mount aluminum die-cast base

• Solaris® LED reflector technology

• FSLink® syncing technology

• Five-year warranty

Approvals

• SAE Class 1  
(Amber, Blue, Red, White)

• CAC Title 13  
(Amber, Blue, Red)

• NFPA Upper  
(Tall models; Amber and Red)

300TMPC-A 300SMP-W

Model Description

Pro LED Beacon Tall Dome

Permanent/1-inch Pipe mount, Single color

300TMP-A Amber dome, Amber LEDs, Class 1

300TMP-B Blue dome, Blue LEDs, Class 1

300TMP-G Green dome, Green LEDs

300TMP-R Red dome, Red LEDs, Class 1

300TMP-W Clear dome, White LEDs, Class 1

300TMPC-A Clear dome, Amber LEDs, Class 1

300TMPC-B Clear dome, Blue LEDs, Class 1

300TMPC-G Clear dome, Green LEDs 

300TMPC-R Clear dome, Red LEDs, Class 1

300TMP-AD-W Auto-dimming, Clear dome, White LEDs, Class 1

300TMPC-AD-A Auto-dimming, Clear dome, Amber LEDs, Class 1

300TMPC-AD-B Auto-dimming, Clear dome, Blue LEDs, Class 1

300TMPC-AD-G Auto-dimming, Clear dome, Green LEDs

300TMPC-AD-R Auto-dimming, Clear dome, Red LEDs, Class 1

Permanent/1-inch Pipe mount, Dual color

320TMP-AB Clear dome, Amber/Blue LEDs, Class 1

320TMP-AG Clear dome, Amber/Green LEDs, Class 1

320TMP-AR Clear dome, Amber/Red LEDs, Class 1

320TMP-AW Clear dome, Amber/White LEDs, Class 1

320TMP-AD-AB Auto-dimming, Clear dome, Amber/Blue LEDs, Class 1

320TMP-AD-AG Auto-dimming, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

320TMP-AD-AR Auto-dimming, Clear dome, Amber/Red LEDs, Class 1

320TMP-AD-AW Auto-dimming, Clear dome, Amber/White LEDs, Class 1

NOTE
• Visit www.fedsig.com to view Pro LED beacon flash patterns

Continued on next page

FSLink®

https://www.youtube.com/watch?v=sjePxHyQdO4&%3Blist=PLD7AC0ED6C94F197A&%3Bindex=36
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6.75" (17.14 cm)

Hole Circle

Model Description

Pro LED Beacon Short Dome

Permanent/1-inch Pipe mount, Single color

300SMP-A Amber dome, Amber LEDs, Class 1

300SMP-B Blue dome, Blue LEDs, Class 1

300SMP-G Green dome, Green LEDs

300SMP-R Red dome, Red LEDs, Class 1

300SMP-W Clear dome, White LEDs, Class 1

300SMPC-A Clear dome, Amber LEDs, Class 1

300SMPC-B Clear dome, Blue LEDs, Class 1

300SMPC-G Clear dome, Green LEDs

300SMPC-R Clear dome, Red LEDs, Class 1

Permanent/1-inch Pipe mount, Dual color

320SMP-AB Clear dome, Amber/Blue LEDs, Class 1

320SMP-AG Clear dome, Amber/Green LEDs, Class 1 (Amber only)

320SMP-AR Clear dome, Amber/Red LEDs, Class 1

320SMP-AW Clear dome, Amber/White LEDs, Class 1

Accessories 

300B-TALL Branch guard, tall dome

300B-SHORT Branch guard, short dome
Built-in permanent/1-inch pipe mount metal base

Shown with branch guard (sold separately)

LED BeaconPro LED Beacon

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC)

Flash 
Patterns Approvals Base Material

Dimensions                
(D x H)

Ship Weight 
(lbs)

Warranty 
(years)

Pro LED Beacon 12/24 2 A (avg) / 4 A (max) 25 Class 1,  Title 13 Aluminum
7.25 in x 5.25 in (tall) 
7.25 in x 3.5 in (short)

3.25 (tall)           
3.0 (short)

5

3.62" (9.19 cm)

.20" (.51 cm)

7.25"(18.38 cm)

6.75" (17.14 cm)

Hole Circle

5.25" (13.3 cm)

.20" (.51 cm)

7.25"(18.38 cm)

Short Dome Beacon Tall Dome Beacon

Dual Colors

BB BB BB BB
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconSpire™ 100 - Short

Features

• Low-profile LED beacon

• (14) selectable flash patterns

• Multi-voltage, 12/24 VDC 

• Built-in permanent/1 inch pipe 
mount polycarbonate base

• IP69K

• Five-year warranty

Approvals

• SAE J845 Class 1 (Amber, Red, Blue, 
and White)

• SAE J845, Class 3 (Green)

Model Description

1-inch Pipe mount, short dome

100SC-A Amber dome, Class 1

100SC-B Blue dome, Class 1

100SC-G Green dome

100SC-R Red dome, Class 1

100SC-W Clear dome, Class 1

Polycarbonate Permanent/1-inch Pipe mount, short dome

100SP-A Amber dome, Class 1

100SP-B Blue dome, Class 1

100SP-G Green dome

100SP-R Red dome, Class 1

100SP-W Clear dome, Class 1

Die-cast Permanent/ 1-inch Pipe mount, short dome

100SD-A Amber dome, Class 1

100SD-B Blue dome, Class 1

100SD-G Green dome

100SD-R Red dome, Class 1

100SD-W Clear dome, Class 1

Magnet mount, cigarette plug, short dome

100SM-A Amber dome, Class 1

100SM-B Blue dome, Class 1

100SM-G Green dome

100SM-R Red dome, Class 1 

100SM-W Clear dome, Class 1

Suction-cup magnet mount, cigarette plug, short dome

100SS-A Amber dome, Class 1

100SS-B Blue dome, Class 1

100SS-G Green dome

100SS-R Red dome, Class 1

100SS-W Clear dome, Class 1

Accessories

200B-SHORT Branch Guard, short, dome

200DC-SHORT Dust Cover, short dome

100SC-A
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconSpire™ 100 - Tall

Features

• High-profile LED beacon

• (14) selectable flash patterns

• Multi-voltage, 12/24 VDC 

• Built-in permanent/1 inch pipe 
mount polycarbonate base

• IP69K

• Five-year warranty

Approvals

• SAE J845 Class 1 (Amber, Red, Blue, 
and White)

• SAE J845, Class 3 (Green)

Model Description

1-inch pipe mount, tall dome

100TC-A Amber dome, Class 1

100TC-B Blue dome, Class 1

100TC-G Green dome

100TC-R Red dome, Class 1

100TC-W Clear dome, Class 1

Polycarbonate permanent/1-inch pipe mount, tall dome

100TP-A Amber dome, Class 1

100TP-B Blue dome, Class 1

100TP-G Green dome

100TP-R Red dome, Class 1

100TP-W Clear dome, Class 1

Die-cast permanent/ 1-inch pipe mount, tall dome

100TD-A Amber dome, Class 1

100TD-B Blue dome, Class 1

100TD-G Green dome

100TD-R Red dome, Class 1

100TD-W Clear dome, Class 1

Magnet mount, cigarette plug, tall dome

100TM-A Amber dome, Class 1

100TM-B Blue dome, Class 1

100TM-G Green dome

100TM-R Red dome, Class 1 

100TM-W Clear dome, Class 1

Suction-cup magnet mount, cigarette plug, tall dome

100TS-A Amber dome, Class 1

100TS-B Blue dome, Class 1

100TS-G Green dome

100TS-R Red dome, Class 1

100TS-W Clear dome, Class 1

Accessories

200B-TALL Branch Guard, tall dome

200DC-TALL Dust Cover, tall dome

F e d e r a l  S i g n a l

100TC-A
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LED BeaconSpire™ 200 - Short

Features

• Low-profile LED beacons

• Single and dual color versions 
available

• (25) selectable flash patterns

• Low power mode

• Multi-voltage 12/24 VDC

• Mounting options: 1-inch pipe 
mount, permanent polycarbonate, 
permanent die-cast, magnet, 
suction-cup magnet

• IP69K rated for protection against 
dust and water

• FSLink® syncing technology

• Five-year warranty

Approvals

• SAE J845 Class 1 (Amber, Red, Blue, 
and White)

• SAE J845, Class 3 (Green)

Model Description

1-inch Pipe mount, short dome

200SC-A FSLink, Amber dome, Amber LEDs, Class 1

200SC-B FSLink, Blue dome, Blue LEDs, Class 1

200SC-G FSLink, Green dome, Green LEDs

200SC-R FSLink, Red dome, Red LEDs, Class 1

200SC-W FSLink, Clear dome, White LEDs, Class 1

Polycarbonate Permanent/1-inch Pipe mount, short dome

200SP-A FSLink, Amber dome, Amber LEDs, Class 1

200SP-B FSLink, Blue dome, Blue LEDs, Class 1

200SP-G FSLink, Green dome, Green LEDs

200SP-R FSLink, Red dome, Red LEDs, Class 1

200SP-W FSLink, Clear dome, White LEDs, Class 1

Die-cast Permanent/1-inch Pipe mount, short dome

200SD-A FSLink, Amber dome, Amber LEDs, Class 1

200SD-B FSLink, Blue dome, Blue LEDs, Class 1

200SD-G FSLink, Green dome, Green LEDs

200SD-R FSLink, Red dome, Red LEDs, Class 1

200SD-W FSLink, Clear dome, White LEDs, Class 1

Magnet mount, cigarette plug, short dome

200SM-A FSLink, Amber dome, Amber LEDs, Class 1

200SM-B FSLink, Blue dome, Blue LEDs, Class 1

200SM-G FSLink, Green dome, Green LEDs

200SM-R FSLink, Red dome, Red LEDs, Class 1

200SM-W FSLink, Clear dome, White LEDs, Class 1

Suction-cup magnet mount, cigarette plug, short dome

200SS-A FSLink, Amber dome, Amber LEDs, Class 1

200SS-B FSLink, Blue dome, Blue LEDs, Class 1

200SS-G FSLink, Green dome, Green LEDs

200SS-R FSLink, Red dome, Red LEDs, Class 1

200SS-W FSLink, Clear dome, White LEDs, Class 1

Accessories

200B-SHORT Branch Guard, short, dome

200DC-SHORT Dust Cover, short dome

200SC-A
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconSpire™ 200 - Short, Dual Color

Features

• Low-profile LED beacons

• Single and dual color versions 
available

• (25) selectable flash patterns

• Low power mode

• Multi-voltage 12/24 VDC

• Mounting options: 1-inch pipe 
mount, permanent polycarbonate, 
permanent die-cast, magnet, 
suction-cup magnet

• IP69K rated for protection against 
dust and water

• FSLink® syncing technology

• Five-year LED warranty

Approvals

• SAE J845 Class 1 (Amber, Red, Blue, 
and White)

• SAE J845, Class 3 (Green)

Model Description

1-inch Pipe mount, short dome

220SC-AB FSLink, Clear dome, Amber/Blue LEDs, Class 1

220SC-AG FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220SC-AR FSLink, Clear dome, Amber/Red LEDs, Class 1

220SC-AW FSLink, Clear dome, Amber/White LEDs, Class 1

Polycarbonate Permanent/1-inch Pipe mount, short dome

220SP-AB FSLink, Clear dome, Amber/Blue LEDs, Class 1

220SP-AG FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220SP-AR FSLink, Clear dome, Amber/Red LEDs, Class 1

220SP-AW FSLink, Clear dome, Amber/White LEDs, Class 1

Die-cast Permanent/1-inch Pipe mount, short dome

220SD-AB FSLink, Clear dome, Amber/Blue LEDs, Class 1

220SD-AG FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220SD-AR FSLink, Clear dome, Amber/Red LEDs, Class 1

220SD-AW FSLink, Clear dome, Amber/White LEDs, Class 1

Magnet mount, cigarette plug, short dome

220SM-AB Spire 200, FSLink, Clear dome, Amber/Blue LEDs, Class 1

220SM-AG Spire 200, FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220SM-AR Spire 200, FSLink, Clear dome, Amber/Red LEDs, Class 1

220SM-AW Spire 200, FSLink, Clear dome, Amber/White LEDs, Class 1

Suction-cup magnet mount, cigarette plug, short dome

220SS-AB FSLink, Clear dome, Amber/Blue LEDs, Class 1

220SS-AG FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220SS-AR FSLink, Clear dome, Amber/Red LEDs, Class 1

220SS-AW FSLink, Clear dome, Amber/White LEDs, Class 1

Accessories

200B-SHORT Branch Guard, short dome

200DC-SHORT Dust Cover, short dome

F e d e r a l  S i g n a l

Dual Color Models available

Dual Colors
BB

BB BB

BB BB
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LED BeaconSpire™ 200 - Tall

Features

• High-profile LED beacons

• Single and dual color versions 
available

• (25) selectable flash patterns

• Low power mode

• Multi-voltage 12/24 VDC

• Mounting options: 1-inch pipe 
mount, permanent polycarbonate, 
permanent die-cast, magnet, 
suction-cup magnet

• IP69K rated for protection against 
dust and water

• FSLink® syncing technology

• Five-year warranty

Approvals

• SAE J845 Class 1 (Amber, Red, Blue, 
and White)

• SAE J845, Class 3 (Green)

Model Description

1-inch Pipe mount, tall dome

200TC-A FSLink, Amber dome, Amber LEDs, Class 1

200TC-B FSLink, Blue dome, Blue LEDs, Class 1

200TC-G FSLink, Green dome, Green LEDs

200TC-R FSLink, Red dome, Red LEDs, Class 1

200TC-W FSLink, Clear dome, White LEDs, Class 1

Polycarbonate Permanent/1-inch Pipe mount, tall dome

200TP-A FSLink, Amber dome, Amber LEDs, Class 1

200TP-B FSLink, Blue dome, Blue LEDs, Class 1

200TP-G FSLink, Green dome, Green LEDs

200TP-R FSLink, Red dome, Red LEDs, Class 1

200TP-W FSLink, Clear dome, White LEDs, Class 1

Die-cast permanent/1-inch pipe mount, tall dome

200TD-A FSLink, Amber dome, Amber LEDs, Class 1

200TD-B FSLink, Blue dome, Blue LEDs, Class 1

200TD-G FSLink, Green dome, Green LEDs

200TD-R FSLink, Red dome, Red LEDs, Class 1

200TD-W FSLink, Clear dome, White LEDs, Class 1

Magnet mount, cigarette plug, tall dome

200TM-A FSLink, Amber dome, Amber LEDs, Class 1

200TM-B FSLink, Blue dome, Blue LEDs, Class 1

200TM-G FSLink, Green dome, Green LEDs

200TM-R FSLink, Red dome, Red LEDs, Class 1

200TM-W FSLink, Clear dome, White LEDs, Class 1

Suction-cup magnet mount, cigarette plug, tall dome

200TS-A FSLink, Amber dome, Amber LEDs, Class 1

200TS-B FSLink, Blue dome, Blue LEDs, Class 1

200TS-G FSLink, Green dome, Green LEDs

200TS-R FSLink, Red dome, Red LEDs, Class 1

200TS-W FSLink, Clear dome, White LEDs, Class 1

Accessories

200B-TALL Branch Guard, tall dome

200DC-TALL Dust Cover, tall dome

200TC-A
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconSpire™ 200 - Tall, Dual Color

Features

• High-profile LED beacons

• Single and dual color versions 
available

• (25) selectable flash patterns

• Low power mode

• Multi-voltage 12/24 VDC

• Mounting options: 1-inch pipe 
mount, permanent polycarbonate, 
permanent die-cast, magnet, 
suction-cup magnet

• IP69K rated for protection against 
dust and water

• FSLink® syncing technology

• Five-year warranty

Approvals

• SAE J845 Class 1 (Amber, Red, Blue, 
and White)

• SAE J845, Class 3 (Green)

Model Description

1-inch Pipe mount, tall dome

220TC-AB FSLink, Clear dome, Amber/Blue LEDs, Class 1

220TC-AG FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220TC-AR FSLink, Clear dome, Amber/Red LEDs, Class 1

220TC-AW FSLink, Clear dome, Amber/White LEDs, Class 1

Polycarbonate Permanent/1-inch Pipe mount, tall dome

220TP-AB FSLink, Clear dome, Amber/Blue LEDs, Class 1

220TP-AG FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220TP-AR FSLink, Clear dome, Amber/Red LEDs, Class 1

220TP-AW FSLink, Clear dome, Amber/White LEDs, Class 1

Die-cast Permanent/1-inch Pipe mount, tall dome

220TD-AB FSLink, Clear dome, Amber/Blue LEDs, Class 1

220TD-AG FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220TD-AR FSLink, Clear dome, Amber/Red LEDs, Class 1

220TD-AW FSLink, Clear dome, Amber/White LEDs, Class 1

Magnet mount, cigarette plug, tall dome

220TM-AB FSLink, Clear dome, Amber/Blue LEDs, Class 1

220TM-AG FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220TM-AR FSLink, Clear dome, Amber/Red LEDs, Class 1

220TM-AW FSLink, Clear dome, Amber/White LEDs, Class 1

Suction-cup magnet mount, cigarette plug, tall dome

220TS-AB FSLink, Clear dome, Amber/Blue LEDs, Class 1

220TS-AG FSLink, Clear dome, Amber/Green LEDs, Class 1 (Amber only)

220TS-AR FSLink, Clear dome, Amber/Red LEDs, Class 1

220TS-AW FSLink, Clear dome, Amber/White LEDs, Class 1

Accessories

200B-TALL Branch Guard, tall dome

200DC-TALL Dust Cover, tall dome

F e d e r a l  S i g n a l

Dual Color Models available

Dual Colors BB

BB BB

BB BB
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Spire™ 100 and 200 LED Beacon

1-inch pipe mount Polycarbonate permanent / 

1-inch pipe mount

Die-cast permanent / 1-inch 

pipe mount

Magnet mount, cigarette plug

Suction-cup magnet mount,  

cigarette plug

Branch Guard, Short, optional Branch Guard, Tall, optional Dust Cover, Short, optional Dust Cover, Tall, optional

Spire 100 and 200 Mounting options

Spire 100 and 200 Accessories

Spire 100 and 200 Dome Colors — Available in single and dual models

NOTE
• Visit www.fedsig.com to view Spire 100 and 200 flash patterns

https://www.youtube.com/watch?v=sjePxHyQdO4&%3Blist=PLD7AC0ED6C94F197A&%3Bindex=36
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5.2" (13.2 cm)

Spire™ 100 and 200 LED Beacon

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC) RPM Flash Patterns Approvals Base Material

Dimensions  
(D x H) 

Ship Weight 
(lbs)*

Warranty 
(years)

Spire™ 100 12/24 1.8 A — 25 Class 1 Polycarbonate

Pipe mount
5.2" x 6.2" (tall)

5.2" x 4.7" (short)
Polycarbonate or  

die-cast optional base: 
6.5" x 7.1" (tall)  

6.5" x 5.6" (short)

2.8 (tall)
2.3 (short)

5

Spire™ 200 12/24 1.8 A — 25 Class 1 Polycarbonate

Pipe mount
5.2" x 6.2" (tall)

5.2" x 4.7" (short)
Polycarbonate or  

die-cast optional base: 
6.5" x 7.1" (tall)  

6.5" x 5.6" (short)

2.8 (tall)
2.3 (short)

5

4.7" (11.9 cm)

5.2" (13.2 cm)

6.2" (2.42 cm)

Short Dome Beacon Tall Dome Beacon

4.0" (10.6 cm)

6.6" (16.8 cm)
6.0" (15.3 cm)

6.0" (15.3 cm)

Plastic Flange

Die Cast Flange Magnet

Suction Cup 
Magnet
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CLASS 1 CLASS 2 CLASS 3 TITLE XIIICLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconPulsator® LED

Features

• High- and low-profile LED beacon

• (14) selectable flash patterns

• Multi-voltage, 12/24 VDC 

• Built-in permanent/1-inch pipe 
mount polycarbonate base

• Five-year warranty

Approvals

• SAE J845, Class 1  
(212660, 212662, 212664)

• SAE J845, Class 2  
(212650, 212652, 212654,  
212672, 212674)

Model Description

Pulsator LED

Permanent/1-inch pipe mount, tall dome

212660-02SB Amber dome, Class 1

212660-04SB Red dome, Class 1

212660-05SB Clear dome, Class 1

212650-02SB Amber dome, Class 2

212650-04SB Red dome, Class 2

212650-05SB Clear dome, Class 2

Magnet mount, cigarette plug, tall dome

212662-02SB Amber dome, Class 1

212662-04SB Red dome, Class 1

212652-02SB Amber dome, Class 2

212652-04SB Red dome, Class 2

Suction-cup magnet mount, cigarette plug, tall dome

212664-02SB Amber dome, Class 1

212664-04SB Red dome, Class 1

212654-02SB Amber dome, Class 2

212654-04SB Red dome, Class 2

Pulsator 451 LED

Permanent/1-inch pipe mount, short dome

212670-02SB Amber dome, Class 2

212670-04SB Red dome, Class 2

212670-05SB Clear dome, Class 2

Magnet mount, cigarette plug, short dome

212672-02SB Amber dome, Class 2

212672-04SB Red dome, Class 2

Suction-cup magnet mount, cigarette plug, short dome

212674-02SB Amber dome, Class 2

212674-04SB Red dome, Class 2

NOTE
• Visit www.fedsig.com to view Pulsator LED flash patterns.

212660-02SB 212670-02SB

Continued on next page

https://www.fedsig.com/product/pulsator-led
https://www.fedsig.com/product/pulsator-led
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Pulsator® LED LED Beacon

Built-in permanent/1-inch pipe mount  

polycarbonate base
Magnet mount with cigarette  

lighter plug

6.5" (16.5 cm)

6.2"

3 Mounting Holes
For #10 Screws 
Equally Spaced

1" Pipe Mount6.5"

6.1"

6.0"

(15.7 cm)

(15.5 cm)

(15.2 cm)

(16.5 cm)

Pulsator LED

Pulsator 451 LED

6.5" (16.5 cm)

1" Pipe Mount

3 Mounting Holes
For #10 Screws 
Equally Spaced

6.5"
(16.5 cm)

6.0"
(15.2 cm)

6.9"
(17.5 cm)

4.2"
(10.7 cm)

Model Description

Accessories and Kits

SW2 Switch control

210890 Kit, magnet mount

210893 1/2" pipe mount

210894 3/4" pipe mount

650201
Flasher, (2) 6 A loads, (8) flash patterns, 
ground side switching

Common Replacement Parts

208567-95 Dome, short, Amber

208568-95 Dome, short, Red

208569-95 Dome, short, Clear

208667-95 Dome, tall, Amber

208668-95 Dome, tall, Red

208669-95 Dome, tall, Clear

Z862000142A Pulsator LED, base

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC)

Flash 
Patterns Approvals Base Material

Dimensions                
(D x H)

Ship Weight 
(lbs)*

Warranty 
(years)

Pulsator® LED 
(Class 1)

12/24 0.325 A (avg) / 0.75 A (max) 14 Class 1 Polycarbonate 6.5 in x 6.2 in 1.9 5

Pulsator® LED 
(Class 2)

12/24 0.28 A (avg) / 0.65 A (max) 14 Class 2 Polycarbonate 6.5 in x 6.2 in 1.9 5

Pulsator® 451 LED 12/24 0.28 A (avg) / 0.65 A (max) 14 Class 2 Polycarbonate 6.5 in x 4.2 in 1.3 5

*Permanent models

http://www.fedsig.com
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconUltraStar® LED

Features

• High-profile LED beacon

• (14) selectable flash patterns

• Multi-voltage, 12/24 VDC

• Built-in permanent/1-inch pipe 
mount aluminum die-cast base

• Patented LED emitter design

• Five-year warranty

Approval

• SAE J845, Class 1

Model Description

Permanent/1-inch Pipe mount

252650-02SC Amber dome, Class 1

252654-04SC Red dome, Class 1

252657-02SC Amber dome, dust cover, Class 1

Magnet mount, cigarette plug

252651-02SC Amber dome, Class 1

252655-04SC Red dome, Class 1

Accessories 

SW2 Switch control

448330 Branch guard

Common Replacement Parts

Z8444313C Blackout disk

Z8444374A-01 Dome, Clear

Z8444374A-02 Dome, Red

Z8444374A-03 Dome, Amber

Z8444374A-04 Dome, Blue

Z8444374A-05 Dome, Green

Z8444375A-01 Dust cover

Z8444397A J-bolt mounting kit

NOTE
• Visit www.fedsig.com to view UltraStar LED Beacon flash patterns.

252650-02SC

https://www.fedsig.com/product/ultrastar-led
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Solid-state light source and fully encapsulated 
circuitry to absorb extreme vibration

Built-in permanent/ 

1-inch pipe mount

Magnet mount with 

cigarette lighter plug

UltraStar® LED

5.3" (13.3 cm) 6.5" (16.5 cm)

6.0" (15.2 cm)
Bolt Circle

1" Pipe Mount

0.2" (0.5 cm)
3 Mounting Holes
Equally Spaced

LED Beacon

448330   

Branch Guard option

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC)

Flash 
Patterns Approvals Base Material

Dimensions                
(D x H)

Ship Weight 
(lbs)*

Warranty 
(years)

UltraStar® LED 12/24 1.2 A 14 Class 1 Aluminum 6.5 in x 5.3 in 2.75 5

*Permanent models

http://www.fedsig.com
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CLASS 1 CLASS 2 CLASS 3 TITLE XIIICAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconSLR Beacon

Features

• Rotating LED beacon with  
(12) high-powered LEDs

• 75/90/120 FPM

• Multi-voltage, 12/24 VDC

• Built-in permanent/1-inch  
pipe mount

• SLR (Solaris LED Reflector) 
technology

• Five-year warranty

Approvals

• SAE J845, Class 1  
(262650 models)

• SAE J845, Class 2 
(272650 models)

• CAC Title 13  
(262650-02 models)

Model Description

Permanent/1-inch Pipe mount

262650-02 Amber dome, Amber LEDs, Class 1

262650-04 Red dome, Red LEDs, Class 1

262650-05 Clear dome, White LEDs, Class 1

262650-25 Clear dome, Amber LEDs, Class 1

272650-02 Amber dome, Amber LEDs, Class 2

272650-25 Clear dome, Amber LEDs, Class 2

Common Replacement Parts

Z8627205A-02 Dome, Amber

Z8627205A-04 Dome, Red

Z8627205A-05 Dome, Clear

NOTE
• Visit www.fedsig.com to view SLR Beacon flash patterns.

5.8" (14.6 cm)

5.6" (14.1 cm)
Bolt Circle

0.2" (0.5 cm)
3 Mounting Holes

7.1" (18.0 cm)

262650-02

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC) RPM Approvals Base Material

Dimensions                
(D x H)

Ship Weight 
(lbs)*

Warranty 
(years)

SLR Beacon 12/24 1.8 A 75/90/120 Class 1 & 2,  Title 13
Aluminum/  

Polycarbonate
7.1 in x 5.8 in 2.75 5

*Permanent models

https://www.fedsig.com/product/slr-beacon
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconAL2

Features

• High-profile LED beacon

• Single flash pattern

• Multi-voltage, 12/24 VDC

• Clear-anodized aluminum base 

• Five-year warranty

Approval

• SAE J845, Class 2

Model Description

211779-02 Amber dome, dust cover, Class 2

211779-02

0.4" (1.0 cm)

0.3" (0.7 cm)
8.3" (21.0 cm)

8.7" (22.1 cm)

6.9" (17.5 cm)

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC)

Flash 
Patterns Approval Base Material

Dimensions 
(D x H)

Ship Weight 
(lbs)*

Warranty 
(years)

AL2 12/24 1 A 1 Class 2 Aluminum 8.7 in x 8.3 in 3.8 5

*Permanent models

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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CAC Title 13

LED BeaconLP800 LED

Features

• Dual level beacon with Solaris® LED 
reflector technology

• (14) Selectable flash patterns

• Multiple-voltage, 12/24 VDC

• Polycarbonate dome and reinforced 
nylon base

• Five-year warranty

Approvals

• SAE J845, Class 1 

• CAC Title 13

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Two-tier Solaris LED reflector Permanent Mount

LP800 -BASE Din Mount

Model Description

Permanent mount

LP800-A Amber dome, Amber LEDs, Class 1

LP800-B Blue dome, Blue LEDs, Class 1

LP800-R Red dome, Red LEDs, Class 1

LP800C-A Clear dome, Amber LEDs, Class 1

LP800C-B Clear dome, Blue LEDs, Class 1

LP800C-R Clear dome, Red LEDs, Class 1

Accessory

LP800-BASE Din mount

NOTE
• Visit www.fedsig.com to view LP800 flash patterns.

LP800-A

https://www.fedsig.com/product/lp800-led
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LP800 LED LED Beacon

4.67" (11.9 cm)

5.51" (14.0 cm) 6.46" (16.4 cm)

M6 Threaded Stud
(3) Equally Spaced

5.51" (14.0 cm)
Bolt Circle

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC)

Flash 
Patterns Approvals Base Material

Dimensions                
(D x H)

Ship Weight 
(lbs)

Warranty 
(years)

LP800 12/24 2.7 A (Red), 3.5 A (Amber, Blue) 14 Class 1, Title 13 Reinforced Nylon 5.5 in x 4.7 in 1.5 5

http://www.fedsig.com
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

LED BeaconModel 651 / 851 LED

Features

• Low- and high-profile LED beacons

• Single flash pattern

• Multi-voltage, 12/24 VDC

• Open-style aluminum base

• Five-year warranty

Approval

• SAE J845, Class 2 

Model Description

Model 651 LED, short dome

420222-02
Amber dome, dust cover, blackout disk, branch guard, aluminum 1-inch  
pipe/flush mount bottom, Class 2

420223-02 Amber dome, open-style bottom, Class 2

Model 851 LED, tall dome

420450-02 Amber dome, open-style bottom, Class 2

420460-02
Amber dome, dust cover, blackout disk, branch guard, aluminum 1-inch  
pipe/flush mount bottom, Class 2

Accessories and Kits

210781SSG Branch guard, Model 651

210782 Branch guard, Model 851

210846 Aluminum flush enclosed bottom

210878 Dust cover, blackout disk, Model 851

210982 Aluminum 1-inch pipe/flush mount bottom

210050SSG Kit, aluminum flush magnet mount

210830SSG Polycarbonate 1-inch pipe/flush mount bottom

210831SSG Kit, polycarbonate flush magnet mount 

210877SSG Dust cover, blackout disk, Model 651

210923SSG Aluminum raised enclosed bottom

210928SSG Magnet mount kit for aluminum/polycarbonate mount bottoms

Common Replacement Parts

200767-95 Dome, short, Amber

200775-95 Dome, tall, Amber

205003-95 Gasket, base

205004-95 Gasket, dome

208551-95 Base

200769-95 Model 651, Dome, Red

200772-95 Model 851, Dome, Clear

200775-95 Model 851, Dome, Amber

420222-02 420460-02

https://www.fedsig.com/product/model-851651-led-beacon
https://www.fedsig.com/product/model-851651-led-beacon
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Model 651 / 851 LED LED Beacon

210781SSG210877SSG

7.4" (18.7 cm) 8.6" (21.7 cm)

0.3" (0.8 cm)
6.5" (16.5 cm) 

typical

7.5" (19.0 cm)

0.3" (0.8 cm)

851 LED
Polycarbonate or Aluminum Base

851 LED with Dust Cover
Polycarbonate or Aluminum Base

851 LED 
Polycarbonate or Aluminum Base

Polycarbonate Base

7.0" (17.8 cm)
bolt circle for 
hook mount

1.0" pipe mount

5.5" (14.0 cm)
bolt circle

0.3" (7.0 cm)
2 mounting holes 

equally spaced

0.3" (7.0 cm)
2 mounting holes 
equally spaced for 

hook mount

0.2" (0.5 cm)
2 mounting holes 

equally spaced

5.0" (0.7 cm)
bolt circle

1.0" pipe mount 
standard

Aluminum Base

5.4"
(13.8 cm)

0.3"
(0.8 cm)

6.5"
(16.5 cm)

5.5" (14.0 cm)
Bolt Circle

1" Pipe Mount 
Standard

0.3" (0.7 cm)
2 Mounting Holes
Equally Spaced

0.3" (0.7 cm)
2 Mounting Holes
Equally Spaced
for Hook Mount

7.0" (17.8 cm)
Bolt Circle
for Hook Mount

1" Pipe Mount 
Standard

0.2" (0.6 cm)
2 Mounting Holes 
Equally Spaced

5.0" (12.7 cm)
Bolt Circle

5.4"
(14.3 cm)

0.3"
(0.8 cm)

0.3"
(0.8 cm)

6.1"
(15.4 cm)

651 LED
Polycarbonate or Aluminum Base

651 LED with Dust Cover
Polycarbonate or Aluminum Base

651 LED with Wire Branch Guard
Polycarbonate or Aluminum Base

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC)

Flash 
Patterns Approvals Base Material

Dimensions 
(D x H)

Ship Weight 
(lbs)

Warranty 
(years)

651 LED 12/24 1 A 1 Class 2 Aluminum
6.5 in x 5.4 in  
6.5 in x 6.1 in  

(Wire Branch Guard)
2 5

851 LED 12/24 1 A 1 Class 2 Aluminum 6.5 in x 7.4 in 2.5 5

http://www.fedsig.com
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LED BeaconFirebolt® LED

Features

• Low-profile LED beacon

• Multi-voltage, 12/24 VDC

Class 2 Models

• (14) selectable flash patterns

• Built-in permanent/ 1/2-inch pipe  
mount polycarbonate base

• Five-year warranty

Class 3 Models

• Single flash pattern 

• Built-in permanent mount 
polycarbonate base

• Three-year warranty

Approvals

• SAE J845, Class 2

• SAE J845, Class 3

Model Description

Firebolt LED, Class 2

Permanent/ 1/2" Pipe mount 

220250-02 Amber dome, Amber LEDs

220250-03 Blue dome, Blue LEDs

220250-04 Red dome, Red LEDs

220250-05 Clear dome, White LEDs

220250-06 Green dome, Green LEDs

Magnet mount, cigarette plug

220260-02 Amber dome, Amber LEDs

220260-03 Blue dome, Blue LEDs

220260-04 Red dome, Red LEDs

220260-05 Clear dome, White LEDs

220260-06 Green dome, Green LEDs

Accessories and Kits for Class 2 models

210539 “L” mounting bracket

210728 Kit, magnet mount with cigarette plug

211676 Dome guard assembly, Chrome

210850SSG Adapter, pipe mount, 3/4"

Firebolt LED, Class 3

Permanent mount

220350-02 Amber dome, Amber LEDs 

Magnet mount, cigarette plug

220360-02 Amber dome, Amber LEDs

NOTE
•  Visit www.fedsig.com to view Firebolt LED (Class 2) flash patterns.

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

220250-02 220350-02

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

https://www.fedsig.com/product/firebolt-led
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Firebolt® LED LED Beacon

Magnet mount cigarette plug,  

Class 2 model

Built-in permanent/1/2-inch pipe mount 

base, Class 2 model

1/2 inch NPT

0.25" (0.635 cm)

0.2" (0.508 cm)
3 Locations

4.6" (11.7 cm)

5.1" (12.9 cm)

3.6" (9.2 cm)

Class 2 Model

3.8" (9.6 cm)

5.1" (12.9 cm)

ø4.57" (11.6 cm)

3-
12

0º

Class 3 Model

Model
Operating 
Voltage

Amp Draw  
(@ 12 VDC)

Flash 
Patterns Approvals Base Material

Dimensions                
(D x H)

Ship Weight 
(lbs)*

Warranty 
(years)

Firebolt® LED  
(Class 2)

12/24 1 A 14 Class 2 Polycarbonate 5.1 in x 3.6 in 1.3 5

Firebolt® LED  
(Class 3)

12/24 1 A 1 Class 3 Polycarbonate 5.1 in x 3.8 in 1.2 3

*Permanent models

http://www.fedsig.com
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Strobe BeaconModel 401

Features

• Low-profile strobe beacon

• Rubber base resists corrosion and 
absorbs harsh shock

• Polycarbonate dome

• Multi-voltage, 12/48 VDC

• Three-year warranty

Approvals

• SAE J1318, Class 3

Model Description

Permanent mount, double flash

220300-02 5J, 5.4W, 12/48 VDC, 65 FPM, Amber dome, Class 3; -03(Blue); -04(Red)

Permanent mount, single flash

220301-02 5J, 5.4W, 12/48 VDC, 65 FPM, Amber dome, Class 3

Magnet mount, double flash

220308-02 5J, 5.4W, 12/48 VDC, 65 FPM, Amber dome, Class 3; -03(Blue); -04(Red)

Magnet mount, single flash

220309-02 5J, 5.4W, 12/48 VDC, 65 FPM, Amber dome, Class 3; -03(Blue)

Common Replacement Parts

8107230A-95 Flash tube

Z8263073A-05 Dome, Amber; -01(Blue); -02(Red); -03(Clear)

CLASS 1 CLASS 2 CLASS 3 TITLE XIII
220300-02

https://www.fedsig.com/product/model-401
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5.0" (12.6 cm)

4.1" (10.5 cm)

5.7" (14.5 cm)

0.2" (0.4 cm)
2 Mounting Holes
Equally Spaced

Model 401 Strobe Beacon

Model
Operating 
Voltage Amp Draw Joules Watts FPM Approvals

Base 
Material

Dimensions               
(D x H)

Ship Weight  
(lbs)*

Warranty 
(years)

Model 401 12/48
0.65A @ 12V to 

0.17A @ 48V
5 5.4 65 Class 2 Rubber 5.7 in x 5.0 in 1.3 3

*Permanent models

http://www.fedsig.com
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Strobe BeaconFirebolt® Plus

Features

• Low-profile strobe beacon

• Polycarbonate dome and base

• Multi-voltage, 12/72 VDC

• Replaceable strobe tube

• Three-year warranty

Approvals

• SAE J845, Class 3  
(SAE J1318, Class 3, 2009)

Model Description

2J, 2W, 12/72 VDC, single flash

220200-02
Permanent mount, Amber dome, Class 3; -03(Blue); -04(Red); -05(Clear); 
-06(Green)

220208-02
Magnet mount, Amber dome, Class 3: -03(Blue); -04 (Red); -05(Clear); 
-06(Green)

Accessories and Kits

210539 “L” mounting bracket

210728 Kit, magnet mount with cigarette plug

210881 Adapter, pipe mount, 1/2"

211676 Branch guard, Chrome

210850SSG Adapter, pipe mount, 3/4"

Common Replacement Parts

200522-95 Gasket, base

200523-95 Gasket, dome

205580-95 Dome, Amber

205581-95 Dome, Red

205582-95 Dome, Clear

205584-95 Dome, Blue

208505-95 Base, Firebolt Plus

211300-95 Flash tube, Firebolt Plus

211550-95 Power supply, Firebolt Plus

200523-95 Gasket, dome

208505-95 Base, Firebolt Plus

https://www.fedsig.com/product/firebolt-strobe-beacon
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5.1" (12.9 cm)

4.6" (11.7 cm)
Bolt Circle

3 Mounting Holes
For #10 Screws 
Equally Spaced

5.1" (12.9 cm)
3.6" (9.2 cm)

Firebolt® Plus Strobe Beacon

210850SSG 211676210881 210539

Screw-on dome, easy access for 

strobe tube changes
Shatterproof dome and base 

with o-ring protection against 

moisture

Magnet mount with cigarette 

plug option

Model
Operating 
Voltage Amp Draw Joules Watts FPM Approvals

Base 
Material

Dimensions               
(D x H)

Ship Weight  
(lbs)*

Warranty 
(years)

Firebolt® Plus 12/72 @ 2J
0.24A @ 12V to 

0.04A @24V
2 16 60/65 Class 3 Polycarbonate 5.1 in x 3.6 in 0.7 3

*Permanent models

http://www.fedsig.com
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CAC Title 13RELIABLE ONBOARD CIRCUITRY
ROC

TM

Directional LightingLatitude™ SignalMaster™

Features

• Available in 6- or 8-head models

• Three-LEDs per light head

• Both interior and exterior mounting 
brackets are available

• Innovative co-extrusion, 
polycarbonate housing provides 
moisture resistance

• Left, right and center-out warning 
signals

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology

• Five-year warranty

Approvals

• SAE J595 Class 1

• CAC Title 13

Model Description

6-head, 24.2" model

SL6S-A (6) Amber LED heads, SignalMaster Economy controller, 30-ft cable

8-head, 31.6" model 

SL8S-A (8) Amber LED heads, SignalMaster Economy controller, 30-ft cable

SL8S-A-50 (8) Amber LED heads, SignalMaster Economy controller, 50-ft cable

8-head, 48" model

SL8S-A48 (8) Amber LED heads, SignalMaster Economy controller, 30-ft cable

SL8S-A48-50 (8) Amber LED heads, SignalMaster Economy controller, 50-ft cable

Common Replacement Part

Z8573327A Economy controller

NOTES
• See page 83 for SignalMaster brackets 
• See page 126 for Latitude flashing models.
• Visit www.fedsig.com to view Latitude SignalMaster flash patterns.

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

SL8S-A

SL8S-A48

https://www.fedsig.com/product/latitude-signalmaster
https://www.fedsig.com/product/latitude-signalmaster
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24.1" (61.2 cm)

1.3" (3.3 cm)

2.7" (6.9 cm)

31.6" (80.3 cm)

1.3" (3.3 cm)

2.7" (6.9 cm)

Directional LightingLatitude™ SignalMaster™

6-head

6-Head (24 in) 8-Head (31.6 in) 8-Head (48 in)

Specifications

Voltage 12 VDC

Amp Draw 3 A 4 A 4 A

Operating Temp -40˚ C to +80˚ C

Physical Specifications

Length 24.1 in (61.2 cm) 31.6 in (80.3 cm) 47.8 in (121.4 cm)

Depth 2.7 in (6.9 cm) 2.7 in (6.9 cm) 2.7 in (6.9 cm)

Height 1.3 in (3.3 cm) 1.3 in (3.3 cm) 1.3 in (3.3 cm)

Ship Weight

3.8 lb (1.7 kg) 4.0 lb (1.8 kg) 5.0 lb (1.8 kg)

Latitude on Headache Rack

47.8" (121.4 cm)

1.3" (3.3 cm)

2.7" (6.9 cm)

8-head

8-head

SL8S-A

http://www.fedsig.com
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Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

CAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Directional LightingCN SignalMaster™

Features

• FS Convergence Network, serial 
light bar

• Available in 8-head and split 8-head 
models

• Three-color capability with LED 
colors in Amber, Blue, Green, Red 
and White

• Built-in SignalMaster functions and 
(27) flash patterns

• Suitable for internal or external use

• Solaris® LED reflector technology

• SpectraLux® multicolor LED 
technology

• Five-year warranty

Approvals

• SAE Class 1

• CAC Title 13

Model Description

8-Head SignalMaster

CNSM8R-00002 (8) Amber LED reflectors, no interface module, 25-ft cable

CNSM8R-2654018 (8) Amber LED reflectors, interface module, 25-ft cable

CNSM8R-00037 (8) Amber LED reflectors, 6-button controller, 25-ft cable

CNSM8RS-AMBR4 (8) Amber/White LED reflectors, no interface module, 25-ft cable

CNSM8RS-AMBR5 (8) Amber/White LED reflectors, interface module, 25-ft cable

CNSM8RS-AMBR7 (8) Amber/White LED reflectors, 6-button controller. 25-ft cable

Split 8-Head SignalMaster - (2) 4-head

CNSM2X4R-3493515 (8) Amber LED reflectors, no interface module, 25-ft cable

CNSM2X4R-3493521 (8) Amber LED reflectors, interface module, 25-ft cable

CNSM2X4R-3642343 (8) Amber LED reflectors, 6-button controller, 25-ft cable

CNSM2X4R-AMBR4 (8) Amber/White LED reflectors, no interface module, 25-ft cable

CNSM2X4RS-AMBR5 (8) Amber/White LED reflectors, interface module, 25-ft cable

CNSM2X4RS-AMBR7 (8) Amber/White LED reflectors, 6-button controller, 25-ft cable

Common Replacement Parts

Z8583446E Serial interface module

Z8623133A-VAL 6-button programmable controller

Accessories

CNSM-UM Universal mount kit for internal and external use

Z1751531A Splitter for network cables

HOW TO ORDER

• Choose one of the popular models above, customize your own light bar with our online 
configurator or contact a local Federal Signal representative or distributor.

NOTE
• See page 83 for additional SignalMaster brackets.

https://www.fedsig.com/product/cn-signalmaster
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31.2" (79.3 cm)

1.7" (4.3 cm)

3.3" (8.4 cm)

Directional LightingCN SignalMaster™

8-head

8-head Split 8-head

Specifications

Voltage 12 VDC

Amp Draw 8 A

Operating Temp -30˚ C to 80˚ C

Physical Specifications

Length 31.2 in (79.3 cm) 15.7 in (39.9 cm)

Depth 3.3 in (8.4 cm) 3.3 in (8.4 cm)

Height 1.7 in (4.3 cm) 1.7 in (4.3 cm)

Ship Weight

4.0 lb (1.8 kg)*

* Controller not included

CNSM-UM

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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CAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Directional LightingEscape 72" SignalMaster™

Features

• Left, right, center-out and flashing 
warning signals

• (8) 6x4 QuadraFlare® LED reflectors

• Available with Amber or Clear 
domes

• Compatible with Federal Signal's 
SignalMaster™ controllers

• Solaris® LED reflector technology

• Five-year warranty

Approvals

• SAE J845, Class 1

• CAC Title 13

Model Description

ELX72-SM8 (8) Amber 6x4 QuadraFlare LED reflectors, Amber domes

ELX72-SM8-C (8) Amber 6x4 QuadraFlare LED reflectors, Clear domes

Specifications

Voltage 12 VDC

Amp Draw 1.5 A per head

Operating Temp -40˚ C to 80˚ C

Physical Specifications

Length 72.08 in (182.95 cm)

Width 5.61 in (14.24 cm)

Height 4.61 in (11.71 cm)

Ship Weight

36 lb (16.3 kg)

72.08" (182.95 cm)

    4.61"
(11.71 cm)

    5.61"
(14.24 cm)

https://www.fedsig.com/product/escape-72-inch-signalmaster
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Directional LightingSignalMaster™ Brackets

F e d e r a l  S i g n a l

320310 

Kit, bracket, flush mount system

320340 

Kit, bracket, universal vehicle mount

SLB-002 

Kit, short L-bracket

SLB-8SHRD 

Kit, 8-head shroud, CN SignalMaster  
or Latitude

320320 

Kit, bracket, double L-bracket

320350 

Kit, bracket, foot adaptor

SLB-4SHRD 

Kit, 4-head shroud, CN SignalMaster  
or Latitude

SLB-001 

Kit, long L-bracket

SLB-6SHRD 

Kit, 6-head shroud, Latitude only

320330 

Kit, bracket, system mount

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog


F e d e r a l  S i g n a l

84

Directional LightingSignalMaster™  Controls

Features

• Multi-voltage, 12/24 VDC

• One controller operates (2) 4-, 6-, 
or 8-lamp directional lights

• Fourteen (331105-SB) / seven 
(330104-SB) SignalMaster patterns

• AUX IN and AUX OUT functions 
with eight warning patterns 
and steady-on mode allows 
customization of complete warning 
packages (331105-SB model only)

• Turn signal override feature 
(331105-SB model only)

• Tactile membrance switch panel

• Three-year warranty

330104-SB 331105-SB 

Model Description

330104-SB
Six or eight-lamp, 12/24 VDC (multiple installer-selectable flash 
patterns, fuse protected)

331105-SB
Heavy Duty six or eight-lamp, 12/24 VDC (slide switch, multiple 
installer-selectable flash patterns, heavy duty ground, fuse protected, 
controls two SignalMasters simultaneously)

Common Replacement Parts

Z140325A-13 Plug, controller 331105

Z8536C1041A Knob

https://www.fedsig.com/product/signalmaster-controls
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6.1" (15.1 cm)

4.2" (10.7 cm)

1.4"
(3.6 cm)

Directional LightingSignalMaster™  Controls

331105-SB 330104-SB

Specifications

Input Voltage 12/24 VDC

Polarity Negative ground only

Operating Temp. Range -40˚C to +80˚C

Standby Current 7mA (0.007A)

+BAT Fuse 25 A (installer supplied)

+Ignition Fuse 2 A

Relay Fuse 1 A (installer supplied) N/A

Output Drive Capability (Total)

Directional
(16) 27 W lA on eight channels 

(2 light bars in parallel)
(8) 27 W lA on eight channels

Auxiliary
(4) 27 W lA (2 per output)  
(2) 55 W lA (1 per output)

N/A

Normal Directional Flash Rate Approx. 30 patterns per minute

Fast Directional Flash Rate Approx. 45 patterns per minute N/A

Physical Dimensions

Height 1.4 in (3.6 cm)

Width 6.1 in (15.1 cm)

Depth 4.2 in (10.7 cm)

Ship Weight

2.5 lb (1.1 kg)

http://www.fedsig.com
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CLASS 1 CLASS 2 CLASS 3 TITLE XIIICLASS 1 CLASS 2 CLASS 3 TITLE XIII(IPX3) CAC Title 13

Exterior Mount/Perimeter LightsIMPAXX® 6 / IMPAXX® 3

Features

• LED perimeter light

• SpectraLux® multicolor LED 
technology

• Solaris® LED reflector technology

• Fully-encapsulated waterproof 
housing

• Available in 6-LED or 12-LED

• (25) flash patterns

• LEDs offered in Amber, Blue, Green, 
Red and White

• Five-year warranty

Approvals

• IMPAXX 6, SAE J595 Class 1

• IMPAXX 6, CAC Title 13, Class B

• IMPAXX 3, SAE J595 Class 2

• EMI and RFI approved

Dual Colors

Model Description

IMPAXX 6

Single color, Clear off-axis lens, horizontal surface mount

IPX600B-A 6-LED light head, Amber

IPX600B-B 6-LED light head, Blue

IPX600B-G 6-LED light head, Green

IPX600B-R 6-LED light head, Red

IPX600B-W 6-LED light head, White

Dual color, Clear off-axis lens, horizontal surface mount

IPX620B-BA 12-LED light head; 6-LED Blue, 6-LED Amber

IPX620B-BR 12-LED light head; 6-LED Blue, 6-LED Red

IPX620B-BW 12-LED light head; 6-LED Blue, 6-LED White

IPX620B-RA 12-LED light head; 6-LED Red, 6-LED Amber

IPX620B-RW 12-LED light head; 6-LED Red, 6-LED White

IPX620B-WA 12-LED light head; 6-LED White, 6-LED Amber

  IMPAXX 3

Clear lens, off-axis lens

IPX300-2 3-LED light head, Amber

IPX300-3 3-LED light head, Blue

IPX300-4 3-LED light head, Red

IPX300-5 3-LED light head, White

IPX300-6 3-LED light head, Green

Single color, Color off-axis lens, horizontal surface mount

IPX302-2 3-LED light head, Amber

IPX302-3 3-LED light head, Blue

IPX302-4 3-LED light head, Red

Accessories

IPX6M-1 Chrome bezel, IMPAXX 6

IPXM-1 Bezel, Chrome, IMPAXX 3

NOTE  
• See page 88 for mounting options

IPX600B-A

IPX300-2

(IPX6)

https://www.fedsig.com/product/quadraflare-bttbackup-assemblies
https://www.fedsig.com/product/quadraflare-bttbackup-assemblies
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Exterior Mount/Perimeter LightsIMPAXX® 6 / IMPAXX® 3

IPX3 IPX6

Specifications

Voltage 12.8 VDC 12.8 VDC

Current Draw 0.7 A 1.0 A

Operating Temp. -30° C to +65° C -30° C to +80° C

Physical Specifications (with Bezel)

Height 1.7 in (4.2 cm) 2.0 in (4.8 cm)

Length 3.7 in (9.4 cm) 5.5 in (14.0 cm)

Width 1.3 in (3.3 cm) 1.5 in (3.9 cm)

Physical Specifications (without Bezel)

Height 1.3 in (3.2 cm) 1.4 in (3.6 cm)

Length 2.9 in (7.3 cm) 4.1 in (10.4 cm)

Width 1.2 in (3.1 cm) 1.4 in (3.6 cm)

Ship Weight

1.0 lb (0.45 kg) 1.0 lb (0.45 kg)

2.9" (7.3 cm)

1.3" (3.2 cm)

1.2" (3.1 cm)

3.7" (9.4 cm)

1.3" (3.3 cm)

1.7" (4.2 cm)

2.0" (5.0 cm)

5.5" (14.0 cm)

1.5" (3.9 cm)

4.1" (10.4 cm)

1.4" (3.6 cm)

1.4" (3.6 cm)

With Bezel

With Bezel

Without Bezel

Without Bezel

IMPAXX 3

IMPAXX 6

http://www.fedsig.com
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IMPAXX® Brackets

Grille Brackets

IPX-GRL1 IPX-GRL2 IPX-GRL5 IPX-GRL6 IPX-GRL7

IPX3/IPX6, (1) grille bracket 
with hardware, vertical mount 
orientation, Ford Crown Victoria 
Police Package vehicles,  
2002-2011 

IPX3/IPX6, (1) grille bracket with 
hardware, horizontal mount 
orientation, Ford Crown Victoria 
Police Package vehicles, 2002-
2011 and Chevrolet Tahoe, 
2010-2014

IPX3/IPX6/MPS3/MPS6, pair of 
grille brackets with hardware, 
Ford Police Interceptor Sedan, 
2013-2019, not including 
Ecoboost models

IPX3/IPX6/MPS3/MPS6, pair of 
grille brackets with hardware, 
Ford Police Interceptor Utility, 
2013-2015

IPX3/IPX6/MPS3/MPS6. pair of 
grille brackets with hardware, 
horizontal mount orientation, 
Chevrolet Tahoe, 2015-2019

IPX-GRL8 IPX-GRL9 IPX-GRL10 IPX-GRL11 IPX-GRL12

IPX3/IPX6/MPS3U/MPS6/
MPS6U/MPS12/MPS12U pair 
of grille brackets with hardware, 
horizontal mount orientation, 
Dodge Charger 2015-2019 
without Rumbler installation

IPX3/MPS3/MPS3U (1) grille 
bracket with hardware, 
horizontal mount orientation, 
Dodge Charger 2015-2019, 
intended for use with Rumbler 
installation

IPX3/IPX6/MPS3(U)/MPS6(U), pair 
of grille brackets with hardware, 
horizontal mount orientation, Ford 
Police Interceptor Utility, 2018-
2019, does not include Ecoboost 
models

IPX6/MPS6/MPS6U/MPSW9, 
pair of grille brackets with 
hardware, horizontal mount 
orientation, Ford F-150, 2015-
2017

IPX3/IPX6/MPS3/MPS6, pair of 
grille brackets with hardware, 
Chevrolet Silverado SSV, 2015-
2018

IPX-GRL13 IPX-GRL14

IPX3/IPX6/MPS3/MPS6/MPS12, 
pair of grille brackets with 
hardware, horizontal mount, 
Chevrolet Traverse 2016-2017

IPX3/IPX6/MPS3/MPS3U/MPS6/
MPS6U, pair of grille brackets, 
horizontal mount, no drill 
Ford-150 PPV, XL, and XLT 
models, 2019

License Plate

IPX-LPV1 IPX-LPV2 IPX-LPVX1 IPX-LPH1 IPX-LPF1

IPX3/IPX6/MPS3, flat surface 
license plate mount, various 
vehicles without recessed plate 
mounting locations

Adjustable license plate 
mounting kit to mount (2) IPX3/
IPX6/MPS3/MPS3U/MPS6/
MPS6U//MPS12/MPS12U light 
heads to the license plate of 
popular vehicles

IPX3/IPX6, extended license 
plate bracket for vehicles with 
a recessed license plate mount 
location

IPX3/IPX6/MPS3, generic high 
side license plate holder with 
horizontal mount tab on each 
side, fits most vehicles

IPX3 only, generic low side 
license plate holder for 
horizontal IMPAXX install,  
fits most vehicles
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Trunk Lid

IPX-TRNK4

IPX3/IPX6/MPS300/MPS600, 
pair of inner trunk lid brackets 
with hardware, Ford Police 
Interceptor Sedan, 2013-2019

IMPAXX® Brackets

Rear Side Window Brackets

IPX-SW1 VPX-SW IPX-RSW1 IPX-RSW3 IPX-RSW4

IPX3, pair of rear side window 
mount brackets, each bracket 
holds (1) light, Ford Crown 
Victoria Police Package vehicles, 
2002-2011 and Ford Interceptor 
Sedan 2012-2019

IPX6, pair of rear side window 
mount brackets, each bracket 
holds (2) lights with cover, late 
model Ford Crown Victoria 
Police Package vehicles and 
Ford Interceptor Sedan  
2012-2019

IPX3/IPX6, pair rear side 
window mount brackets and 
covers, Dodge Charger 2006-
2019 and Dodge Durango, 
2015-2019

IPX3/IPX6, pair of rear side 
window mount brackets, Ford 
Police Interceptor Utility, 2013-
2019

Ford Utility cargo side window 
mounting kit, pair of brackets/
cover to mount (1) MPS6U/
MPS6 or (2) IPX3/IPX6/MPS3  
on each side of vehicle

Universal Mount

IPX-PBL1 IPXM6-SPACRKT IPXM6B-SPACRKT

IPX3/IPX6, pair, universal “L” 
bracket, horizontal orientation

Kit of four 5-degree rubber 
mounting wedges for use with 
IPX6 lights without bezel

Kit of four 5-degree rubber 
mounting wedges for use with 
IPX6 lights with bezel

Push Bumper

IPX-PB45H IPX-PB45V

IPX3/IPX6, pair of 45-degree 
slanted push bumper mounts  
with hardware, horizontal light  
orientation, fits most push 
bumpers

IPX3/IPX6, pair of 45-degree 
slanted push bumper mounts 
with hardware, vertical light 
orientation, fits most push 
bumpers

http://www.fedsig.com
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CAC Title 13

Exterior Mount/Perimeter LightsMicroPulse® Wide Angle 9

Features

• Utilizes 9 LEDs; 180-degree light 
spread

• (12) flash patterns

• UV resistant polycarbonate lens

• Synchronizes with other MicroPulse 
products

• Black bezel included; optional bezel 
Chrome, bezel, sold separately

• Available in Amber, Blue, Red and 
White

• Three-year warranty

Approvals

• SAE J845, Class 1

• SAE J595, Class 1

Model Description

 MicroPulse Wide Angle 9
Single Color, Clear lens, Surface mount, 12/24 VDC

MPSW9-A 9-LED light head, Amber

MPSW9-B 9-LED light head, Blue

MPSW9-R 9-LED light head, Red

MPSW9-W 9-LED light head, White

 MicroPulse Wide Angle 9
Dual Color, Clear lens, Surface mount, 12/24 VDC

MPSW9-AG 12-LED light head; 6-LED Amber; 6-LED Green

MPSW9-AW 12-LED light head; 6-LED Amber, 6-LED White

MPSW9-BA 12-LED light head; 6-LED Blue, 6-LED Amber

MPSW9-BW 12-LED light head; 6-LED Blue, 6-LED White

MPSW9-RA 12-LED light head; 6-LED Red, 6-LED Amber

MPSW9-RB 12-LED light head; 6-LED Red, 6-LED Blue

MPSW9-RW 12-LED light head; 6-LED Red, 6-LED White

         Accessories

MPSMW9-1 Bezel, Chrome, MPSW9

MPSMW9-2 Bezel, White, MPSW9

         Common Replacement Parts

MPSMW9-3 Bezel, Black, MPSW9

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

MPSW9-A

MPSW9-A shown with optional Chrome bezel 

(MPSMW9-1)

NOTE 
• Visit www.fedsig.com to view MicroPulse Wide Angle flash patterns

Dual Colors

https://www.fedsig.com/product/micropulse-wide-angle
https://www.fedsig.com/product/micropulse-wide-angle
http://www.youtube.com/watch?v=Wqq4xpsQlzc
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Exterior Mount/Perimeter LightsMicroPulse® Wide Angle 9

Specifications

Voltage 12/24 VDC

Current Draw
0.58 A @ 12 VDC
0.28 A @ 24 VDC

Operating Temp. -40º C to +80º C

Physical Specifications (L x H x D)

Surface Mount
5.0 in x 1.5 in x 1.4 in  

(12.8 cm x 3.8 cm x 3.5 cm)

Ship Weight

0.5 lb (0.23 kg)

4.7" (12.0 cm)

1.5" (3.8 cm)

1.4" (3.5 cm)

5.0" (12.8 cm)

MPSW9-A  

Shown on PBX Series Push Bumper, model PBX06

MicroPulse Wide Angle 9

http://www.fedsig.com
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Exterior Mount/Perimeter LightsMicroPulse® Wide Angle 6

Features

• Utilizes (6) LEDs; 180-degree light 
spread

• Perfect for mounting on push 
bumpers, rub rails, side mirrors and 
spoilers

• (27) selectable flash patterns

• Synchronizes with other MicroPulse 
products

• Black bezel included; optional White 
(MPSW6) bezel

• Available in Single, Split or Dual 
Color models

• UV resistant polycarbonate lens

• IP67 rated for protection against 
dust and water

• Steady burn models are available 
for use with the Pathfinder Siren or 
other external flashers

• Three-year warranty

Approvals 
 
   Single color models

• SAE J845, Class 1 SAE J845, Class 1  
(Amber, Blue, Red and White)

• SAE J595, Class 1  
(Amber, Blue, Red and White)

• CAC Title 13 (Amber, Blue, Red) 
 
Split color models 

• SAE J845, Class 1 SAE J845, Class 1  
(Amber, Blue, Red and White)

• SAE J595, Class 1  
(Amber, Blue, Red and White)

• CAC Title 13 (Blue) 

Model Description

 MicroPulse Wide Angle 6, Single Color, 
Surface Mount and Side Mirror Mount, 12 VDC

MPSW6-A 6-LED light head, Amber

MPSW6-B 6-LED light head, Blue 

MPSW6-R 6-LED light head, Red

MPSW6-W 6-LED light head, White 

 MicroPulse Wide Angle 6, Split Color, 
Surface Mount and Side Mirror Mount, 12 VDC

MPSW6-AW 6-LED light head, 3-LED Amber/3-LED White

MPSW6-BW 6-LED light head, 3-LED Blue/3-LED White

MPSW6-RB 6-LED light head, 3-LED Red/3-LED Blue

MPSW6-RW 6-LED light head, 3-LED Red/ 3-LED White

Accessories

MPSMW6-1 Bezel, Chrome, MPSW6

MPSMW6-2 Bezel, White, MPSW6

Common Replacement Parts

MPSMW6-3 Bezel, Black, MPSW6

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

MPSW6-A shown with optional Chrome bezel

CAC Title 13

NOTE 
• All light heads include Black bezel and hardware kit.

Split Colors

https://www.fedsig.com/product/micropulse-wide-angle
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Exterior Mount/Perimeter LightsMicroPulse® Wide Angle 6

MPSW6 (Single/Split)

Surface Mount Under Side Mirror Mount

Specifications

Voltage 12 VDC

Current Draw 0.8 A at 12 VDC

Operating Temp. -40°C to 80°C

Physical Specifications

Height 1.4 in (3.6 cm) 1.3 in (3.3 cm)

Length 3.8 in (9.7 cm) 2.9 in (7.4 cm)

Depth 1.5 in (3.8 cm) 2.6 in (6.6 cm)

Ship Weight

0.42 lb (0.19 kg)

MicroPulse Wide Angle 6

 3.8" 

 1.5" 

 1.4" 

http://www.fedsig.com
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Exterior Mount/Perimeter LightsMicroPulse® Ultra

Features

• Multiple mounting options for 
various applications

• Superior warning with (3), (6),  
or (12) high-powered LEDs

• Low-profile design offers wider 
range of mounting locations

• 18 (MPS3U), 23 (MPS6U), or 25 
(MPS12U) selectable flash patterns

• Suitable for external and/or internal 
mounting applications

• Single/multi-unit synchronization

• Includes Black bezel and gasket; 
optional bezels available in Chrome 
or White

• Three-year warranty

Approval

• SAE J845, J595 Class 1

MPS600U-AA

MPS1200U-AA

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

NOTES  
• Visit www.fedsig.com to view MicroPulse Ultra flash patterns   
• See page 102 for mounting brackets
• All models include Black bezel and hardware kit

Model Description

  MicroPulse Ultra 3

MPS300U-A 3-LED light head, Amber; -B(Blue); -R(Red); -W(White)

  MicroPulse Ultra 6

MPS600U-AA 6-LED light head, Amber/Amber

MPS600U-BA 6-LED light head, Blue/Amber

MPS600U-BB 6-LED light head, Blue/Blue

MPS600U-BR 6-LED light head, Blue/Red

MPS600U-GA 6-LED light head, Green/Amber

MPS600U-RA 6-LED light head, Red/Amber

MPS600U-RR 6-LED light head, Red/Red

MPS600U-RW 6-LED light head, Red/White

MPS600U-WA 6-LED light head, White/Amber

MPS600U-WW 6-LED light head, White/White

  MicroPulse Ultra 12

MPS1200U-AA 12-LED light head, Amber/Amber

MPS1200U-BA 12-LED light head, Blue/Amber

MPS1200U-BB 12-LED light head, Blue/Blue

MPS1200U-RR 12-LED light head, Red/Red

MPS1200U-WW 12-LED light head, White/White

  Accessories

MPSUM3-1 Chrome bezel for (1) MicroPulse Ultra 3

MPSUM3-2 White bezel for (1) MicroPulse Ultra 3

MPSUM6-1 Chrome bezel for (1) MicroPulse Ultra 6

MPSUM6-2 White bezel for (1) MicroPulse Ultra 6

MPSUM12-1 Chrome bezel for (1) MicroPulse Ultra 12

MPSUM12-2 White bezel for (1) MicroPulse Ultra 12

MPS300U-A

https://www.fedsig.com/product/micropulse-ultra
https://www.fedsig.com/product/micropulse-ultra
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MPS1220U-AW

MPS620U-WA

Features

• Flash as a solid or dual color 
lighthead

• Multiple mounting options for 
various applications

• Superior warning with (12) and  
(24) high-powered LEDs

• Low-profile design offers wider 
range of mounting options 

• (18) selectable flash patterns

• Suitable for external and/or internal 
mounting applications

• Single/multi-unit synchronization

• Includes black bezel and gasket, 
optional bezels available in Chrome 
or White

• Three-year warranty

Approval

• SAE J845, J595 Class 1

Exterior Mount/Perimeter LightsMicroPulse® Ultra Dual

Model Description

MicroPulse Ultra 6, Dual color

MPS620U-BA 12-LED light head, (6) Blue/(6) Amber

MPS620U-BR 12-LED light head, (6) Blue/(6) Red

MPS620U-BW 12-LED light head, (6) Blue/(6) White

MPS620U-RA 12-LED light head, (6) Red/(6) Amber

MPS620U-RW 12-LED light head, (6) Red/(6) White

MPS620U-WA 12-LED light head, (6) White/(6) Amber

  MicroPulse Ultra 12, Dual color

MPS1220U-AW 24-LED light head, (12) White/(12) Amber

MPS1220U-BA 24-LED light head, (12) Blue/(12) Amber

MPS1220U-BR 24-LED light head, (12) Blue/(12) Red

MPS1220U-BW 24-LED light head, (12) Blue/(12) White

MPS1220U-RA 24-LED Light head, (12) Red/(12) Amber

MPS1220U-RW 24-LED light head, (12) Red/(12) White

  Accessories

MPSUM6-1 Chrome bezel for (1) MicroPulse Ultra 6

MPSUM6-2 White bezel for (1) MicroPulse Ultra 6

MPSUM12-1 Chrome bezel for (1) MicroPulse Ultra 12

MPSUM12-2 White bezel for (1) MicroPulse Ultra 12

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

MicroPulse Ultra is only 0.35-inch thick

NOTES
• See page 102 for mounting brackets  
• All models include Black bezel and hardware kit.

Dual Colors
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MPS620U MPS1220U

Specifications

Voltage 12/24 VDC

Current Draw 
0.79 A @ 12 VDC 1.51 A @ 12 VDC

0.45 A @ 24 VDC 0.86 A @ 24 VDC

Operating Temp. -40º C to +80º C

Physical Specifications (L x H x D)

Surface Mount
5.26 in x 1.26 in x 0.45 in 

(13.36 cm x 3.2 cm x 1.43 cm)
5.26 in x 1.9 in x 0.45 in  

(13.36 cm x 4.83 cm x 1.14 cm)

Ship Weight

0.75 lb (0.34 kg) 1.0 lb (0.45 kg)

MicroPulse® Ultra Series Exterior Mount/Perimeter Lights

MPS300U MPS600U MPS1200U

Specifications

Voltage 12/24 VDC

Current Draw 0.2 A at 12 VDC 0.55 A @ 12 VDC 1.51 A @ 12 VDC

0.11 A at 24 VDC 0.26 A @ 24 VDC 0.86 A @ 24 VDC 

Operating Temp. -40º C to +80º C

Physical Specifications (L x H x D)

Surface Mount
3.5 in x 1.26 in x 0.43 in 

(8.9 cm x 3.19 cm x 1.10 cm)
5.6 in x 1.26 in x 0.45 in 

(13.36 cm x 3.2 cm x 1.14 cm)
5.26 in x 1.9 in x 0.45 in 

(13.3 cm x 4.84 cm x 1.14 cm)

Ship Weight

0.5 lb (0.23 kg) 0.75 lb (0.34 kg) 1.0 lb (0.45 kg)

MPS600U-AA MPS300U-A
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MicroPulse® Ultra Series Exterior Mount/Perimeter Lights

1.26"
(3.2 cm)

0.45" (1.14 cm)

5.26"
(13.36 cm)

Light head

Mounting
Gasket

Bezel

1.9"
(4.83cm)

0.45" (1.15 cm)

5.26"
(13.3 cm)

Light head

Mounting
Gasket

Bezel

Light head

Mounting Gasket

Bezel

1.26"
(3.19 cm)

3.5"
(8.97 cm)

0.43" (1.10 cm)

MicroPulse Ultra 3 Series

MicroPulse Ultra 6 Series

MicroPulse Ultra 12 Series
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Exterior Mount/Perimeter LightsMicroPulse® C Series

Features

• Superior warning with (6) high 
powered LEDs

• Single and split color models 
available

• Includes Black surface mount bezel 
and stud mount; optional White 
and Chrome bezels are available

• Low-profile for discrete mounting

• Single/multi-unit synchronization

• (27) selectable flash patterns 
including steady and random

• Three-year warranty

Approvals

• SAE J845, Class 1

• SAE J595, Class 1

• All models are IP67 rated —  
moisture and dust proof

Model Description

MicroPulse C Series, Single LED Color,  
Clear Lens Surface Mount and Stud Mount, 12 VDC

MPSC-A 6-LED light head,  Amber

MPSC-B 6-LED light head, Blue

MPSC-R 6-LED light head, Red

MPSC-W 6-LED light head, White

MicroPulse C Series, Split LED Color,  
Clear Lens Surface Mount and Stud Mount, 12 VDC

MPSC-AW 6-LED light head, 3-LED Amber/3-LED White

MPSC-BA 6-LED light head, 3-LED Blue/3-LED Amber

MPSC-BW 6-LED light head, 3-LED Blue/3-LED White

MPSC-RA 6-LED light head, 3-LED Red/3-LED Amber

MPSC-RB 6-LED light head, 3-LED Red/3-LED Blue

MPSC-RW 6-LED light head, 3-LED Red/3-LED White

Accessories 

MPSMC-1 Bezel, Chrome, MicroPulse C Series

MPSMC-2 Bezel, White, MicroPulse C Series

Common Replacement Parts

MPSMC-3 Bezel, Black, MicroPulse C Series

NOTE 
• All light head models include Black bezel and hardware kit. 

MPSC-A

Split Colors
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Exterior Mount/Perimeter LightsMicroPulse® C Series

Surface Mount Stud Mount

Specifications

Voltage 12 VDC

Amp Draw 0.7 A at 12 VDC

Operating Temp. -40°C to +80°C

Physical Specifications 

Height 0.91 in (2.3 cm) 0.7 in (1.8 cm)

Length 4.07 in (10.3 cm) 3.3 in (8.4 cm)

Width 0.94 in (2.4 cm) 0.94 in (2.4 cm)

Ship Weight

0.8 lb (0.4 kg) 0.8 lb (0.4 kg)

 .94 

 .91" 

 4.07" 

0.
94

"

4.07"

3.64"

0.
91

"

MicroPulse C Series
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MicroPulse® Flashing/Marker

Features

• Superior warning with  
high-powered LEDs

• Low-profile for discrete mounting

• FVMSS marker light and warning 
light in one solution

• Three-year warranty

Approvals

MicroPulse 6

• SAE J845, Class 2 (warning side)

Model Description

MPS600M-RA 6-LED light head, (3) LED Red marker light, (3) LED Amber flashing

MPS600M-AA 6-LED light head, (3) LED Amber marker light, (3) LED Amber flashing

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Exterior Mount/Perimeter Lights

MPS600M-RA

https://www.fedsig.com/product/micropulse


www.fedsig.com    800.824.0254   amberorders@fedsig.com 

101

MicroPulse® Flashing/Marker

Specifications

Voltage 12/24 VDC

Current Draw
0.79 A @ 12 VDC

0.45 A @ 24 VDC

Operating Temp. -40º C to +80º C

Physical Specifications (L x H x D)

5.0 in x 1.1 in x 0.70 in
(12.7 cm x 2.8 cm x 1.7 cm)

Ship Weight

0.75 lb (0.34 kg)
 

Exterior Mount/Perimeter Lights

3.4" (8.6 cm)3.0" (7.6 cm)

0.7"
(1.7 cm)

1.1" 
(2.8 cm)

1.1" 
(2.8 cm)

4.7" (11.9 cm) 5.0" (12.7 cm)

0.7" (1.7 cm)

5.0" (12.7 cm)

0.7" (1.7 cm)
1.9" (4.9 cm)

4.8" (12.1 cm)

MicroPulse Flashing / Marker

Exterior Mount/Perimeter Lights
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MicroPulse® Brackets

MicroPulse®® 3 and MicroPulse® Ultra 3

MPSM3-LB MPSM3-DS MPSM3-DL MPSM3-SB MPSM3U-SPACRKT

Generic L-Bracket for (1) 
MPS300/MPS300U light

Generic L-Bracket for (2 
MPS300/MPS300U lights, 
stacked

Generic L-Bracket for (2) 
MPS300/MPS300U lights, 
side-by-side

Swivel Mount Bracket for (1) 
MPS300/MPS300U light

Kit of four 5-degree rubber  
mounting wedges for use with 
MPS300U lights

MicroPulse®® 6 and MicroPulse® Ultra 6

MPSM6-LB MPSM6-DS MPSM6-DL MPSM6-SB

Generic L-Bracket for (1) MPS600 light or 
(1) MPS600U light

Generic L-Bracket for (2) MPS600 lights 
stacked or (2) MPS600U lights stacked

Generic L-Bracket for (2) MPS600 lights 
side-by-side or (2) MPS600U lights 
side-by-side

Swivel mount bracket for (1) MPS600 
light or (1) MPS600U light

MPSM6-BOOT MPSM6-BOOTKIT MPSM6-SPACRKT MPSM6U-SPACRKT

Rubber boot mount for (1) MPS600 light (2) Rubber boot mounts, (2) mounting 
plates for (2) MPS600 lights

Kit of four 5-degree rubber mounting 
wedges for use with MPS600 lights

Kit of four 5-degree rubber mounting 
wedges for use with MPS600U lights

MPSM6-FPIURS MPSM6-FPIURS2 MPSM6-TA15RS MPSM6-FPISSM

2013-2019 Ford Interceptor Utility 
spoiler bracket kit, (2) MPS600 lights  
or (2) MPS600U lights

2013-2019 Ford Interceptor Utility 
spoiler bracket kit, (6) MPS600 lights  
or (6) MPS600U lights

2015-2019 Chevrolet Tahoe spoiler 
bracket kit, (6) MPS600 lights or (6) 
MPS600U lights

Kit, side marker mount, 2012-2019 
Ford Interceptor Sedan. (1) MPS600U or  
(1) MPSW9 light

MPSM6-DU15RS MPSM650-SPACRKT Z861302679A MPSM6-LPV1

2015-2019 Dodge Durango spoiler 
bracket kit, (6) MPS600, (6) MPS600U  
or (6) MPS620U lights

Kit of four 5-degree rubber mounting 
wedges for use with (2) MPS650 lights

Pair of PIT bar brackets for use on a 
PBX-PIT03 PIT bar for a 2015-2019 
Dodge Charger Pursuit, each bracket 
holds a single MPS600U or MPS620U 
light head

(2) Vertical mount license plate brackets, 
each bracket holds (2) MPS6U light 
heads on each side
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MicroPulse® Brackets

MicroPulse®® 12 and MicroPulse®® Ultra 12

MPSM12-LB MPSM12-DS MPSM12-DL MPSM12-SB

Generic L-Bracket for (1) MPS1200  
or (1) MPS1200U light

Generic L-Bracket for (2) MPS1200  
or (2) MPS1200U lights, stacked

Generic L-Bracket for (2) MPS1200  
or (2) MPS1200U lights, side-by-side

Swivel mount bracket for (1) MPS1200 or 
(1) MPS1200U light

MPSM12U-SPACRKT MPSUMO12-1 MPSUMO12-3 330508

Kit of four 5-degree rubber mounting  
wedges for use with MPS1200U lights

Chrome oval bezel for (1) MicroPulse 
Ultra 1200U

Black oval bezel for (1) MicroPulse  
Ultra 1200U

6-inch oval grommet for (1) MPS12U or 
(1) MPSW9

MicroPulse®® Wide Angle

MPSMW9-LB MPSMW9-SPACRKT MPSMW9-TAH15MIR MPSMW9-FRD15MIR

L-Bracket for (1) MPSW9 Kit for four 5-degree rubber mounting 
wedges for use with MPSW9 lights

Pair of side mirror brackets for 2015-
2019 Tahoe, each bracket holds a single 
MPSW9 light

Pair of side mirror brackets for 2015-2019 
Ford F-150 (does not work with tow 
mirrors), each bracket holds (1) MPSW9 
light

MPSMW9-FPIU13MIR MPSMW9-DUR15MIR MPSMW6-SPACRKT

Pair of side mirror brackets for 2015-
2019 Ford Interceptor Utility, each 
bracket holds a single MPSW9 light

Pair of side mirror brackets for 2015-
2019 Dodge Durango and 2016-2018 
Dodge Ram SSV, each bracket holds a 
single MPSW9 light

Kit of four 5-degree rubber mounting  
wedges for use with MPSW6 lights

MicroPulse®® C Series

MPSMC-SPACRKT

Kit of four 5-degree rubber mounting 
wedges for use with MPSC lights

103

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog


F e d e r a l  S i g n a l

104

Exterior Mount/Perimeter LightsFireRay® 9x7

Features

• IP67 Rated for protection against 
dust and water

• Warning lights, brake/tail/turn, 
arrow, back-up, and scene lights  
are available

• Warning models include steady burn 
pattern that can be connected to an 
external flasher or multiplex system

• Low power feature decreases 
warning lights to 40% of  
normal power

• LED colors available in Amber, Blue, 
Green, Red or White

• Lens colors available in Amber, Blue, 
Green, Red or Clear

• Available in single and split color 
with Clear or Colored lens

• (13) selectable flash patterns and 
four flash modes: full flash, left/right 
split flash, top/bottom split flash, 
and criss-cross split flash

• Optional bezels available in Chrome 
or Black

• Surface mounts with or without  
a bezel. Fits industry standard  
bolt patterns

• Synchronize or alternate up to  
8 units

• Five-year warranty

Approvals

• Warning lights: SAE J845, Class 
1 and J595, Class 1, CA Title 13, 
NFPA, and KKK

• Back-up light: SAE J593

• Brake/Turn/Arrow light: SAE J2261

• Taillight: SAE J2040

Model Description

FireRay LED 9x7, Single Color, Color lens, built-in flasher

FR9-A Amber LEDs, Amber lens

FR9-B Blue LEDs, Blue lens

FR9-G Green LEDs, Green lens

FR9-R Red LEDs, Red lens

FireRay LED 9x7, Single Color, Clear lens, built-in flasher

FR9C-A Amber LEDs, Clear lens

FR9C-B Blue LEDs, Clear lens

FR9C-G Green LEDs, Clear lens

FR9C-R Red LEDs, Clear lens

FR9C-W White LEDs, Clear lens

FireRay LED 9x7, Split Color, Clear lens, built-in flasher

FR9C-AW Amber/White LEDs, Clear lens

FR9C-BA Blue/Amber LEDs, Clear lens

FR9C-BW Blue/White LEDs, Clear lens

FR9C-RA Red/Amber LEDs, Clear lens

FR9C-RB Red/Blue LEDs, Clear lens

FR9C-RW Red/White LEDs, Clear lens

FireRay LED 9x7 Brake/Tail/Turn, Arrow, and Back-up lights

FR9-BTT Brake/Tail/Turn, Red LEDs, Red lens

FR9C-BTT Brake/Tail/Turn, Red LEDs, Clear lens

FR9-ARROW Arrow, Amber LEDs, Amber lens

FR92-ARROW Arrow, Amber LEDs, Clear lens

FR9-BACKUP Back-up, White LEDs, Clear lens

Accessories 

FR9MC Trim bezel, Chrome

FR9MB Trim bezel, Black

FR9-A4HMC
Mounting kit to convert FireRay 9x7 to fit in QuadraFlare 9x7 mounting 
holes

NOTES  
• All light head models include mounting gasket and hardware. Bezels sold separately. 
• See page 138 for FireRay LED Scene lights.

FR9-A
(Shown with optional bezel)
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Exterior Mount/Perimeter LightsFireRay® 9x7

9x7 Warning lights

Specifications

Current Draw Max 2.0 A

Input Voltage 12 VDC

Operating Temp -40°C to -65°C

Physical Specifications 

Height 6.3 in (16.0 cm) 

Width 10.2 in (25.9 cm)

Depth 1.4 in (3.6 cm)

Ship Weight

0.70 lb (0.32 kg)

SAE  WS3-1 16
FR7SAE 1 16 DOT

SAE 1 16 DOTFR7 SAE  WS3-1 16

FR9C-AW

FireRay 9x7

6.30"

9.07"
10.12"

Split Colors
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Exterior Mount/Perimeter LightsFireRay® 7x3

Features

• IP67 Rated for protection against 
dust and water

• Warning lights, brake/tail/turn, 
arrow, back-up, and scene lights  
are available

• Warning models include steady burn 
pattern that can be connected to an 
external flasher or multiplex system

• Low power feature decreases 
warning lights to 40% of  
normal power

• LED colors available in Amber, Blue, 
Green, Red or White

• Lens colors available in Amber, Blue, 
Red, Green or Clear

• Available in single and split color 
with Clear or Colored lens

• (13) selectable flash patterns and 4 
flashing modes: full flash, left/right 
split flash, top/bottom split flash, 
and criss-cross split flash

• Optional bezels available in Chrome 
or Black

• Surface mounts with or without  
a bezel. Fits industry standard  
bolt patterns

• Synchronize or alternate up to  
8 units

• Five-year warranty

Approvals

• Warning lights: SAE J845, Class 
1 and J595, Class 1, CA Title 13, 
NFPA, and KKK

• Back-up light: SAE J593

• Brake/Turn/Arrow light: SAE J2261

• Taillight: SAE J2040

Model Description

FireRay LED 7x3, Single Color, Color lens, built-in flasher

FR7-A Amber LEDs, Amber lens

FR7-B Blue LEDs, Blue lens

FR7-G Green LEDs, Green lens

FR7-R Red LEDs, Red lens

FireRay LED 7x3 Single Color, Clear lens, built in flasher

FR7C-A Amber LEDs, Clear lens

FR7C-B Blue LEDs, Clear lens

FR7C-R Red LEDs, Clear lens

FR7C-W White LEDs, Clear lens

FireRay LED 7x3, Split Color, Clear lens, built-in flasher

FR7C-AW Amber/White LEDs, Clear lens

FR7C-BA Blue/Amber LEDs, Clear lens

FR7C-BW Blue/White LEDs, Clear lens

FR7C-RA Red/Amber LEDs, Clear lens

FR7C-RB Red/Blue LEDs, Clear lens

FR7C-RW Red/White LEDs, Clear lens

Accessories

FR9MC Trim bezel, Chrome

FR9MB Trim bezel, Black

FR9-A4HMC
Mounting kit to convert FireRay 9x7 to fit in QuadraFlare 9x7 mounting 
holes

NOTE  
• All light head models include mounting gasket and hardware. Bezels sold separately. 
• See page 138 for FireRay LED Scene lights.

FR7-A
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Exterior Mount/Perimeter LightsFireRay® 7x3

Specifications

Current Draw Max 1.0 A

Input Voltage 12 VDC

Operating Temp -40°C to-65°C

Physical Specifications 

Height 4.0 in (10.2 cm) 

Width 7.0 in (17.8 cm)

Depth 1.1 in (2.8 cm)

Ship Weight

0.30 lb (.14kg)

SAE  WS3-1 16

SAE  W-1 16FR7T OP

FR7C-RA

FireRay 7x3

7.00"
6.38"

3.96"

Split Colors
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Exterior Mount/Perimeter LightsFireRay® 6x4

Features

• IP67 Rated for protection against 
dust and water

• Warning lights, brake/tail/turn, 
arrow, back-up, and scene lights  
are available

• Warning models include steady burn 
pattern that can be connected to an 
external flasher or multiplex system

• Low power feature decreases 
warning lights to 40% of  
normal power

• LED colors available in Amber, Blue, 
Green, Red or White

• Lens colors available in Amber, Blue, 
Green, Red or Clear

• Available in single and split color 
with Clear or Colored lens

• (13) selectable flash patterns and 4 
flashing modes: full flash, left/right 
split flash, top/bottom split flash, 
and criss-cross split flash

• Optional bezels available in Chrome 
or Black

• Surface mounts with or without  
a bezel. Fits industry standard  
bolt patterns

• Synchronize or alternate up to  
8 units

• Five-year warranty

Approvals

• Warning lights: SAE J845, Class 
1 and J595, Class 1, CA Title 13, 
NFPA, and KKK

• Back-up light: SAE J593

• Brake/Turn/Arrow light: SAE J2261

• Taillight: SAE J2040

Model Description

FireRay LED 6X4, Single Color, Color lens, built-in flasher

FR6-A Amber LEDs, Amber lens

FR6-B Blue LEDs, Blue lens

FR6-G Green LEDs, Green lens

FR6-R Red LEDs, Red lens

FireRay LED 6X4, Single Color, Clear lens, built-in flasher

FR6C-A Amber LEDs, Clear lens

FR6C-B Blue LEDs, Clear lens

FR6C-G Green LEDs, Clear lens

FR6C-R Red LEDs, Clear lens

FR6C-W White LEDs, Clear lens

    FireRay LED 6x4, Split Color, Clear lens, built-in flasher

FR6C-AW Amber/White LEDs, Clear lens

FR6C-BA Blue/Amber LEDs, Clear lens

FR6C-BW Blue/White LEDs, Clear lens

FR6C-RA Red/Amber LEDs, Clear lens

FR6C-RB Red/Blue LEDs, Clear lens

FR6C-RW Red/White LEDs, Clear lens

    FireRay LED 6X4 Brake/Tail/Turn, Arrow and Back-up lights

FR6-BTT Brake/Tail/Turn, Red LEDs, Red lens

FR6C-BTT Brake/Tail/Turn, Red LEDs, Clear lens

FR6-ARROW Arrow, Amber LEDs, Amber lens

FR6C-ARROW Arrow, Amber LEDs, Clear lens

FR6-BACKUP Back-up, White LEDs, Clear lens

Accessories

FR6MB Trim bezel, Black

FR6MC Trim bezel, Chrome

FR6-A4HMC
Mounting kit to convert FireRay 6x4 to fit in QuadraFlare  
6x4 mounting holes

FR6MB3V 3-position vertical casting, Black

FR6MB4V 4-position vertical casting, Black

FR6MC3V 3-position vertical casting, Chrome

FR6MC4V 4-position vertical casting, Chrome

FR6MHL Headlight Mount Kit

NOTE  
• All light head models include mounting gasket and hardware. Bezels sold separately. 
• See page 138 for FireRay LED Scene lights.

FR6-ARROW  (Shown with optional bezel)FR6-A
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Exterior Mount/Perimeter LightsFireRay® 6x4

6x4 Warning Lights 6x4 Arrow 6x4 Back-up

Specifications

Current Draw Max 1.0 A

Input Voltage 12 VDC

Operating Temp -40°C to -65°C

Physical Specifications 

Height 4.4 in (11.2 cm) 

Width 6.4 in (16.3 cm)

Depth 1.3 in (3.3 cm)

Ship Weight

0.26 lb (0.12 kg)

SAE  WS3-1 16 TOPFR6 SAE  W-1 16

FR6C-AW

FireRay 6x4

6.38"

4.41"

Split Colors
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Exterior Mount/Perimeter LightsFireRay® 4x3

Features

• IP67 Rated for protection against 
dust and water

• Warning lights, brake/tail/turn, 
arrow, back-up, and scene lights  
are available

• Warning models include steady burn 
pattern that can be connected to an 
external flasher or multiplex system

• Low power feature decreases 
warning lights to 40% of  
normal power

• LED colors available in Amber, Blue, 
Green, Red or White

• Lens colors available in Amber, Blue, 
Red, Green or Clear

• Available in single and split color 
with clear or colored lens

• (13) selectable flash patterns and 4 
flashing modes: full flash, left/right 
split flash, top/bottom split flash, 
and criss-cross split flash

• Optional bezels available in Chrome 
or Black

• Surface mounts with or without  
a bezel. Fits industry standard  
bolt patterns

• Synchronize or alternate up to  
8 units

• Five-year warranty

Approvals

• Warning lights: SAE J845, Class 
1 and J595, Class 1, CA Title 13, 
NFPA, and KKK

• Back-up light: SAE J593

• Brake/Turn/Arrow light: SAE J2261

• Taillight: SAE J2040

Model Description

FireRay LED 4x3, Single Color, Color lens, built-in flasher

FR4-A Amber LEDs, Amber lens

FR4-B Blue LEDs, Blue lens

FR4-G Green LEDs, Green lens

FR4-R Red LEDs, Red lens

FireRay LED 4x3, Single Color, Clear lens, built-in flasher

FR4C-A Amber LEDs, Clear lens

FR4C-B Blue LEDs, Clear lens

FR4C-G Green LEDs, Clear lens

FR4C-R Red LEDs, Clear lens

FR4C-W White LEDs, Clear lens

FireRay LED 4x3, Split Color, Clear lens, built-in flasher

FR4C-AW Amber/White LEDs, Clear lens

FR4C-BA Blue/Amber LEDs, Clear lens

FR4C-BW Blue/White LEDs, Clear lens

FR4C-RA Red/Amber LEDs, Clear lens

FR4C-RB Red/Blue LEDs, Clear lens

FR4C-RW Red/White LEDs, Clear lens

Accessories

FR4MB Trim Bezel, Black

FR4MC Trim Bezel, Chrome

FR4-A4HMC Mounting kit to convert FireRay 4x3 to fit in QuadraFlare 4x3 mounting holes

NOTE  
• All light head models include mounting gasket and hardware. Bezels sold separately. 

FR4-A FR4C-RW  (Shown with optional bezel)
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Exterior Mount/Perimeter LightsFireRay® 4x3

Specifications

Current Draw Max 1.0 A

Input Voltage 12 VDC

Operating Temp -40°C to -65°C

Physical Specifications 

Height 4.8 in (12.2 cm)

Width 2.8 in (7.1 cm)

Depth 0.9 in (2.3 cm)

Ship Weight

0.18 lb (0.8 kg)

SAE  1 16 SAE  1 16 DODOTT

SAE 1 16 DO SAE 1 16 DOTT FRFR44

FRFR44

FireRay 4x3

4.80"

2.76"

4.20"

Split Colors

FR4C-AW

http://www.fedsig.com
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Exterior Mount/Perimeter LightsQuadraFlare® 9x7

Features

• Solaris® LED reflector technology

• Features unique Quad-X patterns

• Available with built-in flasher 
featuring a variety of OEM friendly 
selectable patterns

• LEDs offered in Amber, Blue, Green, 
Red and White

• Optional Chrome-plated trim bezel 
available

• Five-year warranty

Approvals

• SAE J595, Class 1

• CAC Title 13

Model Description

Single color, Color lens, built-in flasher

QL97-AA Amber LEDs, Amber lens

QL97-BB Blue LEDs, Blue lens

QL97-GG Green LEDs, Green lens

QL97-RR Red LEDs, Red lens

Single color, Clear lens, built-in flasher

QL97C-AA Amber LEDs, Clear lens

QL97C-BB Blue LEDs, Clear lens

QL97C-GG Green LEDs, Clear lens

QL97C-RR Red LEDs, Clear lens

QL97C-WW White LEDs, Clear lens

Split color, Clear lens, built-in flasher

QL97C-AW Amber/White LEDs, Clear lens

QL97C-BA Blue/Amber LEDs, Clear lens

QL97C-BW Blue/White LEDs, Clear lens

QL97C-RA Red/Amber LEDs, Clear lens

QL97C-RB Red/Blue LEDs, Clear lens

QL97C-RG Red/Green LEDs, Clear lens

QL97C-RW Red/White LEDs, Clear lens

Brake/Tail/Turn, Arrow, Turn, and Back-up lights

QL97-BTT Brake/Tail/Turn, Red LEDs, Red lens

QL97-ARROW Arrow, Amber LEDs, Amber lens

QL97-TURN Turn, Amber LEDs, Amber lens

QL97-BACKUP Back-up, White LEDs, Clear lens

Accessory

QL97MC Trim bezel, Chrome with gasket

CAC Title 13

QL97XF-A 
(Shown with Chrome Bezel, option)

NOTES  
• All light head models include mounting hardware. Bezels sold separately.  
• See page 140 for QuadraFlare Scene lights.

Split Colors

https://www.fedsig.com/product/quadraflare
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Exterior Mount/Perimeter LightsQuadraFlare® 9x7

Warning Lights  

Model LED Color Lens Color
LED 

Count
Internal 
Flasher Split LED Dimming

9x7 QuadraFlare
QL97XF-(color) Amber, Blue, Red, White, Green Amber, Blue, Red, Clear, Green 16 YES NO YES

QL97XFC-(color) Amber, Blue, Red, White, Green Clear 16 YES NO YES

QL97SF-(color)(color)* Amber, Blue, Red, Green Amber, Blue, Red, Clear, Green 16 YES YES YES

QL97SFC-(color)(color) Amber, Blue, Red, White, Green Clear 16 NO YES YES

Specifications

Current 
Draw*

Input 
Voltage

Operating 
Temperature

Physical Specifications  
H x W x L

Ship Weight

All QL97 models Max 4.0 A 12.8 VDC -40˚ C- to +65˚ C
7.3 in x 9.2 in x 1.7 in

(18.4 cm x 23.4 cm x 4.2 cm)   
(without bezel)

2.0 lb (0.9 kg)

* Single color split LEDs. Example: Red/Red LEDs, Red lens.

10.9" (27.6 cm)

8.0"
(20.3 cm)

5.3"
(13.3 cm)

1.7"
(4.2 cm)

7.3" (18.4 cm)

Shown in bezel

http://www.fedsig.com
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CAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Exterior Mount/Perimeter LightsQuadraFlare® 7x3

Features

• Solaris® LED reflector technology

• Available with built-in flasher 
featuring a variety of OEM friendly 
selectable patterns

• LEDs offered in Amber, Blue, Green, 
Red and White

• Optional Chrome-plated trim bezel 
available

• Five-year warranty 

Approvals

• SAE J595, Class 1

• CAC Title 13

Model Description

Single color, Color lens, built-in flasher

QL73-AA Amber LEDs, Amber lens

QL73-BB Blue LEDs, Blue lens

QL73-GG Green LEDs, Green lens

QL73-RR Red LEDs, Red lens

Single color, Clear lens, built-in flasher

QL73C-AA Amber LEDs, Clear lens

QL73C-BB Blue LEDs, Clear lens

QL73C-GG Green LEDs, Clear lens

QL73C-RR Red LEDs, Clear lens

QL73C-WW White LEDs, Clear lens

Split color, Clear lens, built-in flasher

QL73C-AW Amber/White LEDs, Clear lens

QL73C-BA Blue/Amber LEDs, Clear lens

QL73C-BW Blue/White LEDs, Clear lens

QL73C-RA Red/Amber LEDs, Clear lens

QL73C-RB Red/Blue LEDs, Clear lens

QL73C-RG Red/Green LEDs, Clear lens

QL73C-RW Red/White LEDs, Clear lens

Accessory

QL73MC Trim bezel, Chrome with gasket

QL73-A
(Shown with Chrome Bezel, option)

NOTES  
• All light head models include mounting hardware. Bezels sold separately. 
• See page 140 for QuadraFlare Scene lights.

Split Colors

https://www.fedsig.com/product/quadraflare
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Exterior Mount/Perimeter LightsQuadraFlare® 7x3

Specifications

Current 
Draw*

Input 
Voltage

Operating 
Temperature

Physical Specifications  
H x W x L

Ship Weight

All QL73 Models Max 2.0 A 12.8 VDC -40˚ C- to +65˚ C
3.7 in x 7.4 in x 1.6 in

(9.4 cm x 18.7 cm x 4.1 cm)
(without bezel)

1.0 lb (0.5 kg)

Warning Lights  

Model # LED Color Lens Color LED Count Internal Flasher Split LED Dimming
7X3 QuadraFlare
QL73XF-(color) Amber, Blue, Red, White, Green Amber, Blue, Red, Clear, Green 8 YES NO YES

QL73XFC-(color) Amber, Blue, Red, White, Green Clear 8 YES NO YES

QL73SF-(color)(color)* Amber, Blue, Red, Green Amber, Blue, Red, Clear, Green 8 YES YES YES

QL73SFC-(color)(color) Amber, Blue, Red, White, Green Clear 8 YES YES YES

*  Single color split LEDs. Example: red/red LEDs, red lens.

8.8" (22.4 cm)

3.7"
(9.4 cm)

1.6"
(4.1 cm)

2.4"
(6.1 cm)

6.6" (16.7 cm)

Shown in bezel

http://www.fedsig.com
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CAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Exterior Mount/Perimeter LightsQuadraFlare® 6x4

Features

• Solaris® LED reflector technology

• Offered with built-in flasher 
featuring a variety of selectable 
patterns

• Stop/tail/turn, turn Arrow and  
Back-up light models also available

• LEDs offered in Amber, Blue, Green, 
Red and White

• Optional Chrome-plated trim bezel 
available

• Five-year warranty 

Approvals

• SAE J595, Class 1

• CAC Title 13

Model Description

Single color, Color lens, built-in flasher

QL64-AA Amber LEDs, Amber lens

QL64-BB Blue LEDs, Blue lens

QL64-GG Green LEDs, Green lens

QL64-RR Red LEDs, Red lens

Single color, Clear lens, built-in flasher

QL64C-AA Amber LEDs, Clear lens

QL64C-BB Blue LEDs, Clear lens

QL64C-GG Green LEDs, Clear lens

QL64C-RR Red LEDs, Clear lens

QL64C-WW White LEDs, Clear lens

Split color, Clear lens, built-in flasher

QL64C-AG Amber/Green LEDs, Clear lens

QL64C-AW Amber/White LEDs, Clear lens

QL64C-BA Blue/Amber LEDs, Clear lens

QL64C-BW Blue/White LEDs, Clear lens

QL64C-RA Red/Amber LEDs, Clear lens

QL64C-RB Red/Blue LEDs, Clear lens

QL64C-RG Red/Green LEDs, Clear lens

QL64C-RW Red/White LEDs, Clear lens

Brake/Tail/Turn, Arrow, Turn, and Back-up lights

QL64-BTT Brake/Tail/Turn, Red LEDs, Red lens

QL64-ARROW Arrow, Amber LEDs, Amber lens

QL64-TURN Turn, Amber LEDs, Amber lens

QL64-BACKUP Back-up, White LEDs, Clear lens

3-Position Vertical Casting

QL643V Casting with gasket

QL643V-LED Installed QL64-BTT, QL64-TURN, QL64-BACKUP

QL643V-LEFT Installed QL64-BTT, QL64-ARROW (left facing), QL64-BACKUP

QL643V-RIGHT Installed QL64-BTT, QL64-ARROW (right facing), QL64-BACKUP

QL64-AA
(Shown with Chrome Bezel, option)

Continued on next page

Split Colors

https://www.fedsig.com/product/quadraflare
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1.7"
(4.3 cm)

7.9" (20.1 cm)

5.8" (14.6 cm)

3.3" 
(8.3 cm)

4.8" 
(12.2 cm)

Model LED Color Lens Color LED Count Internal Flasher Split LED Dimming
6x4 QuadraFlare
QL64XF-(color) Amber, Blue, Red, White, Green Amber, Blue, Red, Clear, Green 10 YES N/A YES

QL64XFC-(color) Amber, Blue, Red, White, Green Clear 10 YES N/A YES

QL64SFC-(color)(color) Amber, Blue, Red, White, Green Clear 10 YES YES YES

Exterior Mount/Perimeter LightsQuadraFlare® 6x4

Specifications

Current 
Draw*

Input 
Voltage

Operating 
Temperature

Physical Specifications  
H x W x L

Ship Weight

All QL64 Models Max 2.0 A 12.8 VDC -40ºC-+65ºC
4.2 in x 6.6 in x 1.5 in  

(10.7 cm x 16.7 cm x 3.8 cm) 
(without bezel)

1.0 lb (0.5kg)

QL64Z3V-LED Max 2.5 A 12.8 VDC -40ºC-+65ºC
15.1 in x 7.4 in x 1.6 in

(38.4 cm x 18.8 cm x 4.1 cm)
11.0 lb (5.0 kg)

QL64Z3V-Left/Right Max 2.5 A 12.8 VDC -40ºC-+65ºC
15.1 in x 7.4 in x 1.6 in

(38.4 cm x 18.8 cm x 1.6 cm)
11.0 lb (5.0 kg)

QL643H-LED Max 2.5 A 12.8 VDC -40ºC-+65ºC
5.0 in x 22.3 in x 1.6 in

(12.7 cm x 56.6 cm x 4.1 cm)
11.0 lb (5.0 kg)

QL643H-Left/Right Max 2.5 A 12.8 VDC -40ºC-+65ºC
5.0 in x 22.3 in x 1.6 in

(12.7 cm x 56.6 cm x 4.1 cm)
11.0 lb (5.0 kg)

QL64Z4V-LED Max 4.0 A 12.8 VDC -40ºC-+65ºC
19.6 in x 7.4 in x 1.6 in

(49.8 cm x 18.8 cm x 4.1 cm)
12.5 lb (5.7 kg)

QL64Z4V-Left/Right Max 4.0 A 12.8 VDC -40ºC-+65ºC
19.6 in x 7.4 in x 1.6 in

(49.8 cm x 18.8 cm x 4.1 cm)
12.5 lb (5.7 kg)

*  Single color split LEDs. Example: red/red LEDs, red lens.

Shown in bezel

Model Description

3-Position Horizontal Casting

QL643H Casting with gasket

QL643H-LEDLEFT Installed QL64-BTT, QL64-TURN, QL64-BACKUP

QL643H-LEDRGHT Installed QL64-BTT, QL64-TURN, QL64-BACKUP

QL643H-LEFT Installed QL64-BTT, QL64-ARROW (left facing), QL64-BACKUP

QL643H-RIGHT
Installed QL64-BTT, QL64-ARROW (right facing),  
QL64-BACKUP

4-Position Vertical Casting

QL644V Casting with gasket

QL644V-LED Installed QL64-BTT, QL64-TURN, QL64-BACKUP, QL64-RR

Model Description

QL644V-LEFT
Installed QL64-BTT, QL64-ARROW (left facing),  
QL64-BACKUP, QL64-RR

QL644V-RIGHT
Installed QL64-BTT, QL64-ARROW (right facing),  
QL64-BACKUP, QL64-RR

Accessories and Kits

QL64MC Trim bezel, Chrome with gasket

QL64MHL Headlight mount kit

NOTES  
• All light head models include mounting hardware. Bezels sold separately.  
• See page 140 for QuadraFlare Scene lights.

http://www.fedsig.com
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CAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Exterior Mount/Perimeter LightsQuadraFlare® 4x3

Features

• Solaris® LED reflector technology

• Fresnel lens with enhanced design 
provides outstanding performance 
to meet various industry lighting 
specifications

• Offered with built-in flasher 
featuring a variety of selectable 
patterns

• Single model offers both “split”  
and “solid” flashing capabilities

• LEDs offered in Amber, Blue, Green, 
Red and White 

• Optional Chrome-plated trim bezel 
available

• Five-year warranty 

Approvals

• SAE J845, J595, Class 1

• CAC Title 13

Model Description

Single color, Color lens, built-in flasher

QL43-AA Amber LEDs, Amber lens

QL43-BB Blue LEDs, Blue lens

QL43-GG Green LEDs, Green lens

QL43-RR Red LEDs, Red lens

Single color, Clear lens, built-in flasher

QL43C-AA Amber LEDs, Clear lens

QL43C-BB Blue LEDs, Clear lens

QL43C-GG Green LEDs, Clear lens

QL43C-RR Red LEDs, Clear lens

QL43C-WW White LEDs, Clear lens

Split color, Clear lens, built-in flasher

QL43C-AW Amber/White LEDs, Clear lens

QL43C-BA Blue/Amber LEDs, Clear lens

QL43C-BW Blue/White LEDs, Clear lens

QL43C-RA Red/Amber LEDs, Clear lens

QL43C-RB Red/Blue LEDs, Clear lens

QL43C-RW Red/White LEDs, Clear lens

Brake/Tail/Turn and Back-up Lights

QL43-BTT Brake/Tail/Turn, Red LEDs, Red lens

QL43-TURN Turn light, Amber LEDs, Amber lens

QL43-BACKUP Back-up light, White LEDs, Clear lens

Accessory

QL43MC Trim bezel, Chrome with gasket

QL43-AA
(Shown with Chrome Bezel, option)

NOTE  
• All light head models include mounting hardware. Bezels sold separately. 

Split Colors
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Exterior Mount/Perimeter LightsQuadraFlare® 4x3

Specifications

Model # Current Draw
Input 

Voltage
Operating 

Temperature
Physical Specifications  

H x W x L
Ship Weight

All QL43 Models Max 2.0 A 12 VDC -30ºC to 80ºC
3.1 in x 4.9 in x 1.7 in

(7.9 cm x 12.4 cm x 4.3 cm)
1.0 lb (0.5kg)

Warning Lights  

Model # LED Color Lens Color LED Count Internal Flasher Dimming
4x3 QuadraFlare
QL43-(Color) Amber, Blue, Green, White Amber, Blue, Clear, Green 12 YES YES

QL43-R Red Red 16 YES YES

QL43C-(Color)(Color) Amber, Blue, Green, Red, White Clear 12 YES YES

QL43C-RR Red Clear 16 YES YES

4.2" (10.7 cm)

4.9" (12.4 cm)

    3.1" 

(7.9 cm)

    1.9" 

(4.8 cm)

    2.4" 

(5.8 cm)

http://www.fedsig.com
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DOT ModelsQuadraFlare® 4x3

Features

• Enhanced lens design provides 
outstanding performance to 
meet various industry lighting 
specifications

• DOT lens for use in back-end boxes

• Single and dual color models 
available

• Flash required for operation

• Weather tight connecter

• Sync flashing capability with DOT 
system flasher

• LEDs available in Amber, Blue, 
Green, Red or White

• Brake/Tail/Turn and Back-up models 
available

• Five-year warranty

Approvals

• SAE J845, J595, Class 1

• CAC Title 13

Model Description

QuadraFlare 4x3 DOT, Single color, Color DOT lens, 
weather tight connector

QL43D-A Amber LEDs, Amber lens

QL43D-B Blue LEDs, Blue lens

QL43D-G Green LEDs, Green lens

QL43D-R Red LEDs, Red lens

QL43D-W White LEDs, Clear lens

QuadraFlare 4x3 DOT, Dual color, Clear DOT lens, weather 
tight connector

QL43DD-AB Amber/Blue LEDs, Clear lens

QL43DD-AG Amber/Green LEDs, Clear lens

QL43DD-AW Amber/White LEDs, Clear lens

QL43DD-RA Red/Amber LEDs, Clear lens

QuadraFlare 4x3 DOT Brake/Tail/Turn and Back-up lights

QL43D-BTT Brake/Tail/Turn, Red LEDs, Red lens

QL43D-BACKUP Back-up, White LEDs, Clear lens

QuadraFlare 4x3 DOT Brake/Tail/Turn and Back-up lights

QL43Z-AA Amber LEDs, Amber lens

QL43Z-BB Blue LEDs, Blue lens

QL43Z-GG Green LEDs, Green lens

QL43Z-RR Red LEDs, Red lens

QL43Z-WW White LEDs, Clear lens

QuadraFlare 4x3 DOT, Dual color, Color lens, weather tight 
connector

QL43ZD-AB Amber/Blue LEDs, Clear lens

QL43ZD-AG Amber/Green LEDs, Clear lens

QL43ZD-AW Amber/White LEDs, Clear lens

QL43ZD-RA Red/Amber LEDs, Clear lens

NOTE
•  All models (except BTT and BACKUP) require flasher for operation. See page 178 for DOT  
    System Flasher.

Dual Colors

QL43D-R QL43D-W QL43D-A
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4.2" (10.7 cm)

4.9" (12.4 cm)

    3.1" 

(7.9 cm)

    1.9" 

(4.8 cm)

    2.4" 

(5.8 cm)

DOT ModelsQuadraFlare® 4x3

Specifications

Current Draw 2.0 A

Input Voltage 12/24 VDC

Operating Temp -40°C to -65°C

Physical Specifications 

Height 4.9 in (12.44 cm)

Length 3.1 in (7.9 cm)

Width 1.9 in (4.8 cm)

Ship Weight

1.0 lb (0.5 kg)

Shown with mounting box, 
model 304303SSG (sold separately)

http://www.fedsig.com
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DOT ModelsQuadraFlare® 7x3

Features

• Enhanced lens design provides 
outstanding performance to 
meet various industry lighting 
specifications

• DOT lens for use in back-end boxes

• Single and dual color models 
available

• Flasher required for operation

• Weather tight connecter

• Sync flashing capability with DOT 
system flasher

• LEDs available in Amber, Blue, 
Green, Red or White

• Brake/Tail/Turn and Back-up models 
available

• Five-year warranty

Model Description

QuadraFlare 7x3 DOT, Single color, Color DOT lens, 
weather tight connector

QL73D-A Amber LEDs, Amber lens

QL73D-B Blue LEDs, Blue lens

QL73D-G Green LEDs, Green lens

QL73D-R Red LEDs, Red lens

QL73D-W White LEDs, Clear lens

QuadraFlare 7x3 DOT, Dual color, Clear DOT lens, weather 
tight connector

QL73DD-AB Amber/Blue LEDs, Clear lens

QL73DD-AG Amber/Green LEDs, Clear lens

QL73DD-AW Amber/White LEDs, Clear lens

QL73DD-RA Red/Amber LEDs, Clear lens

QuadraFlare 7x3 DOT Brake/Tail/Turn and Back-up lights

QL73D-BTT Brake/Tail/Turn, Red LEDs, Red lens

QL73D-BACKUP Back-up light, White LEDs, Clear lens

NOTES
• All models (except BTT and BACKUP) require flasher for operation. See page 178 for DOT    
   System Flasher.  
• See page 172 for DOT mounting box options

QL73D-R QL73D-W QL73D-A

Dual Colors
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DOT ModelsQuadraFlare® 7x3

Specifications

Current Draw 2.0 A

Input Voltage 12/24 VDC

Operating Temp -40°C to -65°C

Physical Specifications 

Height 7.24 in (18.4 cm)

Length 3.1 in (7.9 cm)

Width 1.94 in (2.54 cm)

Ship Weight

1.7 lb (0.7 kg)

SAE  1 16 SAE  1 16 DODOTT

SAE 1 16 DO SAE 1 16 DOTT FRFR44

FRFR44

4.2" (10.7 cm)

4.9" (12.4 cm)

    3.1" 

(7.9 cm)

    1.7" 

(4.3 cm)

    2.4" 

(5.8 cm)

1.94" 

(2.54 cm)

7.24" 

(18.39 cm)

3.09" 

(7.85 cm)
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LED Traffic Clearing Light

Features

• Delivers 250+ feet of directional 
warning light

• Available in 9x7 and 6x4 sizes

• 6x4 models can be configured as  
a pair in the Navigator® light bar

• Patented technology

• Five-year warranty

Model Description

LED Traffic Clearing Light, 6x4 (pairs)

LEDTCL64A-A Amber lens, Amber LED

LEDTCL64C-A Clear lens, Amber LED

LEDTCL64C-B Clear lens, Blue LED

LEDTCL64C-G Clear lens, Green LED

LEDTCL64C-R Clear lens, Red LED

LEDTCL64C-W Clear lens, White LED

LEDTCL64R-R Red lens, Red LED

LED Traffic Clearing Light, 9x7

LEDTCL97A-A Amber lens, Amber LED

LEDTCL97C-A Clear lens, Amber LED

LEDTCL97C-B Clear lens, Blue LED

LEDTCL97C-G Clear lens, Green LED

LEDTCL97C-R Clear lens, Red LED

LEDTCL97C-W Clear lens, White LED

LEDTCL97R-R Red lens, Red LED

Accessories

QL97MC 9x7 Trim bezel, Chrome with gasket

QL64MC 6x4 Trim bezel, Chrome with gasket

NOTE
• All light head models include mounting hardware. Bezels sold separately.

LEDTCL64C-W LEDTCL97C-W
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LED Traffic Clearing Light

Specifications

Current Draw 2.0 A

Input Voltage 12/24 VDC

Operating Temp -40°C to -65°C

Physical Specifications 

Height 7.15 in (18.1 cm)

Width 6.56 in (16.7 cm)

Depth 1.66 in (4.2 cm)

Ship Weight

1.0 lb (0.5 kg)

SAE  1 16 SAE  1 16 DODOTT

SAE 1 16 DO SAE 1 16 DOTT FRFR44

FRFR44

9.16 in 
(23.3 cm)

1.66 in (4.2 cm)

1.67 in (4.2 cm)

7.15 in 
(18.1 cm)

4.15 in 
(10.5 cm)

6.56 in 
(16.7 cm)

LED TCL 9x7

LED TCL 6x4
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CAC Title 13RELIABLE ONBOARD CIRCUITRY
ROC

TM

Exterior Mount/Perimeter LightsLatitude™ Warning Light

Features

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuity™) 
technology

• Available in 4-, 6- and 8-head 
models

• Three LEDs per position

• Both interior and exterior mounting 
brackets are available; compatible 
with Federal Signal’s SignalMaster 
brackets

• Innovative co-extrusion, 
polycarbonate housing provides 
moisture resistance

• (10) selectable flash patterns

• Five-year LED warranty

Approvals

• SAE J595 Class 1

• CAC Title 13 Class B

Model Description

4-head flashing model

SL4F-A (4) Amber LED heads, A-A-A-A

SL4F-AAWW (2) Amber LED heads, (2) White LED heads, A-A-W-W

SL4F-WWAA (2) White LED heads, (2) Amber LED heads,  W-W-A-A

6-head flashing model

SL6F-A (6) Amber LED heads, A-A-A-A-A-A

SL6F-AW (3) Amber LED heads, (3) White LED heads, A-A-A-W-W-W

8-head flashing model

SL8F-A (8) Amber LED heads, A-A-A-A-A-A-A-A

SL8F-AW (4) Amber LED heads, (4) White LED heads, A-A-A-A-W-W-W-W

Accessories and Kits

320310 Flush mount, vertical service

320320 Light bar or rear deck mount

320330 System mount

320340 Universal mount

320350 Foot adapter mount

SLB-001 Long L-bracket, CN SignalMaster or Latitude

SLB-002 Short L-bracket, CN SignalMaster or Latitude

SLB-4SHRD 4-head Shroud, CN SignalMaster or Latitude

SLB-6SHRD 6-head Shroud, CN SignalMaster or Latitude

SLB-8SHRD 8-head Shroud, CN SignalMaster or Latitude

CLASS 1 CLASS 2 CLASS 3 TITLE XIII

SL8F-A

https://www.fedsig.com/product/latitude-series
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24.1" (61.2 cm)

16.7" (42.4 cm)

1.3" (3.3 cm)

1.3" (3.3 cm) 2.7" (6.9 cm)

2.7" (6.9 cm)

31.6" (80.3 cm)

1.3" (3.3 cm)

2.7" (6.9 cm)

Latitude™ Warning Light

6-head4-head 8-head

4-Head 6-Head 8-Head

Specifications

Voltage 12.8 VDC

Amp Draw 2 A 4 A 6 A

Operating Temp -22˚ F to +149˚ F (-30˚ C to +65˚ C)

Physical Specifications

Height 1.3 in (3.3 cm) 1.3 in (3.3 cm) 1.3 in (3.3 cm)

Depth 16.7 in (42.4 cm) 24.1 in (61.2 cm) 31.6 in (80.3 cm)

Width 2.7 in (6.9 cm) 2.7 in (6.9 cm) 2.7 in (6.9 cm)

Ship Weight

3.1 lb (1.4 kg) 3.8 lb (1.7 kg) 4.0 lb (1.8 kg)

320320 320330320310

320350

320340

Exterior Mount/Perimeter Lights

SLB-001 SLB-002

http://www.fedsig.com
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Exterior Mount/Perimeter Lights4200S

4200S-A    4200S-W

Specifications

Operating Voltage 12 VDC

Amp Draw 0.50 A

Physical Specifications 

Length 4.38 in (11.12 cm)

Height 1.28 in (3.25 cm)

Depth 0.42 in (1.07 cm)

Ship Weight

0.15 lb (0.06 kg)

Features

• Surface mount, 4-LED light head

• (12) selectable flash patterns

• 12 VDC

• Suitable for external and/or internal 
mounting options

• Available in Amber or White LEDs

• Includes Black mounting bezel, 
Chrome or White bezels optional

• Wiring

• Red = positive +VDC

• Black = negative ground

• Yellow = flash patterns and sync

• Three-year warranty

Approvals

• SAE Class 1

Model Description

Single color, Clear lens, surface mount

4200S-A 4-LED light head, Amber

4200S-W 4-LED light head, White

Accessories

4200S-1 Bezel, Chrome, 4200S

4200S-2 Bezel, White 4200S

NOTE  
• All light head models include Black bezel and hardware kit.  

4200S-A

4200S-W

.42"

4.02"

1.28"

4.38"
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Exterior Mount/Perimeter Lights416300 Series

Specifications

Voltage 12 VDC

Current Draw 0.5 A (Steady)

Operating Temp -40°C to +80°C

Physical Specifications Light Head Grommet

Diameter 1.04 in (2.6 cm) 1.42 in (3.6cm)

Depth 1.34 in (3.4 cm) 1.54 in (3.9 cm)

Ship Weight

0.15 lb (0.1 kg)

Features

• Utilizes (3) LEDs

• (17) flash patterns including random 
and steady

• Single/multi-unit synchronization

• Flush mount with included grommet; 
optional L-bracket sold separately

• UV resistant polycarbonate lens

• 12 VDC

• IP67 rated for protection against 
dust and water

• Three-year warranty 

Model Description

Single color, Clear lens, flush mount

416300-A 3-LED light head, Amber

416300-B 3-LED light head, Blue

416300-R 3-LED light head, Red

416300-W 3-LED light head, White

Accessory

416301 L-bracket kit, 416300

416300-A 416300-W

416300

Ă 1.42"

Ă 1.00"

1.54"

.15"

http://www.fedsig.com
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Exterior Mount/Perimeter Lights

Features

• Built-in (19) selectable flash patterns

• Two modes of operation

• Two different mounting options

• Bezel, gaskets, and screws included

• Dual color models available

• (12) high-powered LEDs

• Multi-voltage 12/24VDC

• Weatherproof connector with 
detachable flasher

• Units can synchronize or alternate

• Five-year warranty

Model Description

416910-A Series, Single Color, Clear lens, in-line flasher,  
Black bezel, 12/24 VDC

416910-A 12-LED light head, Amber

416910-B 12-LED light head, Blue

416910-R 12-LED light head, Red

416910-W 12-LED light head, White

416900 Series, Dual color, Clear lens, in-line flasher,  
Black bezel, 12/24 VDC

416900-AW 12-LED light head; 6-LED Amber, 6-LED White

416900-BA 12-LED light head; 6-LED Blue, 6-LED Amber

416900-BW 12-LED light head; 6-LED Blue, 6-LED White

416900-RA 12-LED light head; 6-LED Red, 6-LED Amber

416900-RB 12-LED light head; 6-LED Red 6-LED Blue

416900-RW 12-LED light head; 6-LED Red, 6-LED White

Accessories

416900-BZC Chrome Bezel for 416900/416910 Series

416900-BZW White Bezel for 416900/416910 Series

Common Replacements Part

416900-BZB Black Bezel, 416900/416910 Series

Corner LED 416900/416910

Specifications

Input Voltage 12/24 VDC

Operating Temperature -30˚ C to +80˚ C

Current Draw Less than 1 A at 12.8 VDC (Flash pattern dependent)

Physical Specifications Lighthead

Diameter 1.5 in (3.81 cm)

Height 0.9 in (2.3 cm)

Physical Specifications Bezel

Diameter 1.85 in (4.7 cm)

Height 0.47 in (1.19 cm)

416910-A 416910-W

Dual Colors

BB

BB BB

BBBB

BBBB

https://www.fedsig.com/product/416900416910-corner-led
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Features

• Multipurpose surface mount 
warning and marker lights; small 
size allows for various mounting 
locations on a vehicle

• Flashing models available with a 
single flash pattern or steady burn 
to be used with an external flasher. 

• Marker/Clearance lights are 
available in Amber, Green and Red 
and meet SAE J592 and J2042

• All models are fully encapsulated to 
prevent any moisture issues

• All models include a Chrome flange 
and mounting gasket

• Five-year warranty

Approvals

• Marker/Clearance Lights (Amber, 
Green and Red): SAE J592 and 
J2042

• LED Illumination Light:  
NFPA (13.10.3)

Model Description

3" Round Flashing Light, Single color,  
Clear lens, surface mount

COM3FAC 6-LED light head, Amber

COM3FBC 6-LED light head, Blue

COM3FRC 6-LED light head, Red

3" Round Flashing Light, Single color,  
Color lens, surface mount

COM3FAA 6-LED light head, Amber

COM3FBB 6-LED light head, Blue

COM3FRR 6-LED light head, Red

1" Flashing Light, Single color,  
Clear lens, Surface mount, Chrome flange

COM1FC-A 4-LED light head, Amber

COM1FC-B 4-LED light head, Blue

COM1FC-R 4-LED light head, Red

COM1FC-W 4-LED light head, White

1" Marker Light, Single color,  
Clear lens, Surface mount, Chrome flange

COM1MC-A 4-LED light head, Amber

COM1MC-G 4-LED light head, Green

COM1MC-R 4-LED light head, Red

Accessories

COM3FLANGEC Chrome flange, 3" round

COM3GROMMET Grommet kit, 3" round

Exterior Mount/Perimeter Lights

Commander® Flashing  
and Marker Lights

COM1FC(-Color) COM1MC(-Color) COM3

Specifications

Current Draw MAX 0.5 A 0.5 A

Input Voltage 12 VDC 12 VDC

Operating Temperature -40°C-65°C -40°C-65°C

Physical Specifications

Length 0.5 in (1.27 cm) Depth 0.4 in (1.0 cm)

Height 1.5 in (3.81 cm) Diameter 3.3 in (8.4 cm)

Width 0.8 in (2.0 cm) —

Ship Weight

2.0 lb (0.9 kg) 0.15 lb (0.07 kg)

Exterior Mount/Perimeter Lights

COM3FAA
COM1FC-R

COM1FC-W

http://www.fedsig.com
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CAC Title 13CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Exterior Mount/Perimeter LightsSignalTech® LED Lights

Features

• Sealed wiring harness

• Random, alternating or synchronous 
flash patterns

• Three-year warranty

Approvals

• S/T/T and back-up/turn: FMVSS 108 
compliant, SAE J1398, and SAE J593

• Flashing: Class 1 and CAC Title 13 
approved

• STT/Tail/Back-up/Marker lights  
all meet DOT requirements

607106-02SB 607102-02SB

Model Description

Kits include LED light, rubber mounting grommet,  
sealed wire harness

4" Round LED light kits, 12/24 VDC

607123-02SB PAR 36, Amp harness, Amber

607123-03SB PAR 36, Amp harness, Blue

607123-04SB PAR 36, Amp harness, Red

607123-05SB PAR 36, Amp harness, White

6" Oval LED light kit, 12/24 VDC

607101-02SB Amp harness, Amber

607101-03SB Amp harness, Blue

607101-04SB Amp harness, Red

607101-05SB Amp harness, White

S/T/T and Back-up lights, Kits include LED light,  
rubber mounting grommet, sealed wire harness                                                                        

4" Round LED light kits, 12/24 VDC

607100-04SB Stop/Tail/Turn light, Amp harness, Red

607102-02SB Turn light, Amp harness, Amber

607124-05SB Back-up light, Amp harness, White

607124-05SB-DEU Back-up light, Amp harness, weather tight connector, White

6" Oval LED light kits, 12/24 VDC

607105-04SB Stop/Tail/Turn light, Amp harness, Red

607106-02SB Turn light, Amp harness, Amber

607125-05SB Back-up light, Amp harness, White

607130-45SB Combo Stop/Tail/Turn and Back-up

Side Marker/Clearance light kits, 12 VDC

607120-02SB 2.5" round, PL10 harness, Amber

607120-04SB 2.5" round, PL10 harness, Red

607120-02SB-AMP 2.5" round, Amp harness, Amber

607120-04SB-AMP 2.5" round, Amp harness, Red

607119-02SB 2" round, Amp harness, Amber

607119-04SB 2" round, Amp harness, Red

Indicator Light

607121-04SB 1.5" flashing and steady, Red

https://www.fedsig.com/product/4-and-6-roundoval-led-lights-0
https://www.fedsig.com/product/4-and-6-roundoval-led-lights-0
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Exterior Mount/Perimeter LightsSignalTech® LED Lights

Specifications

Voltage
12/24 VDC (all units operate at 9 to 32 VDC)

Marker Lights: 12 VDC only

Operating Temp -30˚ C to + 65˚ C

Amp Draw
Flashing Models @ 12.8V

Amber:  0.27 A (average)

Red:  0.27 A (average)

Blue:  0.27 A (average)

S/T/T & Turn Models @ 12.8V
Red:  Turn 0.27 A (average); Tail 0.27 A (average)

Amber:  Turn 0.25 A (average); Tail 0.22 A (average)

Back-Up Models @ 12.8V Clear: 0.25 A (average)

Physical Specifications

2.5 in Round (Dia. x D.) 2.5 in x 0.78 in (6.35 cm x 0.1981 cm)

4 in Round (Dia. x D.) 4.3 in x 1.75 in (109 cm x 4.45 cm)

6.5 in Oval (L. x D. x H.) 6.4 in x 1.9 in x 2.36 in (16.35 cm x 4.8 cm x 6.0 cm)

Ship Weight

2.5 in Round 0.20 lb (0.9 kg)

4 in Round 0.47 lb (0.17 kg)

6 in Oval 0.48 lb (0.18 kg)

4 in Tractor Lamp 1.50 lb (0.68 kg)

2.5" Round 4.0" Round

6.0" Oval

0.96" 

(2.44 cm)
1.43" 

(3.63 cm)
3.70" 

(9.40 cm)
5.32" 

(13.5 cm)

3.69" 

(9.40 cm)

1.08" 

(2.75 cm)
7.57" 

(19.23 cm)

5.32" 

(13.5 cm)

3.55" 

(8.5 cm)

http://www.fedsig.com
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Interior Mount Warning LightsXStream™

Features

• Solaris® LED reflector technology for 
better optical efficiency and superior 
off-axis warning

• SpectraLux® multicolor LED 
technology in combinations of 
Amber, Blue, Green, Red and White

• Low-profile design

• Available in single or dual head 
models

• Black polycarbonate housing

• Each model features two recessed 
buttons, one to change flash 
pattern and other for color mode

• (25) Flash patterns including 
random and steady;  
(10) color modes

• Choice of cigarette plug or wired 
models

• Cigarette plug models include two 
switches for on/off and steady-burn

• Five-year warranty

Approvals

• SAE J845, Class 1

• SAE J595, Class 1

Model Description

Single head, multicolor LEDs, wire leads, sync capability, 
Includes versatile mounting brackets

XSM1-BRA 18-LED light head; 6-LED Blue, 6-LED Red, 6-LED Amber

XSM1-BRW 18-LED light head; 6-LED Blue, 6-LED Red, 6-LED White

XSM1-BWA 18-LED light head; 6-LED Blue, 6-LED White, 6-LED Amber

XSM1-WAG 18-LED light head; 6-LED White, 6-LED Amber, 6-LED Green

Single head, multicolor LEDs, cigarette plug, on/off 
and steady burn switches, Includes versatile mounting 
brackets

XSM1C-BRW 18-LED light head; 6-LED Blue, 6-LED Red, 6-LED White

XSM1C-BWA 18-LED light head; 6-LED Blue, 6-LED White, 6-LED Amber

XSM1C-WAG 18-LED light head; 6-LED White, 6-LED Amber, 6-LED Green

Dual head, multicolor LEDs, wire leads, sync capability,   
Includes versatile mounting brackets

XSM2-BRA (2) 18-LED light heads; 6-LED Blue, 6-LED Red, 6-LED Amber

XSM2-BRW (2) 18-LED light heads; 6-LED Blue, 6-LED Red, 6-LED White

XSM2-BWA (2) 18-LED light heads; 6-LED Blue, 6-LED White, 6-LED Amber

XSM2-WAG (2) 18-LED light heads; 6-LED White, 6-LED Amber, 6-LED Green

Dual head, multicolor LEDs, cigarette plug, on/off and 
steady burn switches, Includes versatile mounting 
brackets

XSM2C-BRW (2) 18-LED light heads; 6-LED Blue, 6-LED Red, 6-LED White

XSM2C-BWA (2) 18-LED light heads; 6-LED Blue, 6-LED White, 6-LED Amber

XSM2C-WAG (2) 18-LED light heads; 6-LED White, 6-LED Amber, 6-LED Green

Accessories

XSMBKT01 Visor mount kit for use with single or dual head models

XSMBKT02 Adjustable, swivel mount for single or dual head models

XSMBKT03 Headliner mount bracket for single or dual head models 

XSM2C-WAG

XSM1C-WAG

XSM2C-BRW

Tri Colors
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Interior Mount Warning LightsXStream™

Each model includes a light head, two 

suction cups tail and pivot brackets, 

mounting hardware and three different 

length snap-on flash guards

XSMBKT09

XSMBKT01 XSMBKT03

XSM1C

XSM2C

XSMBKT07 XSMBKT08

XSMBKT02

Single Head Dual Head

Specifications

Voltage 12 VDC

Current Draw 0.8 Amp (Steady White) 1.6 Amp (Steady White)

Operating Temp -40°C to +80°C

Physical Specifications

Width 3.9 in (9.9 cm) 70.3 in (18.5 cm)

Height 1.0 in (2.5 cm)

Depth 2.2 in (5.6 cm)

Ship Weight

0.6 lb (0.3 kg) 1.0 lb (0.5 kg)

http://www.fedsig.com
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

Specifications

Voltage
13.6 VDC  

(11 VDC minimum)

Current draw  
(split front and rear models)

8A

Current draw  
(passenger/driver side only)

4A

Operating temp -30°C to +65°C

Physical dimensions 
(including shroud)

Varies by model

Ship Weight Varies by model

Interior Mount Warning Lights

SpectraLux® ILS Low Profile 
SIFZS Advanced Off-Axis

Features

• SpectraLux®, multicolor LED 
technology is configurable in 
combinations of Amber, Blue, Green, 
Red or White

• Solaris® LED reflectors provide the 
highest optical efficiency

• ROC (Reliable Onboard Circuitry™) 
technology reduces potential  
failure points

• Models available with FS 
Convergence Network for “plug-n-
play” installation and programming 
or discrete cable

• (26) built-in flash patterns

• Multi-vehicle kits offer flexibility 
for mounting in a large variety of 
vehicles

• Five-year warranty

Model Description

Chevy Tahoe/Silverado 2015+

SIFZS-AMBR1CS Split Front Headliner, Amber, discrete cable

SIFZ-AMBR1CS6 Split Front Headliner, Amber, 6-button controller

SIFZS-AMBR2CS Split Front Headliner, Amber/White, discrete cable

SIFZS-AMBR2CS6 Split Front Headliner, Amber/White, 6-button controller

Chevy Colorado 2016+

SIFZS-AMBR1CC Split Front Headliner, Amber, discrete cable

SIFZS-AMBR1CC6 Split Front Headliner, Amber, 6-button controller

SIFZS-AMBR2CC Split Front Headliner, Amber/White, discrete cable

SIFZS-AMBR2CC6 Split Front Headliner, Amber/White, 6-button controller

Ford F150 2015+, F250/350 2017+

SIFZS-AMBR1FF Split Front Headliner, Amber, discrete cable

SIFZS-AMBR1FF6 Split Front Headliner, Amber, 6-button controller

SIFZS-AMBR2FF Split Front Headliner, Amber/White, discrete cable

SIFZS-AMBR2FF6 Split Front Headliner, Amber/White, 6-button controller

Dodge Ram 2016+

SIFZS-AMBR1DR Split Front Headliner, Amber, discrete cable

SIFZS-AMBR1DR6 Split Front Headliner, Amber, 6-button controller

SIFZS-AMBR2DR Split Front Headliner, Amber/White, discrete cable

SIFZS-AMBR2DR6 Split Front Headliner, Amber/White, 6-button controller

Universal Mount

SIFZS-AMBR1MV Split Front Headliner, Amber, discrete cable

SIFZS-AMBR1MV6 Split Front Headliner, Amber, 6-button controller

SIFZS-AMBR2MV Split Front Headliner, Amber/White, discrete cable

SIFZS-AMBR2MV6 Split Front Headliner, Amber/White, 6-button controller

Accessories

Z1751531A Splitter for network cables

Z8623133A-VAL Replacement 6-button controller

660100SSG
Relay module, for use with 3- or 6-button controller, (4) outputs for additional 
warning lights

HOW TO ORDER
• Choose one of the popular models above, customize your own light bar with our online  
   configurator, or contact a local Federal Signal representative/distributor.

 

Approvals

• SAE J845, Class 1

• SAE J595, Class 1

https://www.fedsig.com/product/spectralux-ils-internal-light-system
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CLASS 1 CLASS 2 CLASS 3 TITLE XIII

Siren tones 
available online

View Video
Online

Online Light Bar
Configurator

Available in

CONVERGENCE
network

Spectralux

SLR

Interior Mount Warning Lights

Features

• SpectraLux®, multicolor LED 
technology is configurable in 
combinations of Amber, Blue, Green, 
Red or White

• Solaris® LED reflector technology

• ROC (Reliable Onboard Circuitry™) 
technology reduces potential failure 
points

• Models available with FS 
Convergence Network for “plug-n-
play” installation and programming 
or discrete cable

• (26) built-in flash patterns

• Multi-vehicle kits offer flexibility 
for mounting in a large variety of 
vehicles

• Five-year warranty

Approvals

• SAE J845, Class 1

• SAE J595, Class 1

Model Description

Chevy Tahoe/Silverado 2015+

SIFMS-AMBR1CS Split Front Headliner, Amber, discrete cable

SIFMS-AMBR1CS6 Split Front Headliner, Amber, 6-button controller

SIFMS-AMBR2CS Split Front Headliner, Amber/White, discrete cable

SIFMS-AMBR2CS6 Split Front Headliner, Amber/White, 6-button controller

Ford F150/F250/350 2017+

SIFMS-AMBR1FF Split Front Headliner, Amber, discrete cable

SIFMS-AMBER1FF6 Split Front Headliner, Amber, 6-button controller

SIFMS-AMBR2FF Split Front Headliner, Amber/White, discrete cable

SIFMS-AMBR2FF6 Split Front Headliner, Amber/White, 6-button controller

Universal Mount

SIFMS-AMBR1MV Split Front Headliner, Amber, discrete cable

SIFMS-AMBR1MV6 Split Front Headliner, Amber, 6-button controller

SIFMS-AMBR2MV Split Front Headliner, Amber/White, discrete cable

SIFMS-AMBR2MV6 Split Front Headliner, Amber/White, 6-button controller

Accessories

Z1751531A Splitter for network cables

Z8623133A-VAL Replacement 6-button controller

660100SSG
Relay module, for use with 3- or 6-button controller, (4) outputs for additional 
warning lights

HOW TO ORDER
• Choose one of the popular models above, customize your own light bar with our online  
   configurator, or contact a local Federal Signal representative/distributor.

 

Interior Mount Warning Lights

SpectraLux® ILS Low Profile 
SIFMS Center-Focused

Specifications

Voltage
13.6 VDC  

(11 VDC minimum)

Current draw  
(split front and rear models)

8A

Current draw  
(passenger/driver side only)

4A

Operating temp -30°C to +65°C

Physical dimensions 
(including shroud)

Varies by model

Ship Weight Varies by model
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Area LightingFireRay® LED Scene Lights

Features

• IP67 Rated for protection against 
dust and water

• Available in 6x4, 7x3, and 9x7 
models

• Optional bezels available in Chrome 
or Black

• Surface mounts with or without  
a bezel. Fits industry standard  
bolt patterns

• Synchronize or alternate up to  
15 units

• Five-year warranty

Approvals

• Scene Lights: AMD Standard 024 
and GSA KKK-A 1822F Model Description

6x4 Scene Light, surface mount

FR6LEDSCENE White LEDs, Clear lens

7x3 Scene Light, surface mount

FR7LEDSCENE White LEDs, Clear lens

9x7 Scene Light, surface mount

FR9LEDSCENE White LEDs, Clear lens

Accessories

FR6MB Trim bezel, FR6, Black

FR6MC Trim bezel, FR6, Chrome

FR7MB Trim bezel, FR7, Black

FR7MC Trim bezel, FR7, Chrome

FR9MBSCENE Trim bezel, FR9 Scene, Black

FR9MCSCENE Trim bezel, FR9 Scene, Chrome

NOTE
• All light head models include mounting gasket and hardware. Bezels sold separately.

FR6LEDSCENE 
Shown with Chrome bezel, option

FR7LEDSCENE 

FR9LEDSCENE 
Shown with Chrome bezel, option
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Area LightingFireRay® LED Scene Lights

FR6LEDSCENE FR7LEDSCENE FR9LEDSCENE

Specifications

Voltage 12 VDC

Current Draw Max 1.0 A

Operating Temp -40°C-65°C

Physical Specifications (without bezel)

Height 6.4in (16.3 cm) 7.0 in (17.8 cm) 10.6 in (27.4 cm)

Depth 1.3in (3.3 cm) 1.2 in (3.0 cm) 1.6 in (4.0 cm)

Length 4.3 in (10.9 cm) 3.6 in (9.1 cm) 6.5 in (16.5 cm)

Ship Weight

0.18 lb (.8 kg) 0.30 lb (.14 kg) 1.80 lb (.82 kg)

6x4 Scene Light

7x3 Scene Light

9x7 Scene Light

6.70 1.3
2

4.2
9

7.64

1.1
8

3.3
5

10.8

1.5
2

6.5
2
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64LEDSCENE QL73LEDSCENE QL97LEDSCENE QL97LEDSCENE-D

Specifications

Voltage 12.8 VDC

Current Draw Max 2.0A Max 4.0A

Operating Temperature -40˚ C to 65˚ C

Physical Dimensions 

Height 4.2 in (10.7 cm)** 7.4 in (18.7 cm)** 7.2 in (18.3 cm)**

Depth 1.5 in (3.8 cm)** 1.6 in (4.3 cm)** 1.7 in (4.3 cm)**

Length 6.6 in (16.7 cm)** 3.2 in (8.0 cm)** 9.2 in (23.4 cm)**

Ship Weight

1.8 lb (0.5 kg) 1.0 lb (0.5 kg) 2.0 lb (0.9 kg)

Area LightingQuadraFlare® LED Scene Light

Features

• Advanced Solaris® LED reflector 
technology

• Optional chrome-plated trim bezel

• Surpasses NFPA and GSA K-spec 
compliant upper and lower level 
requirements

• Five-year warranty

Model Description

6x4 Scene Light, surface mount

64LEDSCENE White LEDs, Clear lens

7x3 Scene Light, surface mount

QL73LEDSCENE White LEDs, Clear lens

9x7 Scene Light, surface mount

QL97LEDSCENE White LEDs, Clear lens

QL97LEDSCENE-D White LEDs, Clear lens, weather tight connector

Accessories

QL73MC Trim bezel, QL73, Chrome

QL97MC Trim bezel, QL97, Chrome

NOTE
• All light head models include mounting gasket and hardware. Bezels sold separately.

64LEDSCENE QL73LEDSCENE
(Shown with Chrome bezel option)

** Without trim bezel

https://www.fedsig.com/product/9x7-led-scene-light
https://www.fedsig.com/product/9x7-led-scene-light
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10.9" (27.6 cm)

8.0"
(20.3 cm)

5.3"
(13.3 cm)

1.7"
(4.2 cm)

7.3" (18.4 cm)

8.8" (22.4 cm)

3.7"
(9.4 cm)

1.6"
(4.1 cm)

2.4"
(6.1 cm)

6.6" (16.7 cm)

3.3"
(1.3 cm)

5.1"
(1.9 cm)

1.7"
(4.1 cm)

7.9" (3.1 cm)

5.75" (2.3 cm)

7x3 LED Scene Light

6X4 LED Scene Light

Shown in bezel

9x7 LED Scene Light

Area Lighting

Area LightingQuadraFlare® LED Scene Light

http://www.fedsig.com
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COM120

Area LightingCommander®  Series

Features 

• Slimmest LED lamp head profile  
in the industry — 5.38-inch H x  
14.0-inch W x 3.75-inch D 

• Innovative cooling fins provide 
higher efficiency 

• Advanced lens and arrangement of 
LEDs generate a uniform flood and 
spot combination light pattern 

• Instant-on at full intensity 

• “Sure Grip” handle stays cool to the 
touch when holding lamp head 

• White bezel standard, chrome 
or black bezel is optional (select 
models) 

• Offered in a variety of mounting 
options: telescopic pole, non-
telescopic, portable, tripod, surface 
mount, or brow mount 

• Optional raised pole 
indicator — alerts the vehicle 
operator that an extendable pole  
is raised

• Optional quick release tripod 
bracket — a spring-loaded 
deadbolt lock to hold the tripod 
at its midpoint when mounted on 
the exterior or a vehicle or in a 
compartment

• Five-year warranty   
     
    

Light Head Only 
Model # Voltage Lumen

COM120 120 VAC 20K

COM15K 12/24 VDC 15K

COM20K 12/24 VDC 20K

Side-Mount Pole Lights (includes 2.75" off-set mounting brackets)

Model # Voltage Lumen
 On/
Off 

Switch

Side-Mount Poles Option

Push-Up Pull-Up
Raised Pole 

Indicator

COM120-ON-530 120 VAC 20K ON 530

COM120-ON-530SW 120 VAC 20K ON 530 SW

COM120-ON-540SW 120 VAC 20K ON 540 SW

COM15K-530 12/24 VDC 15K 530

COM15K-530SW 12/24 VDC 15K 530 SW

COM15K-540 12/24 VDC 15K 540

COM15K-540SW 12/24 VDC 15K 540 SW

COM20K-530SW 12/24 VDC 20K 530 SW

COM20K-ON 12/24 VDC 20K ON

COM20K-ON-530SW 12/24 VDC 20K ON 530 SW

COM20K-ON-540TW 12/24 VDC 20K ON 540

Other Mount Lights

Model # Voltage Lumen
On/
Off 

Switch

Other Mounts Options
Fixed  
Top  

Mount
Tripod

Portable 
Base

Quick 
Release 
Bracket

AC  
Plug  
Type

COM120-570 120 VAC 20K 570

COM120-
ON-600-603

120 VAC 20K ON 600 603 P3

COM120-
ON-642-603

120 VAC 20K ON 642 603 P3

COM120-ON-656-
603-P1

120 VAC 20K ON 656 603 P1

COM120-ON-700-P1 120 VAC 20K ON 700 P1

Part Number Key:
600: standard/full size tripod (72" high)
642: short tripod (45" high)
656: medium tripod (58" high)
P1: 5-15 straight (household type) plug
P3: L5-15 3-prong twist lock plug

COM120-ON-700-P1

https://www.fedsig.com/product/commander-series-light
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Area LightingCommander®  Plus & Plus-S Series

Features

• Slimmest LED lamp head profile  
in the industry — 5.38 inch H x  
14.0 inch W x 3.75 inch D

• Innovative cooling fins provide 
higher efficiency

• Advanced lens and arrangement of 
LEDs generate a uniform flood and 
spot combination light pattern 

• Instant-on at full intensity 

• ”Sure Grip“ handle stays cool to the 
touch when holding lamp head 

• White bezel standard, chrome 
or black bezel is optional (select 
models)

• Offered in a variety of mounting 
options: telescopic pole, non-
telescopic, portable, tripod, surface 
mount, or brow mount  

• Optional raised pole indicator 
(SW) — alerts the vehicle operator 
that an extendable pole is raised

• Optional quick release tripod 
bracket (603) — a spring-loaded 
deadbolt lock to hold the tripod 
at its midpoint when mounted on 
the exterior or a vehicle or in a 
compartment

• Five-year warranty   
     
    

Light Head Only 
Model # Voltage Lumen

COMX-120 120 VAC 28K

COMX-DC 12/24 VDC 28K

COMX-S-120 120 VAC 28K*

COMX-S-DC 12/24 VDC 28K*

Side-Mount Pole Lights (includes 2.75" off-set mounting brackets)

Model # Voltage Lumen
 On/Off 
Switch

Pole Option

Push-Up
Raised Pole 

Indicator

COMX-120-ON-530 120 VAC 28K ON 530

COMX-120-ON-530SW 120 VAC 28K ON 530 SW

COMX-DC-530 12/24 VDC 28K 530

COMX-DC-530SW 12/24 VDC 28K 530 SW

COMX-DC-ON-530 12/24 VDC 28K ON 530

COMX-S-120-ON-530 120 VAC 28K* ON 530

COMX-S-DC-ON-530 12/24 VDC 28K* ON 530

Other Mount Lights

Model # Voltage Lumen
 On/Off 
Switch

Other 
Mounts

Options

Fixed 
Top 

Mount
Tripod

Quick 
Release 
Bracket

AC 
Plug 
Type

COMX-120-570 120 VAC 28K 570

COMX-120-ON-600-603-P3 120 VAC 28K ON 600 603 P3

COMX-120-ON-642-603 120 VAC 28K ON 642 603 P3

COMX-DC-570 12/24 VDC 28K 570

COMX-S-120-570 120 VAC 28K* 570

COMX-S-DC-570 12/24 VDC 28K* 570

Part Number Key:
600: standard/full size tripod (72-inch high) 
642: short tripod (45-inch high) 
P3: L5-15 3-prong twist lock plug 

COMX-S-120

NOTES
* COMX-S models allow user to select spot (14K) and/or flood (14K)
• 240 VAC models available by request
• Black or Chrome bezel options available by request

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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Area LightingCommander® LC Series

Features

• Generates 11K or 20K lumens of 
super bright White light (15K for 
recessed mount only)

• Available in 12/24 VDC

• COMLC11K: 3.32 inch H x 7.63 inch 
W x 5.19 inch D; COMLC20K: 3.32 
inch H x 11.5 inch W x 5.19 inch D

• Uniform high quality White light 
with the widest light pattern

• Parabolic reflector & lens focuses 
more LED light on the scene and 
objects far away

• Instant-on at full intensity

• “Sure Grip” handle stays cool to the 
touch when holding lamp head

• Offered in a variety of mounting 
options: telescopic pole, non-
telescopic, recessed mount, or brow 
mount

• Optional raised pole indicator 
(SW) —  alerts the vehicle operator 
that an extendable pole is raised

• Five-year warranty

Light Head Only 
Model # Lumen

COMLC11K 11K

COMLC20K 20K

Side-Mount Pole Lights (includes 3.5" off-set mounting brackets)

Model # Lumen
Poles Option

Push-Up Pull-Up Raised Pole Indicator

COMLC11K-530-H 11K 530

COMLC11K-540-H 11K 540

COMLC20K-530SW-H 20K 530 SW

COMLC20K-540TW-H 20K 540

Other Mount Lights

Model # Lumen
On/Off 
Switch

Other Mounts

Fixed Top Mount Recessed Mount

COMLC11K-570 11K 570

COMLC11K-570-ON 11K ON 570

COMLC20K-570 20K 570

COMLC15K-210 15K 210

https://www.fedsig.com/product/commander-series-light
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Area LightingCommander® M SeriesArea Lighting

Features

• Compact lamp head design — 6.5 
inch H x 8.75 inch W x 3.25 inch D

• Slimmest LED lamp head profile in 
the industry

• Advanced lens and arrangement of 
LEDs generate a uniform flood and 
spot combination light pattern

• Instant-on at full intensity

• White bezel standard, chrome 
or black bezel is optional (select 
models)

• Offered in a variety of mounting 
options: telescopic pole, non-
telescopic, portable, tripod, surface 
mount, or brow mount 

• Optional raised pole indicator 
(SW) — alerts the vehicle operator 
that an extendable pole is raised

• Optional quick release tripod 
bracket (603) — a spring-loaded 
dead bolt lock to hold the tripod 
at its midpoint when mounted on 
the exterior or a vehicle or in a 
compartment

• Five-year warranty

Light Head Only 
Model # Voltage Lumen
COMMS-120 120 VAC 14K

COMMS-DC 12/24 VDC 14K

Side-Mount Pole Lights

Model # Voltage Lumen
 On/Off 
Switch

Poles

Push-Up Pull-Up

COMMS-120-ON-530 120 VAC 14K ON 530

COMMS-120-ON-540-H 120 VAC 14K ON 540

COMMS-DC-ON-530 12/24 VDC 14K ON 530

Other Mount Lights
Model # Voltage Lumen Fixed Top Mount

COMMS-120-570 120 VAC 14K -570

COMMS-DC-570 12/24 VDC 14K -570

NOTES
• 240 VAC models available by request
• Black or Chrome bezel options available by request

http://www.fedsig.com
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Area LightingCommander® SB Series

Features

• Generates 7K lumens of intense LED 
light

• Available in 12/24 VDC 

• Built tough for long life in the 
harshest environments 

• Versatile design offers multiple 
mounting options

• Offers 3 different light patterns 

• Spot: a focused and concentrated 
long range light beam for 
illuminating object in the distance

• Flood: widest pattern of light that 
is perfect for evenly illuminating 
the work area

• Trapezoid: Wider than a spot and 
longer than a flood; ideal as an 
all-purpose light or for mounting 
on front of vehicle for increased 
visibility while driving

• White housing standard, black 
housing is optional

• Available with optional on/off switch

• Five-year warranty   
     
   

Model #
Light Pattern Mount

Flood Spot Trapezoid Pedestal Yoke None

COMSB-FLD-CD FLD CD

COMSB-FLD-NM FLD NM

COMSB-FLD-YM FLD YM

COMSB-SPT-CD SPT CD

COMSB-SPT-NM SPT NM

COMSB-SPT-YM SPT YM

COMSB-TRP-CD TRP CD

COMSB-TRP-NM TRP NM

COMSB-TRP-YM TRP YM

NOTE
• Order with -BLA for black housing
• Order with -ON for on/off switch

COMSB-FLD-YM

https://www.fedsig.com/product/commander-series-light
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Area Lighting

Commander® Series 
Surface Mount LightsArea Lighting

Features

• Slimmest profile surface mount —  
only 1 3/4 inch 

• Generates up to 20K lumens of 
super bright White light

• Available in 12/24 VDC  or 120 VAC

• Chrome bezel standard, black bezel 
optional

• Easy to install, no panel cut-out 
needed on VDC models

• Five-year warranty   
  

Model Description

COM7K-900 Commander, 7K lumen, 12/24 VDC, low profile surface mount light, Chrome bezel

COM120-260 Commander, 15K lumen, 120 VAC, low profile surface mount light, Chrome bezel

COM15K-260
Commander, 15K lumen, 12/24 VDC, low profile surface mount light,  
Chrome bezel

COMX-DC-260
Commander Plus, 20K lumen, 12/24 VDC, low profile surface mount light,  
Chrome bezel

COM15K-260

http://www.fedsig.com
mailto:amberorder%40fedsig.com?subject=2017%20Work%20Truck%20Catalog
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Features

• High-powered LED light

• 550 lumen model

• Polycarbonate housing and lens

• Effective flood light solution

• Adjustable vertical and horizontal 
mounts

• Stainless steel hardware kit and 
u-bracket included

• 12/24 VDC

• Three-year warranty

Model Description

550 Lumen Models

COM550-RND Round

COM550-SQ Square

Area LightingCommander® 550 Series

COM550-RND COM550-SQ

https://www.fedsig.com/product/commander-series-light
https://www.fedsig.com/product/commander-series-light
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Area Lighting

COM550-RND COM550-SQ

Specifications

Lumens 550 lm

Amp Draw 0.75 A @ 12.8 VDC

Voltage 12/24 VDC

Housing/Lens Polycarbonate

Mounting Stainless steel bracket with bolt

Physical Specifications

Height 5.58 in (14.17 cm) 5.66 in (14.37 cm)

Diameter 4.66 in (11.8 cm) 4.63 in (11.76 cm)

Depth 1.96 in (4.9 cm) 1.95 in (4.95 cm)

Ship Weight

    1.0 lb (0.4 kg) 1.2 lb (0.5 kg)

5.5
8

4.66
1.96

4.63

5.6
6

1.9
1

1.95

COM550-RND COM550-SQ

Area LightingCommander® 550 Series

http://www.fedsig.com
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Area Lighting

Commander®  Series 750  
and 1200 Work Lights

Features

• High-powered LED work light

• 1200 or 750 lumen models

• Effective flood light solution

• Adjustable vertical and horizontal 
mounts

• Vibration resistant construction

• Stainless steel hardware kit and 
u-bracket included

• 12/24 VDC

• Three-year warranty

Model Description

COM1200-RND 1200 Lumen, Round

COM1200-SQ 1200 Lumen, Square

COM750-RND 750 Lumen, Round

COM750-SQ 750 Lumen, Square

COM1200-RND COM1200-SQ

COM750-RND COM750-SQ

COM1200-SQ

https://www.fedsig.com/product/commander-series-work-lights
https://www.fedsig.com/product/commander-series-work-lights
https://www.fedsig.com/product/commander-series-work-lights
https://www.fedsig.com/product/commander-series-work-lights
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COM1200-RND COM1200-SQ COM750-RND COM750-SQ

Specifications

Amp Draw 2 A @ 12.8 VDC 2 A @ 12.8 VDC 1.25 A @ 12.8 VDC 1.25 A @ 12.8 VDC

Wattage Lamp 27 Watts 27 Watts 16.6 Watts 16.6 Watts

Physical Specifications

Height 5.7 in (14.5 cm) 5.7 in (14.5 cm) 5.30 in (12.7 cm) 5.1 in (13.0 cm)

Diameter or Length 4.6 in (11.7 cm) 4.3 in (11.0 cm) 4.58 in (11.7 cm) 4.3 in (11.0 cm)

Depth 2.6 in (6.6 cm) 2.6 in (6.6 cm) 1.74 in (4.4 cm) 2.3 in (5.8 cm)

Ship Weight

1.8 lb (0.8 kg) 2.0 lb (0.9 kg) 1.25 lb (0.6 kg) 1.6 lb (0.7 kg)

Area Lighting

Commander®  Series 750  
and 1200 Work Lights

2.32 in. (5.8 cm)

4.61 in. (11.7 cm)

5.75 in. (14.5 cm)

2.64 in. (6.6 cm)

2.64 in. (0.0 cm)

4.28 in. (0.0 cm)

4.35 in. ( cm)

5.05 in. (14.4 cm)

4.3 in. (11.0 cm)

5.7 in. (0.0 cm)

4.58 in. (13.5 cm) 1.74 in. (4.4 cm)

5.30 in. (13.5 cm)

COM1200-SQ COM750-SQ

COM1200-RND COM750-RND

http://www.fedsig.com
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Area LightingWireless VisiBeam®   / VisiBeam®  

Features

• High-power spotlight for superior 
work area illumination

• Ergonomically designed wireless 
transmitter operates at over 100-ft 
(Wireless VisiBeam®)

• Up to (4) four transmitters 
programmable to operate one light 
(Wireless VisiBeam®)

• Graduated start for pinpoint light 
beam placement

• Continuous 360-degrees horizontal 
and 140-degrees vertical adjustment

• Three-year warranty

Approval

• FCC Approved 

Model Description

Wireless VisiBeam

12 VDC, 100W, wireless controller

620200 Permanent mount

620201 Magnetic mount with cigarette lighter plug

24 VDC, 65W wireless controller

620202 Permanent mount

VisiBeam II

620102 55 W, 12 VDC, adjustable spot light surface mount

620122 100 W, 12 VDC, adjustable spot light, surface mount

620142
100 W, 12 VDC, adjustable spot light, magnetic mount with cord and cigarette 
plug

Common Replacement Parts

620502
Bulb, 12 VDC, 100 W, for models 620122, 620142, 620152, 620200 and 
620201

620504 Bulb, 24 VDC, 65 W, for models 620104 and 620202

620510 Bulb, 12 VDC, 55 W, for model 620102

448500-05 Dome, Clear

Z146903B Cable assembly, 25-ft

Z8422528A Motor, 24 VDC

Z8422B399A-01 Motor, 12 VDC

Z8433039B Remote control

Z8433113A Transmitter, wireless



www.fedsig.com    800.824.0254   amberorders@fedsig.com 

153

Area LightingWireless VisiBeam®   / VisiBeam®  

Wireless controller has a 

belt clip design for easy 

storage when not in use

Permanent Mount

Specifications

Voltage 12/24 VDC

Amp Draw
7.8 Amps @ 12.8 VDC (100W)

2.7 Amps @ 25.6 VDC (65W)

Candelas
90,000 (65W)

125,000 (100W)

Operating Frequency 433.92 MHz

Physical Specifications

Diameter 6.3 in (16.1 cm)

Height 6.5 cm (16.4 cm) — permanent mount

Ship Weight

2.0 lb (0.9 kg)

6.5"  

(16.4 cm)

0.2" (0.4 cm)  

4 mounting holes 

equally spaced

0.2" (0.6 cm)  

3 mounting holes 

equally spaced

5.1" (13.0 cm) 

bolt circle

3.0" (7.6 cm) 

bolt circle

6.3" (16.1 cm)

http://www.fedsig.com
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Compartment Lighting

COMFLEX-9 COMFLEX-18 COMFLEX-27 COMFLEX-36 COMFLEX-45 COMFLEX-54 COMFLEX-63

Specifications

Operating Voltage 12 VDC

Operating Temperature -40°C to +65°C

Amp Draw 0.3 0.6 0.8 1 1.3 1.6 1.8

LED Count 12 27 39 54 69 81 96

Physical Dimensions

Length
10.94 in  

(27.78 cm)
18.82 in  
(47.8 cm)

26.69 in  
(67.79 cm)

36.54 in  
(92.81 cm)

46.38 in  
(117.81 cm)

54.25 in  
(137.80 cm)

64.09 in  
(162.79 cm)

Width 0.5 in (1.27 cm)

Height 0.2 in (.51 cm)

Commander® Series Flex Light

Features

• Interior mounted flexible 
compartment strip LED lighting

• Cool White LED lighting to 
illuminate compartment 

• 1/2-inch wide; available in (7) 
lengths

• IP67 rated — completely sealed, 
moisture-proof electronics; 12 VDC

• 3M™ acrylic foam tape on back for 
easy installation; mounting clips and 
screws included

• Three-year warranty

Model Description

COMFLEX-9 9", flexible compartment strip light, White LED

COMFLEX-18 18", flexible compartment strip light, White LED

COMFLEX-27 27", flexible compartment strip light, White LED

COMFLEX-36 36", flexible compartment strip light, White LED

COMFLEX-45 45", flexible compartment strip light, White LED

COMFLEX-54 54", flexible compartment strip light, White LED

COMFLEX-63 63", flexible compartment strip light, White LED

COMFLEX-9

COMFLEX-63



www.fedsig.com    800.824.0254   amberorders@fedsig.com 

155

F e d e r a l  S i g n a l

Compartment Lighting

COMFLEX-9 COMFLEX-18 COMFLEX-27 COMFLEX-36 COMFLEX-45 COMFLEX-54 COMFLEX-63

Specifications

Operating Voltage 12 VDC

Operating Temperature -40°C to +65°C

Amp Draw 0.3 0.6 0.8 1 1.3 1.6 1.8

LED Count 12 27 39 54 69 81 96

Physical Dimensions

Length
10.94 in  

(27.78 cm)
18.82 in  
(47.8 cm)

26.69 in  
(67.79 cm)

36.54 in  
(92.81 cm)

46.38 in  
(117.81 cm)

54.25 in  
(137.80 cm)

64.09 in  
(162.79 cm)

Width 0.5 in (1.27 cm)

Height 0.2 in (.51 cm)

Specifications

Current Draw 0.8 A (12 VDC) , 0.4 A (24 VDC)

Input Voltage 12/24 VDC

Physical Dimensions

Depth 0.875 in (2.22 cm)

Diameter 2.625 in (6.67cm)

Features

• Compact, ultrabright, White LED for 
compartments, panels, & underbody 
applications; surface mount

• 650 lumens; 12/24 VDC

• Flood beam for wider illumination or 
focused lens for directed light

• Five-year warranty

Model Description

COMFF100 FireFly, 650 lumen, 12/24 VDC, focused lens, surface mount

COMFF110 FireFly, 650 lumen, 12/24 VDC, flood lens, surface mount

Compartment LightingCommander® Series FireFly Lights

http://www.fedsig.com
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Compartment LightingLittlite®

Features

• Flexible, “goose-neck” task lights 
that can be easily aimed exactly 
where you need it

• LED or halogen models

• Available with on/off switch or 
rheostat dimmer control

• 6-, 12-, and 18-inch lengths

• Includes a 24-inch wire length for 
installation

• Five-year warranty on LED elements, 
and limited lifetime warranty on 
mechanical components

Model Description

LED Littlite Models

Neck extends from top of chassis, horizontal mount

LF12TSB-LED 12", On/Off switch control, wired base

LF12TS-LED 12", On/Off switch control

LF18TSB-LED 18", On/Off switch control, wired base

LF18TSB-LED-BLUE 18", On/Off switch control, wired base, Blue

LF18TS-LED 18", On/Off switch control

Neck extends from end of chassis, vertical mount

LF12ES-LED 12", On/Off switch control

LF18ES-LED 18", On/Off switch control

Halogen Littlite Models

Neck extends from end of chassis, vertical mount

LF12ER 12", Rheostat control

LF12ERB 12", Rheostat control, wired base

LF12ESB 12", On/Off switch control, wired base

LF18ERB 18", Rheostat control, wired base

LF18ER-LED-UV 18", Rheostat control, UV/White/Red light modes

Neck extends from top of chassis, horizontal mount

LF6MOTO 6", Switch control, wired base, motorcycle application

LF12TR 12", Rheostat control

LF12TRB 12", Rheostat control, wired base

LF18TR 18", Rheostat control

LF18TRB 18", Rheostat control, wired base

LF18TS 18", On/Off switch control

Common Replacement Parts

Z8550250A Lamp, bi-pin

Z8550251A Filter, Red; -01(Clear)

Littlite is a trademark of CAE, Inc.

NOTE
• Visit fedsig.com for detailed product information

https://www.fedsig.com/product/littlite
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Compartment Lighting

Commander® 1"  
Compartment Lights

Specifications

Current Draw Max 0.5 A

Input Voltage 12 VDC

Operating Temperature Range -40 °C - 65° C

Physical Dimensions

Depth 0.5 in (1.27 cm) 

Length 1.5 in (3.81 cm)

Height  0.98 in (2.49 cm)

Ship Weight

0.05 Ibs (0.02 kg)

Features

• Multipurpose surface mount 
warning and marker lights; small 
size allows for various mounting 
locations on vehicle

• Flashing models available with a 
single flash pattern

• Marker/clearance lights meet SAE 
J592 & J2042

• Fully encapsulated to prevent any 
moisture issues

• Chrome flange and mounting gasket 
included

• Five-year warranty

Model Description

1" White Illumination Light, Surface mount, Chrome flange

COM1LC-W 3-LED light head, White

COM145LC-W 3-LED light head, 45 degree mount, White

COM1LC-W COM145LC-W

1.5 in (3.81 cm)

    0.98
(2.49 cm)

   1.13 in 
(0.44 cm)

  0.53 in 
(1.27 cm)
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Compartment Lighting

Commander® 3"  
Compartment Lights

Specifications

Current Draw 0.5 A

Input Voltage 12 VDC

Operating Temperature Range -40 °C to - 65° C

Physical Dimensions

Depth 0.4 in (1.0 cm)

Diameter 3.2 in. (8.2 cm)

Ship Weight

0.18 lb (0.08 kg)

Features

• Standard 3-inch round surface 
mount compartment light with an 
aluminum base

• Flashing models available in Amber, 
Blue and Red

• Available in Red, White, Blue/White, 
and Red/White; with clear or colored 
lens

• Dual color models allow for separate 
control of colors

• Red LED compartment lights are 
ideal for improved nighttime vision

• Include bolt or adhesive mount for 
added flexibility in mounting

• Five-year warranty

Approvals

• SAE J845

• J595, Class 2

Model Description

3" Round Compartment Light, Single color, surface mount

COM3SWC 6-LED light head, White LEDs, Clear lens

COM3SRR 6-LED light head, Red LEDs, Red lens

3" Round Compartment Light, Dual color, Clear lens,  
surface mount

COM3SBWC 6-LED light head; 3-LED Blue, 3-LED White

COM3SRWC 6-LED light head; 3-LED Red, 3-LED White

COM3SWC COM3GROMMET

MOUNTING HOLES
  2.59 in  (1.01 cm) 0.39

3.23 in
8.2 cm
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Compartment LightingCommander® 5" LED Interior Light

Specifications

Input Voltage 12 VDC

Amp Draw .33 Amps

Operating Temperature -30°C to +65° C

Physical Specifications

Height 2.7 in (7.0 cm)

Length 5.75 in (14.6 cm)

Depth .69 in (1.7 cm)

Ship Weight

0.154 lb (0.07 kg)

Features

• Low-profile surface mount 
rectangular dome/compartment 
light — less than 3/4-inch thick

• Durable polycarbonate housing and 
sealed clear lens

• 540 raw lumen output, 380 effective 
lumen output

• Ideal for dome or compartment 
lighting

• Five-year warranty

Model Description

COMINT5-W 9-LED light head, 380 lumens, surface mount, White, Clear lens

0.18 in (2x)

.69 in

5.75 in (14.6 cm)
5.0 in (1.96 cm)

  2.75 in
(1.08 cm)

COMINT5-W
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Compartment LightingCOM6 Series Compartment Light 

COM618W COM6W COM6RW COM6BW

Specifications

Input Voltage 12/24 VDC

Lumens High (800) Low (80)                      High (400) Low (80) High (400) White Low (300) Red
High (400) White Low (300) 

Blue

Operating Temperature -30°C to +80°C

Physical Dimensions

W x D 6.19 in x 0.61 in  (15.72 cm x 1.50 cm)

Ship Weight

0.44 lb (0.20 kg)

Features

• Low-profile, surface mount, LED 
compartment light 

• Provides interior lighting for compact 
spaces

• LED Count 
  COM6W – (21) White LEDs 
  COM618W – (36) White LEDs 
  COM618W – (21) White and  
   (45) Red LEDs 
  COM6BW- (21) White and (39)     
    Blue LEDs

• Conveniently located On/Off switch 
for easy operation 

• Five-year warranty 

Approvals

• Certified for NFPA 1901 and NFPA 
1917 when properly configured

Model Description

COM6W (21) White LEDs, Clear lens

COM618W (36) White LEDs, Clear lens

COM6RW (21) White and (45) Red LEDs, Clear lens

COM6BW (21) White and (39) Blue LEDs, Clear lens

COM6BZL-2 White Bezel

COM6BZL-3 Black Bezel

COM6BZL-4 Gray Bezel

6.19 in (15.72 cm) 0.61 in (1.50 cm)
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Compartment Lighting Compartment LightingCOM8 Series Compartment Light 

COM8PTSC COM8PTSW COM8PT6C COM8PT6W COM8PTC

Specifications

Current Draw Max 1.5 A Max 2.0 A

Input Voltage 12 VDC

Operating Temperature -30°C to +65°C

Physical Dimensions

Diameter and Depth 8.5 in x 0.9 in  (21.6 cm x 2.3cm) 8.8 in x 0.9 in (22.4 cm x 2.3 cm)

Ship Weight

1.5 lb (0.7kg)

Features

• 8-inch round interior lights available 
in multiple LED colors and housing 
types

• Direct replacement for 8-inch 
halogen or incandescent lamps 
utilizing standard industry hole 
patterns and cutout dimensions

• Models available with chrome or 
white housings, including snap-in 
models

• Hi-Lo intensity inputs

• Five-year warranty

Model Description

COM8PTC 18-LED light head, White, Chrome housing

COM8PT6C 6-LED light head, White, Chrome housing

COM8PT6W 6-LED light head, White, White housing

COM8PTSC 18-LED light head, White, Chrome snap-in housing

COM8PTSW 18-LED light head, White, White snap-in housing

8.43 in (21.4 cm)

RETAINER
BAR LENGTH 1613125

DATE CODE LABEL
81462352-XXX
NAMEPLATE

1.30 in
(3.3 cm)

.90 in (2.28 cm)

7.01 in
(17.8 cm)

.84 in (2.1 cm) .90 in (2.28 cm)

7.01 in
(17.8 cm)

1613125
DATE CODE LABEL

81462352-XXX
NAMEPLATE

8.00 in (20.3 cm)
8.75 (22.2 cm)

5.66 in
(14.38 cm)

5.66 in
(14.38 cm)
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Compartment LightingCommander® LED Strip Lights

Features

• 10-inch LED strip lights

• Warning lights have (11) flash 
patterns

• Available models include warning, 
Brake/Tail/Turn, compartment and 
tank lights

• Warning light can synchronize to 
flash simultaneously or alternately

• LED count 
 Brake/Tail/ Turn – (72) LEDs 
 Compartment lights – (6) or (18) LEDs 
 Tank light – (96) LEDs (24 LEDs of  
   each color) 
 Warning lights – (72) LEDs

• Five-year warranty

Model Description

COMSTL 10" LED Strip Lights, Brake/Tail/Turn model

COMSTL-BTT Red LEDs, Red lens

COMSTL 10" LED Strip Lights, Compartment light models

COMSTLS6C-W (6) White LEDs, Frosted lens

COMSTLS18C-W (18) White LEDs, Frosted lens

COMSTL 10" LED Strip Lights, Tank light model 

COMSTL-TANK Amber, Blue, Green, Red LEDs, Clear lens

COMSTL 10" LED Strip Lights, Warning light models

COMSTLF-A Amber LEDs, Amber lens

COMSTLFC-A Amber LEDs, Clear lens

COMSTLF-B Blue LEDs, Blue lens

COMSTLFC-B Blue LEDs, Clear lens

COMSTLF-R Red LEDs, Red lens

COMSTLFC-R Red LEDs, Clear lens

Accessories

COMSTL-BKT Mounting bracket for use with (1) COMSTL light

COMSTL-BKT45 45-degree angled mounting bracket for use with (1) COMSTL light

COMSTL-DUALBKT45 45-degree angled mounting bracket for use with (2) COMSTL lights 

COMSTLF-A
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Compartment Lighting

Compartment LightingCommander® LED Strip Lights

Specifications

Input Voltage 12/24 VDC

Current Draw

COMSTLF and COMSTLFC models 1.0 A

COMSTL-BTT 0.5 A in Tail mode 1.0 A in Brake mode

COMSTL-TANK 2.0 A

COMSTLS6C-W 0.5 A 

COMSTLS18C-W 1.0 A

Operating Temperature (-40°C to +80°C)

Physical Dimensions

Height 1.04 in (2.64 cm) 

Width 11.5 in (29.21 cm)

Depth 1.35 in  (3.43 cm)

Ship Weight

1.0 lb (0.45 kg)

10.25 in (26.03 cm)

DRILL HOLE FOR #6
SHEET METAL SCREW

0.98 in 
(2.48 cm)

OUTLINE OF
LED LIGHT

DRILL HOLE FOR #6
SHEET METAL SCREW

Ø50.0 in
DRILL HOLE
FOR WIRES
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210238-S

210238-W

Back-up Alarm2012 Series Alarms 

Features

• Available in 87 dB(A), 97 dB(A) and 
102 dB(A) models with wires or 
stud terminals

• Built-in universal mounting bracket 
with industry-standard 3.25-inch 
centers and self-grounding strap  
(on “–S” models) eases installation

• Steam-cleanable and pressure 
washable

• Epoxy encapsulation protects 
against vibration, as well as debris 
and moisture ingress

• Three-year warranty

Approvals

• SAE J994

• CE

• OSHA

• MSHA

Model Description

2012 Series, 12/24 VDC, stud terminal

210238-S 87 dB(A), 12/24 VDC, SAE J994 Type D, stud terminal 

210239-S 97 dB(A), 12/24 VDC, SAE J994 Type C, stud terminal 

210240-S 102 dB(A), 12/24 VDC, SAE J994 Type F, stud terminal 

2012 Series, 12/24 VDC, wired

210238-W 87 dB(A), 12/24 VDC, SAE J994 Type D, wired model 

210239-W 97 dB(A), 12/24 VDC, SAE J994 Type C, wired model 

210240-W 102 dB(A), 12/24 VDC, SAE J994 Type F, wired model

https://www.fedsig.com/product/2012-series-back-up-alarms
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Back-up Alarm2012 Series Alarms

Specifications

Operating Voltage 12/24 VDC

Conformance SAE J994, CE, OSHA and MSHA

Sound Output 210238-S
210238-W
210239-S 
210239-W
210240-S
210240-W

87 dB(A)
87 dB(A)
97 dB(A)
97 dB(A)

102 dB(A)
102 dB(A)

Current Draw 210238-S
210238-W
210239-S
210239-W
210240-S
210240-W

0.3 A
0.3 A
0.3 A
0.3 A
0.5 A
0.5 A

SAE J994 Type 210238-S
210238-W
210239-S
210239-W
210240-S
210240-W

Type D
Type D
Type C
Type C
Type F
Type F

Physical Dimensions

Width 1.1 in. (2.8 cm)

Height 2.6 in. (6.5 cm)

Length 4.1 in. (10.5 cm)

4.1" (10.5 cm)

1.3"
(3.2 cm)

2.6" (6.5 cm)

3.25" (8.3 cm)

1.1" (2.8 cm)
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Back-up AlarmEvacuator® 

Features

• ”Plus” models offer dual-tone 
function (pulse or constant)

• A wide range of decibel levels and 
operating voltages are offered for 
enhanced application flexibility

• Universal mounting bracket 
included

• Unique Piezo electric design 
incorporates a tear-free Mylar 
speaker cone that is impervious  
to moisture

• Solid-state electronics and a sealed 
design protect against moisture, 
contaminants and vibration

• Three-year warranty

Approvals

• SAE J994

• OSHA

• MSHA

210330SSG 

(shown with mounting bracket included)

Model Description

Evacuator Plus, Dual Functions, 12-48 VDC

210330SSG 87 dB(A), 12-48 VDC, SAE J994 Type D, nickel-plated threaded terminals

210331SSG 97 dB(A), 12-48 VDC, SAE J994 Type C, nickel-plated threaded terminals

210333SSG 107 dB(A), 12-48 VDC, SAE J994 Type B, nickel-plated threaded terminals

210335SSG 112 db (A), 12-48 VDC, SAE J994 Type B, nickel-plated threaded terminals

https://www.fedsig.com/product/evacuator-back-up-alarms
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Back-up AlarmEvacuator® 

2.9" (7.3 cm)

2.4" (6.2 cm)

0.9" (2.4 cm)

3.0"
(7.6 cm)

2.1"(5.4 cm)

0.9"(2.4 cm)
0.25"

(0.6 cm)

1.5" (3.9 cm)
1.3" (3.3 cm)

0.6"
(1.6 cm)

2.1"
(5.4 cm) 0.2"

(0.6 cm)

0.25"
(0.6 cm)

2.0"
(5.1 cm)

4.0" (10.2 cm)
0.2" (0.6 cm)

0.3" (0.7 cm)

0.25" Thread

2.1" (5.4 cm)

210330SSG 210331SSG 21033SSG 210335SSG

Specifications

Amp Draw 0.02 A @ 12 VDC 0.03 A @ 12 VDC 0.17 A @ 12 VDC .17 A @ 12 VDC

Voltage 12/48 VDC 12/48 VDC 12/48 VDC 12-48 VDC

Sound Level 87 dB(A) 97 dB(A) 107 dB(A) 112 db

Sound Frequency 2.75 kHz 2.4 kHz 2.7 kHz 2.7 kHz

Physical Specifications

Length 2.9 in. (7.4 cm)

Width 2.9 in. (7.4 cm)

Height 2.4 in. (6.1 cm)

Ship Weight

0.6 lb (0.3 kg)

Mounting Bracket
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Back-up AlarmSpeciality Alarms and Switches 

Features 
 
Speciality Alarms

• Automatically adjusts to at least  
5 dB(A) above ambient noise level 
(210502SSG is manually adjustable)

• Epoxy-sealed for protection against 
vibration, dirt and moisture

• Glass-filled nylon housing is  
steam-cleanable

• Integrated universal mounting 
bracket

• Maximum current draw between 
0.2 A and 1.0 A

• Meet SAE J994, OSHA, and MSHA 
requirements

• Three-year warranty

Switches

• For installations where it is not 
possible to wire a back-up alarm 
into the vehicle’s back-up light 
circuit

• Installed adjacent to the gear-shift 
lever or linkage, the switch activates 
the alarm when the activating shaft 
is removed

Speciality Alarm Approvals

• SAE J994

• OSHA

• MSHA

210350SSG210298

Model Description

Speciality Alarms

210350SSG
77-102 dB(A), auto-adjusting, 12-24 VDC, SAE J994 Type E-F,  
4.02 in x 2.64 in x 1.60 in

210502SSG
107-112 dB(A), manually adjustable, 12-24 VDC,  
SAE J994 Type B or A, 5.00 in x 3.06 in x 3.78 in

210504SSG
87-112 dB(A), auto-adjusting, 6-24 VDC, SAE J994 Type D-A,  
5.00 in x 3.06 in x 3.78 in

210505SSG
87-107 dB(A), auto-adjusting, 12-48 VDC, SAE J994 Type D-B,  
5.00 in x 3.06 in x 3.78 in

Switches

210298
Multi-directional 360-degree switch, 5 A, water-resistant, with adjustable 
mounting bracket

210299SSG Unidirectional switch, 5 A

200053-95 Replacement mounting bracket for 210298 switch
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Back-up Alarm

Back-up AlarmSpeciality Alarms and Switches

Mounting hole patterns for 
210504SSG/210505SSG Back-up Alarms

210350SSG Back-up Alarms

210502SSG 210504SSG 210505SSG 210350SSG

Evacuator Plus

Amp Draw 0.2 max 0.5 max 0.3 max 0.3 max

Voltage 12/24 VDC 6/24 VDC 12/48 VDC 12/24 VDC

Output 107-112 dB(A) 87-112 dB(A) 87-107 dB(A) 77-102 dB(A)

Sound Frequency 1200 Hz 1150 Hz 1150 Hz 1300 Hz

Ship Weight

2.0 lb (0.9 kg)

0.3"
(0.8 cm)

4.1"
(10.5 cm)

5.0"(12.7 cm)

3.3"(8.3 cm)

1.6"
(4.1 cm)

0.3"
(0.9 cm)

4.0"
(10.2 cm)

3.3"(8.3 cm)

1.3"
(3.3 cm)

2.6"(6.7 cm)

0.1"(1.3 cm)

0.4"(1.1 cm)

0.3"(0.8 cm)

3.1"(7.8 cm)

2.0"
(5.1 cm)

0.6" (1.4 cm)

3.8" (9.6 cm)
2.0"

(5.1 cm)

0.4" (1.1 cm)
0.5" (1.2 cm)
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Mobile CamerasMobile Camera Systems 

Features

• All cameras are high-resolution, 
color Sony® CCD cameras

• TFT-LCD color monitors available  
in 5.6-inch or 7.0-inch

• Most cameras equipped with 
automatic day/night sensor and 
infrared LEDs for night vision

• Multiple camera cable lengths 
available

• Wide operating temperature range 
for all cameras: -22°F to +149°F

• Multi-voltage capability (12/24 VDC)

• Two-year year limited warranty

Model Description

Systems

CAMSET56-NTSC-2
5.6" Monitor with two-camera input, (1) standard rear-view camera,  
(1) 65.5-ft extension cable

CAMSET70-NTSC4B
7.0" Monitor with four-camera input, (1) standard rear-view camera,  
(1) 65.5-ft extension cable

Monitors

CAMLCD-INT-56 5.6" TFT-LCD monitor with two camera inputs

CAMLCD-INT-70-B
7.0" TFT-LCD monitor with four camera inputs and intelligent split-screen 
capability

CAMLCD-MIR 4.3" TFT-LCD rear-view mirror monitor with two camera inputs

Cameras — Camera cables sold separately

CAMCCD-BALLNTSC
Ball CCD camera with photosensor and 16 infrared LEDs for night vision, 
microphone, IP68

CAMCCD-COMREAR Compact mirroring rear view camera with night vision and audio

CAMCCD-DOMENTSC
Dome CCD camera with photosensor and 18 infrared LEDs for night 
vision, microphone, IP65

CAMCCD-FLS2NTSC
Bullet/flush-mount CCD camera with photosensor and 10 infrared LEDs 
for night vision, IP68

CAMCCD-FLSHNTSC Bullet/flush-mount CCD camera, IP68, U-bracket included

CAMCCD-REARMIR Mirroring rear view camera with night vision and audio

CAMCCD-REARMIR-NIR Mirroring rear view camera with and audio, No Infrared LEDs

CAMCCD-REARNTSC
Standard rear-view CCD camera with photosensor, 16 infrared LEDs, and 
microphone, IP68

CAMCCD-SIDENTSC
Standard side-view CCD camera with photosensor, 16 infrared LEDs, and 
microphone, IP68

Wireless Module

CAMADP-DWL Module, wireless link

Continued on next page

https://www.fedsig.com/product/reverse-cameramonitor-systems
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Mobile CamerasMobile Camera Systems 

CAMCCD-FLS2NTSC
Flush mount 
with IR LEDs 

CAMLCD-MIR
Rearview mirror 

monitor

CAMCCD-FLSHNTSC
Bullet/Flush mount

CAMCCD-SIDENTSC
Side mount

CAMCCD-BALLNTSC
Ball mount

CAMCCD-DOMENTSC
Dome  

(indoor use only)

CAMCCD-REARNTSC
Standard rear-view

Cables

CAMCABLE-5 Camera-to-monitor extension cable, 16.5-ft/5-m

CAMCABLE-10 Camera-to-monitor extension cable, 33-ft/10-m

CAMCABLE-15 Camera-to-monitor extension cable, 49-ft/15-m

CAMCABLE-20 Camera-to-monitor extension cable, 65.5-ft/20-m

CAMCABLE-40 Camera-to-monitor extension cable, 131-ft/40-m

CAMCABLE-TRK Truck/trailer camera connection kit

CAMCABLE-SHORT Camera-to-monitor extension cable, 4-in/102-mm

 Accessories

CAMADP-EXT
Camera cable adapter for connecting two camera-
to-monitor extension cables together

CAMADP-RCA-IN
System adapter for connecting external RCA - 
equipped video source to FS monitor or DVR

CAMADP-RCA-OUT
System adapter for connecting CAMCCD-XXXXNTSC 
to external RCA destination input

CAMLCD-BRACKET Replacement mounting bracket for monitor

Common Replacement Parts

CAMADP-INT-2
Replacement wiring harness, CAMLCD-INT-56/ 
CAMLCD-INT-70

CAMADP-INT-4 Replacement wiring harness, CAMLCD-INT-70-B

CAMBRK-HD Heavy-duty monitor mount 

Monitor
7.0" (17.8 cm)

Monitor
5.6" (14.2 cm)

Extension Cable
65.5 ft (1996.4 cm)

Rear-View Camera

CAMCCD-COMREAR CAMCCD-REARMIR CAMCCD-REARMIR-
NIR
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DOT Systems

QuadraFlare® 7x3 and 4x3   
Mounting Boxes

Features

• 1-, 2- and 3-up versions

• Constructed with 3/16-inch  
stainless steel

• Welds to vehicle body

• Sold in pairs

• Includes internal steel mounting 
frame for use with 4x3 or 7x3 
QuadraFlare® DOT models

• Pre-punched mounting holes on 
side for use with MicroPulse® Ultra 
3 (horizontal orientation)

• Open corners to allow for drainage

• Three-year warranty

Model Description

QuadraFlare 4x3 Mounting Box

307301SSG 1-up pair for QL73D models

307302SSG 2-up pair for QL73D models

307303SSG 3-up pair for QL73D models

QuadraFlare 7x3 Mounting Box

304301SSG 1-up pair for QL43D models

304302SSG 2-up pair for QL43D models

304303SSG 3-up pair for QL43D models

3-up Rear QuadraFlare Warning Packages. 
• For a complete 3-up rear QuaraFlare® package, see page 174.

307301SSG

(lights sold separately)

304302SSG304301SSG

304303SSG  

(lights sold separately)

Shown DOT light, model QL43D-A  

(sold separately, see page 120)

(lights sold separately)
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7.98 in (3.14 cm)

15.24 in (6.0 cm)

22.51 in (57.18 cm)

4.68 in 
(1.84 cm)

3.6 in 
(1.41 cm)

4.68 in 
(1.84 cm)

4.68 in 
(1.84 cm)

3.58 in 
(1.40 cm)

3.58 in 
(1.40 cm)

1-up 2-up 3-up

Physical Specifications — QuadraFlare 4x3 Mounting Boxes

Height 8.0 in (20.3 cm) 15.3 in (38.9 cm) 22.5 in (57.2 cm)

Width 4.7 in (11.9 cm) 4.7 in (11.9 cm) 4.7 in (11.9 cm)

Depth 4.7 in (11.9 cm) 4.7 in (11.9 cm) 4.7 in (11.9 cm)

Physical Specifications — QuadraFlare 7x3 Mounting Boxes

Height 5.6 in (14.2 cm) 10.5 in (26.7 cm) 15.4 in (39.1 cm)

Width 3.6 in (9.1 cm) 3.6 in (9.1 cm) 3.6 in (9.1 cm)

Depth 4.7 in (11.9 cm) 4.7 in (11.9 cm) 4.7 in (11.9 cm)

2-up

3-up

1-up

DOT Systems

QuadraFlare® 7x3 and 4x3   
Mounting Boxes
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DOT SystemsDOT QuadraFlare® Mounting Boxes

FSDOTSYS4303-A

1 304303SSG Pair, 4x3 DOT mounting boxes, 3-up

1 605010 DOT flasher, 8-channel, 4 zone

4 605010-30
Cable, 2-conductor w/ 2-pin Deutsch (for 
QL43D-A & MPS300U-A)

2 605200D Kit, Deutsch, 2-pin (for QL43D-BACKUP)

2 605300D Kit, Deutsch, 3-pin (for QL43D-BTT)

2 QL43D-A QuadraFlare, 4x3, Amber LEDs, Amber DOT lens

2 QL43D-BTT QuadraFlare, 4x3, BTT, Red LEDs, Red DOT lens

2 QL43D-BACKUP
QuadraFlare, 4x3, Back-up, White LEDs, Clear 
DOT lens

2 MPS300U-A MircoPulse Ultra, 3-LED, Amber

FSDOTSYS4303-60-A

1 304303SSG Pair, 4x3 DOT mounting boxes, 3-up

1 605010 DOT flasher, 8-channel, 4 zone

4 605010-60
Cable, 2-conductor w/ 2-pin Deutsch (for 
QL43D-A & MPS300U-A)

2 605200D Kit, Deutsch, 2-pin (for QL43D-BACKUP)

2 605300D Kit, Deutsch, 3-pin (for QL43D-BTT)

2 QL43D-A QuadraFlare, 4x3, Amber LEDs, Amber DOT lens

2 QL43D-BTT QuadraFlare, 4x3, BTT, Red LEDs, Red DOT lens

2 QL43D-BACKUP
QuadraFlare, 4x3, Back-up, White LEDs, Clear 
DOT lens

2 MPS300U-A MircoPulse Ultra, 3-LED, Amber

*with 30-ft cables

*with 30-ft cables*with 30-ft cables

*with 60-ft cables

*with 60-ft cables

QuadraFlare DOT 4x3 Mounting Box 3-up Rear Kits

QuadraFlare DOT 7x3 Mounting Box 3-up Rear Kits

FSDOTSYS7303-A

1 307303SSG Pair, 7x3 DOT mounting boxes, 3-up

1 605010 DOT flasher, 8-channel, 4 zone

4 605010-30
Cable, 2-conductor w/ 2-pin Deutsch (for 
QL73D-A & MPS300U-A)

2 605200D Kit, Deutsch, 2-pin (for QL73D-BACKUP)

2 605300D Kit, Deutsch, 3-pin (for QL73D-BTT)

2 QL73D-A
QuadraFlare, 7x3, Amber LEDs, Amber DOT 
lens

2 QL73D-BTT
QuadraFlare, 7x3, BTT, Red LEDs, Red DOT 
lens

2 QL73D-BACKUP
QuadraFlare, 7x3, Back-up, White LEDs, 
Clear DOT lens

2 MPS300U-A MircoPulse Ultra, 3-LED, Amber

FSDOTSYS7303-60-A

1 307303SSG Pair, 7x3 DOT mounting boxes, 3-up

1 605010 DOT flasher, 8-channel, 4 zone

4 605010-60
Cable, 2-conductor w/ 2-pin Deutsch (for 
QL73D-A & MPS300U-A)

2 605200D Kit, Deutsch, 2-pin (for QL73D-BACKUP)

2 605300D Kit, Deutsch, 3-pin (for QL73D-BTT)

2 QL73D-A
QuadraFlare, 7x3, Amber LEDs, Amber DOT 
lens

2 QL73D-BTT
QuadraFlare, 7x3, BTT, Red LEDs, Red DOT 
lens

2 QL73D-BACKUP
QuadraFlare, 7x3, Back-up, White LEDs, 
Clear DOT lens

2 MPS300U-A MircoPulse Ultra, 3-LED, Amber

3-up Rear QuadraFlare® Warning Packages

• For a complete 3-up rear QuadraFlare package, below are kits with detailed contents. 
• The kits include a DOT Flasher for operation, Deutsch connectors, cables, rear 3-up 

mounting boxes, and light heads.
• To build your own solution contact your local sales person for support.

304303SSG  

(lights sold separately)
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AccessoriesSignalTech® Oval Mounting Boxes

Features

• 1-, 2- and 3-up versions

• Cold rolled steel (with zinc plating)

• Welds or bolts to vehicle body

• Sold in pairs

• Fits SignalTech® LED oval lights

• Three-year warranty

Model Description

SignalTech Oval Mounting Boxes

305101SSG 1-up pair for SignalTech LED oval models

305102SSG 2-up pair for SignalTech LED oval models

305103SSG 3-up pair for SignalTech LED oval models

 305103SSG          305102SSG            305101SSG   

(Lights sold separately)

1-up 2-up 3-up

Specifications

Height 8.9 in  (22.6 cm) 17.1 in (43.4 cm) 25.2 in (64 cm)

Length 3 in (7.6 cm) 3 in (7.6 cm) 3 in (7.6 cm)

Width 4 in (10.2 cm) 4 in (10.2 cm) 4 in (10.2 cm)

Shown SignalTech light, 

model 607106-02SB 

(sold separately, see page132)
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DOT Systems4300SS Quad Mounting Box

Features

• Top-level QuadraFlare® mounting 
box head

• Constructed with 3/16-inch stainless 
steel

• Ideal for weld-on, bolt-on or flat 
mount kit mounting

• Heavy-duty construction to protect 
light and meet demands of various 
environments

• Includes internal steel mounting 
frame for use with QL43Z lights

• QuadraFlares are available in  
single and dual head versions  
(sold separately)

• Three-year warranty 

Model Description

4x3 DOT Mounting Box

4300SS 4 head mount box for QL43Z models

Wires and connectors

605015-30 30-ft TPR cable with weather tight connector, for single color heads

605015-30-D 30-ft TPR cable with weather tight connector, for dual color heads

605200D Kit, weather tight connector, two pin (for single color heads)

605300D Kit, weather tight connector, three pin (for dual color heads)

Physical Specifications

Height 3.88 in (9.85 cm)

Width 11.0 in (27.94 cm)

Shipping Weight

12.5 lb (5.67 kg)

   11.0 in 
(27.94 cm)

   11.0 in 
(27.94 cm)

  3.88 in 
(9.85 cm)

Lights sold separately

176

NOTE
• See page 120 for QL43Z light head models
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DOT SystemsIMPAXX® Wing Plow Light

Features

• Solaris® LED reflector technology

• Superior warning with (6)  
high-powered LEDs

• Light head is fully encapsulated  
in a cast aluminum housing 

• Suitable for mounting on  
wing plow tips

• Flasher required for operation as 
part of a complete DOT lighting 
package

• Rugged weather resistant TPR cable 
with weather tight connector

• Five-year warranty

Approval

• SAE J595, Class 1

Model Description

IPX602B-WPL Horizontal IPX Wing Plow Light, Clear lens, Amber

IPX602B-WPL

http://www.fedsig.com
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Features

• Two-programmable modes of 
operation, priority to mode 2

• Power pass-through feature

• (14) Flash patterns

• SAE compliant, true random flash 
pattern

• Potted PC board in polycarbonate 
housing

• Removable wiring headers and fast 
disconnect power block for easy 
serviceability

• Individual zone activation

• Supports Spectralux® dual color 
feature

• Total system power up to 35 A

• Three-year warranty

605010

Model Description

605010 8-channel, 4-zone flasher

Cables and Connectors

605010-30 30-ft TPR cable with weather tight connector, for single color heads

605010-60 60-ft TPR cable with weather tight connector, for single color heads

605010-30-D 30-ft TPR cable with weather tight connector, for dual color heads

605010-60-D 60-ft TPR cable with weather tight connector, for dual color heads

605200D Kit, weather tight connector, two pin (for single color heads)

605300D Kit, weather tight connector, three pin (for dual color heads) 

DOT SystemsDOT System Flasher

6.46" (16.4 cm)

2.57" (6.5 cm)

5.86" (2.3 cm)

4.96" (12.6 cm)

0.12" (0.04 cm)

0.12" (0.04 cm)

4.14" (1.6 cm)

Specifications

Amp Draw Up to 7.5 A per zone max. 

Operating Temp -30°C to +65°C

Physical Specifications

Height 5.0 in (12.7 cm)

Length 6.5 in (16.5 cm)

Depth 2.7 in (6.9 cm)

http://www.fedsig.com
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AccessoriesPBX Series Push Bumper

Features

• Mount kit and hardware included

• Center cross plate and uprights are 
pre-drilled for mounting extra lights

• Heavy duty 4 gauge steel 
uprights 

• 14-gauge steel top channels

• Wide rubber strips measure  
2 3/4-inches

• Does not interfere with  
SRS airbag system

• Lower tube for extra protection  
and strength

• Includes black stainless steel 
hardware used on all visible fasteners

• E-coated / Black powder coat  
for bumpers and top channels

• Three-year warranty

Model Description

PBX06 Ford F150, Push Bumper

Accessories

Top Channels — order one with each push bumper

PBX-TC2L-4
Two-light top channel for Chevy Tahoe/Ford F150 bumper, use with two 
MPS600, MPS600U or MPS620U lights (sold separately)

PBX-TC4L-4 
Four-light top channel for Chevy Tahoe/Ford F150 trucks bumper, use with four 
MPS600, MPS600U or MPS620U lights (sold separately)

 Wing Wrap

PBXW-FRD15 Ford F150 Wing Wrap

PBX06 (lights and speaker, sold separately)

Specifications

Length 45.0 in (114.3 cm)

Width 37.0 in (94 cm)

Height 10.0 in (25.4 cm)

Ship Weight

79.0 lb (35.8 cm)

http://www.fedsig.com
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AccessoriesPerimeter Light Programmer

Features

• Allows for quick and easy flash 
pattern programming for perimeter 
lights

• Compatible with FireRay® LED, 
MicroPulse®, MicroPulse® Ultra, 
QuadraFlare®, 416900/416910 
Corner LEDs, COMSTL Series,  
and XStream®

• Programming capacity = up to  
6 A at a time

• LED screen displays flash pattern 
selection

• LED status indicator lights show 
when programming is processing 
and complete

• Two programming modes, auto  
and manual

• One-year warranty

Specifications

Voltage 12.8 VDC

Physical Specifications

Length 17.5 in (44.3 cm)

Height 2.8 in (7.1 cm)

Depth 0.8 in (2 cm)

Ship Weight

1.6 lb (0.8 kg)

Model Description

PLPR1 Perimeter light programmer

NOTE
•  The perimeter light programmer is not compatible with the following: MicroPulse® C Series, 
IMPAXX®, SignalTech, 416300 Series, 416400/416410 Series, and 416800/416810 Series.
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Accessories AccessoriesHeadlight/Taillight Flashers

Features

• Headlight and taillight flashers  
are available for high-side and 
ground switched systems

• “Plug-n-play” models available

• Multiple flash rates

• Easy to install

• Three-year warranty

FHL-TAILFHL-HLFHL2-SC

Model Description

High-Side switched headlight flasher systems

FHL2-SC
Flasher, Headlight, positive-side switched systems, 18" wire leads,  
(2) 10 A outputs, multiple flash patterns

FHL-HL
Flasher, Headlight, 90 FPM, positive-side switched systems, high-beam override, 
(2) 10 A loads 

High-Side switched taillight flasher system

FHL-TAIL Flasher, Taillight, universal applications, 18" wire leads

Headlight Flashers Taillight Flasher

FHL-HL FHL2-SC FHL-TAIL 

Vehicle Application Universal Universal Universal

Specifications

Vehicle Electrical System 10-30 VDC
negative ground

12 VDC
negative ground

12 VDC
negative ground

Maximum Output Current Two 9.5 A circuits  
per side

Two 10 A circuits  
per side

Two 5 A circuits  
per side

Circuit Switching High-Side High-Side High-Side

Low Voltage Protection

Reverse Polarity Protection

Daytime Running Lights – – –

Plug-n-play Connections – – –

High Beam Deactivation –

Automatic Nighttime Cut-off – –

Flash Patterns 7 selectable patterns 90 FPM 2.4 FPS 

Mounting Bracket Universal Universal Universal

Physical Specifications

Height 0.7 in (1.78 cm) 1.0 in (2.5 cm) 0.7 in (1.78 cm)

Length 4.7 in (11.9 cm) 3.0 in (7.6 cm) 4.7 in (11.9 cm)

Width 2.1 in (5.3 cm) 2.0 in (5.1 cm) 2.1 in (5.3 cm)

Ship Weight

1.0 lb (0.5 kg) 1.0 lb (0.5 kg) 1.0 lb (0.5 kg)

http://www.fedsig.com
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Model Description

650201 (2) 6 A loads, (8) flash patterns, ground-side switching

650202 (4) 4 A loads, (8) flash patterns, ground-side switching

650205 (2) 10 A loads, (10) flash patterns, high-side switching

FA3-SC 90 FPM, (2) 10 A loads, high-side switching

AccessoriesIntelli-Flash® Flashers

Features

• Specifically designed for use with 
auxiliary LED lighting

• Designed to perform in a variety of 
applications

• Can be used to synchronize multiple 
light heads

• Three-year warranty 650201

 Intelli-Flash Flasher Chart

 

  
 

Model Number# 650201 650202 650205 FA3-SC

Vehicle Electrical System 12/24 VDC
negative ground

12/24 VDC negative 
ground

12/24 VDC negative 
ground

12 VDC negative 
ground

Circuit Switching Ground-Side Ground-Side High-Side High-Side

Output Current/Channel 6 A 4 A 10 A 10 A

Number of Channels Two Four Two Two

Total Output Current 
Capacity

12 A 16 A 20 A 20 A

Connection Wire Leads Wire Leads Screw Terminals Wire Leads

Flash Patterns (Details 
on Instruction Sheets)

Eight Eight Ten One -90/FPM

Operating Modes Primary/Secondary Primary/Secondary Primary/Secondary Primary

Outlet Switching N/A 2 X 2 N/A N/A

Recommended 
Applications

Police/Motorcycle Police/Motorcycle/DOT
Command and Fire/

Rescue
Variable

Physical Dimensions

Length 4.0 in (10.2 cm) 4.0 in (10.2 cm) 5.1 in (13.0 cm) 2.5 in (6.4 cm)

Width 2.0 in (5.1 cm) 2.0 in (5.1 cm) 3.0 in (7.6 cm) 1.4 in (3.6 cm)

Height 0.5 in (1.3 cm) 1.0 in (1.3 cm) 1.2 in (3.1 cm) 1.3 in (3.3 cm)

https://www.fedsig.com/product/intelli-flash-flashers
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AccessoriesMB1 LED Message Board

Features

• Public safety messaging system 
incorporates LED message display 
board suitable for interior or 
exterior mounting, with internally 
mounted controller

• Includes hardware kit with mount 
brackets and carriage bolts

• LED display can be “dimmed” to 
adjust message contrast

• System comes equipped with a 
default message set

• PC software allows administrator  
to create custom message sets

• Three-year warranty

Model Description

MB1 Public safety messaging system with Blue LED message display and controller

MB1-A Public safety messaging system with Amber LED message display and controller

MB1-G Public safety messaging system with Green LED message display and controller

MB1-BNRW
Public safety messaging system with Blue LED message display and controller, 
narrow mounting applications

Accessories and Kits

MBK01
Kit for mounting MB1 to rear interior of Ford Police Interceptor Utility,  
2011-2019

MBK02 Kit for mounting MB1 to rear interior of Chevy Tahoe, 2015-2019

MBK03H
Kit for mounting MB1 message board to rear of Valor light bars,  
hook mount only

MBK04
Kit for mounting MB1 to rear of Integrity, Legend, LPX, and Navigator light bars 
(except for HotFoot versions of these bars)

MBK05 Kit for mounting MB1 to rear of Vision SLR light bar

MBK06 Kit for mounting MB1-BNRW to rear interior of Dodge Durango, 2011-2019

MB1-A

MB1 CONTROLLER

Physical Specifications

LED Color Options Amber, Blue, or Green

LED Mount 672 LEDs

Operating Temperature -30˚ C to +65˚ C

Voltage 12 VDC

Physical Specifications

Message Board Controller

Length 35.2 in (89.4 cm) 6.8 in (17.3 cm)

Height 3.0 in (7.6 cm) 3.3 in (8.3 cm)

Depth 3.3 in (8.4 cm) - 
without brackets
4.8 in (12.2 cm) - 

with brackets

1.6 in (4.1 cm)

Ship Weight

Message Board and Controller 10.0 lb (4.5 kg)
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AccessoriesMounting Bars

Features

• Mounts any type of warning light, 
directional light or work light

• Accommodates mini-light bars,  
as well as full-length light bars

• Sliding carriage bolt design for ease 
of installation when mounting any 
lighting device

• Available for permanent mount or 
hook-on mount applications

• Available in 46-, 54- and 65-inch 
lengths

Model Description

210960-46 46", Roof mount bar (mounting kit required)

210960-54 54", Roof mount bar (mounting kit required)

210960-65 65", Roof mount bar (mounting kit required)

Accessories and Kits

UNPK Mounting kit, permanent

UNHK Mounting kit, hook mount feet (requires use of hook kit)

HKB-(Model) Hook required with hook-on mount, (specify vehicle) 

210962SSG Kit, mounting bar endcap (contains endcap and two screws)

210961SSG Kit, mounting plate, beacon (mounts LED and halogen beacons  
and VisiBeams)

454219 Kit, roof mount bar (must be used when mounting HighLighter  
on a Roof Mounting bar)

NOTE  
• See page 33 for vehicle mount kits

Light bar and mounting 

kit sold separately

https://www.fedsig.com/product/mounting-bars
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Model Description

210960-46 46", Roof mount bar (mounting kit required)

210960-54 54", Roof mount bar (mounting kit required)

210960-65 65", Roof mount bar (mounting kit required)

Accessories and Kits

UNPK Mounting kit, permanent

UNHK Mounting kit, hook mount feet (requires use of hook kit)

HKB-(Model) Hook required with hook-on mount, (specify vehicle) 

210962SSG Kit, mounting bar endcap (contains endcap and two screws)

210961SSG Kit, mounting plate, beacon (mounts LED and halogen beacons  
and VisiBeams)

454219 Kit, roof mount bar (must be used when mounting HighLighter  
on a Roof Mounting bar)

NOTE  
• See page 33 for vehicle mount kits

AccessoriesSwitch Controls

Features

• Switching of up to seven auxiliary 
functions

• 20 A fuses and 20 A switches are 
standard

• Standard, high current slide switch 
and non-slide switch models 
available

• Backlit for LED function identification

• Easy installation

• Three-year warranty

SW200-B
SW300-B

SW400-B

Model Description

“SW” Switch Control Panel Models

SW1 One rocker switch

SW2 Two rocker switches

670132 Three rocker switches

SW30 SW30 Series, (3) 20 A toggle switches on L-bracket housing

SW200-B 4-switch box with bail bracket

SW300-B 6-switch box with bail bracket

SW400-B 4-switch with slide switch box and bail bracket

Toggle Switch Models

210620SSG Toggle switch, Black

210633SSG Toggle switch, Chrome on metal

Accessory and Kit

210624SSG Single-hole switch panel for use with 1/2" diameter toggle switches

Common Replacement Parts

671512 Rocker switch, 20 A, illuminated

Z122374A Slide-switch

Z122385B Rocker switch, 20 A, on/off, illuminates, Red

Z124A058A Kit, multiple legends, backlit

SW400 SW300 SW200

Physical Specifications

Height 2.1 in (5.3 cm) 2.1 in (5.3 cm) 2.1 in (5.3 cm)

Width 6.1 in (15.5 cm) 6.1 in (15.5 cm) 4.7 in (11.9 cm)

Depth 4.9 in (12.4 cm) 4.9 in (12.4 cm) 4.9 in (12.4 cm)

Ship Weight

3.0 lb (1.4 kg) 3.0 lb (1.4 kg) 2.5 lb (1.1 kg)

http://www.fedsig.com
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Accessories

Commander® COMFL Blue 
Forklift LED Safety Light

Features

• Ideal for alerting pedestrians and 
other vehicles that a forklift is 
approaching

• Die-cast aluminum housing with 
polycarbonate lens

• (2) 5W Blue LEDs

• 12/24 VDC

• Projects an intense, steady blue 
beam onto floor surface

• Compact design — approximately  
3-inch deep and 3.8-inch wide

• Comes with a U-bracket — can 
be mounted to a forklift or other 
moving vehicle

• Multiple lights can be mounted to 
the forklift or vehicle to alert to the 
front, back and/or sides

• Two-year warranty

Model Description

COMFL1-B Light, Blue Spot

Specifications

Voltage 12/24 VDC

Current Draw 0.5 A @ 12.8 VDC

Operating Temp -30° to 80°C

Physical Specifications

Height 3.0 in (7.62 cm)

Length 3.85 in (9.78 cm)

Depth 2.95 in (7.49 cm)

Ship Weight

1.0 lb (0.45 kg)
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Light Bar Common  
Replacement Parts

Model Description

Allegiant™ Serial and Discrete

500435SSG 4" riser mount kit, for use up to 61" light bar length

Z1751357A-02 RS485, 25-ft Interface cable assembly

Z1751364C Cable, Interface, 36"

Z1461861B-05 Allegiant board to board cable, 5"

Z1461861B-12 Allegiant board to board cable, 12"

Z1461861B-20 Allegiant board to board cable, 20"

Z8583020C-01 Gasket, dome, Clear, 6-ft required per base

Z8583446E Interface module with cable assembly

Z8623133A-VAL Replacement 6-button controller, Integrity/Valor/Allegiant

Z864901329 Kit, search light mount

Z865300732 2" riser mount kit, for use up to 61" light bar length

Z865302704A-2 2.5" tall flat mount brackets, 45" – 61" light bar lengths (brackets only)

Z8653101C Dome, end, Clear; -02(Amber); -03(Blue); -04(Red)

Z8653101C-GRY Dome, end, Gray

Z8653103C Dome, center, Clear; -02(Amber); -03(Blue); -04(Red)

Z8653103C-GRY Dome, center, Gray

Z8653134B Hook mount kit

Z8653134B-01 Permanent mount kit

Z8653178-2 Flat mount kit, 45"- 61" light bar length

Z8653178-3 Flat mount kit, 70" light bar length

Legend® LPXH, Legend® LPX Discrete, and Legend®

500435SSG 4" riser mount kit, for use up to 61" light bar length

660300SSG 3-button programmable controller

PCLP265DD-AAAAMS 61" LPXD stock light bar replacement board, driver-side end board

PCLP265DP-MAAAAS 61" LPXD stock light bar replacement board, passenger-side end board

PCLP266D-AAAKS 61" LPXD stock light bar replacement board, passenger-side intermediate board

PCLP266D-AAKAS 61" LPXD stock light bar replacement board, driver-side intermediate board

PCLP267D-AAAAS 61" LPXD stock light bar replacement board, center board

Z1751357A-02 RS485, 25-ft Interface cable assembly

Z1751364B Cable, Interface, 36"

Z17500492-12 Legend Series board to board cable, 12"

Z17500492-22 Legend Series board to board cable, 22"

Z17500492-32 Legend Series board to board cable, 32" 

Z17500492-38 Legend Series board to board cable, 38" 

Z17500492-48 Legend Series board to board cable, 48" 

Z17500492-56 Legend Series board to board cable, 56"

Z8583020C-01 Gasket, dome, Clear, 6-ft required per base

Z8583446E Interface module with cable assembly

Z8623133A Replacement 6-button controller, Legend

Z864901329 Kit, search light mount

Z865300732 2" riser mount kit, for use up to 61" light bar length
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Light Bar Common  
Replacement Parts

Model Description

Legend® LPXH, Legend® LPX Discrete, and Legend® (continued)

Z865301309 LPXH replacement board, driver-side

Z865301310 LPXH replacement board, passenger-side

Z8653100A Base, end, Clear, 45" – 70" light bar length

Z8653101C Dome, end, Clear, 45" – 70" light bar length; -02(Amber); -03(Blue); -04(Red)

Z8653101C-GRY Dome, end, Gray, 45" – 70" light bar length

Z8653102A Base, center, Clear, 45" – 70" light bar length

Z8653103C Dome, center, Clear, 45" – 70" light bar length; -02(Amber); -03(Blue); -04(Red)

Z8653103C-GRY Dome, center, Gray, 45" – 70" light bar length

Z8653134B Hook mount kit

Z8653134B-01 Permanent mount kit

Z8653178-2 Flat mount kit, 24" – 61" light bar length

Z8653178-3 Flat mount kit, 70" light bar length

Navigator® Serial and Discrete

Z1751357A-02 RS485, 25-ft interface cable assembly

Z806500523A Dome, end, Clear; -A(Amber), -B(Blue), -R(Red)

Z806500524A Middle dome, long, 13.75", Clear; -A(Amber), -B(Blue), -R(Red)

Z806500525A Middle dome, short, 7.1", Clear; -A(Amber), -B(Blue), -R(Red)

Z806500526 Bulkhead, Black; -C(Clear)

Z806500735 End cap, Clear; -A(Amber), -B(Blue), -R(Red)

Z806500795-A 6x4 LED QuadraFlare, stationary, single color Amber; -B(Blue), -R(Red)

Z806500795-AW
6x4 LED QuadraFlare, stationary, dual color Amber/White; -AB(Amber/Blue), -RA(Red/Amber), -RB(Red/Blue), -RW(Red/White), -BW(Blue/
White)

Z806500795-W 6x4 LED QuadraFlare, stationary, single color White; -G(Green)

Z806501199-A 7x3 LED QuadraFlare, stationary, single color Amber; -B(Blue), -R(Red)

Z806501199-AW 7x3 LED QuadraFlare, stationary, dual color Amber/White; -BW(Blue/White), -RB(Red/Blue), -RW(Red/White)

Z806501199-W 7x3 LED QuadraFlare, stationary, White

Z806501199-WK 7x3 LED QuadraFlare, stationary, work light

Z806501313-A 4x3 LED QuadraFlare, stationary, single color Amber; -B(Blue), -R(Red)

Z806501313-AW 4x3 LED QuadraFlare, stationary, dual color Amber/White; -BW(Blue/White), -RB(Red/Blue), -RW(Red/White)

Z806501313-W 4x3 LED QuadraFlare, stationary, White

Z806501337-A LED SLR rotator, single color Amber; -B(Blue), -R(Red)

Z806501337-AW LED SLR rotator, dual color Amber/White; -BW(Blue/White), -RB(Red/Blue), -RW(Red/White)

Z806501337-W LED SLR rotator, White

Z806501522-2                   Navigator Series 4" riser mount kit, 10" – 60" light bar length

Z806501522-4 Navigator Series 4" riser mount kit, 73" and 87" light bar length

Z8583020C-01 Gasket, dome, Clear, 6-ft required per base

Z8583446E Interface module with cable assembly

Z8623133A-NAV 6-button programmable controller, Navigator

Z8653134B Hook mount kit

Z8653134B-01                   Permanent mount kit

Z8653168A BP flat mount kit

Z8653178-1 Flat mount kit, 10" and 18" light bar length

Z8653178-2                        Flat mount kit,  25" – 60" light bar length

Z8653178-3 Flat mount kit, 73" and 87" light bar length
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Light Bar Common  
Replacement Parts

Flat mount 
Z8653178-2

4-inch riser mount —  
Legend Series 500435SSG

BP flat mount  
Z8653168A

4-inch riser mount 
Navigator Series  
Z806501522-2

2.5-inch tall flat mount brackets
Z865302704A-2

Permanent mount 
Z8653134B-01

Hook mount  
Z8653134B

Model Description

Integrity®

Z1751357A-02 RS485, 25-ft interface cable assembly

Z2005653A Controller replacement board

Z8623133A-VAL 6-button programmable controller, Integrity/Valor/Allegiant

Z864900652 44" dome service kit

Z864900653 51" dome service kit

Z864901329 Kit, search light mount

Z864901851A Low-profile hook mount kit

Z865101904A Power/ground cable harness

Z8653134B Hook mount kit

Z8653134B-01 Permanent mount kit

Z8653178-2                        Flat mount kit for 44" and 51" light bar lengths

Valor®

Z1751357A-02 RS485, 25-ft interface cable assembly

Z2005653A Controller replacement board

Z8623133A-VAL 6-button programmable controller, Integrity/Valor/Allegiant

Z865100372A 44" dome service kit

Z865100374A 51" dome service kit

Z865100870 44"/51" flat mount kit

Z865101878A Low-profile hook mount kit

Z865101904A Power/ground cable harness

Z8651116A Gasket, top dome, Valor

Z8651156A 44" hook mount kit

Z8651157A 44" permanent mount kit

Z8651158A 51" hook mount kit

Z8651159A 51" permanent mount kit
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Limited Warranty

LIMITED WARRANTY TERMS AND CONDITIONS
Effective November 1, 2019

Federal Signal Corporation (“Federal Signal”), subject to the terms, conditions and exceptions contained herein, warrants each NEW  
product to be free from defects in material and workmanship, under normal and proper use, care, maintenance and required service 
only. Start of Warranty, Warranty periods and exceptions to the foregoing Limited Warranty are contained on the Schedule of Products 
included in this document, and are subject to change at the sole discretion of Federal Signal.

SPECIFIC EXCLUSIONS AND EXCEPTIONS
This Limited Warranty does NOT apply nor is it extended to products that are not manufactured by Federal Signal.  These products may 
be covered by a separate limited warranty provided by the particular manufacturer and all claims and questions regarding the same are 
to be directed to the particular manufacturer. Goods sourced by Seller from a third party for resale to Buyer shall carry only the warranty 
extended by the original manufacturer.

 Domes, lenses, lamps and batteries installed on Federal Signal products are specifically excluded.  Repair or replacement of any product(s) 
or part(s) under this warranty does NOT extend the term of this warranty, and such product(s) or part(s) shall remain covered by the  
unexpired portion of the warranty period or for ninety (90) days from the date of return to Federal Signal, whichever is later. This limited 
warranty applies ONLY to the initial or first installation of the product.  This limited warranty shall not apply to products (1) that have 
been subjected to neglect, abuse, misuse, improper installation, inadequate maintenance, or damage due to improper use of cleaning or 
cleaning materials or chemicals, or non-compliance with Federal Signal’s storage, installation, operation, maintenance or environmental 
requirements; (2) that have undergone any modification or repair not previously authorized by Federal Signal in writing, or service, repair 
or modification by or from any facility other than an authorized Federal Signal service center or technician, or that use non-authorized 
software or spare or replacement parts; or (3) that fail due to reasonable and normal use or wear and tear, or materials made, furnished 
or specified by the Buyer or end user.

 During the aforesaid warranty period, Federal Signal will, at its sole option, repair or replace the product(s) or particular part(s) that are 
found to be defective in either material or workmanship, or refund the purchase price for such product(s) or part(s), which are returned 
or delivered, transport or shipping prepaid by the Buyer or end user, to either Federal Signal or its designated and authorized warranty 
service center. This limited warranty does not cover travel expenses, the cost of specialized equipment for gaining access to the product(s) 
or part(s), or labor charges for removal and re-installation of the product. 

 No person or affiliated company representative is authorized to alter the terms of this warranty, to give any other warranties, to extend 
the term or duration of this warranty, or to assume any other liability on behalf of Federal Signal in connection with the sale, servicing or 
repair of any product manufactured by the Federal Signal.

 Federal Signal reserves the right to make design changes and improvements in its products without imposing any obligation upon itself 
to change or improve previously manufactured products.                                                                                                                      

The use in the product of any part other than parts approved by Federal Signal may invalidate this warranty. Federal Signal reserves the 
right to determine, in its sole discretion, if the use of non-approved parts invalidates this warranty.

 THIS WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, WITHOUT LIMITATION, WARRANTIES 
OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, AND REGARDLESS OF ANY FAILURE OF ESSENTIAL PURPOSE.   
ALL OTHER WARRANTIES OF WHATSOEVER KIND AND NATURE, WHETHER EXISTING IN CONTRACT OR AT LAW, ARE HEREBY AND 
FOREVER DISCLAIMED.

UNDER NO CIRCUMSTANCES WILL FEDERAL SIGNAL BE LIABLE OR RESPONSIBLE FOR SPECIAL, COMPENSATORY, INCIDENTAL,  
CONSEQUENTIAL OR PUNITIVE DAMAGES, LOST PROFITS, LOST SALES, OR LOSS OF USE OR LOSS OF BUSINESS OPPORTUNITY BY OR 
THROUGH THE USE OF THE PRODUCT.  FEDERAL SIGNAL’S SOLE AND MAXIMUM LIABILITY WITH RESPECT TO THE PRODUCT, OTHER 
THAN ITS OBLIGATIONS SET FORTH ABOVE, SHALL BE THE TOTAL PURCHASE PRICE PAID FOR THE PRODUCT.
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Limited Warranty

LIMITED WARRANTY— schedule of products
Effective November 1, 2019

Warranty Period for Parts  
replacement from the  
date of manufacture  

stamped on the product

Warranty period for Factory  
Labor from the date of delivery 

to the first user-purchaser
AUDIBLE
Speakers 2 years 1 year
Platinum 3000 Series 5 years 5 years
Pathfinder 5 years 5 years
LED PRODUCTS
All LED (Light Emitting Diode) products unless 
otherwise noted

5 years 5 years

LED rotating light assemblies from all light bars 
and beacons

5 years 5 years

MicroPulse LED lights 3 years 3 years

MB1 LED Message Board 3 years 3 years
Commander Series Flex 2 years 2 years
COM550 3 years 3 years
4200S 3 years 3 years
STROBE PRODUCTS
Strobe flash tubes 1 year 1 year
951 strobe beacons 5 years 1 year
651/851 strobe beacons 5 years 1 year
US5, US6, and US7 UltraStar 5 years 1 year
OTHER PRODUCTS
Halogen Rotating Light assemblies from all light 
bars

5 years 1 year

All halogen rotating beacons and mini-light 
bars, except Sentinel

5 years 1 year

Littlite Map lights
5 year warranty on LED components

Limited lifetime warranty on  
mechanical components

5 year warranty on LED components
Limited lifetime warranty  

on mechanical components
SWM Interceptor Switch Modules 1 year 1 year
CAM Reverse Camera/Monitor Systems 3 years 3 years
Stinger Spike Systems 5 years 5 years
PBX Series 3 years 3 years
Perimeter Light Programmer 1 year 1 year
DOT Flasher 3 years 3 years
Atkinson Dynamics Intercoms 2 years 1 year
Note: Domes, lenses, lamps, and batteries are NOT covered under warranty.
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210298 168

210539 72, 76, 77

210728 72, 76

210782 70

210846 70

210878 70

210881 76, 77

210890 63

210893 63

210894 63

210982 70

211676 72, 76, 77

320310
83, 126, 

127

320320
83, 126, 

127

320330
83, 126, 

127

320340
83, 126, 

127

320350
83, 126, 

127

330508 103

416301 129

448330 64

452340 50

452341 50

452342 50

454217 50

454218 50

454219 184

605010 174, 178

605012 40, 42

620102 152

620122 152

620142 152

620200 152

620201 152

620202 152

620502 152

620504 152

620510 152

650201 63, 182

650202 182

650205 40, 182

670132 185

671512 185

100SC-A 54

100SC-B 54

100SC-G 54

100SC-R 54

100SC-W 54

100SD-A 54

100SD-B 54

100SD-G 54

100SD-R 54

100SD-W 54

100SM-A 54

100SM-B 54

100SM-G 54

100SM-R 54

100SM-W 54

100SP-A 54

100SP-B 54

100SP-G 54

100SP-R 54

100SP-W 54

100SS-A 54

100SS-B 54

100SS-G 54

100SS-R 54

100SS-W 54

100TC-A 55

100TC-B 55

100TC-G 55

100TC-R 55

100TC-W 55

100TD-A 55

100TD-B 55

100TD-G 55

100TD-R 55

100TD-W 55

100TM-A 55

100TM-B 55

100TM-G 55

100TM-R 55

100TM-W 55

100TP-A 55

100TP-B 55

100TP-G 55

100TP-R 55

100TP-W 55

100TS-A 55

100TS-B 55

100TS-G 55

100TS-R 55

100TS-W 55

200053-95 168

200523-95 76

200767-95 70

200769-95 70

200772-95 70

200775-95 70

200B-SHORT 54, 56, 57

200B-TALL 55, 58, 59

200DC-SHORT 54, 56, 57

200DC-TALL 55, 58, 59

200SC-A 56

200SC-B 56

200SC-G 56

200SC-R 56

200SC-W 56

200SD-A 56

200SD-B 56

200SD-G 56

200SD-R 56

200SD-W 56

200SM-A 56

200SM-B 56

200SM-G 56

200SM-R 56

200SM-W 56

200SP-A 56

200SP-B 56

200SP-G 56

200SP-R 56

200SP-W 56

200SS-A 56

200SS-B 56

200SS-G 56

200SS-R 56

200SS-W 56

200TC-A 58

200TC-B 58

200TC-G 58

200TC-R 58

200TC-W 58

200TD-A 58

200TD-B 58

200TD-G 58

200TD-R 58

200TD-W 58

200TM-A 58

200TM-B 58

200TM-G 58

200TM-R 58

200TM-W 58

200TP-A 58

200TP-B 58

200TP-G 58

200TP-R 58

200TP-W 58

200TS-A 58

200TS-B 58

200TS-G 58

200TS-R 58

200TS-W 58

205003-95 70

205004-95 70

205580-95 76

205581-95 76

205582-95 76

205584-95 76

208505-95 76

208551-95 70

208567-95 63

208568-95 63

208569-95 63

208667-95 63

208668-95 63

208669-95 63

210050SSG 70

210238-S 164

210238-W 164

210239-S 164

210239-W 164

Part Number Page Part Number Page Part Number Page Part Number Page

Parts Index
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210240-S 164

210240-W 164

210299SSG 168

210330SSG 166

210331SSG 166

210333SSG 166

210335SSG 166

210350SSG 168

210502SSG 168

210504SSG 168

210505SSG 168

210620SSG 185

210624SSG 185

210633SSG 185

210781SSG 70

210830SSG 70

210831SSG 70

210850SSG 72, 76, 77

210877SSG 70

210883SSG 50

210923SSG 70

210928SSG 70

210960-46 184

210960-54 184

210960-65 184

210961SSG 184

210962SSG 184

211300-95 76

211550-95 76

211779-02 67

212650-02SB 62

212650-04SB 62

212650-05SB 62

212652-02SB 62

212652-04SB 62

212654-02SB 62

212654-04SB 62

212660-02SB 62

212660-04SB 62

212660-05SB 62

212662-02SB 62

212662-04SB 62

212664-02SB 62

212664-04SB 62

212670-02SB 62

212670-04SB 62

212670-05SB 62

212672-02SB 62

212672-04SB 62

212674-02SB 62

212674-04SB 62

220200-02 76

220200-03 76

220200-04 76

220200-05 76

220200-06 76

220208-02 76

220208-03 76

220208-04 76

220208-05 76

220208-06 76

220250-02 72

220250-03 72

220250-04 72

220250-05 72

220250-06 72

220260-02 72

220260-03 72

220260-04 72

220260-05 72

220260-06 72

220300-02 74

220300-03 74

220300-04 74

220301-02 74

220308-02 74

220308-03 74

220308-04 74

220309-02 74

220309-03 74

220350-02 72

220360-02 72

220SC-AB 57

220SC-AG 57

220SC-AR 57

220SC-AW 57

220SD-AB 57

220SD-AG 57

220SD-AR 57

220SD-AW 57

220SM-AB 57

220SM-AG 57

220SM-AR 57

220SM-AW 57

220SP-AB 57

220SP-AG 57

220SP-AR 57

220SP-AW 57

220SS-AB 57

220SS-AG 57

220SS-AR 57

220SS-AW 57

220TC-AB 59

220TC-AG 59

220TC-AR 59

220TC-AW 59

220TD-AB 59

220TD-AG 59

220TD-AR 59

220TD-AW 59

220TM-AB 59

220TM-AG 59

220TM-AR 59

220TM-AW 59

220TP-AB 59

220TP-AG 59

220TP-AR 59

220TP-AW 59

220TS-AB 59

220TS-AG 59

220TS-AR 59

220TS-AW 59

252650-02SC 64

252651-02SC 64

252654-04SC 64

252655-04SC 64

252657-02SC 64

262650-02 66

262650-04 66

262650-05 66

262650-25 66

272650-02 66

272650-25 66

300B-SHORT 53

300B-TALL 53

300SMP-A 53

300SMP-B 53

300SMPC-A 53

300SMPC-B 53

300SMPC-G 53

300SMPC-R 53

300SMP-G 53

300SMP-R 53

300SMP-W 53

300TMP-A 52

300TMP-AD-W 52

300TMP-B 52

300TMPC-A 52

300TMPC-AD-A 52

300TMPC-AD-B 52

300TMPC-AD-G 52

300TMPC-AD-R 52

300TMPC-B 52

300TMPC-G 52

300TMPC-R 52

300TMP-G 52

300TMP-R 52

300TMP-W 52

304301SSG 172

304302SSG 172

304303SSG 172, 174

305101SSG 175

305102SSG 175

305103SSG 175

307301SSG 172

307302SSG 172

307303SSG 172, 174

320SMP-AB 53

320SMP-AG 53

320SMP-AR 53

320SMP-AW 53

320TMP-AB 52

320TMP-AD-AB 52

320TMP-AD-AG 52

320TMP-AD-AR 52

320TMP-AD-AW 52

Part Number Page Part Number Page Part Number Page Part Number Page

Parts Index
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320TMP-AG 52

320TMP-AR 52

320TMP-AW 52

330104-SB 84, 85

331105-SB 84, 85

416300-A 129

416300-B 129

416300-R 129

416300-W 129

416900-AW 130

416900-B2B 130

416900-BA 130

416900-BW 130

416900-BZC 130

416900-BZW 130

416900-RA 130

416900-RB 130

416900-RW 130

416910-A 130

416910-B 130

416910-R 130

416910-W 130

4200S-1 128

4200S-2 128

4200S-A 128

4200S-W 128

420222-02 70

420223-02 70

420450-02 70

420460-02 70

4300SS 176

448500-05 152

454100HL-02 44

454100HL-25 44

454100HL-AWA 44

454101HL-02 44

454101HL-03 44

454101HL-04 44

454101HL-25 44

454101HL-AGA 44

454101HL-AWA 44

454102HL-02 44

454102HL-25 44

454200HL-02 46

454200HL-03 46

454200HL-04 46

454200HL-05 46

454200HL-06 46

454200HL-25 46

454200HL-35 46

454200HL-45 46

454201HL-02 46

454201HL-03 46

454201HL-04 46

454201HL-05 46

454201HL-06 46

454201HL-25 46

454201HL-35 46

454201HL-45 46

454202HL-02 46

454202HL-03 46

454202HL-04 46

454202HL-05 46

454202HL-06 46

454202HL-25 46

454202HL-35 46

454202HL-45 46

454300HL-AAA 48

454300HL-AGA 48

454300HL-AWA 48

454301HL-AAA 48

454301HL-AAA-SYNC 48

454301HL-ABS 48

454301HL-AGA 48

454301HL-AWA 48

454301HLS-AWA-SYNC 48

454302HL-AAA 48

454302HL-ABS 48

454302HL-AGA 48

454302HL-AWA 48

500435SSG 187

605010 174

605010-30 174, 178

605010-30-D 178

605010-60 174, 178

605010-60-D 178

605015-30 176

605015-30-D 176

605200D
174, 176, 

178

605300D
174, 176, 

178

607100-04SB 132

607101-02SB 132

607101-03SB 132

607101-04SB 132

607101-05SB 132

607102-02SB 132

607105-04SB 132

607106-02SB 132

607119-02SB 132

607119-04SB 132

607120-02SB 132

607120-02SB-AMP 132

607120-04SB 132

607120-04SB-AMP 132

607121-04SB 132

607123-02SB 132

607123-03SB 132

607123-04SB 132

607123-05SB 132

607124-05SB 132

607124-05SB-DEU 132

607125-05SB 132

607130-45SB 132

64LEDSCENE 140, 141

660100SSG
40, 42, 

136, 137

660300SSG 187

8107230A-95 74

ALGT21D-AMBR3BF 32, 38, 39

ALGT21D-AMBRF 32, 38, 39

ALGT21D-AMBRP 32, 38, 39

ALGT21Z-AMBR3BP6 32, 39

ALGT45D-AMBR1HC 5, 32

ALGT45Z-AMBR3H6C 7, 32

ALGT53D-AMBR1FC 5, 32

ALGT53D-AMBR1HC 5, 32

ALGT53D-TOW1FC 5

ALGT53Z-AMBR3BF6C 7

ALGT53Z-AMBR3F6C 7, 32

ALGT53Z-AMBR3H6C 7, 32

ALGT53ZS-AMBR3H6C-F 7, 32

ALGT61DS-TOW2FCW 5, 32

ALGT61D-TOW2FC 4, 5, 32

ALGT61D-TOW5FC 5, 32

ALGT61Z-TOW2F6C 7

ALGT70D-AMBRSFC 5

ALGT70Z-AMBRSF6C 7

CAMADP-DWL 170

CAMADP-EXT 171

CAMADP-INT-2 171

CAMADP-INT-4 171

CAMADP-RCA-IN 171

CAMADP-RCA-OUT 171

CAMBRK-HD 171

CAMCABLE-10 171

CAMCABLE-15 171

CAMCABLE-20 171

CAMCABLE-40 171

CAMCABLE-5 171

CAMCABLE-SHORT 171

CAMCABLE-TRK 171

CAMCCD-BALLNTSC 170, 171

CAMCCD-COMREAR 170, 171

CAMCCD-DOMENTSC 170, 171

CAMCCD-FLS2NTSC 170, 171

CAMCCD-FLSHNTSC 170, 171

CAMCCD-REARMIR 170, 171

CAMCCD-REARMIR-NIR 170, 171

CAMCCD-REARNTSC 170, 171

CAMCCD-SIDENTSC 170, 171

CAMLCD-BRACKET 171

CAMLCD-INT-56 170

CAMLCD-INT-70-B 170

CAMLCD-MIR 170, 171

CAMSET56-NTSC-2 170

CAMSET70-NTSC4B 170

CNSM2X4R-3493515 80

CNSM2X4R-3493521 80

CNSM2X4R-3642343 80

CNSM2X4R-AMBR4 80

CNSM2X4RS-AMBR5 80

CNSM2X4RS-AMBR7 80

CNSM8R-00002 80

CNSM8R-00037 80

CNSM8R-2654018 80

Part Number Page Part Number Page Part Number Page Part Number Page

Parts Index
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CNSM8RS-AMBR4 80

CNSM8RS-AMBR5 80

CNSM8RS-AMBR7 80

CNSM-UM 80, 81

COM120 142

COM1200-RND 150, 151 

COM1200-SQ 150, 151

COM120-260 147

COM120-570 142

COM120-ON-530 142

COM120-ON-530SW 142

COM120-ON-540SW 142

COM120-ON-600-603 142

COM120-ON-642-603 142

COM120-ON-656-
603-P1

142

COM120-ON-700-P1 142

COM145LC-W 157

COM15K 142

COM15K-260 147

COM15K-530 142

COM15K-530SW 142

COM15K-540SW 142

COM1FC-A 131

COM1FC-B 131

COM1FC-R 131

COM1FC-W 131

COM1LC-W 157

COM1MC-A 131

COM1MC-G 131

COM1MC-R 131

COM20K 142

COM20K-530SW 142

COM20K-ON 142

COM20K-ON-530SW 142

COM20K-ON-540TW 142

COM3FAA 131

COM3FAC 131

COM3FBB 131

COM3FBC 131

COM3FLANGEC 131

COM3FRC 131

COM3FRR 131

COM3GROMMET 131

COM3SBWC 158

COM3SRR 158

COM3SRWC 158

COM3SWC 158

COM550-RND 148, 149

COM550-SQ 148, 149

COM618W 160

COM6BW 160

COM6BZL-2 160

COM6BZL-3 160

COM6BZL-4 160

COM6RW 160

COM6W 160

COM750-RND 150, 151

COM750-SQ 150, 151

COM7K-900 147

COM8PT6C 161

COM8PT6W 161

COM8PTC 161

COM8PTSC 161

COM8PTSW 161

COMFF100 155

COMFF110 155

COMFL1-B 186

COMFLEX-18 154

COMFLEX-27 154

COMFLEX-36 154

COMFLEX-45 154

COMFLEX-54 154

COMFLEX-63 154

COMFLEX-9 154

COMINT5-W 159

COMLC11K 144

COMLC11K-530-H 144

COMLC11K-540-H 144

COMLC11K-570 144

COMLC11K-570-ON 144

COMLC15K-210 144

COMLC20K 144

COMLC20K-530SW-H 144

COMLC20K-540TW-H 144

COMLC20K-570 144

COMMS-120 145

COMMS-120-570 145

COMMS-120-ON-530 145

COMMS-120-ON-540-H 145

COMMS-DC 145

COMMS-DC-570 145

COMMS-DC-ON-530 145

COMSB-FLD-CD 146

COMSB-FLD-NM 146

COMSB-FLD-YM-BLA 146

COMSB-SPT-CD 146

COMSB-SPT-NM 146

COMSB-SPT-YM 146

COMSB-TRP-CD 146

COMSB-TRP-CD-BLA 146

COMSB-TRP-NM 146

COMSB-TRP-YM 146

COMSTL-BKT 162

COMSTL-BKT45 162

COMSTL-BTT 162

COMSTL-DUALBKT45 162

COMSTLF-A 162

COMSTLF-B 162

COMSTLFC-A 162

COMSTLFC-B 162

COMSTLFC-R 162

COMSTLF-R 162

COMSTLS18C-W 162

COMSTLS6C-W 162

COMSTL-TANK 162

COMX-120 143

COMX-120-570 143

COMX-120-ON-530 143

COMX-120-ON-530SW 143

COMX-120-ON-600-
603-P3

143

COMX-120-ON-642-603 143

COMX-DC 143

COMX-DC-260 147

COMX-DC-530 143

COMX-DC-530SW 143

COMX-DC-570 143

COMX-DC-ON-530 143

COMX-S-120 143

COMX-S-120-570 143

COMX-S-120-ON-530 143

COMX-S-DC 143

COMX-S-DC-570 143

COMX-S-DC-ON-530 143

ELX72-SM8 82

ELX72-SM8-C 82

FA3-SC 182

FHL2-SC 181

FHL-HL 181

FHL-TAIL 181

FR4-A 110

FR4-A4HMC 110

FR4-B 110

FR4C-A 110

FR4C-AW 110

FR4C-B 110

FR4C-BA 110

FR4C-BW 110

FR4C-G 110

FR4C-R 110

FR4C-RA 110

FR4C-RB 110

FR4C-RW 110

FR4C-W 110

FR4-G 110

FR4MB 110

FR4MC 110

FR4-R 110

FR6-A 108

FR6-A4HMC 108

FR6-ARROW 108

FR6-B 108

FR6-BACKUP 108

FR6-BTT 108

FR6C-A 108

FR6C-ARROW 108

FR6C-AW 108

FR6C-B 108

FR6C-BA 108

FR6C-BTT 108

FR6C-BW 108

FR6C-G 108

FR6C-R 108

FR6C-RA 108

FR6C-RB 108
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FR6C-RW 108

FR6C-W 108

FR6-G 108

FR6LEDSCENE 138, 139

FR6MB 108, 137

FR6MB3V 108

FR6MB4V 108

FR6MC 108, 137

FR6MC3V 108

FR6MC4V 108

FR6MHL 108

FR6-R 108

FR7-A 106

FR7-B 106

FR7C-A 106

FR7C-AW 106

FR7C-B 106

FR7C-BA 106

FR7C-BW 106

FR7C-R 106

FR7C-RA 106

FR7C-RB 106

FR7C-RW 106

FR7C-W 106

FR7-G 106

FR7LEDSCENE 138, 139

FR7MB 137

FR7MC 137

FR7-R 106

FR92-ARROW 104

FR9-A 104

FR9-A4HMC 104, 106

FR9-ARROW 104

FR9-B 104

FR9-BACKUP 104

FR9-BTT 104

FR9C-A 104

FR9C-AW 104, 105

FR9C-B 104

FR9C-BA 104

FR9C-BTT 104

FR9C-BW 104

FR9C-G 104

FR9C-R 104

FR9C-RA 104

FR9C-RB 104

FR9C-RW 104

FR9C-W 104

FR9-G 104

FR9LEDSCENE 137

FR9MB 104, 106

FR9MBSCENE 137, 139

FR9MC 104, 106

FR9MCSCENE 137

FR9-R 104

HKB-CAR8 33

HKB-CHGR 33

HKB-CK2 33

HKB-COL15 33

HKB-COL7 33

HKB-ESC13 33

HKB-FHD7

HKB-FPIU13-44 33

HKB-FPIU13B 33

HKB-FPIU18 33

HKB-FPIU20 33

HKB-FRD15 33

HKB-FRD15-44 33

HKB-FRD4 33

HKB-FRD7 33

HKB-FRD9 33

HKB-FTEX 33

HKB-LPCHGR11 33

HKB-MAG7

HKB-MAL7 33

HKB-RAM19 33

HKB-SAV 33

HKB-SIL17 33

HKB-SIL17-44 33

HKB-TA10 33

HKB-TAH15-44

HKB-TAR11 33

HKB-TCON 33

HKB-XPL8 33

INTG44S-AMBR2 26

INTG44S-AMBR3 26

INTG51S-AMBR2 27, 31

INTG51S-AMBR30 27

INTG51S-AMBR31 27

INTG51S-AMBR3S 27, 31

INTG51S-AMBR52 31

IPX300-2 86

IPX300-3 86

IPX300-4 86

IPX300-5 86

IPX300-6 86

IPX302-2 86

IPX302-3 86

IPX302-4 86

IPX600B-A 86

IPX600B-B 86

IPX600B-G 86

IPX600B-R 86

IPX600B-W 86

IPX602B-WPL 177

IPX620B-BA 86

IPX620B-BR 86

IPX620B-BW 86

IPX620B-RA 86

IPX620B-RW 86

IPX620B-WA 86

IPX6M-1 86

IPX-GRL1 88

IPX-GRL10 88

IPX-GRL11 88

IPX-GRL12 88

IPX-GRL13 88

IPX-GRL14 88

IPX-GRL2 88

IPX-GRL5 88

IPX-GRL6 88

IPX-GRL7 88

IPX-GRL8 88

IPX-GRL9 88

IPX-LPF1 88

IPX-LPH1 88

IPX-LPV1 88

IPX-LPV2 88

IPX-LPVX1 88

IPXM-1 86

IPXM6B-SPACRKT 89

IPXM6-SPACRKT 89

IPX-PB45H 89

IPX-PB45V 89

IPX-PBL1 89

IPX-RSW1 89

IPX-RSW3 89

IPX-RSW4 89

IPX-SW1 89

IPX-TRNK4 89

LEDTCL64A-A 124

LEDTCL64C-A 124

LEDTCL64C-B 124

LEDTCL64C-G 124

LEDTCL64C-R 124

LEDTCL64C-W 124

LEDTCL64R-R 124

LEDTCL97A-A 124

LEDTCL97C-A 124

LEDTCL97C-B 124

LEDTCL97C-G 124

LEDTCL97C-R 124

LEDTCL97C-W 124

LEDTCL97R-R 124

LF12ER 156

LF12ERB 156

LF12ESB 156

LF12ES-LED 156

LF12TR 156

LF12TRB 156

LF12TSB-LED 156

LF12TS-LED 156

LF18ERB 156

LF18ER-LED-UV 156

LF18ES-LED 156

LF18TR 156

LF18TRB 156

LF18TS 156

LF18TSB-LED 156

LF18TSB-LED-BLUE 156

LF18TS-LED 156

LF6MOTO 156

LGD12Z-00001 40

LGD12Z-00002 40

LGD45Z-AMBR1H6 17

LGD45Z-AMBR2H6 17, 31
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MPSW6-BW 92

MPSW6-R 92

MPSW6-RB 92

MPSW6-RW 92

MPSW6-W 92

MPSW9-A 90

MPSW9-AG 90

MPSW9-AW 90

MPSW9-B 90

MPSW9-BA 90

MPSW9-BW 90

MPSW9-R 90

MPSW9-RA 90

MPSW9-RB 90

MPSW9-RW 90

MPSW9-W 90

NVG10-3AF 35

NVG10-3AF-DOT 35

NVG10-4ABF 35

NVG10-4AF 34, 35

NVG10-4AF-DOT 35

NVG10-4AGF 35

NVG10-4AWF 35

NVG10-AAF 34, 35 

NVG10-ABF 35

NVG10-AGF 35

NVG10-AWF 35

NVG18D-AMBR1FC 37

NVG18D-AMBR1RFC 37

NVG18D-MUNI1RFC 37

NVG25D-AMBR1FC 37

NVG25D-AMBR1RFB 36, 37

NVG25D-AMBR1RFC 37

NVG25D-MUNI2RFC 37

NVG45Z-MUNI1HC6 23

NVG53D-MUNI1HC 21

NVG53D-MUNI1RHC 21

NVG53Z-MUNI1RHC6 23

NVG60D-TOW1FC 21

NVG60D-TOW2FC 21

NVG60Z-TOW2FC6 23

NVG73D-AMBR1FC 21

NVG87D-AMBR3RFC 21

NVG73D-TOW5FC 21
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LGD53Z-AMBR1H6 17

LGD53Z-AMBR2H6 16, 17, 31

LGD61Z-00004 17

LGD70Z-00004 17

LP800-A 68

LP800-B 68

LP800-BASE 68

LP800C-A 68

LP800C-B 68

LP800C-R 68

LP800-R 68

LPX24D-00003S 30, 42, 43

LPX24D-AMBR1F-A 42, 43

LPX24D-AMBR1P 30, 42, 43

LPX24DS-00002 42, 43 

LPX45D-AMBR1H 15, 30

LPX53D-00021 15

LPX53D-AMBR2H 15, 30

LPX53H 12, 13, 30

LPX61D-00017S 14, 15, 30

LPX61DS-00005S 15, 30

LPX61H 12, 13, 30

LPX70D-00003 15

MB1 183

MB1-A 183

MB1-BNRW 183

MB1-G 183

MBK01 183

MBK02 183

MBK03H 183

MBK04 183

MBK05 183

MBK06 183

MPS1200U-AA 94

MPS1200U-BA 94

MPS1200U-BB 94

MPS1200U-BR 94

MPS1200U-BW 94

MPS1200U-RA 94

MPS1200U-RR 94

MPS1200U-RW 94

MPS1200U-WA 94

MPS1200U-WW 94

MPS1220U-AW 95

MPS1220U-BA 95

MPS1220U-BR 95

MPS1220U-BW 95

MPS1220U-RA 95

MPS1220U-RW 95

MPS300U-A 94, 174

MPS300U-B 94

MPS300U-R 94

MPS300U-W 94

MPS600M-AA 100

MPS600M-RA 100

MPS600U-AA 94

MPS600U-BA 94

MPS600U-BB 94

MPS600U-BR 94

MPS600U-GA 94

MPS600U-RA 94

MPS600U-RR 94

MPS600U-RW 94

MPS600U-WA 94

MPS600U-WW 94

MPS620U-BA 95

MPS620U-BR 95

MPS620U-BW 95

MPS620U-RA 95

MPS620U-RW 95

MPS620U-WA 95

MPSC-A 98

MPSC-AW 98

MPSC-B 98

MPSC-BA 98

MPSC-BW 98

MPSC-R 98

MPSC-RA 98

MPSC-RB 98

MPSC-RW 98

MPSM12-DL 103

MPSM12-DS 103

MPSM12-LB 103

MPSM12-SB 103

MPSM12U-SPACRKT 103

MPSM3-DL 102

MPSM3-DS 102

MPSM3-LB 102

MPSM3-SB 102

MPSM3U-SPACRKT 102

MPSM650-SPACRKT 102

MPSM6-BOOT 102

MPSM6-BOOTKIT 102

MPSM6-DL 102

MPSM6-DS 102

MPSM6-DU15RS 102

MPSM6-FPISSM 102

MPSM6-FPIURS 102

MPSM6-FPIURS2 102

MPSM6-LB 102

MPSM6-LPV1 102

MPSM6-SB 102

MPSM6-SPACRKT 102

MPSM6-TA15RS 102

MPSM6U-SPACRKT 102

MPSMC-1 98

MPSMC-2 98

MPSMC-3 98

MPSMW6-1 92

MPSMW6-2 92

MPSMW6-3 92

MPSMW6-SPACRKT 103

MPSMW9-1 90

MPSMW9-2 90

MPSMW9-3 90

MPSMW9-DUR15MIR 103

MPSMW9-FPIU13MIR 103

MPSMW9-FRD15MIR 103

MPSMW9-LB 103

MPSMW9-SPACRKT 103

MPSMW9-TAH15MIR 103

MPSUM3-1 94

MPSUM3-2 94

MPSUM6-1 94, 95

MPSUM6-2 94, 95

MPSUM12-1 94, 95

MPSUM12-2 94, 95

MPSUMO12-1 103

MPSUMO12-3 103

MPSW6-A 92

MPSW6-AW 92

MPSW6-B 92

Part Number Page Part Number Page Part Number Page Part Number Page
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PBX06 179

PBX-TC2L-4 179

PBX-TC4L-4 179

PBXW-FRD15 179

PCLP265DD-AAAAMS 187

PCLP265DP-MAAAAS 187

PCLP266D-AAAKS 187

PCLP266D-AAKAS 187

PCLP267D-AAAAS 187

PLPR1 180

QL43-AA 118

QL43-BACKUP 118

QL43-BB 118

QL43-BTT 118

QL43C-AA 118

QL43C-AW 118

QL43C-BA 118

QL43C-BB 118

QL43C-BW 118

QL43C-GG 118

QL43C-RA 118

QL43C-RB 118

QL43C-RR 118, 119

QL43C-RW 118

QL43C-WW 118

QL43D-A 120, 174

QL43D-B 120

QL43D-BACKUP 120, 174

QL43D-BTT 120, 174

QL43DD-AB 120

QL43DD-AG 120

QL43DD-AW 120

QL43DD-RA 120

QL43D-G 120

QL43D-R 120

QL43D-W 120

QL43-GG 118

QL43MC 118

QL43MC 118

QL43-RR 118, 119

QL43-TURN 118

QL43Z-AA 120

QL43Z-BB 120

QL43ZD-AB 120

QL43ZD-AG 120

QL43ZD-AW 120

QL43ZD-RA 120

QL43Z-GG 120

QL43Z-RR 120

QL43Z-WW 120

QL643H 117

QL643H-LEDLEFT 117

QL643H-LEDRGHT 117

QL643H-LEFT 117

QL643H-RIGHT 117

QL643V 116

QL64Z4V-LED 117

QL643V-LED 116

QL643V-LEFT 116

QL643V-RIGHT 116

QL644V 117

QL644V-LED 117

QL644V-LEFT 117

QL644V-RIGHT 117

QL64-AA 116

QL64-ARROW 116

QL64-BACKUP 116

QL64-BB 116

QL64-BTT 116

QL64C-AA 116

QL64C-AG 116

QL64C-AW 116

QL64C-BA 116

QL64C-BB 116

QL64C-BW 116

QL64C-GG 116

QL64C-RA 116

QL64C-RB 116

QL64C-RG 116

QL64C-RR 116

QL64C-RW 116

QL64C-WW 116

QL64-GG 116

QL64MC 117, 124

QL64MHL 117

QL64-RR 116

QL64-TURN 116

QL64Z3V-LED 117

QL64Z3V-LEFT 117

QL64Z3V-RIGHT 117

QL64Z4V-LEFT 117

QL64Z4V-RIGHT 117

QL73-AA 114

QL73-BB 114

QL73C-AA 114

QL73C-AW 114

QL73C-BA 114

QL73C-BB 114

QL73C-BW 114

QL73C-GG 114

QL73C-RA 114

QL73C-RB 114

QL73C-RG 114

QL73C-RR 114

QL73C-RW 114

QL73C-WW 114

QL73D-A 122, 174

QL73D-B 122

QL73D-BACKUP 122, 174

QL73D-BTT 122, 174

QL73DD-AB 122

QL73DD-AG 122

QL73DD-AW 122

QL73DD-RA 122

QL73D-G 122

QL73D-R 122

QL73D-W 122

QL73-GG 114

QL73LEDSCENE 140, 141

QL73MC 114, 140

QL73MC 114

QL73-RR 114

QL97-AA 112

QL97-ARROW 112

QL97-BACKUP 112

QL97-BB 112

QL97-BTT 112

QL97C-AA 112

QL97C-AW 112

QL97C-BA 112

QL97C-BB 112

QL97C-BW 112

QL97C-GG 112

QL97C-RA 112

QL97C-RB 112

QL97C-RG 112

QL97C-RR 112

QL97C-RW 112

QL97C-WW 112

QL97-GG 112

QL97LEDSCENE 140, 141

QL97LEDSCENE-D 140, 141

QL97MC
112, 124, 

140

QL97-RR 112

QL97-TURN 112

SIFMS-AMBER1FF6 137

SIFMS-AMBR1CS 137

SIFMS-AMBR1CS6 137

SIFMS-AMBR1FF 137

SIFMS-AMBR1MV 137

SIFMS-AMBR1MV6 137

SIFMS-AMBR2CS 137

SIFMS-AMBR2CS6 137

SIFMS-AMBR2FF 137

SIFMS-AMBR2FF6 137

SIFMS-AMBR2MV 137

SIFMS-AMBR2MV6 137

SIFZ-AMBR1CS6 136

SIFZS-AMBR1CC 136

SIFZS-AMBR1CC6 136

SIFZS-AMBR1CS 136

SIFZS-AMBR1DR 136

SIFZS-AMBR1DR6 136

SIFZS-AMBR1FF 136

SIFZS-AMBR1FF6 136

SIFZS-AMBR1MV 136

SIFZS-AMBR1MV6 136

SIFZS-AMBR2CC 136

SIFZS-AMBR2CC6 136

SIFZS-AMBR2CS 136

SIFZS-AMBR2CS6 136

SIFZS-AMBR2DR 136

SIFZS-AMBR2DR6 136

SIFZS-AMBR2FF 136
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SIFZS-AMBR2FF6 136

SIFZS-AMBR2MV 136

SIFZS-AMBR2MV6 136

SL4F-A 126

SL4F-AAWW 126

SL4F-WWAA 126

SL6F-A 126

SL6F-AW 126

SL6S-A 78

SL8F-A 126

SL8F-AW 126

SL8S-A 78

SL8S-A48 78

SL8S-A48-50 78

SL8S-A-50 78

SLB-001
83, 126, 

127

SLB-002
83, 126, 

127

SLB-4SHRD 83, 126

SLB-6SHRD 83, 126

SLB-8SHRD 83, 126

SW1 185

SW2
44, 47, 
49, 63, 

64, 185

SW200-B 185

SW30 185

SW300-B 185

SW400-B 185

UNHK 184

UNPK 184

VALR44S-AMBR2 28

VALR44S-AMBR3 28

VALR51S-AMBR2 29

VALR51S-AMBR23 29

VALR51S-AMBR3 29

VPX-SW 89

XSM1-BRA 134

XSM1-BRW 134

XSM-1-BWA 134

XSM1C-BRW 134

XSM1C-BWA 134

XSM1C-WAG 134

XSM1-WAG 134

XSM2-BRA 134

XSM2-BRW 134

XSM2-BWA 134

XSM2C-BRW 134

XSM2C-BWA 134

XSM2C-WAG 134

XSM2-WAG 134

XSMBKT01 134, 135

XSMBKT02 134, 135

XSMBKT03 134, 135

XSMBKT07 135

XSMBKT08 135

XSMBKT09 135

Z122374A 185

Z122385B 185

Z124161A 44, 47, 49

Z124A058A 185

Z140325A-13 84

Z1461861B-05 187

Z1461861B-12 187

Z1461861B-20 187

Z146903B 152

Z17500492-12 187

Z17500492-22 187

Z17500492-32 187

Z17500492-38 187

Z17500492-48 187

Z17500492-56 187

Z1751357A-02
187, 188, 

189

Z1751364B 187

Z1751364C 187

Z1751531A
80, 136, 

137

Z2005653A 189

Z806500523A 188

Z806500524A 188

Z806500525A 188

Z806500526 188

Z806500735 188

Z806500795-A 188

Z806500795-AW 188

Z806500795-W 188

Z806501199-A 188

Z806501199-AW 188

Z806501199-W 188

Z806501199-WK 188

Z806501313-A 188

Z806501313-AW 188

Z806501313-W 188

Z806501337-AW 188

Z806501337-W 188

Z806501522-2 188

Z806501522-4 188

Z8263073A-01 74

Z8263073A-02 74

Z8263073A-03 74

Z8263073A-05 74

Z8422528A 152

Z8422B399A-01 152

Z8433039B 152

Z8433113A 152

Z8444313C 64

Z8444374A-01 64

Z8444374A-02 64

Z8444374A-03 64

Z8444374A-04 64

Z8444374A-05 64

Z8444375A-01 64

Z8444397A 64

Z8536C1041A 84

Z8550250A 156

Z8550251A 156

Z8560095B-02 44, 47, 49

Z8560095B-03 44, 47, 49

Z8560095B-04 44, 47, 49

Z8560095B-05 44, 47, 49

Z8560095B-06 47, 49

Z8560109A 44, 47, 49

Z8573327A 78

Z8583020C-01 187, 188

Z8583446E
80, 187, 

188

Z861302679A 102

Z862000142A 63

Z8623133A 187

Z8623133A-NAV 188

Z8623133A-VAL
80, 136, 

137, 187, 
189

Z8627205A-02 66

Z8627205A-04 66

Z8627205A-05 66

Z864900652 189

Z864900653 189

Z864901329 187, 189

Z864901851A 189

Z865100372A 189

Z865100374A 189

Z865100870 189

Z865101878A 189

Z865101904A 189

Z8651116A 189

Z8651156A 189

Z8651157A 189

Z8651158A 189

Z8651159A 189

Z865300732 187

Z865301309 188

Z865301310 188

Z865302704A-2 187

Z8653100A 188

Z8653101C 187, 188

Z8653101C-GRY 187, 188

Z8653102A 188

Z8653103C 187, 188

Z8653103C-GRY 187, 188

Z8653134B
187, 188, 

189

Z8653134B-01 187

Z8653134B-01 188, 189

Z8653168A 188

Z8653175A 42

Z8653176A-02 42

Z8653176C 42

Z8653178-1 188

Z8653178-2
42, 187, 

188, 189

Z8653178-3 187, 188
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Main Office / Factory
2645 Federal Signal Drive
University Park, IL 60484
(708) 534-3400 

Customer Support 
(800)  824-0254 
amberorders@fedsig.com

Service Department 
(800) 433-9132
empserviceinfo@fedsig.com

Littlite is a trademark of its respective owner.  
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